
NNM08AA54C
ATTACHMENT J-24

PREVENTIVE MAINTENANCE

Page 1 of 1447

PMNUM PM DESCRIPTION  TASK DESCRIPTION
PM4200-ACFLT0001 Preventive Maintenance - Air Compressor Filter Change 365-Day: Air Compressor Filter Change Replace Filter(s) on air compressor unit.

PM4200-ACFLT0002 Preventive Maintenance - Air Compressor Filter Change 365-Day: Air Compressor Filter Change Replace Filter(s) on air compressor unit.

PM4200-ACFLT0003 Preventive Maintenance - Air Compressor Filter Change 365-Day: Air Compressor Filter Change Replace Filter(s) on air compressor unit.

PM4200-ACMP0001 Preventive Maintenance - Air Compressor Control 90-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check Belts.  Change if necessary.

180-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

365-Day: Air Compressor (Post RCM) Drain Tank.  If unit has automatic drain then cycle drain.
Check oil and oil filter. Change as necessary.
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

PM4200-ACMP0002 Preventive Maintenance - Air Compressor Control 90-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check Belts.  Change if necessary.

180-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

365-Day: Air Compressor (Post RCM) Drain Tank.  If unit has automatic drain then cycle drain.
Check oil and oil filter. Change as necessary.
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

PM4200-ACMP0003 Preventive Maintenance - Air Compressor Control 90-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check Belts.  Change if necessary.

180-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

365-Day: Air Compressor (Post RCM) Drain Tank.  If unit has automatic drain then cycle drain.
Check oil and oil filter. Change as necessary.
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary
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PM4200-ADRY0001 Preventive Maintenance - Air Dryer 60-Day: Air Dryer, Refrigerant Type Check operation and controls.  If any problems found then issue work 

request.
Drain and flush
Drain water separator
Lubricate condenser motor as necessary

180-Day: Air Dryer, Refrigerant Type Check operation and controls.  If problem found then issue work request.

Drain and flush
Drain water separator
Lubricate condenser motor as necessary
Clean condenser coils

PM4200-ADRY0002 Preventive Maintenance - Air Dryer 60-Day: Air Dryer, Refrigerant Type Check operation and controls.  If any problems found then issue work 
request.
Drain and flush
Drain water separator
Lubricate condenser motor as necessary

180-Day: Air Dryer, Refrigerant Type Check operation and controls.  If problem found then issue work request.

Drain and flush
Drain water separator
Lubricate condenser motor as necessary
Clean condenser coils

PM4200-ADRY0003 Preventive Maintenance - Air Dryer 60-Day: Air Dryer, Refrigerant Type Check operation and controls.  If any problems found then issue work 
request.
Drain and flush
Drain water separator
Lubricate condenser motor as necessary

180-Day: Air Dryer, Refrigerant Type Check operation and controls.  If problem found then issue work request.

Drain and flush
Drain water separator
Lubricate condenser motor as necessary
Clean condenser coils

PM4200-ADRY0004 Preventive Maintenance - Air Dryer 60-Day: Air Dryer, Refrigerant Type Check operation and controls.  If any problems found then issue work 
request.
Drain and flush
Drain water separator
Lubricate condenser motor as necessary

180-Day: Air Dryer, Refrigerant Type Check operation and controls.  If problem found then issue work request.

Drain and flush
Drain water separator
Lubricate condenser motor as necessary
Clean condenser coils

PM4200-AH0001 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable
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PM4200-AH0002 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation

Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4200-AH0003 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4200-AH0004 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4200-AH0005 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4200-AH0006 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4200-AH0007 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4200-AH0008 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4200-AH0009 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4200-ATS0001 Preventive Maintenance - Auto Transfer Switch 180-Day: Auto Transfer Switch Check automatic operation and controls
365-Day: Auto Transfer Switch Check automatic operation and controls

Clean equipment
Perform Infrared Inspection to check all contacts and connections
If temperatures of over 121 degrees F noticed, connection must be 
repaired/tightened.

PM4200-CHWP0001 Preventive Maintenance - Chill Water Pump 365-Day Chilled Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
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Check for leaks on suction and discharge piping, seals, packing glands; make 
minor repairs as necessary.
Lubricate pump and motor as necessary.
Check drive coupling

PM4200-CHWP0002 Preventive Maintenance - Chill Water Pump 365-Day Chilled Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands; make 
minor repairs as necessary.
Lubricate pump and motor as necessary.
Check drive coupling

PM4200-CHWP0003 Preventive Maintenance - Chill Water Pump 365-Day Chilled Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands; make 
minor repairs as necessary.
Lubricate pump and motor as necessary.
Check drive coupling

PM4200-CHWP0004 Preventive Maintenance - Chill Water Pump 365-Day Chilled Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands; make 
minor repairs as necessary.
Lubricate pump and motor as necessary.
Check drive coupling

PM4200-CHWP0005 Preventive Maintenance - Chill Water Pump 365-Day Chilled Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands; make 
minor repairs as necessary.
Lubricate pump and motor as necessary.
Check drive coupling

PM4200-DOOR0001 Preventive Maintenance - Electric Personnel Door 30-Day Personnel Doors, Electric Check operation and controls.  If any problems are found issue work request.

Clean photocells and check range
Check door closure pressure
Clean tracks and check for proper alignment
Check tolerances on locking mechanisms
Check emergency release mechanisms (where applicable)

PM4200-DOOR0002 Preventive Maintenance - Electric Personnel Door 30-Day Personnel Doors, Electric Check operation and controls.  If any problems are found issue work request.

Clean photocells and check range
Check door closure pressure
Clean tracks and check for proper alignment
Check tolerances on locking mechanisms
Check emergency release mechanisms (where applicable)

PM4200-DOOR0003 Preventive Maintenance - Electric Personnel Door 30-Day Personnel Doors, Electric Check operation and controls.  If any problems are found issue work request.

Clean photocells and check range
Check door closure pressure
Clean tracks and check for proper alignment
Check tolerances on locking mechanisms
Check emergency release mechanisms (where applicable)
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PM4200-DOOR0004 Preventive Maintenance - Electric Personnel Door 30-Day Personnel Doors, Electric Check operation and controls.  If any problems are found issue work request.

Clean photocells and check range
Check door closure pressure
Clean tracks and check for proper alignment
Check tolerances on locking mechanisms
Check emergency release mechanisms (where applicable)

PM4200-DOOR0005 Preventive Maintenance - Electric Personnel Door 30-Day Personnel Doors, Electric Check operation and controls.  If any problems are found issue work request.

Clean photocells and check range
Check door closure pressure
Clean tracks and check for proper alignment
Check tolerances on locking mechanisms
Check emergency release mechanisms (where applicable)

PM4200-DOOR0006 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM (w/o lifting cables) Inspect drive mechanism
Inspect brake settings if applicable
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect Mounts to ensure that they are sufficiently sized
Inspect chain drive adjustments
If any problems are found issue work request

PM4200-DOOR0007 Preventive Maintenance - Roll-Up Door 180-Day Sliding/Roll-up Door, Manual Lubricate tracks as necessary
Check stops and tethers
If any problems are found issue work request

PM4200DRAIN Preventive Maintenance - Storm Drain Inspection 365-day Storm Drain Clean-out all storm drains in the area
PM4200-DXAC0001 Preventive Maintenance - Direct Expansion AC Unit 90-Day: Direct Expansion Unit Package, Stand-

Alone or Split-Type, Air-Cooled, Direct-Driven
Check operation and controls.  If any problems are found issue work request.

Lubricate condenser fan as necessary
Lubricate blower motor as necessary

180-Day: Direct Expansion Unit Package, Stand-
Alone or Split-Type, Air-Cooled, Thru The Wall 
Unit

Check operation and controls.  If any problems are found issue work request

Lubricate condenser fan as necessary
Lubricate blower motor as necessary
Check suction and discharge pressure

365-Day: Direct Expansion Unit Package, Stand-
Alone or Split-Type, Air-Cooled, Direct-Driven

Check operation and controls.  If any problems are found issue work request

Lubricate condenser fan as necessary
Lubricate blower motor as necessary
Check suction and discharge pressure
Clean condenser and evaporator coils
Check safety interlocks

PM4200-DXAC0002 Preventive Maintenance - Direct Expansion AC Unit 90-Day: Critical Direct Expansion Unit Package, 
Split-Type, Air-Cooled, Belt-Driven

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate condenser fan as necessary
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Lubricate blower motor as necessary
Check safety interlocks

180-Day: Critical Direct Expansion Unit Package, 
Split-Type, Air-Cooled, Belt-Driven

Check operation and controls

Check belts, change if necessary
Lubricate condenser fan
Lubricate blower motor
Check and lubricate bearings
Check suction and discharge pressure
Check safety interlocks
Clean condenser and evaporator coils

PM4200-DXAC0003 Preventive Maintenance - Direct Expansion AC Unit 90-Day: Direct Expansion Unit Package, Stand-
Alone or Split-Type, Air-Cooled, Direct-Driven

Check operation and controls.  If any problems are found issue work request.

Lubricate condenser fan as necessary
Lubricate blower motor as necessary

180-Day: Direct Expansion Unit Package, Stand-
Alone or Split-Type, Air-Cooled, Thru The Wall 
Unit

Check operation and controls.  If any problems are found issue work request

Lubricate condenser fan as necessary
Lubricate blower motor as necessary
Check suction and discharge pressure

365-Day: Direct Expansion Unit Package, Stand-
Alone or Split-Type, Air-Cooled, Direct-Driven

Check operation and controls.  If any problems are found issue work request

Lubricate condenser fan as necessary
Lubricate blower motor as necessary
Check suction and discharge pressure
Clean condenser and evaporator coils
Check safety interlocks

PM4200-EAF0001 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4200-EAF0002 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4200-EAF0003 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4200-EAF0004 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
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Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4200-EAF0005 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4200-ELEV0001 Preventive Maintenance - Cable Elevator 30-Day: Cable Elevator with Computer Controls Verify operation of all safety edges

Verify operation of emergency telephone
Check and clean all electrical panels
Inspect and lubricate governors
Check brushes on drive motors
Check sensitivity of door closure pressure
Inspect hoistways and car top

PM4200-ELEV0002 Preventive Maintenance - Cable Elevator 30-Day: Cable Elevator with Computer Controls Verify operation of all safety edges

Verify operation of emergency telephone
Check and clean all electrical panels
Inspect and lubricate governors
Check brushes on drive motors
Check sensitivity of door closure pressure
Inspect hoistways and car top

PM4200-ELEV0003 Preventive Maintenance - Cable Elevator 30-Day: Cable Elevator with Computer Controls Verify operation of all safety edges

Verify operation of emergency telephone
Check and clean all electrical panels
Inspect and lubricate governors
Check brushes on drive motors
Check sensitivity of door closure pressure
Inspect hoistways and car top

PM4200-ELEV0004 Preventive Maintenance - Cable Elevator 30-Day: Cable Elevator with Computer Controls Verify operation of all safety edges

Verify operation of emergency telephone
Check and clean all electrical panels
Inspect and lubricate governors
Check brushes on drive motors
Check sensitivity of door closure pressure
Inspect hoistways and car top

PM4200-EROOM0001 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4200-EROOM0002 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
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Check area for water leaks.
Report all deficiencies.

PM4200-EROOM0003 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4200-EROOM0004 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4200-EROOM0005 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4200-EROOM0006 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4200-EROOM0007 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4200-EROOM0008 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4200-EROOM0009 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4200-EROOM0010 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4200-EROOM0012 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4200-EROOM0013 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4200-FAS0001 Preventive Maintenance - Fire Alarm System 30-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions

180-Day: Fire Alarm System (Night Shift) Inspect panel
Inspect smoke detectors for damage and obstructions
Verify operation of all pull stations and bells
Clean, test, and calibrate smoke detectors if applicable
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Perorm all work after core hours.

PM4200-FID0001 Preventive Maintenance - Field Interface Device 90-Day Field Interface Device Change filters if necessary
PM4200-FILT0001 Preventive Maintenance - Filters 90-Day Filter PM  (Night-Shift) Check filters, change if necessary
PM4200-FILT0002 Preventive Maintenance - Filters 90-Day Filter PM  (Night-Shift) Check filters, change if necessary
PM4200-FILT0003 Preventive Maintenance - Filters 90-Day Filter PM  (Night-Shift) Check filters, change if necessary
PM4200-FILT0004 Preventive Maintenance - Filters 90-Day Filter PM  (Night-Shift) Check filters, change if necessary
PM4200-FILT0005 Preventive Maintenance - Filters 90-Day Filter PM  (Night-Shift) Check filters, change if necessary
PM4200-FILT0006 Preventive Maintenance - Filters 90-Day Filter PM  (Night-Shift) Check filters, change if necessary
PM4200-FILT0007 Preventive Maintenance - Filters 90-Day Filter PM  (Night-Shift) Check filters, change if necessary
PM4200-FILT0008 Preventive Maintenance - Filters 90-Day Filter PM  (Night-Shift) Check filters, change if necessary
PM4200-FILT0009 Preventive Maintenance - Filters 90-Day Filter PM  (Night-Shift) Check filters, change if necessary
PM4200-FILT0010 Preventive Maintenance - Filters 90-Day Filter PM  (Night-Shift) Check filters, change if necessary
PM4200-FILT0011 Preventive Maintenance - Filters 90-Day Filter PM  (Night-Shift) Check filters, change if necessary
PM4200-FILT0012 Preventive Maintenance - Filters 90-Day Filter PM  (Night-Shift) Check filters, change if necessary
PM4200-FILT0013 Preventive Maintenance - Filters 90-Day Filter PM  (Night-Shift) Check filters, change if necessary
PM4200-FILT0014 Preventive Maintenance - Filters 90-Day Filter PM  (Night-Shift) Check filters, change if necessary
PM4200-FILT0015 Preventive Maintenance - Filters 90-Day Filter PM  (Night-Shift) Check filters, change if necessary
PM4200-FILT0016 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4200-FILT0017 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4200-FILT0018 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4200-FIRP0001 Preventive Maintenance - Fire Pump 90-Day: Millwright PM for Fire Pump Change oil after 50 hours of operation

Change oil filter after 50 hours of operation
Verify that shaft seals are  dripping water properly ( 1 drop per second)

Verify that the system is free of vibration or unusual noise
Verify that the packing boxes, bearings, pump casing are free of overheating

PM4200-FIRP0002 Preventive Maintenance - Fire Pump 90-Day: Millwright PM for Fire Pump Change oil after 50 hours of operation
Change oil filter after 50 hours of operation
Verify that shaft seals are  dripping water properly ( 1 drop per second)

Verify that the system is free of vibration or unusual noise
Verify that the packing boxes, bearings, pump casing are free of overheating

PM4200-FIRP0003 Preventive Maintenance - Fire Pump 90-Day: Millwright PM for Fire Pump Change oil after 50 hours of operation
Change oil filter after 50 hours of operation
Verify that shaft seals are  dripping water properly ( 1 drop per second)

Verify that the system is free of vibration or unusual noise
Verify that the packing boxes, bearings, pump casing are free of overheating

PM4200-FSS0001 Preventive Maintenance - Fire Suppression System 30-Day: Dry/Wet Chemical Fire Suppression 
System

Perform PM per Dry/Wet Chemical Form

180-Day: Wet/Dry Chemical Fire Suppression 
System

Perform PM per Dry/Wet Chemical Form

PM4200-GEN0001 Preventive Maintenance - Emergency Generator 30-Day: Generator Notify building manager of intent to perform generator maintenance prior to 
operating generator.
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Seal off all necessary components of building ventilation system in order to 
prevent entry of fumes into building.
Check operation and controls.  If any problems are found issue work request

Check filters if applicable, change if necessary
Check belts if applicable, change if necessary.
Check coolant if applicable, add or change if necessary.
Check stop switch and emergency alarm bell.
Lubricate as necessary
Tighten all bolts
Check oil, add or change if necessary
Check voltage.
Check battery
Check connections and battery charger
Verify day tank's fuel level is topped off between float ranges, if applicable.

90-Day: Generator Notify building manager of intent to perform generator maintenance prior to 
operating generator.
Seal off all necessary components of building ventilation system in order to 
prevent entry of fumes into building.
Check operation and controls.  If any problems are found issue work request

Check filters if applicable, change if necessary
Check belts if applicable, change if necessary.
Check coolant if applicable, add or change if necessary.
Check stop switch and emergency alarm bell.
Lubricate as necessary
Tighten all bolts
Check oil, add or change if necessary
Check voltage.
Check battery
Check connections and battery charger
Check generator output
Verify day tank's fuel level is topped off between float ranges, if applicable.

365-Day: Generator Notify building manager of intent to perform generator maintenance prior to 
operating generator.
Seal off all necessary components of building ventilation system in order to 
prevent entry of fumes into building.
Check operation and controls.  If any problems are found issue work request

Check filters if applicable, change if necessary
Check belts if applicable, change if necessary.
Check coolant if applicable, add or change if necessary.
Check stop switch and emergency alarm bell.
Lubricate as necessary
Tighten all bolts
Check oil, add or change if necessary
Check voltage.
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Check battery
Check connections and battery charger
Check generator output
Winterize system
Verify continuity of generator ground, including the fuel tank ground
Verify day tank's fuel level is topped off between float ranges, if applicable.

PM4200-HST0001 Preventive Maintenance - Cranes and Hoists 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4200-HUM0001 Preventive Maintenance - Humidifier 90-Day Humidifier, Electric Generator Type Check operation and controls.  If any problems are found issue work request

Check canister for mineral build-up
Check fill valve
Check dump valve
Inspect Vapor hoses

PM4200-HWP0001 Preventive Maintenance - Hot Water Pump 365-Day: Hot Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary
Check drive coupling

PM4200-KVHD0001 Preventive Maintenance - Vent Hood 90-Day: Vent Hood Check for abnormal grease build-up, clean if necessary
PM4200LIGHTS Preventive Maintenance - Exterior Lighting 90-Day Exterior Lighting Inspection Inspect all Exterior Building Lighting

Inspect all Parking Lot Lighting
Report Findings to Electrical Supervisor

PM4200-LTS0001 Preventive Maintenance - Aircraft Lights 30-Day: Aircraft/Aviation Lights Verify operation
PM4200-LTS0002 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head

Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4200-LTS0003 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
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Perform 30 second light operational test

PM4200-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.
Apply insecticides or poisons as required.
Complete chemical applications records.

PM4200-PMP0001 Preventive Maintenance - Potable Water Pump 90-Day: Pump Check operation and controls.  If any problems are found issue work request

180-Day: Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary

PM4200-PMP0002 Preventive Maintenance - Potable Water Pump 90-Day: Pump Check operation and controls.  If any problems are found issue work request

180-Day: Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary

PM4200-PMP0003 Preventive Maintenance - Potable Water Pump 90-Day: Pump Check operation and controls.  If any problems are found issue work request

180-Day: Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary

PM4200-PMP0004 Preventive Maintenance - Jockey Pump 90-Day: Pump Check operation and controls.  If any problems are found issue work request

180-Day: Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary

PM4200-PMP0005 Preventive Maintenance -  Water Pump 90-Day: Pump Check operation and controls.  If any problems are found issue work request

180-Day: Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary

PM4200-PMP0006 Preventive Maintenance - Jockey Pump 180-Day: Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary

PM4200-
PNCONTROLS

Preventive Maintenance - Pneumatic Controls 180-Day: pneumatic controls  PM Clean and calibrate controls

Repair and replace parts as necessary
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PM4200-PNL0001 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4200-PNL0002 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4200-PNL0003 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4200-PNL0004 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4200-PNL0005 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4200-PNL0006 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4200-PNL0007 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4200-PNL0008 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4200-PNL0009 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4200-PNL0010 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4200-PNL0011 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4200-PNL0012 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4200-PNL0013 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4200-PNL0014 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4200-PNL0015 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4200-PNL0016 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
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PM4200-PNL0017 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4200-PNL0018 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4200-PNL0019 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4200-PNL0020 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4200-PNL0021 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4200-PNL0022 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4200-PNL0023 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4200-PNL0024 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4200-PNL0025 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4200-PNL0026 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4200-PNL0027 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4200-PNL0028 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4200-PNL0029 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4200-PNL0030 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4200-PNL0031 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4200-PNL0032 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
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PM4200-PNL0033 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4200-PNL0034 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4200-PNL0035 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4200-PNL0036 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4200-PNL0037 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4200-PNL0038 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4200-PNL0039 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4200-PNL0040 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4200-PNL0041 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4200-PNL0042 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4200-PNL0043 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4200-PNL0044 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4200-PNL0045 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4200-PNL0046 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4200-PNL0047 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4200-PNL0048 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
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PM4200-PNL0049 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4200-PNL0050 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4200-PNL0051 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4200-PNL0052 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4200-PNL0053 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4200-PNL0054 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4200-PNL0055 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4200-PNL0056 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4200-PNL0057 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4200-PNL0058 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4200-PNL0059 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4200-PNL0060 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4200-PNL0061 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4200-PNL0062 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4200-PNL0063 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4200-PNL0064 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
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PM4200-PNL0065 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4200-PNL0066 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4200-PNL0067 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4200-PNL0068 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4200-PNL0069 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4200-PNL0070 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4200-PNL0071 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4200-PNL0072 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4200-PNL0073 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4200-PNL0074 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4200-PNL0075 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4200-PNL0076 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4200-PNL0077 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4200-PNL0078 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4200-PNL0079 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4200-PNL0080 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
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PM4200-PNL0081 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4200-PNL0082 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4200-PNL0083 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4200-PNL0084 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4200-PNL0085 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4200-PNL0086 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4200-PNL0087 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4200-PNL0088 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4200-PNL0089 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4200-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4200-ROOF0002 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4200-ROOF0003 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4200-ROOF0004 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4200-ROOF0005 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4200-ROOF0006 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4200-ROOF0007 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4200-ROOF0008 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4200-RV0001 Preventive Maintenance - Relief Valves 365-Day: Relief Valve PM Service and Tag Relief Valve
PM4200-RV0002 Preventive Maintenance - Relief Valves 365-Day: Relief Valve PM Service and Tag Relief Valve
PM4200-RV0003 Preventive Maintenance - Relief Valves 365-Day: Relief Valve PM Service and Tag Relief Valve
PM4200-SAF0001 Preventive Maintenance - Supply Air Fan 90-Day: Supply or Return Air Fan (Downtime) Check operation and controls.  If any problems are found issue work request

180-Day: Supply or Return Air Fan (Downtime) Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate as necessary

PM4200-SAF0002 Preventive Maintenance - Supply Air Fan 90-Day: Supply or Return Air Fan (Downtime) Check operation and controls.  If any problems are found issue work request

180-Day: Supply or Return Air Fan (Downtime) Check operation and controls.  If any problems are found issue work request
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Check belts, change if necessary
Lubricate as necessary

PM4200-SAF0003 Preventive Maintenance - Supply Air Fan 90-Day: Supply or Return Air Fan (Downtime) Check operation and controls.  If any problems are found issue work request

180-Day: Supply or Return Air Fan (Downtime) Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate as necessary

PM4200-SAF0004 Preventive Maintenance - Supply Air Fan 90-Day: Supply or Return Air Fan (Downtime) Check operation and controls.  If any problems are found issue work request

180-Day: Supply or Return Air Fan (Downtime) Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate as necessary

PM4200-SAF0005 Preventive Maintenance - Supply Air Fan 90-Day: Supply or Return Air Fan (Downtime) Check operation and controls.  If any problems are found issue work request

180-Day: Supply or Return Air Fan (Downtime) Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate as necessary

PM4200-SAF0006 Preventive Maintenance - Supply Air Fan 90-Day: Supply or Return Air Fan (Downtime) Check operation and controls.  If any problems are found issue work request

180-Day: Supply or Return Air Fan (Downtime) Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate as necessary

PM4200-SPR0001 Preventive Maintenance - Stand Pipes 30-Day Stand Pipe Inspection Perform Inpection 
365-Day: Stand Pipe Inspection Perform PM 

PM4200-SWGR0001 Predictive Testing & Inspection - Switch Gear (4160) 365-Day: Switch Gear (4160v) Operate Switch/Breakers
1095-Day: Switch Gear (4160v) Inspect Rollers and Contacts.

Lubricate Components as Necessary (Rollers and Contacts)
Check all Components in Control Cabinet (Relays, Timers, ETC...)

PM4200-TANK0001 Preventive Maintenance -Underground Tank 365-Day: Underground Tank Inspect Cathodic Protection on underground tank and all associated piping.

PM4200-VSC0001 Preventive Maintenance - Variable Speed Drive 365-Day: Variable Speed Controller Check for excessive heat, odors, noise and vibration.
Clean and check the general condition of variable speed drive panel.

PM4200-VSC0002 Preventive Maintenance - Variable Speed Drive 365-Day: Variable Speed Controller Check for excessive heat, odors, noise and vibration.
Clean and check the general condition of variable speed drive panel.

PM4201-ACFLT0001 Preventive Maintenance - Air Compressor Filter Change 365-Day: Air Compressor Filter Change Replace Filter(s) on air compressor unit.

PM4201-ACFLT0002 Preventive Maintenance - Air Compressor Filter Change 365-Day: Air Compressor Filter Change Replace Filter(s) on air compressor unit.

PM4201-ACMP0001 Preventive Maintenance - Air Compressor Control 90-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check Belts.  Change if necessary.

180-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
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Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

365-Day: Air Compressor (Post RCM) Drain Tank.  If unit has automatic drain then cycle drain.
Check oil and oil filter. Change as necessary.
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

PM4201-ACMP0002 Preventive Maintenance - Air Compressor Control 90-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check Belts.  Change if necessary.

180-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

365-Day: Air Compressor (Post RCM) Drain Tank.  If unit has automatic drain then cycle drain.
Check oil and oil filter. Change as necessary.
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

PM4201-ADRY0001 Preventive Maintenance - Air Dryer 60-Day: Air Dryer, Refrigerant Type Check operation and controls.  If any problems found then issue work 
request.
Drain and flush
Drain water separator
Lubricate condenser motor as necessary

180-Day: Air Dryer, Refrigerant Type Check operation and controls.  If problem found then issue work request.

Drain and flush
Drain water separator
Lubricate condenser motor as necessary
Clean condenser coils

PM4201-ADRY0002 Preventive Maintenance - Air Dryer 60-Day: Air Dryer, Refrigerant Type Check operation and controls.  If any problems found then issue work 
request.
Drain and flush
Drain water separator
Lubricate condenser motor as necessary

180-Day: Air Dryer, Refrigerant Type Check operation and controls.  If problem found then issue work request.

Drain and flush
Drain water separator
Lubricate condenser motor as necessary
Clean condenser coils

PM4201-ATS0001 Preventive Maintenance - Auto Transfer Switch 180-Day: Auto Transfer Switch Check automatic operation and controls
365-Day: Auto Transfer Switch Check automatic operation and controls

Clean equipment
Perform Infrared Inspection to check all contacts and connections
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If temperatures of over 121 degrees F noticed, connection must be 
repaired/tightened.

PM4201-ATS0002 Preventive Maintenance - Auto Transfer Switch 180-Day: Auto Transfer Switch Check automatic operation and controls
365-Day: Auto Transfer Switch Check automatic operation and controls

Clean equipment
Perform Infrared Inspection to check all contacts and connections
If temperatures of over 121 degrees F noticed, connection must be 
repaired/tightened.

PM4201-CHWP0001 Preventive Maintenance - Chill Water Pump 365-Day Chilled Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands; make 
minor repairs as necessary.
Lubricate pump and motor as necessary.
Check drive coupling

PM4201-CHWP0002 Preventive Maintenance - Chill Water Pump 365-Day Chilled Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands; make 
minor repairs as necessary.
Lubricate pump and motor as necessary.
Check drive coupling

PM4201-CHWP0003 Preventive Maintenance - Chill Water Pump 365-Day Chilled Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands; make 
minor repairs as necessary.
Lubricate pump and motor as necessary.
Check drive coupling

PM4201-CHWP0004 Preventive Maintenance - Chill Water Pump 365-Day Chilled Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands; make 
minor repairs as necessary.
Lubricate pump and motor as necessary.
Check drive coupling

PM4201-CHWP0005 Preventive Maintenance - Chill Water Pump 365-Day Chilled Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands; make 
minor repairs as necessary.
Lubricate pump and motor as necessary.
Check drive coupling

PM4201-CRU0005 Preventive Maintenance - Computer Room Unit 30-Day: Critical Computer Room Type Air 
Handling Unit, Chill Water or Water-Cooled 
Combination Type

Check operation and controls.  If any problems found then issue work 
request.

Check belts, change if necessary
Check and lubricate bearings as necessary
Inspect drains for proper flow and clarity.

90-Day: Critical Computer Room Type Air 
Handling Unit, Chill Water or Water-Cooled 
Combination Type

Check operation and controls.  If any problems found then issue work 
request.

Check belts, change if necessary
Check and lubricate bearings as necessary
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Lubricate blower motor as necessary
Check safety interlocks
Clean drain pans, vacuum drains, and isure drain clarity

PM4201-DOOR0001 Preventive Maintenance - Electric Personnel Door 30-Day Personnel Doors, Electric Check operation and controls.  If any problems are found issue work request.

Clean photocells and check range
Check door closure pressure
Clean tracks and check for proper alignment
Check tolerances on locking mechanisms
Check emergency release mechanisms (where applicable)

PM4201-DOOR0002 Preventive Maintenance - Electric Personnel Door 30-Day Personnel Doors, Electric Check operation and controls.  If any problems are found issue work request.

Clean photocells and check range
Check door closure pressure
Clean tracks and check for proper alignment
Check tolerances on locking mechanisms
Check emergency release mechanisms (where applicable)

PM4201-DXAC0001 Preventive Maintenance - Direct Expansion AC Unit 90-Day: Critical Direct Expansion Unit Package, 
Water-Cooled

Check operation and controls.  If any problems are found issue work request

Lubricate blower motor as necessary
PM4201-DXAC0002 Preventive Maintenance - Direct Expansion AC Unit 90-Day: Direct Expansion Unit Package, Stand-

Alone or Split-Type, Air-Cooled, Direct-Driven
Check operation and controls.  If any problems are found issue work request.

Lubricate condenser fan as necessary
Lubricate blower motor as necessary

180-Day: Direct Expansion Unit Package, Stand-
Alone or Split-Type, Air-Cooled, Thru The Wall 
Unit

Check operation and controls.  If any problems are found issue work request

Lubricate condenser fan as necessary
Lubricate blower motor as necessary
Check suction and discharge pressure

365-Day: Direct Expansion Unit Package, Stand-
Alone or Split-Type, Air-Cooled, Direct-Driven

Check operation and controls.  If any problems are found issue work request

Lubricate condenser fan as necessary
Lubricate blower motor as necessary
Check suction and discharge pressure
Clean condenser and evaporator coils
Check safety interlocks

PM4201-EAF0001 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4201-ELEV0001 Preventive Maintenance - Cable Elevator 30-Day: Cable Elevator with Computer Controls Verify operation of all safety edges

Verify operation of emergency telephone
Check and clean all electrical panels
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Inspect and lubricate governors
Check brushes on drive motors
Check sensitivity of door closure pressure
Inspect hoistways and car top

PM4201-ELEV0002 Preventive Maintenance - Cable Elevator 30-Day: Cable Elevator with Computer Controls Verify operation of all safety edges

Verify operation of emergency telephone
Check and clean all electrical panels
Inspect and lubricate governors
Check brushes on drive motors
Check sensitivity of door closure pressure
Inspect hoistways and car top

PM4201-ELEV0003 Preventive Maintenance - Cable Elevator 30-Day: Cable Elevator with Computer Controls Verify operation of all safety edges

Verify operation of emergency telephone
Check and clean all electrical panels
Inspect and lubricate governors
Check brushes on drive motors
Check sensitivity of door closure pressure
Inspect hoistways and car top

PM4201-ELEV0004 Preventive Maintenance - Hydraulic Elevator 30-Day: Hydraulic Elevator with Manual Gate Check and clean all electrical panels
Verify operation of emergency telephone
Inspect hoistways and car top
Check oil reservoir

PM4201-EROOM0001 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4201-EROOM0002 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4201-EROOM0003 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4201-EROOM0004 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4201-EROOM0005 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4201-EROOM0006 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.
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PM4201-EROOM0007 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.

Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4201-EROOM0008 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4201-EROOM0009 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4201-EROOM0010 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4201-EROOM0011 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4201-EROOM0012 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4201-EROOM0013 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4201-EROOM0014 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4201-EROOM0015 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4201-FAS0001 Preventive Maintenance - Fire Alarm System 30-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions

180-Day: Fire Alarm System (Night Shift) Inspect panel
Inspect smoke detectors for damage and obstructions
Verify operation of all pull stations and bells
Clean, test, and calibrate smoke detectors if applicable
Perorm all work after core hours.

PM4201-FILT0005 Preventive Maintenance - Filters 90-Day Filter PM  (Night-Shift) Check filters, change if necessary
PM4201-FILT0006 Preventive Maintenance - Filters 90-Day Filter PM  (Night-Shift) Check filters, change if necessary
PM4201-FILT0007 Preventive Maintenance - Filters 90-Day Filter PM  (Night-Shift) Check filters, change if necessary
PM4201-FILT0015 Preventive Maintenance - Filters 90-Day Filter PM  (Night-Shift) Check filters, change if necessary
PM4201-FILT0016 Preventive Maintenance - Filters 90-Day Filter PM  (Night-Shift) Check filters, change if necessary
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PM4201-FILT0017 Preventive Maintenance - Filters 90-Day Filter PM  (Night-Shift) Check filters, change if necessary
PM4201-FILT0018 Preventive Maintenance - Filters 90-Day Filter PM  (Night-Shift) Check filters, change if necessary
PM4201-FIRP0001 Preventive Maintenance - Fire Pump - Millwright 90-Day: Millwright PM for Fire Pump Change oil after 50 hours of operation

Change oil filter after 50 hours of operation
Verify that shaft seals are  dripping water properly ( 1 drop per second)

Verify that the system is free of vibration or unusual noise
Verify that the packing boxes, bearings, pump casing are free of overheating

PM4201-GEN0001 Preventive Maintenance - Emergency Generator 30-Day: Generator Notify building manager of intent to perform generator maintenance prior to 
operating generator.
Seal off all necessary components of building ventilation system in order to 
prevent entry of fumes into building.
Check operation and controls.  If any problems are found issue work request

Check filters if applicable, change if necessary
Check belts if applicable, change if necessary.
Check coolant if applicable, add or change if necessary.
Check stop switch and emergency alarm bell.
Lubricate as necessary
Tighten all bolts
Check oil, add or change if necessary
Check voltage.
Check battery
Check connections and battery charger
Verify day tank's fuel level is topped off between float ranges, if applicable.

90-Day: Generator Notify building manager of intent to perform generator maintenance prior to 
operating generator.
Seal off all necessary components of building ventilation system in order to 
prevent entry of fumes into building.
Check operation and controls.  If any problems are found issue work request

Check filters if applicable, change if necessary
Check belts if applicable, change if necessary.
Check coolant if applicable, add or change if necessary.
Check stop switch and emergency alarm bell.
Lubricate as necessary
Tighten all bolts
Check oil, add or change if necessary
Check voltage.
Check battery
Check connections and battery charger
Check generator output
Verify day tank's fuel level is topped off between float ranges, if applicable.

365-Day: Generator Notify building manager of intent to perform generator maintenance prior to 
operating generator.
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Seal off all necessary components of building ventilation system in order to 
prevent entry of fumes into building.
Check operation and controls.  If any problems are found issue work request

Check filters if applicable, change if necessary
Check belts if applicable, change if necessary.
Check coolant if applicable, add or change if necessary.
Check stop switch and emergency alarm bell.
Lubricate as necessary
Tighten all bolts
Check oil, add or change if necessary
Check voltage.
Check battery
Check connections and battery charger
Check generator output
Winterize system
Verify continuity of generator ground, including the fuel tank ground
Verify day tank's fuel level is topped off between float ranges, if applicable.

PM4201-GEN0002 Preventive Maintenance - Emergency Generator 30-Day: Generator Notify building manager of intent to perform generator maintenance prior to 
operating generator.
Seal off all necessary components of building ventilation system in order to 
prevent entry of fumes into building.
Check operation and controls.  If any problems are found issue work request

Check filters if applicable, change if necessary
Check belts if applicable, change if necessary.
Check coolant if applicable, add or change if necessary.
Check stop switch and emergency alarm bell.
Lubricate as necessary
Tighten all bolts
Check oil, add or change if necessary
Check voltage.
Check battery
Check connections and battery charger
Verify day tank's fuel level is topped off between float ranges, if applicable.

90-Day: Generator Notify building manager of intent to perform generator maintenance prior to 
operating generator.
Seal off all necessary components of building ventilation system in order to 
prevent entry of fumes into building.
Check operation and controls.  If any problems are found issue work request

Check filters if applicable, change if necessary
Check belts if applicable, change if necessary.
Check coolant if applicable, add or change if necessary.
Check stop switch and emergency alarm bell.
Lubricate as necessary
Tighten all bolts
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Check oil, add or change if necessary
Check voltage.
Check battery
Check connections and battery charger
Check generator output
Verify day tank's fuel level is topped off between float ranges, if applicable.

365-Day: Generator Notify building manager of intent to perform generator maintenance prior to 
operating generator.
Seal off all necessary components of building ventilation system in order to 
prevent entry of fumes into building.
Check operation and controls.  If any problems are found issue work request

Check filters if applicable, change if necessary
Check belts if applicable, change if necessary.
Check coolant if applicable, add or change if necessary.
Check stop switch and emergency alarm bell.
Lubricate as necessary
Tighten all bolts
Check oil, add or change if necessary
Check voltage.
Check battery
Check connections and battery charger
Check generator output
Winterize system
Verify continuity of generator ground, including the fuel tank ground
Verify day tank's fuel level is topped off between float ranges, if applicable.

PM4201-HWP0001 Preventive Maintenance - Hot Water Pump 365-Day: Hot Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary
Check drive coupling

PM4201LIGHTS Preventive Maintenance - Exterior Lighting 90-Day Exterior Lighting Inspection Inspect all Exterior Building Lighting
Inspect all Parking Lot Lighting
Report Findings to Electrical Supervisor

PM4201-LROD0001 Preventive Maintenance - Lightning Protection System 365 Day: Lightning Protection System Measure and record resistance readings

Inspect rods, cables, and fasteners
Attach and turn in ground readings with PM sheet

PM4201-LTS0001 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4201-LTS0002 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps
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365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4201-LTS0004 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4201-LTS0005 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4201-LTS0006 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4201-LTS0007 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4201-LTS0008 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4201-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.
Apply insecticides or poisons as required.
Complete chemical applications records.

PM4201-PMP0002 Preventive Maintenance - Potable Water Pump 90-Day: Pump Check operation and controls.  If any problems are found issue work request
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180-Day: Pump Check for proper operation of pump.  If any problems are found issue work 

request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary

PM4201-PMP0006 Preventive Maintenance - Jockey Pump 90-Day: Pump Check operation and controls.  If any problems are found issue work request

180-Day: Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary

PM4201-PNCONTRL01 Preventive Maintenance - Pneumatic Controls 180-Day: pneumatic controls  PM Clean and calibrate controls
Repair and replace parts as necessary

PM4201-PNL0001 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 
Davis)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4201-PNL0002 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4201-PNL0003 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4201-PNL0004 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4201-PNL0005 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4201-PNL0006 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4201-PNL0007 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4201-PNL0008 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4201-PNL0009 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4201-PNL0010 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4201-PNL0011 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
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PM4201-PNL0013 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4201-PNL0016 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4201-PNL0016A Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4201-PNL0017 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4201-PNL0020 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4201-PNL0021 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4201-PNL0022 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4201-PNL0023 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4201-PNL0024 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4201-PNL0025 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4201-PNL0027 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4201-PNL0028 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4201-PNL0029 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4201-PNL0030 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4201-PNL0031 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4201-PNL0032 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
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PM4201-PNL0033 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4201-PNL0034 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4201-PNL0035 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4201-PNL0036 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4201-PNL0043 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4201-PNL0044 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4201-PNL0045 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4201-PNL0047 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4201-PNL0048 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4201-PNL0049 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4201-PNL0050 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4201-PNL0051 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4201-PNL0052 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4201-PNL0053 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4201-PNL0054 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4201-PNL0054A Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary



NNM08AA54C
ATTACHMENT J-24

PREVENTIVE MAINTENANCE

Page 32 of 1447

PMNUM PM DESCRIPTION  TASK DESCRIPTION
PM4201-PNL0054B Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4201-RAF0001 Preventive Maintenance - Return Air Fan 90-Day: Supply or Return Air Fan (Downtime) Check operation and controls.  If any problems are found issue work request

180-Day: Supply or Return Air Fan (Downtime) Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate as necessary

PM4201-RAF0002 Preventive Maintenance - Return Air Fan 90-Day: Supply or Return Air Fan (Downtime) Check operation and controls.  If any problems are found issue work request

180-Day: Supply or Return Air Fan (Downtime) Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate as necessary

PM4201-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4201-ROOF0002 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4201-ROOF0003 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4201-RV0001 Preventive Maintenance - Relief Valves 365-Day: Relief Valve PM Service and Tag Relief Valve
PM4201-RV0002 Preventive Maintenance - Relief Valves 365-Day: Relief Valve PM Service and Tag Relief Valve
PM4201-SAF0001 Preventive Maintenance - Supply Air Fan 90-Day: Supply or Return Air Fan (Downtime) Check operation and controls.  If any problems are found issue work request

180-Day: Supply or Return Air Fan (Downtime) Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate as necessary

PM4201-SAF0002 Preventive Maintenance - Supply Air Fan 90-Day: Supply or Return Air Fan (Downtime) Check operation and controls.  If any problems are found issue work request

180-Day: Supply or Return Air Fan (Downtime) Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate as necessary

PM4201-SLPMP001A Preventive Maintenance - Sewage Pump 90-Day: Pump Check operation and controls.  If any problems are found issue work request

PM4201-SLPMP001B Preventive Maintenance - Sewage Pump 90-Day: Pump Check operation and controls.  If any problems are found issue work request

PM4201-SPMP001A Preventive Maintenance - Sump Pump 30-Day: Sump Pump Check operation and controls.  If any problems are found issue work request

180-Day: Sump Pump Check operation and controls.  If any problems are found issue work request

Lubricate as necessary
Check coupling and drives

PM4201-SPMP001B Preventive Maintenance - Sump Pump 30-Day: Sump Pump Check operation and controls.  If any problems are found issue work request

180-Day: Sump Pump Check operation and controls.  If any problems are found issue work request

Lubricate as necessary
Check coupling and drives
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PM4201-SPR0001 Preventive Maintenance - Stand Pipes 30-Day Stand Pipe Inspection Perform Inpection 

365-Day: Stand Pipe Inspection Perform PM 
PM4201-VSC0001 Preventive Maintenance - Variable Speed Drive 365-Day: Variable Speed Controller Check for excessive heat, odors, noise and vibration.

Clean and check the general condition of variable speed drive panel.
PM4201-VSC0002 Preventive Maintenance - Variable Speed Drive 365-Day: Variable Speed Controller Check for excessive heat, odors, noise and vibration.

Clean and check the general condition of variable speed drive panel.
PM4202-ACFLT0001 Preventive Maintenance - Air Compressor Filter Change 365-Day: Air Compressor Filter Change Replace Filter(s) on air compressor unit.

PM4202-ACFLT0002 Preventive Maintenance - Air Compressor Filter Change 365-Day: Air Compressor Filter Change Replace Filter(s) on air compressor unit.

PM4202-ACMP0001 Preventive Maintenance - Air Compressor Control 90-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check Belts.  Change if necessary.

180-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

365-Day: Air Compressor (Post RCM) Drain Tank.  If unit has automatic drain then cycle drain.
Check oil and oil filter. Change as necessary.
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

PM4202-ACMP0002 Preventive Maintenance - Air Compressor Control 90-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check Belts.  Change if necessary.

180-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

365-Day: Air Compressor (Post RCM) Drain Tank.  If unit has automatic drain then cycle drain.
Check oil and oil filter. Change as necessary.
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

PM4202-ADRY0001 Preventive Maintenance - Air Dryer 60-Day: Air Dryer, Refrigerant Type Check operation and controls.  If any problems found then issue work 
request.
Drain and flush
Drain water separator
Lubricate condenser motor as necessary

180-Day: Air Dryer, Refrigerant Type Check operation and controls.  If problem found then issue work request.

Drain and flush
Drain water separator
Lubricate condenser motor as necessary
Clean condenser coils
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PM4202-ATS0001 Preventive Maintenance - Auto Transfer Switch 180-Day: Auto Transfer Switch Check automatic operation and controls

365-Day: Auto Transfer Switch Check automatic operation and controls
Clean equipment
Perform Infrared Inspection to check all contacts and connections
If temperatures of over 121 degrees F noticed, connection must be 
repaired/tightened.

PM4202-CHWP0001 Preventive Maintenance - Chill Water Pump 365-Day Chilled Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands; make 
minor repairs as necessary.
Lubricate pump and motor as necessary.
Check drive coupling

PM4202-CHWP0002 Preventive Maintenance - Chill Water Pump 365-Day Chilled Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands; make 
minor repairs as necessary.
Lubricate pump and motor as necessary.
Check drive coupling

PM4202-DOOR0001 Preventive Maintenance - Electric Personnel Door 30-Day Personnel Doors, Electric Check operation and controls.  If any problems are found issue work request.

Clean photocells and check range
Check door closure pressure
Clean tracks and check for proper alignment
Check tolerances on locking mechanisms
Check emergency release mechanisms (where applicable)

PM4202-DOOR0002 Preventive Maintenance - Electric Personnel Door 30-Day Personnel Doors, Electric Check operation and controls.  If any problems are found issue work request.

Clean photocells and check range
Check door closure pressure
Clean tracks and check for proper alignment
Check tolerances on locking mechanisms
Check emergency release mechanisms (where applicable)

PM4202-DOOR0003 Preventive Maintenance - Electric Personnel Door 30-Day Personnel Doors, Electric Check operation and controls.  If any problems are found issue work request.

Clean photocells and check range
Check door closure pressure
Clean tracks and check for proper alignment
Check tolerances on locking mechanisms
Check emergency release mechanisms (where applicable)

PM4202-DOOR0004 Preventive Maintenance - Electric Personnel Door 30-Day Personnel Doors, Electric Check operation and controls.  If any problems are found issue work request.

Clean photocells and check range
Check door closure pressure
Clean tracks and check for proper alignment
Check tolerances on locking mechanisms
Check emergency release mechanisms (where applicable)

PM4202-DXAC0001 Preventive Maintenance - Direct Expansion AC Unit 90-Day: Direct Expansion Unit Package, Stand-
Alone or Split-Type, Air-Cooled, Direct-Driven

Check operation and controls.  If any problems are found issue work request.
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Lubricate condenser fan as necessary
Lubricate blower motor as necessary

180-Day: Direct Expansion Unit Package, Stand-
Alone or Split-Type, Air-Cooled, Thru The Wall 
Unit

Check operation and controls.  If any problems are found issue work request

Lubricate condenser fan as necessary
Lubricate blower motor as necessary
Check suction and discharge pressure

365-Day: Direct Expansion Unit Package, Stand-
Alone or Split-Type, Air-Cooled, Direct-Driven

Check operation and controls.  If any problems are found issue work request

Lubricate condenser fan as necessary
Lubricate blower motor as necessary
Check suction and discharge pressure
Clean condenser and evaporator coils
Check safety interlocks

PM4202-EAF0001 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4202-ELEV0001 Preventive Maintenance - Cable Elevator 30-Day: Cable Elevator with Computer Controls Verify operation of all safety edges

Verify operation of emergency telephone
Check and clean all electrical panels
Inspect and lubricate governors
Check brushes on drive motors
Check sensitivity of door closure pressure
Inspect hoistways and car top

PM4202-ELEV0002 Preventive Maintenance - Cable Elevator 30-Day: Cable Elevator with Computer Controls Verify operation of all safety edges

Verify operation of emergency telephone
Check and clean all electrical panels
Inspect and lubricate governors
Check brushes on drive motors
Check sensitivity of door closure pressure
Inspect hoistways and car top

PM4202-ELEV0003 Preventive Maintenance - Cable Elevator 30-Day: Cable Elevator with Computer Controls Verify operation of all safety edges

Verify operation of emergency telephone
Check and clean all electrical panels
Inspect and lubricate governors
Check brushes on drive motors
Check sensitivity of door closure pressure
Inspect hoistways and car top

PM4202-ELEV0004 Preventive Maintenance - Hydraulic Elevator 30-Day: Hydraulic Elevator with Manual Gate Check and clean all electrical panels
Verify operation of emergency telephone
Inspect hoistways and car top



NNM08AA54C
ATTACHMENT J-24

PREVENTIVE MAINTENANCE

Page 36 of 1447

PMNUM PM DESCRIPTION  TASK DESCRIPTION
Check oil reservoir

PM4202-FAS0001 Preventive Maintenance - Fire Alarm System 30-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions

180-Day: Fire Alarm System (Night Shift) Inspect panel
Inspect smoke detectors for damage and obstructions
Verify operation of all pull stations and bells
Clean, test, and calibrate smoke detectors if applicable
Perorm all work after core hours.

PM4202-FID0001 Preventive Maintenance - Field Interface Device 90-Day Field Interface Device Change filters if necessary
PM4202-FILT0001 Preventive Maintenance - Filters 90-Day Filter PM  (Night-Shift) Check filters, change if necessary
PM4202-FILT0002 Preventive Maintenance - Filters 90-Day Filter PM  (Night-Shift) Check filters, change if necessary
PM4202-FILT0003 Preventive Maintenance - Filters 90-Day Filter PM  (Night-Shift) Check filters, change if necessary
PM4202-FIRP0001 Preventive Maintenance - Fire Pump - Millwright 90-Day: Millwright PM for Fire Pump Change oil after 50 hours of operation

Change oil filter after 50 hours of operation
Verify that shaft seals are  dripping water properly ( 1 drop per second)

Verify that the system is free of vibration or unusual noise
Verify that the packing boxes, bearings, pump casing are free of overheating

PM4202-GEN0001 Preventive Maintenance - Emergency Generator 30-Day: Generator Notify building manager of intent to perform generator maintenance prior to 
operating generator.
Seal off all necessary components of building ventilation system in order to 
prevent entry of fumes into building.
Check operation and controls.  If any problems are found issue work request

Check filters if applicable, change if necessary
Check belts if applicable, change if necessary.
Check coolant if applicable, add or change if necessary.
Check stop switch and emergency alarm bell.
Lubricate as necessary
Tighten all bolts
Check oil, add or change if necessary
Check voltage.
Check battery
Check connections and battery charger
Verify day tank's fuel level is topped off between float ranges, if applicable.

90-Day: Generator Notify building manager of intent to perform generator maintenance prior to 
operating generator.
Seal off all necessary components of building ventilation system in order to 
prevent entry of fumes into building.
Check operation and controls.  If any problems are found issue work request

Check filters if applicable, change if necessary
Check belts if applicable, change if necessary.
Check coolant if applicable, add or change if necessary.
Check stop switch and emergency alarm bell.
Lubricate as necessary
Tighten all bolts
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Check oil, add or change if necessary
Check voltage.
Check battery
Check connections and battery charger
Check generator output
Verify day tank's fuel level is topped off between float ranges, if applicable.

365-Day: Generator Notify building manager of intent to perform generator maintenance prior to 
operating generator.
Seal off all necessary components of building ventilation system in order to 
prevent entry of fumes into building.
Check operation and controls.  If any problems are found issue work request

Check filters if applicable, change if necessary
Check belts if applicable, change if necessary.
Check coolant if applicable, add or change if necessary.
Check stop switch and emergency alarm bell.
Lubricate as necessary
Tighten all bolts
Check oil, add or change if necessary
Check voltage.
Check battery
Check connections and battery charger
Check generator output
Winterize system
Verify continuity of generator ground, including the fuel tank ground
Verify day tank's fuel level is topped off between float ranges, if applicable.

PM4202-HWP0001 Preventive Maintenance - Hot Water Pump 365-Day: Hot Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary
Check drive coupling

PM4202-HWP0002 Preventive Maintenance - Hot Water Pump 365-Day: Hot Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary
Check drive coupling

PM4202-ICE0001 Preventive Maintenance - Ice Machine 30-Day: Ice Machine Check water filter
90-Day: Ice Machine Check water filter

Check operation and controls.  If any problems are found issue work request

Check water pressure
Lubricate condenser fan motor as necessary

180-Day: Ice Machine Check water filter
Check operation and controls.  If any problems are found issue work request
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Check water pressure
Lubricate condenser fan motor as necessary
Clean condenser coils

PM4202-LIGHTS Preventive Maintenance - Exterior Lighting 90-Day Exterior Lighting Inspection Inspect all Exterior Building Lighting
Inspect all Parking Lot Lighting
Report Findings to Electrical Supervisor

PM4202-LROD0001 Preventive Maintenance - Lightning Protection System 365 Day: Lightning Protection System Measure and record resistance readings

Inspect rods, cables, and fasteners
Attach and turn in ground readings with PM sheet

PM4202-LTS0001 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4202-LTS0002 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4202-LTS0003 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4202-LTS0004 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4202-LTS0005 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test
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365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head

Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4202-LTS0007 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4202-LTS0008 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4202-LTS0009 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4202-LTS0010 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4202-LTS0011 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals
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30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head

Perform 30 second light operational test
PM4202-LTS0012 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head

Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4202-LTS0013 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4202-LTS0014 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4202-LTS0015 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4202-LTS0016 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4202-LTS0017 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
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Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4202-LTS0018 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4202-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.
Apply insecticides or poisons as required.
Complete chemical applications records.

PM4202-PMP0002 Preventive Maintenance - Potable Water Pump 90-Day: Pump Check operation and controls.  If any problems are found issue work request

180-Day: Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary

PM4202-PMP0003 Preventive Maintenance - Potable Water Pump 90-Day: Pump Check operation and controls.  If any problems are found issue work request

180-Day: Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary

PM4202-PMP0005 Preventive Maintenance - Jockey Pump 90-Day: Pump Check operation and controls.  If any problems are found issue work request

180-Day: Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary

PM4202-PMP0006 Preventive Maintenance - Water Pump 90-Day: Pump Check operation and controls.  If any problems are found issue work request

180-Day: Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary

PM4202-PNCONTRL01 Preventive Maintenance - Pneumatic Controls 180-Day: pneumatic controls  PM Clean and calibrate controls
Repair and replace parts as necessary
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PM4202-PNL0001 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4202-PNL0002 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4202-PNL0003 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4202-PNL0004 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4202-PNL0005 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4202-PNL0006 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4202-PNL0007 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4202-PNL0008 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4202-PNL0009 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4202-PNL0010 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4202-PNL0011 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4202-PNL0012 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4202-PNL0013 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4202-PNL0014 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4202-PNL0015 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4202-PNL0016 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
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PM4202-PNL0017 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4202-PNL0018 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4202-PNL0019 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4202-PNL0020 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4202-PNL0021 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4202-PNL0022 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4202-PNL0023 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4202-PNL0024 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4202-PNL0025 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4202-PNL0026 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4202-PNL0027 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4202-PNL0028 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4202-PNL0029 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4202-PNL0030 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4202-PNL0031 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4202-PNL0032 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
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PM4202-PNL0033 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4202-PNL0034 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4202-PNL0035 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4202-PNL0036 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4202-PNL0037 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4202-PNL0038 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4202-PNL0039 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4202-RAF0001 Preventive Maintenance - Return Air Fan 90-Day: Supply or Return Air Fan (Downtime) Check operation and controls.  If any problems are found issue work request

180-Day: Supply or Return Air Fan (Downtime) Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate as necessary

PM4202-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4202-ROOF0002 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4202-ROOF0003 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4202-RV0001 Preventive Maintenance - Relief Valves 365-Day: Relief Valve PM Service and Tag Relief Valve
PM4202-RV0002 Preventive Maintenance - Relief Valves 365-Day: Relief Valve PM Service and Tag Relief Valve
PM4202-SAF0001 Preventive Maintenance - Supply Air Fan 90-Day: Supply or Return Air Fan (Downtime) Check operation and controls.  If any problems are found issue work request

180-Day: Supply or Return Air Fan (Downtime) Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate as necessary

PM4202-SAF0002 Preventive Maintenance - Supply Air Fan 90-Day: Supply or Return Air Fan (Downtime) Check operation and controls.  If any problems are found issue work request

180-Day: Supply or Return Air Fan (Downtime) Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate as necessary

PM4202-SLPMP001A Preventive Maintenance - Sewage Pump 90-Day: Pump Check operation and controls.  If any problems are found issue work request

180-Day: Pump Check for proper operation of pump.  If any problems are found issue work 
request
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Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary

PM4202-SLPMP001B Preventive Maintenance - Sewage Pump 90-Day: Pump Check operation and controls.  If any problems are found issue work request

180-Day: Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary

PM4202-SPMP001A Preventive Maintenance - Sump Pump 30-Day: Sump Pump Check operation and controls.  If any problems are found issue work request

180-Day: Sump Pump Check operation and controls.  If any problems are found issue work request

Lubricate as necessary
Check coupling and drives

PM4202-SPMP001B Preventive Maintenance - Sump Pump 30-Day: Sump Pump Check operation and controls.  If any problems are found issue work request

180-Day: Sump Pump Check operation and controls.  If any problems are found issue work request

Lubricate as necessary
Check coupling and drives

PM4202-SPR0001 Preventive Maintenance - Stand Pipes 30-Day Stand Pipe Inspection Perform Inpection 
365-Day: Stand Pipe Inspection Perform PM 

PM4202-TANK0001 Preventive Maintenance -Underground Tank 365-Day: Underground Tank Inspect Cathodic Protection on underground tank and all associated piping.

PM4202-VSC0001 Preventive Maintenance - Variable Speed Drive 365-Day: Variable Speed Controller Check for excessive heat, odors, noise and vibration.
Clean and check the general condition of variable speed drive panel.

PM4202-VSC0002 Preventive Maintenance - Variable Speed Drive 365-Day: Variable Speed Controller Check for excessive heat, odors, noise and vibration.
Clean and check the general condition of variable speed drive panel.

PM4203-AH0002 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4203-AH0003 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4203-AH0004 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4203-AH0005 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
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Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4203-AH0006 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4203-AH0007 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4203-AH00B1 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4203-AH00B2 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4203-AH00B3 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4203-ATS0001 Preventive Maintenance - Auto Transfer Switch 180-Day: Auto Transfer Switch Check automatic operation and controls
365-Day: Auto Transfer Switch Check automatic operation and controls

Clean equipment
Perform Infrared Inspection to check all contacts and connections
If temperatures of over 121 degrees F noticed, connection must be 
repaired/tightened.

PM4203-ATS0002 Preventive Maintenance - Auto Transfer Switch 180-Day: Auto Transfer Switch Check automatic operation and controls
365-Day: Auto Transfer Switch Check automatic operation and controls

Clean equipment
Perform Infrared Inspection to check all contacts and connections
If temperatures of over 121 degrees F noticed, connection must be 
repaired/tightened.

PM4203-BFP0001 Preventive Maintenance - Back Flow Preventer 90-Day: Back Flow Preventer Check Operations
PM4203-CHWP0001 Preventive Maintenance - Chill Water Pump 365-Day Chilled Water Pump Check for proper operation of pump.  If any problems are found issue work 

request
Check for leaks on suction and discharge piping, seals, packing glands; make 
minor repairs as necessary.
Lubricate pump and motor as necessary.
Check drive coupling

PM4203-CHWP0002 Preventive Maintenance - Chill Water Pump 365-Day Chilled Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
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Check for leaks on suction and discharge piping, seals, packing glands; make 
minor repairs as necessary.
Lubricate pump and motor as necessary.
Check drive coupling

PM4203-CHWP0003 Preventive Maintenance - Chill Water Pump 365-Day Chilled Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands; make 
minor repairs as necessary.
Lubricate pump and motor as necessary.
Check drive coupling

PM4203-CPNL0001 Preventive Maintenance -Fire Pump Control Panel 30-Day Control Panel Check Operations and Controls.  If any problems found then issue work 
request.

PM4203-CRU0001 Preventive Maintenance - Computer Room Unit 30-Day: Critical Direct Expansion Unit Package, 
Split-Type, Air-Cooled, Belt-Driven

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary

90-Day: Critical Direct Expansion Unit Package, 
Split-Type, Air-Cooled, Belt-Driven

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary
Check safety interlocks

180-Day: Critical Direct Expansion Unit Package, 
Split-Type, Air-Cooled, Belt-Driven

Check operation and controls

Check belts, change if necessary
Lubricate condenser fan
Lubricate blower motor
Check and lubricate bearings
Check suction and discharge pressure
Check safety interlocks
Clean condenser and evaporator coils

PM4203-CRU0002 Preventive Maintenance - Computer Room Unit 90-Day Computer Room Type Air Handling Unit, 
Chill Water

Check operation and controls.  If any problems are found issue work request

Lubricate blower motor as necessary
Check belts, change if necessary
Check and lubricate bearings as necessary
Check safety interlocks

PM4203-DOOR0001 Preventive Maintenance - Electric Personnel Door 30-Day Personnel Doors, Electric Check operation and controls.  If any problems are found issue work request.

Clean photocells and check range
Check door closure pressure
Clean tracks and check for proper alignment
Check tolerances on locking mechanisms
Check emergency release mechanisms (where applicable)

PM4203-DOOR0002 Preventive Maintenance - Electric Personnel Door 30-Day Personnel Doors, Electric Check operation and controls.  If any problems are found issue work request.

Clean photocells and check range
Check door closure pressure
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Clean tracks and check for proper alignment
Check tolerances on locking mechanisms
Check emergency release mechanisms (where applicable)

PM4203-DOOR0003 Preventive Maintenance - Electric Personnel Door 30-Day Personnel Doors, Electric Check operation and controls.  If any problems are found issue work request.

Clean photocells and check range
Check door closure pressure
Clean tracks and check for proper alignment
Check tolerances on locking mechanisms
Check emergency release mechanisms (where applicable)

PM4203-DOOR0004 Preventive Maintenance - Electric Personnel Door 30-Day Personnel Doors, Electric Check operation and controls.  If any problems are found issue work request.

Clean photocells and check range
Check door closure pressure
Clean tracks and check for proper alignment
Check tolerances on locking mechanisms
Check emergency release mechanisms (where applicable)

PM4203-DPIP0001 Preventive Maintenance -Drain Pipe 30-Day Drain Pipe Clean Drain
Obtain Tri-Chem Orange solvent from dayshift ORG# 2320
Pour Tri-Chem in floor drains and let activate for two hours
Flush each drain with hot water using sewer sock for ten minutes
Repeat entire process

PM4203-EAF0001 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan, Direct-Drive Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
If any problems are found issue work request

PM4203-EAF0002 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4203-EAF0003 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan, Direct-Drive Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
If any problems are found issue work request

PM4203-EAF0004 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan, Direct-Drive Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
If any problems are found issue work request

PM4203-EAF0005 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan, Direct-Drive Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
If any problems are found issue work request

PM4203-EAF0006 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan, Direct-Drive Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
If any problems are found issue work request
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PM4203-EAF0007 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan, Direct-Drive Start and stop fan with local switch.

Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
If any problems are found issue work request

PM4203-EAF0008 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan, Direct-Drive Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
If any problems are found issue work request

PM4203-EAF0009 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan, Direct-Drive Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
If any problems are found issue work request

PM4203-EAF0010 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan, Direct-Drive Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
If any problems are found issue work request

PM4203-EAF0011 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan, Direct-Drive Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
If any problems are found issue work request

PM4203-EAF0012 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan, Direct-Drive Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
If any problems are found issue work request

PM4203-EAF0013 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan, Direct-Drive Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
If any problems are found issue work request

PM4203-ELEV0001 Preventive Maintenance - Cable Elevator 30-Day: Cable Elevator with Computer Controls Verify operation of all safety edges

Verify operation of emergency telephone
Check and clean all electrical panels
Inspect and lubricate governors
Check brushes on drive motors
Check sensitivity of door closure pressure
Inspect hoistways and car top

PM4203-ELEV0002 Preventive Maintenance - Cable Elevator 30-Day: Cable Elevator with Computer Controls Verify operation of all safety edges

Verify operation of emergency telephone
Check and clean all electrical panels
Inspect and lubricate governors
Check brushes on drive motors
Check sensitivity of door closure pressure
Inspect hoistways and car top

PM4203-ELEV0003 Preventive Maintenance - Cable Elevator 30-Day: Cable Elevator with Computer Controls Verify operation of all safety edges

Verify operation of emergency telephone
Check and clean all electrical panels



NNM08AA54C
ATTACHMENT J-24

PREVENTIVE MAINTENANCE

Page 50 of 1447

PMNUM PM DESCRIPTION  TASK DESCRIPTION
Inspect and lubricate governors
Check brushes on drive motors
Check sensitivity of door closure pressure
Inspect hoistways and car top

PM4203-ELEV0004 Preventive Maintenance - Cable Elevator 30-Day: Cable Elevator with Computer Controls Verify operation of all safety edges

Verify operation of emergency telephone
Check and clean all electrical panels
Inspect and lubricate governors
Check brushes on drive motors
Check sensitivity of door closure pressure
Inspect hoistways and car top

PM4203-ELEV0005 Preventive Maintenance - Cable Elevator 30-Day: Cable Elevator with Computer Controls Verify operation of all safety edges

Verify operation of emergency telephone
Check and clean all electrical panels
Inspect and lubricate governors
Check brushes on drive motors
Check sensitivity of door closure pressure
Inspect hoistways and car top

PM4203-EROOM0001 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4203-EROOM0002 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4203-EROOM0003 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4203-EROOM0004 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4203-EROOM0005 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4203-EROOM0006 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4203-EROOM0007 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.
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PM4203-EROOM0008 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.

Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4203-EROOM0009 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4203-EROOM0010 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4203-EROOM0011 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4203-FAS0001 Preventive Maintenance - Fire Alarm System 30-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions

180-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions
Verify operation of all pull stations and bells
Clean, test, and calibrate smoke detectors if applicable

PM4203-FILT0001 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4203-FILT0002 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4203-FILT0003 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4203-FILT0004 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4203-FILT0005 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4203-FILT0006 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4203-FILT0007 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4203-FILT0008 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4203-FILT0009 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4203-FILT0010 Preventive Maintenance - Filters 30-Day: Filter PM Check Filters, change if necessary
PM4203-FILT0011 Preventive Maintenance - Filters 30-Day: Filter PM Check Filters, change if necessary
PM4203-FIRP0001 Preventive Maintenance - Fire Pump - Millwright 90-Day: Millwright PM for Fire Pump Change oil after 50 hours of operation

Change oil filter after 50 hours of operation
Verify that shaft seals are  dripping water properly ( 1 drop per second)

Verify that the system is free of vibration or unusual noise
Verify that the packing boxes, bearings, pump casing are free of overheating

PM4203-FIRP0002 Preventive Maintenance - Fire Pump - Millwright 90-Day: Millwright PM for Fire Pump Change oil after 50 hours of operation
Change oil filter after 50 hours of operation
Verify that shaft seals are  dripping water properly ( 1 drop per second)

Verify that the system is free of vibration or unusual noise
Verify that the packing boxes, bearings, pump casing are free of overheating
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PM4203-FSS0001 Preventive Maintenance - Fire Suppression System 30-Day: Dry/Wet Chemical Fire Suppression 

System
Perform PM per Dry/Wet Chemical Form

180-Day: Wet/Dry Chemical Fire Suppression 
System

Perform PM per Dry/Wet Chemical Form

PM4203-FSS0002 Preventive Maintenance - Fire Suppression System 30-Day: Dry/Wet Chemical Fire Suppression 
System

Perform PM per Dry/Wet Chemical Form

180-Day: Wet/Dry Chemical Fire Suppression 
System

Perform PM per Dry/Wet Chemical Form

PM4203-FSS0003 Preventive Maintenance - Fire Suppression System 30-Day: Dry/Wet Chemical Fire Suppression 
System

Perform PM per Dry/Wet Chemical Form

180-Day: Wet/Dry Chemical Fire Suppression 
System

Perform PM per Dry/Wet Chemical Form

PM4203-GEN0001 Preventive Maintenance - Emergency Generator 30-Day: Generator Notify building manager of intent to perform generator maintenance prior to 
operating generator.
Seal off all necessary components of building ventilation system in order to 
prevent entry of fumes into building.
Check operation and controls.  If any problems are found issue work request

Check filters if applicable, change if necessary
Check belts if applicable, change if necessary.
Check coolant if applicable, add or change if necessary.
Check stop switch and emergency alarm bell.
Lubricate as necessary
Tighten all bolts
Check oil, add or change if necessary
Check voltage.
Check battery
Check connections and battery charger
Verify day tank's fuel level is topped off between float ranges, if applicable.

90-Day: Generator Notify building manager of intent to perform generator maintenance prior to 
operating generator.
Seal off all necessary components of building ventilation system in order to 
prevent entry of fumes into building.
Check operation and controls.  If any problems are found issue work request

Check filters if applicable, change if necessary
Check belts if applicable, change if necessary.
Check coolant if applicable, add or change if necessary.
Check stop switch and emergency alarm bell.
Lubricate as necessary
Tighten all bolts
Check oil, add or change if necessary
Check voltage.
Check battery
Check connections and battery charger
Check generator output
Verify day tank's fuel level is topped off between float ranges, if applicable.
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365-Day: Generator Notify building manager of intent to perform generator maintenance prior to 

operating generator.
Seal off all necessary components of building ventilation system in order to 
prevent entry of fumes into building.
Check operation and controls.  If any problems are found issue work request

Check filters if applicable, change if necessary
Check belts if applicable, change if necessary.
Check coolant if applicable, add or change if necessary.
Check stop switch and emergency alarm bell.
Lubricate as necessary
Tighten all bolts
Check oil, add or change if necessary
Check voltage.
Check battery
Check connections and battery charger
Check generator output
Winterize system
Verify continuity of generator ground, including the fuel tank ground
Verify day tank's fuel level is topped off between float ranges, if applicable.

PM4203-HWP0001 Preventive Maintenance - Hot Water Pump 365-Day: Hot Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary
Check drive coupling

PM4203-HWP0002 Preventive Maintenance - Hot Water Pump 365-Day: Hot Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary
Check drive coupling

PM4203-HWP0003 Preventive Maintenance - Hot Water Pump 365-Day: Hot Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary
Check drive coupling

PM4203HWTR0001 Preventive Maintenance - Hot Water Treatment 7-day Hot Water Treatment PM Perform testing on hot water system
Add chemicals if needed

PM4203HWTR0002 Preventive Maintenance - Hot Water Treatment (Off-
season)

7-day Hot Water Treatment PM (Off-season) Perform testing on hot water system

Add chemicals if needed
PM4203HWTR0003 Preventive Maintenance - Hot Water Treatment (Off-

season)
30-day Hot Water PM (Off-season) Notify Water Treatment Tech when performing PM (4-1058, 4-6020)

Open all necessary valves (Supply/Control/Makeup)
Check to make sure makeup water is on
Check to make sure system is filled
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Coordinate operation with UCS
Turn on circulation pumps and run for 48 hours
Shut down pumps and close all necessary valves

PM4203-ICE0001 Preventive Maintenance - Ice Machine 90-Day: Ice Machine Check water filter
Check operation and controls.  If any problems are found issue work request

Check water pressure
Lubricate condenser fan motor as necessary

PM4203-KVHD0001 Preventive Maintenance - Vent Hood 90-Day: Vent Hood Check for abnormal grease build-up, clean if necessary
PM4203-KVHD0002 Preventive Maintenance - Vent Hood 90-Day: Vent Hood Check for abnormal grease build-up, clean if necessary
PM4203-KVHD0003 Preventive Maintenance - Vent Hood 90-Day: Vent Hood Check for abnormal grease build-up, clean if necessary
PM4203-KVHD0004 Preventive Maintenance - Vent Hood 90-Day: Vent Hood Check for abnormal grease build-up, clean if necessary
PM4203LIGHTS Preventive Maintenance - Exterior Lighting 90-Day Exterior Lighting Inspection Inspect all Exterior Building Lighting

Inspect all Parking Lot Lighting
Report Findings to Electrical Supervisor

PM4203-LTS0001 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4203-LTS0002 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4203-LTS0003 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4203-LTS0004 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4203-LTS0006 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery
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PM4203-LTS0007 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test

Check condition of lamps
365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4203-LTS0008 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4203-LTS0009 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4203-LTS0010 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4203-LTS0011 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4203-LTS0013 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4203-LTS0014 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4203-LTS0015 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4203-LTS0016 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
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Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4203-LTS0017 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4203-LTS0018 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4203-LTS0019 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4203-LTS0020 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4203-LTS0021 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4203-LTS0022 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4203-LTS0024 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4203-LTS0026 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps
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365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4203-LTS0027 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4203-LTS0028 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4203-LTS0029 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4203-LTS0030 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4203-LTS0031 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4203-LTS0032 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4203-LTS0033 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4203-LTS0035 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps
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365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4203-LTS0036 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4203-LTS0037 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4203-LTS0038 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4203-LTS0039 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4203-LTS0040 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4203-LTS0041 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4203-LTS0042 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4203-LTS0043 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps
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365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4203-LTS0044 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4203-LTS0045 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4203-LTS0046 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4203-LTS0047 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4203-LTS0048 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4203-LTS0049 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4203-LTS0050 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4203-LTS0051 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps
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365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4203-LTS0052 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4203-LTS0055 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4203-LTS0056 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4203-LTS0057 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4203-LTS0058 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4203-LTS0059 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4203-LTS0060 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4203-LTS0061 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps
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365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4203-LTS0062 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4203-LTS0063 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4203-LTS0064 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4203-LTS0065 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4203-LTS0066 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4203-LTS0067 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4203-LTS0069 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4203-LTS0070 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps
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365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4203-LTS0072 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4203-LTS0073 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4203-LTS0074 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4203-LTS0075 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4203-LTS0076 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4203-LTS0077 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4203-LTS0078 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4203-LTS0079 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps
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365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4203-LTS0080 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4203-LTS0081 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4203-LTS0083 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4203-LTS0084 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4203-LTS0085 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4203-LTS0086 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4203-LTS0087 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4203-LTS0088 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps
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365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4203-LTS0089 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4203-LTS0090 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4203-LTS0091 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4203-LTS0092 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4203-LTS0093 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4203-LTS0095 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4203-LTS0096 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4203-LTS0097 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps
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365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4203-LTS0098 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4203-LTS0099 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4203-LTS0100 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4203-LTS0101 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4203-LTS0102 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4203-LTS0103 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4203-LTS0104 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4203-LTS0105 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps
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365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4203-LTS0106 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4203-LTS0108 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4203-LTS0109 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4203-LTS0110 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4203-LTS0111 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4203-LTS0112 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4203-LTS0113 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4203-LTS0114 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps
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365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4203-LTS0115 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4203-LTS0116 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4203-LTS0117 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4203-LTS0118 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4203-LTS0119 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4203-LTS0120 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4203-LTS0121 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4203-LTS0122 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps
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365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4203-LTS0123 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4203-LTS0124 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4203-LTS0125 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4203-LTS0126 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4203-LTS0127 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4203-LTS0128 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4203-LTS0129 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4203-LTS0130 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps
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365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4203-LTS0131 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4203-LTS0132 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4203-LTS0133 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4203-LTS0134 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4203-LTS0135 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4203-LTS0136 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4203-LTS0137 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4203-LTS0138 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps
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365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4203-LTS0139 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4203-LTS0140 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4203-LTS0141 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4203-LTS0142 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4203-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.
Apply insecticides or poisons as required.
Complete chemical applications records.

PM4203-PNL0001 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 
Davis)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4203-PNL0002 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4203-PNL0003 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4203-PNL0004 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4203-PNL0005 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4203-PNL0006 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times
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Install knockout hole plugs as necessary

PM4203-PNL0007 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 
Davis)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4203-PNL0008 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4203-PNL0009 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4203-PNL0010 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4203-PNL0011 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4203-PNL0012 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4203-PNL0013 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4203-PNL0014 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4203-PNL0015 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4203-PNL0016 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4203-PNL0016A Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4203-PNL0017 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4203-PNL0018 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4203-PNL0019 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4203-PNL0020 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4203-PNL0021 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times
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Install knockout hole plugs as necessary

PM4203-PNL0022 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 
Davis)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4203-PNL0023 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4203-PNL0024 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4203-PNL0025 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4203-PNL0026 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4203-PNL0027 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4203-PNL0028 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4203-PNL0029 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4203-PNL0030 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4203-PNL0031 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4203-PNL0032 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4203-PNL0033 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4203-PNL0034 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4203-PNL0035 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4203-PNL0036 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4203-PNL0037 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times
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PM4203-PNL0038 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 
Davis)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4203-PNL0039 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4203-PNL0040 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4203-PNL0041 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4203-PNL0042 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4203-PNL0043 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4203-PNL0044 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4203-PNL0045 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4203-PNL0046 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4203-PNL0047 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4203-PNL0048 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4203-PNL0049 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4203-PNL0050 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4203-PNL0055 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4203-PNL0059 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4203-PNL0060 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times
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PM4203-PNL0061 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 
Davis)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4203-PNL0062 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4203-PNL0063 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4203-PNL0064 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4203-PNL0065 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4203-PNL0066 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4203-PNL0070 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4203-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4203-ROOF0002 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4203-ROOF0003 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4203-SEVAC0001 Preventive Maintenance - Bldg Smoke Evacuation 365-Day: Smoke Evacuation - Electricans Verify Smoke Alarm Signals
PM4203-SPR0001 Preventive Maintenance - Stand Pipe 30-Day: Wet Sprinkler System PM Perform PM 

90-Day: Wet Sprinkler System PM Perform PM 
365-Day: Wet Sprinkler System PM Perform PM 

PM4203-VSC0001 Preventive Maintenance - Variable Speed Drive 365-Day: Variable Speed Controller Check for excessive heat, odors, noise and vibration.
Clean and check the general condition of variable speed drive panel.

PM4203-VSC0002 Preventive Maintenance - Variable Speed Drive 365-Day: Variable Speed Controller Check for excessive heat, odors, noise and vibration.
Clean and check the general condition of variable speed drive panel.

PM4203-VSC0003 Preventive Maintenance - Variable Speed Drive 365-Day: Variable Speed Controller Check for excessive heat, odors, noise and vibration.
Clean and check the general condition of variable speed drive panel.

PM4203-VSC0004 Preventive Maintenance - Variable Speed Drive 365-Day: Variable Speed Controller Check for excessive heat, odors, noise and vibration.
Clean and check the general condition of variable speed drive panel.

PM4205-AH0001 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4205-AH0002 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4205-AH0003 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
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Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4205-AH0004 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4205-AH0005 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4205-AH0006 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4205-AH0007 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4205-AH0008 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4205-AH0009 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4205-AH0010 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4205-AH0011 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4205-AH0012 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
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Check air bleed valves for proper operation where applicable

PM4205-AH0013 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4205-AH0014 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4205-AH0015 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4205-AH0016 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4205-AH0017 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4205-AH0018 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4205-AH0019 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4205-AH0020 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4205-ATS0001 Preventive Maintenance - Auto Transfer Switch 180-Day: Auto Transfer Switch Check automatic operation and controls
365-Day: Auto Transfer Switch Check automatic operation and controls

Clean equipment
Perform Infrared Inspection to check all contacts and connections
If temperatures of over 121 degrees F noticed, connection must be 
repaired/tightened.

PM4205-ATS0002 Preventive Maintenance - Auto Transfer Switch 180-Day: Auto Transfer Switch Check automatic operation and controls
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365-Day: Auto Transfer Switch Check automatic operation and controls

Clean equipment
Perform Infrared Inspection to check all contacts and connections
If temperatures of over 121 degrees F noticed, connection must be 
repaired/tightened.

PM4205-BATB0003 Preventive Maintenance - Battery Bank 30-Day: Battery Bank, Wet Cell (UPS) Check and refill battery
Check connections
Clean and lubricate terminals
Clean battery if necessary
Check operation and controls
Take specific gravity and voltage readings
Check pilot cell temperature

PM4205-CHWP0001 Preventive Maintenance - Chill Water Pump 365-Day Chilled Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands; make 
minor repairs as necessary.
Lubricate pump and motor as necessary.
Check drive coupling

PM4205-CHWP0002 Preventive Maintenance - Chill Water Pump 365-Day Chilled Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands; make 
minor repairs as necessary.
Lubricate pump and motor as necessary.
Check drive coupling

PM4205-CRN0001 Preventive Maintenance - Crane 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4205-CRN0002 Preventive Maintenance - Crane 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4205-CRN0003 Preventive Maintenance - Crane 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form
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PM4205-CRN0004 Preventive Maintenance - Crane 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4205-CRN0005 Preventive Maintenance - Crane 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4205-CRN0006 Preventive Maintenance - Crane 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4205-DOOR0001 Preventive Maintenance - Electric Personnel Door 30-Day Personnel Doors, Electric Check operation and controls.  If any problems are found issue work request.

Clean photocells and check range
Check door closure pressure
Clean tracks and check for proper alignment
Check tolerances on locking mechanisms
Check emergency release mechanisms (where applicable)

PM4205-DOOR0002 Preventive Maintenance - Electric Personnel Door 30-Day Personnel Doors, Electric Check operation and controls.  If any problems are found issue work request.

Clean photocells and check range
Check door closure pressure
Clean tracks and check for proper alignment
Check tolerances on locking mechanisms
Check emergency release mechanisms (where applicable)

PM4205-DOOR0003 Preventive Maintenance - Electric Personnel Door 30-Day Personnel Doors, Electric Check operation and controls.  If any problems are found issue work request.

Clean photocells and check range
Check door closure pressure
Clean tracks and check for proper alignment
Check tolerances on locking mechanisms
Check emergency release mechanisms (where applicable)

PM4205-DOOR0004 Preventive Maintenance - Electric Personnel Door 30-Day Personnel Doors, Electric Check operation and controls.  If any problems are found issue work request.

Clean photocells and check range
Check door closure pressure
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Clean tracks and check for proper alignment
Check tolerances on locking mechanisms
Check emergency release mechanisms (where applicable)

PM4205-DOOR0005 Preventive Maintenance - Electric Personnel Door 30-Day Personnel Doors, Electric Check operation and controls.  If any problems are found issue work request.

Clean photocells and check range
Check door closure pressure
Clean tracks and check for proper alignment
Check tolerances on locking mechanisms
Check emergency release mechanisms (where applicable)

PM4205-DOOR0006 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM (w/o lifting cables) Inspect drive mechanism
Inspect brake settings if applicable
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect Mounts to ensure that they are sufficiently sized
Inspect chain drive adjustments
If any problems are found issue work request

PM4205-DOOR0007 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM (w/o lifting cables) Inspect drive mechanism
Inspect brake settings if applicable
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect Mounts to ensure that they are sufficiently sized
Inspect chain drive adjustments
If any problems are found issue work request

PM4205-DOOR0008 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM Inspect lifting cables
Inspect drive mechanism
Inspect brake settings if applicable.
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect chain drive adjustments
If any problems are found issue work request

PM4205-DOOR0009 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM (w/o lifting cables) Inspect drive mechanism
Inspect brake settings if applicable
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect Mounts to ensure that they are sufficiently sized
Inspect chain drive adjustments
If any problems are found issue work request

PM4205-DOOR0010 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM (w/o lifting cables) Inspect drive mechanism
Inspect brake settings if applicable
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect Mounts to ensure that they are sufficiently sized
Inspect chain drive adjustments
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If any problems are found issue work request

PM4205-DOOR0011 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM (w/o lifting cables) Inspect drive mechanism
Inspect brake settings if applicable
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect Mounts to ensure that they are sufficiently sized
Inspect chain drive adjustments
If any problems are found issue work request

PM4205-DOOR0012 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM (w/o lifting cables) Inspect drive mechanism
Inspect brake settings if applicable
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect Mounts to ensure that they are sufficiently sized
Inspect chain drive adjustments
If any problems are found issue work request

PM4205-DOOR0013 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM (w/o lifting cables) Inspect drive mechanism
Inspect brake settings if applicable
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect Mounts to ensure that they are sufficiently sized
Inspect chain drive adjustments
If any problems are found issue work request

PM4205-DOOR0014 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM (w/o lifting cables) Inspect drive mechanism
Inspect brake settings if applicable
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect Mounts to ensure that they are sufficiently sized
Inspect chain drive adjustments
If any problems are found issue work request

PM4205-DOOR0015 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM (w/o lifting cables) Inspect drive mechanism
Inspect brake settings if applicable
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect Mounts to ensure that they are sufficiently sized
Inspect chain drive adjustments
If any problems are found issue work request

PM4205-DOOR0016 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM (w/o lifting cables) Inspect drive mechanism
Inspect brake settings if applicable
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect Mounts to ensure that they are sufficiently sized
Inspect chain drive adjustments
If any problems are found issue work request
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PM4205-DOOR0017 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM (w/o lifting cables) Inspect drive mechanism

Inspect brake settings if applicable
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect Mounts to ensure that they are sufficiently sized
Inspect chain drive adjustments
If any problems are found issue work request

PM4205-FAS0001 Preventive Maintenance - Fire Alarm System 30-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions

180-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions
Verify operation of all pull stations and bells
Clean, test, and calibrate smoke detectors if applicable

PM4205-FILT0001 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4205-FILT0002 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4205-FILT0003 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4205-FILT0004 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4205-FILT0005 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4205-FILT0006 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4205-FILT0007 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4205-FILT0008 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4205-FILT0009 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4205-FILT0010 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4205-FILT0011 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4205-FILT0012 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4205-FILT0013 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4205-FILT0014 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4205-FILT0015 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4205-FILT0016 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4205-FILT0017 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4205-FILT0018 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4205-FILT0019 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4205-FILT0020 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4205-HST0001 Preventive Maintenance - Cranes and Hoists 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4205-HUM0001 Preventive Maintenance - Dehumidifier 90-Day Humidifier, Ionic Bed Type Check operation and controls.  If any problems are found issue work request

Check/Clean make-up water filter (prefilter).
Perform diagnostic test.
Inspect vapor hoses.
Inspect ionic bed door gasket for leakage.
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Inspect ionic bed filters and replace as necessary.
Inspect tank for excess scale.
Check terminals.
Report any deficiencies that were unable to be corrected.

PM4205-HUM0002 Preventive Maintenance - Dehumidifier 90-Day Humidifier, Ionic Bed Type Check operation and controls.  If any problems are found issue work request

Check/Clean make-up water filter (prefilter).
Perform diagnostic test.
Inspect vapor hoses.
Inspect ionic bed door gasket for leakage.
Inspect ionic bed filters and replace as necessary.
Inspect tank for excess scale.
Check terminals.
Report any deficiencies that were unable to be corrected.

PM4205-HUM0003 Preventive Maintenance - Dehumidifier 90-Day Humidifier, Ionic Bed Type Check operation and controls.  If any problems are found issue work request

Check/Clean make-up water filter (prefilter).
Perform diagnostic test.
Inspect vapor hoses.
Inspect ionic bed door gasket for leakage.
Inspect ionic bed filters and replace as necessary.
Inspect tank for excess scale.
Check terminals.
Report any deficiencies that were unable to be corrected.

PM4205-HUM0004 Preventive Maintenance - Dehumidifier 90-Day Humidifier, Ionic Bed Type Check operation and controls.  If any problems are found issue work request

Check/Clean make-up water filter (prefilter).
Perform diagnostic test.
Inspect vapor hoses.
Inspect ionic bed door gasket for leakage.
Inspect ionic bed filters and replace as necessary.
Inspect tank for excess scale.
Check terminals.
Report any deficiencies that were unable to be corrected.

PM4205-HUM0005 Preventive Maintenance - Dehumidifier 90-Day Humidifier, Ionic Bed Type Check operation and controls.  If any problems are found issue work request

Check/Clean make-up water filter (prefilter).
Perform diagnostic test.
Inspect vapor hoses.
Inspect ionic bed door gasket for leakage.
Inspect ionic bed filters and replace as necessary.
Inspect tank for excess scale.
Check terminals.
Report any deficiencies that were unable to be corrected.

PM4205-HUM0006 Preventive Maintenance - Dehumidifier 90-Day Humidifier, Ionic Bed Type Check operation and controls.  If any problems are found issue work request

Check/Clean make-up water filter (prefilter).
Perform diagnostic test.
Inspect vapor hoses.
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Inspect ionic bed door gasket for leakage.
Inspect ionic bed filters and replace as necessary.
Inspect tank for excess scale.
Check terminals.
Report any deficiencies that were unable to be corrected.

PM4205-HUM0007 Preventive Maintenance - Dehumidifier 90-Day Humidifier, Ionic Bed Type Check operation and controls.  If any problems are found issue work request

Check/Clean make-up water filter (prefilter).
Perform diagnostic test.
Inspect vapor hoses.
Inspect ionic bed door gasket for leakage.
Inspect ionic bed filters and replace as necessary.
Inspect tank for excess scale.
Check terminals.
Report any deficiencies that were unable to be corrected.

PM4205-HUM0008 Preventive Maintenance - Dehumidifier 90-Day Humidifier, Ionic Bed Type Check operation and controls.  If any problems are found issue work request

Check/Clean make-up water filter (prefilter).
Perform diagnostic test.
Inspect vapor hoses.
Inspect ionic bed door gasket for leakage.
Inspect ionic bed filters and replace as necessary.
Inspect tank for excess scale.
Check terminals.
Report any deficiencies that were unable to be corrected.

PM4205-HUM0009 Preventive Maintenance - Dehumidifier 90-Day Humidifier, Ionic Bed Type Check operation and controls.  If any problems are found issue work request

Check/Clean make-up water filter (prefilter).
Perform diagnostic test.
Inspect vapor hoses.
Inspect ionic bed door gasket for leakage.
Inspect ionic bed filters and replace as necessary.
Inspect tank for excess scale.
Check terminals.
Report any deficiencies that were unable to be corrected.

PM4205-HUM0010 Preventive Maintenance - Dehumidifier 90-Day Humidifier, Ionic Bed Type Check operation and controls.  If any problems are found issue work request

Check/Clean make-up water filter (prefilter).
Perform diagnostic test.
Inspect vapor hoses.
Inspect ionic bed door gasket for leakage.
Inspect ionic bed filters and replace as necessary.
Inspect tank for excess scale.
Check terminals.
Report any deficiencies that were unable to be corrected.

PM4205-HUM0011 Preventive Maintenance - Dehumidifier 90-Day Humidifier, Ionic Bed Type Check operation and controls.  If any problems are found issue work request

Check/Clean make-up water filter (prefilter).
Perform diagnostic test.
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Inspect vapor hoses.
Inspect ionic bed door gasket for leakage.
Inspect ionic bed filters and replace as necessary.
Inspect tank for excess scale.
Check terminals.
Report any deficiencies that were unable to be corrected.

PM4205-HUM0012 Preventive Maintenance - Dehumidifier 90-Day Humidifier, Ionic Bed Type Check operation and controls.  If any problems are found issue work request

Check/Clean make-up water filter (prefilter).
Perform diagnostic test.
Inspect vapor hoses.
Inspect ionic bed door gasket for leakage.
Inspect ionic bed filters and replace as necessary.
Inspect tank for excess scale.
Check terminals.
Report any deficiencies that were unable to be corrected.

PM4205-HUM0013 Preventive Maintenance - Dehumidifier 90-Day Humidifier, Ionic Bed Type Check operation and controls.  If any problems are found issue work request

Check/Clean make-up water filter (prefilter).
Perform diagnostic test.
Inspect vapor hoses.
Inspect ionic bed door gasket for leakage.
Inspect ionic bed filters and replace as necessary.
Inspect tank for excess scale.
Check terminals.
Report any deficiencies that were unable to be corrected.

PM4205-HUM0014 Preventive Maintenance - Dehumidifier 90-Day Humidifier, Ionic Bed Type Check operation and controls.  If any problems are found issue work request

Check/Clean make-up water filter (prefilter).
Perform diagnostic test.
Inspect vapor hoses.
Inspect ionic bed door gasket for leakage.
Inspect ionic bed filters and replace as necessary.
Inspect tank for excess scale.
Check terminals.
Report any deficiencies that were unable to be corrected.

PM4205-HUM0015 Preventive Maintenance - Dehumidifier 90-Day Humidifier, Ionic Bed Type Check operation and controls.  If any problems are found issue work request

Check/Clean make-up water filter (prefilter).
Perform diagnostic test.
Inspect vapor hoses.
Inspect ionic bed door gasket for leakage.
Inspect ionic bed filters and replace as necessary.
Inspect tank for excess scale.
Check terminals.
Report any deficiencies that were unable to be corrected.

PM4205-HUM0016 Preventive Maintenance - Dehumidifier 90-Day Humidifier, Ionic Bed Type Check operation and controls.  If any problems are found issue work request

Check/Clean make-up water filter (prefilter).
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Perform diagnostic test.
Inspect vapor hoses.
Inspect ionic bed door gasket for leakage.
Inspect ionic bed filters and replace as necessary.
Inspect tank for excess scale.
Check terminals.
Report any deficiencies that were unable to be corrected.

PM4205-ODT0001 Preventive Maintenance - Oxygen Detection System 30-Day: Oxygen Detection System, Dry Cell Type Perform visual inspection

Verify ODT is required at this location.  If unit is not needed issue work 
request to remove unit

180-Day: Oxygen Detection System, Dry Cell 
Type

Perform visual inspection

Calibrate system
Check all alarm points
Verify ODT is still required at this location.  If unit is not needed issue work 
request to remove unit

PM4205-ODT0002 Preventive Maintenance - Oxygen Detection System 30-Day: Oxygen Detection System, Dry Cell Type Perform visual inspection

Verify ODT is required at this location.  If unit is not needed issue work 
request to remove unit

180-Day: Oxygen Detection System, Dry Cell 
Type

Perform visual inspection

Calibrate system
Check all alarm points
Verify ODT is still required at this location.  If unit is not needed issue work 
request to remove unit

PM4205-ODT0003 Preventive Maintenance - Oxygen Detection System 30-Day: Oxygen Detection System, Dry Cell Type Perform visual inspection

Verify ODT is required at this location.  If unit is not needed issue work 
request to remove unit

180-Day: Oxygen Detection System, Dry Cell 
Type

Perform visual inspection

Calibrate system
Check all alarm points
Verify ODT is still required at this location.  If unit is not needed issue work 
request to remove unit

PM4205-ODT0004 Preventive Maintenance - Oxygen Detection System 30-Day: Oxygen Detection System, Dry Cell Type Perform visual inspection

Verify ODT is required at this location.  If unit is not needed issue work 
request to remove unit

180-Day: Oxygen Detection System, Dry Cell 
Type

Perform visual inspection

Calibrate system
Check all alarm points
Verify ODT is still required at this location.  If unit is not needed issue work 
request to remove unit

PM4205-PNL0001 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 
Davis)

Exercise all breakers in distribution panels 3-4 times
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Install knockout hole plugs as necessary

PM4205-PNL0002 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 
Davis)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4205-PNL0003 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4205-PNL0004 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4205-PNL0005 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4205-PNL0006 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4205-PNL0007 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4205-PNL0008 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4205-PNL0009 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4205-PNL0010 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4205-PNL0011 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4205-PNL0012 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4205-PNL0013 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4205-PNL0014 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4205-PNL0015 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4205-PNL0016 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4205-PNL0017 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times
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PM4205-PNL0018 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 
Davis)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4205-PNL0019 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4205-PNL0020 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4205-PNL0021 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4205-PNL0022 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4205-PNL0023 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4205-PNL0024 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4205-PNL0025 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4205-PNL0026 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4205-PNL0027 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4205-PNL0028 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4205-PNL0029 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4205-PNL0030 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4205-PNL0031 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4205-PNL0032 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4205-PNL0033 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times
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PM4205-PNL0034 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 
Davis)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4205-PNL0035 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4205-PNL0036 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4205-PNL0037 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4205-PNL0038 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4205-PNL0039 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4205-PNL0040 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4205-PNL0041 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4205-PNL0042 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4205-PNL0043 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4205-PNL0044 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4205-PNL0045 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4205-PNL0046 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4205-PNL0047 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4205-PNL0048 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4205-PNL0049 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times
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PM4205-PNL0050 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 
Davis)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4205-PNL0051 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4205-PNL0052 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4205-PNL0053 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4205-PNL0054 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4205-PNL0055 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4205-PNL0056 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4205-PNL0057 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4205-PNL0058 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4205-PNL0059 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4205-PNL0060 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4205-PNL0061 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4205-PNL0062 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4205-PNL0063 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4205-PNL0064 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4205-PNL0065 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times
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Install knockout hole plugs as necessary

PM4205-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4205-ROOF0002 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4205-ROOF0003 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4205-ROOF0004 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4205-ROOF0005 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4205-ROOF0006 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4205-ROOF0007 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4205-ROOF0008 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4205-ROOF0009 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4205-ROOF0010 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4205-ROOF0011 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4205-ROOF0012 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4205-ROOF0013 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4205-SHEW0001 Preventive Maintenance - Safety Shower and Eyewash 

Station
30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4205-SHEW0002 Preventive Maintenance - Safety Shower and Eyewash 
Station

30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4205-SHEW0003 Preventive Maintenance - Safety Shower and Eyewash 
Station

30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4205-SHEW0004 Preventive Maintenance - Safety Shower and Eyewash 
Station

30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4205-SHEW0005 Preventive Maintenance - Safety Shower and Eyewash 
Station

30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4205-SHEW0006 Preventive Maintenance - Safety Shower and Eyewash 
Station

30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4205-SHEW0007 Preventive Maintenance - Safety Shower and Eyewash 
Station

30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4205-SHEW0008 Preventive Maintenance - Safety Shower and Eyewash 
Station

30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4205-SHEW0009 Preventive Maintenance - Safety Shower and Eyewash 
Station

30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request
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Flush system for 2 minute minimum
Date and initial inspection tag

PM4205-SHEW0010 Preventive Maintenance - Safety Shower and Eyewash 
Station

30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4205-UPS0003 Preventive Maintenance - UPS Power System 90-Day: UPS System Perform visual safety check
Check amperage and voltage

180-Day: UPS System Perform visual safety check
Check amperage and voltage
Check operation and controls

365-Day: UPS System Perform visual safety check
Check amperage and voltage
Check operation and controls
Check termination points
Inspect and clean all modules

PM4205-VSC0001 Preventive Maintenance - Variable Speed Drive 365-Day: Variable Speed Controller Check for excessive heat, odors, noise and vibration.
Clean and check the general condition of variable speed drive panel.

PM4205-VSC0002 Preventive Maintenance - Variable Speed Drive 365-Day: Variable Speed Controller Check for excessive heat, odors, noise and vibration.
Clean and check the general condition of variable speed drive panel.

PM4207-ACFLT0001 Preventive Maintenance - Air Compressor Filter Change 365-Day: Air Compressor Filter Change Replace Filter(s) on air compressor unit.

PM4207-ACFLT0002 Preventive Maintenance - Air Compressor Filter Change 365-Day: Air Compressor Filter Change Replace Filter(s) on air compressor unit.

PM4207-ACFLT0004 Preventive Maintenance - Air Compressor Filter Change 365-Day: Air Compressor Filter Change Replace Filter(s) on air compressor unit.

PM4207-ACFLT0005 Preventive Maintenance - Air Compressor Filter Change 365-Day: Air Compressor Filter Change Replace Filter(s) on air compressor unit.

PM4207-ACMP0001 Preventive Maintenance - Air Compressor Control 90-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check Belts.  Change if necessary.

180-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

365-Day: Air Compressor (Post RCM) Drain Tank.  If unit has automatic drain then cycle drain.
Check oil and oil filter. Change as necessary.
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

PM4207-ACMP0002 Preventive Maintenance - Air Compressor Control 90-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check Belts.  Change if necessary.

180-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
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Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

365-Day: Air Compressor (Post RCM) Drain Tank.  If unit has automatic drain then cycle drain.
Check oil and oil filter. Change as necessary.
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

PM4207-ACMP0006 Preventive Maintenance - Air Compressor Control 90-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check Belts.  Change if necessary.

180-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

365-Day: Air Compressor (Post RCM) Drain Tank.  If unit has automatic drain then cycle drain.
Check oil and oil filter. Change as necessary.
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

PM4207-ACMP0007 Preventive Maintenance - Air Compressor Control 90-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check Belts.  Change if necessary.

180-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

365-Day: Air Compressor (Post RCM) Drain Tank.  If unit has automatic drain then cycle drain.
Check oil and oil filter. Change as necessary.
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

PM4207-ADRY0001 Preventive Maintenance - Air Dryer 60-Day: Air Dryer, Refrigerant Type (w/o 
Condenser Fan)

Check operation and controls.  If any problems found then issue work 
request.
Drain and flush
Drain water separator

180-Day: Air Dryer, Refrigerant Type (w/o 
Condenser Fan)

Check operation and controls.  If any problems found then issue work 
request.
Drain and flush
Drain water separator
Clean condenser coils

PM4207-ADRY0002 Preventive Maintenance - Air Dryer 60-Day: Air Dryer, Refrigerant Type (w/o 
Condenser Fan)

Check operation and controls.  If any problems found then issue work 
request.
Drain and flush
Drain water separator
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180-Day: Air Dryer, Refrigerant Type (w/o 
Condenser Fan)

Check operation and controls.  If any problems found then issue work 
request.
Drain and flush
Drain water separator
Clean condenser coils

PM4207-ADRY0003 Preventive Maintenance - Air Dryer 60-Day: Air Dryer, Refrigerant Type (w/o 
Condenser Fan)

Check operation and controls.  If any problems found then issue work 
request.
Drain and flush
Drain water separator

180-Day: Air Dryer, Refrigerant Type (w/o 
Condenser Fan)

Check operation and controls.  If any problems found then issue work 
request.
Drain and flush
Drain water separator
Clean condenser coils

PM4207-AH0001 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4207-AH0002 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4207-AH0003 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4207-AH0004 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4207-AH0005 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4207-AH0006 Preventive Maintenance - Air Handling Unit 90-Day Computer Room Type Air Handling Unit, 
Chill Water

Check operation and controls.  If any problems are found issue work request

Lubricate blower motor as necessary
Check belts, change if necessary
Check and lubricate bearings as necessary
Check safety interlocks

PM4207-AH0008 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
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Check air bleed valves for proper operation where applicable

PM4207-AH00B1 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4207-AH00B2 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4207-ATS0001 Preventive Maintenance - Auto Transfer Switch 180-Day: Auto Transfer Switch Check automatic operation and controls
365-Day: Auto Transfer Switch Check automatic operation and controls

Clean equipment
Perform Infrared Inspection to check all contacts and connections
If temperatures of over 121 degrees F noticed, connection must be 
repaired/tightened.

PM4207-ATS0004 Preventive Maintenance - Auto Transfer Switch 180-Day: Auto Transfer Switch Check automatic operation and controls
365-Day: Auto Transfer Switch Check automatic operation and controls

Clean equipment
Perform Infrared Inspection to check all contacts and connections
If temperatures of over 121 degrees F noticed, connection must be 
repaired/tightened.

PM4207-BATB0001 Preventive Maintenance - Battery Bank 30-Day: Battery Bank, Wet Cell (UPS) Check and refill battery
Check connections
Clean and lubricate terminals
Clean battery if necessary
Check operation and controls
Take specific gravity and voltage readings
Check pilot cell temperature

PM4207-BATB0002 Preventive Maintenance - Battery Bank 30-Day: Battery Bank, Wet Cell (UPS) Check and refill battery
Check connections
Clean and lubricate terminals
Clean battery if necessary
Check operation and controls
Take specific gravity and voltage readings
Check pilot cell temperature

PM4207-BATB0004 Preventive Maintenance - Battery Bank 30-Day: Battery Bank, Wet Cell (UPS) Check and refill battery
Check connections
Clean and lubricate terminals
Clean battery if necessary
Check operation and controls
Take specific gravity and voltage readings
Check pilot cell temperature

PM4207-BFP0001 Preventive Maintenance - Back Flow Preventer 90-Day: Back Flow Preventer Check Operations
PM4207-BFP0002 Preventive Maintenance - Back Flow Preventer 90-Day: Back Flow Preventer Check Operations
PM4207-BFP0003 Preventive Maintenance - Back Flow Preventer 90-Day: Back Flow Preventer Check Operations
PM4207-BLR0001 Preventive Maintenance - Hot Water Boiler 30-Day: Boiler in dry lay-up Perform safety walk-through
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Clean boiler area, if necessary

PM4207-CC0001 Preventive Maintenance - Condenser Water 90-Day: Condenser Water Check for corrosion
PM4207-CC0002 Preventive Maintenance - Condenser Water 90-Day: Condenser Water Check for corrosion
PM4207-CCTWR0001 Preventive Maintenance - Cooling Tower 180-Day: Cooling Tower Cleaning Contact HVAC Crew for Support.

Clean and Inspect Hot Water Basin.
clean inside of water tower using water hose, if required; scrape, brush and 
wipe as required;

PM4207-CFC0001 Preventive Maintenance - Condenser Water 30-Day: Condenser Water Clean Conductivity Probes
PM4207-CHLR0002 Preventive Maintenance - Water Chiller 365-Day: Chiller, Centrifugal, Water-Cooled Check unit's evaporator and condenser pressures, oil tank pressure, 

differential oil pressure, and discharge oil pressure.
Check oil level in chiller oil sump.
Check oil temperature
Check dehydrator or purge system; replace purge filter and inspect sight 
glass, replace if needed.
Run system control tests
Check refrigerant charge/level, add as necessary.
Check compressor for excessive noise/virbration.
Check sensor and mechanical safety limits.
Clean dehydrator float valve.
Perform spectrochemical analysis of compressor oil.
Replace oil and oil filter(s)
Inspect cooler and condenser tubes for leaks.
Inspect utility vessel vent piping and safety relief valve.
Inspect/clean the economizer (vane), gas line damper valve, and actuator 
arm.
Run an insulation test on the motor.
Check (IR Scan) and tighten motor terminals.
Service chiller starter and check all controls and terminations.

PM4207-CHLR0003 Preventive Maintenance - Water Chiller 365-Day: Chiller, Centrifugal, Water-Cooled Check unit's evaporator and condenser pressures, oil tank pressure, 
differential oil pressure, and discharge oil pressure.
Check oil level in chiller oil sump.
Check oil temperature
Check dehydrator or purge system; replace purge filter and inspect sight 
glass, replace if needed.
Run system control tests
Check refrigerant charge/level, add as necessary.
Check compressor for excessive noise/virbration.
Check sensor and mechanical safety limits.
Clean dehydrator float valve.
Perform spectrochemical analysis of compressor oil.
Replace oil and oil filter(s)
Inspect cooler and condenser tubes for leaks.
Inspect utility vessel vent piping and safety relief valve.
Inspect/clean the economizer (vane), gas line damper valve, and actuator 
arm.
Run an insulation test on the motor.
Check (IR Scan) and tighten motor terminals.
Service chiller starter and check all controls and terminations.
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PM4207-CHWP0001 Preventive Maintenance - Chill Water Pump 365-Day Chilled Water Pump Check for proper operation of pump.  If any problems are found issue work 

request
Check for leaks on suction and discharge piping, seals, packing glands; make 
minor repairs as necessary.
Lubricate pump and motor as necessary.
Check drive coupling

PM4207-CHWP0002 Preventive Maintenance - Chill Water Pump 365-Day Chilled Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands; make 
minor repairs as necessary.
Lubricate pump and motor as necessary.
Check drive coupling

PM4207-CPNL0001 Preventive Maintenance -Halon Control Panel 30-Day Control Panel Check Operations and Controls.  If any problems found then issue work 
request.

30-Day: Critical Computer Room Type Air 
Handling Unit, Chill Water or Water-Cooled 
Combination Type

Check operation and controls.  If any problems found then issue work 
request.

Check belts, change if necessary
Check and lubricate bearings as necessary
Inspect drains for proper flow and clarity.

90-Day: Critical Computer Room Type Air 
Handling Unit, Chill Water or Water-Cooled 
Combination Type

Check operation and controls.  If any problems found then issue work 
request.

Check belts, change if necessary
Check and lubricate bearings as necessary
Lubricate blower motor as necessary
Check safety interlocks
Clean drain pans, vacuum drains, and isure drain clarity

PM4207-CRU0002 Preventive Maintenance - Computer Room Unit 30-Day: Critical Computer Room Type Air 
Handling Unit, Chill Water or Water-Cooled 
Combination Type

Check operation and controls.  If any problems found then issue work 
request.

Check belts, change if necessary
Check and lubricate bearings as necessary
Inspect drains for proper flow and clarity.

90-Day: Critical Computer Room Type Air 
Handling Unit, Chill Water or Water-Cooled 
Combination Type

Check operation and controls.  If any problems found then issue work 
request.

Check belts, change if necessary
Check and lubricate bearings as necessary
Lubricate blower motor as necessary
Check safety interlocks
Clean drain pans, vacuum drains, and isure drain clarity

PM4207-CRU0003 Preventive Maintenance - Computer Room Unit 30-Day: Critical Computer Room Type Air 
Handling Unit, Chill Water or Water-Cooled 
Combination Type (w/ all sealed bearings)

Check operation and controls.  If any problems are found issue work request.

Check belts, change if necessary
Inspect drains for proper flow and clarity.
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90-Day: Critical Computer Room Type Air 
Handling Unit, Chill Water or Water-Cooled 
Combination Type (w/ all sealed bearings)

Check operation and controls.  If any problems are found issue work order.

Check belts, change if necessary
Check safety interlocks
Clean drain pans, vacuum drains, and isure drain clarity

PM4207-CRU0004 Preventive Maintenance - Computer Room Unit 30-Day: Critical Computer Room Type Air 
Handling Unit, Chill Water or Water-Cooled 
Combination Type (w/ all sealed bearings)

Check operation and controls.  If any problems are found issue work request.

Check belts, change if necessary
Inspect drains for proper flow and clarity.

90-Day: Critical Computer Room Type Air 
Handling Unit, Chill Water or Water-Cooled 
Combination Type (w/ all sealed bearings)

Check operation and controls.  If any problems are found issue work order.

Check belts, change if necessary
Check safety interlocks
Clean drain pans, vacuum drains, and isure drain clarity

PM4207-CRU0005 Preventive Maintenance - Computer Room Unit 30-Day: Critical Computer Room Type Air 
Handling Unit, Chill Water or Water-Cooled 
Combination Type

Check operation and controls.  If any problems found then issue work 
request.

Check belts, change if necessary
Check and lubricate bearings as necessary
Inspect drains for proper flow and clarity.

90-Day: Critical Computer Room Type Air 
Handling Unit, Chill Water or Water-Cooled 
Combination Type

Check operation and controls.  If any problems found then issue work 
request.

Check belts, change if necessary
Check and lubricate bearings as necessary
Lubricate blower motor as necessary
Check safety interlocks
Clean drain pans, vacuum drains, and isure drain clarity

PM4207-CRU0006 Preventive Maintenance - Computer Room Unit 30-Day: Critical Computer Room Type Air 
Handling Unit, Chill Water or Water-Cooled 
Combination Type

Check operation and controls.  If any problems found then issue work 
request.

Check belts, change if necessary
Check and lubricate bearings as necessary
Inspect drains for proper flow and clarity.

90-Day: Critical Computer Room Type Air 
Handling Unit, Chill Water or Water-Cooled 
Combination Type

Check operation and controls.  If any problems found then issue work 
request.

Check belts, change if necessary
Check and lubricate bearings as necessary
Lubricate blower motor as necessary
Check safety interlocks
Clean drain pans, vacuum drains, and isure drain clarity

PM4207-CRU0007 Preventive Maintenance - Computer Room Unit 30-Day: Critical Computer Room Type Air 
Handling Unit, Chill Water or Water-Cooled 
Combination Type

Check operation and controls.  If any problems found then issue work 
request.

Check belts, change if necessary
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Check and lubricate bearings as necessary
Inspect drains for proper flow and clarity.

90-Day: Critical Computer Room Type Air 
Handling Unit, Chill Water or Water-Cooled 
Combination Type

Check operation and controls.  If any problems found then issue work 
request.

Check belts, change if necessary
Check and lubricate bearings as necessary
Lubricate blower motor as necessary
Check safety interlocks
Clean drain pans, vacuum drains, and isure drain clarity

PM4207-CRU0008 Preventive Maintenance - Computer Room Unit 30-Day: Critical Computer Room Type Air 
Handling Unit, Chill Water or Water-Cooled 
Combination Type

Check operation and controls.  If any problems found then issue work 
request.

Check belts, change if necessary
Check and lubricate bearings as necessary
Inspect drains for proper flow and clarity.

90-Day: Critical Computer Room Type Air 
Handling Unit, Chill Water or Water-Cooled 
Combination Type

Check operation and controls.  If any problems found then issue work 
request.

Check belts, change if necessary
Check and lubricate bearings as necessary
Lubricate blower motor as necessary
Check safety interlocks
Clean drain pans, vacuum drains, and isure drain clarity

PM4207-CRU0009 Preventive Maintenance - Computer Room Unit 30-Day: Critical Computer Room Type Air 
Handling Unit, Chill Water or Water-Cooled 
Combination Type

Check operation and controls.  If any problems found then issue work 
request.

Check belts, change if necessary
Check and lubricate bearings as necessary
Inspect drains for proper flow and clarity.

90-Day: Critical Computer Room Type Air 
Handling Unit, Chill Water or Water-Cooled 
Combination Type

Check operation and controls.  If any problems found then issue work 
request.

Check belts, change if necessary
Check and lubricate bearings as necessary
Lubricate blower motor as necessary
Check safety interlocks
Clean drain pans, vacuum drains, and isure drain clarity

PM4207-CRU0010 Preventive Maintenance - Computer Room Unit 30-Day: Critical Computer Room Type Air 
Handling Unit, Chill Water or Water-Cooled 
Combination Type

Check operation and controls.  If any problems found then issue work 
request.

Check belts, change if necessary
Check and lubricate bearings as necessary
Inspect drains for proper flow and clarity.

90-Day: Critical Computer Room Type Air 
Handling Unit, Chill Water or Water-Cooled 
Combination Type

Check operation and controls.  If any problems found then issue work 
request.

Check belts, change if necessary
Check and lubricate bearings as necessary
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Lubricate blower motor as necessary
Check safety interlocks
Clean drain pans, vacuum drains, and isure drain clarity

PM4207-CRU0011 Preventive Maintenance - Computer Room Unit 30-Day: Critical Computer Room Type Air 
Handling Unit, Chill Water or Water-Cooled 
Combination Type (w/ all sealed bearings)

Check operation and controls.  If any problems are found issue work request.

Check belts, change if necessary
Inspect drains for proper flow and clarity.

90-Day: Critical Computer Room Type Air 
Handling Unit, Chill Water or Water-Cooled 
Combination Type (w/ all sealed bearings)

Check operation and controls.  If any problems are found issue work order.

Check belts, change if necessary
Check safety interlocks
Clean drain pans, vacuum drains, and isure drain clarity

PM4207-CRU0012 Preventive Maintenance - Computer Room Unit 30-Day: Critical Computer Room Type Air 
Handling Unit, Chill Water or Water-Cooled 
Combination Type

Check operation and controls.  If any problems found then issue work 
request.

Check belts, change if necessary
Check and lubricate bearings as necessary
Inspect drains for proper flow and clarity.

90-Day: Critical Computer Room Type Air 
Handling Unit, Chill Water or Water-Cooled 
Combination Type

Check operation and controls.  If any problems found then issue work 
request.

Check belts, change if necessary
Check and lubricate bearings as necessary
Lubricate blower motor as necessary
Check safety interlocks
Clean drain pans, vacuum drains, and isure drain clarity

PM4207-CRU0013 Preventive Maintenance - Computer Room Unit 30-Day: Critical Computer Room Type Air 
Handling Unit, Chill Water or Water-Cooled 
Combination Type

Check operation and controls.  If any problems found then issue work 
request.

Check belts, change if necessary
Check and lubricate bearings as necessary
Inspect drains for proper flow and clarity.

90-Day: Critical Computer Room Type Air 
Handling Unit, Chill Water or Water-Cooled 
Combination Type

Check operation and controls.  If any problems found then issue work 
request.

Check belts, change if necessary
Check and lubricate bearings as necessary
Lubricate blower motor as necessary
Check safety interlocks
Clean drain pans, vacuum drains, and isure drain clarity

PM4207-CRU0014 Preventive Maintenance - Computer Room Unit 30-Day: Critical Computer Room Type Air 
Handling Unit, Chill Water or Water-Cooled 
Combination Type

Check operation and controls.  If any problems found then issue work 
request.

Check belts, change if necessary
Check and lubricate bearings as necessary
Inspect drains for proper flow and clarity.
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90-Day: Critical Computer Room Type Air 
Handling Unit, Chill Water or Water-Cooled 
Combination Type

Check operation and controls.  If any problems found then issue work 
request.

Check belts, change if necessary
Check and lubricate bearings as necessary
Lubricate blower motor as necessary
Check safety interlocks
Clean drain pans, vacuum drains, and isure drain clarity

PM4207-CRU0015 Preventive Maintenance - Computer Room Unit 30-Day: Critical Computer Room Type Air 
Handling Unit, Chill Water or Water-Cooled 
Combination Type (w/ all sealed bearings)

Check operation and controls.  If any problems are found issue work request.

Check belts, change if necessary
Inspect drains for proper flow and clarity.

90-Day: Critical Computer Room Type Air 
Handling Unit, Chill Water or Water-Cooled 
Combination Type (w/ all sealed bearings)

Check operation and controls.  If any problems are found issue work order.

Check belts, change if necessary
Check safety interlocks
Clean drain pans, vacuum drains, and isure drain clarity

PM4207-CRU0016 Preventive Maintenance - Computer Room Unit 30-Day: Critical Computer Room Type Air 
Handling Unit, Chill Water or Water-Cooled 
Combination Type

Check operation and controls.  If any problems found then issue work 
request.

Check belts, change if necessary
Check and lubricate bearings as necessary
Inspect drains for proper flow and clarity.

90-Day: Critical Computer Room Type Air 
Handling Unit, Chill Water or Water-Cooled 
Combination Type

Check operation and controls.  If any problems found then issue work 
request.

Check belts, change if necessary
Check and lubricate bearings as necessary
Lubricate blower motor as necessary
Check safety interlocks
Clean drain pans, vacuum drains, and isure drain clarity

PM4207-CRU0017 Preventive Maintenance - Computer Room Unit 30-Day: Critical Computer Room Type Air 
Handling Unit, Chill Water or Water-Cooled 
Combination Type

Check operation and controls.  If any problems found then issue work 
request.

Check belts, change if necessary
Check and lubricate bearings as necessary
Inspect drains for proper flow and clarity.

90-Day: Critical Computer Room Type Air 
Handling Unit, Chill Water or Water-Cooled 
Combination Type

Check operation and controls.  If any problems found then issue work 
request.

Check belts, change if necessary
Check and lubricate bearings as necessary
Lubricate blower motor as necessary
Check safety interlocks
Clean drain pans, vacuum drains, and isure drain clarity

PM4207CTTR0001 Preventive Maintenance - Cooling Tower Water Treatment 30-day Cooling Tower Water Treatment PM Perform testing on Cooling tower water system



NNM08AA54C
ATTACHMENT J-24

PREVENTIVE MAINTENANCE

Page 101 of 1447

PMNUM PM DESCRIPTION  TASK DESCRIPTION
Add chemicals if needed

PM4207-CTWR0001 Preventive Maintenance - Cooling Tower 90-Day: Cooling Tower Lubricate as necessary
Check oil, add or change if necessary
Check coupling and drives

180-Day: Cooling Tower Check operation of unit for water leaks, noise or vibration.  If any problems 
found issue work request.
Check electrical wiring and connections; make appropriate adjustments.

Drain and flush could water sump and clean strainers; if required.
Refill with water, check make-up water assembly for leakage, adjust 
electronic level controls if necessary.
Remove clean and reinstall conductivity and ph electrodes in chemical water 
treatment system.

PM4207-CTWRC0001 Preventive Maintenance - Cooling Tower Controls 90-Day: Cooling Tower Controls Inspect and calibrate controls
Clean controls if necessary

PM4207-CWP0001 Preventive Maintenance -Condenser Water Pump 365-Day Chilled Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands; make 
minor repairs as necessary.
Lubricate pump and motor as necessary.
Check drive coupling

PM4207-CWP0002 Preventive Maintenance -Condenser Water Pump 365-Day Chilled Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands; make 
minor repairs as necessary.
Lubricate pump and motor as necessary.
Check drive coupling

PM4207-CWP0003 Preventive Maintenance -Condenser Water Pump 365-Day Chilled Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands; make 
minor repairs as necessary.
Lubricate pump and motor as necessary.
Check drive coupling

PM4207-EAF0001 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan, Direct-Drive Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
If any problems are found issue work request

PM4207-EAF0002 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan, Direct-Drive Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
If any problems are found issue work request

PM4207-EAF0003 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan, Direct-Drive Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
If any problems are found issue work request

PM4207-EAF0004 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan, Direct-Drive Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
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If any problems are found issue work request

PM4207-EAF0005 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan, Direct-Drive Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
If any problems are found issue work request

PM4207-EAF0006 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan, Direct-Drive Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
If any problems are found issue work request

PM4207-EROOM0001 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4207-EROOM0002 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4207-EROOM0003 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4207-EROOM0004 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4207-EROOM0005 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4207-EROOM0006 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4207-EROOM0007 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4207-EROOM0008 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4207-EROOM0009 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4207-EROOM0010 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
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Report all deficiencies.

PM4207-EROOM0011 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4207-FAS0001 Preventive Maintenance - Fire Alarm System 30-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions

180-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions
Verify operation of all pull stations and bells
Clean, test, and calibrate smoke detectors if applicable

PM4207-FILT0001 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4207-FILT0002 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4207-FILT0003 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4207-FILT0004 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4207-FILT0005 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4207-FILT0006 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4207-FILT0007 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4207-FILT0008 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4207-FILT0009 Preventive Maintenance - Filters 30-Day: Filter PM Check Filters, change if necessary
PM4207-FILT0010 Preventive Maintenance - Filters 30-Day: Filter PM Check Filters, change if necessary
PM4207-FILT0011 Preventive Maintenance - Filters 30-Day: Filter PM Check Filters, change if necessary
PM4207-FILT0012 Preventive Maintenance - Filters 30-Day: Filter PM Check Filters, change if necessary
PM4207-FILT0013 Preventive Maintenance - Filters 30-Day: Filter PM Check Filters, change if necessary
PM4207-FILT0014 Preventive Maintenance - Filters 30-Day: Filter PM Check Filters, change if necessary
PM4207-FILT0015 Preventive Maintenance - Filters 30-Day: Filter PM Check Filters, change if necessary
PM4207-FILT0016 Preventive Maintenance - Filters 30-Day: Filter PM Check Filters, change if necessary
PM4207-FILT0017 Preventive Maintenance - Filters 30-Day: Filter PM Check Filters, change if necessary
PM4207-FILT0018 Preventive Maintenance - Filters 30-Day: Filter PM Check Filters, change if necessary
PM4207-FILT0019 Preventive Maintenance - Filters 30-Day: Filter PM Check Filters, change if necessary
PM4207-FILT0020 Preventive Maintenance - Filters 30-Day: Filter PM Check Filters, change if necessary
PM4207-FILT0021 Preventive Maintenance - Filters 30-Day: Filter PM Check Filters, change if necessary
PM4207-FILT0022 Preventive Maintenance - Filters 30-Day: Filter PM Check Filters, change if necessary
PM4207-FILT0023 Preventive Maintenance - Filters 30-Day: Filter PM Check Filters, change if necessary
PM4207-FILT0024 Preventive Maintenance - Filters 30-Day: Filter PM Check Filters, change if necessary
PM4207-FILT0025 Preventive Maintenance - Filters 30-Day: Filter PM Check Filters, change if necessary
PM4207-FILT0026 Preventive Maintenance - Filters 180-Day Filter PM Check filters, change if necessary
PM4207-FILT0028 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4207-FILT0029 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4207-FILT0030 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4207-GEN0001 Preventive Maintenance - Emergency Generator 30-Day: Generator Notify building manager of intent to perform generator maintenance prior to 

operating generator.
Seal off all necessary components of building ventilation system in order to 
prevent entry of fumes into building.
Check operation and controls.  If any problems are found issue work request

Check filters if applicable, change if necessary
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Check belts if applicable, change if necessary.
Check coolant if applicable, add or change if necessary.
Check stop switch and emergency alarm bell.
Lubricate as necessary
Tighten all bolts
Check oil, add or change if necessary
Check voltage.
Check battery
Check connections and battery charger
Verify day tank's fuel level is topped off between float ranges, if applicable.

90-Day: Generator Notify building manager of intent to perform generator maintenance prior to 
operating generator.
Seal off all necessary components of building ventilation system in order to 
prevent entry of fumes into building.
Check operation and controls.  If any problems are found issue work request

Check filters if applicable, change if necessary
Check belts if applicable, change if necessary.
Check coolant if applicable, add or change if necessary.
Check stop switch and emergency alarm bell.
Lubricate as necessary
Tighten all bolts
Check oil, add or change if necessary
Check voltage.
Check battery
Check connections and battery charger
Check generator output
Verify day tank's fuel level is topped off between float ranges, if applicable.

365-Day: Generator Notify building manager of intent to perform generator maintenance prior to 
operating generator.
Seal off all necessary components of building ventilation system in order to 
prevent entry of fumes into building.
Check operation and controls.  If any problems are found issue work request

Check filters if applicable, change if necessary
Check belts if applicable, change if necessary.
Check coolant if applicable, add or change if necessary.
Check stop switch and emergency alarm bell.
Lubricate as necessary
Tighten all bolts
Check oil, add or change if necessary
Check voltage.
Check battery
Check connections and battery charger
Check generator output
Winterize system
Verify continuity of generator ground, including the fuel tank ground
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Verify day tank's fuel level is topped off between float ranges, if applicable.

PM4207-GEN0004 Preventive Maintenance - Emergency Generator 30-Day: Generator Notify building manager of intent to perform generator maintenance prior to 
operating generator.
Seal off all necessary components of building ventilation system in order to 
prevent entry of fumes into building.
Check operation and controls.  If any problems are found issue work request

Check filters if applicable, change if necessary
Check belts if applicable, change if necessary.
Check coolant if applicable, add or change if necessary.
Check stop switch and emergency alarm bell.
Lubricate as necessary
Tighten all bolts
Check oil, add or change if necessary
Check voltage.
Check battery
Check connections and battery charger
Verify day tank's fuel level is topped off between float ranges, if applicable.

90-Day: Generator Notify building manager of intent to perform generator maintenance prior to 
operating generator.
Seal off all necessary components of building ventilation system in order to 
prevent entry of fumes into building.
Check operation and controls.  If any problems are found issue work request

Check filters if applicable, change if necessary
Check belts if applicable, change if necessary.
Check coolant if applicable, add or change if necessary.
Check stop switch and emergency alarm bell.
Lubricate as necessary
Tighten all bolts
Check oil, add or change if necessary
Check voltage.
Check battery
Check connections and battery charger
Check generator output
Verify day tank's fuel level is topped off between float ranges, if applicable.

365-Day: Generator Notify building manager of intent to perform generator maintenance prior to 
operating generator.
Seal off all necessary components of building ventilation system in order to 
prevent entry of fumes into building.
Check operation and controls.  If any problems are found issue work request

Check filters if applicable, change if necessary
Check belts if applicable, change if necessary.
Check coolant if applicable, add or change if necessary.
Check stop switch and emergency alarm bell.
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Lubricate as necessary
Tighten all bolts
Check oil, add or change if necessary
Check voltage.
Check battery
Check connections and battery charger
Check generator output
Winterize system
Verify continuity of generator ground, including the fuel tank ground
Verify day tank's fuel level is topped off between float ranges, if applicable.

PM4207-HV0001 Preventive Maintenance - Heating Vent Unit 180-Day Heating/Ventilating Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust as necessary.

PM4207-HWP0001 Preventive Maintenance - Hot Water Pump 365-Day: Hot Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary
Check drive coupling

PM4207-HWP0002 Preventive Maintenance - Hot Water Pump 365-Day: Hot Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary
Check drive coupling

PM4207HWTR0001 Preventive Maintenance - Hot Water Treatment 7-day Hot Water Treatment PM Perform testing on hot water system
Add chemicals if needed

PM4207LIGHTS Preventive Maintenance - Exterior Lighting 90-Day Exterior Lighting Inspection Inspect all Exterior Building Lighting
Inspect all Parking Lot Lighting
Report Findings to Electrical Supervisor

PM4207-LTS0001 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4207-LTS0002 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4207-LTS0003 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test
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Check condition of lamps
Check condition of battery

PM4207-LTS0004 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4207-LTS0005 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4207-LTS0006 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4207-LTS0007 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4207-LTS0008 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4207-LTS0009 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4207-LTS0010 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4207-LTS0011 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
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Check condition of battery

PM4207-LTS0013 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4207-LTS0014 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4207-LTS0015 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4207-LTS0016 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4207-LTS0017 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4207-LTS0018 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4207-LTS0019 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4207-LTS0020 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test
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365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head

Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4207-LTS0021 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4207-LTS0022 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4207-LTS0023 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4207-LTS0024 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4207-LTS0025 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals
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30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head

Perform 30 second light operational test
PM4207-LTS0026 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head

Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4207-LTS0027 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4207-LTS0028 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4207-LTS0029 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4207-LTS0030 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4207-LTS0031 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
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Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4207-LTS0032 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4207-LTS0033 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4207-LTS0034 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4207-MTS0001 Preventive Maintenance - Manual Transfer Switch 180-Day: Manual Transfer Switch Exercise transfer switch
365-Day: Manual Transfer Switch Exercise transfer switch

Clean equipment
Check all contacts and connections

PM4207-MTS0002 Preventive Maintenance - Manual Transfer Switch 180-Day: Manual Transfer Switch Exercise transfer switch
365-Day: Manual Transfer Switch Exercise transfer switch

Clean equipment
Check all contacts and connections

PM4207-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.
Apply insecticides or poisons as required.
Complete chemical applications records.

PM4207-PNL0001 Preventive Maintenance - Panel Board (4207 Outages) 365-Day: Panel Board (4207 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
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Check panel schedule

PM4207-PNL0003 Preventive Maintenance - Panel Board (4207 Outages) 365-Day: Panel Board (4207 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4207-PNL0004 Preventive Maintenance - Panel Board (4207 Outages) 365-Day: Panel Board (4207 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4207-PNL0005 Preventive Maintenance - Panel Board (4207 Outages) 365-Day: Panel Board (4207 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4207-PNL0006 Preventive Maintenance - Panel Board (4207 Outages) 365-Day: Panel Board (4207 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4207-PNL0007 Preventive Maintenance - Panel Board (4207 Outages) 365-Day: Panel Board (4207 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4207-PNL0008 Preventive Maintenance - Panel Board (4207 Outages) 365-Day: Panel Board (4207 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4207-PNL0009 Preventive Maintenance - Panel Board (4207 Outages) 365-Day: Panel Board (4207 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4207-PNL0010 Preventive Maintenance - Panel Board (4207 Outages) 365-Day: Panel Board (4207 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4207-PNL0011 Preventive Maintenance - Panel Board (4207 Outages) 365-Day: Panel Board (4207 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4207-PNL0012 Preventive Maintenance - Panel Board (4207 Outages) 365-Day: Panel Board (4207 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
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Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4207-PNL0013 Preventive Maintenance - Panel Board (4207 Outages) 365-Day: Panel Board (4207 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4207-PNL0014 Preventive Maintenance - Panel Board (4207 Outages) 365-Day: Panel Board (4207 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4207-PNL0015 Preventive Maintenance - Panel Board (4207 Outages) 365-Day: Panel Board (4207 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4207-PNL0016 Preventive Maintenance - Panel Board (4207 Outages) 365-Day: Panel Board (4207 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4207-PNL0017 Preventive Maintenance - Panel Board (4207 Outages) 365-Day: Panel Board (4207 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4207-PNL0018 Preventive Maintenance - Panel Board (4207 Outages) 365-Day: Panel Board (4207 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4207-PNL0019 Preventive Maintenance - Panel Board (4207 Outages) 365-Day: Panel Board (4207 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4207-PNL0020 Preventive Maintenance - Panel Board (4207 Outages) 365-Day: Panel Board (4207 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4207-PNL0021 Preventive Maintenance - Panel Board (4207 Outages) 365-Day: Panel Board (4207 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule
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PM4207-PNL0022 Preventive Maintenance - Panel Board (4207 Outages) 365-Day: Panel Board (4207 Outages) Exercise breakers

Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4207-PNL0023 Preventive Maintenance - Panel Board (4207 Outages) 365-Day: Panel Board (4207 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4207-PNL0024 Preventive Maintenance - Panel Board (4207 Outages) 365-Day: Panel Board (4207 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4207-PNL0025 Preventive Maintenance - Panel Board (4207 Outages) 365-Day: Panel Board (4207 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4207-PNL0026 Preventive Maintenance - Panel Board (4207 Outages) 365-Day: Panel Board (4207 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4207-PNL0027 Preventive Maintenance - Panel Board (4207 Outages) 365-Day: Panel Board (4207 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4207-PNL0028 Preventive Maintenance - Panel Board (4207 Outages) 365-Day: Panel Board (4207 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4207-PNL0029 Preventive Maintenance - Panel Board (4207 Outages) 365-Day: Panel Board (4207 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4207-PNL0030 Preventive Maintenance - Panel Board (4207 Outages) 365-Day: Panel Board (4207 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4207-PNL0031 Preventive Maintenance - Panel Board (4207 Outages) 365-Day: Panel Board (4207 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
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Check all terminations for tightness
Check panel schedule

PM4207-PNL0032 Preventive Maintenance - Panel Board (4207 Outages) 365-Day: Panel Board (4207 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4207-PNL0033 Preventive Maintenance - Panel Board (4207 Outages) 365-Day: Panel Board (4207 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4207-PNL0034 Preventive Maintenance - Panel Board (4207 Outages) 365-Day: Panel Board (4207 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4207-PNL0035 Preventive Maintenance - Panel Board (4207 Outages) 365-Day: Panel Board (4207 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4207-PNL0037 Preventive Maintenance - Panel Board (4207 Outages) 365-Day: Panel Board (4207 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4207-PNL0038 Preventive Maintenance - Panel Board (4207 Outages) 365-Day: Panel Board (4207 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4207-PNL0039 Preventive Maintenance - Panel Board (4207 Outages) 365-Day: Panel Board (4207 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4207-PNL0040 Preventive Maintenance - Panel Board (4207 Outages) 365-Day: Panel Board (4207 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4207-PNL0041 Preventive Maintenance - Panel Board (4207 Outages) 365-Day: Panel Board (4207 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4207-PNL0042 Preventive Maintenance - Panel Board (4207 Outages) 365-Day: Panel Board (4207 Outages) Exercise breakers
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Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4207-PNL0043 Preventive Maintenance - Panel Board (4207 Outages) 365-Day: Panel Board (4207 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4207-PNL0044 Preventive Maintenance - Panel Board (4207 Outages) 365-Day: Panel Board (4207 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4207-PNL0045 Preventive Maintenance - Panel Board (4207 Outages) 365-Day: Panel Board (4207 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4207-PNL0046 Preventive Maintenance - Panel Board (4207 Outages) 365-Day: Panel Board (4207 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4207-PNL0047 Preventive Maintenance - Panel Board (4207 Outages) 365-Day: Panel Board (4207 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4207-PNL0048 Preventive Maintenance - Panel Board (4207 Outages) 365-Day: Panel Board (4207 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4207-PNL0049 Preventive Maintenance - Panel Board (4207 Outages) 365-Day: Panel Board (4207 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4207-PNL0050 Preventive Maintenance - Panel Board (4207 Outages) 365-Day: Panel Board (4207 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4207-PNL0051 Preventive Maintenance - Panel Board (4207 Outages) 365-Day: Panel Board (4207 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
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Check panel schedule

PM4207-PNL0052 Preventive Maintenance - Panel Board (4207 Outages) 365-Day: Panel Board (4207 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4207-PNL0053 Preventive Maintenance - Panel Board (4207 Outages) 365-Day: Panel Board (4207 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4207-PNL0054 Preventive Maintenance - Panel Board (4207 Outages) 365-Day: Panel Board (4207 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4207-PNL0055 Preventive Maintenance - Panel Board (4207 Outages) 365-Day: Panel Board (4207 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4207-PNL0056 Preventive Maintenance - Panel Board (4207 Outages) 365-Day: Panel Board (4207 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4207-PNL0057 Preventive Maintenance - Panel Board (4207 Outages) 365-Day: Panel Board (4207 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4207-PNL0058 Preventive Maintenance - Panel Board (4207 Outages) 365-Day: Panel Board (4207 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4207-PNL0059 Preventive Maintenance - Panel Board (4207 Outages) 365-Day: Panel Board (4207 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4207-PNL0060 Preventive Maintenance - Panel Board (4207 Outages) 365-Day: Panel Board (4207 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4207-PNL0061 Preventive Maintenance - Panel Board (4207 Outages) 365-Day: Panel Board (4207 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
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Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4207-PNL0062 Preventive Maintenance - Panel Board (4207 Outages) 365-Day: Panel Board (4207 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4207-PNL0063 Preventive Maintenance - Panel Board (4207 Outages) 365-Day: Panel Board (4207 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4207-PNL0064 Preventive Maintenance - Panel Board (4207 Outages) 365-Day: Panel Board (4207 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4207-PNL0065 Preventive Maintenance - Panel Board (4207 Outages) 365-Day: Panel Board (4207 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4207-PNL0066 Preventive Maintenance - Panel Board (4207 Outages) 365-Day: Panel Board (4207 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4207-PNL0068 Preventive Maintenance - Panel Board (4207 Outages) 365-Day: Panel Board (4207 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4207-PNL0069 Preventive Maintenance - Panel Board (4207 Outages) 365-Day: Panel Board (4207 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4207-PNL0070 Preventive Maintenance - Panel Board (4207 Outages) 365-Day: Panel Board (4207 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4207-PNL0071 Preventive Maintenance - Panel Board (4207 Outages) 365-Day: Panel Board (4207 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule
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PM4207-RCHLR0002 Preventive Maintenance - Operate Water Chiller 30-Day: Chiller, Operational Test Transfer Chilled Water Load from Central Plant to Local Chiller and Operate 

for 24 Hour period.
Report any Noted Deficiencies.

PM4207-RCHLR0003 Preventive Maintenance - Operate Water Chiller 30-Day: Chiller, Operational Test Transfer Chilled Water Load from Central Plant to Local Chiller and Operate 
for 24 Hour period.
Report any Noted Deficiencies.

PM4207-REC0001 Preventive Maintenance - Rectifier 90-Day: Rectifier Check operation and controls.  If any problems are found issue work request

Check connections and battery charger
Check voltage and amperage
Check and tighten all lugs

180-Day: Rectifier Check operation and controls.  If any problems are found issue work request

Check connections and battery charger
Check voltage and amperage
Check and tighten all lugs
Clean equipment

PM4207-REC0002 Preventive Maintenance - Rectifier 90-Day: Rectifier Check operation and controls.  If any problems are found issue work request

Check connections and battery charger
Check voltage and amperage
Check and tighten all lugs

180-Day: Rectifier Check operation and controls.  If any problems are found issue work request

Check connections and battery charger
Check voltage and amperage
Check and tighten all lugs
Clean equipment

PM4207-RMON0001 Preventive Maintenance - Refrigerant Monitoring System 90-Day: HCFC Refrigerant Monitoring System Notify UCS that system will be under test before performing maintenance on 
system
Check Calibration of each sensor, Recalibrate as necessary
Check/Verify operation of safety equipment (audio/visual warning 
equipment, exhaust ventilation equipment)
Note any sensors that required adjustment

PM4207-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4207-ROOF0002 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4207-ROOF0003 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4207-RV0001 Preventive Maintenance - Relief Valves 365-Day: Relief Valve PM Service and Tag Relief Valve
PM4207-RV0002 Preventive Maintenance - Relief Valves 365-Day: Relief Valve PM Service and Tag Relief Valve
PM4207-RV0004 Preventive Maintenance - Relief Valves 365-Day: Relief Valve PM Service and Tag Relief Valve
PM4207-RV0006 Preventive Maintenance - Relief Valves 365-Day: Relief Valve PM Service and Tag Relief Valve
PM4207-RV0007 Preventive Maintenance - Relief Valves 365-Day: Relief Valve PM Service and Tag Relief Valve
PM4207-SHEW0001 Preventive Maintenance - Safety Shower and Eyewash 

Station
30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4207-SHEW0002 Preventive Maintenance - Safety Shower and Eyewash 
Station

30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request
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Flush system for 2 minute minimum
Date and initial inspection tag

PM4207-SPMP0006 Preventive Maintenance - Sump Pump 30-Day: Sump Pump (Day-Shift) Check operation and controls.  If any problems are found issue work request

180-Day: Sump Pump (Day-Shift) Check operation and controls.  If any problems are found issue work request

Lubricate as necessary
Check coupling and drives

PM4207-SPMP001A Preventive Maintenance - Sump Pump 30-Day: Sump Pump (Day-Shift) Check operation and controls.  If any problems are found issue work request

180-Day: Sump Pump (Day-Shift) Check operation and controls.  If any problems are found issue work request

Lubricate as necessary
Check coupling and drives

PM4207-SPMP001B Preventive Maintenance - Sump Pump 30-Day: Sump Pump (Day-Shift) Check operation and controls.  If any problems are found issue work request

180-Day: Sump Pump (Day-Shift) Check operation and controls.  If any problems are found issue work request

Lubricate as necessary
Check coupling and drives

PM4207-SPMP002 Preventive Maintenance - Sump Pump 30-Day: Sump Pump (Day-Shift) Check operation and controls.  If any problems are found issue work request

180-Day: Sump Pump (Day-Shift) Check operation and controls.  If any problems are found issue work request

Lubricate as necessary
Check coupling and drives

PM4207-SPMP003A Preventive Maintenance - Sump Pump 30-Day: Sump Pump (Day-Shift) Check operation and controls.  If any problems are found issue work request

180-Day: Sump Pump (Day-Shift) Check operation and controls.  If any problems are found issue work request

Lubricate as necessary
Check coupling and drives

PM4207-SPMP003B Preventive Maintenance - Sump Pump 30-Day: Sump Pump (Day-Shift) Check operation and controls.  If any problems are found issue work request

180-Day: Sump Pump (Day-Shift) Check operation and controls.  If any problems are found issue work request

Lubricate as necessary
Check coupling and drives

PM4207-SPMP004A Preventive Maintenance - Sump Pump 30-Day: Sump Pump (Day-Shift) Check operation and controls.  If any problems are found issue work request

180-Day: Sump Pump (Day-Shift) Check operation and controls.  If any problems are found issue work request

Lubricate as necessary
Check coupling and drives

PM4207-SPMP004B Preventive Maintenance - Sump Pump 30-Day: Sump Pump (Day-Shift) Check operation and controls.  If any problems are found issue work request

180-Day: Sump Pump (Day-Shift) Check operation and controls.  If any problems are found issue work request

Lubricate as necessary
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Check coupling and drives

PM4207-SPR0001 Preventive Maintenance - Sprinkler System 30-Day: Dry Sprinkler System PM Perform PM 
90-Day: Dry Sprinkler System PM Perform PM 
365-Day: Dry Sprinkler System PM Perform PM 

PM4207-SPR0002 Preventive Maintenance - Sprinkler System 30-Day: Wet Sprinkler System PM Perform PM 
90-Day: Wet Sprinkler System PM Perform PM 
365-Day: Wet Sprinkler System PM Perform PM 

PM4207-SPR0003 Preventive Maintenance - Sprinkler System 30-Day: Dry Sprinkler System PM Perform PM 
90-Day: Dry Sprinkler System PM Perform PM 
365-Day: Dry Sprinkler System PM Perform PM 

PM4207-SPR0004 Preventive Maintenance - Sprinkler System 30-Day: Dry Sprinkler System PM Perform PM 
90-Day: Dry Sprinkler System PM Perform PM 
365-Day: Dry Sprinkler System PM Perform PM 

PM4207-TANK0001 Preventive Maintenance -Underground Tank 365-Day: Underground Tank Inspect Cathodic Protection on underground tank and all associated piping.

PM4207-UPS0002 Preventive Maintenance - UPS Power System 90-Day: UPS System Perform visual safety check
Check amperage and voltage

180-Day: UPS System Perform visual safety check
Check amperage and voltage
Check operation and controls

365-Day: UPS System Perform visual safety check
Check amperage and voltage
Check operation and controls
Check termination points
Inspect and clean all modules

PM4207-UPS0003 Preventive Maintenance - UPS Power System 90-Day: UPS System Perform visual safety check
Check amperage and voltage

180-Day: UPS System Perform visual safety check
Check amperage and voltage
Check operation and controls

365-Day: UPS System Perform visual safety check
Check amperage and voltage
Check operation and controls
Check termination points
Inspect and clean all modules

PM4207-UPS0004 Preventive Maintenance - UPS Power System 90-Day: UPS System Perform visual safety check
Check amperage and voltage

180-Day: UPS System Perform visual safety check
Check amperage and voltage
Check operation and controls

365-Day: UPS System Perform visual safety check
Check amperage and voltage
Check operation and controls
Check termination points
Inspect and clean all modules

PM4207-UPSS0001 Preventive Maintenance -Static Switch Meter Cabinet 30-Day: Static Switch Meter Cabinet Check operation and controls.  If any problems are found issue work request

Check voltage and amperage
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90-Day: Static Switch Meter Cabinet Check operation and controls.  If any problems are found issue work request

Check voltage and amperage
Check filters, change if necessary

180-Day: Static Switch Meter Cabinet Check operation and controls
Check voltage and amperage
Check filters, change if necessary
Check all connections
Clean cabinet

PM4207-VSC0001 Preventive Maintenance - Variable Speed Drive 365-Day: Variable Speed Controller Check for excessive heat, odors, noise and vibration.
Clean and check the general condition of variable speed drive panel.

PM4207-VSC0002 Preventive Maintenance - Variable Speed Drive 365-Day: Variable Speed Controller Check for excessive heat, odors, noise and vibration.
Clean and check the general condition of variable speed drive panel.

PM4207-VSC0004 Preventive Maintenance - Variable Speed Drive 365-Day: Variable Speed Controller Check for excessive heat, odors, noise and vibration.
Clean and check the general condition of variable speed drive panel.

PM4207-VSC0005 Preventive Maintenance - Variable Speed Drive 365-Day: Variable Speed Controller Check for excessive heat, odors, noise and vibration.
Clean and check the general condition of variable speed drive panel.

PM4207-VSC0006 Preventive Maintenance - Variable Speed Drive 365-Day: Variable Speed Controller Check for excessive heat, odors, noise and vibration.
Clean and check the general condition of variable speed drive panel.

PM4207-WJET0001 Preventive Maintenance - Water Jet 30-Day: Water Jet PM Check operation and controls.  If any problems are found issue work request

PM4209-BLR0001 Preventive Maintenance - Steam Boiler 30-Day: Hot Water Boiler (w/HVAC Chemical 
Analysis, Gas-Fired)

Clean control box

Lubricate as necessary
Check for leaks
Inspect and clean scanner, adjust if necessary
Lift safety valves, check dampers and stack
Check flow or limit switches

365-Day: Hot Water Boiler (w/HVAC Chemical 
Analysis, Gas-Fired)

Clean control box

Lubricate as necessary
Check for leaks
Inspect and clean scanner, adjust if necessary
Lift safety valves, check dampers and stack
Clean interior and exterior of boiler
Check turbine flues and clean furnace
Check flow or limit switches

PM4209-BLR0002 Preventive Maintenance - Steam Boiler 30-Day: Hot Water Boiler (w/HVAC Chemical 
Analysis, Gas-Fired)

Clean control box

Lubricate as necessary
Check for leaks
Inspect and clean scanner, adjust if necessary
Lift safety valves, check dampers and stack
Check flow or limit switches

365-Day: Hot Water Boiler (w/HVAC Chemical 
Analysis, Gas-Fired)

Clean control box

Lubricate as necessary
Check for leaks
Inspect and clean scanner, adjust if necessary
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Lift safety valves, check dampers and stack
Clean interior and exterior of boiler
Check turbine flues and clean furnace
Check flow or limit switches

PM4209CWTR0001 Preventive Maintenance - Chilled  Water Treatment 7-day Chilled Water Treatment PM Perform testing on chilled water system
Add chemicals if needed

PM4209-DOOR0001 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM (w/o lifting cables) Inspect drive mechanism
Inspect brake settings if applicable
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect Mounts to ensure that they are sufficiently sized
Inspect chain drive adjustments
If any problems are found issue work request

PM4209-DOOR0002 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM (w/o lifting cables) Inspect drive mechanism
Inspect brake settings if applicable
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect Mounts to ensure that they are sufficiently sized
Inspect chain drive adjustments
If any problems are found issue work request

PM4209-DOOR0003 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM (w/o lifting cables) Inspect drive mechanism
Inspect brake settings if applicable
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect Mounts to ensure that they are sufficiently sized
Inspect chain drive adjustments
If any problems are found issue work request

PM4209-DOOR0004 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM (w/o lifting cables) Inspect drive mechanism
Inspect brake settings if applicable
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect Mounts to ensure that they are sufficiently sized
Inspect chain drive adjustments
If any problems are found issue work request

PM4209-DOOR0005 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM (w/o lifting cables) Inspect drive mechanism
Inspect brake settings if applicable
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect Mounts to ensure that they are sufficiently sized
Inspect chain drive adjustments
If any problems are found issue work request

PM4209-FIRP0001 Preventive Maintenance - Fire Pump - Millwright 90-Day: Millwright PM for Fire Pump Change oil after 50 hours of operation
Change oil filter after 50 hours of operation
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Verify that shaft seals are  dripping water properly ( 1 drop per second)

Verify that the system is free of vibration or unusual noise
Verify that the packing boxes, bearings, pump casing are free of overheating

PM4209-GEN0001 Preventive Maintenance - Emergency Generator 30-Day: Generator Notify building manager of intent to perform generator maintenance prior to 
operating generator.
Seal off all necessary components of building ventilation system in order to 
prevent entry of fumes into building.
Check operation and controls.  If any problems are found issue work request

Check filters if applicable, change if necessary
Check belts if applicable, change if necessary.
Check coolant if applicable, add or change if necessary.
Check stop switch and emergency alarm bell.
Lubricate as necessary
Tighten all bolts
Check oil, add or change if necessary
Check voltage.
Check battery
Check connections and battery charger
Verify day tank's fuel level is topped off between float ranges, if applicable.

90-Day: Generator Notify building manager of intent to perform generator maintenance prior to 
operating generator.
Seal off all necessary components of building ventilation system in order to 
prevent entry of fumes into building.
Check operation and controls.  If any problems are found issue work request

Check filters if applicable, change if necessary
Check belts if applicable, change if necessary.
Check coolant if applicable, add or change if necessary.
Check stop switch and emergency alarm bell.
Lubricate as necessary
Tighten all bolts
Check oil, add or change if necessary
Check voltage.
Check battery
Check connections and battery charger
Check generator output
Verify day tank's fuel level is topped off between float ranges, if applicable.

365-Day: Generator Notify building manager of intent to perform generator maintenance prior to 
operating generator.
Seal off all necessary components of building ventilation system in order to 
prevent entry of fumes into building.
Check operation and controls.  If any problems are found issue work request

Check filters if applicable, change if necessary
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Check belts if applicable, change if necessary.
Check coolant if applicable, add or change if necessary.
Check stop switch and emergency alarm bell.
Lubricate as necessary
Tighten all bolts
Check oil, add or change if necessary
Check voltage.
Check battery
Check connections and battery charger
Check generator output
Winterize system
Verify continuity of generator ground, including the fuel tank ground
Verify day tank's fuel level is topped off between float ranges, if applicable.

PM4209-HWP0001 Preventive Maintenance - Hot Water Pump 365-Day: Hot Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary
Check drive coupling

PM4209-HWP0002 Preventive Maintenance - Hot Water Pump 365-Day: Hot Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary
Check drive coupling

PM4209HWTR0001 Preventive Maintenance - Hot Water Treatment 7-day Hot Water Treatment PM Perform testing on hot water system
Add chemicals if needed

PM4209-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4210-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4211-DOOR0001 Preventive Maintenance - Roll-Up Door 180-Day Sliding/Roll-up Door, Manual Lubricate tracks as necessary

Check stops and tethers
If any problems are found issue work request

PM4211-DOOR0002 Preventive Maintenance - Roll-Up Door 180-Day Sliding/Roll-up Door, Manual Lubricate tracks as necessary
Check stops and tethers
If any problems are found issue work request

PM4211-EAF0001 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4211-LTS0001 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
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Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4211-PNL0001 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 
Davis)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4211-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4241-AH0001 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation

Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4241-AH0002 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4241-DOOR0001 Preventive Maintenance - Electric Personnel Door 30-Day Personnel Doors, Electric Check operation and controls.  If any problems are found issue work request.

Clean photocells and check range
Check door closure pressure
Clean tracks and check for proper alignment
Check tolerances on locking mechanisms
Check emergency release mechanisms (where applicable)

PM4241-DXAC0001 Preventive Maintenance - Direct Expansion AC Unit 90-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
180-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
365-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Clean condenser and evaporator coils
Check safety interlocks

PM4241-ELEV0001 Preventive Maintenance - Hydraulic Elevator 30-Day: Hydraulic Elevator with Automatic Gate Check and clean all electrical panels

Verify operation of emergency telephone
Inspect hoistways and car top
Check oil reservoir
Check sensitivity of door closure pressure

PM4241-EROOM0001 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.
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PM4241-EROOM0002 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.

Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4241-EROOM0003 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4241-FAS0001 Preventive Maintenance - Fire Alarm System 30-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions

180-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions
Verify operation of all pull stations and bells
Clean, test, and calibrate smoke detectors if applicable

PM4241-FILT0001 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4241-FILT0002 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4241-FILT0003 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4241-ICE0001 Preventive Maintenance - Ice Machine 30-Day: Ice Machine Check water filter

90-Day: Ice Machine Check water filter
Check operation and controls.  If any problems are found issue work request

Check water pressure
Lubricate condenser fan motor as necessary

180-Day: Ice Machine Check water filter
Check operation and controls.  If any problems are found issue work request

Check water pressure
Lubricate condenser fan motor as necessary
Clean condenser coils

PM4241LIGHTS Preventive Maintenance - Exterior Lighting 90-Day Exterior Lighting Inspection Inspect all Exterior Building Lighting
Inspect all Parking Lot Lighting
Report Findings to Electrical Supervisor

PM4241-LTS0001 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4241-LTS0002 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4241-LTS0003 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
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Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4241-LTS0004 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4241-LTS0005 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4241-LTS0006 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4241-LTS0007 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4241-LTS0008 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4241-LTS0009 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4241-LTS0010 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
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Check condition of battery

PM4241-LTS0011 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4241-LTS0012 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4241-LTS0013 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4241-LTS0014 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4241-LTS0015 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4241-LTS0016 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4241-LTS0017 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4241-LTS0018 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
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Check condition of battery

PM4241-LTS0019 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4241-LTS0020 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4241-LTS0021 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4241-LTS0022 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4241-LTS0023 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4241-LTS0024 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4241-LTS0025 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4241-LTS0026 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
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Check condition of battery

PM4241-LTS0027 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4241-LTS0028 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4241-LTS0029 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4241-LTS0030 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4241-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.
Apply insecticides or poisons as required.
Complete chemical applications records.

PM4241-PNL0001 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 
Davis)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4241-PNL0002 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4241-PNL0003 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4241-PNL0004 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4241-PNL0005 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4241-PNL0006 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4241-PNL0007 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times
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Install knockout hole plugs as necessary

PM4241-PNL0008 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 
Davis)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4241-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4241-ROOF0002 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4241-ROOF0003 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4241-ROOF0004 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4241-ROOF0005 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4241-RV0001 Preventive Maintenance - Relief Valves 365-Day: Relief Valve PM Service and Tag Relief Valve
PM4241-SPR0001 Preventive Maintenance - Sprinkler System 30-Day: Dry Sprinkler System PM Perform PM 

90-Day: Dry Sprinkler System PM Perform PM 
365-Day: Dry Sprinkler System PM Perform PM 

PM4244-BATB0001 Preventive Maintenance - Battery Bank 30-Day: Battery Bank, Sealed Check connections
Clean and lubricate terminals
Clean battery if necessary

PM4244-CRU0001 Preventive Maintenance - Computer Room Unit 90-Day: Computer Room Type, Direct Expansion 
and Combination Unit

Check operation and controls.  If any problems found then issue work 
request.
Check belts, change if necessary
Check and lubricate bearings as necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary

180-Day: Computer Room Type, Direct Expansion 
and Combination Unit

Check operation and controls.  If any problems are found issue work request.

Check belts, change if necessary
Check and lubricate bearings as necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary
Check suction and discharge pressure

365-Day: Computer Room Type, Direct Expansion 
and Combination Unit

Check operation and controls.  If any problems are found issue work request.

Check belts, change if necessary
Check and lubricate bearings as necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary
Check suction and discharge pressure
Check safety interlocks
Clean condenser and evaporator coils

PM4244-DXAC0001 Preventive Maintenance - Direct Expansion AC Unit 90-Day: Direct Expansion Unit Package, Stand-
Alone or Split-Type, Air-Cooled, Direct-Driven

Check operation and controls.  If any problems are found issue work request.

Lubricate condenser fan as necessary
Lubricate blower motor as necessary

180-Day: Direct Expansion Unit Package, Stand-
Alone or Split-Type, Air-Cooled, Thru The Wall 
Unit

Check operation and controls.  If any problems are found issue work request

Lubricate condenser fan as necessary
Lubricate blower motor as necessary
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Check suction and discharge pressure

365-Day: Direct Expansion Unit Package, Stand-
Alone or Split-Type, Air-Cooled, Direct-Driven

Check operation and controls.  If any problems are found issue work request

Lubricate condenser fan as necessary
Lubricate blower motor as necessary
Check suction and discharge pressure
Clean condenser and evaporator coils
Check safety interlocks

PM4244-DXAC0002 Preventive Maintenance - Direct Expansion AC Unit 90-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary

180-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary

365-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary
Clean condenser and evaporator coils
Check safety interlocks

PM4244-DXAC0003 Preventive Maintenance - Direct Expansion AC Unit 90-Day: Direct Expansion Unit Package, Stand-
Alone or Split-Type, Air-Cooled, Direct-Driven 
(W/ Sealed Blower Motor)

Check operation and controls.  If any problems are found issue work request

Lubricate condenser fan as necessary
180-Day: Direct Expansion Unit Package, Stand-
Alone or Split-Type, Air-Cooled, Thru The Wall 
Unit (W/ Sealed Blower Motor)

Check operation and controls.  If any problems are found issue work request

Lubricate condenser fan as necessary
365-Day: Direct Expansion Unit Package, Stand-
Alone or Split-Type, Air-Cooled, Direct-Driven 
(W/ Sealed Blower Motor)

Check operation and controls.  If any problems are found issue work request

Lubricate condenser fan as necessary
Clean condenser and evaporator coils
Check safety interlocks

PM4244-FAS0001 Preventive Maintenance - Fire Alarm System 30-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions

180-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions
Verify operation of all pull stations and bells
Clean, test, and calibrate smoke detectors if applicable

PM4244-FILT0001 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4244-FILT0002 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4244-FILT0003 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
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PM4244-FILT0004 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4244-FILT0005 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4244LIGHTS Preventive Maintenance - Exterior Lighting 90-Day Exterior Lighting Inspection Inspect all Exterior Building Lighting

Inspect all Parking Lot Lighting
Report Findings to Electrical Supervisor

PM4244-LTS0001 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4244-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.
Apply insecticides or poisons as required.
Complete chemical applications records.

PM4244-PNL0001 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 
Davis)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4244-PNL0002 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4244-PNL0003 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4244-PNL0004 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4244-PNL0005 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4244-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4244-ROOF0002 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4244-UPS0001 Preventive Maintenance - UPS Power System 90-Day: UPS System Perform visual safety check

Check amperage and voltage
180-Day: UPS System Perform visual safety check

Check amperage and voltage
Check operation and controls

365-Day: UPS System Perform visual safety check
Check amperage and voltage
Check operation and controls
Check termination points
Inspect and clean all modules

PM4249-ACFLT0001 Preventive Maintenance - Air Compressor Filter Change 365-Day: Air Compressor Filter Change Replace Filter(s) on air compressor unit.

PM4249-ACMP0001 Preventive Maintenance - Air Compressor Control 90-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
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Lubricate as necessary
Check Belts.  Change if necessary.

180-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

365-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change as necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

PM4249-ADRY0001 Preventive Maintenance - Air Dryer 60-Day: Air Dryer, Refrigerant Type (w/o 
Condenser Fan)

Check operation and controls.  If any problems found then issue work 
request.
Drain and flush
Drain water separator

180-Day: Air Dryer, Refrigerant Type (w/o 
Condenser Fan)

Check operation and controls.  If any problems found then issue work 
request.
Drain and flush
Drain water separator
Clean condenser coils

PM4249-AH0001 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit W/ UV Lights Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable
Replace UV light bulbs

PM4249-AH0002 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit W/ UV Lights Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable
Replace UV light bulbs

PM4249-ATS0001 Preventive Maintenance - Auto Transfer Switch 180-Day: Auto Transfer Switch Check automatic operation and controls
365-Day: Auto Transfer Switch Check automatic operation and controls

Clean equipment
Perform Infrared Inspection to check all contacts and connections
If temperatures of over 121 degrees F noticed, connection must be 
repaired/tightened.

PM4249-EAF0001 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan, Direct-Drive Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
If any problems are found issue work request

PM4249-EROOM0001 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4249-EROOM0002 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
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Check area for water leaks.
Report all deficiencies.

PM4249-FAS0001 Preventive Maintenance - Fire Alarm System 30-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions

180-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions
Verify operation of all pull stations and bells
Clean, test, and calibrate smoke detectors if applicable

PM4249-FILT0001 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4249-FILT0002 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4249-GEN0001 Preventive Maintenance - Emergency Generator 30-Day: Generator Notify building manager of intent to perform generator maintenance prior to 

operating generator.
Seal off all necessary components of building ventilation system in order to 
prevent entry of fumes into building.
Check operation and controls.  If any problems are found issue work request

Check filters if applicable, change if necessary
Check belts if applicable, change if necessary.
Check coolant if applicable, add or change if necessary.
Check stop switch and emergency alarm bell.
Lubricate as necessary
Tighten all bolts
Check oil, add or change if necessary
Check voltage.
Check battery
Check connections and battery charger
Verify day tank's fuel level is topped off between float ranges, if applicable.

90-Day: Generator Notify building manager of intent to perform generator maintenance prior to 
operating generator.
Seal off all necessary components of building ventilation system in order to 
prevent entry of fumes into building.
Check operation and controls.  If any problems are found issue work request

Check filters if applicable, change if necessary
Check belts if applicable, change if necessary.
Check coolant if applicable, add or change if necessary.
Check stop switch and emergency alarm bell.
Lubricate as necessary
Tighten all bolts
Check oil, add or change if necessary
Check voltage.
Check battery
Check connections and battery charger
Check generator output
Verify day tank's fuel level is topped off between float ranges, if applicable.

365-Day: Generator Notify building manager of intent to perform generator maintenance prior to 
operating generator.
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Seal off all necessary components of building ventilation system in order to 
prevent entry of fumes into building.
Check operation and controls.  If any problems are found issue work request

Check filters if applicable, change if necessary
Check belts if applicable, change if necessary.
Check coolant if applicable, add or change if necessary.
Check stop switch and emergency alarm bell.
Lubricate as necessary
Tighten all bolts
Check oil, add or change if necessary
Check voltage.
Check battery
Check connections and battery charger
Check generator output
Winterize system
Verify continuity of generator ground, including the fuel tank ground
Verify day tank's fuel level is topped off between float ranges, if applicable.

PM4249-ICE0001 Preventive Maintenance - Ice Machine 30-Day: Ice Machine Check water filter
90-Day: Ice Machine Check water filter

Check operation and controls.  If any problems are found issue work request

Check water pressure
Lubricate condenser fan motor as necessary

180-Day: Ice Machine Check water filter
Check operation and controls.  If any problems are found issue work request

Check water pressure
Lubricate condenser fan motor as necessary
Clean condenser coils

PM4249LIGHTS Preventive Maintenance - Exterior Lighting 90-Day Exterior Lighting Inspection Inspect all Exterior Building Lighting
Inspect all Parking Lot Lighting
Report Findings to Electrical Supervisor

PM4249-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.
Apply insecticides or poisons as required.
Complete chemical applications records.

PM4249-PMP0001 Preventive Maintenance - Circulating Pump 90-Day: Pump Check operation and controls.  If any problems are found issue work request

180-Day: Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary

PM4249-PNL0001 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 
Davis)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4249-PNL0002 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times
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Install knockout hole plugs as necessary

PM4249-PNL0003 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 
Davis)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4249-PNL0004 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4249-PNL0005 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4249-PNL0006 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4249-PNL0007 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4249-PNL0008 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4249-PNL0009 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4249-PNL0010 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4249-PNL0011 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4249-PNL0012 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4249-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4249-ROOF0002 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4249-ROOF0003 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4249-RV0001 Preventive Maintenance - Relief Valves 365-Day: Relief Valve PM Service and Tag Relief Valve
PM4249-SH0001 Preventive Maintenance - Safety Shower 30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4250-ACFLT0001 Preventive Maintenance - Air Compressor Filter Change 365-Day: Air Compressor Filter Change Replace Filter(s) on air compressor unit.

PM4250-ACMP0001 Preventive Maintenance - Air Compressor Control 90-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check Belts.  Change if necessary.

PM4250-ADRY0001 Preventive Maintenance - Air Dryer 60-Day: Air Dryer, Refrigerant Type (w/o 
Condenser Fan)

Check operation and controls.  If any problems found then issue work 
request.
Drain and flush
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Drain water separator

180-Day: Air Dryer, Refrigerant Type (w/o 
Condenser Fan)

Check operation and controls.  If any problems found then issue work 
request.
Drain and flush
Drain water separator
Clean condenser coils

PM4250-AH0001 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4250-AH0002 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4250-AH0003 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4250-AH0004 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4250-AH0005 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4250-AH0006 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4250-AH0007 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4250-ATS0002 Preventive Maintenance - Auto Transfer Switch 180-Day: Auto Transfer Switch Check automatic operation and controls
365-Day: Auto Transfer Switch Check automatic operation and controls

Clean equipment
Perform Infrared Inspection to check all contacts and connections
If temperatures of over 121 degrees F noticed, connection must be 
repaired/tightened.

PM4250-BATB0001 Preventive Maintenance - Battery Bank 30-Day: Battery Bank, Sealed Check connections



NNM08AA54C
ATTACHMENT J-24

PREVENTIVE MAINTENANCE

Page 140 of 1447

PMNUM PM DESCRIPTION  TASK DESCRIPTION
Clean and lubricate terminals
Clean battery if necessary

PM4250-CHWP0001 Preventive Maintenance - Chill Water Pump 365-Day Chilled Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands; make 
minor repairs as necessary.
Lubricate pump and motor as necessary.
Check drive coupling

PM4250-CHWP0002 Preventive Maintenance - Chill Water Pump 365-Day Chilled Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands; make 
minor repairs as necessary.
Lubricate pump and motor as necessary.
Check drive coupling

PM4250-DOOR0001 Preventive Maintenance - Electric Personnel Door 30-Day Personnel Doors, Electric Check operation and controls.  If any problems are found issue work request.

Clean photocells and check range
Check door closure pressure
Clean tracks and check for proper alignment
Check tolerances on locking mechanisms
Check emergency release mechanisms (where applicable)

PM4250-DXAC0001 Preventive Maintenance - Direct Expansion AC Unit 90-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary

180-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary

365-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary
Clean condenser and evaporator coils
Check safety interlocks

PM4250-DXAC0002 Preventive Maintenance - Direct Expansion AC Unit 90-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
180-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
365-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request
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Check belts, change if necessary
Clean condenser and evaporator coils
Check safety interlocks

PM4250-EAF0001 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4250-EAF0002 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4250-EROOM0001 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4250-EROOM0002 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4250-EROOM0003 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4250-EROOM0004 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4250-EROOM0005 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4250-EROOM0006 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4250-EROOM0007 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4250-FAS0001 Preventive Maintenance - Fire Alarm System 30-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions

180-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions
Verify operation of all pull stations and bells
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Clean, test, and calibrate smoke detectors if applicable

PM4250-FILT0001 Preventive Maintenance - Filters 90-Day Filter PM  (Night-Shift) Check filters, change if necessary
PM4250-FILT0002 Preventive Maintenance - Filters 90-Day Filter PM  (Night-Shift) Check filters, change if necessary
PM4250-FILT0003 Preventive Maintenance - Filters 90-Day Filter PM  (Night-Shift) Check filters, change if necessary
PM4250-FILT0004 Preventive Maintenance - Filters 90-Day Filter PM  (Night-Shift) Check filters, change if necessary
PM4250-FILT0005 Preventive Maintenance - Filters 90-Day Filter PM  (Night-Shift) Check filters, change if necessary
PM4250-FILT0006 Preventive Maintenance - Filters 90-Day Filter PM  (Night-Shift) Check filters, change if necessary
PM4250-FILT0007 Preventive Maintenance - Filters 90-Day Filter PM  (Night-Shift) Check filters, change if necessary
PM4250-FILT0010 Preventive Maintenance - Filters 90-Day Filter PM  (Night-Shift) Check filters, change if necessary
PM4250-FILT0011 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4250-GEN0001 Preventive Maintenance - Emergency Generator 30-Day: Generator Notify building manager of intent to perform generator maintenance prior to 

operating generator.
Seal off all necessary components of building ventilation system in order to 
prevent entry of fumes into building.
Check operation and controls.  If any problems are found issue work request

Check filters if applicable, change if necessary
Check belts if applicable, change if necessary.
Check coolant if applicable, add or change if necessary.
Check stop switch and emergency alarm bell.
Lubricate as necessary
Tighten all bolts
Check oil, add or change if necessary
Check voltage.
Check battery
Check connections and battery charger
Verify day tank's fuel level is topped off between float ranges, if applicable.

90-Day: Generator Notify building manager of intent to perform generator maintenance prior to 
operating generator.
Seal off all necessary components of building ventilation system in order to 
prevent entry of fumes into building.
Check operation and controls.  If any problems are found issue work request

Check filters if applicable, change if necessary
Check belts if applicable, change if necessary.
Check coolant if applicable, add or change if necessary.
Check stop switch and emergency alarm bell.
Lubricate as necessary
Tighten all bolts
Check oil, add or change if necessary
Check voltage.
Check battery
Check connections and battery charger
Check generator output
Verify day tank's fuel level is topped off between float ranges, if applicable.
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365-Day: Generator Notify building manager of intent to perform generator maintenance prior to 

operating generator.
Seal off all necessary components of building ventilation system in order to 
prevent entry of fumes into building.
Check operation and controls.  If any problems are found issue work request

Check filters if applicable, change if necessary
Check belts if applicable, change if necessary.
Check coolant if applicable, add or change if necessary.
Check stop switch and emergency alarm bell.
Lubricate as necessary
Tighten all bolts
Check oil, add or change if necessary
Check voltage.
Check battery
Check connections and battery charger
Check generator output
Winterize system
Verify continuity of generator ground, including the fuel tank ground
Verify day tank's fuel level is topped off between float ranges, if applicable.

PM4250-HWP0001 Preventive Maintenance - Hot Water Pump 365-Day: Hot Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary
Check drive coupling

PM4250-ICE0001 Preventive Maintenance - Ice Machine 30-Day: Ice Machine Check water filter
90-Day: Ice Machine Check water filter

Check operation and controls.  If any problems are found issue work request

Check water pressure
Lubricate condenser fan motor as necessary

180-Day: Ice Machine Check water filter
Check operation and controls.  If any problems are found issue work request

Check water pressure
Lubricate condenser fan motor as necessary
Clean condenser coils

PM4250LIGHTS Preventive Maintenance - Exterior Lighting 90-Day Exterior Lighting Inspection Inspect all Exterior Building Lighting
Inspect all Parking Lot Lighting
Report Findings to Electrical Supervisor

PM4250-LTS0001 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals
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30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head

Perform 30 second light operational test
PM4250-LTS0002 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head

Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4250-LTS0004 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4250-LTS0005 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4250-LTS0006 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4250-LTS0007 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4250-LTS0008 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4250-LTS0009 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4250-LTS0010 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps
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365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4250-LTS0011 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4250-LTS0012 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4250-LTS0013 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4250-LTS0014 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4250-LTS0015 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4250-LTS0016 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4250-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.
Apply insecticides or poisons as required.
Complete chemical applications records.

PM4250-PNL0001 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 
Davis)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4250-PNL0002 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times
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Install knockout hole plugs as necessary

PM4250-PNL0003 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 
Davis)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4250-PNL0004 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4250-PNL0005 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4250-PNL0006 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4250-PNL0007 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4250-PNL0008 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4250-PNL0009 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4250-PNL0010 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4250-PNL0011 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4250-PNL0012 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4250-PNL0013 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4250-PNL0014 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4250-PNL0015 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4250-PNL0016 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4250-PNL0017 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4250-PNL0018 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times
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Install knockout hole plugs as necessary

PM4250-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4250-RV0001 Preventive Maintenance - Relief Valves 365-Day: Relief Valve PM Service and Tag Relief Valve
PM4250-SPR0001 Preventive Maintenance - Sprinkler System 30-Day: Wet Sprinkler System PM Perform PM 

90-Day: Wet Sprinkler System PM Perform PM 
365-Day: Wet Sprinkler System PM Perform PM 

PM4250-UPS0001 Preventive Maintenance - UPS Power System 90-Day: UPS System Perform visual safety check
Check amperage and voltage

180-Day: UPS System Perform visual safety check
Check amperage and voltage
Check operation and controls

365-Day: UPS System Perform visual safety check
Check amperage and voltage
Check operation and controls
Check termination points
Inspect and clean all modules

PM4250-VSC0001 Preventive Maintenance - Variable Speed Drive 365-Day: Variable Speed Controller Check for excessive heat, odors, noise and vibration.
Clean and check the general condition of variable speed drive panel.

PM4251-ACFLT0001 Preventive Maintenance - Air Compressor Filter Change 365-Day: Air Compressor Filter Change Replace Filter(s) on air compressor unit.

PM4251-ACMP0001 Preventive Maintenance - Air Compressor 90-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check Belts.  Change if necessary.

180-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

365-Day: Air Compressor (Post RCM) Drain Tank.  If unit has automatic drain then cycle drain.
Check oil and oil filter. Change as necessary.
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

PM4251-DXAC0001 Preventive Maintenance - Direct Expansion AC Unit 90-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
180-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
365-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Clean condenser and evaporator coils
Check safety interlocks



NNM08AA54C
ATTACHMENT J-24

PREVENTIVE MAINTENANCE

Page 148 of 1447

PMNUM PM DESCRIPTION  TASK DESCRIPTION
PM4251-DXAC0002 Preventive Maintenance - Direct Expansion AC Unit 90-Day: DX Unit Package, Stand-Alone or Split-

Type, Air-Cooled, Direct-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

180-Day: DX Unit Package, Stand-Alone or Split-
Type, Air-Cooled, Thru The Wall Unit (W/ Sealed 
condenser fan and blower motor

Check operation and controls.  If any problems are found issue work request

365-Day: DX Unit Package, Stand-Alone or Split-
Type, Air-Cooled, Direct-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

Clean condenser and evaporator coils
Check safety interlocks

PM4251-DXAC0003 Preventive Maintenance - Direct Expansion AC Unit 90-Day: DX Unit Package, Stand-Alone or Split-
Type, Air-Cooled, Direct-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

180-Day: DX Unit Package, Stand-Alone or Split-
Type, Air-Cooled, Thru The Wall Unit (W/ Sealed 
condenser fan and blower motor

Check operation and controls.  If any problems are found issue work request

365-Day: DX Unit Package, Stand-Alone or Split-
Type, Air-Cooled, Direct-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

Clean condenser and evaporator coils
Check safety interlocks

PM4251-EW0001 Preventive Maintenance - EyeWash 30-Day: Portable Eyewash Station Check fluid levels.
Check spray heads for cleanliness.
Clean unit as necessary.
Date and initial inspection tag

180-Day: Portable Eyewash Station Change saline solution.
Check spray heads for cleanliness.
Clean unit as necessary.
Date and initial inspection tag

PM4251-FAS0001 Preventive Maintenance - Fire Alarm System 30-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions

180-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions
Verify operation of all pull stations and bells
Clean, test, and calibrate smoke detectors if applicable

PM4251-FILT0001 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4251-FILT0002 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4251-FILT0003 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4251LIGHTS Preventive Maintenance - Exterior Lighting 90-Day Exterior Lighting Inspection Inspect all Exterior Building Lighting

Inspect all Parking Lot Lighting
Report Findings to Electrical Supervisor

PM4251-LTS0001 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals
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30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head

Perform 30 second light operational test
PM4251-LTS0002 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head

Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4251-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.
Apply insecticides or poisons as required.
Complete chemical applications records.

PM4251-PNL0001 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 
Davis)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4251-PNL0002 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4251-PNL0003 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4251-PNL0004 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4251-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4251-RV0001 Preventive Maintenance - Relief Valves 365-Day: Relief Valve PM Service and Tag Relief Valve
PM4252-ACFLT0001 Preventive Maintenance - Air Compressor Filter Change 365-Day: Air Compressor Filter Change Replace Filter(s) on air compressor unit.

PM4252-ACMP0001 Preventive Maintenance - Air Compressor 90-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check Belts.  Change if necessary.

180-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

365-Day: Air Compressor (Post RCM) Drain Tank.  If unit has automatic drain then cycle drain.
Check oil and oil filter. Change as necessary.
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

PM4252-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.
Apply insecticides or poisons as required.
Complete chemical applications records.
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PM4252-PNL0001 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4252-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4252-RV0001 Preventive Maintenance - Relief Valves 365-Day: Relief Valve PM Service and Tag Relief Valve
PM4300DRAIN Preventive Maintenance - Storm Drain Inspection 365-day Storm Drain Clean-out all storm drains in the area
PM4306-DXAC0001 Preventive Maintenance - Direct Expansion AC Unit 90-Day: Direct Expansion Unit Package, Split-

Type, Air-Cooled, Belt-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
180-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
365-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Clean condenser and evaporator coils
Check safety interlocks

PM4306-EROOM0001 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4306-EROOM0002 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4306-FAS0001 Preventive Maintenance - Fire Alarm System 30-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions

180-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions
Verify operation of all pull stations and bells
Clean, test, and calibrate smoke detectors if applicable

PM4306-FILT0001 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4306LIGHTS Preventive Maintenance - Exterior Lighting 90-Day Exterior Lighting Inspection Inspect all Exterior Building Lighting

Inspect all Parking Lot Lighting
Report Findings to Electrical Supervisor

PM4306-LTS0001 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4306-LTS0002 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
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Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4306-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.
Apply insecticides or poisons as required.
Complete chemical applications records.

PM4306-PNL0001 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 
Davis)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4306-PNL0002 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4306-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4312-ACFLT0001 Preventive Maintenance - Air Compressor Filter Change 365-Day: Air Compressor Filter Change Replace Filter(s) on air compressor unit.

PM4312-ACMP0001 Preventive Maintenance - Air Compressor Control 90-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check Belts.  Change if necessary.

180-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

365-Day: Air Compressor (Post RCM) Drain Tank.  If unit has automatic drain then cycle drain.
Check oil and oil filter. Change as necessary.
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

PM4312-ADRY0001 Preventive Maintenance - Air Dryer 60-Day: Air Dryer, Refrigerant Type (w/ sealed 
condenser motor)

Check operation and controls.  If any problems found then issue work 
request.
Drain and flush
Drain water separator

180-Day: Air Dryer, Refrigerant Type (w/ sealed 
condenser motor)

Check operation and controls.  If any problems are found then issue work 
request.
Drain and flush
Drain water separator
Clean condenser coils

PM4312-AH0001 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable
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PM4312-ATS0001 Preventive Maintenance - Auto Transfer Switch 180-Day: Auto Transfer Switch Check automatic operation and controls

365-Day: Auto Transfer Switch Check automatic operation and controls
Clean equipment
Perform Infrared Inspection to check all contacts and connections
If temperatures of over 121 degrees F noticed, connection must be 
repaired/tightened.

PM4312-BATB0001 Preventive Maintenance - Battery Bank 30-Day: Battery Bank, Wet Cell (UPS) Check and refill battery
Check connections
Clean and lubricate terminals
Clean battery if necessary
Check operation and controls
Take specific gravity and voltage readings
Check pilot cell temperature

PM4312-CHWP0001 Preventive Maintenance - Chill Water Pump 365-Day Chilled Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands; make 
minor repairs as necessary.
Lubricate pump and motor as necessary.
Check drive coupling

PM4312-DXAC0001 Preventive Maintenance - Direct Expansion AC Unit 90-Day: DX Unit Package, Stand-Alone or Split-
Type, Air-Cooled, Direct-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

180-Day: DX Unit Package, Stand-Alone or Split-
Type, Air-Cooled, Thru The Wall Unit (W/ Sealed 
condenser fan and blower motor

Check operation and controls.  If any problems are found issue work request

365-Day: DX Unit Package, Stand-Alone or Split-
Type, Air-Cooled, Direct-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

Clean condenser and evaporator coils
Check safety interlocks

PM4312-EAF0001 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan, Direct-Drive Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
If any problems are found issue work request

PM4312-EROOM0001 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4312-FAS0001 Preventive Maintenance - Fire Alarm System 30-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions

180-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions
Verify operation of all pull stations and bells
Clean, test, and calibrate smoke detectors if applicable

PM4312-FILT0001 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4312-FILT0002 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4312-GEN0001 Preventive Maintenance - Emergency Generator 30-Day: Generator Notify building manager of intent to perform generator maintenance prior to 

operating generator.
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Seal off all necessary components of building ventilation system in order to 
prevent entry of fumes into building.
Check operation and controls.  If any problems are found issue work request

Check filters if applicable, change if necessary
Check belts if applicable, change if necessary.
Check coolant if applicable, add or change if necessary.
Check stop switch and emergency alarm bell.
Lubricate as necessary
Tighten all bolts
Check oil, add or change if necessary
Check voltage.
Check battery
Check connections and battery charger
Verify day tank's fuel level is topped off between float ranges, if applicable.

90-Day: Generator Notify building manager of intent to perform generator maintenance prior to 
operating generator.
Seal off all necessary components of building ventilation system in order to 
prevent entry of fumes into building.
Check operation and controls.  If any problems are found issue work request

Check filters if applicable, change if necessary
Check belts if applicable, change if necessary.
Check coolant if applicable, add or change if necessary.
Check stop switch and emergency alarm bell.
Lubricate as necessary
Tighten all bolts
Check oil, add or change if necessary
Check voltage.
Check battery
Check connections and battery charger
Check generator output
Verify day tank's fuel level is topped off between float ranges, if applicable.

365-Day: Generator Notify building manager of intent to perform generator maintenance prior to 
operating generator.
Seal off all necessary components of building ventilation system in order to 
prevent entry of fumes into building.
Check operation and controls.  If any problems are found issue work request

Check filters if applicable, change if necessary
Check belts if applicable, change if necessary.
Check coolant if applicable, add or change if necessary.
Check stop switch and emergency alarm bell.
Lubricate as necessary
Tighten all bolts
Check oil, add or change if necessary
Check voltage.
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Check battery
Check connections and battery charger
Check generator output
Winterize system
Verify continuity of generator ground, including the fuel tank ground
Verify day tank's fuel level is topped off between float ranges, if applicable.

PM4312LIGHTS Preventive Maintenance - Exterior Lighting 90-Day Exterior Lighting Inspection Inspect all Exterior Building Lighting
Inspect all Parking Lot Lighting
Report Findings to Electrical Supervisor

PM4312-LTS0001 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4312-LTS0002 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4312-LTS0003 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4312-LTS0004 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4312-LTS0005 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery
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PM4312-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.

Apply insecticides or poisons as required.
Complete chemical applications records.

PM4312-PNL0001 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 
Davis)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4312-PNL0002 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4312-PNL0003 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4312-PNL0004 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4312-PNL0005 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4312-PNL0006 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4312-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4312-RV0001 Preventive Maintenance - Relief Valves 365-Day: Relief Valve PM Service and Tag Relief Valve
PM4312-SPMP001 Preventive Maintenance - Sump Pump 30-Day: Sump Pump Check operation and controls.  If any problems are found issue work request

180-Day: Sump Pump Check operation and controls.  If any problems are found issue work request

Lubricate as necessary
Check coupling and drives

PM4312-UPS0001 Preventive Maintenance - UPS Power System 90-Day: UPS System Perform visual safety check
Check amperage and voltage

180-Day: UPS System Perform visual safety check
Check amperage and voltage
Check operation and controls

365-Day: UPS System Perform visual safety check
Check amperage and voltage
Check operation and controls
Check termination points
Inspect and clean all modules

PM4315-AH0001 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4315-AH0002 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
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Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4315-AH0003 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4315-AH0004 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4315-AH0005 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4315-DOOR0001 Preventive Maintenance - Roll-Up Door 180-Day Sliding/Roll-up Door, Manual Lubricate tracks as necessary
Check stops and tethers
If any problems are found issue work request

PM4315-DOOR0002 Preventive Maintenance - Roll-Up Door 180-Day Sliding/Roll-up Door, Manual Lubricate tracks as necessary
Check stops and tethers
If any problems are found issue work request

PM4315-DXAC0001 Preventive Maintenance - Direct Expansion AC Unit 90-Day: DX Unit Package, Stand-Alone or Split-
Type, Air-Cooled, Direct-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

180-Day: DX Unit Package, Stand-Alone or Split-
Type, Air-Cooled, Thru The Wall Unit (W/ Sealed 
condenser fan and blower motor

Check operation and controls.  If any problems are found issue work request

365-Day: DX Unit Package, Stand-Alone or Split-
Type, Air-Cooled, Direct-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

Clean condenser and evaporator coils
Check safety interlocks

PM4315-DXAC0002 Preventive Maintenance - Direct Expansion AC Unit 90-Day: DX Unit Package, Stand-Alone or Split-
Type, Air-Cooled, Direct-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

180-Day: DX Unit Package, Stand-Alone or Split-
Type, Air-Cooled, Thru The Wall Unit (W/ Sealed 
condenser fan and blower motor

Check operation and controls.  If any problems are found issue work request

365-Day: DX Unit Package, Stand-Alone or Split-
Type, Air-Cooled, Direct-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

Clean condenser and evaporator coils
Check safety interlocks

PM4315-FAS0001 Preventive Maintenance - Fire Alarm System 30-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions

180-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions
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Verify operation of all pull stations and bells
Clean, test, and calibrate smoke detectors if applicable

PM4315-FILT0001 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4315-FILT0002 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4315-FILT0003 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4315-FILT0004 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4315-FILT0005 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4315-FILT0006 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4315-FILT0007 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4315-HWP0001 Preventive Maintenance - Hot Water Pump 365-Day: Hot Water Pump Check for proper operation of pump.  If any problems are found issue work 

request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary
Check drive coupling

PM4315-LTS0001 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4315-LTS0002 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4315-LTS0003 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4315-LTS0004 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4315-LTS0005 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4315-LTS0006 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps
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365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4315-LTS0007 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4315-LTS0008 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4315-LTS0010 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4315-LTS0011 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4315-LTS0012 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4315-LTS0013 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4315-LTS0014 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test
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365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head

Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4315-LTS0015 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4315-LTS0016 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4315-LTS0017 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4315-LTS0018 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4315-LTS0019 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4315-LTS0020 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals
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30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head

Perform 30 second light operational test
PM4315-LTS0021 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test

Check condition of lamps
365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4315-LTS0022 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4315-LTS0023 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4315-LTS0024 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4315-LTS0025 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4315-LTS0026 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4315-LTS0027 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4315-LTS0028 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
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Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4315-PNL0001 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 
Davis)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4315-PNL0002 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4315-PNL0003 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4315-PNL0004 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4315-PNL0005 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4315-PNL0006 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4315-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4315-ROOF0002 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4315-ROOF0003 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4315-ROOF0004 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4315-SPR0001 Preventive Maintenance - Sprinkler System 30-Day: Wet Sprinkler System PM Perform PM 

90-Day: Wet Sprinkler System PM Perform PM 
365-Day: Wet Sprinkler System PM Perform PM 

PM4316-AH0001 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4316-AH0002 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4316-DOOR0001 Preventive Maintenance - Roll-Up Door 180-Day Sliding/Roll-up Door, Manual Lubricate tracks as necessary
Check stops and tethers
If any problems are found issue work request

PM4316-FAS0001 Preventive Maintenance - Fire Alarm System 30-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions

180-Day: Fire Alarm System Inspect panel
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Inspect smoke detectors for damage and obstructions
Verify operation of all pull stations and bells
Clean, test, and calibrate smoke detectors if applicable

PM4316-FILT0001 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4316-FILT0002 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4316-LTS0001 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test

Check condition of lamps
365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4316-LTS0002 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4316-LTS0003 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4316-LTS0004 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4316-LTS0005 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4316-PNL0001 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 
Davis)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4316-PNL0002 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4316-PNL0003 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4316-PNL0004 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4316-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
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PM4316-ROOF0002 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4316-ROOF0003 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4316-ROOF0004 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4316-ROOF0005 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4319LIGHTS Preventive Maintenance - Exterior Lighting 90-Day Exterior Lighting Inspection Inspect all Exterior Building Lighting

Inspect all Parking Lot Lighting
Report Findings to Electrical Supervisor

PM4319-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.
Apply insecticides or poisons as required.
Complete chemical applications records.

PM4319-PNL0001 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 
Davis)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4319-PNL0002 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4319-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4346-DXAC0001 Preventive Maintenance - Direct Expansion AC Unit 90-Day: Direct Expansion Unit Package, Split-

Type, Air-Cooled, Belt-Driven
Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary

180-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary

365-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary
Clean condenser and evaporator coils
Check safety interlocks

PM4346-DXAC0002 Preventive Maintenance - Direct Expansion AC Unit 90-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary

180-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary

365-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate condenser fan as necessary
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Lubricate blower motor as necessary
Clean condenser and evaporator coils
Check safety interlocks

PM4346-DXAC0003 Preventive Maintenance - Direct Expansion AC Unit 90-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary

180-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary

365-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary
Clean condenser and evaporator coils
Check safety interlocks

PM4346-DXAC0004 Preventive Maintenance - Direct Expansion AC Unit 90-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary

180-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary

365-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary
Clean condenser and evaporator coils
Check safety interlocks

PM4346-DXAC0005 Preventive Maintenance - Direct Expansion AC Unit 90-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary

180-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary

365-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven

Check operation and controls.  If any problems are found issue work request
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Check belts, change if necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary
Clean condenser and evaporator coils
Check safety interlocks

PM4346-DXAC0006 Preventive Maintenance - Direct Expansion AC Unit 90-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary

180-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary

365-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary
Clean condenser and evaporator coils
Check safety interlocks

PM4346-DXAC0007 Preventive Maintenance - Direct Expansion AC Unit 90-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary

180-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary

365-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary
Clean condenser and evaporator coils
Check safety interlocks

PM4346-DXAC0008 Preventive Maintenance - Direct Expansion AC Unit 90-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary

180-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary
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365-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary
Clean condenser and evaporator coils
Check safety interlocks

PM4346-DXAC0009 Preventive Maintenance - Direct Expansion AC Unit 90-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary

180-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary

365-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary
Clean condenser and evaporator coils
Check safety interlocks

PM4346-DXAC0010 Preventive Maintenance - Direct Expansion AC Unit 90-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary

180-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary

365-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary
Clean condenser and evaporator coils
Check safety interlocks

PM4346-DXAC0011 Preventive Maintenance - Direct Expansion AC Unit 90-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary

180-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary



NNM08AA54C
ATTACHMENT J-24

PREVENTIVE MAINTENANCE

Page 167 of 1447

PMNUM PM DESCRIPTION  TASK DESCRIPTION
Lubricate condenser fan as necessary
Lubricate blower motor as necessary

365-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary
Clean condenser and evaporator coils
Check safety interlocks

PM4346-DXAC0012 Preventive Maintenance - Direct Expansion AC Unit 90-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary

180-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary

365-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary
Clean condenser and evaporator coils
Check safety interlocks

PM4346-FAS0001 Preventive Maintenance - Fire Alarm System 30-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions

180-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions
Verify operation of all pull stations and bells
Clean, test, and calibrate smoke detectors if applicable

PM4346-FILT0001 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4346-FILT0002 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4346-FILT0003 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4346-FILT0004 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4346-FILT0005 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4346-FILT0006 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4346-FILT0007 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4346-FILT0008 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4346-FILT0009 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4346-FILT0010 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4346-FILT0011 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4346-FILT0012 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4346-FSS0001 Preventive Maintenance - Fire Suppression System 30-Day: Dry/Wet Chemical Fire Suppression 

System
Perform PM per Dry/Wet Chemical Form

180-Day: Wet/Dry Chemical Fire Suppression 
System

Perform PM per Dry/Wet Chemical Form
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PM4346-HUM0001 Preventive Maintenance - Dehumidifier 90-Day Humidifier, Ionic Bed Type Check operation and controls.  If any problems are found issue work request

Check/Clean make-up water filter (prefilter).
Perform diagnostic test.
Inspect vapor hoses.
Inspect ionic bed door gasket for leakage.
Inspect ionic bed filters and replace as necessary.
Inspect tank for excess scale.
Check terminals.
Report any deficiencies that were unable to be corrected.

PM4346-LP0001 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 
Davis)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4346-LTS0001 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head

Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4346-LTS0002 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4346-LTS0003 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4346-LTS0004 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4346-LTS0005 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps
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365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4346-LTS0006 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4346-LTS0007 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4346-LTS0008 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4346-LTS0009 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4346-LTS0010 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4346-LTS0011 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4346-LTS0012 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4346-LTS0013 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps



NNM08AA54C
ATTACHMENT J-24

PREVENTIVE MAINTENANCE

Page 170 of 1447

PMNUM PM DESCRIPTION  TASK DESCRIPTION
365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4346-LTS0014 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4346-LTS0015 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4346-LTS0016 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4346-LTS0017 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4346-LTS0018 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4346-LTS0019 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4346-LTS0020 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4346-LTS0021 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps
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365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4346-LTS0022 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4346-LTS0023 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4346-LTS0024 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4346-LTS0025 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4346-LTS0026 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4346-LTS0027 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4346-LTS0028 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4346-LTS0029 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps
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365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4346-LTS0030 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4346-LTS0031 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4346-LTS0032 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4346-LTS0033 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4346-LTS0034 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4346-LTS0035 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4346-LTS0036 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4346-LTS0037 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps
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365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4346-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.
Apply insecticides or poisons as required.
Complete chemical applications records.

PM4346-PP0001 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 
Davis)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4346-PP0002 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4346-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4346-ROOF0002 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4346-RP0001 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4346-RP0002 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4346-SPR0001 Preventive Maintenance - Sprinkler System 30-Day: Wet Sprinkler System PM Perform PM 

90-Day: Wet Sprinkler System PM Perform PM 
365-Day: Wet Sprinkler System PM Perform PM 

PM4347-DXAC0001 Preventive Maintenance - Direct Expansion AC Unit 90-Day: DX Unit Package, Stand-Alone or Split-
Type, Air-Cooled, Direct-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

180-Day: DX Unit Package, Stand-Alone or Split-
Type, Air-Cooled, Thru The Wall Unit (W/ Sealed 
condenser fan and blower motor

Check operation and controls.  If any problems are found issue work request

365-Day: DX Unit Package, Stand-Alone or Split-
Type, Air-Cooled, Direct-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

Clean condenser and evaporator coils
Check safety interlocks

PM4347-DXAC0002 Preventive Maintenance - Direct Expansion AC Unit 90-Day: DX Unit Package, Stand-Alone or Split-
Type, Air-Cooled, Direct-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

180-Day: DX Unit Package, Stand-Alone or Split-
Type, Air-Cooled, Thru The Wall Unit (W/ Sealed 
condenser fan and blower motor

Check operation and controls.  If any problems are found issue work request

365-Day: DX Unit Package, Stand-Alone or Split-
Type, Air-Cooled, Direct-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

Clean condenser and evaporator coils
Check safety interlocks

PM4347-FAS0001 Preventive Maintenance - Fire Alarm System 30-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions
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180-Day: Fire Alarm System Inspect panel

Inspect smoke detectors for damage and obstructions
Verify operation of all pull stations and bells
Clean, test, and calibrate smoke detectors if applicable

PM4347-FILT0001 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4347-FILT0002 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4347-FILT0003 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4347-FILT0004 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4347-HP0001 Preventive Maintenance - Heat Pump 90-Day: Heat Pump Check operation and controls.  If any problems are found issue work request

Lubricate blower motor as necessary
180-Day: Heat Pump Check operation and controls.  If any problems are found issue work request

Lubricate blower motor as necessary
365-Day: Heat Pump Check operation and controls.  If any problems are found issue work request

Lubricate blower motor as necessary
Clean coils
Check safety interlocks

PM4347-HP0002 Preventive Maintenance - Heat Pump 90-Day: Heat Pump Check operation and controls.  If any problems are found issue work request

Lubricate blower motor as necessary
180-Day: Heat Pump Check operation and controls.  If any problems are found issue work request

Lubricate blower motor as necessary
365-Day: Heat Pump Check operation and controls.  If any problems are found issue work request

Lubricate blower motor as necessary
Clean coils
Check safety interlocks

PM4347LIGHTS Preventive Maintenance - Exterior Lighting 90-Day Exterior Lighting Inspection Inspect all Exterior Building Lighting
Inspect all Parking Lot Lighting
Report Findings to Electrical Supervisor

PM4347-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.
Apply insecticides or poisons as required.
Complete chemical applications records.

PM4347-PNL0001 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 
Davis)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4347-PNL0002 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4347-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4347-ROOF0002 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4348-ACFLT0001 Preventive Maintenance - Air Compressor Filter Change 365-Day: Air Compressor Filter Change Replace Filter(s) on air compressor unit.

PM4348-ACMP0001 Preventive Maintenance - Air Compressor 90-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
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Lubricate as necessary
Check Belts.  Change if necessary.

180-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

365-Day: Air Compressor (Post RCM) Drain Tank.  If unit has automatic drain then cycle drain.
Check oil and oil filter. Change as necessary.
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

PM4348-DOOR0001 Preventive Maintenance - Roll-Up Door 180-Day Sliding/Roll-up Door, Manual Lubricate tracks as necessary
Check stops and tethers
If any problems are found issue work request

PM4348-DOOR0002 Preventive Maintenance - Roll-Up Door 180-Day Sliding/Roll-up Door, Manual Lubricate tracks as necessary
Check stops and tethers
If any problems are found issue work request

PM4348-DXAC0001 Preventive Maintenance - Direct Expansion AC Unit 90-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
180-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
365-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Clean condenser and evaporator coils
Check safety interlocks

PM4348-FILT0001 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4348LIGHTS Preventive Maintenance - Exterior Lighting 90-Day Exterior Lighting Inspection Inspect all Exterior Building Lighting

Inspect all Parking Lot Lighting
Report Findings to Electrical Supervisor

PM4348-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.
Apply insecticides or poisons as required.
Complete chemical applications records.

PM4348-PNL0001 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 
Davis)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4348-PNL0002 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4348-PNL0003 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
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PM4348-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4348-ROOF0002 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4348-RV0001 Preventive Maintenance - Relief Valves 365-Day: Relief Valve PM Service and Tag Relief Valve
PM4353-ACFLT0001 Preventive Maintenance - Air Compressor Filter Change 365-Day: Air Compressor Filter Change Replace Filter(s) on air compressor unit.

PM4353-ACMP0001 Preventive Maintenance - Air Compressor Control 90-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check Belts.  Change if necessary.

180-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

365-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change as necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

PM4353-ADRY0001 Preventive Maintenance - Air Dryer 60-Day: Air Dryer, Refrigerant Type (w/ sealed 
condenser motor)

Check operation and controls.  If any problems found then issue work 
request.
Drain and flush
Drain water separator

180-Day: Air Dryer, Refrigerant Type (w/ sealed 
condenser motor)

Check operation and controls.  If any problems are found then issue work 
request.
Drain and flush
Drain water separator
Clean condenser coils

PM4353-AH0001 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4353-AH0002 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4353-AH0003 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4353-AH0004 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable
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PM4353-AH0005 Preventive Maintenance - Air Handling Unit 90-Day Computer Room Type Air Handling Unit, 

Chill Water
Check operation and controls.  If any problems are found issue work request

Lubricate blower motor as necessary
Check belts, change if necessary
Check and lubricate bearings as necessary
Check safety interlocks

PM4353-BFP0001 Preventive Maintenance - Back Flow Preventer 90-Day: Back Flow Preventer Check Operations
PM4353-CHWP0001 Preventive Maintenance - Chill Water Pump 365-Day Chilled Water Pump Check for proper operation of pump.  If any problems are found issue work 

request
Check for leaks on suction and discharge piping, seals, packing glands; make 
minor repairs as necessary.
Lubricate pump and motor as necessary.
Check drive coupling

PM4353-CHWP0002 Preventive Maintenance - Chill Water Pump 365-Day Chilled Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands; make 
minor repairs as necessary.
Lubricate pump and motor as necessary.
Check drive coupling

PM4353-DOOR0001 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM Inspect lifting cables
Inspect drive mechanism
Inspect brake settings if applicable.
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect chain drive adjustments
If any problems are found issue work request

PM4353-DOOR0002 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM Inspect lifting cables
Inspect drive mechanism
Inspect brake settings if applicable.
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect chain drive adjustments
If any problems are found issue work request

PM4353-EAF0001 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan, Direct-Drive Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
If any problems are found issue work request

PM4353-EROOM0001 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4353-EROOM0002 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4353-EROOM0003 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
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Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4353-EW0001 Preventive Maintenance - EyeWash 30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4353-EW0002 Preventive Maintenance - EyeWash 30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4353-FAS0001 Preventive Maintenance - Fire Alarm System 30-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions

180-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions
Verify operation of all pull stations and bells
Clean, test, and calibrate smoke detectors if applicable

PM4353-FID0001 Preventive Maintenance - Field Interface Device 90-Day Field Interface Device Change filters if necessary
PM4353-FILT0001 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4353-FILT0002 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4353-FILT0003 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4353-FILT0004 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4353-FILT0005 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4353-HUM0001 Preventive Maintenance - Humidifier 90-Day Humidifier, Electric Generator Type Check operation and controls.  If any problems are found issue work request

Check canister for mineral build-up
Check fill valve
Check dump valve
Inspect Vapor hoses

PM4353-HUM0002 Preventive Maintenance - Humidifier 90-Day Humidifier, Electric Generator Type Check operation and controls.  If any problems are found issue work request

Check canister for mineral build-up
Check fill valve
Check dump valve
Inspect Vapor hoses

PM4353-HWP0001 Preventive Maintenance - Hot Water Pump 365-Day: Hot Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary
Check drive coupling

PM4353HWTR0001 Preventive Maintenance - Hot Water Treatment 7-day Hot Water Treatment PM Perform testing on hot water system
Add chemicals if needed

PM4353LIGHTS Preventive Maintenance - Exterior Lighting 90-Day Exterior Lighting Inspection Inspect all Exterior Building Lighting
Inspect all Parking Lot Lighting
Report Findings to Electrical Supervisor

PM4353-LTS0002 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
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Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4353-LTS0003 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4353-LTS0004 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4353-LTS0005 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4353-LTS0006 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4353-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.
Apply insecticides or poisons as required.
Complete chemical applications records.

PM4353-PNL0001 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 
Davis)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
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PM4353-PNL0002 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4353-PNL0003 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4353-PNL0004 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4353-PNL0005 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4353-PNL0006 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4353-PNL0007 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4353-PNL0008 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4353-PNL0009 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4353-PNL0010 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4353-PNL0011 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4353-PNL0012 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4353-PNL0013 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4353-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4353-ROOF0002 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4353-ROOF0003 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4353-ROOF0004 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4353-ROOF0005 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4353-ROOF0006 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4353-RV0001 Preventive Maintenance - Relief Valves 365-Day: Relief Valve PM Service and Tag Relief Valve
PM4353-SH0001 Preventive Maintenance - Safety Shower 30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4353-SPR0001 Preventive Maintenance - Sprinkler System 30-Day: Wet Sprinkler System PM Perform PM 
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90-Day: Wet Sprinkler System PM Perform PM 
365-Day: Wet Sprinkler System PM Perform PM 

PM4353-VSC0001 Preventive Maintenance - Variable Speed Drive 365-Day: Variable Speed Controller Check for excessive heat, odors, noise and vibration.
Clean and check the general condition of variable speed drive panel.

PM4391-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.
Apply insecticides or poisons as required.
Complete chemical applications records.

PM4391-PNL0001 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 
Davis)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4391-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4400DRAIN Preventive Maintenance - Storm Drain Inspection 365-day Storm Drain Clean-out all storm drains in the area
PM4436-AH0001 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation

Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4436-AH0002 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4436-ATS0001 Preventive Maintenance - Auto Transfer Switch 180-Day: Auto Transfer Switch Check automatic operation and controls
365-Day: Auto Transfer Switch Check automatic operation and controls

Clean equipment
Perform Infrared Inspection to check all contacts and connections
If temperatures of over 121 degrees F noticed, connection must be 
repaired/tightened.

PM4436-CRU0001 Preventive Maintenance - Computer Room Unit 30-Day: Critical Computer Room Type Air 
Handling Unit, Chill Water or Water-Cooled 
Combination Type (w/ all sealed bearings)

Check operation and controls.  If any problems are found issue work request.

Check belts, change if necessary
Inspect drains for proper flow and clarity.

90-Day: Critical Computer Room Type Air 
Handling Unit, Chill Water or Water-Cooled 
Combination Type (w/ all sealed bearings)

Check operation and controls.  If any problems are found issue work order.

Check belts, change if necessary
Check safety interlocks
Clean drain pans, vacuum drains, and isure drain clarity

PM4436-CRU0003 Preventive Maintenance - Computer Room Unit 30-Day: Critical Computer Room Type Air 
Handling Unit, Chill Water or Water-Cooled 
Combination Type (w/ all sealed bearings)

Check operation and controls.  If any problems are found issue work request.

Check belts, change if necessary
Inspect drains for proper flow and clarity.

90-Day: Critical Computer Room Type Air 
Handling Unit, Chill Water or Water-Cooled 
Combination Type (w/ all sealed bearings)

Check operation and controls.  If any problems are found issue work order.

Check belts, change if necessary



NNM08AA54C
ATTACHMENT J-24

PREVENTIVE MAINTENANCE

Page 182 of 1447

PMNUM PM DESCRIPTION  TASK DESCRIPTION
Check safety interlocks
Clean drain pans, vacuum drains, and isure drain clarity

PM4436-CRU0004 Preventive Maintenance - Computer Room Unit 30-Day: Critical Computer Room Type Air 
Handling Unit, Chill Water or Water-Cooled 
Combination Type (w/ all sealed bearings)

Check operation and controls.  If any problems are found issue work request.

Check belts, change if necessary
Inspect drains for proper flow and clarity.

90-Day: Critical Computer Room Type Air 
Handling Unit, Chill Water or Water-Cooled 
Combination Type (w/ all sealed bearings)

Check operation and controls.  If any problems are found issue work order.

Check belts, change if necessary
Check safety interlocks
Clean drain pans, vacuum drains, and isure drain clarity

PM4436-CRU0005 Preventive Maintenance - Computer Room Unit 30-Day: Critical Computer Room Type Air 
Handling Unit, Chill Water or Water-Cooled 
Combination Type (w/ all sealed bearings)

Check operation and controls.  If any problems are found issue work request.

Check belts, change if necessary
Inspect drains for proper flow and clarity.

90-Day: Critical Computer Room Type Air 
Handling Unit, Chill Water or Water-Cooled 
Combination Type (w/ all sealed bearings)

Check operation and controls.  If any problems are found issue work order.

Check belts, change if necessary
Check safety interlocks
Clean drain pans, vacuum drains, and isure drain clarity

PM4436-CRU0006 Preventive Maintenance - Computer Room Unit 30-Day: Critical Computer Room Type Air 
Handling Unit, Chill Water or Water-Cooled 
Combination Type

Check operation and controls.  If any problems found then issue work 
request.

Check belts, change if necessary
Check and lubricate bearings as necessary
Inspect drains for proper flow and clarity.

90-Day: Critical Computer Room Type Air 
Handling Unit, Chill Water or Water-Cooled 
Combination Type

Check operation and controls.  If any problems found then issue work 
request.

Check belts, change if necessary
Check and lubricate bearings as necessary
Lubricate blower motor as necessary
Check safety interlocks
Clean drain pans, vacuum drains, and isure drain clarity

PM4436-CRU0007 Preventive Maintenance - Computer Room Unit 30-Day: Critical Computer Room Type Air 
Handling Unit, Chill Water or Water-Cooled 
Combination Type

Check operation and controls.  If any problems found then issue work 
request.

Check belts, change if necessary
Check and lubricate bearings as necessary
Inspect drains for proper flow and clarity.

90-Day: Critical Computer Room Type Air 
Handling Unit, Chill Water or Water-Cooled 
Combination Type

Check operation and controls.  If any problems found then issue work 
request.

Check belts, change if necessary
Check and lubricate bearings as necessary



NNM08AA54C
ATTACHMENT J-24

PREVENTIVE MAINTENANCE

Page 183 of 1447

PMNUM PM DESCRIPTION  TASK DESCRIPTION
Lubricate blower motor as necessary
Check safety interlocks
Clean drain pans, vacuum drains, and isure drain clarity

PM4436-DOOR0001 Preventive Maintenance - Roll-Up Door 180-Day Sliding/Roll-up Door, Manual Lubricate tracks as necessary
Check stops and tethers
If any problems are found issue work request

PM4436-EROOM0001 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4436-EROOM0002 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4436-FAS0001 Preventive Maintenance - Fire Alarm System 30-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions

180-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions
Verify operation of all pull stations and bells
Clean, test, and calibrate smoke detectors if applicable

PM4436-FILT0001 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4436-FILT0002 Preventive Maintenance - Filters 30-Day: Filter PM Check Filters, change if necessary
PM4436-FILT0003 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4436-FILT0004 Preventive Maintenance - Filters 30-Day: Filter PM Check Filters, change if necessary
PM4436-FILT0005 Preventive Maintenance - Filters 30-Day: Filter PM Check Filters, change if necessary
PM4436-FILT0006 Preventive Maintenance - Filters 30-Day: Filter PM Check Filters, change if necessary
PM4436-FILT0007 Preventive Maintenance - Filters 30-Day: Filter PM Check Filters, change if necessary
PM4436-FILT0008 Preventive Maintenance - Filters 30-Day: Filter PM Check Filters, change if necessary
PM4436-GEN0001 Preventive Maintenance - Emergency Generator 30-Day: Generator Notify building manager of intent to perform generator maintenance prior to 

operating generator.
Seal off all necessary components of building ventilation system in order to 
prevent entry of fumes into building.
Check operation and controls.  If any problems are found issue work request

Check filters if applicable, change if necessary
Check belts if applicable, change if necessary.
Check coolant if applicable, add or change if necessary.
Check stop switch and emergency alarm bell.
Lubricate as necessary
Tighten all bolts
Check oil, add or change if necessary
Check voltage.
Check battery
Check connections and battery charger
Verify day tank's fuel level is topped off between float ranges, if applicable.

90-Day: Generator Notify building manager of intent to perform generator maintenance prior to 
operating generator.
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Seal off all necessary components of building ventilation system in order to 
prevent entry of fumes into building.
Check operation and controls.  If any problems are found issue work request

Check filters if applicable, change if necessary
Check belts if applicable, change if necessary.
Check coolant if applicable, add or change if necessary.
Check stop switch and emergency alarm bell.
Lubricate as necessary
Tighten all bolts
Check oil, add or change if necessary
Check voltage.
Check battery
Check connections and battery charger
Check generator output
Verify day tank's fuel level is topped off between float ranges, if applicable.

365-Day: Generator Notify building manager of intent to perform generator maintenance prior to 
operating generator.
Seal off all necessary components of building ventilation system in order to 
prevent entry of fumes into building.
Check operation and controls.  If any problems are found issue work request

Check filters if applicable, change if necessary
Check belts if applicable, change if necessary.
Check coolant if applicable, add or change if necessary.
Check stop switch and emergency alarm bell.
Lubricate as necessary
Tighten all bolts
Check oil, add or change if necessary
Check voltage.
Check battery
Check connections and battery charger
Check generator output
Winterize system
Verify continuity of generator ground, including the fuel tank ground
Verify day tank's fuel level is topped off between float ranges, if applicable.

PM4436-HST0001 Preventive Maintenance - Cranes and Hoists 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4436-HST0002 Preventive Maintenance - Cranes and Hoists 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.
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Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4436-HST0003 Preventive Maintenance - Cranes and Hoists 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4436LIGHTS Preventive Maintenance - Exterior Lighting 90-Day Exterior Lighting Inspection Inspect all Exterior Building Lighting
Inspect all Parking Lot Lighting
Report Findings to Electrical Supervisor

PM4436-LTS0001 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4436-LTS0002 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4436-LTS0003 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4436-LTS0004 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
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Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4436-LTS0005 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4436-LTS0006 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4436-LTS0007 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4436-LTS0008 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4436-LTS0009 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4436-LTS0010 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery
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PM4436-LTS0011 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test

Check condition of lamps
365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4436-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.
Apply insecticides or poisons as required.
Complete chemical applications records.

PM4436-PNL0001 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 
Davis)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4436-PNL0002 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4436-PNL0003 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4436-PNL0004 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4436-PNL0005 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4436-PNL0006 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4436-PNL0007 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4436-PNL0008 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4436-PNL0009 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4436-PNL0010 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4436-PNL0011 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4436-PNL0012 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4436-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4436-ROOF0002 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4436-SPR0001 Preventive Maintenance - Sprinkler System 30-Day: Dry Sprinkler System PM Perform PM 
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90-Day: Dry Sprinkler System PM Perform PM 
365-Day: Dry Sprinkler System PM Perform PM 

PM4436-UPS0001 Preventive Maintenance - UPS Power System 90-Day: UPS System Perform visual safety check
Check amperage and voltage

180-Day: UPS System Perform visual safety check
Check amperage and voltage
Check operation and controls

365-Day: UPS System Perform visual safety check
Check amperage and voltage
Check operation and controls
Check termination points
Inspect and clean all modules

PM4436-VSC0001 Preventive Maintenance - Variable Speed Drive 365-Day: Variable Speed Controller Check for excessive heat, odors, noise and vibration.
Clean and check the general condition of variable speed drive panel.

PM4464-AH0001 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4464-AH0002 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4464-AH0003 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4464-ATS0001 Preventive Maintenance - Auto Transfer Switch 180-Day: Auto Transfer Switch Check automatic operation and controls
365-Day: Auto Transfer Switch Check automatic operation and controls

Clean equipment
Perform Infrared Inspection to check all contacts and connections
If temperatures of over 121 degrees F noticed, connection must be 
repaired/tightened.

PM4464-CHWP0001 Preventive Maintenance - Water Chiller 365-Day Chilled Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands; make 
minor repairs as necessary.
Lubricate pump and motor as necessary.
Check drive coupling

PM4464-CHWP0002 Preventive Maintenance - Water Chiller 365-Day Chilled Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands; make 
minor repairs as necessary.
Lubricate pump and motor as necessary.
Check drive coupling
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PM4464-CHWP0003 Preventive Maintenance - Water Chiller 365-Day Chilled Water Pump Check for proper operation of pump.  If any problems are found issue work 

request
Check for leaks on suction and discharge piping, seals, packing glands; make 
minor repairs as necessary.
Lubricate pump and motor as necessary.
Check drive coupling

PM4464-EROOM0001 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4464-EROOM0002 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4464-EW0001 Preventive Maintenance - EyeWash 30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4464-EW0002 Preventive Maintenance - EyeWash 30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4464-EW0003 Preventive Maintenance - EyeWash 30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4464-EW0004 Preventive Maintenance - EyeWash 30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4464-FAS0001 Preventive Maintenance - Fire Alarm System 30-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions

180-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions
Verify operation of all pull stations and bells
Clean, test, and calibrate smoke detectors if applicable

PM4464-FILT0001 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4464-FILT0002 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4464-FILT0003 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4464-GEN0001 Preventive Maintenance - Emergency Generator 30-Day: Generator Notify building manager of intent to perform generator maintenance prior to 

operating generator.
Seal off all necessary components of building ventilation system in order to 
prevent entry of fumes into building.
Check operation and controls.  If any problems are found issue work request

Check filters if applicable, change if necessary
Check belts if applicable, change if necessary.
Check coolant if applicable, add or change if necessary.
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Check stop switch and emergency alarm bell.
Lubricate as necessary
Tighten all bolts
Check oil, add or change if necessary
Check voltage.
Check battery
Check connections and battery charger
Verify day tank's fuel level is topped off between float ranges, if applicable.

90-Day: Generator Notify building manager of intent to perform generator maintenance prior to 
operating generator.
Seal off all necessary components of building ventilation system in order to 
prevent entry of fumes into building.
Check operation and controls.  If any problems are found issue work request

Check filters if applicable, change if necessary
Check belts if applicable, change if necessary.
Check coolant if applicable, add or change if necessary.
Check stop switch and emergency alarm bell.
Lubricate as necessary
Tighten all bolts
Check oil, add or change if necessary
Check voltage.
Check battery
Check connections and battery charger
Check generator output
Verify day tank's fuel level is topped off between float ranges, if applicable.

365-Day: Generator Notify building manager of intent to perform generator maintenance prior to 
operating generator.
Seal off all necessary components of building ventilation system in order to 
prevent entry of fumes into building.
Check operation and controls.  If any problems are found issue work request

Check filters if applicable, change if necessary
Check belts if applicable, change if necessary.
Check coolant if applicable, add or change if necessary.
Check stop switch and emergency alarm bell.
Lubricate as necessary
Tighten all bolts
Check oil, add or change if necessary
Check voltage.
Check battery
Check connections and battery charger
Check generator output
Winterize system
Verify continuity of generator ground, including the fuel tank ground
Verify day tank's fuel level is topped off between float ranges, if applicable.
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PM4464LIGHTS Preventive Maintenance - Exterior Lighting 90-Day Exterior Lighting Inspection Inspect all Exterior Building Lighting

Inspect all Parking Lot Lighting
Report Findings to Electrical Supervisor

PM4464-LTS0001 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4464-LTS0002 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4464-LTS0004 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4464-LTS0005 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4464-LTS0006 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4464-LTS0007 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4464-LTS0008 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4464-ODT0001 Preventive Maintenance - Oxygen Detection System 30-Day Oxygen Detection System, Wet Cell Type Inspect system and calibrate

Check water levels if applicable, add if necessary
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Verify ODT is still required at this location.  If unit is no longer needed issue 
work request to remove unit

PM4464-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.
Apply insecticides or poisons as required.
Complete chemical applications records.

PM4464-PMP0001 Preventive Maintenance -  Water Pump 90-Day: Pump Check operation and controls.  If any problems are found issue work request

180-Day: Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary

PM4464-PNL0001 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 
Davis)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4464-PNL0002 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4464-PNL0003 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4464-PNL0004 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4464-PNL0005 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4464-PNL0006 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4464-PNL0007 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4464-PNL0008 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4464-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4464-SHEW0001 Preventive Maintenance - Safety Shower and Eyewash 

Station
30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4464-SHEW0002 Preventive Maintenance - Safety Shower and Eyewash 
Station

30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4464-SPR0001 Preventive Maintenance - Sprinkler System 30-Day: Wet Sprinkler System PM Perform PM 
90-Day: Wet Sprinkler System PM Perform PM 
365-Day: Wet Sprinkler System PM Perform PM 
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PM4464-VSC0001 Preventive Maintenance - Variable Speed Drive 365-Day: Variable Speed Controller Check for excessive heat, odors, noise and vibration.

Clean and check the general condition of variable speed drive panel.
PM4465-DOOR0001 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM (w/o lifting cables) Inspect drive mechanism

Inspect brake settings if applicable
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect Mounts to ensure that they are sufficiently sized
Inspect chain drive adjustments
If any problems are found issue work request

PM4465-DOOR0002 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM Inspect lifting cables
Inspect drive mechanism
Inspect brake settings if applicable.
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect chain drive adjustments
If any problems are found issue work request

PM4465-DXAC0001 Preventive Maintenance - Direct Expansion AC Unit 90-Day: DX Unit Package, Stand-Alone or Split-
Type, Air-Cooled, Direct-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

180-Day: DX Unit Package, Stand-Alone or Split-
Type, Air-Cooled, Thru The Wall Unit (W/ Sealed 
condenser fan and blower motor

Check operation and controls.  If any problems are found issue work request

365-Day: DX Unit Package, Stand-Alone or Split-
Type, Air-Cooled, Direct-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

Clean condenser and evaporator coils
Check safety interlocks

PM4465-FILT0001 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4465LIGHTS Preventive Maintenance - Exterior Lighting 90-Day Exterior Lighting Inspection Inspect all Exterior Building Lighting

Inspect all Parking Lot Lighting
Report Findings to Electrical Supervisor

PM4465-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.
Apply insecticides or poisons as required.
Complete chemical applications records.

PM4465-PNL0001 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 
Davis)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4465-PNL0002 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4465-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4465-SPR0001 Preventive Maintenance - Sprinkler System 30-Day: Wet Sprinkler System PM Perform PM 

90-Day: Wet Sprinkler System PM Perform PM 
365-Day: Wet Sprinkler System PM Perform PM 

PM4466-DOOR0001 Preventive Maintenance - Roll-Up Door 180-Day Sliding/Roll-up Door, Manual Lubricate tracks as necessary
Check stops and tethers
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If any problems are found issue work request

PM4466-DXAC0001 Preventive Maintenance - Direct Expansion AC Unit 90-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary

180-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary

365-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary
Clean condenser and evaporator coils
Check safety interlocks

PM4466-EROOM0001 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4466-FAS0001 Preventive Maintenance - Fire Alarm System 30-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions

180-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions
Verify operation of all pull stations and bells
Clean, test, and calibrate smoke detectors if applicable

PM4466-FILT0001 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4466LIGHTS Preventive Maintenance - Exterior Lighting 90-Day Exterior Lighting Inspection Inspect all Exterior Building Lighting

Inspect all Parking Lot Lighting
Report Findings to Electrical Supervisor

PM4466-LTS0001 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4466-LTS0002 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
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Perform 30 second light operational test

PM4466-ODT0001 Preventive Maintenance - Oxygen Detection System 30-Day: Oxygen Detection System, Dry Cell Type Perform visual inspection

Verify ODT is required at this location.  If unit is not needed issue work 
request to remove unit

180-Day: Oxygen Detection System, Dry Cell 
Type

Perform visual inspection

Calibrate system
Check all alarm points
Verify ODT is still required at this location.  If unit is not needed issue work 
request to remove unit

PM4466-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.
Apply insecticides or poisons as required.
Complete chemical applications records.

PM4466-PNL0001 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 
Davis)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4466-PNL0002 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4466-PNL0003 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4466-PNL0004 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4466-PNL0005 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4466-PNL0006 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4466-PNL0007 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4466-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4467-DHUM0001 Preventive Maintenance - Dehumidifier 90-Day Dehumidifier Check operation and controls.  If any problems found then issue work 

request.
Check belts, change if necessary
Check drive motor

PM4467-DXAC0001 Preventive Maintenance - Direct Expansion AC Unit 90-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary

180-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
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Lubricate condenser fan as necessary
Lubricate blower motor as necessary

365-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary
Clean condenser and evaporator coils
Check safety interlocks

PM4467-EROOM0001 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4467-FAS0001 Preventive Maintenance - Fire Alarm System 30-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions

180-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions
Verify operation of all pull stations and bells
Clean, test, and calibrate smoke detectors if applicable

PM4467-FILT0001 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4467LIGHTS Preventive Maintenance - Exterior Lighting 90-Day Exterior Lighting Inspection Inspect all Exterior Building Lighting

Inspect all Parking Lot Lighting
Report Findings to Electrical Supervisor

PM4467-LTS0001 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4467-ODT0001 Preventive Maintenance - Oxygen Detection System 30-Day: Oxygen Detection System, Dry Cell Type Perform visual inspection

Verify ODT is required at this location.  If unit is not needed issue work 
request to remove unit

180-Day: Oxygen Detection System, Dry Cell 
Type

Perform visual inspection

Calibrate system
Check all alarm points
Verify ODT is still required at this location.  If unit is not needed issue work 
request to remove unit

PM4467-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.
Apply insecticides or poisons as required.
Complete chemical applications records.

PM4467-PNL0001 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 
Davis)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
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PM4467-PNL0002 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4467-PNL0003 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4467-PNL0004 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4467-PNL0005 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4467-PNL0006 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4467-PNL0007 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4467-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4467-ROOF0002 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4467-SPR0001 Preventive Maintenance - Sprinkler System 30-Day: Dry Sprinkler System PM Perform PM 

90-Day: Dry Sprinkler System PM Perform PM 
365-Day: Dry Sprinkler System PM Perform PM

PM4470-ATS0001 Preventive Maintenance - Auto Transfer Switch 180-Day: Auto Transfer Switch Check automatic operation and controls
365-Day: Auto Transfer Switch Check automatic operation and controls

Clean equipment
Perform Infrared Inspection to check all contacts and connections
If temperatures of over 121 degrees F noticed, connection must be 
repaired/tightened.

PM4470-FAS0001 Preventive Maintenance - Fire Alarm System 30-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions

180-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions
Verify operation of all pull stations and bells
Clean, test, and calibrate smoke detectors if applicable

PM4470-GEN0001 Preventive Maintenance - Emergency Generator 30-Day: Generator Notify building manager of intent to perform generator maintenance prior to 
operating generator.
Seal off all necessary components of building ventilation system in order to 
prevent entry of fumes into building.
Check operation and controls.  If any problems are found issue work request

Check filters if applicable, change if necessary
Check belts if applicable, change if necessary.
Check coolant if applicable, add or change if necessary.
Check stop switch and emergency alarm bell.
Lubricate as necessary
Tighten all bolts
Check oil, add or change if necessary
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Check voltage.
Check battery
Check connections and battery charger
Verify day tank's fuel level is topped off between float ranges, if applicable.

90-Day: Generator Notify building manager of intent to perform generator maintenance prior to 
operating generator.
Seal off all necessary components of building ventilation system in order to 
prevent entry of fumes into building.
Check operation and controls.  If any problems are found issue work request

Check filters if applicable, change if necessary
Check belts if applicable, change if necessary.
Check coolant if applicable, add or change if necessary.
Check stop switch and emergency alarm bell.
Lubricate as necessary
Tighten all bolts
Check oil, add or change if necessary
Check voltage.
Check battery
Check connections and battery charger
Check generator output
Verify day tank's fuel level is topped off between float ranges, if applicable.

365-Day: Generator Notify building manager of intent to perform generator maintenance prior to 
operating generator.
Seal off all necessary components of building ventilation system in order to 
prevent entry of fumes into building.
Check operation and controls.  If any problems are found issue work request

Check filters if applicable, change if necessary
Check belts if applicable, change if necessary.
Check coolant if applicable, add or change if necessary.
Check stop switch and emergency alarm bell.
Lubricate as necessary
Tighten all bolts
Check oil, add or change if necessary
Check voltage.
Check battery
Check connections and battery charger
Check generator output
Winterize system
Verify continuity of generator ground, including the fuel tank ground
Verify day tank's fuel level is topped off between float ranges, if applicable.

PM4470-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.
Apply insecticides or poisons as required.
Complete chemical applications records.
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PM4470-PNL0001 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4470-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4471-ACFLT0003 Preventive Maintenance - Air Compressor Filter Change 365-Day: Air Compressor Filter Change Replace Filter(s) on air compressor unit.

PM4471-ACFLT0004 Preventive Maintenance - Air Compressor Filter Change 365-Day: Air Compressor Filter Change Replace Filter(s) on air compressor unit.

PM4471-ACFLT0005 Preventive Maintenance - Air Compressor Filter Change 365-Day: Air Compressor Filter Change Replace Filter(s) on air compressor unit.

PM4471-ACFLT0006 Preventive Maintenance - Air Compressor Filter Change 365-Day: Air Compressor Filter Change Replace Filter(s) on air compressor unit.

PM4471-ACFLT0007 Preventive Maintenance - Air Compressor Filter Change 365-Day: Air Compressor Filter Change Replace Filter(s) on air compressor unit.

PM4471-ACFLT0008 Preventive Maintenance - Air Compressor Filter Change 365-Day: Air Compressor Filter Change Replace Filter(s) on air compressor unit.

PM4471-ACMP0003 Preventive Maintenance - Air Compressor Control 90-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check Belts.  Change if necessary.

180-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

365-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change as necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

PM4471-ACMP0004 Preventive Maintenance - Air Compressor Control 90-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check Belts.  Change if necessary.

180-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

365-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change as necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

PM4471-ACMP0005 Preventive Maintenance - Air Compressor Control 90-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check Belts.  Change if necessary.
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180-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.

Check oil, add or change if necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

365-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change as necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

PM4471-ACMP0006 Preventive Maintenance - Air Compressor Sprinkler 90-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check Belts.  Change if necessary.

180-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

365-Day: Air Compressor (Post RCM) Drain Tank.  If unit has automatic drain then cycle drain.
Check oil and oil filter. Change as necessary.
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

PM4471-ACMP0007 Preventive Maintenance - Air Compressor Control 90-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check Belts.  Change if necessary.

180-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

365-Day: Air Compressor (Post RCM) Drain Tank.  If unit has automatic drain then cycle drain.
Check oil and oil filter. Change as necessary.
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

PM4471-ACMP0008 Preventive Maintenance - Air Compressor Control 90-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check Belts.  Change if necessary.

180-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

365-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change as necessary
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Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

PM4471-ADRY0001 Preventive Maintenance - Air Dryer 60-Day: Air Dryer, Refrigerant Type (w/o 
Condenser Fan)

Check operation and controls.  If any problems found then issue work 
request.
Drain and flush
Drain water separator

180-Day: Air Dryer, Refrigerant Type (w/o 
Condenser Fan)

Check operation and controls.  If any problems found then issue work 
request.
Drain and flush
Drain water separator
Clean condenser coils

PM4471-ADRY0003 Preventive Maintenance - Air Dryer 60-Day: Air Dryer, Refrigerant Type (w/ sealed 
condenser motor)

Check operation and controls.  If any problems found then issue work 
request.
Drain and flush
Drain water separator

180-Day: Air Dryer, Refrigerant Type (w/ sealed 
condenser motor)

Check operation and controls.  If any problems are found then issue work 
request.
Drain and flush
Drain water separator
Clean condenser coils

PM4471-ADRY0004 Preventive Maintenance - Air Dryer 60-Day: Air Dryer, Refrigerant Type Check operation and controls.  If any problems found then issue work 
request.
Drain and flush
Drain water separator
Lubricate condenser motor as necessary

180-Day: Air Dryer, Refrigerant Type Check operation and controls.  If problem found then issue work request.

Drain and flush
Drain water separator
Lubricate condenser motor as necessary
Clean condenser coils

PM4471-AH0001 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4471-AH0002 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4471-AH0003 Preventive Maintenance - Air Handling Unit 112-Day: Air Handling Unit, Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment, replace/adjust as 
necessary.

PM4471-AH0005 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
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Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4471-AH0006 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4471-AH0007 Preventive Maintenance - Air Handling Unit 112-Day: Air Handling Unit, Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment, replace/adjust as 
necessary.

PM4471-AH0008 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4471-AH0009 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4471-AH0010 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4471-AH0011 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4471-AH0012 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4471-AH0014 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4471-AH0015 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.
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PM4471-AH0016 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 

issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4471-AH0017 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4471-AH0018 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4471-ATS0001 Preventive Maintenance - Auto Transfer Switch 180-Day: Auto Transfer Switch Check automatic operation and controls
365-Day: Auto Transfer Switch Check automatic operation and controls

Clean equipment
Perform Infrared Inspection to check all contacts and connections
If temperatures of over 121 degrees F noticed, connection must be 
repaired/tightened.

PM4471-BFP0002 Preventive Maintenance - Back Flow Preventer 90-Day: Back Flow Preventer Check Operations
PM4471-CHLR0001 Preventive Maintenance - Water Chiller 365-Day: DX Chiller Water Cooled Check unit's evaporator and condenser pressures.

Check oil temperature.
Check compressor oil level.
Run system control tests.
Perform refrigerant leak check.
Check refrigerant charge/level, add as necessary
Check compressor for excessive noise/vibration.
Check sensor and mechanical safety limits.
Replace oil.
Inspect cooler and condenser tubes for leaks.
Inspect safety relief valve.
Run an insulation test on the motor.
Clean condenser tubes.
Clean evaporator tubes if applicable.

PM4471-CHWP0001 Preventive Maintenance - Chill Water Pump 365-Day Chilled Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands; make 
minor repairs as necessary.
Lubricate pump and motor as necessary.
Check drive coupling

PM4471-CHWP0002 Preventive Maintenance - Chill Water Pump 365-Day Chilled Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands; make 
minor repairs as necessary.
Lubricate pump and motor as necessary.
Check drive coupling



NNM08AA54C
ATTACHMENT J-24

PREVENTIVE MAINTENANCE

Page 204 of 1447

PMNUM PM DESCRIPTION  TASK DESCRIPTION
PM4471-CHWP0003 Preventive Maintenance - Chill Water Pump 365-Day Chilled Water Pump Check for proper operation of pump.  If any problems are found issue work 

request
Check for leaks on suction and discharge piping, seals, packing glands; make 
minor repairs as necessary.
Lubricate pump and motor as necessary.
Check drive coupling

PM4471-DOOR0001 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM (w/o lifting cables) Inspect drive mechanism
Inspect brake settings if applicable
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect Mounts to ensure that they are sufficiently sized
Inspect chain drive adjustments
If any problems are found issue work request

PM4471-DOOR0002 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM (w/o lifting cables) Inspect drive mechanism
Inspect brake settings if applicable
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect Mounts to ensure that they are sufficiently sized
Inspect chain drive adjustments
If any problems are found issue work request

PM4471-DOOR0003 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM (w/o lifting cables) Inspect drive mechanism
Inspect brake settings if applicable
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect Mounts to ensure that they are sufficiently sized
Inspect chain drive adjustments
If any problems are found issue work request

PM4471-DOOR0004 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM (w/o lifting cables) Inspect drive mechanism
Inspect brake settings if applicable
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect Mounts to ensure that they are sufficiently sized
Inspect chain drive adjustments
If any problems are found issue work request

PM4471-DOOR0005 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM (w/o lifting cables) Inspect drive mechanism
Inspect brake settings if applicable
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect Mounts to ensure that they are sufficiently sized
Inspect chain drive adjustments
If any problems are found issue work request

PM4471-DOOR0006 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM (w/o lifting cables) Inspect drive mechanism
Inspect brake settings if applicable
Check master link on chains
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Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect Mounts to ensure that they are sufficiently sized
Inspect chain drive adjustments
If any problems are found issue work request

PM4471-DXAC0001 Preventive Maintenance - Direct Expansion AC Unit 90-Day: Critical Direct Expansion Unit Package, Check operation and controls.  If any problems are found issue work request
Check belts, change if necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary
Check safety interlocks

180-Day: Critical Direct Expansion Unit Package, Check operation and controls
Check belts, change if necessary
Lubricate condenser fan
Lubricate blower motor
Check and lubricate bearings
Check suction and discharge pressure
Check safety interlocks
Clean condenser and evaporator coils

PM4471-EROOM0001 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4471-EROOM0002 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4471-EROOM0003 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4471-EROOM0004 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4471-EROOM0005 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4471-EROOM0006 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4471-EROOM0007 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4471-EROOM0008 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.



NNM08AA54C
ATTACHMENT J-24

PREVENTIVE MAINTENANCE

Page 206 of 1447

PMNUM PM DESCRIPTION  TASK DESCRIPTION
Report all deficiencies.

PM4471-EROOM0009 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4471-EROOM0010 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4471-EW0001 Preventive Maintenance - EyeWash 30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4471-FAS0001 Preventive Maintenance - Fire Alarm System 30-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions

180-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions
Verify operation of all pull stations and bells
Clean, test, and calibrate smoke detectors if applicable

PM4471-FILT0001 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4471-FILT0002 Preventive Maintenance - Filters 90-Day Filter PM  (Night-Shift) Check filters, change if necessary
PM4471-FILT0003 Preventive Maintenance - Filters 90-Day Filter PM  (Night-Shift) Check filters, change if necessary
PM4471-FILT0005 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4471-FILT0006 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4471-FILT0007 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4471-FILT0008 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4471-FILT0009 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4471-FILT0010 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4471-FILT0011 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4471-FILT0012 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4471-FILT0013 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4471-FILT0014 Preventive Maintenance - Filters 90-Day Filter PM  (Night-Shift) Check filters, change if necessary
PM4471-FILT0015 Preventive Maintenance - Filters 90-Day Filter PM  (Night-Shift) Check filters, change if necessary
PM4471-FILT0016 Preventive Maintenance - Filters 90-Day Filter PM  (Night-Shift) Check filters, change if necessary
PM4471-FILT0017 Preventive Maintenance - Filters 90-Day Filter PM  (Night-Shift) Check filters, change if necessary
PM4471-FILT0018 Preventive Maintenance - Filters 30-Day: Filter PM Check Filters, change if necessary
PM4471-FILT0020 Preventive Maintenance - Filters 180-Day Filter PM Check filters, change if necessary
PM4471-FILT0021 Preventive Maintenance - Filters 180-Day Filter PM Check filters, change if necessary
PM4471-FILT0022 Preventive Maintenance - Filters 180-Day Filter PM Check filters, change if necessary
PM4471-FILT0023 Preventive Maintenance - Filters 180-Day Filter PM Check filters, change if necessary
PM4471-FILT0024 Preventive Maintenance - Filters 180-Day Filter PM Check filters, change if necessary
PM4471-FILT0025 Preventive Maintenance - Filters 180-Day Filter PM Check filters, change if necessary
PM4471-FILT0026 Preventive Maintenance - Filters 180-Day Filter PM Check filters, change if necessary
PM4471-FILT0027 Preventive Maintenance - Filters 180-Day Filter PM Check filters, change if necessary
PM4471-FILT0028 Preventive Maintenance - Filters 180-Day Filter PM Check filters, change if necessary
PM4471-FILT0029 Preventive Maintenance - Filters 90-Day Filter PM  (Night-Shift) Check filters, change if necessary
PM4471-FILT0030 Preventive Maintenance - Filters 180-Day Filter PM  (Night-Shift) Check filters, change if necessary
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PM4471-FSS0001 Preventive Maintenance - Fire Suppression System 30-Day: Dry/Wet Chemical Fire Suppression 

System
Perform PM per  Dry/Wet Chemical Form

180-Day: Wet/Dry Chemical Fire Suppression 
System

Perform PM per Dry/Wet Chemical Form

PM4471-GEN0001 Preventive Maintenance - Emergency Generator 30-Day: Generator Notify building manager of intent to perform generator maintenance prior to 
operating generator.
Seal off all necessary components of building ventilation system in order to 
prevent entry of fumes into building.
Check operation and controls.  If any problems are found issue work request

Check filters if applicable, change if necessary
Check belts if applicable, change if necessary.
Check coolant if applicable, add or change if necessary.
Check stop switch and emergency alarm bell.
Lubricate as necessary
Tighten all bolts
Check oil, add or change if necessary
Check voltage.
Check battery
Check connections and battery charger
Verify day tank's fuel level is topped off between float ranges, if applicable.

90-Day: Generator Notify building manager of intent to perform generator maintenance prior to 
operating generator.
Seal off all necessary components of building ventilation system in order to 
prevent entry of fumes into building.
Check operation and controls.  If any problems are found issue work request

Check filters if applicable, change if necessary
Check belts if applicable, change if necessary.
Check coolant if applicable, add or change if necessary.
Check stop switch and emergency alarm bell.
Lubricate as necessary
Tighten all bolts
Check oil, add or change if necessary
Check voltage.
Check battery
Check connections and battery charger
Check generator output
Verify day tank's fuel level is topped off between float ranges, if applicable.

365-Day: Generator Notify building manager of intent to perform generator maintenance prior to 
operating generator.
Seal off all necessary components of building ventilation system in order to 
prevent entry of fumes into building.
Check operation and controls.  If any problems are found issue work request

Check filters if applicable, change if necessary
Check belts if applicable, change if necessary.
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Check coolant if applicable, add or change if necessary.
Check stop switch and emergency alarm bell.
Lubricate as necessary
Tighten all bolts
Check oil, add or change if necessary
Check voltage.
Check battery
Check connections and battery charger
Check generator output
Winterize system
Verify continuity of generator ground, including the fuel tank ground
Verify day tank's fuel level is topped off between float ranges, if applicable.

PM4471-HV0001 Preventive Maintenance - Heating Vent Unit 180-Day Heating/Ventilating Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust as necessary.

PM4471-HV0002 Preventive Maintenance - Heating Vent Unit 180-Day Heating/Ventilating Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust as necessary.

PM4471-HV0003 Preventive Maintenance - Heating Vent Unit 180-Day Heating/Ventilating Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust as necessary.

PM4471-HV0004 Preventive Maintenance - Heating Vent Unit 180-Day Heating/Ventilating Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust as necessary.

PM4471-HV0005 Preventive Maintenance - Heating Vent Unit 180-Day Heating/Ventilating Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust as necessary.

PM4471-HV0006 Preventive Maintenance - Heating Vent Unit 180-Day Heating/Ventilating Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust as necessary.

PM4471-HV0007 Preventive Maintenance - Heating Vent Unit 180-Day Heating/Ventilating Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust as necessary.
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PM4471-HV0008 Preventive Maintenance - Heating Vent Unit 180-Day Heating/Ventilating Unit Check controls and unit for proper operation.  If any problems are found 

issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust as necessary.

PM4471-HV0009 Preventive Maintenance - Heating Vent Unit 180-Day Heating/Ventilating Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust as necessary.

PM4471-HV0010 Preventive Maintenance - Heating Vent Unit 180-Day Heating/Ventilating Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust as necessary.

PM4471-HV0011 Preventive Maintenance - Heating Vent Unit 180-Day Heating/Ventilating Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust as necessary.

PM4471-HWP0001 Preventive Maintenance - Hot Water Pump 365-Day: Hot Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary
Check drive coupling

PM4471-HWP0002 Preventive Maintenance - Hot Water Pump 365-Day: Hot Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary
Check drive coupling

PM4471-HWP0003 Preventive Maintenance - Hot Water Pump 365-Day: Hot Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary
Check drive coupling

PM4471HWTR0001 Preventive Maintenance - Hot Water Treatment 7-day Hot Water Treatment PM Perform testing on hot water system
Add chemicals if needed

PM4471HWTR0002 Preventive Maintenance - Hot Water Treatment (Off-
season)

7-day Hot Water Treatment PM (Off-season) Perform testing on hot water system

Add chemicals if needed
PM4471HWTR0003 Preventive Maintenance - Hot Water Treatment (Off-

season)
30-day Hot Water PM (Off-season) Notify Water Treatment Tech when performing PM (4-1058, 4-6020)

Open all necessary valves (Supply/Control/Makeup)
Check to make sure makeup water is on
Check to make sure system is filled
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Coordinate operation with UCS
Turn on circulation pumps and run for 48 hours
Shut down pumps and close all necessary valves

PM4471-KVHD0001 Preventive Maintenance - Vent Hood 90-Day: Vent Hood Check for abnormal grease build-up, clean if necessary
PM4471-KVHD0002 Preventive Maintenance - Vent Hood 90-Day: Vent Hood Check for abnormal grease build-up, clean if necessary
PM4471LIGHTS Preventive Maintenance - Exterior Lighting 90-Day Exterior Lighting Inspection Inspect all Exterior Building Lighting

Inspect all Parking Lot Lighting
Report Findings to Electrical Supervisor

PM4471-LTS0001 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4471-LTS0002 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4471-LTS0003 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4471-LTS0004 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4471-LTS0005 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
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Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4471-LTS0006 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4471-LTS0007 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4471-LTS0008 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4471-LTS0009 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4471-LTS0010 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test
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PM4471-LTS0011 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head

Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4471-LTS0012 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4471-LTS0014 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4471-LTS0015 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4471-LTS0016 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4471-LTS0017 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
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Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4471-LTS0018 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4471-LTS0019 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4471-LTS0020 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4471-LTS0021 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4471-LTS0022 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
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Perform 30 second light operational test

PM4471-LTS0023 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4471-LTS0024 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4471-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.
Apply insecticides or poisons as required.
Complete chemical applications records.

PM4471-PNL0001 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 
Davis)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4471-PNL0002 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4471-PNL0003 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4471-PNL0004 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4471-PNL0005 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4471-PNL0006 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4471-PNL0007 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4471-PNL0008 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4471-PNL0009 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times
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Install knockout hole plugs as necessary

PM4471-PNL0010 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 
Davis)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4471-PNL0011 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4471-PNL0012 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4471-PNL0013 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4471-PNL0014 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4471-PNL0015 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4471-PNL0016 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4471-PNL0017 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4471-PNL0018 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4471-PNL0019 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4471-PNL0020 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4471-PNL0021 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4471-PNL0022 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4471-PNL0023 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4471-PNL0024 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4471-PNL0025 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times
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Install knockout hole plugs as necessary

PM4471-PNL0026 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 
Davis)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4471-PNL0027 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4471-PNL0028 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4471-PNL0029 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4471-PNL0030 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4471-PNL0031 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4471-PNL0032 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4471-PNL0033 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4471-PNL0034 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4471-PNL0035 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4471-PNL0036 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4471-PNL0037 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4471-PNL0038 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4471-PNL0039 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4471-PNL0040 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4471-PNL0041 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times
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Install knockout hole plugs as necessary

PM4471-PNL0042 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 
Davis)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4471-PNL0043 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4471-PNL0044 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4471-PNL0045 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4471-PNL0046 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4471-PNL0047 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4471-PNL0048 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4471-PNL0049 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4471-PNL0050 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4471-PNL0051 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4471-PNL0052 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4471-PNL0053 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4471-PNL0054 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4471-PNL0055 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4471-PNL0056 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4471-PNL0057 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times
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Install knockout hole plugs as necessary

PM4471-PNL0058 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 
Davis)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4471-PNL0059 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4471-PNL0060 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4471-PNL0061 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4471-PNL0062 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4471-PNL0063 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4471-PNL0064 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4471-PNL0065 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4471-PNL0066 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4471-PNL0067 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4471-PNL0068 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4471-RAF0012 Preventive Maintenance - Return Air Fan 90-Day: Supply or Return Air Fan (Night-Shift) Check operation and controls

180-Day: Supply or Return Air Fan (Night-Shift) Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate as necessary

PM4471-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4471-ROOF0002 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4471-ROOF0003 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4471-RV0003 Preventive Maintenance - Relief Valves 365-Day: Relief Valve PM Service and Tag Relief Valve
PM4471-RV0004 Preventive Maintenance - Relief Valves 365-Day: Relief Valve PM Service and Tag Relief Valve
PM4471-RV0005 Preventive Maintenance - Relief Valves 365-Day: Relief Valve PM Service and Tag Relief Valve
PM4471-RV0006 Preventive Maintenance - Relief Valves 365-Day: Relief Valve PM Service and Tag Relief Valve
PM4471-RV0007 Preventive Maintenance - Relief Valves 365-Day: Relief Valve PM Service and Tag Relief Valve
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PM4471-RV0008 Preventive Maintenance - Relief Valves 365-Day: Relief Valve PM Service and Tag Relief Valve
PM4471-SH0001 Preventive Maintenance - Safety Shower 30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4471-SPR0001 Preventive Maintenance - Sprinkler System 30-Day: Dry Sprinkler System PM Perform PM 
90-Day: Dry Sprinkler System PM Perform PM 
365-Day: Dry Sprinkler System PM Perform PM 

PM4471-SPR0002 Preventive Maintenance - Sprinkler System 30-Day: Dry Sprinkler System PM Perform PM 
90-Day: Dry Sprinkler System PM Perform PM 
365-Day: Dry Sprinkler System PM Perform PM 

PM4471-SPR0003 Preventive Maintenance - Sprinkler System 30-Day: Dry Sprinkler System PM Perform PM 
90-Day: Dry Sprinkler System PM Perform PM 
365-Day: Dry Sprinkler System PM Perform PM 

PM4471-SPR0004 Preventive Maintenance - Sprinkler System 30-Day: Dry Sprinkler System PM Perform PM 
90-Day: Dry Sprinkler System PM Perform PM 
365-Day: Dry Sprinkler System PM Perform PM 

PM4471-SPR0005 Preventive Maintenance - Sprinkler System 30-Day: Dry Sprinkler System PM Perform PM 
90-Day: Dry Sprinkler System PM Perform PM 
365-Day: Dry Sprinkler System PM Perform PM 

PM4471-SPR0006 Preventive Maintenance - Sprinkler System 30-Day: Wet Sprinkler System PM Perform PM 
90-Day: Wet Sprinkler System PM Perform PM 
365-Day: Wet Sprinkler System PM Perform PM 

PM4471-VSC0001 Preventive Maintenance - Variable Speed Drive 365-Day: Variable Speed Controller Check for excessive heat, odors, noise and vibration.
Clean and check the general condition of variable speed drive panel.

PM4472-ACFLT0001 Preventive Maintenance - Air Compressor Filter Change 365-Day: Air Compressor Filter Change Replace Filter(s) on air compressor unit.

PM4472-ACMP0001 Preventive Maintenance - Air Compressor Control 90-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check Belts.  Change if necessary.

180-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

365-Day: Air Compressor (Post RCM) Drain Tank.  If unit has automatic drain then cycle drain.
Check oil and oil filter. Change as necessary.
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

PM4472-DOOR0001 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM (w/o lifting cables) Inspect drive mechanism
Inspect brake settings if applicable
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect Mounts to ensure that they are sufficiently sized
Inspect chain drive adjustments
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If any problems are found issue work request

PM4472-DXAC0001 Preventive Maintenance - Direct Expansion AC Unit 90-Day: Critical Direct Expansion Unit Package, 
Split-Type, Air-Cooled, Belt-Driven

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary
Check safety interlocks

180-Day: Critical Direct Expansion Unit Package, 
Split-Type, Air-Cooled, Belt-Driven

Check operation and controls

Check belts, change if necessary
Lubricate condenser fan
Lubricate blower motor
Check and lubricate bearings
Check suction and discharge pressure
Check safety interlocks
Clean condenser and evaporator coils

PM4472-EROOM0001 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4472-EROOM0002 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4472-FILT0001 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4472LIGHTS Preventive Maintenance - Exterior Lighting 90-Day Exterior Lighting Inspection Inspect all Exterior Building Lighting

Inspect all Parking Lot Lighting
Report Findings to Electrical Supervisor

PM4472-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.
Apply insecticides or poisons as required.
Complete chemical applications records.

PM4472-PNL0001 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 
Davis)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4472-PNL0002 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4472-PNL0003 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4472-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4472-ROOF0002 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4472-ROOF0003 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4472-ROOF0004 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4472-RV0001 Preventive Maintenance - Relief Valves 365-Day: Relief Valve PM Service and Tag Relief Valve
PM4473-ACFLT0001 Preventive Maintenance - Air Compressor Filter Change 365-Day: Air Compressor Filter Change Replace Filter(s) on air compressor unit.

PM4473-ACMP0001 Preventive Maintenance - Air Compressor Control 90-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
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Check oil, add or change if necessary
Lubricate as necessary
Check Belts.  Change if necessary.

180-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

365-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change as necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

PM4473-ADRY0001 Preventive Maintenance - Air Dryer 60-Day: Air Dryer, Refrigerant Type (w/ sealed 
condenser motor)

Check operation and controls.  If any problems found then issue work 
request.
Drain and flush
Drain water separator

180-Day: Air Dryer, Refrigerant Type (w/ sealed 
condenser motor)

Check operation and controls.  If any problems are found then issue work 
request.
Drain and flush
Drain water separator
Clean condenser coils

PM4473-AH0001 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4473-AH0002 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit,  (Direct Drive) Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary

PM4473-BFP0001 Preventive Maintenance - Back Flow Preventer 90-Day: Back Flow Preventer Check Operations
PM4473-BFP0002 Preventive Maintenance - Back Flow Preventer 90-Day: Back Flow Preventer Check Operations
PM4473-CC0001 Preventive Maintenance - Condenser Water 90-Day: Condenser Water Check for corrosion
PM4473-CC0002 Preventive Maintenance - Condenser Water 90-Day: Condenser Water Check for corrosion
PM4473-CCTWR0001 Preventive Maintenance - Cooling Tower 180-Day: Cooling Tower Cleaning Contact HVAC Crew for Support.

Clean and Inspect Hot Water Basin.
clean inside of water tower using water hose, if required; scrape, brush and 
wipe as required;

PM4473-CCTWR0002 Preventive Maintenance - Cooling Tower 180-Day: Cooling Tower Cleaning Contact HVAC Crew for Support.
Clean and Inspect Hot Water Basin.
clean inside of water tower using water hose, if required; scrape, brush and 
wipe as required;

PM4473-CCTWR0003 Preventive Maintenance - Cooling Tower 180-Day: Cooling Tower Cleaning Contact HVAC Crew for Support.
Clean and Inspect Hot Water Basin.
clean inside of water tower using water hose, if required; scrape, brush and 
wipe as required;

PM4473-CCTWR0004 Preventive Maintenance - Cooling Tower 180-Day: Cooling Tower Cleaning Contact HVAC Crew for Support.
Clean and Inspect Hot Water Basin.
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clean inside of water tower using water hose, if required; scrape, brush and 
wipe as required;

PM4473-CCTWR0005 Preventive Maintenance - Cooling Tower 180-Day: Cooling Tower Cleaning Contact HVAC Crew for Support.
Clean and Inspect Hot Water Basin.
clean inside of water tower using water hose, if required; scrape, brush and 
wipe as required;

PM4473-CHEM0001 Preventive Maintenance - Chemical Feed Drum (East Open 
Loop)

7-day Chemical Drum Inspection PM Check level of chemical in feed drums

Add chemicals if needed
PM4473-CHEM0002 Preventive Maintenance - Chemical Feed Drum (West 

Open Loop)
7-day Chemical Drum Inspection PM Check level of chemical in feed drums

Add chemicals if needed
PM4473-CHEM0003 Preventive Maintenance - Chemical Feed Drum (Closed 

Loop)
7-day Chemical Drum Inspection PM Check level of chemical in feed drums

Add chemicals if needed
PM4473-CHLR0001 Preventive Maintenance - Water Chiller 90-Day: Chiller, Water-Cooled Check unit's evaporator and condenser pressures, oil tank pressure, 

differential oil pressure, and discharge oil pressure.
Check oil level in chiller oil sump, add as necessary
Check oil temperature.
Check dehydrator or purge system; remove water if observed in sight glass.

Run system control tests.
Check refrigerant charge/level, add as necessary
Check compressor for excessive noise/vibration.

180-Day: Chiller, Water-Cooled Check unit's evaporator and condenser pressures, oil tank pressure, 
differential oil pressure, and discharge oil pressure.
Check oil level in chiller oil sump, add as necessary
Check oil temperature.
Check dehydrator or purge system; remove water if observed in sight glass.

Run system control tests.
Check refrigerant charge/level, add as necessary
Check compressor for excessive noise/vibration.
Clean sensor and mechanical safety limits
Check (IR Scan) and tighten motor terminals.
Service chiller starter and check all controls and terminations.

365-Day: Chiller, Centrifugal, Water-Cooled Check unit's evaporator and condenser pressures, oil tank pressure, 
differential oil pressure, and discharge oil pressure.
Check oil level in chiller oil sump.
Check oil temperature
Check dehydrator or purge system; replace purge filter and inspect sight 
glass, replace if needed.
Run system control tests
Check refrigerant charge/level, add as necessary.
Check compressor for excessive noise/virbration.
Check sensor and mechanical safety limits.
Clean dehydrator float valve.
Perform spectrochemical analysis of compressor oil.
Replace oil and oil filter(s)
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Inspect cooler and condenser tubes for leaks.
Inspect utility vessel vent piping and safety relief valve.
Inspect/clean the economizer (vane), gas line damper valve, and actuator 
arm.
Run an insulation test on the motor.
Check (IR Scan) and tighten motor terminals.
Service chiller starter and check all controls and terminations.

1-Day: Chiller, Water-Cooled Check unit's evaporator and condenser pressures, oil tank pressure, 
differential oil pressure, and discharge oil pressure.
Check oil level in chiller oil sump.
Check oil temperature.

7-Day: Chiller, Water-Cooled Check unit's evaporator and condenser pressures, oil tank pressure, 
differential oil pressure, and discharge oil pressure.
Check oil level in chiller oil sump.
Check oil temperature.
Check dehydrator or purge system; remove water if observed in sight glass

30-Day: Chiller, Water-Cooled Check unit's evaporator and condenser pressures, oil tank pressure, 
differential oil pressure, and discharge oil pressure.
Check oil level in chiller oil sump.
Check oil temperature.
Check refrigerant charge/level, add as necessary.
Check compressor for excessive noise/vibration.

PM4473-CHLR0002 Preventive Maintenance - Water Chiller 90-Day: Chiller, Water-Cooled Check unit's evaporator and condenser pressures, oil tank pressure, 
differential oil pressure, and discharge oil pressure.
Check oil level in chiller oil sump, add as necessary
Check oil temperature.
Check dehydrator or purge system; remove water if observed in sight glass.

Run system control tests.
Check refrigerant charge/level, add as necessary
Check compressor for excessive noise/vibration.

180-Day: Chiller, Water-Cooled Check unit's evaporator and condenser pressures, oil tank pressure, 
differential oil pressure, and discharge oil pressure.
Check oil level in chiller oil sump, add as necessary
Check oil temperature.
Check dehydrator or purge system; remove water if observed in sight glass.

Run system control tests.
Check refrigerant charge/level, add as necessary
Check compressor for excessive noise/vibration.
Clean sensor and mechanical safety limits
Check (IR Scan) and tighten motor terminals.
Service chiller starter and check all controls and terminations.

365-Day: Chiller, Centrifugal, Water-Cooled Check unit's evaporator and condenser pressures, oil tank pressure, 
differential oil pressure, and discharge oil pressure.
Check oil level in chiller oil sump.
Check oil temperature
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Check dehydrator or purge system; replace purge filter and inspect sight 
glass, replace if needed.
Run system control tests
Check refrigerant charge/level, add as necessary.
Check compressor for excessive noise/virbration.
Check sensor and mechanical safety limits.
Clean dehydrator float valve.
Perform spectrochemical analysis of compressor oil.
Replace oil and oil filter(s)
Inspect cooler and condenser tubes for leaks.
Inspect utility vessel vent piping and safety relief valve.
Inspect/clean the economizer (vane), gas line damper valve, and actuator 
arm.
Run an insulation test on the motor.
Check (IR Scan) and tighten motor terminals.
Service chiller starter and check all controls and terminations.

1-Day: Chiller, Water-Cooled Check unit's evaporator and condenser pressures, oil tank pressure, 
differential oil pressure, and discharge oil pressure.
Check oil level in chiller oil sump.
Check oil temperature.

7-Day: Chiller, Water-Cooled Check unit's evaporator and condenser pressures, oil tank pressure, 
differential oil pressure, and discharge oil pressure.
Check oil level in chiller oil sump.
Check oil temperature.
Check dehydrator or purge system; remove water if observed in sight glass

30-Day: Chiller, Water-Cooled Check unit's evaporator and condenser pressures, oil tank pressure, 
differential oil pressure, and discharge oil pressure.
Check oil level in chiller oil sump.
Check oil temperature.
Check refrigerant charge/level, add as necessary.
Check compressor for excessive noise/vibration.

PM4473-CHLR0003 Preventive Maintenance - Water Chiller 90-Day: Chiller, Water-Cooled Check unit's evaporator and condenser pressures, oil tank pressure, 
differential oil pressure, and discharge oil pressure.
Check oil level in chiller oil sump, add as necessary
Check oil temperature.
Check dehydrator or purge system; remove water if observed in sight glass.

Run system control tests.
Check refrigerant charge/level, add as necessary
Check compressor for excessive noise/vibration.

180-Day: Chiller, Water-Cooled Check unit's evaporator and condenser pressures, oil tank pressure, 
differential oil pressure, and discharge oil pressure.
Check oil level in chiller oil sump, add as necessary
Check oil temperature.
Check dehydrator or purge system; remove water if observed in sight glass.

Run system control tests.
Check refrigerant charge/level, add as necessary
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Check compressor for excessive noise/vibration.
Clean sensor and mechanical safety limits
Check (IR Scan) and tighten motor terminals.
Service chiller starter and check all controls and terminations.

365-Day: Chiller, Centrifugal, Water-Cooled Check unit's evaporator and condenser pressures, oil tank pressure, 
differential oil pressure, and discharge oil pressure.
Check oil level in chiller oil sump.
Check oil temperature
Check dehydrator or purge system; replace purge filter and inspect sight 
glass, replace if needed.
Run system control tests
Check refrigerant charge/level, add as necessary.
Check compressor for excessive noise/virbration.
Check sensor and mechanical safety limits.
Clean dehydrator float valve.
Perform spectrochemical analysis of compressor oil.
Replace oil and oil filter(s)
Inspect cooler and condenser tubes for leaks.
Inspect utility vessel vent piping and safety relief valve.
Inspect/clean the economizer (vane), gas line damper valve, and actuator 
arm.
Run an insulation test on the motor.
Check (IR Scan) and tighten motor terminals.
Service chiller starter and check all controls and terminations.

1-Day: Chiller, Water-Cooled Check unit's evaporator and condenser pressures, oil tank pressure, 
differential oil pressure, and discharge oil pressure.
Check oil level in chiller oil sump.
Check oil temperature.

7-Day: Chiller, Water-Cooled Check unit's evaporator and condenser pressures, oil tank pressure, 
differential oil pressure, and discharge oil pressure.
Check oil level in chiller oil sump.
Check oil temperature.
Check dehydrator or purge system; remove water if observed in sight glass

30-Day: Chiller, Water-Cooled Check unit's evaporator and condenser pressures, oil tank pressure, 
differential oil pressure, and discharge oil pressure.
Check oil level in chiller oil sump.
Check oil temperature.
Check refrigerant charge/level, add as necessary.
Check compressor for excessive noise/vibration.

PM4473-CHLR0004 Preventive Maintenance - Water Chiller 90-Day: Chiller, Water-Cooled Check unit's evaporator and condenser pressures, oil tank pressure, 
differential oil pressure, and discharge oil pressure.
Check oil level in chiller oil sump, add as necessary
Check oil temperature.
Check dehydrator or purge system; remove water if observed in sight glass.

Run system control tests.
Check refrigerant charge/level, add as necessary
Check compressor for excessive noise/vibration.
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180-Day: Chiller, Water-Cooled Check unit's evaporator and condenser pressures, oil tank pressure, 

differential oil pressure, and discharge oil pressure.
Check oil level in chiller oil sump, add as necessary
Check oil temperature.
Check dehydrator or purge system; remove water if observed in sight glass.

Run system control tests.
Check refrigerant charge/level, add as necessary
Check compressor for excessive noise/vibration.
Clean sensor and mechanical safety limits
Check (IR Scan) and tighten motor terminals.
Service chiller starter and check all controls and terminations.

365-Day: Chiller, Centrifugal, Water-Cooled Check unit's evaporator and condenser pressures, oil tank pressure, 
differential oil pressure, and discharge oil pressure.
Check oil level in chiller oil sump.
Check oil temperature
Check dehydrator or purge system; replace purge filter and inspect sight 
glass, replace if needed.
Run system control tests
Check refrigerant charge/level, add as necessary.
Check compressor for excessive noise/virbration.
Check sensor and mechanical safety limits.
Clean dehydrator float valve.
Perform spectrochemical analysis of compressor oil.
Replace oil and oil filter(s)
Inspect cooler and condenser tubes for leaks.
Inspect utility vessel vent piping and safety relief valve.
Inspect/clean the economizer (vane), gas line damper valve, and actuator 
arm.
Run an insulation test on the motor.
Check (IR Scan) and tighten motor terminals.
Service chiller starter and check all controls and terminations.

1-Day: Chiller, Water-Cooled Check unit's evaporator and condenser pressures, oil tank pressure, 
differential oil pressure, and discharge oil pressure.
Check oil level in chiller oil sump.
Check oil temperature.

7-Day: Chiller, Water-Cooled Check unit's evaporator and condenser pressures, oil tank pressure, 
differential oil pressure, and discharge oil pressure.
Check oil level in chiller oil sump.
Check oil temperature.
Check dehydrator or purge system; remove water if observed in sight glass

30-Day: Chiller, Water-Cooled Check unit's evaporator and condenser pressures, oil tank pressure, 
differential oil pressure, and discharge oil pressure.
Check oil level in chiller oil sump.
Check oil temperature.
Check refrigerant charge/level, add as necessary.
Check compressor for excessive noise/vibration.
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PM4473-CHLR0005 Preventive Maintenance - Water Chiller 90-Day: Chiller, Water-Cooled Check unit's evaporator and condenser pressures, oil tank pressure, 

differential oil pressure, and discharge oil pressure.
Check oil level in chiller oil sump, add as necessary
Check oil temperature.
Check dehydrator or purge system; remove water if observed in sight glass.

Run system control tests.
Check refrigerant charge/level, add as necessary
Check compressor for excessive noise/vibration.

180-Day: Chiller, Water-Cooled Check unit's evaporator and condenser pressures, oil tank pressure, 
differential oil pressure, and discharge oil pressure.
Check oil level in chiller oil sump, add as necessary
Check oil temperature.
Check dehydrator or purge system; remove water if observed in sight glass.

Run system control tests.
Check refrigerant charge/level, add as necessary
Check compressor for excessive noise/vibration.
Clean sensor and mechanical safety limits
Check (IR Scan) and tighten motor terminals.
Service chiller starter and check all controls and terminations.

365-Day: Chiller, Centrifugal, Water-Cooled Check unit's evaporator and condenser pressures, oil tank pressure, 
differential oil pressure, and discharge oil pressure.
Check oil level in chiller oil sump.
Check oil temperature
Check dehydrator or purge system; replace purge filter and inspect sight 
glass, replace if needed.
Run system control tests
Check refrigerant charge/level, add as necessary.
Check compressor for excessive noise/virbration.
Check sensor and mechanical safety limits.
Clean dehydrator float valve.
Perform spectrochemical analysis of compressor oil.
Replace oil and oil filter(s)
Inspect cooler and condenser tubes for leaks.
Inspect utility vessel vent piping and safety relief valve.
Inspect/clean the economizer (vane), gas line damper valve, and actuator 
arm.
Run an insulation test on the motor.
Check (IR Scan) and tighten motor terminals.
Service chiller starter and check all controls and terminations.

1-Day: Chiller, Water-Cooled Check unit's evaporator and condenser pressures, oil tank pressure, 
differential oil pressure, and discharge oil pressure.
Check oil level in chiller oil sump.
Check oil temperature.

7-Day: Chiller, Water-Cooled Check unit's evaporator and condenser pressures, oil tank pressure, 
differential oil pressure, and discharge oil pressure.
Check oil level in chiller oil sump.
Check oil temperature.
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Check dehydrator or purge system; remove water if observed in sight glass

30-Day: Chiller, Water-Cooled Check unit's evaporator and condenser pressures, oil tank pressure, 
differential oil pressure, and discharge oil pressure.
Check oil level in chiller oil sump.
Check oil temperature.
Check refrigerant charge/level, add as necessary.
Check compressor for excessive noise/vibration.

PM4473-CHLR0006 Preventive Maintenance - Water Chiller 90-Day: Chiller, Water-Cooled Check unit's evaporator and condenser pressures, oil tank pressure, 
differential oil pressure, and discharge oil pressure.
Check oil level in chiller oil sump, add as necessary
Check oil temperature.
Check dehydrator or purge system; remove water if observed in sight glass.

Run system control tests.
Check refrigerant charge/level, add as necessary
Check compressor for excessive noise/vibration.

180-Day: Chiller, Water-Cooled Check unit's evaporator and condenser pressures, oil tank pressure, 
differential oil pressure, and discharge oil pressure.
Check oil level in chiller oil sump, add as necessary
Check oil temperature.
Check dehydrator or purge system; remove water if observed in sight glass.

Run system control tests.
Check refrigerant charge/level, add as necessary
Check compressor for excessive noise/vibration.
Clean sensor and mechanical safety limits
Check (IR Scan) and tighten motor terminals.
Service chiller starter and check all controls and terminations.

365-Day: Chiller, Centrifugal, Water-Cooled Check unit's evaporator and condenser pressures, oil tank pressure, 
differential oil pressure, and discharge oil pressure.
Check oil level in chiller oil sump.
Check oil temperature
Check dehydrator or purge system; replace purge filter and inspect sight 
glass, replace if needed.
Run system control tests
Check refrigerant charge/level, add as necessary.
Check compressor for excessive noise/virbration.
Check sensor and mechanical safety limits.
Clean dehydrator float valve.
Perform spectrochemical analysis of compressor oil.
Replace oil and oil filter(s)
Inspect cooler and condenser tubes for leaks.
Inspect utility vessel vent piping and safety relief valve.
Inspect/clean the economizer (vane), gas line damper valve, and actuator 
arm.
Run an insulation test on the motor.
Check (IR Scan) and tighten motor terminals.
Service chiller starter and check all controls and terminations.
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1-Day: Chiller, Water-Cooled Check unit's evaporator and condenser pressures, oil tank pressure, 

differential oil pressure, and discharge oil pressure.
Check oil level in chiller oil sump.
Check oil temperature.

7-Day: Chiller, Water-Cooled Check unit's evaporator and condenser pressures, oil tank pressure, 
differential oil pressure, and discharge oil pressure.
Check oil level in chiller oil sump.
Check oil temperature.
Check dehydrator or purge system; remove water if observed in sight glass

30-Day: Chiller, Water-Cooled Check unit's evaporator and condenser pressures, oil tank pressure, 
differential oil pressure, and discharge oil pressure.
Check oil level in chiller oil sump.
Check oil temperature.
Check refrigerant charge/level, add as necessary.
Check compressor for excessive noise/vibration.

PM4473-CHLR0007 Preventive Maintenance - Water Chiller 90-Day: Chiller, Water-Cooled Check unit's evaporator and condenser pressures, oil tank pressure, 
differential oil pressure, and discharge oil pressure.
Check oil level in chiller oil sump, add as necessary
Check oil temperature.
Check dehydrator or purge system; remove water if observed in sight glass.

Run system control tests.
Check refrigerant charge/level, add as necessary
Check compressor for excessive noise/vibration.

180-Day: Chiller, Water-Cooled Check unit's evaporator and condenser pressures, oil tank pressure, 
differential oil pressure, and discharge oil pressure.
Check oil level in chiller oil sump, add as necessary
Check oil temperature.
Check dehydrator or purge system; remove water if observed in sight glass.

Run system control tests.
Check refrigerant charge/level, add as necessary
Check compressor for excessive noise/vibration.
Clean sensor and mechanical safety limits
Check (IR Scan) and tighten motor terminals.
Service chiller starter and check all controls and terminations.

365-Day: Chiller, Centrifugal, Water-Cooled Check unit's evaporator and condenser pressures, oil tank pressure, 
differential oil pressure, and discharge oil pressure.
Check oil level in chiller oil sump.
Check oil temperature
Check dehydrator or purge system; replace purge filter and inspect sight 
glass, replace if needed.
Run system control tests
Check refrigerant charge/level, add as necessary.
Check compressor for excessive noise/virbration.
Check sensor and mechanical safety limits.
Clean dehydrator float valve.
Perform spectrochemical analysis of compressor oil.
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Replace oil and oil filter(s)
Inspect cooler and condenser tubes for leaks.
Inspect utility vessel vent piping and safety relief valve.
Inspect/clean the economizer (vane), gas line damper valve, and actuator 
arm.
Run an insulation test on the motor.
Check (IR Scan) and tighten motor terminals.
Service chiller starter and check all controls and terminations.

1-Day: Chiller, Water-Cooled Check unit's evaporator and condenser pressures, oil tank pressure, 
differential oil pressure, and discharge oil pressure.
Check oil level in chiller oil sump.
Check oil temperature.

7-Day: Chiller, Water-Cooled Check unit's evaporator and condenser pressures, oil tank pressure, 
differential oil pressure, and discharge oil pressure.
Check oil level in chiller oil sump.
Check oil temperature.
Check dehydrator or purge system; remove water if observed in sight glass

30-Day: Chiller, Water-Cooled Check unit's evaporator and condenser pressures, oil tank pressure, 
differential oil pressure, and discharge oil pressure.
Check oil level in chiller oil sump.
Check oil temperature.
Check refrigerant charge/level, add as necessary.
Check compressor for excessive noise/vibration.

PM4473-CHLR0008 Preventive Maintenance - Water Chiller 90-Day: Chiller, Water-Cooled Check unit's evaporator and condenser pressures, oil tank pressure, 
differential oil pressure, and discharge oil pressure.
Check oil level in chiller oil sump, add as necessary
Check oil temperature.
Check dehydrator or purge system; remove water if observed in sight glass.

Run system control tests.
Check refrigerant charge/level, add as necessary
Check compressor for excessive noise/vibration.

180-Day: Chiller, Water-Cooled Check unit's evaporator and condenser pressures, oil tank pressure, 
differential oil pressure, and discharge oil pressure.
Check oil level in chiller oil sump, add as necessary
Check oil temperature.
Check dehydrator or purge system; remove water if observed in sight glass.

Run system control tests.
Check refrigerant charge/level, add as necessary
Check compressor for excessive noise/vibration.
Clean sensor and mechanical safety limits
Check (IR Scan) and tighten motor terminals.
Service chiller starter and check all controls and terminations.

365-Day: Chiller, Centrifugal, Water-Cooled Check unit's evaporator and condenser pressures, oil tank pressure, 
differential oil pressure, and discharge oil pressure.
Check oil level in chiller oil sump.
Check oil temperature
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Check dehydrator or purge system; replace purge filter and inspect sight 
glass, replace if needed.
Run system control tests
Check refrigerant charge/level, add as necessary.
Check compressor for excessive noise/virbration.
Check sensor and mechanical safety limits.
Clean dehydrator float valve.
Perform spectrochemical analysis of compressor oil.
Replace oil and oil filter(s)
Inspect cooler and condenser tubes for leaks.
Inspect utility vessel vent piping and safety relief valve.
Inspect/clean the economizer (vane), gas line damper valve, and actuator 
arm.
Run an insulation test on the motor.
Check (IR Scan) and tighten motor terminals.
Service chiller starter and check all controls and terminations.

1-Day: Chiller, Water-Cooled Check unit's evaporator and condenser pressures, oil tank pressure, 
differential oil pressure, and discharge oil pressure.
Check oil level in chiller oil sump.
Check oil temperature.

7-Day: Chiller, Water-Cooled Check unit's evaporator and condenser pressures, oil tank pressure, 
differential oil pressure, and discharge oil pressure.
Check oil level in chiller oil sump.
Check oil temperature.
Check dehydrator or purge system; remove water if observed in sight glass

30-Day: Chiller, Water-Cooled Check unit's evaporator and condenser pressures, oil tank pressure, 
differential oil pressure, and discharge oil pressure.
Check oil level in chiller oil sump.
Check oil temperature.
Check refrigerant charge/level, add as necessary.
Check compressor for excessive noise/vibration.

PM4473-CHLR0009 Preventive Maintenance - Water Chiller 90-Day: Chiller, Water-Cooled Check unit's evaporator and condenser pressures, oil tank pressure, 
differential oil pressure, and discharge oil pressure.
Check oil level in chiller oil sump, add as necessary
Check oil temperature.
Check dehydrator or purge system; remove water if observed in sight glass.

Run system control tests.
Check refrigerant charge/level, add as necessary
Check compressor for excessive noise/vibration.

180-Day: Chiller, Water-Cooled Check unit's evaporator and condenser pressures, oil tank pressure, 
differential oil pressure, and discharge oil pressure.
Check oil level in chiller oil sump, add as necessary
Check oil temperature.
Check dehydrator or purge system; remove water if observed in sight glass.

Run system control tests.
Check refrigerant charge/level, add as necessary
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Check compressor for excessive noise/vibration.
Clean sensor and mechanical safety limits
Check (IR Scan) and tighten motor terminals.
Service chiller starter and check all controls and terminations.

365-Day: Chiller, Centrifugal, Water-Cooled Check unit's evaporator and condenser pressures, oil tank pressure, 
differential oil pressure, and discharge oil pressure.
Check oil level in chiller oil sump.
Check oil temperature
Check dehydrator or purge system; replace purge filter and inspect sight 
glass, replace if needed.
Run system control tests
Check refrigerant charge/level, add as necessary.
Check compressor for excessive noise/virbration.
Check sensor and mechanical safety limits.
Clean dehydrator float valve.
Perform spectrochemical analysis of compressor oil.
Replace oil and oil filter(s)
Inspect cooler and condenser tubes for leaks.
Inspect utility vessel vent piping and safety relief valve.
Inspect/clean the economizer (vane), gas line damper valve, and actuator 
arm.
Run an insulation test on the motor.
Check (IR Scan) and tighten motor terminals.
Service chiller starter and check all controls and terminations.

1-Day: Chiller, Water-Cooled Check unit's evaporator and condenser pressures, oil tank pressure, 
differential oil pressure, and discharge oil pressure.
Check oil level in chiller oil sump.
Check oil temperature.

7-Day: Chiller, Water-Cooled Check unit's evaporator and condenser pressures, oil tank pressure, 
differential oil pressure, and discharge oil pressure.
Check oil level in chiller oil sump.
Check oil temperature.
Check dehydrator or purge system; remove water if observed in sight glass

30-Day: Chiller, Water-Cooled Check unit's evaporator and condenser pressures, oil tank pressure, 
differential oil pressure, and discharge oil pressure.
Check oil level in chiller oil sump.
Check oil temperature.
Check refrigerant charge/level, add as necessary.
Check compressor for excessive noise/vibration.

PM4473-CHWV0001 Preventive Maintenance - Central Plant, Chilled Water 
Isolation Valve Check

60-Day: Central Plant Loop Isolation Valves Exercise Isolation Valves for Loops A, B, C, and D of Central Plant.

PM4473-CTWR0001 Preventive Maintenance - Cooling Tower 180-Day: Cooling Tower Check operation of unit for water leaks, noise or vibration.  If any problems 
found issue work request.
Check electrical wiring and connections; make appropriate adjustments.

Drain and flush could water sump and clean strainers; if required.
Refill with water, check make-up water assembly for leakage, adjust 
electronic level controls if necessary.
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Remove clean and reinstall conductivity and ph electrodes in chemical water 
treatment system.

PM4473-CTWR0002 Preventive Maintenance - Cooling Tower 180-Day: Cooling Tower Check operation of unit for water leaks, noise or vibration.  If any problems 
found issue work request.
Check electrical wiring and connections; make appropriate adjustments.

Drain and flush could water sump and clean strainers; if required.
Refill with water, check make-up water assembly for leakage, adjust 
electronic level controls if necessary.
Remove clean and reinstall conductivity and ph electrodes in chemical water 
treatment system.

PM4473-CTWR0003 Preventive Maintenance - Cooling Tower 180-Day: Cooling Tower Check operation of unit for water leaks, noise or vibration.  If any problems 
found issue work request.
Check electrical wiring and connections; make appropriate adjustments.

Drain and flush could water sump and clean strainers; if required.
Refill with water, check make-up water assembly for leakage, adjust 
electronic level controls if necessary.
Remove clean and reinstall conductivity and ph electrodes in chemical water 
treatment system.

PM4473-CTWR0004 Preventive Maintenance - Cooling Tower 180-Day: Cooling Tower Check operation of unit for water leaks, noise or vibration.  If any problems 
found issue work request.
Check electrical wiring and connections; make appropriate adjustments.

Drain and flush could water sump and clean strainers; if required.
Refill with water, check make-up water assembly for leakage, adjust 
electronic level controls if necessary.
Remove clean and reinstall conductivity and ph electrodes in chemical water 
treatment system.

PM4473-CTWR0005 Preventive Maintenance - Cooling Tower 180-Day: Cooling Tower Check operation of unit for water leaks, noise or vibration.  If any problems 
found issue work request.
Check electrical wiring and connections; make appropriate adjustments.

Drain and flush could water sump and clean strainers; if required.
Refill with water, check make-up water assembly for leakage, adjust 
electronic level controls if necessary.
Remove clean and reinstall conductivity and ph electrodes in chemical water 
treatment system.

PM4473-CWP0001 Preventive Maintenance -Condenser Water Pump 180-Day: Condenser Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary

PM4473-CWP0002 Preventive Maintenance -Condenser Water Pump 180-Day: Condenser Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary
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PM4473-CWP0003 Preventive Maintenance -Condenser Water Pump 180-Day: Condenser Water Pump Check for proper operation of pump.  If any problems are found issue work 

request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary

PM4473-CWP0004 Preventive Maintenance -Condenser Water Pump 180-Day: Condenser Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary

PM4473-CWP0005 Preventive Maintenance -Condenser Water Pump 180-Day: Condenser Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary

PM4473-CWP0006 Preventive Maintenance -Condenser Water Pump 180-Day: Condenser Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary

PM4473-EAF0001 Preventive Maintenance - Exhaust Fan Vent 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4473-EAF0002 Preventive Maintenance - Exhaust Fan Vent 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4473-EAF0003 Preventive Maintenance - Exhaust Fan Vent 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4473-EAF0004 Preventive Maintenance - Exhaust Fan Vent 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4473-EAF0005 Preventive Maintenance - Exhaust Fan Vent 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
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If any problems are found issue work request

PM4473-EAF0006 Preventive Maintenance - Exhaust Fan Vent 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4473-EAF0007 Preventive Maintenance - Exhaust Fan Vent 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4473-EAF0008 Preventive Maintenance - Exhaust Fan Refrigerant 180-Day Exhaust Fan, Direct-Drive Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
If any problems are found issue work request

PM4473-EAF0009 Preventive Maintenance - Exhaust Fan Refrigerant 180-Day Exhaust Fan, Direct-Drive Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
If any problems are found issue work request

PM4473-EAF0010 Preventive Maintenance - Exhaust Fan Refrigerant 180-Day Exhaust Fan, Direct-Drive Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
If any problems are found issue work request

PM4473-EW0001 Preventive Maintenance - EyeWash 30-Day: Portable Eyewash Station Check fluid levels.
Check spray heads for cleanliness.
Clean unit as necessary.
Date and initial inspection tag

180-Day: Portable Eyewash Station Change saline solution.
Check spray heads for cleanliness.
Clean unit as necessary.
Date and initial inspection tag

PM4473-EW0002 Preventive Maintenance - EyeWash 30-Day: Portable Eyewash Station Check fluid levels.
Check spray heads for cleanliness.
Clean unit as necessary.
Date and initial inspection tag

180-Day: Portable Eyewash Station Change saline solution.
Check spray heads for cleanliness.
Clean unit as necessary.
Date and initial inspection tag

PM4473-FILT0001 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4473-FILT0002 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4473-FILT0003 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4473-HV0001 Preventive Maintenance - Heating Vent Unit 90-Day Heating/Ventilating Unit Check controls and unit for proper operation.  If any problems are found 

issue work request
Lubricate shaft and motor bearings as necessary
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Check belts for wear, proper tension, and alignment; adjust as necessary.

365-Day Heating/Ventilating Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust as necessary.

PM4473-PMP0001 Preventive Maintenance - Chemical Metering Pump 30-Day Electronic Metering Pump (4473 Chemical 
Feed)

Check Operation and Controls.  If any problems are found issue work request

PM4473-PMP0002 Preventive Maintenance - Sand Filter Pump 180-Day Pump PM (Day-Shift) Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary

PM4473-PMP0003 Preventive Maintenance - Sand Filter Pump 180-Day Pump PM (Day-Shift) Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary

PM4473-PMP0004 Preventive Maintenance - Chemical Metering Pump 30-Day Electronic Metering Pump (4473 Chemical 
Feed)

Check Operation and Controls.  If any problems are found issue work request

PM4473-PMP0005 Preventive Maintenance - Chemical Metering Pump 30-Day Electronic Metering Pump (4473 Chemical 
Feed)

Check Operation and Controls.  If any problems are found issue work request

PM4473-PMP0006 Preventive Maintenance - Chemical Metering Pump 30-Day Electronic Metering Pump (4473 Chemical 
Feed)

Check Operation and Controls.  If any problems are found issue work request

PM4473-PMP0007 Preventive Maintenance - Chemical Metering Pump 30-Day Electronic Metering Pump (4473 Chemical 
Feed)

Check Operation and Controls.  If any problems are found issue work request

PM4473-PMP0008 Preventive Maintenance - Chemical Metering Pump 30-Day Electronic Metering Pump (4473 Chemical 
Feed)

Check Operation and Controls.  If any problems are found issue work request

PM4473-PMP0009 Preventive Maintenance - Chemical Metering Pump 30-Day Electronic Metering Pump (4473 Chemical 
Feed)

Check Operation and Controls.  If any problems are found issue work request

PM4473-PNL0001 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 
Davis)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4473-PNL0002 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4473-PRIP0001 Preventive Maintenance - Chill Water Pump 180-Day: Chilled Water Pump Check for proper operation of pump.  If any problems are found issue work 

request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary

PM4473-PRIP0002 Preventive Maintenance - Chill Water Pump 180-Day: Chilled Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary
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PM4473-PRIP0003 Preventive Maintenance - Chill Water Pump 180-Day: Chilled Water Pump Check for proper operation of pump.  If any problems are found issue work 

request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary

PM4473-PRIP0004 Preventive Maintenance - Chill Water Pump 180-Day: Chilled Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary

PM4473-PRIP0005 Preventive Maintenance - Chill Water Pump 180-Day: Chilled Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary

PM4473-PRIP0006 Preventive Maintenance - Chill Water Pump 180-Day: Chilled Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary

PM4473-PRIP0007 Preventive Maintenance - Chill Water Pump 180-Day: Chilled Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary

PM4473-PRIP0008 Preventive Maintenance - Chill Water Pump 180-Day: Chilled Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary

PM4473-PRIP0009 Preventive Maintenance - Chill Water Pump 180-Day: Chilled Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary

PM4473-RMON0001 Preventive Maintenance - Refrigerant Monitoring System 90-Day: HCFC Refrigerant Monitoring System Notify UCS that system will be under test before performing maintenance on 
system
Check Calibration of each sensor, Recalibrate as necessary
Check/Verify operation of safety equipment (audio/visual warning 
equipment, exhaust ventilation equipment)
Note any sensors that required adjustment

PM4473-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4473-SECP0001 Preventive Maintenance - Chill Water Pump 180-Day: Chilled Water Pump Check for proper operation of pump.  If any problems are found issue work 

request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary
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PM4473-SECP0002 Preventive Maintenance - Chill Water Pump 180-Day: Chilled Water Pump Check for proper operation of pump.  If any problems are found issue work 

request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary

PM4473-SECP0003 Preventive Maintenance - Chill Water Pump 180-Day: Chilled Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary

PM4473-SECP0004 Preventive Maintenance - Chill Water Pump 180-Day: Chilled Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary

PM4473-SECP0005 Preventive Maintenance - Chill Water Pump 180-Day: Chilled Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary

PM4473-SECP0006 Preventive Maintenance - Chill Water Pump 180-Day: Chilled Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary

PM4473-SFILT0001 Preventive Maintenance - Sand Filters 30-Day Sand Filter Inspection Inspect Exterior of tank and piping for damage
Check/Verify operation of valves
Check/record pressure gauge reading at top of filter
Check system for leaks

180-Day Sand Filter Inspection Inspect Exterior of tank and piping for damage
Check/Verify operation of valves
Check/record pressure gauge reading at top of filter
Check system for leaks
Inspect gaskets for damage/leaks

365-Day Sand Filter Inspection Inspect Exterior of tank and piping for damage
Check/Verify operation of valves
Check/record pressure gauge reading at top of filter
Check system for leaks
Inspect gaskets for damage/leaks
Check clamp on filter tank access port. Lubricate as necessary
Inspect over-drain assembly and media pack. Change/refill media as 
necessary

PM4473-SFILT0002 Preventive Maintenance - Sand Filters 30-Day Sand Filter Inspection Inspect Exterior of tank and piping for damage
Check/Verify operation of valves
Check/record pressure gauge reading at top of filter
Check system for leaks

180-Day Sand Filter Inspection Inspect Exterior of tank and piping for damage
Check/Verify operation of valves
Check/record pressure gauge reading at top of filter
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Check system for leaks
Inspect gaskets for damage/leaks

365-Day Sand Filter Inspection Inspect Exterior of tank and piping for damage
Check/Verify operation of valves
Check/record pressure gauge reading at top of filter
Check system for leaks
Inspect gaskets for damage/leaks
Check clamp on filter tank access port. Lubricate as necessary
Inspect over-drain assembly and media pack. Change/refill media as 
necessary

PM4473-SHEW0001 Preventive Maintenance - Safety Shower and Eyewash 
Station

30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4473-STRAIN0001 Preventive Maintenance - Direct Expansion AC Unit 90-Day: Strainer Cleaning Remove and Clean all Strainers at Central Chiller Facility.
PM4473-VLV0001 Preventive Maintenance - Automatic Valve Chiller 

Condenser
365-Day Valve, Auto Diaphragm Lubricate valve actuator stem and valve stem, where possible

Check automatic valve for proper operation.  If any problems found issue 
work request
Check packing gland for leaks; adjust as required
Check pneumatic operator and tubing for leaks
Clean valve exterior and area around valve

PM4473-VLV0002 Preventive Maintenance - Automatic Valve Chiller 
Condenser

365-Day Valve, Auto Diaphragm Lubricate valve actuator stem and valve stem, where possible

Check automatic valve for proper operation.  If any problems found issue 
work request
Check packing gland for leaks; adjust as required
Check pneumatic operator and tubing for leaks
Clean valve exterior and area around valve

PM4473-VLV0003 Preventive Maintenance - Automatic Valve Chiller 
Condenser

365-Day Valve, Auto Diaphragm Lubricate valve actuator stem and valve stem, where possible

Check automatic valve for proper operation.  If any problems found issue 
work request
Check packing gland for leaks; adjust as required
Check pneumatic operator and tubing for leaks
Clean valve exterior and area around valve

PM4473-VLV0004 Preventive Maintenance - Automatic Valve Chiller 
Condenser

365-Day Valve, Auto Diaphragm Lubricate valve actuator stem and valve stem, where possible

Check automatic valve for proper operation.  If any problems found issue 
work request
Check packing gland for leaks; adjust as required
Check pneumatic operator and tubing for leaks
Clean valve exterior and area around valve

PM4473-VLV0005 Preventive Maintenance - Automatic Valve Chiller 
Condenser

365-Day Valve, Auto Diaphragm Lubricate valve actuator stem and valve stem, where possible

Check automatic valve for proper operation.  If any problems found issue 
work request
Check packing gland for leaks; adjust as required
Check pneumatic operator and tubing for leaks
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Clean valve exterior and area around valve

PM4473-VLV0006 Preventive Maintenance - Automatic Valve Chiller 
Condenser

365-Day Valve, Auto Diaphragm Lubricate valve actuator stem and valve stem, where possible

Check automatic valve for proper operation.  If any problems found issue 
work request
Check packing gland for leaks; adjust as required
Check pneumatic operator and tubing for leaks
Clean valve exterior and area around valve

PM4473-VLV0007 Preventive Maintenance - Automatic Valve Chiller 
Condenser

365-Day Valve, Auto Diaphragm Lubricate valve actuator stem and valve stem, where possible

Check automatic valve for proper operation.  If any problems found issue 
work request
Check packing gland for leaks; adjust as required
Check pneumatic operator and tubing for leaks
Clean valve exterior and area around valve

PM4473-VLV0008 Preventive Maintenance - Automatic Valve Chiller 
Condenser

365-Day Valve, Auto Diaphragm Lubricate valve actuator stem and valve stem, where possible

Check automatic valve for proper operation.  If any problems found issue 
work request
Check packing gland for leaks; adjust as required
Check pneumatic operator and tubing for leaks
Clean valve exterior and area around valve

PM4473-VLV0009 Preventive Maintenance - Automatic Valve Chiller 
Condenser

365-Day Valve, Auto Diaphragm Lubricate valve actuator stem and valve stem, where possible

Check automatic valve for proper operation.  If any problems found issue 
work request
Check packing gland for leaks; adjust as required
Check pneumatic operator and tubing for leaks
Clean valve exterior and area around valve

PM4473-VLV0010 Preventive Maintenance - Automatic Valve Cooling Tower 365-Day Valve, Auto Diaphragm Lubricate valve actuator stem and valve stem, where possible

Check automatic valve for proper operation.  If any problems found issue 
work request
Check packing gland for leaks; adjust as required
Check pneumatic operator and tubing for leaks
Clean valve exterior and area around valve

PM4473-VLV0011 Preventive Maintenance - Automatic Valve Cooling Tower 365-Day Valve, Auto Diaphragm Lubricate valve actuator stem and valve stem, where possible

Check automatic valve for proper operation.  If any problems found issue 
work request
Check packing gland for leaks; adjust as required
Check pneumatic operator and tubing for leaks
Clean valve exterior and area around valve

PM4473-VLV0012 Preventive Maintenance - Automatic Valve Cooling Tower 365-Day Valve, Auto Diaphragm Lubricate valve actuator stem and valve stem, where possible

Check automatic valve for proper operation.  If any problems found issue 
work request
Check packing gland for leaks; adjust as required
Check pneumatic operator and tubing for leaks
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Clean valve exterior and area around valve

PM4473-VLV0013 Preventive Maintenance - Automatic Valve Cooling Tower 365-Day Valve, Auto Diaphragm Lubricate valve actuator stem and valve stem, where possible

Check automatic valve for proper operation.  If any problems found issue 
work request
Check packing gland for leaks; adjust as required
Check pneumatic operator and tubing for leaks
Clean valve exterior and area around valve

PM4473-VLV0014 Preventive Maintenance - Automatic Valve Cooling Tower 365-Day Valve, Auto Diaphragm Lubricate valve actuator stem and valve stem, where possible

Check automatic valve for proper operation.  If any problems found issue 
work request
Check packing gland for leaks; adjust as required
Check pneumatic operator and tubing for leaks
Clean valve exterior and area around valve

PM4473-VLV0015 Preventive Maintenance - Automatic Valve Cooling Tower 
Bypass

365-Day Valve, Auto Diaphragm Lubricate valve actuator stem and valve stem, where possible

Check automatic valve for proper operation.  If any problems found issue 
work request
Check packing gland for leaks; adjust as required
Check pneumatic operator and tubing for leaks
Clean valve exterior and area around valve

PM4473-VSC0001 Preventive Maintenance - Variable Speed Drive 365-Day: Variable Speed Controller Check for excessive heat, odors, noise and vibration.
Clean and check the general condition of variable speed drive panel.

PM4473-VSC0002 Preventive Maintenance - Variable Speed Drive 365-Day: Variable Speed Controller Check for excessive heat, odors, noise and vibration.
Clean and check the general condition of variable speed drive panel.

PM4473-VSC0003 Preventive Maintenance - Variable Speed Drive 365-Day: Variable Speed Controller Check for excessive heat, odors, noise and vibration.
Clean and check the general condition of variable speed drive panel.

PM4473-VSC0004 Preventive Maintenance - Variable Speed Drive 365-Day: Variable Speed Controller Check for excessive heat, odors, noise and vibration.
Clean and check the general condition of variable speed drive panel.

PM4473-VSC0005 Preventive Maintenance - Variable Speed Drive 365-Day: Variable Speed Controller Check for excessive heat, odors, noise and vibration.
Clean and check the general condition of variable speed drive panel.

PM4473-VSC0006 Preventive Maintenance - Variable Speed Drive 365-Day: Variable Speed Controller Check for excessive heat, odors, noise and vibration.
Clean and check the general condition of variable speed drive panel.

PM4475-ADRY0001 Preventive Maintenance - Air Dryer 60-Day: Air Dryer, Refrigerant Type (w/o 
Condenser Fan)

Check operation and controls.  If any problems found then issue work 
request.
Drain and flush
Drain water separator

180-Day: Air Dryer, Refrigerant Type (w/o 
Condenser Fan)

Check operation and controls.  If any problems found then issue work 
request.
Drain and flush
Drain water separator
Clean condenser coils

PM4475-AH0001 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable
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PM4475-AH0002 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation

Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4475-AH0004 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4475-AH0005 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4475-AH0006 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4475-AH0007 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4475-AH0008 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4475-AH0009 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4475-AH0010 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4475-AH0011 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4475-AH0012 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
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Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4475-ATS0001 Preventive Maintenance - Auto Transfer Switch 180-Day: Auto Transfer Switch Check automatic operation and controls
365-Day: Auto Transfer Switch Check automatic operation and controls

Clean equipment
Perform Infrared Inspection to check all contacts and connections
If temperatures of over 121 degrees F noticed, connection must be 
repaired/tightened.

PM4475-BATB0001 Preventive Maintenance - Battery Bank 30-Day: Battery Bank, Sealed Check connections
Clean and lubricate terminals
Clean battery if necessary

PM4475-BFP0001 Preventive Maintenance - Back Flow Preventer 90-Day: Back Flow Preventer Check Operations
PM4475-CHWP0001 Preventive Maintenance - Chill Water Pump 365-Day Chilled Water Pump Check for proper operation of pump.  If any problems are found issue work 

request
Check for leaks on suction and discharge piping, seals, packing glands; make 
minor repairs as necessary.
Lubricate pump and motor as necessary.
Check drive coupling

PM4475-CHWP0002 Preventive Maintenance - Chill Water Pump 365-Day Chilled Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands; make 
minor repairs as necessary.
Lubricate pump and motor as necessary.
Check drive coupling

PM4475-CRU0001 Preventive Maintenance - Computer Room Unit 90-Day Computer Room Type Air Handling Unit, 
Chill Water

Check operation and controls.  If any problems found then issue work 
request.
Lubricate blower motor as necessary
Check belts, change if necessary
Check and lubricate bearings as necessary
Check safety interlocks

PM4475-CRU0002 Preventive Maintenance - Computer Room Unit 90-Day: Critical Computer Room Type Air 
Handling Unit, Chill Water or Water-Cooled 
Combination Type

Check operation and controls.  If any problems found then issue work 
request.

Check belts, change if necessary
Check and lubricate bearings as necessary
Lubricate blower motor as necessary
Check safety interlocks
Clean drain pans, vacuum drains, and isure drain clarity

PM4475-CRU0003 Preventive Maintenance - Computer Room Unit 90-Day Computer Room Type Air Handling Unit, 
Chill Water

Check operation and controls.  If any problems found then issue work 
request.
Lubricate blower motor as necessary
Check belts, change if necessary
Check and lubricate bearings as necessary
Check safety interlocks

PM4475-EROOM0001 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.
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PM4475-EROOM0002 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.

Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4475-FAS0001 Preventive Maintenance - Fire Alarm System 30-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions

180-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions
Verify operation of all pull stations and bells
Clean, test, and calibrate smoke detectors if applicable

PM4475-FILT0001 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4475-FILT0002 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4475-FILT0004 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4475-FILT0005 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4475-FILT0006 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4475-FILT0007 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4475-FILT0008 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4475-FILT0009 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4475-FILT0010 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4475-FILT0011 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4475-FILT0012 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4475-FILT0013 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4475-FILT0014 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4475-FILT0015 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4475-GEN0001 Preventive Maintenance - Emergency Generator 30-Day: Generator Notify building manager of intent to perform generator maintenance prior to 

operating generator.
Seal off all necessary components of building ventilation system in order to 
prevent entry of fumes into building.
Check operation and controls.  If any problems are found issue work request

Check filters if applicable, change if necessary
Check belts if applicable, change if necessary.
Check coolant if applicable, add or change if necessary.
Check stop switch and emergency alarm bell.
Lubricate as necessary
Tighten all bolts
Check oil, add or change if necessary
Check voltage.
Check battery
Check connections and battery charger
Verify day tank's fuel level is topped off between float ranges, if applicable.

90-Day: Generator Notify building manager of intent to perform generator maintenance prior to 
operating generator.
Seal off all necessary components of building ventilation system in order to 
prevent entry of fumes into building.
Check operation and controls.  If any problems are found issue work request



NNM08AA54C
ATTACHMENT J-24

PREVENTIVE MAINTENANCE

Page 245 of 1447

PMNUM PM DESCRIPTION  TASK DESCRIPTION
Check filters if applicable, change if necessary
Check belts if applicable, change if necessary.
Check coolant if applicable, add or change if necessary.
Check stop switch and emergency alarm bell.
Lubricate as necessary
Tighten all bolts
Check oil, add or change if necessary
Check voltage.
Check battery
Check connections and battery charger
Check generator output
Verify day tank's fuel level is topped off between float ranges, if applicable.

365-Day: Generator Notify building manager of intent to perform generator maintenance prior to 
operating generator.
Seal off all necessary components of building ventilation system in order to 
prevent entry of fumes into building.
Check operation and controls.  If any problems are found issue work request

Check filters if applicable, change if necessary
Check belts if applicable, change if necessary.
Check coolant if applicable, add or change if necessary.
Check stop switch and emergency alarm bell.
Lubricate as necessary
Tighten all bolts
Check oil, add or change if necessary
Check voltage.
Check battery
Check connections and battery charger
Check generator output
Winterize system
Verify continuity of generator ground, including the fuel tank ground
Verify day tank's fuel level is topped off between float ranges, if applicable.

PM4475-HWP0001 Preventive Maintenance - Hot Water Pump 365-Day: Hot Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary
Check drive coupling

PM4475-HWP0002 Preventive Maintenance - Hot Water Pump 365-Day: Hot Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary
Check drive coupling

PM4475LIGHTS Preventive Maintenance - Exterior Lighting 90-Day Exterior Lighting Inspection Inspect all Exterior Building Lighting
Inspect all Parking Lot Lighting
Report Findings to Electrical Supervisor
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PM4475-LTS0001 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test

30-Day: Emergency Lights - Fluorescent Type Check condition of lamps
365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4475-LTS0002 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4475-LTS0003 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4475-LTS0004 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4475-LTS0005 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4475-ODT0001 Preventive Maintenance - Oxygen Detection System 30-Day: Oxygen Detection System, Dry Cell Type Perform visual inspection

Verify ODT is required at this location.  If unit is not needed issue work 
request to remove unit

180-Day: Oxygen Detection System, Dry Cell 
Type

Perform visual inspection

Calibrate system
Check all alarm points
Verify ODT is still required at this location.  If unit is not needed issue work 
request to remove unit

PM4475-ODT0002 Preventive Maintenance - Oxygen Detection System 30-Day: Oxygen Detection System, Dry Cell Type Perform visual inspection

Verify ODT is required at this location.  If unit is not needed issue work 
request to remove unit

180-Day: Oxygen Detection System, Dry Cell 
Type

Perform visual inspection
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Calibrate system
Check all alarm points
Verify ODT is still required at this location.  If unit is not needed issue work 
request to remove unit

PM4475-ODT0003 Preventive Maintenance - Oxygen Detection System 30-Day: Oxygen Detection System, Dry Cell Type Perform visual inspection

Verify ODT is required at this location.  If unit is not needed issue work 
request to remove unit

180-Day: Oxygen Detection System, Dry Cell 
Type

Perform visual inspection

Calibrate system
Check all alarm points
Verify ODT is still required at this location.  If unit is not needed issue work 
request to remove unit

PM4475-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.
Apply insecticides or poisons as required.
Complete chemical applications records.

PM4475-PNL0001 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 
Davis)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4475-PNL0002 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4475-PNL0003 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4475-PNL0004 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4475-PNL0005 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4475-PNL0006 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4475-PNL0007 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4475-PNL0008 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4475-PNL0009 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4475-PNL0010 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
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PM4475-PNL0011 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4475-PNL0012 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4475-PNL0013 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4475-PNL0014 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4475-PNL0015 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4475-PNL0016 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4475-PNL0017 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4475-PNL0018 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4475-PNL0019 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4475-PNL0020 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4475-PNL0021 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4475-PNL0022 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4475-PNL0023 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4475-PNL0024 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4475-PNL0025 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4475-PNL0026 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
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PM4475-PNL0027 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4475-PNL0028 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4475-PNL0029 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4475-PNL0030 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4475-RAF0002 Preventive Maintenance - Return Air Fan 90-Day: Supply or Return Air Fan (Night-Shift) Check operation and controls

180-Day: Supply or Return Air Fan (Night-Shift) Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate as necessary

PM4475-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4475-SHEW0001 Preventive Maintenance - Safety Shower and Eyewash 

Station
30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4475-SHEW0002 Preventive Maintenance - Safety Shower and Eyewash 
Station

30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4475-SHEW0003 Preventive Maintenance - Safety Shower and Eyewash 
Station

30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4475-SPR0001 Preventive Maintenance - Sprinkler System 30-Day: Wet Sprinkler System PM Perform PM 
90-Day: Wet Sprinkler System PM Perform PM 
365-Day: Wet Sprinkler System PM Perform PM

PM4475-UPS0001 Preventive Maintenance - UPS Power System 90-Day: UPS System Perform visual safety check
Check amperage and voltage

180-Day: UPS System Perform visual safety check
Check amperage and voltage
Check operation and controls

365-Day: UPS System Perform visual safety check
Check amperage and voltage
Check operation and controls
Check termination points
Inspect and clean all modules

PM4475-VSC0001 Preventive Maintenance - Variable Speed Drive 365-Day: Variable Speed Controller Check for excessive heat, odors, noise and vibration.
Clean and check the general condition of variable speed drive panel.

PM4475-VSC0002 Preventive Maintenance - Variable Speed Drive 365-Day: Variable Speed Controller Check for excessive heat, odors, noise and vibration.
Clean and check the general condition of variable speed drive panel.
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PM4476-ACFLT0001 Preventive Maintenance - Air Compressor Filter Change 365-Day: Air Compressor Filter Change Replace Filter(s) on air compressor unit.

PM4476-ACMP0001 Preventive Maintenance - Air Compressor Control 90-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check Belts.  Change if necessary.

180-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

365-Day: Air Compressor (Post RCM) Drain Tank.  If unit has automatic drain then cycle drain.
Check oil and oil filter. Change as necessary.
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

PM4476-ADRY0001 Preventive Maintenance - Air Dryer 60-Day: Air Dryer, Refrigerant Type (w/ sealed 
condenser motor)

Check operation and controls.  If any problems found then issue work 
request.
Drain and flush
Drain water separator

180-Day: Air Dryer, Refrigerant Type (w/ sealed 
condenser motor)

Check operation and controls.  If any problems are found then issue work 
request.
Drain and flush
Drain water separator
Clean condenser coils

PM4476-AH0001 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4476-AH0002 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4476-AH0003 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4476-AH0004 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4476-AH0008 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
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Check air bleed valves for proper operation where applicable

PM4476-AH0009 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4476-AH0011 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4476-ATS0001 Preventive Maintenance - Auto Transfer Switch 180-Day: Auto Transfer Switch Check automatic operation and controls
365-Day: Auto Transfer Switch Check automatic operation and controls

Clean equipment
Perform Infrared Inspection to check all contacts and connections
If temperatures of over 121 degrees F noticed, connection must be 
repaired/tightened.

PM4476-BFP0001 Preventive Maintenance - Back Flow Preventer 90-Day: Back Flow Preventer Check Operations
PM4476-CHWP0004 Preventive Maintenance - Chill Water Pump 365-Day Chilled Water Pump Check for proper operation of pump.  If any problems are found issue work 

request
Check for leaks on suction and discharge piping, seals, packing glands; make 
minor repairs as necessary.
Lubricate pump and motor as necessary.
Check drive coupling

PM4476-CRU0001 Preventive Maintenance - Computer Room Unit 90-Day Computer Room Type Air Handling Unit, 
Chill Water

Check operation and controls.  If any problems found then issue work 
request.
Lubricate blower motor as necessary
Check belts, change if necessary
Check and lubricate bearings as necessary
Check safety interlocks

PM4476-CRU0002 Preventive Maintenance - Computer Room Unit 90-Day Computer Room Type Air Handling Unit, 
Chill Water

Check operation and controls.  If any problems found then issue work 
request.
Lubricate blower motor as necessary
Check belts, change if necessary
Check and lubricate bearings as necessary
Check safety interlocks

PM4476-CRU0003 Preventive Maintenance - Computer Room Unit 30-Day: Critical Computer Room Type Air 
Handling Unit, Chill Water or Water-Cooled 
Combination Type

Check operation and controls.  If any problems found then issue work 
request.

Check belts, change if necessary
Check and lubricate bearings as necessary
Inspect drains for proper flow and clarity.

90-Day: Critical Computer Room Type Air 
Handling Unit, Chill Water or Water-Cooled 
Combination Type

Check operation and controls.  If any problems found then issue work 
request.

Check belts, change if necessary
Check and lubricate bearings as necessary
Lubricate blower motor as necessary
Check safety interlocks
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Clean drain pans, vacuum drains, and isure drain clarity

PM4476-CRU0004 Preventive Maintenance - Computer Room Unit 30-Day: Critical Computer Room Type Air 
Handling Unit, Chill Water or Water-Cooled 
Combination Type (w/ all sealed bearings)

Check operation and controls.  If any problems are found issue work request.

Check belts, change if necessary
Inspect drains for proper flow and clarity.

90-Day: Critical Computer Room Type Air 
Handling Unit, Chill Water or Water-Cooled 
Combination Type (w/ all sealed bearings)

Check operation and controls.  If any problems are found issue work order.

Check belts, change if necessary
Check safety interlocks
Clean drain pans, vacuum drains, and isure drain clarity

PM4476-CRU0005 Preventive Maintenance - Computer Room Unit 90-Day Computer Room Type Air Handling Unit, 
Chill Water

Check operation and controls.  If any problems found then issue work 
request.
Lubricate blower motor as necessary
Check belts, change if necessary
Check and lubricate bearings as necessary
Check safety interlocks

PM4476-CRU0006 Preventive Maintenance - Computer Room Unit 90-Day Computer Room Type Air Handling Unit, 
Chill Water

Check operation and controls.  If any problems found then issue work 
request.
Lubricate blower motor as necessary
Check belts, change if necessary
Check and lubricate bearings as necessary
Check safety interlocks

PM4476-CRU0007 Preventive Maintenance - Computer Room Unit 30-Day: Critical Computer Room Type Air 
Handling Unit, Chill Water or Water-Cooled 
Combination Type (w/ all sealed bearings)

Check operation and controls.  If any problems are found issue work request.

Check belts, change if necessary
Inspect drains for proper flow and clarity.

90-Day: Critical Computer Room Type Air 
Handling Unit, Chill Water or Water-Cooled 
Combination Type (w/ all sealed bearings)

Check operation and controls.  If any problems are found issue work order.

Check belts, change if necessary
Check safety interlocks
Clean drain pans, vacuum drains, and isure drain clarity

PM4476-CRU0008 Preventive Maintenance - Computer Room Unit 30-Day: Critical Computer Room Type Air 
Handling Unit, Chill Water or Water-Cooled 
Combination Type (w/ all sealed bearings)

Check operation and controls.  If any problems are found issue work request.

Check belts, change if necessary
Inspect drains for proper flow and clarity.

90-Day: Critical Computer Room Type Air 
Handling Unit, Chill Water or Water-Cooled 
Combination Type (w/ all sealed bearings)

Check operation and controls.  If any problems are found issue work order.

Check belts, change if necessary
Check safety interlocks
Clean drain pans, vacuum drains, and isure drain clarity

PM4476-DOOR0001 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM (w/o lifting cables) Inspect drive mechanism
Inspect brake settings if applicable
Check master link on chains
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Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect Mounts to ensure that they are sufficiently sized
Inspect chain drive adjustments
If any problems are found issue work request

PM4476-DOOR0002 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM (w/o lifting cables) Inspect drive mechanism
Inspect brake settings if applicable
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect Mounts to ensure that they are sufficiently sized
Inspect chain drive adjustments
If any problems are found issue work request

PM4476-DXAC0001 Preventive Maintenance - Direct Expansion AC Unit 90-Day: Direct Expansion Unit Package, Stand-
Alone or Split-Type, Air-Cooled, Direct-Driven

Check operation and controls.  If any problems are found issue work request.

Lubricate condenser fan as necessary
Lubricate blower motor as necessary

180-Day: Direct Expansion Unit Package, Stand-
Alone or Split-Type, Air-Cooled, Thru The Wall 
Unit

Check operation and controls.  If any problems are found issue work request

Lubricate condenser fan as necessary
Lubricate blower motor as necessary
Check suction and discharge pressure

365-Day: Direct Expansion Unit Package, Stand-
Alone or Split-Type, Air-Cooled, Direct-Driven

Check operation and controls.  If any problems are found issue work request

Lubricate condenser fan as necessary
Lubricate blower motor as necessary
Check suction and discharge pressure
Clean condenser and evaporator coils
Check safety interlocks

PM4476-EAF0003 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan, Direct-Drive Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
If any problems are found issue work request

PM4476-EAF0004 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan, Direct-Drive Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
If any problems are found issue work request

PM4476-EAF0005 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan, Direct-Drive Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
If any problems are found issue work request

PM4476-ELEV0001 Preventive Maintenance - Cable Elevator 30-Day: Cable Elevator with Computer Controls Verify operation of all safety edges

Verify operation of emergency telephone
Check and clean all electrical panels
Inspect and lubricate governors
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Check brushes on drive motors
Check sensitivity of door closure pressure
Inspect hoistways and car top

PM4476-EROOM0001 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4476-EROOM0002 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4476-EROOM0003 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4476-EROOM0004 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4476-FAS0001 Preventive Maintenance - Fire Alarm System 30-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions

180-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions
Verify operation of all pull stations and bells
Clean, test, and calibrate smoke detectors if applicable

PM4476-FILT0001 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4476-FILT0002 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4476-FILT0003 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4476-FILT0004 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4476-FILT0005 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4476-FILT0006 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4476-FILT0007 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4476-FILT0008 Preventive Maintenance - Filters 30-Day: Filter PM Check Filters, change if necessary
PM4476-FILT0009 Preventive Maintenance - Filters 30-Day: Filter PM Check Filters, change if necessary
PM4476-FILT0010 Preventive Maintenance - Filters 30-Day: Filter PM Check Filters, change if necessary
PM4476-FILT0011 Preventive Maintenance - Filters 30-Day: Filter PM Check Filters, change if necessary
PM4476-FILT0012 Preventive Maintenance - Filters 30-Day: Filter PM Check Filters, change if necessary
PM4476-FILT0013 Preventive Maintenance - Filters 30-Day: Filter PM Check Filters, change if necessary
PM4476-FILT0014 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4476-FILT0015 Preventive Maintenance - Filters 30-Day: Filter PM Check Filters, change if necessary
PM4476-GEN0001 Preventive Maintenance - Emergency Generator 30-Day: Generator Notify building manager of intent to perform generator maintenance prior to 

operating generator.
Seal off all necessary components of building ventilation system in order to 
prevent entry of fumes into building.
Check operation and controls.  If any problems are found issue work request

Check filters if applicable, change if necessary
Check belts if applicable, change if necessary.
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Check coolant if applicable, add or change if necessary.
Check stop switch and emergency alarm bell.
Lubricate as necessary
Tighten all bolts
Check oil, add or change if necessary
Check voltage.
Check battery
Check connections and battery charger
Verify day tank's fuel level is topped off between float ranges, if applicable.

90-Day: Generator Notify building manager of intent to perform generator maintenance prior to 
operating generator.
Seal off all necessary components of building ventilation system in order to 
prevent entry of fumes into building.
Check operation and controls.  If any problems are found issue work request

Check filters if applicable, change if necessary
Check belts if applicable, change if necessary.
Check coolant if applicable, add or change if necessary.
Check stop switch and emergency alarm bell.
Lubricate as necessary
Tighten all bolts
Check oil, add or change if necessary
Check voltage.
Check battery
Check connections and battery charger
Check generator output
Verify day tank's fuel level is topped off between float ranges, if applicable.

365-Day: Generator Notify building manager of intent to perform generator maintenance prior to 
operating generator.
Seal off all necessary components of building ventilation system in order to 
prevent entry of fumes into building.
Check operation and controls.  If any problems are found issue work request

Check filters if applicable, change if necessary
Check belts if applicable, change if necessary.
Check coolant if applicable, add or change if necessary.
Check stop switch and emergency alarm bell.
Lubricate as necessary
Tighten all bolts
Check oil, add or change if necessary
Check voltage.
Check battery
Check connections and battery charger
Check generator output
Winterize system
Verify continuity of generator ground, including the fuel tank ground
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Verify day tank's fuel level is topped off between float ranges, if applicable.

PM4476-HST0002 Preventive Maintenance - Cranes and Hoists 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4476-HST0003 Preventive Maintenance - Cranes and Hoists 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4476-HST0004 Preventive Maintenance - Cranes and Hoists 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4476-HWP0001 Preventive Maintenance - Hot Water Pump 365-Day: Hot Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary
Check drive coupling

PM4476-HWP0002 Preventive Maintenance - Hot Water Pump 365-Day: Hot Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary
Check drive coupling

PM4476HWTR0001 Preventive Maintenance - Hot Water Treatment 7-day Hot Water Treatment PM Perform testing on hot water system
Add chemicals if needed

PM4476LIGHTS Preventive Maintenance - Exterior Lighting 90-Day Exterior Lighting Inspection Inspect all Exterior Building Lighting
Inspect all Parking Lot Lighting
Report Findings to Electrical Supervisor

PM4476-LROD0001 Preventive Maintenance - Lightning Protection System 365 Day: Lightning Protection System Measure and record resistance readings

Inspect rods, cables, and fasteners
Attach and turn in ground readings with PM sheet

PM4476-LTS0001 Preventive Maintenance - Aircraft Lights 30-Day: Aircraft/Aviation Lights Verify operation
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PM4476-LTS0002 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test

Check condition of lamps
365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4476-LTS0003 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4476-LTS0004 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4476-LTS0005 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4476-LTS0006 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4476-LTS0007 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4476-LTS0008 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4476-LTS0010 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals
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30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head

Perform 30 second light operational test
PM4476-LTS0011 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head

Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4476-LTS0012 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4476-LTS0013 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4476-LTS0014 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4476-LTS0015 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4476-LTS0016 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
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Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4476-LTS0017 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4476-LTS0019 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4476-LTS0020 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4476-LTS0021 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4476-LTS0022 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test



NNM08AA54C
ATTACHMENT J-24

PREVENTIVE MAINTENANCE

Page 260 of 1447

PMNUM PM DESCRIPTION  TASK DESCRIPTION
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4476-LTS0023 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4476-LTS0024 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4476-LTS0025 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4476-LTS0026 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4476-MTS0001 Preventive Maintenance - Manual Transfer Switch 180-Day: Manual Transfer Switch Exercise transfer switch
365-Day: Manual Transfer Switch Exercise transfer switch

Clean equipment
Check all contacts and connections

PM4476-ODT0001 Preventive Maintenance - Oxygen Detection System 30-Day: Oxygen Detection System, Dry Cell Type Perform visual inspection

Verify ODT is required at this location.  If unit is not needed issue work 
request to remove unit

180-Day: Oxygen Detection System, Dry Cell 
Type

Perform visual inspection
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Calibrate system
Check all alarm points
Verify ODT is still required at this location.  If unit is not needed issue work 
request to remove unit

PM4476-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.
Apply insecticides or poisons as required.
Complete chemical applications records.

PM4476-PNL0001 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 
Davis)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4476-PNL0002 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4476-PNL0003 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4476-PNL0004 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4476-PNL0005 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4476-PNL0006 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4476-PNL0007 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4476-PNL0008 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4476-PNL0009 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4476-PNL0010 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4476-PNL0011 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4476-PNL0012 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4476-PNL0013 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4476-PNL0014 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times
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Install knockout hole plugs as necessary

PM4476-PNL0015 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 
Davis)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4476-PNL0016 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4476-PNL0017 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4476-PNL0018 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4476-PNL0019 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4476-PNL0020 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4476-PNL0021 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4476-PNL0022 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4476-PNL0023 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4476-PNL0024 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4476-PNL0025 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4476-PNL0026 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4476-PNL0027 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4476-PNL0028 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4476-PNL0029 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4476-PNL0030 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times
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Install knockout hole plugs as necessary

PM4476-PNL0031 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 
Davis)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4476-PNL0032 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4476-PNL0033 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4476-PNL0034 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4476-PNL0035 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4476-PNL0036 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4476-PNL0037 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4476-PNL0038 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4476-PNL0039 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4476-RAF0001 Preventive Maintenance - Return Air Fan 90-Day: Supply or Return Air Fan (Night-Shift) Check operation and controls

180-Day: Supply or Return Air Fan (Night-Shift) Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate as necessary

PM4476-RAF0002 Preventive Maintenance - Return Air Fan 90-Day: Supply or Return Air Fan (Night-Shift) Check operation and controls

180-Day: Supply or Return Air Fan (Night-Shift) Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate as necessary

PM4476-RAF0003 Preventive Maintenance - Return Air Fan 90-Day: Supply or Return Air Fan (Night-Shift) Check operation and controls

180-Day: Supply or Return Air Fan (Night-Shift) Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate as necessary

PM4476-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4476-ROOF0002 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
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PM4476-ROOF0003 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4476-ROOF0004 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4476-RV0001 Preventive Maintenance - Relief Valves 365-Day: Relief Valve PM Service and Tag Relief Valve
PM4476-SPMP001 Preventive Maintenance - Sump Pump 30-Day: Sump Pump Check operation and controls.  If any problems are found issue work request

180-Day: Sump Pump Check operation and controls.  If any problems are found issue work request

Lubricate as necessary
Check coupling and drives

PM4476-SPR0001 Preventive Maintenance - Sprinkler System 30-Day: Wet Sprinkler System PM Perform PM 
90-Day: Wet Sprinkler System PM Perform PM 
365-Day: Wet Sprinkler System PM Perform PM 

PM4476-UPS0001 Preventive Maintenance - UPS Power System 90-Day: UPS System Perform visual safety check
Check amperage and voltage

180-Day: UPS System Perform visual safety check
Check amperage and voltage
Check operation and controls

365-Day: UPS System Perform visual safety check
Check amperage and voltage
Check operation and controls
Check termination points
Inspect and clean all modules

PM4477-AH0001 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4477-EROOM0001 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4477-FAS0001 Preventive Maintenance - Fire Alarm System 30-Day: Fire Alarm System Inspect panel
30-Day: Fire Alarm System Inspect smoke detectors for damage and obstructions
180-Day: Fire Alarm System Inspect panel

Inspect smoke detectors for damage and obstructions
Verify operation of all pull stations and bells
Clean, test, and calibrate smoke detectors if applicable

PM4477-FILT0001 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4477LIGHTS Preventive Maintenance - Exterior Lighting 90-Day Exterior Lighting Inspection Inspect all Exterior Building Lighting

Inspect all Parking Lot Lighting
Report Findings to Electrical Supervisor

PM4477-LTS0001 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals
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30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head

Perform 30 second light operational test
PM4477-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.

Apply insecticides or poisons as required.
Complete chemical applications records.

PM4477-PNL0001 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 
Davis)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4477-PNL0002 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4477-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4477-ROOF0002 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4477-SPR0001 Preventive Maintenance - Sprinkler System 30-Day: Wet Sprinkler System PM Perform PM 

90-Day: Wet Sprinkler System PM Perform PM 
365-Day: Wet Sprinkler System PM Perform PM 

PM4478LIGHTS Preventive Maintenance - Exterior Lighting 90-Day Exterior Lighting Inspection Inspect all Exterior Building Lighting
Inspect all Parking Lot Lighting
Report Findings to Electrical Supervisor

PM4478-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.
Apply insecticides or poisons as required.
Complete chemical applications records.

PM4478-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4479-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.

Apply insecticides or poisons as required.
Complete chemical applications records.

PM4479-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4480-DOOR0001 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM Inspect lifting cables

Inspect drive mechanism
Inspect brake settings if applicable.
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect chain drive adjustments
If any problems are found issue work request

PM4480-FAS0001 Preventive Maintenance - Fire Alarm System 30-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions

180-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions
Verify operation of all pull stations and bells
Clean, test, and calibrate smoke detectors if applicable

PM4480LIGHTS Preventive Maintenance - Exterior Lighting 90-Day Exterior Lighting Inspection Inspect all Exterior Building Lighting
Inspect all Parking Lot Lighting
Report Findings to Electrical Supervisor

PM4480-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.
Apply insecticides or poisons as required.
Complete chemical applications records.
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PM4480-PNL0001 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4480-PNL0002 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4480-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4481-ACFLT0003 Preventive Maintenance - Air Compressor Filter Change 365-Day: Air Compressor Filter Change Replace Filter(s) on air compressor unit.

PM4481-ACFLT0004 Preventive Maintenance - Air Compressor Filter Change 365-Day: Air Compressor Filter Change Replace Filter(s) on air compressor unit.

PM4481-ACMP0003 Preventive Maintenance - Air Compressor Control 90-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check Belts.  Change if necessary.

180-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

365-Day: Air Compressor (Post RCM) Drain Tank.  If unit has automatic drain then cycle drain.
Check oil and oil filter. Change as necessary.
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

PM4481-ACMP0004 Preventive Maintenance - Air Compressor Control 90-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check Belts.  Change if necessary.

180-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

365-Day: Air Compressor (Post RCM) Drain Tank.  If unit has automatic drain then cycle drain.
Check oil and oil filter. Change as necessary.
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

PM4481-ADRY0002 Preventive Maintenance - Air Dryer 60-Day: Air Dryer, Refrigerant Type (w/ sealed 
condenser motor)

Check operation and controls.  If any problems found then issue work 
request.
Drain and flush
Drain water separator

180-Day: Air Dryer, Refrigerant Type (w/ sealed 
condenser motor)

Check operation and controls.  If any problems are found then issue work 
request.
Drain and flush
Drain water separator
Clean condenser coils
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PM4481-ADRY0003 Preventive Maintenance - Air Dryer 60-Day: Air Dryer, Refrigerant Type (w/ sealed 

condenser motor)
Check operation and controls.  If any problems found then issue work 
request.
Drain and flush
Drain water separator

180-Day: Air Dryer, Refrigerant Type (w/ sealed 
condenser motor)

Check operation and controls.  If any problems are found then issue work 
request.
Drain and flush
Drain water separator
Clean condenser coils

PM4481-AH0001 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4481-BFP0001 Preventive Maintenance - Back Flow Preventer 90-Day: Back Flow Preventer Check Operations
PM4481-CHWP0001 Preventive Maintenance - Chill Water Pump 365-Day Chilled Water Pump Check for proper operation of pump.  If any problems are found issue work 

request
Check for leaks on suction and discharge piping, seals, packing glands; make 
minor repairs as necessary.
Lubricate pump and motor as necessary.
Check drive coupling

PM4481-CHWP0002 Preventive Maintenance - Chill Water Pump 365-Day Chilled Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands; make 
minor repairs as necessary.
Lubricate pump and motor as necessary.
Check drive coupling

PM4481-CHWP0003 Preventive Maintenance - Chill Water Pump 365-Day Chilled Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands; make 
minor repairs as necessary.
Lubricate pump and motor as necessary.
Check drive coupling

PM4481-EROOM0001 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4481-FAS0001 Preventive Maintenance - Fire Alarm System 30-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions

180-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions
Verify operation of all pull stations and bells
Clean, test, and calibrate smoke detectors if applicable

PM4481-FILT0001 Preventive Maintenance - Filters 90-Day Filter PM  (Night-Shift) Check filters, change if necessary
PM4481-HST0002 Preventive Maintenance - Cranes and Hoists 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
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Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4481-HWP0001 Preventive Maintenance - Hot Water Pump 365-Day: Hot Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary
Check drive coupling

PM4481HWTR0001 Preventive Maintenance - Hot Water Treatment 7-day Hot Water Treatment PM Perform testing on hot water system
Add chemicals if needed

PM4481HWTR0003 Preventive Maintenance - Hot Water Treatment (Off-
season)

7-day Hot Water Treatment PM (Off-season) Perform testing on hot water system

Add chemicals if needed
PM4481HWTR0004 Preventive Maintenance - Hot Water Treatment (Off-

season)
30-day Hot Water PM (Off-season) Notify Water Treatment Tech when performing PM (4-1058, 4-6020)

Open all necessary valves (Supply/Control/Makeup)
Check to make sure makeup water is on
Check to make sure system is filled
Coordinate operation with UCS
Turn on circulation pumps and run for 48 hours
Shut down pumps and close all necessary valves

PM4481LIGHTS Preventive Maintenance - Exterior Lighting 90-Day Exterior Lighting Inspection Inspect all Exterior Building Lighting
Inspect all Parking Lot Lighting
Report Findings to Electrical Supervisor

PM4481-LTS0015 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4481-LTS0016 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4481-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.
Apply insecticides or poisons as required.
Complete chemical applications records.

PM4481-PNL0015 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 
Davis)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
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PM4481-PNL0016 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4481-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4481-ROOF0002 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4481-ROOF0003 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4481-ROOF0004 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4481-RV0003 Preventive Maintenance - Relief Valves 365-Day: Relief Valve PM Service and Tag Relief Valve
PM4481-RV0004 Preventive Maintenance - Relief Valves 365-Day: Relief Valve PM Service and Tag Relief Valve
PM4481-SPMP001A Preventive Maintenance - Sump Pump 30-Day: Sump Pump Check operation and controls.  If any problems are found issue work request

180-Day: Sump Pump Check operation and controls.  If any problems are found issue work request

Lubricate as necessary
Check coupling and drives

PM4481-SPMP001B Preventive Maintenance - Sump Pump 30-Day: Sump Pump Check operation and controls.  If any problems are found issue work request

180-Day: Sump Pump Check operation and controls.  If any problems are found issue work request

Lubricate as necessary
Check coupling and drives

PM4481-SPR0001 Preventive Maintenance - Sprinkler System 30-Day: Dry Sprinkler System PM Perform PM 
90-Day: Dry Sprinkler System PM Perform PM 
365-Day: Dry Sprinkler System PM Perform PM 

PM4481-SPR0002 Preventive Maintenance - Sprinkler System 30-Day: Dry Sprinkler System PM Perform PM 
90-Day: Dry Sprinkler System PM Perform PM 
365-Day: Dry Sprinkler System PM Perform PM 

PM4481-SPR0003 Preventive Maintenance - Sprinkler System 30-Day: Dry Sprinkler System PM Perform PM 
90-Day: Dry Sprinkler System PM Perform PM 
365-Day: Dry Sprinkler System PM Perform PM 

PM4482-ACFLT0001 Preventive Maintenance - Air Compressor Filter Change 365-Day: Air Compressor Filter Change Replace Filter(s) on air compressor unit.

PM4482-ACMP0001 Preventive Maintenance - Air Compressor Control 90-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check Belts.  Change if necessary.

180-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

365-Day: Air Compressor (Post RCM) Drain Tank.  If unit has automatic drain then cycle drain.
Check oil and oil filter. Change as necessary.
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

PM4482-DOOR0002 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM (w/o lifting cables) Inspect drive mechanism
Inspect brake settings if applicable
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Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect Mounts to ensure that they are sufficiently sized
Inspect chain drive adjustments
If any problems are found issue work request

PM4482-EAF0001 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan, Direct-Drive Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
If any problems are found issue work request

PM4482-EAF0002 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan, Direct-Drive Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
If any problems are found issue work request

PM4482-EAF0003 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan, Direct-Drive Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
If any problems are found issue work request

PM4482-HWP0001 Preventive Maintenance - Hot Water Pump 365-Day: Hot Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary
Check drive coupling

PM4482LIGHTS Preventive Maintenance - Exterior Lighting 90-Day Exterior Lighting Inspection Inspect all Exterior Building Lighting
Inspect all Parking Lot Lighting
Report Findings to Electrical Supervisor

PM4482-MTS0001 Preventive Maintenance - Manual Transfer Switch 180-Day: Manual Transfer Switch Exercise transfer switch
365-Day: Manual Transfer Switch Exercise transfer switch

Clean equipment
Check all contacts and connections

PM4482-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.
Apply insecticides or poisons as required.
Complete chemical applications records.

PM4482-PNL0001 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 
Davis)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4482-PNL0002 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4482-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4482-RV0001 Preventive Maintenance - Relief Valves 365-Day: Relief Valve PM Service and Tag Relief Valve
PM4483-ACFLT0001 Preventive Maintenance - Air Compressor Filter Change 365-Day: Air Compressor Filter Change Replace Filter(s) on air compressor unit.

PM4483-ACFLT0002 Preventive Maintenance - Air Compressor Filter Change 365-Day: Air Compressor Filter Change Replace Filter(s) on air compressor unit.

PM4483-ACFLT0003 Preventive Maintenance - Air Compressor Filter Change 365-Day: Air Compressor Filter Change Replace Filter(s) on air compressor unit.
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PM4483-ACMP0001 Preventive Maintenance - Air Compressor Control 90-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.

Check oil, add or change if necessary
Lubricate as necessary
Check Belts.  Change if necessary.

180-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

365-Day: Air Compressor (Post RCM) Drain Tank.  If unit has automatic drain then cycle drain.
Check oil and oil filter. Change as necessary.
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

PM4483-ACMP0002 Preventive Maintenance - Air Compressor Control 90-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check Belts.  Change if necessary.

180-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

365-Day: Air Compressor (Post RCM) Drain Tank.  If unit has automatic drain then cycle drain.
Check oil and oil filter. Change as necessary.
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

PM4483-ACMP0003 Preventive Maintenance - Air Compressor Control 90-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check Belts.  Change if necessary.

180-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

365-Day: Air Compressor (Post RCM) Drain Tank.  If unit has automatic drain then cycle drain.
Check oil and oil filter. Change as necessary.
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

PM4483-ADRY0001 Preventive Maintenance - Air Dryer 60-Day: Air Dryer, Refrigerant Type (w/ sealed 
condenser motor)

Check operation and controls.  If any problems found then issue work 
request.
Drain and flush
Drain water separator

180-Day: Air Dryer, Refrigerant Type (w/ sealed 
condenser motor)

Check operation and controls.  If any problems are found then issue work 
request.
Drain and flush
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Drain water separator
Clean condenser coils

PM4483-DOOR0001 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM Inspect lifting cables
Inspect drive mechanism
Inspect brake settings if applicable.
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect chain drive adjustments
If any problems are found issue work request

PM4483-DOOR0002 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM Inspect lifting cables
Inspect drive mechanism
Inspect brake settings if applicable.
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect chain drive adjustments
If any problems are found issue work request

PM4483-DOOR0003 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM Inspect lifting cables
Inspect drive mechanism
Inspect brake settings if applicable.
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect chain drive adjustments
If any problems are found issue work request

PM4483-DOOR0004 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM Inspect lifting cables
Inspect drive mechanism
Inspect brake settings if applicable.
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect chain drive adjustments
If any problems are found issue work request

PM4483-DOOR0005 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM Inspect lifting cables
Inspect drive mechanism
Inspect brake settings if applicable.
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect chain drive adjustments
If any problems are found issue work request

PM4483-DOOR0006 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM Inspect lifting cables
Inspect drive mechanism
Inspect brake settings if applicable.
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect chain drive adjustments
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If any problems are found issue work request

PM4483-DOOR0007 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM Inspect lifting cables
Inspect drive mechanism
Inspect brake settings if applicable.
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect chain drive adjustments
If any problems are found issue work request

PM4483-DOOR0008 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM Inspect lifting cables
Inspect drive mechanism
Inspect brake settings if applicable.
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect chain drive adjustments
If any problems are found issue work request

PM4483-DOOR0009 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM Inspect lifting cables
Inspect drive mechanism
Inspect brake settings if applicable.
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect chain drive adjustments
If any problems are found issue work request

PM4483-DOOR0010 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM Inspect lifting cables
180-Day Roll-Up Door PM Inspect drive mechanism
180-Day Roll-Up Door PM Inspect brake settings if applicable.
180-Day Roll-Up Door PM Check master link on chains
180-Day Roll-Up Door PM Visually inspect alignment of tracks
180-Day Roll-Up Door PM Lubricate tracks as necessary
180-Day Roll-Up Door PM Inspect chain drive adjustments
180-Day Roll-Up Door PM If any problems are found issue work request

PM4483-DOOR0011 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM Inspect lifting cables
Inspect drive mechanism
Inspect brake settings if applicable.
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect chain drive adjustments
If any problems are found issue work request

PM4483-DOOR0013 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM Inspect lifting cables
Inspect drive mechanism
Inspect brake settings if applicable.
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect chain drive adjustments
If any problems are found issue work request
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PM4483-DOOR0014 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM Inspect lifting cables

Inspect drive mechanism
Inspect brake settings if applicable.
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect chain drive adjustments
If any problems are found issue work request

PM4483-DOOR0015 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM Inspect lifting cables
Inspect drive mechanism
Inspect brake settings if applicable.
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect chain drive adjustments
If any problems are found issue work request

PM4483-DOOR0016 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM Inspect lifting cables
Inspect drive mechanism
Inspect brake settings if applicable.
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect chain drive adjustments
If any problems are found issue work request

PM4483-DOOR0017 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM Inspect lifting cables
Inspect drive mechanism
Inspect brake settings if applicable.
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect chain drive adjustments
If any problems are found issue work request

PM4483-DOOR0018 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM Inspect lifting cables
Inspect drive mechanism
Inspect brake settings if applicable.
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect chain drive adjustments
If any problems are found issue work request

PM4483-DOOR0019 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM Inspect lifting cables
Inspect drive mechanism
Inspect brake settings if applicable.
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect chain drive adjustments
If any problems are found issue work request

PM4483-DOOR0020 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM Inspect lifting cables
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Inspect drive mechanism
Inspect brake settings if applicable.
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect chain drive adjustments
If any problems are found issue work request

PM4483-DOOR0021 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM Inspect lifting cables
Inspect drive mechanism
Inspect brake settings if applicable.
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect chain drive adjustments
If any problems are found issue work request

PM4483-DOOR0022 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM Inspect lifting cables
Inspect drive mechanism
Inspect brake settings if applicable.
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect chain drive adjustments
If any problems are found issue work request

PM4483-DOOR0023 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM Inspect lifting cables
Inspect drive mechanism
Inspect brake settings if applicable.
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect chain drive adjustments
If any problems are found issue work request

PM4483-DOOR0024 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM Inspect lifting cables
Inspect drive mechanism
Inspect brake settings if applicable.
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect chain drive adjustments
If any problems are found issue work request

PM4483-DOOR0025 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM Inspect lifting cables
Inspect drive mechanism
Inspect brake settings if applicable.
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect chain drive adjustments
If any problems are found issue work request
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PM4483-DXAC0001 Preventive Maintenance - Direct Expansion AC Unit 90-Day: Direct Expansion Unit Package, Split-

Type, Air-Cooled, Belt-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
180-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
365-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Clean condenser and evaporator coils
Check safety interlocks

PM4483-EAF0001 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan, Direct-Drive Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
If any problems are found issue work request

PM4483-EROOM0001 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4483-EW0001 Preventive Maintenance - EyeWash 30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4483-EW0002 Preventive Maintenance - EyeWash 30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4483-FAS0001 Preventive Maintenance - Fire Alarm System 30-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions

180-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions
Verify operation of all pull stations and bells
Clean, test, and calibrate smoke detectors if applicable

PM4483-FILT0001 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4483LIGHTS Preventive Maintenance - Exterior Lighting 90-Day Exterior Lighting Inspection Inspect all Exterior Building Lighting

Inspect all Parking Lot Lighting
Report Findings to Electrical Supervisor

PM4483-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.
Apply insecticides or poisons as required.
Complete chemical applications records.

PM4483-PNL0001 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 
Davis)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4483-PNL0002 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times
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Install knockout hole plugs as necessary

PM4483-PNL0003 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 
Davis)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4483-PNL0004 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4483-PNL0005 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4483-PNL0006 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4483-PNL0007 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4483-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4483-RV0001 Preventive Maintenance - Relief Valves 365-Day: Relief Valve PM Service and Tag Relief Valve
PM4483-RV0002 Preventive Maintenance - Relief Valves 365-Day: Relief Valve PM Service and Tag Relief Valve
PM4483-RV0003 Preventive Maintenance - Relief Valves 365-Day: Relief Valve PM Service and Tag Relief Valve
PM4483-SHEW0001 Preventive Maintenance - Safety Shower and Eyewash 

Station
30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4485-ACFLT0001 Preventive Maintenance - Air Compressor Filter Change 365-Day: Air Compressor Filter Change Replace Filter(s) on air compressor unit.

PM4485-ACFLT0003 Preventive Maintenance - Air Compressor Filter Change 365-Day: Air Compressor Filter Change Replace Filter(s) on air compressor unit.

PM4485-ACMP0001 Preventive Maintenance - Air Compressor Control 90-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check Belts.  Change if necessary.

180-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

365-Day: Air Compressor (Post RCM) Drain Tank.  If unit has automatic drain then cycle drain.
Check oil and oil filter. Change as necessary.
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

PM4485-ACMP0003 Preventive Maintenance - Air Compressor Control 90-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check Belts.  Change if necessary.

180-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
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Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

365-Day: Air Compressor (Post RCM) Drain Tank.  If unit has automatic drain then cycle drain.
Check oil and oil filter. Change as necessary.
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

PM4485-ADRY0001 Preventive Maintenance - Air Dryer 60-Day: Air Dryer, Refrigerant Type (w/o 
Condenser Fan)

Check operation and controls.  If any problems found then issue work 
request.
Drain and flush
Drain water separator

180-Day: Air Dryer, Refrigerant Type (w/o 
Condenser Fan)

Check operation and controls.  If any problems found then issue work 
request.
Drain and flush
Drain water separator
Clean condenser coils

PM4485-AH0001 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4485-AH0002 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4485-AH001A Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4485-AH002A Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4485-BFP0001 Preventive Maintenance - Back Flow Preventer 90-Day: Back Flow Preventer Check Operations
PM4485-CHWP0001 Preventive Maintenance - Chill Water Pump 365-Day Chilled Water Pump Check for proper operation of pump.  If any problems are found issue work 

request
Check for leaks on suction and discharge piping, seals, packing glands; make 
minor repairs as necessary.
Lubricate pump and motor as necessary.
Check drive coupling

PM4485-CHWP0002 Preventive Maintenance - Chill Water Pump 365-Day Chilled Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands; make 
minor repairs as necessary.
Lubricate pump and motor as necessary.
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Check drive coupling

PM4485-CHWP0003 Preventive Maintenance - Chill Water Pump 365-Day Chilled Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands; make 
minor repairs as necessary.
Lubricate pump and motor as necessary.
Check drive coupling

PM4485-DOOR0001 Preventive Maintenance - Electric Personnel Door 30-Day Personnel Doors, Electric Check operation and controls.  If any problems are found issue work request.

Clean photocells and check range
Check door closure pressure
Clean tracks and check for proper alignment
Check tolerances on locking mechanisms
Check emergency release mechanisms (where applicable)

PM4485-EROOM0001 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4485-EROOM0002 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4485-EROOM0004 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4485-EROOM0005 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4485-FAS0001 Preventive Maintenance - Fire Alarm System 30-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions

180-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions
Verify operation of all pull stations and bells
Clean, test, and calibrate smoke detectors if applicable

PM4485-FILT0001 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4485-FILT0002 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4485-FILT001A Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4485-FILT002A Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4485-HWP0001 Preventive Maintenance - Hot Water Pump 365-Day: Hot Water Pump Check for proper operation of pump.  If any problems are found issue work 

request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary
Check drive coupling

PM4485-HWP0002 Preventive Maintenance - Hot Water Pump 365-Day: Hot Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
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Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary
Check drive coupling

PM4485HWTR0001 Preventive Maintenance - Hot Water Treatment 7-day Hot Water Treatment PM Perform testing on hot water system
Add chemicals if needed

PM4485LIGHTS Preventive Maintenance - Exterior Lighting 90-Day Exterior Lighting Inspection Inspect all Exterior Building Lighting
Inspect all Parking Lot Lighting
Report Findings to Electrical Supervisor

PM4485-LTS0001 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4485-LTS0002 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4485-LTS0003 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4485-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.
Apply insecticides or poisons as required.
Complete chemical applications records.

PM4485-PNL0001 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 
Davis)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4485-PNL0002 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4485-PNL0003 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
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PM4485-PNL0004 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4485-PNL0005 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4485-PNL0006 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4485-PNL0007 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4485-PNL0008 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4485-PNL0009 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4485-PNL0010 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4485-PNL0011 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4485-PNL0012 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4485-PNL0013 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4485-PNL0014 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4485-PNL0015 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4485-PNL0016 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4485-PNL0017 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4485-PNL0018 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4485-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4485-ROOF0002 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4485-ROOF0003 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
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PM4485-RV0001 Preventive Maintenance - Relief Valves 365-Day: Relief Valve PM Service and Tag Relief Valve
PM4485-RV0003 Preventive Maintenance - Relief Valves 365-Day: Relief Valve PM Service and Tag Relief Valve
PM4485-SPR0001 Preventive Maintenance - Sprinkler System 30-Day: Dry Sprinkler System PM Perform PM 

90-Day: Dry Sprinkler System PM Perform PM 
365-Day: Dry Sprinkler System PM Perform PM 

PM4487A-ACFLT0001 Preventive Maintenance - Air Compressor Filter Change 365-Day: Air Compressor Filter Change Replace Filter(s) on air compressor unit.

PM4487A-ACFLT0003 Preventive Maintenance - Air Compressor Filter Change 365-Day: Air Compressor Filter Change Replace Filter(s) on air compressor unit.

PM4487A-ACFLT0004 Preventive Maintenance - Air Compressor Filter Change 365-Day: Air Compressor Filter Change Replace Filter(s) on air compressor unit.

PM4487A-ACMP0001 Preventive Maintenance - Air Compressor Control 90-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check Belts.  Change if necessary.

180-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

365-Day: Air Compressor (Post RCM) Drain Tank.  If unit has automatic drain then cycle drain.
Check oil and oil filter. Change as necessary.
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

PM4487A-ACMP0003 Preventive Maintenance - Air Compressor Control 90-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check Belts.  Change if necessary.

180-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

365-Day: Air Compressor (Post RCM) Drain Tank.  If unit has automatic drain then cycle drain.
Check oil and oil filter. Change as necessary.
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

PM4487A-ACMP0004 Preventive Maintenance - Air Compressor Control 90-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check Belts.  Change if necessary.

180-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

365-Day: Air Compressor (Post RCM) Drain Tank.  If unit has automatic drain then cycle drain.
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Check oil and oil filter. Change as necessary.
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

PM4487A-ADRY0001 Preventive Maintenance - Air Dryer 60-Day: Air Dryer, Refrigerant Type (w/o 
Condenser Fan)

Check operation and controls.  If any problems found then issue work 
request.
Drain and flush
Drain water separator

180-Day: Air Dryer, Refrigerant Type (w/o 
Condenser Fan)

Check operation and controls.  If any problems found then issue work 
request.
Drain and flush
Drain water separator
Clean condenser coils

PM4487A-ADRY0002 Preventive Maintenance - Air Dryer 60-Day: Air Dryer, Refrigerant Type (w/o 
Condenser Fan)

Check operation and controls.  If any problems found then issue work 
request.
Drain and flush
Drain water separator

180-Day: Air Dryer, Refrigerant Type (w/o 
Condenser Fan)

Check operation and controls.  If any problems found then issue work 
request.
Drain and flush
Drain water separator
Clean condenser coils

PM4487A-AH0001 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4487A-AH0002 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4487A-AH0003 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4487A-AH0004 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4487A-AH0005 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4487A-AH0006 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
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Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4487A-AH0010 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4487A-AH0019A Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4487A-AH0019B Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4487A-AH0019C Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4487A-AH0022 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4487A-AH0027 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4487AB-ACFLT0002 Preventive Maintenance - Air Compressor Filter Change 365-Day: Air Compressor Filter Change Replace Filter(s) on air compressor unit.

PM4487AB-ACMP0002 Preventive Maintenance - Air Compressor Control 90-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.

Check oil, add or change if necessary
Lubricate as necessary
Check Belts.  Change if necessary.

180-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

365-Day: Air Compressor (Post RCM) Drain Tank.  If unit has automatic drain then cycle drain.
Check oil and oil filter. Change as necessary.
Lubricate as necessary
Check belts, change if necessary
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Check filters, change if necessary

PM4487AB-ADRY0001 Preventive Maintenance - Air Dryer 60-Day: Air Dryer, Refrigerant Type (w/ sealed 
condenser motor)

Check operation and controls.  If any problems found then issue work 
request.
Drain and flush
Drain water separator

180-Day: Air Dryer, Refrigerant Type (w/ sealed 
condenser motor)

Check operation and controls.  If any problems are found then issue work 
request.
Drain and flush
Drain water separator
Clean condenser coils

PM4487AB-AH0001 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4487AB-AH0002 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4487AB-AH0020 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4487AB-AH0021 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4487AB-AH0022 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4487A-BATB0001 Preventive Maintenance - Battery Bank 30-Day: Battery Bank, Wet Cell (UPS) Check and refill battery
Check connections
Clean and lubricate terminals
Clean battery if necessary
Check operation and controls
Take specific gravity and voltage readings
Check pilot cell temperature

PM4487A-BATB0002 Preventive Maintenance - Battery Bank 30-Day: Battery Bank, Wet Cell (UPS) Check and refill battery
Check connections
Clean and lubricate terminals
Clean battery if necessary
Check operation and controls
Take specific gravity and voltage readings
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Check pilot cell temperature

PM4487AB-BATB0001 Preventive Maintenance - Battery Bank 30-Day: Battery Bank, Wet Cell (UPS) Check and refill battery
Check connections
Clean and lubricate terminals
Clean battery if necessary
Check operation and controls
Take specific gravity and voltage readings
Check pilot cell temperature

PM4487AB-BFP0001 Preventive Maintenance - Back Flow Preventer 90-Day: Back Flow Preventer Check Operations
PM4487AB-CHWP0003 Preventive Maintenance - Chill Water Pump 365-Day Chilled Water Pump Check for proper operation of pump.  If any problems are found issue work 

request
Check for leaks on suction and discharge piping, seals, packing glands; make 
minor repairs as necessary.
Lubricate pump and motor as necessary.
Check drive coupling

PM4487AB-CRU0015 Preventive Maintenance - Computer Room Unit 90-Day Computer Room Type Air Handling Unit, 
Chill Water

Check operation and controls.  If any problems found then issue work 
request.
Lubricate blower motor as necessary
Check belts, change if necessary
Check and lubricate bearings as necessary
Check safety interlocks

PM4487AB-CRU0016 Preventive Maintenance - Computer Room Unit 90-Day Computer Room Type Air Handling Unit, 
Chill Water

Check operation and controls.  If any problems found then issue work 
request.
Lubricate blower motor as necessary
Check belts, change if necessary
Check and lubricate bearings as necessary
Check safety interlocks

PM4487AB-CRU0017 Preventive Maintenance - Computer Room Unit 90-Day Computer Room Type Air Handling Unit, 
Chill Water

Check operation and controls.  If any problems found then issue work 
request.
Lubricate blower motor as necessary
Check belts, change if necessary
Check and lubricate bearings as necessary
Check safety interlocks

PM4487AB-CRU0018 Preventive Maintenance - Computer Room Unit 90-Day Computer Room Type Air Handling Unit, 
Chill Water

Check operation and controls.  If any problems found then issue work 
request.
Lubricate blower motor as necessary
Check belts, change if necessary
Check and lubricate bearings as necessary
Check safety interlocks

PM4487AB-EAF0001 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan, Direct-Drive Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
If any problems are found issue work request

PM4487AB-EAF0002 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
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If any problems are found issue work request

PM4487AB-ELEV0001 Preventive Maintenance - Hydraulic Elevator 30-Day: Hydraulic Elevator with Automatic Gate Check and clean all electrical panels

Verify operation of emergency telephone
Inspect hoistways and car top
Check oil reservoir
Check sensitivity of door closure pressure

PM4487AB-EW0001 Preventive Maintenance - EyeWash 30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4487AB-FAC0001 Preventive Maintenance - Facilities Drill Press 90-Day Facilities Shop Equipment Check operation and controls.  If any problems are found issue work request

Lubricate as necessary
Check belts, change if necessary

PM4487AB-FAC0002 Preventive Maintenance - Facilities Band Saw 90-Day Facilities Shop Equipment Check operation and controls.  If any problems are found issue work request

Lubricate as necessary
Check belts, change if necessary

PM4487A-BFP0001 Preventive Maintenance - Back Flow Preventer 90-Day: Back Flow Preventer Check Operations
PM4487AB-HUM0001 Preventive Maintenance - Humidifier 90-Day Humidifier, Electric Generator Type Check operation and controls.  If any problems are found issue work request

Check canister for mineral build-up
Check fill valve
Check dump valve
Inspect Vapor hoses

PM4487AB-HUM0002 Preventive Maintenance - Humidifier 90-Day Humidifier, Electric Generator Type Check operation and controls.  If any problems are found issue work request

Check canister for mineral build-up
Check fill valve
Check dump valve
Inspect Vapor hoses

PM4487AB-HUM0003 Preventive Maintenance - Humidifier 90-Day Humidifier, Electric Generator Type Check operation and controls.  If any problems are found issue work request

Check canister for mineral build-up
Check fill valve
Check dump valve
Inspect Vapor hoses

PM4487AB-HWP0001 Preventive Maintenance - Hot Water Pump 365-Day: Hot Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary
Check drive coupling

PM4487AB-HWP0002 Preventive Maintenance - Hot Water Pump 365-Day: Hot Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
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Lubricate pump and motor as necessary
Check drive coupling

PM4487AB-HWP0003 Preventive Maintenance - Hot Water Pump 365-Day: Hot Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary
Check drive coupling

PM4487AB-LTS0001 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4487AB-LTS0002 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4487AB-LTS0003 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4487AB-LTS0004 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4487AB-LTS0005 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4487AB-LTS0006 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4487AB-PNL0001 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 
Davis)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
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PM4487AB-PNL0002 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4487AB-PNL0003 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4487AB-PNL0004 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4487AB-PNL0005 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4487AB-PNL0006 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4487AB-PNL0007 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4487AB-PNL0008 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4487AB-PNL0009 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4487AB-PNL0010 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4487AB-PNL0011 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4487AB-PNL0012 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4487AB-PNL0013 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4487AB-PNL0014 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4487AB-PNL0015 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4487AB-PNL0016 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4487AB-PNL0017 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
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PM4487AB-PNL0018 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4487AB-PNL0019 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4487AB-RAF0020 Preventive Maintenance - Return Air Fan 90-Day: Supply or Return Air Fan (Night-Shift) Check operation and controls

180-Day: Supply or Return Air Fan (Night-Shift) Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate as necessary

PM4487AB-RV0002 Preventive Maintenance - Relief Valves 365-Day: Relief Valve PM Service and Tag Relief Valve
PM4487AB-SH0001 Preventive Maintenance - Safety Shower 30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4487AB-SHEW0001 Preventive Maintenance - Safety Shower and Eyewash 
Station

30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4487AB-SPR0001 Preventive Maintenance - Sprinkler System 30-Day: Wet Sprinkler System PM Perform PM 
90-Day: Wet Sprinkler System PM Perform PM 
365-Day: Wet Sprinkler System PM Perform PM 

PM4487AB-VSC0001 Preventive Maintenance - Variable Speed Controller 365-Day: Variable Speed Controller Check for excessive heat, odors, noise and vibration.
Clean and check the general condition of variable speed drive panel.

PM4487AB-VSC0002 Preventive Maintenance - Variable Speed Controller 365-Day: Variable Speed Controller Check for excessive heat, odors, noise and vibration.
Clean and check the general condition of variable speed drive panel.

PM4487AB-VSC0003 Preventive Maintenance - Variable Speed Controller 365-Day: Variable Speed Controller Check for excessive heat, odors, noise and vibration.
Clean and check the general condition of variable speed drive panel.

PM4487AB-VSC0004 Preventive Maintenance - Variable Speed Controller 365-Day: Variable Speed Controller Check for excessive heat, odors, noise and vibration.
Clean and check the general condition of variable speed drive panel.

PM4487A-CHWP0001 Preventive Maintenance - Chill Water Pump 365-Day Chilled Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands; make 
minor repairs as necessary.
Lubricate pump and motor as necessary.
Check drive coupling

PM4487A-CHWP0002 Preventive Maintenance - Chill Water Pump 365-Day Chilled Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands; make 
minor repairs as necessary.
Lubricate pump and motor as necessary.
Check drive coupling

PM4487A-CRU0001 Preventive Maintenance - Computer Room Unit 90-Day Computer Room Type Air Handling Unit, 
Chill Water

Check operation and controls.  If any problems found then issue work 
request.
Lubricate blower motor as necessary
Check belts, change if necessary
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Check and lubricate bearings as necessary
Check safety interlocks

PM4487A-CRU0002 Preventive Maintenance - Computer Room Unit 90-Day Computer Room Type Air Handling Unit, 
Chill Water

Check operation and controls.  If any problems found then issue work 
request.
Lubricate blower motor as necessary
Check belts, change if necessary
Check and lubricate bearings as necessary
Check safety interlocks

PM4487A-CRU0003 Preventive Maintenance - Computer Room Unit 90-Day Computer Room Type Air Handling Unit, 
Chill Water

Check operation and controls.  If any problems found then issue work 
request.
Lubricate blower motor as necessary
Check belts, change if necessary
Check and lubricate bearings as necessary
Check safety interlocks

PM4487A-CRU0004 Preventive Maintenance - Computer Room Unit 90-Day Computer Room Type Air Handling Unit, 
Chill Water

Check operation and controls.  If any problems found then issue work 
request.
Lubricate blower motor as necessary
Check belts, change if necessary
Check and lubricate bearings as necessary
Check safety interlocks

PM4487A-CRU0005 Preventive Maintenance - Computer Room Unit 90-Day Computer Room Type Air Handling Unit, 
Chill Water

Check operation and controls.  If any problems found then issue work 
request.
Lubricate blower motor as necessary
Check belts, change if necessary
Check and lubricate bearings as necessary
Check safety interlocks

PM4487A-CRU0006 Preventive Maintenance - Computer Room Unit 90-Day Computer Room Type Air Handling Unit, 
Chill Water

Check operation and controls.  If any problems found then issue work 
request.
Lubricate blower motor as necessary
Check belts, change if necessary
Check and lubricate bearings as necessary
Check safety interlocks

PM4487A-CRU0007 Preventive Maintenance - Computer Room Unit 90-Day Computer Room Type Air Handling Unit, 
Chill Water

Check operation and controls.  If any problems found then issue work 
request.
Lubricate blower motor as necessary
Check belts, change if necessary
Check and lubricate bearings as necessary
Check safety interlocks

PM4487A-CRU0008 Preventive Maintenance - Computer Room Unit 90-Day Computer Room Type Air Handling Unit, 
Chill Water

Check operation and controls.  If any problems found then issue work 
request.
Lubricate blower motor as necessary
Check belts, change if necessary
Check and lubricate bearings as necessary
Check safety interlocks

PM4487A-CRU0009 Preventive Maintenance - Computer Room Unit 90-Day Computer Room Type Air Handling Unit, 
Chill Water

Check operation and controls.  If any problems found then issue work 
request.
Lubricate blower motor as necessary
Check belts, change if necessary
Check and lubricate bearings as necessary
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Check safety interlocks

PM4487A-CRU0010 Preventive Maintenance - Computer Room Unit 90-Day Computer Room Type Air Handling Unit, 
Chill Water

Check operation and controls.  If any problems found then issue work 
request.
Lubricate blower motor as necessary
Check belts, change if necessary
Check and lubricate bearings as necessary
Check safety interlocks

PM4487A-DOOR0001 Preventive Maintenance - Roll-Up Door 180-Day Sliding/Roll-up Door, Manual Lubricate tracks as necessary
Check stops and tethers
If any problems are found issue work request

PM4487A-EAF0002 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4487A-ELEV0001 Preventive Maintenance - Hydraulic Elevator 30-Day: Hydraulic Elevator with Automatic Gate Check and clean all electrical panels

Verify operation of emergency telephone
Inspect hoistways and car top
Check oil reservoir
Check sensitivity of door closure pressure

PM4487A-EW0001 Preventive Maintenance - Safety Shower and Eyewash 
Station

30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4487A-EW0002 Preventive Maintenance - Safety Shower and Eyewash 
Station

30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4487A-FAS0001 Preventive Maintenance - Fire Alarm System 30-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions

180-Day: Fire Alarm System (Night Shift) Inspect panel
Inspect smoke detectors for damage and obstructions
Verify operation of all pull stations and bells
Clean, test, and calibrate smoke detectors if applicable
Perorm all work after core hours.

PM4487A-HST0001 Preventive Maintenance - Cranes and Hoists 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4487A-HST0002 Preventive Maintenance - Cranes and Hoists 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.
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Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4487A-HST0003 Preventive Maintenance - Cranes and Hoists 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4487A-HST0004 Preventive Maintenance - Cranes and Hoists 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4487A-HUM0001 Preventive Maintenance - Humidifier 90-Day Humidifier, Electric Generator Type Check operation and controls.  If any problems are found issue work request

Check canister for mineral build-up
Check fill valve
Check dump valve
Inspect Vapor hoses

PM4487A-HUM0002 Preventive Maintenance - Humidifier 90-Day Humidifier, Electric Generator Type Check operation and controls.  If any problems are found issue work request

Check canister for mineral build-up
Check fill valve
Check dump valve
Inspect Vapor hoses

PM4487A-HWP0001 Preventive Maintenance - Hot Water Pump 365-Day: Hot Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary
Check drive coupling

PM4487A-HWP0002 Preventive Maintenance - Hot Water Pump 365-Day: Hot Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary
Check drive coupling

PM4487A-HWP0003 Preventive Maintenance - Hot Water Pump 365-Day: Hot Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
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Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary
Check drive coupling

PM4487A-HWP0007 Preventive Maintenance - Hot Water Pump 365-Day: Hot Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary
Check drive coupling

PM4487A-HWP0009 Preventive Maintenance - Hot Water Pump 365-Day: Hot Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary
Check drive coupling

PM4487A-LTS0001 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4487A-LTS0002 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4487A-LTS0003 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4487A-LTS0004 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4487A-LTS0005 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4487A-LTS0006 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps
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365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4487A-LTS0007 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4487A-LTS0008 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4487A-LTS0009 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4487A-LTS0010 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4487A-LTS0011 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4487A-LTS0012 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4487A-LTS0013 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4487A-LTS0014 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps
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365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4487A-LTS0015 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4487A-LTS0016 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4487A-LTS0017 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4487A-LTS0018 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4487A-LTS0019 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4487A-LTS0020 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4487A-LTS0021 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4487A-LTS0022 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps
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365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4487A-LTS0023 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4487A-LTS0024 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4487A-LTS0025 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4487A-LTS0026 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4487A-LTS0027 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4487A-LTS0028 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4487A-LTS0029 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4487A-LTS0030 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps
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365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4487A-LTS0031 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4487A-LTS0032 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4487A-LTS0034 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4487A-LTS0035 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4487A-LTS0036 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4487A-LTS0037 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4487A-PNL0001 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 
Davis)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4487A-PNL0002 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4487A-PNL0003 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times
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Install knockout hole plugs as necessary

PM4487A-PNL0004 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 
Davis)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4487A-PNL0005 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4487A-PNL0006 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4487A-PNL0007 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4487A-PNL0008 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4487A-PNL0009 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4487A-PNL0010 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4487A-PNL0011 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4487A-PNL0012 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4487A-PNL0013 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4487A-PNL0014 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4487A-PNL0043 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4487A-PNL0044 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4487A-PNL0045 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4487A-PNL0046 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4487A-PNL0047 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times
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Install knockout hole plugs as necessary

PM4487A-PNL0048 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 
Davis)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4487A-PNL0049 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4487A-PNL0050 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4487A-PNL0051 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4487A-PNL0052 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4487A-PNL0062 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4487A-PNL0063 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4487A-PNL0064 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4487A-PNL0065 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4487A-PNL0066 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4487A-PNL0067 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4487A-PNL0068 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4487A-PNL0069 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4487A-PNL0070 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4487A-PNL0071 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4487A-PNL0072 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times
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Install knockout hole plugs as necessary

PM4487A-PNL0073 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 
Davis)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4487A-PNL0074 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4487A-PNL0075 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4487A-PNL0076 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4487A-PNL0077 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4487A-PNL0078 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4487A-PNL0079 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4487A-PNL0080 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4487A-PNL0082 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4487A-PNL0083 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4487A-PNL0084 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4487A-PNL0085 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4487A-RAF0001 Preventive Maintenance - Return Air Fan 90-Day: Supply or Return Air Fan (Night-Shift) Check operation and controls

180-Day: Supply or Return Air Fan (Night-Shift) Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate as necessary

PM4487A-RV0001 Preventive Maintenance - Relief Valves 365-Day: Relief Valve PM Service and Tag Relief Valve
PM4487A-RV0003 Preventive Maintenance - Relief Valves 365-Day: Relief Valve PM Service and Tag Relief Valve
PM4487A-RV0004 Preventive Maintenance - Relief Valves 365-Day: Relief Valve PM Service and Tag Relief Valve
PM4487A-SH0003 Preventive Maintenance - Safety Shower 30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request
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Flush system for 2 minute minimum
Date and initial inspection tag

PM4487A-SPMP001A Preventive Maintenance - Sump Pump 30-Day: Sump Pump Check operation and controls.  If any problems are found issue work request

180-Day: Sump Pump Check operation and controls.  If any problems are found issue work request

Lubricate as necessary
Check coupling and drives

PM4487A-SPMP001B Preventive Maintenance - Sump Pump 30-Day: Sump Pump Check operation and controls.  If any problems are found issue work request

180-Day: Sump Pump Check operation and controls.  If any problems are found issue work request

Lubricate as necessary
Check coupling and drives

PM4487A-SPR0001 Preventive Maintenance - Sprinkler System 30-Day: Wet Sprinkler System PM Perform PM 
90-Day: Wet Sprinkler System PM Perform PM 
365-Day: Wet Sprinkler System PM Perform PM 

PM4487A-SPR0002 Preventive Maintenance - Sprinkler System 30-Day: Wet Sprinkler System PM Perform PM 
90-Day: Wet Sprinkler System PM Perform PM 
365-Day: Wet Sprinkler System PM Perform PM 

PM4487A-VSC0001 Preventive Maintenance - Variable Speed Drive 365-Day: Variable Speed Controller Check for excessive heat, odors, noise and vibration.
Clean and check the general condition of variable speed drive panel.

PM4487B-ACFLT0002 Preventive Maintenance - Air Compressor Filter Change 365-Day: Air Compressor Filter Change Replace Filter(s) on air compressor unit.

PM4487B-ACFLT0003 Preventive Maintenance - Air Compressor Filter Change 365-Day: Air Compressor Filter Change Replace Filter(s) on air compressor unit.

PM4487B-ACFLT0004 Preventive Maintenance - Air Compressor Filter Change 365-Day: Air Compressor Filter Change Replace Filter(s) on air compressor unit.

PM4487B-ACMP0002 Preventive Maintenance - Air Compressor Control 90-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check Belts.  Change if necessary.

180-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

365-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change as necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

PM4487B-ACMP0003 Preventive Maintenance - Air Compressor Control 90-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check Belts.  Change if necessary.

180-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
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Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

365-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change as necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

PM4487B-ACMP0004 Preventive Maintenance - Air Compressor Control 90-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check Belts.  Change if necessary.

180-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

365-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change as necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

PM4487B-ADRY0001 Preventive Maintenance - Air Dryer 60-Day: Air Dryer, Refrigerant Type (w/ sealed 
condenser motor)

Check operation and controls.  If any problems found then issue work 
request.
Drain and flush
Drain water separator

180-Day: Air Dryer, Refrigerant Type (w/ sealed 
condenser motor)

Check operation and controls.  If any problems are found then issue work 
request.
Drain and flush
Drain water separator
Clean condenser coils

PM4487B-AH0001 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4487B-AH0002 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4487B-AH0003 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4487B-AH0004 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
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Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4487B-AH0005 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4487B-AH0006 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4487B-AH0007 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4487B-AH0008 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4487B-AH0009 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4487B-AH0010 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4487B-AH0014 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4487B-AH0015 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4487B-AH0016 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4487B-AH0020 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
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Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4487B-AH0021 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4487B-AH020A Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4487B-BATB0002 Preventive Maintenance - Battery Bank 30-Day: Battery Bank, Wet Cell (UPS) Check and refill battery
Check connections
Clean and lubricate terminals
Clean battery if necessary
Check operation and controls
Take specific gravity and voltage readings
Check pilot cell temperature

PM4487B-BFP0001 Preventive Maintenance - Back Flow Preventer 90-Day: Back Flow Preventer Check Operations
PM4487BC-ACFLT0001 Preventive Maintenance - Air Compressor Filter Change 365-Day: Air Compressor Filter Change Replace Filter(s) on air compressor unit.

PM4487BC-ACMP0001 Preventive Maintenance - Air Compressor Control 90-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check Belts.  Change if necessary.

180-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

365-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change as necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

PM4487BC-ADRY0001 Preventive Maintenance - Air Dryer 60-Day: Air Dryer, Refrigerant Type (w/o 
Condenser Fan)

Check operation and controls.  If any problems found then issue work 
request.
Drain and flush
Drain water separator

180-Day: Air Dryer, Refrigerant Type (w/o 
Condenser Fan)

Check operation and controls.  If any problems found then issue work 
request.
Drain and flush
Drain water separator
Clean condenser coils

PM4487BC-AH0001 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
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Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4487BC-AH0002 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4487BC-AH0003 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4487BC-AH0004 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4487BC-AH0007 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4487BC-CRN0001 Preventive Maintenance - Crane 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4487BC-CRN0002 Preventive Maintenance - Crane 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4487BC-DOOR0001 Preventive Maintenance - Roll-Up Door 180-Day Sliding/Roll-up Door, Manual Lubricate tracks as necessary
Check stops and tethers
If any problems are found issue work request

PM4487BC-ELEV0001 Preventive Maintenance - Hydraulic Elevator 30-Day: Hydraulic Elevator with Automatic Gate Check and clean all electrical panels

Verify operation of emergency telephone
Inspect hoistways and car top
Check oil reservoir
Check sensitivity of door closure pressure
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PM4487BC-HST0001 Preventive Maintenance - Cranes and Hoists 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4487BC-HST0002 Preventive Maintenance - Cranes and Hoists 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4487B-CHWP0003 Preventive Maintenance - Chill Water Pump 365-Day Chilled Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands; make 
minor repairs as necessary.
Lubricate pump and motor as necessary.
Check drive coupling

PM4487BC-LTS0001 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4487BC-LTS0002 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4487BC-LTS0008 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test
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PM4487BC-PNL0001 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4487BC-PNL0002 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4487BC-PNL0003 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4487BC-PNL0004 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4487BC-PNL0006 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4487BC-PNL0007 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4487BC-PNL0008 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4487BC-PNL0009 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4487BC-PNL0010 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4487BC-PNL0011 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4487BC-PNL0012 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4487BC-PNL0013 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4487BC-PNL0015 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4487BC-PNL0016 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4487BC-PNL0020 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4487BC-PNL0022 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
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PM4487BC-PNL0023 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4487BC-PNL0024 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4487BC-PNL0025 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4487BC-PNL0026 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4487BC-PNL0027 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4487BC-PNL0028 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4487BC-PNL0030 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4487BC-PNL0031 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4487BC-PNL0032 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4487B-CRN0001 Preventive Maintenance - Crane 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4487B-CRN0002 Preventive Maintenance - Crane 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4487B-CRU0001 Preventive Maintenance - Computer Room Unit 90-Day Computer Room Type Air Handling Unit, 
Chill Water

Check operation and controls.  If any problems found then issue work 
request.
Lubricate blower motor as necessary
Check belts, change if necessary
Check and lubricate bearings as necessary
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Check safety interlocks

PM4487B-CRU0002 Preventive Maintenance - Computer Room Unit 90-Day Computer Room Type Air Handling Unit, 
Chill Water

Check operation and controls.  If any problems found then issue work 
request.
Lubricate blower motor as necessary
Check belts, change if necessary
Check and lubricate bearings as necessary
Check safety interlocks

PM4487B-CRU0003 Preventive Maintenance - Computer Room Unit 90-Day Computer Room Type Air Handling Unit, 
Chill Water

Check operation and controls.  If any problems found then issue work 
request.
Lubricate blower motor as necessary
Check belts, change if necessary
Check and lubricate bearings as necessary
Check safety interlocks

PM4487B-CRU0004 Preventive Maintenance - Computer Room Unit 90-Day Computer Room Type Air Handling Unit, 
Chill Water

Check operation and controls.  If any problems found then issue work 
request.
Lubricate blower motor as necessary
Check belts, change if necessary
Check and lubricate bearings as necessary
Check safety interlocks

PM4487B-CRU0007 Preventive Maintenance - Computer Room Unit 90-Day Computer Room Type Air Handling Unit, 
Chill Water

Check operation and controls.  If any problems found then issue work 
request.
Lubricate blower motor as necessary
Check belts, change if necessary
Check and lubricate bearings as necessary
Check safety interlocks

PM4487B-CRU0008 Preventive Maintenance - Computer Room Unit 90-Day Computer Room Type Air Handling Unit, 
Chill Water

Check operation and controls.  If any problems found then issue work 
request.
Lubricate blower motor as necessary
Check belts, change if necessary
Check and lubricate bearings as necessary
Check safety interlocks

PM4487B-CRU0009 Preventive Maintenance - Computer Room Unit 90-Day Computer Room Type Air Handling Unit, 
Chill Water

Check operation and controls.  If any problems found then issue work 
request.
Lubricate blower motor as necessary
Check belts, change if necessary
Check and lubricate bearings as necessary
Check safety interlocks

PM4487B-CRU0010 Preventive Maintenance - Computer Room Unit 90-Day Computer Room Type Air Handling Unit, 
Chill Water

Check operation and controls.  If any problems found then issue work 
request.
Lubricate blower motor as necessary
Check belts, change if necessary
Check and lubricate bearings as necessary
Check safety interlocks

PM4487B-CRU0011 Preventive Maintenance - Computer Room Unit 90-Day Computer Room Type Air Handling Unit, 
Chill Water

Check operation and controls.  If any problems found then issue work 
request.
Lubricate blower motor as necessary
Check belts, change if necessary
Check and lubricate bearings as necessary
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Check safety interlocks

PM4487B-CRU0012 Preventive Maintenance - Computer Room Unit 90-Day Computer Room Type Air Handling Unit, 
Chill Water

Check operation and controls.  If any problems found then issue work 
request.
Lubricate blower motor as necessary
Check belts, change if necessary
Check and lubricate bearings as necessary
Check safety interlocks

PM4487B-CRU0013 Preventive Maintenance - Computer Room Unit 90-Day Computer Room Type Air Handling Unit, 
Chill Water

Check operation and controls.  If any problems found then issue work 
request.
Lubricate blower motor as necessary
Check belts, change if necessary
Check and lubricate bearings as necessary
Check safety interlocks

PM4487B-CRU0014 Preventive Maintenance - Computer Room Unit 90-Day Computer Room Type Air Handling Unit, 
Chill Water

Check operation and controls.  If any problems found then issue work 
request.
Lubricate blower motor as necessary
Check belts, change if necessary
Check and lubricate bearings as necessary
Check safety interlocks

PM4487B-CRU0015 Preventive Maintenance - Computer Room Unit 90-Day: Critical Computer Room Type Air 
Handling Unit, Chill Water or Water-Cooled 
Combination Type

Check operation and controls.  If any problems found then issue work 
request.

Check belts, change if necessary
Check and lubricate bearings as necessary
Lubricate blower motor as necessary
Check safety interlocks
Clean drain pans, vacuum drains, and isure drain clarity

PM4487B-CRU0016 Preventive Maintenance - Liebert Mini-Mate 90-Day: Mini-Mate Air Handling Unit, Chill 
Water

Check controls and unit for proper operation.  If any problems are found then 
issue work request.
Lubricate shaft and motor bearings as necessary.

PM4487BC-VSC0001 Preventive Maintenance - Variable Speed Controller 365-Day: Variable Speed Controller Check for excessive heat, odors, noise and vibration.
Clean and check the general condition of variable speed drive panel.

PM4487BC-VSC0002 Preventive Maintenance - Variable Speed Controller 365-Day: Variable Speed Controller Check for excessive heat, odors, noise and vibration.
Clean and check the general condition of variable speed drive panel.

PM4487B-EAF0001 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4487B-EAF0002 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4487B-EAF0003 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
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Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4487B-ELEV0001 Preventive Maintenance - Hydraulic Elevator 30-Day: Hydraulic Elevator with Automatic Gate Check and clean all electrical panels

Verify operation of emergency telephone
Inspect hoistways and car top
Check oil reservoir
Check sensitivity of door closure pressure

PM4487B-EW0001 Preventive Maintenance - EyeWash 30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4487B-EW0002 Preventive Maintenance - EyeWash 30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4487B-EW0003 Preventive Maintenance - EyeWash 30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4487B-EW0004 Preventive Maintenance - EyeWash 30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4487B-HUM0001 Preventive Maintenance - Humidifier 90-Day Humidifier, Electric Generator Type Check operation and controls.  If any problems are found issue work request

Check canister for mineral build-up
Check fill valve
Check dump valve
Inspect Vapor hoses

PM4487B-HUM0002 Preventive Maintenance - Humidifier 90-Day Humidifier, Electric Generator Type Check operation and controls.  If any problems are found issue work request

Check canister for mineral build-up
Check fill valve
Check dump valve
Inspect Vapor hoses

PM4487B-HWP0002 Preventive Maintenance - Hot Water Pump 365-Day: Hot Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary
Check drive coupling

PM4487B-HWP0003 Preventive Maintenance - Hot Water Pump 365-Day: Hot Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
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Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary
Check drive coupling

PM4487B-HWP0004 Preventive Maintenance - Hot Water Pump 365-Day: Hot Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary
Check drive coupling

PM4487B-LTS0001 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4487B-LTS0002 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4487B-LTS0003 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4487B-LTS0004 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4487B-LTS0005 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4487B-LTS0006 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4487B-LTS0007 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps
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365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4487B-LTS0008 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4487B-LTS0009 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4487B-LTS0010 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4487B-LTS0011 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4487B-LTS0012 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4487B-LTS0013 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4487B-LTS0014 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4487B-LTS0015 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps
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365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4487B-LTS0017 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4487B-LTS0018 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4487B-LTS0019 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4487B-LTS0020 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4487B-LTS0021 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4487B-LTS0022 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4487B-LTS0023 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4487B-LTS0024 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps
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365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4487B-LTS0025 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4487B-LTS0026 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4487B-LTS0027 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4487B-LTS0028 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4487B-LTS0029 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4487B-LTS0030 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4487B-LTS0031 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4487B-LTS0032 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps
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365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4487B-LTS0033 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4487B-LTS0034 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4487B-LTS0035 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4487B-LTS0036 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4487B-LTS0037 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4487B-LTS0038 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4487B-LTS0039 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4487B-LTS0040 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps
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365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4487B-LTS0041 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4487B-LTS0042 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4487B-LTS0043 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4487B-LTS0044 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4487B-ODT0001 Preventive Maintenance - Oxygen Detection System 30-Day: Oxygen Detection System, Dry Cell Type Perform visual inspection

Verify ODT is required at this location.  If unit is not needed issue work 
request to remove unit

180-Day: Oxygen Detection System, Dry Cell 
Type

Perform visual inspection

Calibrate system
Check all alarm points
Verify ODT is still required at this location.  If unit is not needed issue work 
request to remove unit

PM4487B-PMP0001 Preventive Maintenance - Deionized Water Pump 180-Day: System Pumps Notify RO System Tech before performing PM (4-5273)
Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction, discharge piping, seals, packing glands, etc.; 
make minor repairs as necessary
Lubricate pump and motor as necessary
Notify RO System Tech to restart system after work is performed

PM4487B-PNL0001 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 
Davis)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
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PM4487B-PNL0002 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4487B-PNL0003 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4487B-PNL0004 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4487B-PNL0005 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4487B-PNL0006 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4487B-PNL0007 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4487B-PNL0008 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4487B-PNL0009 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4487B-PNL0010 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4487B-PNL0011 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4487B-PNL0012 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4487B-PNL0014 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4487B-PNL0015 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4487B-PNL0016 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4487B-PNL0017 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4487B-PNL0018 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
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PM4487B-PNL0019 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4487B-PNL0020 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4487B-PNL0021 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4487B-PNL0022 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4487B-PNL0023 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4487B-PNL0024 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4487B-PNL0025 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4487B-PNL0026 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4487B-PNL0027 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4487B-PNL0029 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4487B-PNL0030 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4487B-PNL0031 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4487B-PNL0032 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4487B-PNL0033 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4487B-PNL0034 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4487B-PNL0035 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
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PM4487B-PNL0036 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4487B-PNL0037 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4487B-PNL0038 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4487B-PNL0039 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4487B-PNL0040 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4487B-PNL0041 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4487B-PNL0042 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4487B-PNL0043 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4487B-PNL0044 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4487B-PNL0045 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4487B-PNL0047 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4487B-PNL0048 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4487B-PNL0049 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4487B-PNL0050 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4487B-PNL0051 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4487B-PNL0052 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
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PM4487B-PNL0053 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4487B-PNL0054 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4487B-PNL0055 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4487B-PNL0056 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4487B-PNL0057 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4487B-PNL0058 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4487B-PNL0059 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4487B-PNL0060 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4487B-PNL0061 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4487B-PNL0062 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4487B-PNL0063 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4487B-PNL0064 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4487B-PNL0065 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4487B-PNL0066 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4487B-PNL0067 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4487B-RAF0001 Preventive Maintenance - Return Air Fan 90-Day: Supply or Return Air Fan (Night-Shift) Check operation and controls
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180-Day: Supply or Return Air Fan (Night-Shift) Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate as necessary

PM4487B-RAF0002 Preventive Maintenance - Return Air Fan 90-Day: Supply or Return Air Fan (Night-Shift) Check operation and controls

180-Day: Supply or Return Air Fan (Night-Shift) Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate as necessary

PM4487B-RAF0008 Preventive Maintenance - Return Air Fan 90-Day: Supply or Return Air Fan (Night-Shift) Check operation and controls

180-Day: Supply or Return Air Fan (Night-Shift) Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate as necessary

PM4487B-RAF0009 Preventive Maintenance - Return Air Fan 90-Day: Supply or Return Air Fan (Night-Shift) Check operation and controls

180-Day: Supply or Return Air Fan (Night-Shift) Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate as necessary

PM4487B-RAF0021 Preventive Maintenance - Return Air Fan 90-Day: Supply or Return Air Fan (Night-Shift) Check operation and controls

180-Day: Supply or Return Air Fan (Night-Shift) Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate as necessary

PM4487B-RAF0022 Preventive Maintenance - Return Air Fan 90-Day: Supply or Return Air Fan (Night-Shift) Check operation and controls

180-Day: Supply or Return Air Fan (Night-Shift) Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate as necessary

PM4487B-ROSYS0001 Preventive Maintenance - Operational Inspection 7-Day: Operational Inspection (4487) Perform Visual Inspection of Water Quality
Inspect operation of float level switch
Check Filters, replace as necessary

PM4487B-RV0002 Preventive Maintenance - Relief Valves 365-Day: Relief Valve PM Service and Tag Relief Valve
PM4487B-RV0003 Preventive Maintenance - Relief Valves 365-Day: Relief Valve PM Service and Tag Relief Valve
PM4487B-SH0001 Preventive Maintenance - Safety Shower 30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4487B-SHEW0001 Preventive Maintenance - Safety Shower and Eyewash 
Station

30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag
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PM4487B-SPMP001A Preventive Maintenance - Sump Pump 30-Day: Sump Pump Check operation and controls.  If any problems are found issue work request

180-Day: Sump Pump Check operation and controls.  If any problems are found issue work request

Lubricate as necessary
Check coupling and drives

PM4487B-SPMP001B Preventive Maintenance - Sump Pump 30-Day: Sump Pump Check operation and controls.  If any problems are found issue work request

180-Day: Sump Pump Check operation and controls.  If any problems are found issue work request

Lubricate as necessary
Check coupling and drives

PM4487B-SPR0001 Preventive Maintenance - Sprinkler System 30-Day: Wet Sprinkler System PM Perform PM 
90-Day: Wet Sprinkler System PM Perform PM 
365-Day: Wet Sprinkler System PM Perform PM 

PM4487B-SPR0002 Preventive Maintenance - Sprinkler System 30-Day: Wet Sprinkler System PM Perform PM 
90-Day: Wet Sprinkler System PM Perform PM 
365-Day: Wet Sprinkler System PM Perform PM 

PM4487B-VSC0001 Preventive Maintenance - Variable Speed Controller 365-Day: Variable Speed Controller Check for excessive heat, odors, noise and vibration.
Clean and check the general condition of variable speed drive panel.

PM4487C-AH0001 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4487C-AH0002 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4487C-AH0003 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4487C-AH0004 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4487C-AH0005 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4487C-AH0020 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
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Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4487C-AH0021 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4487C-AH0022 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4487C-BFP0001 Preventive Maintenance - Back Flow Preventer 90-Day: Back Flow Preventer Check Operations
PM4487C-BFP0003 Preventive Maintenance - Back Flow Preventer 90-Day: Back Flow Preventer Check Operations
PM4487C-CHWP0001 Preventive Maintenance - Chill Water Pump 365-Day Chilled Water Pump Check for proper operation of pump.  If any problems are found issue work 

request
Check for leaks on suction and discharge piping, seals, packing glands; make 
minor repairs as necessary.
Lubricate pump and motor as necessary.
Check drive coupling

PM4487C-CHWP0002 Preventive Maintenance - Chill Water Pump 365-Day Chilled Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands; make 
minor repairs as necessary.
Lubricate pump and motor as necessary.
Check drive coupling

PM4487C-CRU0020 Preventive Maintenance - Computer Room Unit 90-Day Computer Room Type Air Handling Unit, 
Chill Water

Check operation and controls.  If any problems found then issue work 
request.
Lubricate blower motor as necessary
Check belts, change if necessary
Check and lubricate bearings as necessary
Check safety interlocks

PM4487C-CRU0021 Preventive Maintenance - Computer Room Unit 90-Day Computer Room Type Air Handling Unit, 
Chill Water

Check operation and controls.  If any problems found then issue work 
request.
Lubricate blower motor as necessary
Check belts, change if necessary
Check and lubricate bearings as necessary
Check safety interlocks

PM4487C-CRU0022 Preventive Maintenance - Computer Room Unit 90-Day Computer Room Type Air Handling Unit, 
Chill Water

Check operation and controls.  If any problems found then issue work 
request.
Lubricate blower motor as necessary
Check belts, change if necessary
Check and lubricate bearings as necessary
Check safety interlocks

PM4487C-CRU0023 Preventive Maintenance - Computer Room Unit 90-Day Computer Room Type Air Handling Unit, 
Chill Water

Check operation and controls.  If any problems found then issue work 
request.
Lubricate blower motor as necessary
Check belts, change if necessary



NNM08AA54C
ATTACHMENT J-24

PREVENTIVE MAINTENANCE

Page 326 of 1447

PMNUM PM DESCRIPTION  TASK DESCRIPTION
Check and lubricate bearings as necessary
Check safety interlocks

PM4487C-CRU0024 Preventive Maintenance - Computer Room Unit 90-Day Computer Room Type Air Handling Unit, 
Chill Water

Check operation and controls.  If any problems found then issue work 
request.
Lubricate blower motor as necessary
Check belts, change if necessary
Check and lubricate bearings as necessary
Check safety interlocks

PM4487C-CRU0025 Preventive Maintenance - Computer Room Unit 90-Day Computer Room Type Air Handling Unit, 
Chill Water

Check operation and controls.  If any problems found then issue work 
request.
Lubricate blower motor as necessary
Check belts, change if necessary
Check and lubricate bearings as necessary
Check safety interlocks

PM4487C-CRU0026 Preventive Maintenance - Computer Room Unit 90-Day: Critical Computer Room Type Air 
Handling Unit, Chill Water or Water-Cooled 
Combination Type

Check operation and controls.  If any problems found then issue work 
request.

Check belts, change if necessary
Check and lubricate bearings as necessary
Lubricate blower motor as necessary
Check safety interlocks
Clean drain pans, vacuum drains, and isure drain clarity

PM4487C-CRU0027 Preventive Maintenance - Computer Room Unit 90-Day: Critical Computer Room Type Air 
Handling Unit, Chill Water or Water-Cooled 
Combination Type

Check operation and controls.  If any problems found then issue work 
request.

Check belts, change if necessary
Check and lubricate bearings as necessary
Lubricate blower motor as necessary
Check safety interlocks
Clean drain pans, vacuum drains, and isure drain clarity

PM4487C-CRU0028 Preventive Maintenance - Computer Room Unit 90-Day: Critical Computer Room Type Air 
Handling Unit, Chill Water or Water-Cooled 
Combination Type

Check operation and controls.  If any problems found then issue work 
request.

Check belts, change if necessary
Check and lubricate bearings as necessary
Lubricate blower motor as necessary
Check safety interlocks
Clean drain pans, vacuum drains, and isure drain clarity

PM4487C-DXAC0001 Preventive Maintenance - Direct Expansion AC Unit 90-Day: Critical Direct Expansion Unit Package, 
Split-Type, Air-Cooled, Belt-Driven

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary
Check safety interlocks

180-Day: Critical Direct Expansion Unit Package, 
Split-Type, Air-Cooled, Belt-Driven

Check operation and controls

Check belts, change if necessary
Lubricate condenser fan
Lubricate blower motor
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Check and lubricate bearings
Check suction and discharge pressure
Check safety interlocks
Clean condenser and evaporator coils

PM4487C-ELEV0001 Preventive Maintenance - Hydraulic Elevator 30-Day: Hydraulic Elevator with Automatic Gate Check and clean all electrical panels

Verify operation of emergency telephone
Inspect hoistways and car top
Check oil reservoir
Check sensitivity of door closure pressure

PM4487C-FILT0001 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4487C-FILT0002 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4487C-FILT0003 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4487C-FILT0004 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4487C-FILT0005 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4487C-FILT0006 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4487C-FILT0007 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4487C-FILT0008 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4487C-FILT0010 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4487C-FILT0011 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4487C-FILT0012 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4487C-FILT0013 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4487C-FILT0014 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4487C-FILT0015 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4487C-FILT0020 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4487C-FILT0021 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4487C-FILT0022 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4487C-GEN0001 Preventive Maintenance - Emergency Generator 30-Day: Generator Notify building manager of intent to perform generator maintenance prior to 

operating generator.
Seal off all necessary components of building ventilation system in order to 
prevent entry of fumes into building.
Check operation and controls.  If any problems are found issue work request

Check filters if applicable, change if necessary
Check belts if applicable, change if necessary.
Check coolant if applicable, add or change if necessary.
Check stop switch and emergency alarm bell.
Lubricate as necessary
Tighten all bolts
Check oil, add or change if necessary
Check voltage.
Check battery
Check connections and battery charger
Verify day tank's fuel level is topped off between float ranges, if applicable.

90-Day: Generator Notify building manager of intent to perform generator maintenance prior to 
operating generator.
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Seal off all necessary components of building ventilation system in order to 
prevent entry of fumes into building.
Check operation and controls.  If any problems are found issue work request

Check filters if applicable, change if necessary
Check belts if applicable, change if necessary.
Check coolant if applicable, add or change if necessary.
Check stop switch and emergency alarm bell.
Lubricate as necessary
Tighten all bolts
Check oil, add or change if necessary
Check voltage.
Check battery
Check connections and battery charger
Check generator output
Verify day tank's fuel level is topped off between float ranges, if applicable.

365-Day: Generator Notify building manager of intent to perform generator maintenance prior to 
operating generator.
Seal off all necessary components of building ventilation system in order to 
prevent entry of fumes into building.
Check operation and controls.  If any problems are found issue work request

Check filters if applicable, change if necessary
Check belts if applicable, change if necessary.
Check coolant if applicable, add or change if necessary.
Check stop switch and emergency alarm bell.
Lubricate as necessary
Tighten all bolts
Check oil, add or change if necessary
Check voltage.
Check battery
Check connections and battery charger
Check generator output
Winterize system
Verify continuity of generator ground, including the fuel tank ground
Verify day tank's fuel level is topped off between float ranges, if applicable.

PM4487C-HUM0001 Preventive Maintenance - Humidifier 90-Day Humidifier, Electric Generator Type Check operation and controls.  If any problems are found issue work request

Check canister for mineral build-up
Check fill valve
Check dump valve
Inspect Vapor hoses

PM4487C-HUM0002 Preventive Maintenance - Humidifier 90-Day Humidifier, Electric Generator Type Check operation and controls.  If any problems are found issue work request

Check canister for mineral build-up
Check fill valve
Check dump valve
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Inspect Vapor hoses

PM4487C-HWP0001 Preventive Maintenance - Hot Water Pump 365-Day: Hot Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary
Check drive coupling

PM4487C-HWP0002 Preventive Maintenance - Hot Water Pump 365-Day: Hot Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary
Check drive coupling

PM4487C-HWP0003 Preventive Maintenance - Chill Water Pump 365-Day: Hot Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary
Check drive coupling

PM4487C-HWP0004 Preventive Maintenance - Chill Water Pump 365-Day: Hot Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary
Check drive coupling

PM4487C-LTS0001 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4487C-LTS0002 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4487C-LTS0003 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4487C-LTS0005 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
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Check condition of battery

PM4487C-LTS0006 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4487C-LTS0007 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4487C-LTS0008 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4487C-LTS0009 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4487C-LTS0010 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4487C-LTS0011 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4487C-LTS0012 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4487C-LTS0013 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
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Check condition of battery

PM4487C-LTS0014 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4487C-LTS0015 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4487C-LTS0016 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4487C-LTS0017 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4487C-LTS0018 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4487C-LTS0019 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4487C-LTS0021 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4487C-LTS0022 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
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Check condition of battery

PM4487C-LTS0023 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4487C-LTS0024 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4487C-LTS0025 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4487C-LTS0026 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4487C-LTS0027 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4487C-LTS0028 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4487C-LTS0029 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4487C-LTS0030 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
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Check condition of battery

PM4487C-LTS0031 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4487C-LTS0032 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4487C-LTS0033 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4487C-LTS0034 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4487C-LTS0035 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4487C-LTS0036 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4487C-LTS0037 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4487C-LTS0038 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
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Check condition of battery

PM4487C-LTS0039 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4487C-ODT0001 Preventive Maintenance - Oxygen Detection System 30-Day Oxygen Detection System, Wet Cell Type Inspect system and calibrate

Check water levels if applicable, add if necessary
Verify ODT is still required at this location.  If unit is no longer needed issue 
work request to remove unit

PM4487C-PNL0001 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 
Davis)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4487C-PNL0002 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4487C-PNL0003 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4487C-PNL0004 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4487C-PNL0005 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4487C-PNL0006 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4487C-PNL0007 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4487C-PNL0008 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4487C-PNL0009 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4487C-PNL0010 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4487C-PNL0011 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4487C-PNL0012 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
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PM4487C-PNL0013 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4487C-PNL0014 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4487C-PNL0015 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4487C-PNL0016 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4487C-PNL0017 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4487C-PNL0018 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4487C-PNL0019 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4487C-PNL0020 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4487C-PNL0021 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4487C-PNL0022 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4487C-PNL0023 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4487C-PNL0024 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4487C-PNL0025 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4487C-PNL0026 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4487C-PNL0027 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4487C-PNL0028 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
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PM4487C-PNL0030 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4487C-PNL0031 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4487C-PNL0032 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4487C-PNL0033 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4487C-PNL0034 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4487C-PNL0035 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4487C-PNL0036 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4487C-PNL0037 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4487C-SPR0001 Preventive Maintenance - Sprinkler System 30-Day: Wet Sprinkler System PM Perform PM 

90-Day: Wet Sprinkler System PM Perform PM 
365-Day: Wet Sprinkler System PM Perform PM 

PM4487C-SPR0002 Preventive Maintenance - Sprinkler System 30-Day: Wet Sprinkler System PM Perform PM 
90-Day: Wet Sprinkler System PM Perform PM 
365-Day: Wet Sprinkler System PM Perform PM 

PM4487C-VSC0001 Preventive Maintenance - Variable Speed Controller 365-Day: Variable Speed Controller Check for excessive heat, odors, noise and vibration.
Clean and check the general condition of variable speed drive panel.

PM4487C-VSC0002 Preventive Maintenance - Variable Speed Controller 365-Day: Variable Speed Controller Check for excessive heat, odors, noise and vibration.
Clean and check the general condition of variable speed drive panel.

PM4487C-VSC0003 Preventive Maintenance - Variable Speed Controller 365-Day: Variable Speed Controller Check for excessive heat, odors, noise and vibration.
Clean and check the general condition of variable speed drive panel.

PM4487C-VSC0004 Preventive Maintenance - Variable Speed Controller 365-Day: Variable Speed Controller Check for excessive heat, odors, noise and vibration.
Clean and check the general condition of variable speed drive panel.

PM4487C-VSC0005 Preventive Maintenance - Variable Speed Controller 365-Day: Variable Speed Controller Check for excessive heat, odors, noise and vibration.
Clean and check the general condition of variable speed drive panel.

PM4487C-VSC0006 Preventive Maintenance - Variable Speed Controller 365-Day: Variable Speed Controller Check for excessive heat, odors, noise and vibration.
Clean and check the general condition of variable speed drive panel.

PM4487C-VSC0007 Preventive Maintenance - Variable Speed Controller 365-Day: Variable Speed Controller Check for excessive heat, odors, noise and vibration.
Clean and check the general condition of variable speed drive panel.

PM4487C-VSC0008 Preventive Maintenance - Variable Speed Controller 365-Day: Variable Speed Controller Check for excessive heat, odors, noise and vibration.
Clean and check the general condition of variable speed drive panel.

PM4487C-VSC0009 Preventive Maintenance - Variable Speed Controller 365-Day: Variable Speed Controller Check for excessive heat, odors, noise and vibration.
Clean and check the general condition of variable speed drive panel.
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PM4487C-VSC0010 Preventive Maintenance - Variable Speed Controller 365-Day: Variable Speed Controller Check for excessive heat, odors, noise and vibration.

Clean and check the general condition of variable speed drive panel.
PM4487C-VSC0011 Preventive Maintenance - Variable Speed Controller 365-Day: Variable Speed Controller Check for excessive heat, odors, noise and vibration.

Clean and check the general condition of variable speed drive panel.
PM4487C-VSC0012 Preventive Maintenance - Variable Speed Controller 365-Day: Variable Speed Controller Check for excessive heat, odors, noise and vibration.

Clean and check the general condition of variable speed drive panel.
PM4487-EROOM0001 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.

Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4487-EROOM0002 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4487-EROOM0003 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4487-EROOM0004 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4487-EROOM0005 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4487-EROOM0006 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4487-EROOM0007 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4487-EROOM0010 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4487-EROOM0011 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4487-EROOM0012 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4487-EROOM0013 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
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Check area for water leaks.
Report all deficiencies.

PM4487-EROOM0014 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4487-EROOM0015 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4487-EROOM0016 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4487EROOM0017 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4487-EROOM0018 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4487-EROOM0019 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4487-EROOM0020 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4487-EROOM0021 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4487-EROOM0022 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4487-EROOM0023 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4487-EROOM0024 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4487-EROOM0025 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
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Check area for water leaks.
Report all deficiencies.

PM4487-EROOM0026 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4487-EROOM0027 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4487-EROOM0028 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4487-EROOM0029 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4487-EROOM0030 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4487-EROOM0031 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4487-EW0001 Preventive Maintenance - EyeWash 30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4487-EW0002 Preventive Maintenance - EyeWash 30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4487-EW0003 Preventive Maintenance - Safety Eyewash Station 30-Day: Portable Eyewash Station Check fluid levels.
Check spray heads for cleanliness.
Clean unit as necessary.
Date and initial inspection tag

180-Day: Portable Eyewash Station Change saline solution.
Check spray heads for cleanliness.
Clean unit as necessary.
Date and initial inspection tag

PM4487-FILT0003 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4487-FILT0004 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4487-FILT0005 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4487-FILT0006 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4487-FILT0007 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4487-FILT0008 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
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PM4487-FILT0009 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4487-FILT0010 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4487-FILT0019A Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4487-FILT0019B Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4487-FILT0019C Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4487-FILT0021 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4487-FILT0022 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4487-FILT0037 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4487-FILT0038 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4487-FILT0040 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4487-FILT0041 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4487-FILT0042 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4487-FILT0043 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4487-FILT0044 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4487-FILT0045 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4487-FILT0046 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4487-FILT0047 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4487-FILT0048 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4487-FILT0049 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4487-FILT0050 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4487-FILT0051 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4487-FILT0053 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4487-FILT0054 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4487-FILT0055 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4487-FILT0056 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4487-FILT0061 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4487-FILT0062 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4487-FILT0063 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4487-FILT0064 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4487-FILT0065 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4487-FILT0066 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4487-FILT0067 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4487-FILT0069 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4487-FILT0070 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4487-FILT0071 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4487-FILT0072 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4487-FILT0073 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4487-FILT0074 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4487-FILT0075 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4487-FILT0076 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4487-FILT0077 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4487-FILT0078 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4487-FILT0080 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4487-FILT0092 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4487-FILT0093 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4487-FILT0094 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
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PM4487-FILT0095 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4487-FILT0096 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4487-FILT0097 Preventive Maintenance - Filters 30-Day: Filter PM Check Filters, change if necessary
PM4487-FILT0098 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4487-FILT0099 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4487-FILT0100 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4487-FILT0101 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4487HWTR0001 Preventive Maintenance - Hot Water Treatment 7-day Hot Water Treatment PM Perform testing on hot water system

Add chemicals if needed
PM4487HWTR0002 Preventive Maintenance - Hot Water Treatment 7-day Hot Water Treatment PM Perform testing on hot water system

Add chemicals if needed
PM4487HWTR0003 Preventive Maintenance - Hot Water Treatment 7-day Hot Water Treatment PM Perform testing on hot water system

Add chemicals if needed
PM4487LIGHTS Preventive Maintenance - Exterior Lighting 90-Day Exterior Lighting Inspection Inspect all Exterior Building Lighting

Inspect all Parking Lot Lighting
Report Findings to Electrical Supervisor

PM4487-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.
Apply insecticides or poisons as required.
Complete chemical applications records.

PM4487-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4487-ROOF0002 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4487-ROOF0003 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4487-ROOF0004 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4487-ROOF0005 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4487-ROOF0006 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4487-ROOF0007 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4487-ROOF0008 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4487-ROOF0009 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4487-ROOF0010 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4487-ROOF0011 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4487-ROOF0012 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4487-ROOF0013 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4487-ROOF0014 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4487-ROOF0015 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4487-ROOF0016 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4487-ROOF0017 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4487-ROOF0018 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4487-ROOF0019 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4487-ROOF0020 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4487-ROOF0021 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4487-ROOF0022 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4487-ROOF0023 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4487-ROOF0024 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4487-ROOF0025 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4487-ROOF0026 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4491-ACFLT0001 Preventive Maintenance - Air Compressor Filter Change 365-Day: Air Compressor Filter Change Replace Filter(s) on air compressor unit.
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PM4491-ACFLT0002 Preventive Maintenance - Air Compressor Filter Change 365-Day: Air Compressor Filter Change Replace Filter(s) on air compressor unit.

PM4491-ACFLT0003 Preventive Maintenance - Air Compressor Filter Change 365-Day: Air Compressor Filter Change Replace Filter(s) on air compressor unit.

PM4491-ACMP0001 Preventive Maintenance - Air Compressor Control 90-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check Belts.  Change if necessary.

180-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

365-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change as necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

PM4491-ACMP0002 Preventive Maintenance - Air Compressor Control 90-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check Belts.  Change if necessary.

180-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

365-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change as necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

PM4491-ACMP0003 Preventive Maintenance - Air Compressor Control 90-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check Belts.  Change if necessary.

180-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

365-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change as necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

PM4491-ADRY0001 Preventive Maintenance - Air Dryer 60-Day: Air Dryer, Refrigerant Type (w/ sealed 
condenser motor)

Check operation and controls.  If any problems found then issue work 
request.
Drain and flush
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Drain water separator

180-Day: Air Dryer, Refrigerant Type (w/ sealed 
condenser motor)

Check operation and controls.  If any problems are found then issue work 
request.
Drain and flush
Drain water separator
Clean condenser coils

PM4491-AH0001 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4491-AH0003 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4491-AH0004 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4491-BATB0001 Preventive Maintenance - Battery Bank 30-Day: Battery Bank, Sealed Check connections
Clean and lubricate terminals
Clean battery if necessary

PM4491-BLR0001 Preventive Maintenance - Steam Boiler 30-Day: Boiler in dry lay-up Perform safety walk-through
Clean boiler area, if necessary

PM4491-CHWP0001 Preventive Maintenance - Chill Water Pump 365-Day Chilled Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands; make 
minor repairs as necessary.
Lubricate pump and motor as necessary.
Check drive coupling

PM4491-CHWP0002 Preventive Maintenance - Chill Water Pump 365-Day Chilled Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands; make 
minor repairs as necessary.
Lubricate pump and motor as necessary.
Check drive coupling

PM4491-CRU0001 Preventive Maintenance - Computer Room Unit 90-Day Computer Room Type Air Handling Unit, 
Chill Water

Check operation and controls.  If any problems found then issue work 
request.
Lubricate blower motor as necessary
Check belts, change if necessary
Check and lubricate bearings as necessary
Check safety interlocks

PM4491-CRU0002 Preventive Maintenance - Computer Room Unit 90-Day Computer Room Type Air Handling Unit, 
Chill Water

Check operation and controls.  If any problems found then issue work 
request.
Lubricate blower motor as necessary
Check belts, change if necessary
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Check and lubricate bearings as necessary
Check safety interlocks

PM4491-EROOM0001 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4491-EROOM0002 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4491-EROOM0003 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4491-FAS0001 Preventive Maintenance - Fire Alarm System 30-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions

180-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions
Verify operation of all pull stations and bells
Clean, test, and calibrate smoke detectors if applicable

PM4491-FILT0001 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4491-FILT0002 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4491-FILT0003 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4491-FILT0004 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4491-FILT0005 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4491-FWP0001 Preventive Maintenance -Feed Water Pump 30-Day: Feed Water Pump Check operation and controls.  If any problems are found issue work request

180-Day: Feed WaterPump Check operation and controls.  If any problems are found issue work request

Lubricate as necessary
Check coupling and drives

PM4491LIGHTS Preventive Maintenance - Exterior Lighting 90-Day Exterior Lighting Inspection Inspect all Exterior Building Lighting
Inspect all Parking Lot Lighting
Report Findings to Electrical Supervisor

PM4491-LTS0001 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4491-LTS0002 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4491-LTS0003 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps
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365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4491-LTS0004 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4491-LTS0005 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4491-LTS0006 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4491-LTS0007 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4491-LTS0008 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4491-LTS0009 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4491-LTS0010 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4491-LTS0011 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps
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365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4491-LTS0012 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4491-LTS0013 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4491-LTS0014 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4491-LTS0015 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4491-LTS0016 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4491-LTS0017 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4491-LTS0018 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4491-LTS0019 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps
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365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4491-LTS0020 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4491-LTS0021 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4491-LTS0022 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4491-LTS0023 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4491-LTS0026 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4491-LTS0027 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4491-LTS0028 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4491-LTS0029 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps
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365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4491-LTS0030 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4491-LTS0031 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4491-LTS0032 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4491-LTS0033 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4491-LTS0034 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4491-LTS0035 Preventive Maintenance - Emergency Lights 365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4491-LTS0036 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery
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PM4491-MTS0001 Preventive Maintenance - Manual Transfer Switch 180-Day: Manual Transfer Switch Exercise transfer switch

365-Day: Manual Transfer Switch Exercise transfer switch
Clean equipment
Check all contacts and connections

PM4491-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.
Apply insecticides or poisons as required.
Complete chemical applications records.

PM4491-PNL0001 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 
Davis)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4491-PNL0002 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4491-PNL0003 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4491-PNL0004 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4491-PNL0005 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4491-PNL0006 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4491-PNL0007 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4491-PNL0008 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4491-PNL0009 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4491-PNL0010 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4491-PNL0011 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4491-PNL0012 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4491-PNL0013 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4491-PNL0014 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times
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Install knockout hole plugs as necessary

PM4491-PNL0015 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 
Davis)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4491-PNL0016 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4491-PNL0017 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4491-PNL0018 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4491-PNL0019 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4491-PNL0020 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4491-PNL0021 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4491-PNL0022 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4491-PNL0023 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4491-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4491-ROOF0002 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4491-ROOF0003 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4491-ROOF0004 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4491-RV0001 Preventive Maintenance - Relief Valves 365-Day: Relief Valve PM Service and Tag Relief Valve
PM4491-RV0002 Preventive Maintenance - Relief Valves 365-Day: Relief Valve PM Service and Tag Relief Valve
PM4491-RV0003 Preventive Maintenance - Relief Valves 365-Day: Relief Valve PM Service and Tag Relief Valve
PM4491-SPR0001 Preventive Maintenance - Sprinkler System 30-Day: Dry Sprinkler System PM Perform PM 

90-Day: Dry Sprinkler System PM Perform PM 
365-Day: Dry Sprinkler System PM Perform PM 

PM4491-UPS0001 Preventive Maintenance - UPS Power System 90-Day: UPS System Perform visual safety check
Check amperage and voltage

180-Day: UPS System Perform visual safety check
Check amperage and voltage
Check operation and controls

365-Day: UPS System Perform visual safety check
Check amperage and voltage
Check operation and controls
Check termination points
Inspect and clean all modules
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PM4493-ACFLT0001 Preventive Maintenance - Air Compressor Filter Change 365-Day: Air Compressor Filter Change Replace Filter(s) on air compressor unit.

PM4493-ACFLT0002 Preventive Maintenance - Air Compressor Filter Change 365-Day: Air Compressor Filter Change Replace Filter(s) on air compressor unit.

PM4493-ACMP0001 Preventive Maintenance - Air Compressor Control 90-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check Belts.  Change if necessary.

180-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

365-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change as necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

PM4493-ACMP0002 Preventive Maintenance - Air Compressor Control 90-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check Belts.  Change if necessary.

180-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

365-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change as necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

PM4493-AH0001 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4493-AH0002 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4493-AH0003 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4493-AH0005 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
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Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4493-AH0006 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4493-AH0007 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4493-AH0008 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4493-AH0009 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4493-ATS0001 Preventive Maintenance - Auto Transfer Switch 180-Day: Auto Transfer Switch Check automatic operation and controls
365-Day: Auto Transfer Switch Check automatic operation and controls

Clean equipment
Perform Infrared Inspection to check all contacts and connections
If temperatures of over 121 degrees F noticed, connection must be 
repaired/tightened.

PM4493-BATB0001 Preventive Maintenance - Battery Bank 30-Day: Battery Bank, Wet Cell (UPS) Check and refill battery
Check connections
Clean and lubricate terminals
Clean battery if necessary
Check operation and controls
Take specific gravity and voltage readings
Check pilot cell temperature

PM4493-CHWP0001 Preventive Maintenance - Water Chiller 365-Day Chilled Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands; make 
minor repairs as necessary.
Lubricate pump and motor as necessary.
Check drive coupling

PM4493-CHWP0002 Preventive Maintenance - Chill Water Pump 365-Day Chilled Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands; make 
minor repairs as necessary.
Lubricate pump and motor as necessary.
Check drive coupling
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PM4493-CHWP0003 Preventive Maintenance - Chill Water Pump 365-Day Chilled Water Pump Check for proper operation of pump.  If any problems are found issue work 

request
Check for leaks on suction and discharge piping, seals, packing glands; make 
minor repairs as necessary.
Lubricate pump and motor as necessary.
Check drive coupling

PM4493-CRN0001 Preventive Maintenance - Crane 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4493-CRU0001 Preventive Maintenance - Computer Room Unit 90-Day: Computer Room Type, Direct Expansion 
and Combination Unit

Check operation and controls.  If any problems found then issue work 
request.
Check belts, change if necessary
Check and lubricate bearings as necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary

180-Day: Computer Room Type, Direct Expansion 
and Combination Unit

Check operation and controls.  If any problems are found issue work request.

Check belts, change if necessary
Check and lubricate bearings as necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary
Check suction and discharge pressure

365-Day: Computer Room Type, Direct Expansion 
and Combination Unit

Check operation and controls.  If any problems are found issue work request.

Check belts, change if necessary
Check and lubricate bearings as necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary
Check suction and discharge pressure
Check safety interlocks
Clean condenser and evaporator coils

PM4493-DOOR0001 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM (w/o lifting cables) Inspect drive mechanism
Inspect brake settings if applicable
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect Mounts to ensure that they are sufficiently sized
Inspect chain drive adjustments
If any problems are found issue work request

PM4493-DOOR0002 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM (w/o lifting cables) Inspect drive mechanism
Inspect brake settings if applicable
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
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Inspect Mounts to ensure that they are sufficiently sized
Inspect chain drive adjustments
If any problems are found issue work request

PM4493-DOOR0003 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM (w/o lifting cables) Inspect drive mechanism
Inspect brake settings if applicable
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect Mounts to ensure that they are sufficiently sized
Inspect chain drive adjustments
If any problems are found issue work request

PM4493-DOOR0004 Preventive Maintenance - Electric Personnel Door 30-Day Personnel Doors, Electric Check operation and controls.  If any problems are found issue work request.

Clean photocells and check range
Check door closure pressure
Clean tracks and check for proper alignment
Check tolerances on locking mechanisms
Check emergency release mechanisms (where applicable)

PM4493-DOOR0005 Preventive Maintenance - Electric Personnel Door 30-Day Personnel Doors, Electric Check operation and controls.  If any problems are found issue work request.

Clean photocells and check range
Check door closure pressure
Clean tracks and check for proper alignment
Check tolerances on locking mechanisms
Check emergency release mechanisms (where applicable)

PM4493-DOOR0006 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM (w/o lifting cables) Inspect drive mechanism
Inspect brake settings if applicable
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect Mounts to ensure that they are sufficiently sized
Inspect chain drive adjustments
If any problems are found issue work request

PM4493-DXAC0001 Preventive Maintenance - Direct Expansion AC Unit 90-Day: DX Unit Package, Stand-Alone or Split-
Type, Air-Cooled, Direct-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

180-Day: DX Unit Package, Stand-Alone or Split-
Type, Air-Cooled, Thru The Wall Unit (W/ Sealed 
condenser fan and blower motor

Check operation and controls.  If any problems are found issue work request

365-Day: DX Unit Package, Stand-Alone or Split-
Type, Air-Cooled, Direct-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

Clean condenser and evaporator coils
Check safety interlocks

PM4493-EROOM0001 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4493-EROOM0002 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
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Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4493-EROOM0003 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4493-EROOM0004 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4493-EROOM0005 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4493-EROOM0006 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4493-EROOM0007 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4493-EROOM0008 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4493-EW0001 Preventive Maintenance - EyeWash 30-Day: Portable Eyewash Station Check fluid levels.
Check spray heads for cleanliness.
Clean unit as necessary.
Date and initial inspection tag

180-Day: Portable Eyewash Station Change saline solution.
Check spray heads for cleanliness.
Clean unit as necessary.
Date and initial inspection tag

PM4493-FAS0001 Preventive Maintenance - Fire Alarm System 30-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions

180-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions
Verify operation of all pull stations and bells
Clean, test, and calibrate smoke detectors if applicable

PM4493-FILT0001 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4493-FILT0002 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4493-FILT0003 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4493-FILT0004 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4493-FILT0005 Preventive Maintenance - Filters 30-Day: Filter PM Check Filters, change if necessary
PM4493-FILT0006 Preventive Maintenance - Filters 30-Day: Filter PM Check Filters, change if necessary
PM4493-FILT0007 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
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PM4493-FILT0008 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4493-FILT0009 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4493-FILT0010 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4493-FILT0011 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4493-FILT0012 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4493-GEN0001 Preventive Maintenance - Emergency Generator 30-Day: Generator Notify building manager of intent to perform generator maintenance prior to 

operating generator.
Seal off all necessary components of building ventilation system in order to 
prevent entry of fumes into building.
Check operation and controls.  If any problems are found issue work request

Check filters if applicable, change if necessary
Check belts if applicable, change if necessary.
Check coolant if applicable, add or change if necessary.
Check stop switch and emergency alarm bell.
Lubricate as necessary
Tighten all bolts
Check oil, add or change if necessary
Check voltage.
Check battery
Check connections and battery charger
Verify day tank's fuel level is topped off between float ranges, if applicable.

90-Day: Generator Notify building manager of intent to perform generator maintenance prior to 
operating generator.
Seal off all necessary components of building ventilation system in order to 
prevent entry of fumes into building.
Check operation and controls.  If any problems are found issue work request

Check filters if applicable, change if necessary
Check belts if applicable, change if necessary.
Check coolant if applicable, add or change if necessary.
Check stop switch and emergency alarm bell.
Lubricate as necessary
Tighten all bolts
Check oil, add or change if necessary
Check voltage.
Check battery
Check connections and battery charger
Check generator output
Verify day tank's fuel level is topped off between float ranges, if applicable.

365-Day: Generator Notify building manager of intent to perform generator maintenance prior to 
operating generator.
Seal off all necessary components of building ventilation system in order to 
prevent entry of fumes into building.
Check operation and controls.  If any problems are found issue work request

Check filters if applicable, change if necessary
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Check belts if applicable, change if necessary.
Check coolant if applicable, add or change if necessary.
Check stop switch and emergency alarm bell.
Lubricate as necessary
Tighten all bolts
Check oil, add or change if necessary
Check voltage.
Check battery
Check connections and battery charger
Check generator output
Winterize system
Verify continuity of generator ground, including the fuel tank ground
Verify day tank's fuel level is topped off between float ranges, if applicable.

PM4493-HST0001 Preventive Maintenance - Cranes and Hoists 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4493-HUM0001 Preventive Maintenance - Humidifier 90-Day Humidifier, Electric Generator Type Check operation and controls.  If any problems are found issue work request

Check canister for mineral build-up
Check fill valve
Check dump valve
Inspect Vapor hoses

PM4493-HWP0001 Preventive Maintenance - Hot Water Pump 365-Day: Hot Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary
Check drive coupling

PM4493-HWP0002 Preventive Maintenance - Hot Water Pump 365-Day: Hot Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary
Check drive coupling

PM4493-HWP0003 Preventive Maintenance - Hot Water Pump 365-Day: Hot Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary
Check drive coupling

PM4493LIGHTS Preventive Maintenance - Exterior Lighting 90-Day Exterior Lighting Inspection Inspect all Exterior Building Lighting
Inspect all Parking Lot Lighting
Report Findings to Electrical Supervisor
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PM4493-LTS0001 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head

Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4493-LTS0002 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4493-LTS0003 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4493-LTS0004 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4493-LTS0005 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4493-LTS0006 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
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Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4493-LTS0007 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4493-LTS0008 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4493-LTS0009 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4493-LTS0010 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4493-LTS0011 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
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Perform 30 second light operational test

PM4493-LTS0012 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4493-LTS0013 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4493-LTS0014 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4493-LTS0015 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4493-LTS0016 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4493-LTS0017 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test
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365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head

Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4493-LTS0018 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4493-LTS0019 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4493-ODT0004 Preventive Maintenance - Oxygen Detection System 30-Day Oxygen Detection System, Wet Cell Type Inspect system and calibrate

Check water levels if applicable, add if necessary
Verify ODT is still required at this location.  If unit is no longer needed issue 
work request to remove unit

PM4493-ODT0012 Preventive Maintenance - Oxygen Detection System 30-Day: Oxygen Detection System, Dry Cell Type Perform visual inspection

Verify ODT is required at this location.  If unit is not needed issue work 
request to remove unit

180-Day: Oxygen Detection System, Dry Cell 
Type

Perform visual inspection

Calibrate system
Check all alarm points
Verify ODT is still required at this location.  If unit is not needed issue work 
request to remove unit

PM4493-ODT0013 Preventive Maintenance - Oxygen Detection System 30-Day: Oxygen Detection System, Dry Cell Type Perform visual inspection

Verify ODT is required at this location.  If unit is not needed issue work 
request to remove unit

180-Day: Oxygen Detection System, Dry Cell 
Type

Perform visual inspection

Calibrate system
Check all alarm points
Verify ODT is still required at this location.  If unit is not needed issue work 
request to remove unit
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PM4493-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.

Apply insecticides or poisons as required.
Complete chemical applications records.

PM4493-PNL0001 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 
Davis)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4493-PNL0002 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4493-PNL0003 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4493-PNL0004 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4493-PNL0005 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4493-PNL0006 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4493-PNL0007 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4493-PNL0008 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4493-PNL0009 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4493-PNL0010 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4493-PNL0011 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4493-PNL0012 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4493-PNL0013 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4493-PNL0014 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4493-PNL0015 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
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PM4493-PNL0016 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4493-PNL0017 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4493-PNL0018 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4493-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4493-ROOF0002 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4493-RV0001 Preventive Maintenance - Relief Valves 365-Day: Relief Valve PM Service and Tag Relief Valve
PM4493-RV0002 Preventive Maintenance - Relief Valves 365-Day: Relief Valve PM Service and Tag Relief Valve
PM4493-SHEW0002 Preventive Maintenance - Safety Shower and Eyewash 

Station
30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4493-SPR0001 Preventive Maintenance - Sprinkler System 30-Day: Dry Sprinkler System PM Perform PM
90-Day: Dry Sprinkler System PM Perform PM
365-Day: Dry Sprinkler System PM Perform PM

PM4493-SPR0002 Preventive Maintenance - Sprinkler System 30-Day: Dry Sprinkler System PM Perform PM
90-Day: Dry Sprinkler System PM Perform PM
365-Day: Dry Sprinkler System PM Perform PM

PM4493-UPS0001 Preventive Maintenance - UPS Power System 90-Day: UPS System Perform visual safety check
Check amperage and voltage

180-Day: UPS System Perform visual safety check
Check amperage and voltage
Check operation and controls

365-Day: UPS System Perform visual safety check
Check amperage and voltage
Check operation and controls
Check termination points
Inspect and clean all modules

PM4494-ACFLT0001 Preventive Maintenance - Air Compressor Filter Change 365-Day: Air Compressor Filter Change Replace Filter(s) on air compressor unit.

PM4494-ACMP0001 Preventive Maintenance - Air Compressor Sprinkler 90-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check Belts.  Change if necessary.

180-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

365-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change as necessary
Lubricate as necessary
Check belts, change if necessary
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Check filters, change if necessary

PM4494-AH0001 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4494-CHWP0001 Preventive Maintenance - Water Chiller 365-Day Chilled Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands; make 
minor repairs as necessary.
Lubricate pump and motor as necessary.
Check drive coupling

PM4494-EROOM0001 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4494-EROOM0002 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4494-FAS0001 Preventive Maintenance - Fire Alarm System 30-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions

180-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions
Verify operation of all pull stations and bells
Clean, test, and calibrate smoke detectors if applicable

PM4494-FILT0001 Preventive Maintenance - Filters 30-Day: Filter PM Check Filters, change if necessary
PM4494LIGHTS Preventive Maintenance - Exterior Lighting 90-Day Exterior Lighting Inspection Inspect all Exterior Building Lighting

Inspect all Parking Lot Lighting
Report Findings to Electrical Supervisor

PM4494-LTS0001 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4494-LTS0002 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test
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PM4494-LTS0003 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head

Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4494-LTS0004 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4494-LTS0005 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4494-LTS0006 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4494-LTS0007 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4494-LTS0008 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
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Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4494-LTS0009 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4494-LTS0010 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4494-LTS0011 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4494-LTS0012 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4494-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.
Apply insecticides or poisons as required.
Complete chemical applications records.

PM4494-PNL0001 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 
Davis)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4494-PNL0002 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times
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Install knockout hole plugs as necessary

PM4494-PNL0003 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 
Davis)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4494-PNL0004 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4494-PNL0005 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4494-PNL0006 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4494-PNL0007 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4494-PNL0008 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4494-PNL0009 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4494-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4494-ROOF0002 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4494-ROOF0003 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4494-RV0001 Preventive Maintenance - Relief Valves 365-Day: Relief Valve PM Service and Tag Relief Valve
PM4494-SPR0001 Preventive Maintenance - Sprinkler System 30-Day: Dry Sprinkler System PM Perform PM 

90-Day: Dry Sprinkler System PM Perform PM 
365-Day: Dry Sprinkler System PM Perform PM 

PM4494-STR0001 Preventive Maintenance - Strainers 90-Day: Strainers Check strainers, clean if necessary
PM4500DRAIN Preventive Maintenance - Storm Drain Inspection 365-day Storm Drain Clean-out all storm drains in the area
PM4515-PNL0001 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4515-PNL0002 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4520LIGHTS Preventive Maintenance - Exterior Lighting 90-Day Exterior Lighting Inspection Inspect all Exterior Building Lighting

Inspect all Parking Lot Lighting
Report Findings to Electrical Supervisor

PM4520-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.
Apply insecticides or poisons as required.
Complete chemical applications records.

PM4520-PNL0001 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 
Davis)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4520-SGND0001 Preventive Maintenance -Static Ground System 365-Day: Static Ground System Check and record resistance readings

Attach and turn in ground readings with PM sheet
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PM4522-AH0001 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit (Day Shift) Check controls and unit for proper operation

Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4522-ELEV0001 Preventive Maintenance - Cable Elevator 30-Day: Cable Elevator with Computer Controls Verify operation of all safety edges

Verify operation of emergency telephone
Check and clean all electrical panels
Inspect and lubricate governors
Check brushes on drive motors
Check sensitivity of door closure pressure
Inspect hoistways and car top

PM4522-FILT0001 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4522-HST0002 Preventive Maintenance - Cranes and Hoists 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4522LIGHTS Preventive Maintenance - Exterior Lighting 90-Day Exterior Lighting Inspection Inspect all Exterior Building Lighting
Inspect all Parking Lot Lighting
Report Findings to Electrical Supervisor

PM4522-LROD0001 Preventive Maintenance - Lightning Protection System 365 Day: Lightning Protection System Measure and record resistance readings

Inspect rods, cables, and fasteners
Attach and turn in ground readings with PM sheet

PM4522-LTS0001 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4522-LTS0002 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4522-MTS0001 Preventive Maintenance - Manual Transfer Switch 180-Day: Manual Transfer Switch Exercise transfer switch
365-Day: Manual Transfer Switch Exercise transfer switch



NNM08AA54C
ATTACHMENT J-24

PREVENTIVE MAINTENANCE

Page 369 of 1447

PMNUM PM DESCRIPTION  TASK DESCRIPTION
Clean equipment
Check all contacts and connections

PM4522-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.
Apply insecticides or poisons as required.
Complete chemical applications records.

PM4522-PNL0001 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 
Davis)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4522-PNL0002 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4522-PNL0003 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4522-PNL0004 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4522-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4522-SHEW0001 Preventive Maintenance - Safety Shower and Eyewash 

Station
30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4522-SHEW0002 Preventive Maintenance - Safety Shower and Eyewash 
Station

30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4522-SPMP001A Preventive Maintenance - Sump Pump 30-Day: Sump Pump (Day-Shift) Check operation and controls.  If any problems are found issue work request

180-Day: Sump Pump (Day-Shift) Check operation and controls.  If any problems are found issue work request

Lubricate as necessary
Check coupling and drives

PM4522-SPMP001B Preventive Maintenance - Sump Pump 30-Day: Sump Pump (Day-Shift) Check operation and controls.  If any problems are found issue work request

180-Day: Sump Pump (Day-Shift) Check operation and controls.  If any problems are found issue work request

Lubricate as necessary
Check coupling and drives

PM4522-SPR0001 Preventive Maintenance - Sprinkler System 30-Day: Wet Sprinkler System PM Perform PM 
90-Day: Wet Sprinkler System PM Perform PM 
365-Day: Wet Sprinkler System PM Perform PM 

PM4522-UPS0001 Preventive Maintenance - UPS Power System 90-Day: UPS System Perform visual safety check
Check amperage and voltage

180-Day: UPS System Perform visual safety check
Check amperage and voltage
Check operation and controls

365-Day: UPS System Perform visual safety check
Check amperage and voltage
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Check operation and controls
Check termination points
Inspect and clean all modules

PM4523-DOOR0001 Preventive Maintenance - Roll-Up Door 180-Day Sliding/Roll-up Door, Manual Lubricate tracks as necessary
Check stops and tethers
If any problems are found issue work request

PM4523-EROOM0001 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4523-FAS0001 Preventive Maintenance - Fire Alarm System 30-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions

180-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions
Verify operation of all pull stations and bells
Clean, test, and calibrate smoke detectors if applicable

PM4523-HST0001 Preventive Maintenance - Cranes and Hoists 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4523-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.
Apply insecticides or poisons as required.
Complete chemical applications records.

PM4523-PNL0001 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 
Davis)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4523-PNL0002 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4523-PNL0003 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4523-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4524-ACFLT0001 Preventive Maintenance - Air Compressor Filter Change 365-Day: Air Compressor Filter Change Replace Filter(s) on air compressor unit.

PM4524-ACMP0001 Preventive Maintenance - Air Compressor 90-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check Belts.  Change if necessary.

180-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary



NNM08AA54C
ATTACHMENT J-24

PREVENTIVE MAINTENANCE

Page 371 of 1447

PMNUM PM DESCRIPTION  TASK DESCRIPTION
365-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.

Check oil, add or change as necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

PM4524-AH0001 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit (Day Shift) Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4524-CHLR0001 Preventive Maintenance - Water Chiller 365-Day: Chiller, Air-Cooled Check unit's evaporator and condenser pressures.
Check fan motor if applicable for excessive noise and vibration.
Check oil temperature
Check compressor oil level.
Lubricate condenser fan motors as necessary
Run system control tests.
Perform refrigerant leak check.
Check refrigerant charge/level, add as necessary
Check compressor for excessive noise/vibration.
Check sensor and mechanical safety limits.
Replace oil and oil filters(s).
Inspect safety relief valve.
Run an insulation test on the motor.
Check (IR Scan) and tighten motor terminals.
Service chiller starter and check all controls and terminations.
Clean condenser
Clean evaporator tubes if available

PM4524-CHWP0001 Preventive Maintenance - Chill Water Pump 365-Day Chilled Water Pump (Day-Shift) Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands; make 
minor repairs as necessary.
Lubricate pump and motor as necessary
Check drive coupling

PM4524-CHWP0002 Preventive Maintenance - Chill Water Pump 365-Day Chilled Water Pump (Day-Shift) Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands; make 
minor repairs as necessary.
Lubricate pump and motor as necessary
Check drive coupling

PM4524-COND0001 Preventive Maintenance - Air-cooled Condenser 90-Day: Air-Cooled Condenser (Direct-drive w/ 
sealed condenser fan)

Check operation and controls

180 Day Air-Cooled Condenser (Direct-drive w/ 
sealed condeser fan)

Check operation and controls

Check suction and discharge pressure
Check and lubricate bearings

365-Day: Air-Cooled Condenser (Direct-drive w/ 
sealed condenser fan)

Check operation and controls

Check suction and discharge pressure
Check and lubricate bearings
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Clean condenser and evaporator coil
Check safety interlocks

PM4524-COND0002 Preventive Maintenance - Air-cooled Condenser 90-Day: Air-Cooled Condenser (Direct-drive w/ 
sealed condenser fan)

Check operation and controls

180 Day Air-Cooled Condenser (Direct-drive w/ 
sealed condeser fan)

Check operation and controls

Check suction and discharge pressure
Check and lubricate bearings

365-Day: Air-Cooled Condenser (Direct-drive w/ 
sealed condenser fan)

Check operation and controls

Check suction and discharge pressure
Check and lubricate bearings
Clean condenser and evaporator coil
Check safety interlocks

PM4524-EROOM0001 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4524-FILT0001 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4524LIGHTS Preventive Maintenance - Exterior Lighting 90-Day Exterior Lighting Inspection Inspect all Exterior Building Lighting

Inspect all Parking Lot Lighting
Report Findings to Electrical Supervisor

PM4524-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.
Apply insecticides or poisons as required.
Complete chemical applications records.

PM4524-PMP0001 Preventive Maintenance - Hydraulic Pump 90-Day: Pump PM (Day-shift) Check operation and controls.  If any problems are found issue work request

180-Day Pump PM (Day-Shift) Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary

PM4524-PNL0001 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 
Davis)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4524-PNL0002 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4524-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4524-RV0001 Preventive Maintenance - Relief Valves 365-Day: Relief Valve PM Service and Tag Relief Valve
PM4524-SPMP0001 Preventive Maintenance - Sump Pump 30-Day: Sump Pump (Day-Shift) Check operation and controls.  If any problems are found issue work request

180-Day: Sump Pump (Day-Shift) Check operation and controls.  If any problems are found issue work request

Lubricate as necessary
Check coupling and drives

PM4525LIGHTS Preventive Maintenance - Exterior Lighting 90-Day Exterior Lighting Inspection Inspect all Exterior Building Lighting
Inspect all Parking Lot Lighting
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Report Findings to Electrical Supervisor

PM4525-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.
Apply insecticides or poisons as required.
Complete chemical applications records.

PM4525-PNL0001 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 
Davis)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4525-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4525-SHEW0001 Preventive Maintenance - Safety Shower and Eyewash 

Station
30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4526-PNL0001 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 
Davis)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4526-PNL0002 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4527LIGHTS Preventive Maintenance - Exterior Lighting 90-Day Exterior Lighting Inspection Inspect all Exterior Building Lighting

Inspect all Parking Lot Lighting
Report Findings to Electrical Supervisor

PM4527-SHEW0001 Preventive Maintenance - Safety Shower and Eyewash 
Station

30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4530-AH0001 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4530-BATB0001 Preventive Maintenance - Battery Bank 30-Day: Battery Bank, Sealed Check connections
Clean and lubricate terminals
Clean battery if necessary

PM4530-CNDP0001 Preventive Maintenance -Condensate Pump 90-Day: Pump Check operation and controls.  If any problems are found issue work request

180-Day: Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary

PM4530-CNDP0002 Preventive Maintenance -Condensate Pump 90-Day: Pump Check operation and controls.  If any problems are found issue work request

180-Day: Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary

PM4530-DOOR0001 Preventive Maintenance - Roll-Up Door 180-Day Sliding/Roll-up Door, Manual Lubricate tracks as necessary
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Check stops and tethers
If any problems are found issue work request

PM4530-DXAC0001 Preventive Maintenance - Direct Expansion AC Unit 90-Day: Direct Expansion Unit Package, Stand-
Alone or Split-Type, Air-Cooled, Direct-Driven

Check operation and controls.  If any problems are found issue work request.

Lubricate condenser fan as necessary
Lubricate blower motor as necessary

180-Day: Direct Expansion Unit Package, Stand-
Alone or Split-Type, Air-Cooled, Thru The Wall 
Unit

Check operation and controls.  If any problems are found issue work request

Lubricate condenser fan as necessary
Lubricate blower motor as necessary
Check suction and discharge pressure

365-Day: Direct Expansion Unit Package, Stand-
Alone or Split-Type, Air-Cooled, Direct-Driven

Check operation and controls.  If any problems are found issue work request

Lubricate condenser fan as necessary
Lubricate blower motor as necessary
Check suction and discharge pressure
Clean condenser and evaporator coils
Check safety interlocks

PM4530-DXAC0002 Preventive Maintenance - DXAC Unit 90-Day: Direct Expansion Unit Package, Stand-
Alone or Split-Type, Air-Cooled, Direct-Driven

Check operation and controls.  If any problems are found issue work request.

Lubricate condenser fan as necessary
Lubricate blower motor as necessary

180-Day: Direct Expansion Unit Package, Stand-
Alone or Split-Type, Air-Cooled, Thru The Wall 
Unit

Check operation and controls.  If any problems are found issue work request

Lubricate condenser fan as necessary
Lubricate blower motor as necessary
Check suction and discharge pressure

365-Day: Direct Expansion Unit Package, Stand-
Alone or Split-Type, Air-Cooled, Direct-Driven

Check operation and controls.  If any problems are found issue work request

Lubricate condenser fan as necessary
Lubricate blower motor as necessary
Check suction and discharge pressure
Clean condenser and evaporator coils
Check safety interlocks

PM4530-FAS0001 Preventive Maintenance - Fire Alarm System 30-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions

180-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions
Verify operation of all pull stations and bells
Clean, test, and calibrate smoke detectors if applicable

PM4530-FILT0001 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4530-FILT0002 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4530-FILT0003 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
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PM4530-HDT0001 Preventive Maintenance - Hydrogen Detection System 30-Day: Hydrogen Detection System Perform visual inspection

180-Day: Hydrogen Detection System Perform visual inspection
Calibrate system
Check all alarm points

PM4530-HDT0002 Preventive Maintenance - Hydrogen Detection System 30-Day: Hydrogen Detection System Perform visual inspection

180-Day: Hydrogen Detection System Perform visual inspection
Calibrate system
Check all alarm points

PM4530-HDT0003 Preventive Maintenance - Hydrogen Detection System 30-Day: Hydrogen Detection System Perform visual inspection

180-Day: Hydrogen Detection System Perform visual inspection
Calibrate system
Check all alarm points

PM4530LIGHTS Preventive Maintenance - Exterior Lighting 90-Day Exterior Lighting Inspection Inspect all Exterior Building Lighting
Inspect all Parking Lot Lighting
Report Findings to Electrical Supervisor

PM4530-LTS0001 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4530-LTS0002 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4530-LTS0003 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4530-LTS0005 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
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Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4530-MTS0001 Preventive Maintenance - Manual Transfer Switch 180-Day: Manual Transfer Switch Exercise transfer switch
365-Day: Manual Transfer Switch Exercise transfer switch

Clean equipment
Check all contacts and connections

PM4530-ODT0001 Preventive Maintenance - Oxygen Detection System 30-Day: Oxygen Detection System, Dry Cell Type Perform visual inspection

Verify ODT is required at this location.  If unit is not needed issue work 
request to remove unit

180-Day: Oxygen Detection System, Dry Cell 
Type

Perform visual inspection

Calibrate system
Check all alarm points
Verify ODT is still required at this location.  If unit is not needed issue work 
request to remove unit

PM4530-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.
Apply insecticides or poisons as required.
Complete chemical applications records.

PM4530-PNL0001 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 
Davis)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4530-PNL0002 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4530-PNL0003 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4530-PNL0004 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4530-PNL0005 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4530-PNL0006 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4530-PNL0007 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4530-PNL0008 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4530-PNL0009 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times



NNM08AA54C
ATTACHMENT J-24

PREVENTIVE MAINTENANCE

Page 377 of 1447

PMNUM PM DESCRIPTION  TASK DESCRIPTION
Install knockout hole plugs as necessary

PM4530-PNL0010 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 
Davis)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4530-PNL0011 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4530-PNL0012 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4530-PNL0013 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4530-PNL0014 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4530-PNL0015 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4530-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4530-ROOF0002 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4530-ROOF0003 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4530-ROOF0004 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4530-ROOF0005 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4530-ROOF0006 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4530-ROOF0007 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4530-SHEW0001 Preventive Maintenance - Safety Shower and Eyewash 

Station
30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4530-SHEW0002 Preventive Maintenance - Safety Shower and Eyewash 
Station

30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4530-SPMP001 Preventive Maintenance - Sump Pump 30-Day: Sump Pump Check operation and controls.  If any problems are found issue work request

180-Day: Sump Pump Check operation and controls.  If any problems are found issue work request

Lubricate as necessary
Check coupling and drives

PM4530-UPS0001 Preventive Maintenance - UPS Power System 90-Day: UPS System Perform visual safety check
Check amperage and voltage

180-Day: UPS System Perform visual safety check
Check amperage and voltage
Check operation and controls

365-Day: UPS System Perform visual safety check
Check amperage and voltage
Check operation and controls
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Check termination points
Inspect and clean all modules

PM4531-ACFLT0001 Preventive Maintenance - Air Compressor Filter Change 365-Day: Air Compressor Filter Change Replace Filter(s) on air compressor unit.

PM4531-ACFLT0002 Preventive Maintenance - Air Compressor Filter Change 365-Day: Air Compressor Filter Change Replace Filter(s) on air compressor unit.

PM4531-ACMP0001 Preventive Maintenance - Air Compressor 90-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check Belts.  Change if necessary.

180-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

365-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change as necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

PM4531-ACMP0002 Preventive Maintenance - Air Compressor 90-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check Belts.  Change if necessary.

180-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

365-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change as necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

PM4531-ADRY0001 Preventive Maintenance - Air Dryer 60-Day: Air Dryer, Refrigerant Type (w/ sealed 
condenser motor)

Check operation and controls.  If any problems found then issue work 
request.
Drain and flush
Drain water separator

180-Day: Air Dryer, Refrigerant Type (w/ sealed 
condenser motor)

Check operation and controls.  If any problems are found then issue work 
request.
Drain and flush
Drain water separator
Clean condenser coils

PM4531-AH0001 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4531-CHLR0001 Preventive Maintenance - Water Chiller 365-Day: Chiller, Air-Cooled Check unit's evaporator and condenser pressures.
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Check fan motor if applicable for excessive noise and vibration.
Check oil temperature
Check compressor oil level.
Lubricate condenser fan motors as necessary
Run system control tests.
Perform refrigerant leak check.
Check refrigerant charge/level, add as necessary
Check compressor for excessive noise/vibration.
Check sensor and mechanical safety limits.
Replace oil and oil filters(s).
Inspect safety relief valve.
Run an insulation test on the motor.
Check (IR Scan) and tighten motor terminals.
Service chiller starter and check all controls and terminations.
Clean condenser
Clean evaporator tubes if available

PM4531-CHWP0001 Preventive Maintenance - Chill Water Pump 365-Day Chilled Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands; make 
minor repairs as necessary.
Lubricate pump and motor as necessary.
Check drive coupling

PM4531-CNDP0001 Preventive Maintenance -Condensate Pump 90-Day: Pump Check operation and controls.  If any problems are found issue work request

180-Day: Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary

PM4531-CNDP0002 Preventive Maintenance -Condensate Pump 90-Day: Pump Check operation and controls.  If any problems are found issue work request

180-Day: Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary

PM4531-COND0001 Preventive Maintenance - Air-cooled Condenser 90-Day: Air-Cooled Condenser Check operation and controls.  If any problems found then issue work 
request.
Check Belts, change if necessary
Lubricate condenser fan as necessary

180 Day Air-Cooled Condenser Check operation and controls.  If any problems are found then issue work 
request
Check Belts, change if necessary
Lubricate condenser fan as necessary
Check and lubricate bearings as necessary

365-Day: Air-Cooled Condenser Check operation and controls.  If any problems are found then issue work 
request
Check Belts, change if necessary
Lubricate condenser fan as necessary
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Check and lubricate bearings as necessary
Clean condenser and evaporator coil
Check safety interlocks

PM4531-DOOR0001 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM (w/o lifting cables) Inspect drive mechanism
Inspect brake settings if applicable
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect Mounts to ensure that they are sufficiently sized
Inspect chain drive adjustments
If any problems are found issue work request

PM4531-DOOR0002 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM (w/o lifting cables) Inspect drive mechanism
Inspect brake settings if applicable
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect Mounts to ensure that they are sufficiently sized
Inspect chain drive adjustments
If any problems are found issue work request

PM4531-EROOM0001 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4531-FILT0001 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4531-HST0001 Preventive Maintenance - Cranes and Hoists 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4531LIGHTS Preventive Maintenance - Exterior Lighting 90-Day Exterior Lighting Inspection Inspect all Exterior Building Lighting
Inspect all Parking Lot Lighting
Report Findings to Electrical Supervisor

PM4531-ODT0001 Preventive Maintenance - Oxygen Detection System 30-Day: Oxygen Detection System, Dry Cell Type Perform visual inspection

Verify ODT is required at this location.  If unit is not needed issue work 
request to remove unit

180-Day: Oxygen Detection System, Dry Cell 
Type

Perform visual inspection

Calibrate system
Check all alarm points
Verify ODT is still required at this location.  If unit is not needed issue work 
request to remove unit

PM4531-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.
Apply insecticides or poisons as required.
Complete chemical applications records.
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PM4531-PNL0001 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4531-PNL0002 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4531-PNL0003 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4531-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4531-ROOF0002 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4531-RV0001 Preventive Maintenance - Relief Valves 365-Day: Relief Valve PM Service and Tag Relief Valve
PM4531-RV0002 Preventive Maintenance - Relief Valves 365-Day: Relief Valve PM Service and Tag Relief Valve
PM4532-DOOR0001 Preventive Maintenance - Roll-Up Door 180-Day Sliding/Roll-up Door, Manual Lubricate tracks as necessary

Check stops and tethers
If any problems are found issue work request

PM4532-ODT0001 Preventive Maintenance - Oxygen Detection System 30-Day: Oxygen Detection System, Dry Cell Type Perform visual inspection

Verify ODT is required at this location.  If unit is not needed issue work 
request to remove unit

180-Day: Oxygen Detection System, Dry Cell 
Type

Perform visual inspection

Calibrate system
Check all alarm points
Verify ODT is still required at this location.  If unit is not needed issue work 
request to remove unit

PM4532-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.
Apply insecticides or poisons as required.
Complete chemical applications records.

PM4532-PNL0001 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 
Davis)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4532-PNL0002 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4532-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4539-ACFLT0001 Preventive Maintenance - Air Compressor Filter Change 365-Day: Air Compressor Filter Change Replace Filter(s) on air compressor unit.

PM4539-ACMP0001 Preventive Maintenance - Air Compressor Control 90-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check Belts.  Change if necessary.

180-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

365-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
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Check oil, add or change as necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

PM4539-ADRY0001 Preventive Maintenance - Air Dryer 60-Day: Air Dryer, Refrigerant Type (w/ sealed 
condenser motor)

Check operation and controls.  If any problems found then issue work 
request.
Drain and flush
Drain water separator

180-Day: Air Dryer, Refrigerant Type (w/ sealed 
condenser motor)

Check operation and controls.  If any problems are found then issue work 
request.
Drain and flush
Drain water separator
Clean condenser coils

PM4539-DXAC0001 Preventive Maintenance - Direct Expansion AC Unit 90-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven (W/ Sealed 
condenser fan)

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate blower motor as necessary

180-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven (W/ Sealed 
condenser fan)

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate blower motor as necessary

365-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven (W/ Sealed 
condenser fan)

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate blower motor as necessary
Clean condenser and evaporator coils
Check safety interlocks

PM4539-DXAC0002 Preventive Maintenance - Direct Expansion AC Unit 90-Day: DX Unit Package, Stand-Alone or Split-
Type, Air-Cooled, Direct-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

180-Day: DX Unit Package, Stand-Alone or Split-
Type, Air-Cooled, Thru The Wall Unit (W/ Sealed 
condenser fan and blower motor

Check operation and controls.  If any problems are found issue work request

365-Day: DX Unit Package, Stand-Alone or Split-
Type, Air-Cooled, Direct-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

Clean condenser and evaporator coils
Check safety interlocks

PM4539-FILT0001 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4539-FILT0002 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4539-HST0001 Preventive Maintenance - Cranes and Hoists 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
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Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4539LIGHTS Preventive Maintenance - Exterior Lighting 90-Day Exterior Lighting Inspection Inspect all Exterior Building Lighting
Inspect all Parking Lot Lighting
Report Findings to Electrical Supervisor

PM4539-LTS0001 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4539-ODT0001 Preventive Maintenance - Oxygen Detection System 30-Day: Oxygen Detection System, Dry Cell Type Perform visual inspection

Verify ODT is required at this location.  If unit is not needed issue work 
request to remove unit

180-Day: Oxygen Detection System, Dry Cell 
Type

Perform visual inspection

Calibrate system
Check all alarm points
Verify ODT is still required at this location.  If unit is not needed issue work 
request to remove unit

PM4539-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.
Apply insecticides or poisons as required.
Complete chemical applications records.

PM4539-PNL0001 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 
Davis)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4539-PNL0002 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4539-PNL0003 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4539-PNL0004 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4539-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4539-RV0001 Preventive Maintenance - Relief Valves 365-Day: Relief Valve PM Service and Tag Relief Valve
PM4539-SHEW0001 Preventive Maintenance - Safety Shower and Eyewash 

Station
30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4539-SHEW0002 Preventive Maintenance - Safety Shower and Eyewash 
Station

30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
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Date and initial inspection tag

PM4540-BATB0001 Preventive Maintenance - Battery Bank 30-Day: Battery Bank, Sealed Check connections
Clean and lubricate terminals
Clean battery if necessary

PM4540LIGHTS Preventive Maintenance - Exterior Lighting 90-Day Exterior Lighting Inspection Inspect all Exterior Building Lighting
Inspect all Parking Lot Lighting
Report Findings to Electrical Supervisor

PM4540-LROD0001 Preventive Maintenance - Lightning Protection System 365 Day: Lightning Protection System Measure and record resistance readings

Inspect rods, cables, and fasteners
Attach and turn in ground readings with PM sheet

PM4540-LTS0001 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4540-MTS0001 Preventive Maintenance - Manual Transfer Switch 180-Day: Manual Transfer Switch Exercise transfer switch
365-Day: Manual Transfer Switch Exercise transfer switch

Clean equipment
Check all contacts and connections

PM4540-ODT0001 Preventive Maintenance - Oxygen Detection System 30-Day: Oxygen Detection System, Dry Cell Type Perform visual inspection

Verify ODT is required at this location.  If unit is not needed issue work 
request to remove unit

180-Day: Oxygen Detection System, Dry Cell 
Type

Perform visual inspection

Calibrate system
Check all alarm points
Verify ODT is still required at this location.  If unit is not needed issue work 
request to remove unit

PM4540-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.
Apply insecticides or poisons as required.
Complete chemical applications records.

PM4540-PNL0001 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 
Davis)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4540-PNL0002 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4540-PNL0003 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4540-PNL0004 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times
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Install knockout hole plugs as necessary

PM4540-PNL0005 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 
Davis)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4540-SHEW0001 Preventive Maintenance - Safety Shower and Eyewash 

Station
30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4540-SHEW0002 Preventive Maintenance - Safety Shower and Eyewash 
Station

30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4540-UPS0001 Preventive Maintenance - UPS Power System 90-Day: UPS System Perform visual safety check
Check amperage and voltage

180-Day: UPS System Perform visual safety check
Check amperage and voltage
Check operation and controls

365-Day: UPS System Perform visual safety check
Check amperage and voltage
Check operation and controls
Check termination points
Inspect and clean all modules

PM4541-BATB0001 Preventive Maintenance - Battery Bank 30-Day: Battery Bank, Sealed Check connections
Clean and lubricate terminals
Clean battery if necessary

PM4541-BATB0002 Preventive Maintenance - Battery Bank 30-Day: Battery Bank, Wet Cell (UPS) Check and refill battery
Check connections
Clean and lubricate terminals
Clean battery if necessary
Check operation and controls
Take specific gravity and voltage readings
Check pilot cell temperature

PM4541-DXAC0001 Preventive Maintenance - Direct Expansion AC Unit 90-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary

180-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary

365-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary
Clean condenser and evaporator coils
Check safety interlocks
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PM4541-DXAC0002 Preventive Maintenance - Direct Expansion AC Unit 90-Day: Direct Expansion Unit Package, Split-

Type, Air-Cooled, Belt-Driven
Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary

180-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary

365-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary
Clean condenser and evaporator coils
Check safety interlocks

PM4541-EROOM0001 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4541-FAS0001 Preventive Maintenance - Fire Alarm System 30-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions

180-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions
Verify operation of all pull stations and bells
Clean, test, and calibrate smoke detectors if applicable

PM4541-FILT0001 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4541-FILT0002 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4541LIGHTS Preventive Maintenance - Exterior Lighting 90-Day Exterior Lighting Inspection Inspect all Exterior Building Lighting

Inspect all Parking Lot Lighting
Report Findings to Electrical Supervisor

PM4541-LTS0001 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4541-MTS0001 Preventive Maintenance - Manual Transfer Switch 180-Day: Manual Transfer Switch Exercise transfer switch
365-Day: Manual Transfer Switch Exercise transfer switch

Clean equipment
Check all contacts and connections

PM4541-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.
Apply insecticides or poisons as required.
Complete chemical applications records.
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PM4541-PNL0001 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4541-PNL0002 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4541-PNL0003 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4541-PNL0004 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4541-PNL0005 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4541-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4541-UPS0001 Preventive Maintenance - UPS Power System 90-Day: UPS System Perform visual safety check

Check amperage and voltage
180-Day: UPS System Perform visual safety check

Check amperage and voltage
Check operation and controls

365-Day: UPS System Perform visual safety check
Check amperage and voltage
Check operation and controls
Check termination points
Inspect and clean all modules

PM4542-BATB0001 Preventive Maintenance - Battery Bank 30-Day: Battery Bank, Wet Cell (UPS) Check and refill battery
Check connections
Clean and lubricate terminals
Clean battery if necessary
Check operation and controls
Take specific gravity and voltage readings
Check pilot cell temperature

PM4542-DXAC0001 Preventive Maintenance - Direct Expansion AC Unit 90-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary

180-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary

365-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary
Clean condenser and evaporator coils
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Check safety interlocks

PM4542-DXAC0002 Preventive Maintenance - Direct Expansion AC Unit 90-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary

180-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary

365-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary
Clean condenser and evaporator coils
Check safety interlocks

PM4542-FAS0001 Preventive Maintenance - Fire Alarm System 30-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions

180-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions
Verify operation of all pull stations and bells
Clean, test, and calibrate smoke detectors if applicable

PM4542-FILT0001 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4542-FILT0002 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4542LIGHTS Preventive Maintenance - Exterior Lighting 90-Day Exterior Lighting Inspection Inspect all Exterior Building Lighting

Inspect all Parking Lot Lighting
Report Findings to Electrical Supervisor

PM4542-LTS0001 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4542-LTS0002 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4542-LTS0003 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals



NNM08AA54C
ATTACHMENT J-24

PREVENTIVE MAINTENANCE

Page 389 of 1447

PMNUM PM DESCRIPTION  TASK DESCRIPTION
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4542-MTS0001 Preventive Maintenance - Manual Transfer Switch 180-Day: Manual Transfer Switch Exercise transfer switch
365-Day: Manual Transfer Switch Exercise transfer switch

Clean equipment
Check all contacts and connections

PM4542-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.
Apply insecticides or poisons as required.
Complete chemical applications records.

PM4542-PNL0001 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 
Davis)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4542-PNL0002 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4542-PNL0003 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4542-PNL0004 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4542-PNL0005 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4542-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4542-SGND0001 Preventive Maintenance -Static Ground System 365-Day: Static Ground System Check and record resistance readings

Attach and turn in ground readings with PM sheet
PM4542-SHEW0001 Preventive Maintenance - Safety Shower and Eyewash 

Station
30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4542-SHEW0002 Preventive Maintenance - Safety Shower and Eyewash 
Station

30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4542-UPS0001 Preventive Maintenance - UPS Power System 90-Day: UPS System Perform visual safety check
Check amperage and voltage

180-Day: UPS System Perform visual safety check
Check amperage and voltage
Check operation and controls

365-Day: UPS System Perform visual safety check
Check amperage and voltage
Check operation and controls
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Check termination points
Inspect and clean all modules

PM4548-LTS0001 Preventive Maintenance - Aircraft Lights 30-Day: Aircraft/Aviation Lights Verify operation
PM4549-DOOR0001 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM (w/o lifting cables) Inspect drive mechanism

Inspect brake settings if applicable
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect Mounts to ensure that they are sufficiently sized
Inspect chain drive adjustments
If any problems are found issue work request

PM4549-DOOR0002 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM (w/o lifting cables) Inspect drive mechanism
Inspect brake settings if applicable
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect Mounts to ensure that they are sufficiently sized
Inspect chain drive adjustments
If any problems are found issue work request

PM4549-DXAC0001 Preventive Maintenance - Direct Expansion AC Unit 90-Day: DX Unit Package, Stand-Alone or Split-
Type, Air-Cooled, Direct-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

180-Day: DX Unit Package, Stand-Alone or Split-
Type, Air-Cooled, Thru The Wall Unit (W/ Sealed 
condenser fan and blower motor

Check operation and controls.  If any problems are found issue work request

365-Day: DX Unit Package, Stand-Alone or Split-
Type, Air-Cooled, Direct-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

Clean condenser and evaporator coils
Check safety interlocks

PM4549-DXAC0002 Preventive Maintenance - Direct Expansion AC Unit 90-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
180-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
365-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Clean condenser and evaporator coils
Check safety interlocks

PM4549-FAS0001 Preventive Maintenance - Fire Alarm System 30-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions

180-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions
Verify operation of all pull stations and bells
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Clean, test, and calibrate smoke detectors if applicable

PM4549-FILT0002 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4549-FILT0003 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4549LIGHTS Preventive Maintenance - Exterior Lighting 90-Day Exterior Lighting Inspection Inspect all Exterior Building Lighting

Inspect all Parking Lot Lighting
Report Findings to Electrical Supervisor

PM4549-LTS0001 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4549-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.
Apply insecticides or poisons as required.
Complete chemical applications records.

PM4549-PNL0001 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 
Davis)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4549-PNL0002 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4549-PNL0003 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4549-PNL0004 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4549-PNL0005 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4549-PNL0006 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4549-PNL0007 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4549-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4549-ROOF0002 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4549-ROOF0003 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4549-ROOF0004 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4550-DERK0001 Preventive Maintenance - Derrick Stiffleg 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
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Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4550-DERK0002 Preventive Maintenance - Derrick Stiffleg 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4550-ELEV0001 Preventive Maintenance - Cable Elevator 30-Day: Cable Elevator with Computer Controls Verify operation of all safety edges

Verify operation of emergency telephone
Check and clean all electrical panels
Inspect and lubricate governors
Check brushes on drive motors
Check sensitivity of door closure pressure
Inspect hoistways and car top

PM4550-FILT0001 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4550-FILT0002 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4550-FILT0003 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4550-FILT0004 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4550-FILT0005 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4550LIGHTS Preventive Maintenance - Exterior Lighting 90-Day Exterior Lighting Inspection Inspect all Exterior Building Lighting

Inspect all Parking Lot Lighting
Report Findings to Electrical Supervisor

PM4550-LROD0001 Preventive Maintenance - Lightning Protection System 365 Day: Lightning Protection System Measure and record resistance readings

Inspect rods, cables, and fasteners
Attach and turn in ground readings with PM sheet

PM4550-LTS0001 Preventive Maintenance - Emergency Lights 30-Day: Aircraft/Aviation Lights Verify operation
PM4550-PNL0001 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4550-PNL0002 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4550-PNL0003 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4550-PNL0004 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4550-PNL0005 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
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PM4550-PNL0006 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4550-PNL0007 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4550-PNL0008 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4550-PNL0009 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4550-PNL0010 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4550-PNL0011 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4550-PNL0012 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4550-PNL0013 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4550-PNL0014 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4550-PNL0015 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4550-PNL0016 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4550-PNL0017 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4550-PNL0018 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4550-PNL0019 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4550-PNL0020 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4550-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4550-ROOF0002 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4550-ROOF0003 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
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PM4550-ROOF0004 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4550-ROOF0005 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4550-ROOF0006 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4550-ROOF0007 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4550-ROOF0008 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4550-ROOF0009 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4550-ROOF0010 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4550-SGND0001 Preventive Maintenance -Static Ground System 365-Day: Static Ground System Check and record resistance readings

Attach and turn in ground readings with PM sheet
PM4551-ACMP0001 Preventive Maintenance - Air Compressor Control 90-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.

Check oil, add or change if necessary
Lubricate as necessary
Check Belts.  Change if necessary.

180-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

365-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change as necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

PM4551-BATB0001 Preventive Maintenance - Battery Bank 30-Day: Battery Bank, Wet Cell (UPS) Check and refill battery
Check connections
Clean and lubricate terminals
Clean battery if necessary
Check operation and controls
Take specific gravity and voltage readings
Check pilot cell temperature

PM4551-DXAC0001 Preventive Maintenance - Direct Expansion AC Unit 90-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary

180-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary

365-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary
Clean condenser and evaporator coils
Check safety interlocks
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PM4551-DXAC0002 Preventive Maintenance - Direct Expansion AC Unit 90-Day: Direct Expansion Unit Package, Split-

Type, Air-Cooled, Belt-Driven
Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary

180-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary

365-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary
Clean condenser and evaporator coils
Check safety interlocks

PM4551-EAF0001 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4551-EROOM0001 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4551-FAS0001 Preventive Maintenance - Fire Alarm System 30-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions

180-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions
Verify operation of all pull stations and bells
Clean, test, and calibrate smoke detectors if applicable

PM4551-FILT0001 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4551-FILT0002 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4551LIGHTS Preventive Maintenance - Exterior Lighting 90-Day Exterior Lighting Inspection Inspect all Exterior Building Lighting

Inspect all Parking Lot Lighting
Report Findings to Electrical Supervisor

PM4551-LTS0001 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4551-ODT0001 Preventive Maintenance - Oxygen Detection System 30-Day: Oxygen Detection System, Dry Cell Type Perform visual inspection
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Verify ODT is required at this location.  If unit is not needed issue work 
request to remove unit

180-Day: Oxygen Detection System, Dry Cell 
Type

Perform visual inspection

Calibrate system
Check all alarm points
Verify ODT is still required at this location.  If unit is not needed issue work 
request to remove unit

PM4551-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.
Apply insecticides or poisons as required.
Complete chemical applications records.

PM4551-PNL0001 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 
Davis)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4551-PNL0002 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4551-PNL0003 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4551-PNL0004 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4551-PNL0005 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4551-PNL0006 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4551-PNL0007 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4551-PNL0008 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4551-PNL0009 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4551-PNL0010 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4551-PNL0011 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4551-PNL0012 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
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PM4551-PNL0013 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4551-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4551-RV0001 Preventive Maintenance - Relief Valves 365-Day: Relief Valve PM Service and Tag Relief Valve
PM4551-SGND0001 Preventive Maintenance -Static Ground System 365-Day: Static Ground System Check and record resistance readings

Attach and turn in ground readings with PM sheet
PM4551-SPMP001 Preventive Maintenance - Sump Pump 30-Day: Sump Pump Check operation and controls.  If any problems are found issue work request

180-Day: Sump Pump Check operation and controls.  If any problems are found issue work request

Lubricate as necessary
Check coupling and drives

PM4553-AH0001 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4553-BATB0002 Preventive Maintenance - Battery Bank 30-Day: Battery Bank, Sealed Check connections
Clean and lubricate terminals
Clean battery if necessary

PM4553-CHLR0001 Preventive Maintenance - Water Chiller 365-Day: DX Chiller Water Cooled Check unit's evaporator and condenser pressures.
Check oil temperature.
Check compressor oil level.
Run system control tests.
Perform refrigerant leak check.
Check refrigerant charge/level, add as necessary
Check compressor for excessive noise/vibration.
Check sensor and mechanical safety limits.
Replace oil.
Inspect cooler and condenser tubes for leaks.
Inspect safety relief valve.
Run an insulation test on the motor.
Clean condenser tubes.
Clean evaporator tubes if applicable.

PM4553-EROOM0001 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4553-FAS0001 Preventive Maintenance - Fire Alarm System 30-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions

180-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions
Verify operation of all pull stations and bells
Clean, test, and calibrate smoke detectors if applicable

PM4553-FILT0001 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4553-HDT0001 Preventive Maintenance - Hydrogen Detection System 30-Day: Hydrogen Detection System Perform visual inspection
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180-Day: Hydrogen Detection System Perform visual inspection

Calibrate system
Check all alarm points

PM4553LIGHTS Preventive Maintenance - Exterior Lighting 90-Day Exterior Lighting Inspection Inspect all Exterior Building Lighting
Inspect all Parking Lot Lighting
Report Findings to Electrical Supervisor

PM4553-LTS0001 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4553-LTS0002 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4553-LTS0003 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4553-LTS0004 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4553-LTS0005 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals
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30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head

Perform 30 second light operational test
PM4553-MTS0001 Preventive Maintenance - Manual Transfer Switch 180-Day: Manual Transfer Switch Exercise transfer switch

365-Day: Manual Transfer Switch Exercise transfer switch
Clean equipment
Check all contacts and connections

PM4553-ODT0001 Preventive Maintenance - Oxygen Detection System 30-Day: Oxygen Detection System, Dry Cell Type Perform visual inspection

Verify ODT is required at this location.  If unit is not needed issue work 
request to remove unit

180-Day: Oxygen Detection System, Dry Cell 
Type

Perform visual inspection

Calibrate system
Check all alarm points
Verify ODT is still required at this location.  If unit is not needed issue work 
request to remove unit

PM4553-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.
Apply insecticides or poisons as required.
Complete chemical applications records.

PM4553-PNL0001 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 
Davis)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4553-PNL0002 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4553-PNL0003 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4553-PNL0004 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4553-PNL0005 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4553-PNL0006 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4553-PNL0007 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4553-PNL0008 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4553-PNL0009 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4553-PNL0010 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times
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Install knockout hole plugs as necessary

PM4553-PNL0011 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 
Davis)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4553-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4553-ROOF0002 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4553-UPS0001 Preventive Maintenance - UPS Power System 90-Day: UPS System Perform visual safety check

Check amperage and voltage
180-Day: UPS System Perform visual safety check

Check amperage and voltage
Check operation and controls

365-Day: UPS System Perform visual safety check
Check amperage and voltage
Check operation and controls
Check termination points
Inspect and clean all modules

PM4554-ACFLT0001 Preventive Maintenance - Air Compressor Filter Change 365-Day: Air Compressor Filter Change Replace Filter(s) on air compressor unit.

PM4554-ACFLT0002 Preventive Maintenance - Air Compressor Filter Change 365-Day: Air Compressor Filter Change Replace Filter(s) on air compressor unit.

PM4554-ACMP0001 Preventive Maintenance - Air Compressor Control 90-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check Belts.  Change if necessary.

180-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

365-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change as necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

PM4554-ACMP0002 Preventive Maintenance - Air Compressor Control 90-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check Belts.  Change if necessary.

180-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

365-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change as necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary
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PM4554-BATB0001 Preventive Maintenance - Battery Bank 30-Day: Battery Bank, Sealed Check connections

Clean and lubricate terminals
Clean battery if necessary

PM4554-BATB0002 Preventive Maintenance - Battery Bank 30-Day: Battery Bank, Wet Cell (UPS) Check and refill battery
Check connections
Clean and lubricate terminals
Clean battery if necessary
Check operation and controls
Take specific gravity and voltage readings
Check pilot cell temperature

PM4554-CNDP0001 Preventive Maintenance -Condensate Pump 90-Day: Pump Check operation and controls.  If any problems are found issue work request

180-Day: Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary

PM4554-CNDP0002 Preventive Maintenance -Condensate Pump 90-Day: Pump Check operation and controls.  If any problems are found issue work request

180-Day: Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary

PM4554-DXAC0001 Preventive Maintenance - Direct Expansion AC Unit 90-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary

180-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary

365-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary
Clean condenser and evaporator coils
Check safety interlocks

PM4554-DXAC0002 Preventive Maintenance - Direct Expansion AC Unit 90-Day: DX Unit Package, Stand-Alone or Split-
Type, Air-Cooled, Direct-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

180-Day: DX Unit Package, Stand-Alone or Split-
Type, Air-Cooled, Thru The Wall Unit (W/ Sealed 
condenser fan and blower motor

Check operation and controls.  If any problems are found issue work request
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365-Day: DX Unit Package, Stand-Alone or Split-
Type, Air-Cooled, Direct-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

Clean condenser and evaporator coils
Check safety interlocks

PM4554-DXAC0003 Preventive Maintenance - Direct Expansion AC Unit 90-Day: DX Unit Package, Stand-Alone or Split-
Type, Air-Cooled, Direct-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

180-Day: DX Unit Package, Stand-Alone or Split-
Type, Air-Cooled, Thru The Wall Unit (W/ Sealed 
condenser fan and blower motor

Check operation and controls.  If any problems are found issue work request

365-Day: DX Unit Package, Stand-Alone or Split-
Type, Air-Cooled, Direct-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

Clean condenser and evaporator coils
Check safety interlocks

PM4554-EAF0001 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4554-EROOM0001 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4554-EROOM0002 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4554-FAS0001 Preventive Maintenance - Fire Alarm System 30-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions

180-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions
Verify operation of all pull stations and bells
Clean, test, and calibrate smoke detectors if applicable

PM4554-FILT0001 Preventive Maintenance - Filters 30-Day: Filter PM Check Filters, change if necessary
PM4554-FILT0002 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4554-FILT0003 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4554-FILT0004 Preventive Maintenance - Filters 180-Day Filter PM Check filters, change if necessary
PM4554-HST0001 Preventive Maintenance - Cranes and Hoists 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form



NNM08AA54C
ATTACHMENT J-24

PREVENTIVE MAINTENANCE

Page 403 of 1447

PMNUM PM DESCRIPTION  TASK DESCRIPTION
PM4554-HST0002 Preventive Maintenance - Cranes and Hoists 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4554-HV0001 Preventive Maintenance - Heating Vent Unit 180-Day Heating/Ventilating Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust as necessary.

PM4554-ICE0001 Preventive Maintenance - Ice Machine 30-Day: Ice Machine Check water filter
90-Day: Ice Machine Check water filter

Check operation and controls.  If any problems are found issue work request

Check water pressure
Lubricate condenser fan motor as necessary

180-Day: Ice Machine Check water filter
Check operation and controls.  If any problems are found issue work request

Check water pressure
Lubricate condenser fan motor as necessary
Clean condenser coils

PM4554LIGHTS Preventive Maintenance - Exterior Lighting 90-Day Exterior Lighting Inspection Inspect all Exterior Building Lighting
Inspect all Parking Lot Lighting
Report Findings to Electrical Supervisor

PM4554-LTS0001 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4554-MTS0001 Preventive Maintenance - Manual Transfer Switch 180-Day: Manual Transfer Switch Exercise transfer switch
365-Day: Manual Transfer Switch Exercise transfer switch

Clean equipment
Check all contacts and connections

PM4554-ODT0001 Preventive Maintenance - Oxygen Detection System 30-Day: Oxygen Detection System, Dry Cell Type Perform visual inspection

Verify ODT is required at this location.  If unit is not needed issue work 
request to remove unit

180-Day: Oxygen Detection System, Dry Cell 
Type

Perform visual inspection

Calibrate system
Check all alarm points
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Verify ODT is still required at this location.  If unit is not needed issue work 
request to remove unit

PM4554-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.
Apply insecticides or poisons as required.
Complete chemical applications records.

PM4554-PNL0001 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 
Davis)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4554-PNL0002 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4554-PNL0003 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4554-PNL0004 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4554-PNL0005 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4554-PNL0006 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4554-PNL0007 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4554-PNL0008 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4554-PNL0009 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4554-PNL0010 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4554-PNL0011 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4554-PNL0012 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4554-PNL0013 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4554-PNL0014 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4554-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
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PM4554-ROOF0002 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4554-ROOF0003 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4554-ROOF0004 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4554-RV0001 Preventive Maintenance - Relief Valves 365-Day: Relief Valve PM Service and Tag Relief Valve
PM4554-RV0002 Preventive Maintenance - Relief Valves 365-Day: Relief Valve PM Service and Tag Relief Valve
PM4554-SPMP002 Preventive Maintenance - Sump Pump 30-Day: Sump Pump Check operation and controls.  If any problems are found issue work request

180-Day: Sump Pump Check operation and controls.  If any problems are found issue work request

Lubricate as necessary
Check coupling and drives

PM4554-UPS0001 Preventive Maintenance - UPS Power System 90-Day: UPS System Perform visual safety check
Check amperage and voltage

180-Day: UPS System Perform visual safety check
Check amperage and voltage
Check operation and controls

365-Day: UPS System Perform visual safety check
Check amperage and voltage
Check operation and controls
Check termination points
Inspect and clean all modules

PM4555-CRN0001 Preventive Maintenance - Crane 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4555-DOOR0001 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM (w/o lifting cables) Inspect drive mechanism
Inspect brake settings if applicable
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect Mounts to ensure that they are sufficiently sized
Inspect chain drive adjustments
If any problems are found issue work request

PM4555-DOOR0002 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM (w/o lifting cables) Inspect drive mechanism
Inspect brake settings if applicable
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect Mounts to ensure that they are sufficiently sized
Inspect chain drive adjustments
If any problems are found issue work request

PM4555-DXAC0001 Preventive Maintenance - Direct Expansion AC Unit 90-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request
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Check belts, change if necessary

180-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
365-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Clean condenser and evaporator coils
Check safety interlocks

PM4555-DXAC0002 Preventive Maintenance - Direct Expansion AC Unit 90-Day: DX Unit Package, Stand-Alone or Split-
Type, Air-Cooled, Direct-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

180-Day: DX Unit Package, Stand-Alone or Split-
Type, Air-Cooled, Thru The Wall Unit (W/ Sealed 
condenser fan and blower motor

Check operation and controls.  If any problems are found issue work request

365-Day: DX Unit Package, Stand-Alone or Split-
Type, Air-Cooled, Direct-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

Clean condenser and evaporator coils
Check safety interlocks

PM4555-FAS0001 Preventive Maintenance - Fire Alarm System 30-Day: Fire Alarm System Inspect panel
30-Day: Fire Alarm System Inspect smoke detectors for damage and obstructions
180-Day: Fire Alarm System Inspect panel
180-Day: Fire Alarm System Inspect smoke detectors for damage and obstructions
180-Day: Fire Alarm System Verify operation of all pull stations and bells
180-Day: Fire Alarm System Clean, test, and calibrate smoke detectors if applicable

PM4555-FILT0001 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4555-FILT0002 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4555-ODT0001 Preventive Maintenance - Oxygen Detection System 30-Day: Oxygen Detection System, Dry Cell Type Perform visual inspection

Verify ODT is required at this location.  If unit is not needed issue work 
request to remove unit

180-Day: Oxygen Detection System, Dry Cell 
Type

Perform visual inspection

Calibrate system
Check all alarm points
Verify ODT is still required at this location.  If unit is not needed issue work 
request to remove unit

PM4555-ODT0002 Preventive Maintenance - Oxygen Detection System 30-Day: Oxygen Detection System, Dry Cell Type Perform visual inspection

Verify ODT is required at this location.  If unit is not needed issue work 
request to remove unit

180-Day: Oxygen Detection System, Dry Cell 
Type

Perform visual inspection

Calibrate system
Check all alarm points
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Verify ODT is still required at this location.  If unit is not needed issue work 
request to remove unit

PM4555-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4555-SPR0001 Preventive Maintenance - Sprinkler System 30-Day: Wet Sprinkler System PM Perform PM 

90-Day: Wet Sprinkler System PM Perform PM 
365-Day: Wet Sprinkler System PM Perform PM 

PM4558-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4558-ROOF0002 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4559-ACFLT0001 Preventive Maintenance - Air Compressor Filter Change 365-Day: Air Compressor Filter Change Replace Filter(s) on air compressor unit.

PM4559-ACMP0001 Preventive Maintenance - Air Compressor Control 90-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check Belts.  Change if necessary.

180-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

365-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change as necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

PM4559LIGHTS Preventive Maintenance - Exterior Lighting 90-Day Exterior Lighting Inspection Inspect all Exterior Building Lighting
Inspect all Parking Lot Lighting
Report Findings to Electrical Supervisor

PM4559-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.
Apply insecticides or poisons as required.
Complete chemical applications records.

PM4559-PNL0001 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 
Davis)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4559-PNL0002 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4559-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4559-RV0001 Preventive Maintenance - Relief Valves 365-Day: Relief Valve PM Service and Tag Relief Valve
PM4560-PNL0001 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4561-ACFLT0001 Preventive Maintenance - Air Compressor Filter Change 365-Day: Air Compressor Filter Change Replace Filter(s) on air compressor unit.

PM4561-ACFLT0002 Preventive Maintenance - Air Compressor Filter Change 365-Day: Air Compressor Filter Change Replace Filter(s) on air compressor unit.

PM4561-ACMP0001 Preventive Maintenance - Air Compressor Control 90-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary



NNM08AA54C
ATTACHMENT J-24

PREVENTIVE MAINTENANCE

Page 408 of 1447

PMNUM PM DESCRIPTION  TASK DESCRIPTION
Check Belts.  Change if necessary.

180-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

365-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change as necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

PM4561-ACMP0002 Preventive Maintenance - Air Compressor Control 90-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check Belts.  Change if necessary.

180-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

365-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change as necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

PM4561-ADRY0001 Preventive Maintenance - Air Dryer 60-Day: Air Dryer, Refrigerant Type (w/ sealed 
condenser motor)

Check operation and controls.  If any problems found then issue work 
request.
Drain and flush
Drain water separator

180-Day: Air Dryer, Refrigerant Type (w/ sealed 
condenser motor)

Check operation and controls.  If any problems are found then issue work 
request.
Drain and flush
Drain water separator
Clean condenser coils

PM4561-AH0001 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4561-AH0002 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4561-AH0003 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.
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PM4561-AH0004 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation

Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4561-BATB0001 Preventive Maintenance - Battery Bank 30-Day: Battery Bank, Sealed Check connections
Clean and lubricate terminals
Clean battery if necessary

PM4561-BATB0003 Preventive Maintenance - Battery Bank 30-Day: Battery Bank, Wet Cell (UPS) Check and refill battery
Check connections
Clean and lubricate terminals
Clean battery if necessary
Check operation and controls
Take specific gravity and voltage readings
Check pilot cell temperature

PM4561-BFP0001 Preventive Maintenance - Back Flow Preventer 90-Day: Back Flow Preventer Check Operations
PM4561-BFP0002 Preventive Maintenance - Back Flow Preventer 90-Day: Back Flow Preventer Check Operations
PM4561-CC0001 Preventive Maintenance - Condenser Water 90-Day: Condenser Water Check for corrosion
PM4561-CC0002 Preventive Maintenance - Condenser Water 90-Day: Condenser Water Check for corrosion
PM4561-CCTWR0001 Preventive Maintenance - Cooling Tower 180-Day: Cooling Tower Cleaning Contact HVAC Crew for Support.

Clean and Inspect Hot Water Basin.
clean inside of water tower using water hose, if required; scrape, brush and 
wipe as required;

PM4561-CFC0001 Preventive Maintenance - Condenser Water 30-Day: Condenser Water Clean Conductivity Probes
PM4561-CHLR0001 Preventive Maintenance - Water Chiller 365-Day: Chiller, Water-Cooled (York) Check units evaporator and condenser pressures, oil tank pressure.

Check oil level in chiller oil sump.
Check oil temperature
Check dehydrator or purge system; replace purge filter and inspect sight 
glass, replace if needed.
Run system control tests.
Check refrigerant charge/level, add as necessary.
Check compressor for excessive noise/vibration.
Check sensor and mechanical safety limits.
Clean dehydrator float valve.
Perform spectrochemical analysis of compressor oil.
Replace oil and oil filter(s).
Inspect cooler and condenser tubes for leaks.
Inspect utility vessels vent piping and safety relief valve.
Inspect/clean the economizer (vane), gas line damper valve, and actuator.

Run an insulation test on the motor.
Check (IR Scan) and tighten motor terminals.
Service chiller starter and check all controls and terminations.
Rod & clean condensor.
Rod & clean evaporator.
Check hot gas by-pass operation.

PM4561-CHWP0001 Preventive Maintenance - Chill Water Pump 365-Day Chilled Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
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Check for leaks on suction and discharge piping, seals, packing glands; make 
minor repairs as necessary.
Lubricate pump and motor as necessary.
Check drive coupling

PM4561-CHWP0002 Preventive Maintenance - Chill Water Pump 365-Day Chilled Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands; make 
minor repairs as necessary.
Lubricate pump and motor as necessary.
Check drive coupling

PM4561-CNDP0001 Preventive Maintenance -Condensate Pump 90-Day: Pump Check operation and controls.  If any problems are found issue work request

180-Day: Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary

PM4561-CNDP0002 Preventive Maintenance -Condensate Pump 90-Day: Pump Check operation and controls.  If any problems are found issue work request

180-Day: Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary

PM4561-CRN0001 Preventive Maintenance - Crane 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4561CTTR0001 Preventive Maintenance - Cooling Tower Water Treatment 7-day Cooling Tower Water Treatment PM Perform testing on Cooling tower water system

Add chemicals if needed
PM4561-CTWR0001 Preventive Maintenance - Cooling Tower 90-Day: Cooling Tower Lubricate as necessary

Check oil, add or change if necessary
Check coupling and drives

180-Day: Cooling Tower Check operation of unit for water leaks, noise or vibration.  If any problems 
found issue work request.
Check electrical wiring and connections; make appropriate adjustments.

Drain and flush could water sump and clean strainers; if required.
Refill with water, check make-up water assembly for leakage, adjust 
electronic level controls if necessary.
Remove clean and reinstall conductivity and ph electrodes in chemical water 
treatment system.

PM4561-CTWRC0001 Preventive Maintenance - Cooling Tower Controls 90-Day: Cooling Tower Controls Inspect and calibrate controls
Clean controls if necessary
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PM4561-CWP0001 Preventive Maintenance -Condenser Water Pump 365-Day Condenser Water Pump Check for proper operation of pump.  If any problems are found issue work 

request
Check for leaks on suction and discharge piping, seals, packing glands; make 
minor repairs as necessary.
Lubricate pump and motor as necessary.
Check drive coupling.

PM4561-CWP0002 Preventive Maintenance -Condenser Water Pump 365-Day Condenser Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands; make 
minor repairs as necessary.
Lubricate pump and motor as necessary.
Check drive coupling.

PM4561CWTR0001 Preventive Maintenance - Chilled  Water Treatment 7-day Chilled Water Treatment PM Perform testing on chilled water system
Add chemicals if needed

PM4561-DOOR0001 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM (w/o lifting cables) Inspect drive mechanism
Inspect brake settings if applicable
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect Mounts to ensure that they are sufficiently sized
Inspect chain drive adjustments
If any problems are found issue work request

PM4561-DOOR0002 Preventive Maintenance - Roll-Up Door 180-Day Sliding/Roll-up Door, Manual Lubricate tracks as necessary
Check stops and tethers
If any problems are found issue work request

PM4561-EAF0001 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4561-EAF0002 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4561-EAF0003 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4561-EROOM0001 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4561-EROOM0002 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
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Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4561-FAS0001 Preventive Maintenance - Fire Alarm System 30-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions

180-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions
Verify operation of all pull stations and bells
Clean, test, and calibrate smoke detectors if applicable

PM4561-FILT0001 Preventive Maintenance -Filters 30-Day: Filter PM Check Filters, change if necessary
PM4561-FILT0002 Preventive Maintenance -Filters 30-Day: Filter PM Check Filters, change if necessary
PM4561-FILT0003 Preventive Maintenance -Filters 30-Day: Filter PM Check Filters, change if necessary
PM4561-FILT0004 Preventive Maintenance -Filters 30-Day: Filter PM Check Filters, change if necessary
PM4561-FILT0005 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4561-HST0001 Preventive Maintenance - Cranes and Hoists 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4561-HST0002 Preventive Maintenance - Cranes and Hoists 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4561-HST0003 Preventive Maintenance - Cranes and Hoists 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4561-HST0004 Preventive Maintenance - Cranes and Hoists 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4561-HWP0001 Preventive Maintenance - Hot Water Pump 365-Day: Hot Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
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Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary
Check drive coupling

PM4561HWTR0001 Preventive Maintenance - Hot Water Treatment 7-day Hot Water Treatment PM Perform testing on hot water system
Add chemicals if needed

PM4561HWTR0002 Preventive Maintenance - Hot Water Treatment (Off-
season)

7-day Hot Water Treatment PM (Off-season) Perform testing on hot water system

Add chemicals if needed
PM4561-HWTR0003 Preventive Maintenance - Hot Water Treatment (Off-

season)
30-day Hot Water PM (Off-season) Notify Water Treatment Tech when performing PM (4-1058, 4-6020)

Open all necessary valves (Supply/Control/Makeup)
Check to make sure makeup water is on
Check to make sure system is filled
Coordinate operation with UCS
Turn on circulation pumps and run for 48 hours
Shut down pumps and close all necessary valves

PM4561LIGHTS Preventive Maintenance - Exterior Lighting 90-Day Exterior Lighting Inspection Inspect all Exterior Building Lighting
Inspect all Parking Lot Lighting
Report Findings to Electrical Supervisor

PM4561-LTS0001 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4561-LTS0002 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4561-LTS0003 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4561-LTS0004 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
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Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4561-LTS0005 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4561-LTS0006 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4561-LTS0007 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4561-LTS0008 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4561-LTS0009 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
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Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4561-LTS0010 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4561-LTS0011 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4561-LTS0012 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4561-LTS0013 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4561-LTS0014 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4561-LTS0015 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
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Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4561-LTS0016 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4561-LTS0017 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4561-LTS0018 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4561-LTS0019 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4561-LTS0020 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
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Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4561-LTS0021 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4561-LTS0022 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4561-LTS0023 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4561-LTS0024 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4561-LTS0025 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4561-LTS0026 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4561-MTS0001 Preventive Maintenance - Manual Transfer Switch 180-Day: Manual Transfer Switch Exercise transfer switch
365-Day: Manual Transfer Switch Exercise transfer switch

Clean equipment
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Check all contacts and connections

PM4561-ODT0001 Preventive Maintenance - Oxygen Detection System 30-Day: Oxygen Detection System, Dry Cell Type Perform visual inspection

Verify ODT is required at this location.  If unit is not needed issue work 
request to remove unit

180-Day: Oxygen Detection System, Dry Cell 
Type

Perform visual inspection

Calibrate system
Check all alarm points
Verify ODT is still required at this location.  If unit is not needed issue work 
request to remove unit

PM4561-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.
Apply insecticides or poisons as required.
Complete chemical applications records.

PM4561-PNL0001 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 
Davis)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4561-PNL0002 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4561-PNL0003 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4561-PNL0004 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4561-PNL0005 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4561-PNL0006 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4561-PNL0007 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4561-PNL0008 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4561-PNL0009 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4561-PNL0010 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4561-PNL0011 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
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PM4561-PNL0012 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4561-PNL0013 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4561-PNL0014 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4561-PNL0015 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4561-PNL0016 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4561-PNL0017 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4561-PNL0018 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4561-PNL0019 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4561-PNL0020 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4561-PNL0021 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4561-PNL0022 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4561-PNL0023 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4561-PNL0024 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4561-PNL0025 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4561-PNL0026 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4561-PNL0027 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary



NNM08AA54C
ATTACHMENT J-24

PREVENTIVE MAINTENANCE

Page 420 of 1447

PMNUM PM DESCRIPTION  TASK DESCRIPTION
PM4561-PNL0028 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4561-PNL0029 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4561-PNL0030 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4561-PNL0031 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4561-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4561-ROOF0002 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4561-ROOF0003 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4561-ROOF0004 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4561-ROOF0005 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4561-RV0001 Preventive Maintenance - Relief Valves 365-Day: Relief Valve PM Service and Tag Relief Valve
PM4561-RV0002 Preventive Maintenance - Relief Valves 365-Day: Relief Valve PM Service and Tag Relief Valve
PM4561-SAF0001 Preventive Maintenance - Supply Air Fan 90-Day: Supply or Return Air Fan (Night-Shift) Check operation and controls

180-Day: Supply or Return Air Fan (Night-Shift) Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate as necessary

PM4561-SAF0002 Preventive Maintenance - Supply Air Fan 90-Day: Supply or Return Air Fan (Night-Shift) Check operation and controls

180-Day: Supply or Return Air Fan (Night-Shift) Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate as necessary

PM4561-SHEW0001 Preventive Maintenance - Safety Shower and Eyewash 
Station

30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4561-UPS0001 Preventive Maintenance - UPS Power System 90-Day: UPS System Perform visual safety check
Check amperage and voltage

180-Day: UPS System Perform visual safety check
Check amperage and voltage
Check operation and controls

365-Day: UPS System Perform visual safety check
Check amperage and voltage
Check operation and controls
Check termination points
Inspect and clean all modules

PM4563-DOOR0001 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM (w/o lifting cables) Inspect drive mechanism
Inspect brake settings if applicable
Check master link on chains
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Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect Mounts to ensure that they are sufficiently sized
Inspect chain drive adjustments
If any problems are found issue work request

PM4563-DXAC0001 Preventive Maintenance - Direct Expansion AC Unit 90-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary

180-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary

365-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary
Clean condenser and evaporator coils
Check safety interlocks

PM4563-DXAC0002 Preventive Maintenance - Direct Expansion AC Unit 90-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary

180-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary

365-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary
Clean condenser and evaporator coils
Check safety interlocks

PM4563-EW0001 Preventive Maintenance - Safety Shower and Eyewash 
Station

30-Day: Safety Shower & Eyewash Station (Air-
charged)

Check operation and controls.  If any problems are found issue work request

Check saline solution level, add as necessary
Verify proper air pressure
Date and initial inspection tag

180-Day: Safety Shower & Eyewash Station (Air-
charged)

Check operation and controls.  If any problems are found issue work request

Change saline solution
Repressurize tank
Date and initial inspection tag
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PM4563-FAS0001 Preventive Maintenance - Fire Alarm System 30-Day: Fire Alarm System Inspect panel

Inspect smoke detectors for damage and obstructions
180-Day: Fire Alarm System Inspect panel

Inspect smoke detectors for damage and obstructions
Verify operation of all pull stations and bells
Clean, test, and calibrate smoke detectors if applicable

PM4563-FILT0001 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4563-FILT0002 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4563-LTS0001 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test

Check condition of lamps
365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4563-LTS0002 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4563-LTS0003 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4563-LTS0004 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4563-LTS0005 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4563-LTS0006 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4563-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4563-SGND0001 Preventive Maintenance -Static Ground System 365-Day: Static Ground System Check and record resistance readings

Attach and turn in ground readings with PM sheet
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PM4564-ACFLT0001 Preventive Maintenance - Air Compressor Filter Change 365-Day: Air Compressor Filter Change Replace Filter(s) on air compressor unit.

PM4564-ACFLT0003 Preventive Maintenance - Air Compressor Filter Change 365-Day: Air Compressor Filter Change Replace Filter(s) on air compressor unit.

PM4564-ACMP0001 Preventive Maintenance - Air Compressor Control 90-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check Belts.  Change if necessary.

180-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

365-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change as necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

PM4564-ACMP0003 Preventive Maintenance - Air Compressor Control 90-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check Belts.  Change if necessary.

180-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

365-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change as necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

PM4564-ADRY0001 Preventive Maintenance - Air Dryer 60-Day: Air Dryer, Refrigerant Type (w/ sealed 
condenser motor)

Check operation and controls.  If any problems found then issue work 
request.
Drain and flush
Drain water separator

180-Day: Air Dryer, Refrigerant Type (w/ sealed 
condenser motor)

Check operation and controls.  If any problems are found then issue work 
request.
Drain and flush
Drain water separator
Clean condenser coils

PM4564-AH0001 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4564-AH0002 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
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Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4564-AH0003 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4564-AH0004 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4564-AH0005 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4564-AH0006 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4564-CHLR0001 Preventive Maintenance - Water Chiller 365-Day: Chiller, Air-Cooled Check unit's evaporator and condenser pressures.
Check fan motor if applicable for excessive noise and vibration.
Check oil temperature
Check compressor oil level.
Lubricate condenser fan motors as necessary
Run system control tests.
Perform refrigerant leak check.
Check refrigerant charge/level, add as necessary
Check compressor for excessive noise/vibration.
Check sensor and mechanical safety limits.
Replace oil and oil filters(s).
Inspect safety relief valve.
Run an insulation test on the motor.
Check (IR Scan) and tighten motor terminals.
Service chiller starter and check all controls and terminations.
Clean condenser
Clean evaporator tubes if available

PM4564-CHWP0001 Preventive Maintenance - Chill Water Pump 365-Day Chilled Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands; make 
minor repairs as necessary.
Lubricate pump and motor as necessary.
Check drive coupling

PM4564-EROOM0001 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.
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PM4564-FAS0001 Preventive Maintenance - Fire Alarm System 30-Day: Fire Alarm System Inspect panel

Inspect smoke detectors for damage and obstructions
180-Day: Fire Alarm System Inspect panel

Inspect smoke detectors for damage and obstructions
Verify operation of all pull stations and bells
Clean, test, and calibrate smoke detectors if applicable

PM4564-FILT0001 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4564-FILT0002 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4564-FILT0003 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4564-FILT0004 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4564-FILT0005 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4564-FILT0006 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4564LIGHTS Preventive Maintenance - Exterior Lighting 90-Day Exterior Lighting Inspection Inspect all Exterior Building Lighting

Inspect all Parking Lot Lighting
Report Findings to Electrical Supervisor

PM4564-LROD0001 Preventive Maintenance - Lightning Protection System 365 Day: Lightning Protection System Measure and record resistance readings

Inspect rods, cables, and fasteners
Attach and turn in ground readings with PM sheet

PM4564-LTS0002 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4564-LTS0003 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4564-LTS0005 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4564-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.
Apply insecticides or poisons as required.
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Complete chemical applications records.

PM4564-PMP0001 Preventive Maintenance - Jockey Pump 90-Day: Pump Check operation and controls.  If any problems are found issue work request

180-Day: Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary

PM4564-PNL0001 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 
Davis)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4564-PNL0002 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4564-PNL0003 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4564-PNL0004 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4564-PNL0005 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4564-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4564-ROOF0002 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4564-ROOF0003 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4564-RV0001 Preventive Maintenance - Relief Valves 365-Day: Relief Valve PM Service and Tag Relief Valve
PM4564-RV0003 Preventive Maintenance - Relief Valves 365-Day: Relief Valve PM Service and Tag Relief Valve
PM4564-SPR0001 Preventive Maintenance - Sprinkler System 30-Day: Wet Sprinkler System PM Perform PM 

90-Day: Wet Sprinkler System PM Perform PM 
365-Day: Wet Sprinkler System PM Perform PM 

PM4564-SPR0002 Preventive Maintenance - Sprinkler System 30-Day: Wet Sprinkler System PM Perform PM 
90-Day: Wet Sprinkler System PM Perform PM 
365-Day: Wet Sprinkler System PM Perform PM 

PM4566-ACFLT0001 Preventive Maintenance - Air Compressor Filter Change 365-Day: Air Compressor Filter Change Replace Filter(s) on air compressor unit.

PM4566-ACFLT0002 Preventive Maintenance - Air Compressor Filter Change 365-Day: Air Compressor Filter Change Replace Filter(s) on air compressor unit.

PM4566-ACMP0001 Preventive Maintenance - Air Compressor Control 90-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check Belts.  Change if necessary.

180-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

365-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
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Check oil, add or change as necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

PM4566-ACMP0002 Preventive Maintenance - Air Compressor Control 90-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check Belts.  Change if necessary.

180-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

365-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change as necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

PM4566-ADRY0001 Preventive Maintenance - Air Dryer 60-Day: Air Dryer, Refrigerant Type (w/o 
Condenser Fan)

Check operation and controls.  If any problems found then issue work 
request.
Drain and flush
Drain water separator

180-Day: Air Dryer, Refrigerant Type (w/o 
Condenser Fan)

Check operation and controls.  If any problems found then issue work 
request.
Drain and flush
Drain water separator
Clean condenser coils

PM4566-AH0005 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4566-AH0006 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4566-AH0007 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4566-AH0008 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4566-CHLR0001 Preventive Maintenance - Water Chiller 365-Day: Chiller, Air-Cooled Check unit's evaporator and condenser pressures.
Check fan motor if applicable for excessive noise and vibration.
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Check oil temperature
Check compressor oil level.
Lubricate condenser fan motors as necessary
Run system control tests.
Perform refrigerant leak check.
Check refrigerant charge/level, add as necessary
Check compressor for excessive noise/vibration.
Check sensor and mechanical safety limits.
Replace oil and oil filters(s).
Inspect safety relief valve.
Run an insulation test on the motor.
Check (IR Scan) and tighten motor terminals.
Service chiller starter and check all controls and terminations.
Clean condenser
Clean evaporator tubes if available

PM4566-CHLR0002 Preventive Maintenance - Water Chiller 365-Day: Chiller, Air-Cooled Check unit's evaporator and condenser pressures.
Check fan motor if applicable for excessive noise and vibration.
Check oil temperature
Check compressor oil level.
Lubricate condenser fan motors as necessary
Run system control tests.
Perform refrigerant leak check.
Check refrigerant charge/level, add as necessary
Check compressor for excessive noise/vibration.
Check sensor and mechanical safety limits.
Replace oil and oil filters(s).
Inspect safety relief valve.
Run an insulation test on the motor.
Check (IR Scan) and tighten motor terminals.
Service chiller starter and check all controls and terminations.
Clean condenser
Clean evaporator tubes if available

PM4566-CHWP0001 Preventive Maintenance - Chill Water Pump 365-Day Chilled Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands; make 
minor repairs as necessary.
Lubricate pump and motor as necessary.
Check drive coupling

PM4566-CHWP0002 Preventive Maintenance - Chill Water Pump 365-Day Chilled Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands; make 
minor repairs as necessary.
Lubricate pump and motor as necessary.
Check drive coupling

PM4566-CNDP0001 Preventive Maintenance -Condensate Pump 90-Day: Pump Check operation and controls.  If any problems are found issue work request

180-Day: Pump Check for proper operation of pump.  If any problems are found issue work 
request
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Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary

PM4566-CNDP0002 Preventive Maintenance -Condensate Pump 90-Day: Pump Check operation and controls.  If any problems are found issue work request

180-Day: Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary

PM4566-CNDP0003 Preventive Maintenance -Condensate Pump 90-Day: Pump Check operation and controls.  If any problems are found issue work request

180-Day: Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary

PM4566-CNDP0004 Preventive Maintenance -Condensate Pump 90-Day: Pump Check operation and controls.  If any problems are found issue work request

180-Day: Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary

PM4566-COND0001 Preventive Maintenance - Air-cooled Condenser 90-Day: Air-Cooled Condenser Check operation and controls.  If any problems found then issue work 
request.
Check Belts, change if necessary
Lubricate condenser fan as necessary

180 Day Air-Cooled Condenser Check operation and controls.  If any problems are found then issue work 
request
Check Belts, change if necessary
Lubricate condenser fan as necessary
Check and lubricate bearings as necessary

365-Day: Air-Cooled Condenser Check operation and controls.  If any problems are found then issue work 
request
Check Belts, change if necessary
Lubricate condenser fan as necessary
Check and lubricate bearings as necessary
Clean condenser and evaporator coil
Check safety interlocks

PM4566-DXAC0001 Preventive Maintenance - Direct Expansion AC Unit 90-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary

180-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate condenser fan as necessary



NNM08AA54C
ATTACHMENT J-24

PREVENTIVE MAINTENANCE

Page 430 of 1447

PMNUM PM DESCRIPTION  TASK DESCRIPTION
Lubricate blower motor as necessary

365-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary
Clean condenser and evaporator coils
Check safety interlocks

PM4566-DXAC0002 Preventive Maintenance - Direct Expansion AC Unit 90-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary

180-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary

365-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary
Clean condenser and evaporator coils
Check safety interlocks

PM4566-DXAC0003 Preventive Maintenance - Direct Expansion AC Unit 90-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary

180-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary

365-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary
Clean condenser and evaporator coils
Check safety interlocks

PM4566-DXAC0004 Preventive Maintenance - Direct Expansion Unit 90-Day: Critical Direct Expansion Unit Package, 
Split-Type, Air-Cooled, Direct-Driven

Check operation and controls.  If any problems are found issue work request

Lubricate condenser fan as necessary
Lubricate blower motor as necessary
Check safety interlocks
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180-Day: Critical Direct Expansion Unit Package, 
Split-Type, Air-Cooled, Direct-Driven

Check operation and controls.  If any problems are found issue work request

Lubricate condenser fan as necessary
Lubricate blower motor as necessary
Check safety interlocks
Clean condenser and evaporator coils

PM4566-EROOM0001 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4566-EROOM0002 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4566-EROOM0004 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4566-FAS0001 Preventive Maintenance - Fire Alarm System 30-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions

180-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions
Verify operation of all pull stations and bells
Clean, test, and calibrate smoke detectors if applicable

PM4566-FILT0001 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4566-FILT0002 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4566-FILT0003 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4566-FILT0004 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4566-FILT0005 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4566-FILT0006 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4566-FILT0008 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4566-HWP0001 Preventive Maintenance - Hot Water Pump 365-Day: Hot Water Pump Check for proper operation of pump.  If any problems are found issue work 

request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary
Check drive coupling

PM4566-HWP0002 Preventive Maintenance - Hot Water Pump 365-Day: Hot Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary
Check drive coupling

PM4566LIGHTS Preventive Maintenance - Exterior Lighting 90-Day Exterior Lighting Inspection Inspect all Exterior Building Lighting
Inspect all Parking Lot Lighting
Report Findings to Electrical Supervisor

PM4566-LTS0001 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
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Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4566-LTS0002 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4566-LTS0003 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4566-LTS0004 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4566-LTS0005 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4566-LTS0006 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
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Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4566-LTS0007 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4566-LTS0008 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4566-LTS0009 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4566-LTS0010 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4566-LTS0011 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test
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PM4566-LTS0012 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head

Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4566-LTS0013 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4566-LTS0014 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4566-LTS0015 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4566-LTS0016 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4566-LTS0017 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
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Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4566-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.
Apply insecticides or poisons as required.
Complete chemical applications records.

PM4566-PNL0001 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 
Davis)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4566-PNL0002 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4566-PNL0003 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4566-PNL0004 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4566-PNL0005 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4566-PNL0006 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4566-PNL0007 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4566-PNL0008 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4566-PNL0009 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4566-PNL0010 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4566-PNL0011 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4566-PNL0012 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4566-PNL0013 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
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PM4566-PNL0014 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4566-PNL0015 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4566-PNL0016 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4566-PNL0017 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4566-PNL0018 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4566-PNL0019 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4566-PNL0020 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4566-PNL0021 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4566-PNL0022 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4566-PNL0023 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4566-PNL0024 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4566-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4566-ROOF0002 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4566-ROOF0003 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4566-ROOF0004 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4566-ROOF0005 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4566-RV0001 Preventive Maintenance - Relief Valves 365-Day: Relief Valve PM Service and Tag Relief Valve
PM4566-RV0002 Preventive Maintenance - Relief Valves 365-Day: Relief Valve PM Service and Tag Relief Valve
PM4566-SPR0001 Preventive Maintenance - Sprinkler System 30-Day: Wet Sprinkler System PM Perform PM 

90-Day: Wet Sprinkler System PM Perform PM 
365-Day: Wet Sprinkler System PM Perform PM 

PM4567-ACFLT0001 Preventive Maintenance - Air Compressor Filter Change 365-Day: Air Compressor Filter Change Replace Filter(s) on air compressor unit.

PM4567-ACMP0001 Preventive Maintenance - Air Compressor Control 90-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
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Check Belts.  Change if necessary.

180-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

365-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change as necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

PM4567-BATB0001 Preventive Maintenance - Battery Bank 30-Day: Battery Bank, Wet Cell (UPS) Check and refill battery
Check connections
Clean and lubricate terminals
Clean battery if necessary
Check operation and controls
Take specific gravity and voltage readings
Check pilot cell temperature

PM4567-BLR0001 Preventive Maintenance - Steam Boiler 30-Day: Boiler in dry lay-up Perform safety walk-through
Clean boiler area, if necessary

PM4567-BLR0002 Preventive Maintenance - Steam Boiler 30-Day: Boiler in dry lay-up Perform safety walk-through
Clean boiler area, if necessary

PM4567-BLR0003 Preventive Maintenance - Steam Boiler 30-Day: Boiler in dry lay-up Perform safety walk-through
Clean boiler area, if necessary

PM4567-DFWT0001 Preventive Maintenance - De-aerating Feed-water Tank 90-Day: De-aerating Feed-water Tank Check operation and controls.  If any problems found issue work request.

Clean area around tank.
Perform safety walkthrough.

PM4567-DOOR0001 Preventive Maintenance - Roll-Up Door 180-Day Sliding/Roll-up Door, Manual Lubricate tracks as necessary
Check stops and tethers
If any problems are found issue work request

PM4567-DOOR0002 Preventive Maintenance - Roll-Up Door 180-Day Sliding/Roll-up Door, Manual Lubricate tracks as necessary
Check stops and tethers
If any problems are found issue work request

PM4567-DOOR0003 Preventive Maintenance - Roll-Up Door 180-Day Sliding/Roll-up Door, Manual Lubricate tracks as necessary
Check stops and tethers
If any problems are found issue work request

PM4567-DOOR0004 Preventive Maintenance - Roll-Up Door 180-Day Sliding/Roll-up Door, Manual Lubricate tracks as necessary
Check stops and tethers
If any problems are found issue work request

PM4567-DOOR0005 Preventive Maintenance - Roll-Up Door 180-Day Sliding/Roll-up Door, Manual Lubricate tracks as necessary
Check stops and tethers
If any problems are found issue work request

PM4567-DXAC0001 Preventive Maintenance - Direct Expansion AC Unit 90-Day: Direct Expansion Unit Package, Stand-
Alone or Split-Type, Air-Cooled, Direct-Driven

Check operation and controls.  If any problems are found issue work request.

Lubricate condenser fan as necessary
Lubricate blower motor as necessary
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180-Day: Direct Expansion Unit Package, Stand-
Alone or Split-Type, Air-Cooled, Thru The Wall 
Unit

Check operation and controls.  If any problems are found issue work request

Lubricate condenser fan as necessary
Lubricate blower motor as necessary
Check suction and discharge pressure

365-Day: Direct Expansion Unit Package, Stand-
Alone or Split-Type, Air-Cooled, Direct-Driven

Check operation and controls.  If any problems are found issue work request

Lubricate condenser fan as necessary
Lubricate blower motor as necessary
Check suction and discharge pressure
Clean condenser and evaporator coils
Check safety interlocks

PM4567-EW0001 Preventive Maintenance - EyeWash 30-Day: Portable Eyewash Station Check fluid levels.
Check spray heads for cleanliness.
Clean unit as necessary.
Date and initial inspection tag

180-Day: Portable Eyewash Station Change saline solution.
Check spray heads for cleanliness.
Clean unit as necessary.
Date and initial inspection tag

PM4567-FAS0001 Preventive Maintenance - Fire Alarm System 30-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions

180-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions
Verify operation of all pull stations and bells
Clean, test, and calibrate smoke detectors if applicable

PM4567-FILT0001 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4567-FWP0001 Preventive Maintenance -Feed Water Pump 30-Day: Feed Water Pump Check operation and controls.  If any problems are found issue work request

180-Day: Feed WaterPump Check operation and controls.  If any problems are found issue work request

Lubricate as necessary
Check coupling and drives

PM4567-FWP0002 Preventive Maintenance -Feed Water Pump 30-Day: Feed Water Pump Check operation and controls.  If any problems are found issue work request

180-Day: Feed WaterPump Check operation and controls.  If any problems are found issue work request

Lubricate as necessary
Check coupling and drives

PM4567-FWP0003 Preventive Maintenance -Feed Water Pump 30-Day: Feed Water Pump Check operation and controls.  If any problems are found issue work request

180-Day: Feed WaterPump Check operation and controls.  If any problems are found issue work request

Lubricate as necessary
Check coupling and drives

PM4567LIGHTS Preventive Maintenance - Exterior Lighting 90-Day Exterior Lighting Inspection Inspect all Exterior Building Lighting
Inspect all Parking Lot Lighting
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Report Findings to Electrical Supervisor

PM4567-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.
Apply insecticides or poisons as required.
Complete chemical applications records.

PM4567-PNL0001 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 
Davis)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4567-PNL0002 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4567-PNL0003 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4567-PNL0004 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4567-PNL0005 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4567-PNL0006 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4567-PNL0007 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4567-PNL0008 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4567-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4567-ROOF0002 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4567-RV0001 Preventive Maintenance - Relief Valves 365-Day: Relief Valve PM Service and Tag Relief Valve
PM4567-SHEW0001 Preventive Maintenance - Safety Shower and Eyewash 

Station
30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4567-SHEW0002 Preventive Maintenance - Safety Shower and Eyewash 
Station

30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4567-SHEW0003 Preventive Maintenance - Safety Shower and Eyewash 
Station

30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4567-SHEW0004 Preventive Maintenance - Safety Shower and Eyewash 
Station

30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag



NNM08AA54C
ATTACHMENT J-24

PREVENTIVE MAINTENANCE

Page 440 of 1447

PMNUM PM DESCRIPTION  TASK DESCRIPTION
PM4567-SPMP001 Preventive Maintenance - Sump Pump 30-Day: Sump Pump Check operation and controls.  If any problems are found issue work request

180-Day: Sump Pump Check operation and controls.  If any problems are found issue work request

Lubricate as necessary
Check coupling and drives

PM4567-SPMP002 Preventive Maintenance - Sump Pump 30-Day: Sump Pump Check operation and controls.  If any problems are found issue work request

180-Day: Sump Pump Check operation and controls.  If any problems are found issue work request

Lubricate as necessary
Check coupling and drives

PM4570-FAS0001 Preventive Maintenance - Fire Alarm System 30-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions

180-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions
Verify operation of all pull stations and bells
Clean, test, and calibrate smoke detectors if applicable

PM4570-HST0001 Preventive Maintenance - Cranes and Hoists 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4570-ODT0001 Preventive Maintenance - Oxygen Detection System 30-Day: Oxygen Detection System, Dry Cell Type Perform visual inspection

Verify ODT is required at this location.  If unit is not needed issue work 
request to remove unit

180-Day: Oxygen Detection System, Dry Cell 
Type

Perform visual inspection

Calibrate system
Check all alarm points
Verify ODT is still required at this location.  If unit is not needed issue work 
request to remove unit

PM4570-ODT0002 Preventive Maintenance - Oxygen Detection System 30-Day: Oxygen Detection System, Dry Cell Type Perform visual inspection

Verify ODT is required at this location.  If unit is not needed issue work 
request to remove unit

180-Day: Oxygen Detection System, Dry Cell 
Type

Perform visual inspection

Calibrate system
Check all alarm points
Verify ODT is still required at this location.  If unit is not needed issue work 
request to remove unit

PM4570-RMON0001 Preventive Maintenance - Refrigerant Monitoring System 90-Day: HCFC Refrigerant Monitoring System Notify UCS that system will be under test before performing maintenance on 
system
Check Calibration of each sensor, Recalibrate as necessary
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Check/Verify operation of safety equipment (audio/visual warning 
equipment, exhaust ventilation equipment)
Note any sensors that required adjustment

PM4570-SHEW0001 Preventive Maintenance - Safety Shower and Eyewash 30-Day: Safety Shower & Eyewash Station (Air-
charged)

Check operation and controls.  If any problems are found issue work request

Check saline solution level, add as necessary
Verify proper air pressure
Date and initial inspection tag

180-Day: Safety Shower & Eyewash Station (Air-
charged)

Check operation and controls.  If any problems are found issue work request

Change saline solution
Repressurize tank
Date and initial inspection tag

PM4570-SHEW0002 Preventive Maintenance - Safety Shower 30-Day: Safety Shower & Eyewash Station (Air-
charged)

Check operation and controls.  If any problems are found issue work request

Check saline solution level, add as necessary
Verify proper air pressure
Date and initial inspection tag

180-Day: Safety Shower & Eyewash Station (Air-
charged)

Check operation and controls.  If any problems are found issue work request

Change saline solution
Repressurize tank
Date and initial inspection tag

PM4571-DXAC0001 Preventive Maintenance - Direct Expansion AC Unit 90-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary

180-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary

365-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary
Clean condenser and evaporator coils
Check safety interlocks

PM4571-FILT0001 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4571-LTS0001 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test

Check condition of lamps
365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4571-LTS0002 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps
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365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4571-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4571-SGND0001 Preventive Maintenance -Static Ground System 365-Day: Static Ground System Check and record resistance readings

Attach and turn in ground readings with PM sheet
PM4572-BATB0001 Preventive Maintenance - Battery Bank 30-Day: Battery Bank, Wet Cell (UPS) Check and refill battery

Check connections
Clean and lubricate terminals
Clean battery if necessary
Check operation and controls
Take specific gravity and voltage readings
Check pilot cell temperature

PM4572-CRU0002 Preventive Maintenance - Computer Room Unit 90-Day: Computer Room Type, Direct Expansion 
and Combination Unit

Check operation and controls.  If any problems found then issue work 
request.
Check belts, change if necessary
Check and lubricate bearings as necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary

180-Day: Computer Room Type, Direct Expansion 
and Combination Unit

Check operation and controls.  If any problems are found issue work request.

Check belts, change if necessary
Check and lubricate bearings as necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary
Check suction and discharge pressure

365-Day: Computer Room Type, Direct Expansion 
and Combination Unit

Check operation and controls.  If any problems are found issue work request.

Check belts, change if necessary
Check and lubricate bearings as necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary
Check suction and discharge pressure
Check safety interlocks
Clean condenser and evaporator coils

PM4572-CRU0004 Preventive Maintenance - Computer Room Unit 90-Day: Computer Room Type, Direct Expansion 
and Combination Unit

Check operation and controls.  If any problems found then issue work 
request.
Check belts, change if necessary
Check and lubricate bearings as necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary

180-Day: Computer Room Type, Direct Expansion 
and Combination Unit

Check operation and controls.  If any problems are found issue work request.

Check belts, change if necessary
Check and lubricate bearings as necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary
Check suction and discharge pressure
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365-Day: Computer Room Type, Direct Expansion 
and Combination Unit

Check operation and controls.  If any problems are found issue work request.

Check belts, change if necessary
Check and lubricate bearings as necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary
Check suction and discharge pressure
Check safety interlocks
Clean condenser and evaporator coils

PM4572-DXAC0001 Preventive Maintenance - DXAC Unit 90-Day: DX Unit Package, Stand-Alone or Split-
Type, Air-Cooled, Direct-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

180-Day: DX Unit Package, Stand-Alone or Split-
Type, Air-Cooled, Thru The Wall Unit (W/ Sealed 
condenser fan and blower motor

Check operation and controls.  If any problems are found issue work request

365-Day: DX Unit Package, Stand-Alone or Split-
Type, Air-Cooled, Direct-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

Clean condenser and evaporator coils
Check safety interlocks

PM4572-DXAC0003 Preventive Maintenance - DXAC Unit 90-Day: DX Unit Package, Stand-Alone or Split-
Type, Air-Cooled, Direct-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

180-Day: DX Unit Package, Stand-Alone or Split-
Type, Air-Cooled, Thru The Wall Unit (W/ Sealed 
condenser fan and blower motor

Check operation and controls.  If any problems are found issue work request

365-Day: DX Unit Package, Stand-Alone or Split-
Type, Air-Cooled, Direct-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

Clean condenser and evaporator coils
Check safety interlocks

PM4572-DXAC0005 Preventive Maintenance - DXAC Unit 90-Day: DX Unit Package, Stand-Alone or Split-
Type, Air-Cooled, Direct-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

180-Day: DX Unit Package, Stand-Alone or Split-
Type, Air-Cooled, Thru The Wall Unit (W/ Sealed 
condenser fan and blower motor

Check operation and controls.  If any problems are found issue work request

365-Day: DX Unit Package, Stand-Alone or Split-
Type, Air-Cooled, Direct-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

Clean condenser and evaporator coils
Check safety interlocks

PM4572-DXAC0006 Preventive Maintenance - DXAC Unit 90-Day: DX Unit Package, Stand-Alone or Split-
Type, Air-Cooled, Direct-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

180-Day: DX Unit Package, Stand-Alone or Split-
Type, Air-Cooled, Thru The Wall Unit (W/ Sealed 
condenser fan and blower motor

Check operation and controls.  If any problems are found issue work request
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365-Day: DX Unit Package, Stand-Alone or Split-
Type, Air-Cooled, Direct-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

Clean condenser and evaporator coils
Check safety interlocks

PM4572-DXAC0007 Preventive Maintenance - DXAC Unit 90-Day: DX Unit Package, Stand-Alone or Split-
Type, Air-Cooled, Direct-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

180-Day: DX Unit Package, Stand-Alone or Split-
Type, Air-Cooled, Thru The Wall Unit (W/ Sealed 
condenser fan and blower motor

Check operation and controls.  If any problems are found issue work request

365-Day: DX Unit Package, Stand-Alone or Split-
Type, Air-Cooled, Direct-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

Clean condenser and evaporator coils
Check safety interlocks

PM4572-EAF0001 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4572-ELEV0001 Preventive Maintenance - Hydraulic Elevator 30-Day: Hydraulic Elevator with Automatic Gate Check and clean all electrical panels

Verify operation of emergency telephone
Inspect hoistways and car top
Check oil reservoir
Check sensitivity of door closure pressure

PM4572-EROOM0001 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4572-EW0001 Preventive Maintenance - EyeWash 30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4572-FAS0001 Preventive Maintenance - Fire Alarm System 30-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions

180-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions
Verify operation of all pull stations and bells
Clean, test, and calibrate smoke detectors if applicable

PM4572-FILT0001 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4572-FILT0002 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4572-FILT0003 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4572-FILT0004 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4572-FILT0005 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4572-FILT0008 Preventive Maintenance - Filters 180-Day Filter PM Check filters, change if necessary
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PM4572-FILT0009 Preventive Maintenance - Filters 180-Day Filter PM Check filters, change if necessary
PM4572-HV0001 Preventive Maintenance - Heating Vent Unit 180-Day Heating/Ventilating Unit Check controls and unit for proper operation.  If any problems are found 

issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust as necessary.

PM4572-HV0002 Preventive Maintenance - Heating Vent Unit 180-Day Heating/Ventilating Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust as necessary.

PM4572LIGHTS Preventive Maintenance - Exterior Lighting 90-Day Exterior Lighting Inspection Inspect all Exterior Building Lighting
Inspect all Parking Lot Lighting
Report Findings to Electrical Supervisor

PM4572-LTS0001 Preventive Maintenance - Aircraft Lights 30-Day: Aircraft/Aviation Lights Verify operation
PM4572-LTS0002 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head

Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4572-LTS0003 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4572-LTS0004 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4572-LTS0005 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals
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30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head

Perform 30 second light operational test
PM4572-LTS0006 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head

Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4572-LTS0007 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4572-LTS0008 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4572-LTS0009 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4572-LTS0010 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4572-LTS0011 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
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Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4572-LTS0012 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4572-LTS0013 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4572-LTS0014 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4572-LTS0015 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4572-LTS0016 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
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Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4572-LTS0017 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4572-PMP0002 Preventive Maintenance -  Water Pump 90-Day: Pump Check operation and controls.  If any problems are found issue work request

180-Day: Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary

PM4572-PMP0003 Preventive Maintenance -  Water Pump 90-Day: Pump Check operation and controls.  If any problems are found issue work request

180-Day: Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary

PM4572-PMP0004 Preventive Maintenance -  Water Pump 90-Day: Pump Check operation and controls.  If any problems are found issue work request

180-Day: Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary

PM4572-PNL0001 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 
Davis)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4572-PNL0002 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4572-PNL0003 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4572-PNL0004 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4572-PNL0005 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
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PM4572-PNL0006 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4572-PNL0007 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4572-PNL0008 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4572-PNL0009 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4572-PNL0010 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4572-PNL0011 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4572-PNL0012 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4572-PNL0013 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4572-PNL0014 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4572-PNL0015 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4572-PNL0016 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4572-PNL0017 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4572-PNL0018 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4572-PNL0019 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4572-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4572-ROOF0002 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4572-ROOF0003 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4572-ROOF0004 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4572-SHEW0001 Preventive Maintenance - EyeWash 30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request
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Flush system for 2 minute minimum
Date and initial inspection tag

PM4572-SHEW0002 Preventive Maintenance - EyeWash 30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4572-SPMP001A Preventive Maintenance - Sump Pump 30-Day: Sump Pump Check operation and controls.  If any problems are found issue work request

180-Day: Sump Pump Check operation and controls.  If any problems are found issue work request

Lubricate as necessary
Check coupling and drives

PM4572-SPMP001B Preventive Maintenance - Sump Pump 30-Day: Sump Pump Check operation and controls.  If any problems are found issue work request

180-Day: Sump Pump Check operation and controls.  If any problems are found issue work request

Lubricate as necessary
Check coupling and drives

PM4572-SPR0001 Preventive Maintenance - Sprinkler System 30-Day: Dry Sprinkler System PM Perform PM 
90-Day: Dry Sprinkler System PM Perform PM 
365-Day: Dry Sprinkler System PM Perform PM 

PM4574-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.
Apply insecticides or poisons as required.
Complete chemical applications records.

PM4574-PNL0001 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 
Davis)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4581LIGHTS Preventive Maintenance - Exterior Lighting 90-Day Exterior Lighting Inspection Inspect all Exterior Building Lighting

Inspect all Parking Lot Lighting
Report Findings to Electrical Supervisor

PM4581-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.
Apply insecticides or poisons as required.
Complete chemical applications records.

PM4581-SPMP001A Preventive Maintenance - Sump Pump 30-Day: Sump Pump Check operation and controls.  If any problems are found issue work request

180-Day: Sump Pump Check operation and controls.  If any problems are found issue work request

Lubricate as necessary
Check coupling and drives

PM4581-SPMP001B Preventive Maintenance - Sump Pump 30-Day: Sump Pump Check operation and controls.  If any problems are found issue work request

180-Day: Sump Pump Check operation and controls.  If any problems are found issue work request

Lubricate as necessary
Check coupling and drives

PM4582-DXAC0001 Preventive Maintenance - Direct Expansion AC Unit 90-Day: Direct Expansion Unit Package, Stand-
Alone or Split-Type, Air-Cooled, Direct-Driven

Check operation and controls.  If any problems are found issue work request.
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Lubricate condenser fan as necessary
Lubricate blower motor as necessary

180-Day: Direct Expansion Unit Package, Stand-
Alone or Split-Type, Air-Cooled, Thru The Wall 
Unit

Check operation and controls.  If any problems are found issue work request

Lubricate condenser fan as necessary
Lubricate blower motor as necessary
Check suction and discharge pressure

365-Day: Direct Expansion Unit Package, Stand-
Alone or Split-Type, Air-Cooled, Direct-Driven

Check operation and controls.  If any problems are found issue work request

Lubricate condenser fan as necessary
Lubricate blower motor as necessary
Check suction and discharge pressure
Clean condenser and evaporator coils
Check safety interlocks

PM4582-FAS0001 Preventive Maintenance - Fire Alarm System 30-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions

180-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions
Verify operation of all pull stations and bells
Clean, test, and calibrate smoke detectors if applicable

PM4582-FILT0001 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4582LIGHTS Preventive Maintenance - Exterior Lighting 90-Day Exterior Lighting Inspection Inspect all Exterior Building Lighting

Inspect all Parking Lot Lighting
Report Findings to Electrical Supervisor

PM4582-LTS0001 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4582-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.
Apply insecticides or poisons as required.
Complete chemical applications records.

PM4582-PNL0001 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 
Davis)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4582-PNL0002 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4582-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4582-ROOF0002 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4583-ACFLT0001 Preventive Maintenance - Air Compressor Filter Change 365-Day: Air Compressor Filter Change Replace Filter(s) on air compressor unit.
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PM4583-ACFLT0002 Preventive Maintenance - Air Compressor Filter Change 365-Day: Air Compressor Filter Change Replace Filter(s) on air compressor unit.

PM4583-ACFLT0004 Preventive Maintenance - Air Compressor Filter Change 365-Day: Air Compressor Filter Change Replace Filter(s) on air compressor unit.

PM4583-ACFLT0005 Preventive Maintenance - Air Compressor Filter Change 365-Day: Air Compressor Filter Change Replace Filter(s) on air compressor unit.

PM4583-ACFLT0006 Preventive Maintenance - Air Compressor Filter Change 365-Day: Air Compressor Filter Change Replace Filter(s) on air compressor unit.

PM4583-ACMP0001 Preventive Maintenance - Air Compressor Control 90-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check Belts.  Change if necessary.

180-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

365-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change as necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

PM4583-ACMP0002 Preventive Maintenance - Air Compressor Control 90-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check Belts.  Change if necessary.

180-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

365-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change as necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

PM4583-ACMP0004 Preventive Maintenance - Air Compressor Control 90-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check Belts.  Change if necessary.

180-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

365-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change as necessary
Lubricate as necessary
Check belts, change if necessary
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Check filters, change if necessary

PM4583-ACMP0005 Preventive Maintenance - Air Compressor Control 90-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check Belts.  Change if necessary.

180-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

365-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change as necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

PM4583-ACMP0006 Preventive Maintenance - Air Compressor Control 90-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check Belts.  Change if necessary.

180-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

365-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change as necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

PM4583-ADRY0001 Preventive Maintenance - Air Dryer 60-Day: Air Dryer, Refrigerant Type (w/ sealed 
condenser motor)

Check operation and controls.  If any problems found then issue work 
request.
Drain and flush
Drain water separator

180-Day: Air Dryer, Refrigerant Type (w/ sealed 
condenser motor)

Check operation and controls.  If any problems are found then issue work 
request.
Drain and flush
Drain water separator
Clean condenser coils

PM4583-ADRY0002 Preventive Maintenance - Air Dryer 60-Day: Air Dryer, Refrigerant Type (w/o 
Condenser Fan)

Check operation and controls.  If any problems found then issue work 
request.
Drain and flush
Drain water separator

180-Day: Air Dryer, Refrigerant Type (w/o 
Condenser Fan)

Check operation and controls.  If any problems found then issue work 
request.
Drain and flush
Drain water separator
Clean condenser coils

PM4583-AH0001 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)



NNM08AA54C
ATTACHMENT J-24

PREVENTIVE MAINTENANCE

Page 454 of 1447

PMNUM PM DESCRIPTION  TASK DESCRIPTION
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4583-AH0003 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4583-AH0004 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4583-AH0005 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4583-AH0006 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4583-AH0008 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4583A-LROD0001 Preventive Maintenance - Lightning Protection System 365 Day: Lightning Protection System Measure and record resistance readings

Inspect rods, cables, and fasteners
Attach and turn in ground readings with PM sheet

PM4583A-SHEW0001 Preventive Maintenance - Safety Shower and Eyewash 
Station

30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4583A-SHEW0002 Preventive Maintenance - Safety Shower and Eyewash 
Station

30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4583-BATB0001 Preventive Maintenance - Battery Bank 30-Day: Battery Bank, Wet Cell (UPS) Check and refill battery
Check connections
Clean and lubricate terminals
Clean battery if necessary
Check operation and controls
Take specific gravity and voltage readings
Check pilot cell temperature

PM4583-BFP0001 Preventive Maintenance - Back Flow Preventer 90-Day: Back Flow Preventer Check Operations
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PM4583-BFP0002 Preventive Maintenance - Back Flow Preventer 90-Day: Back Flow Preventer Check Operations
PM4583-CC0001 Preventive Maintenance - Condenser Water 90-Day: Condenser Water Check for corrosion
PM4583-CC0002 Preventive Maintenance - Condenser Water 90-Day: Condenser Water Check for corrosion
PM4583-CCTWR0001 Preventive Maintenance - Cooling Tower 180-Day: Cooling Tower Cleaning Contact HVAC Crew for Support.

Clean and Inspect Hot Water Basin.
clean inside of water tower using water hose, if required; scrape, brush and 
wipe as required;

PM4583-CFC0001 Preventive Maintenance - Condenser Water 30-Day: Condenser Water Clean Conductivity Probes
PM4583-CHLR0001 Preventive Maintenance - Water Chiller 365-Day: Chiller, Water-Cooled (York) Check units evaporator and condenser pressures, oil tank pressure.

Check oil level in chiller oil sump.
Check oil temperature
Check dehydrator or purge system; replace purge filter and inspect sight 
glass, replace if needed.
Run system control tests.
Check refrigerant charge/level, add as necessary.
Check compressor for excessive noise/vibration.
Check sensor and mechanical safety limits.
Clean dehydrator float valve.
Perform spectrochemical analysis of compressor oil.
Replace oil and oil filter(s).
Inspect cooler and condenser tubes for leaks.
Inspect utility vessels vent piping and safety relief valve.
Inspect/clean the economizer (vane), gas line damper valve, and actuator.

Run an insulation test on the motor.
Check (IR Scan) and tighten motor terminals.
Service chiller starter and check all controls and terminations.
Rod & clean condensor.
Rod & clean evaporator.
Check hot gas by-pass operation.

PM4583-CHWP0001 Preventive Maintenance - Chill Water Pump 365-Day Chilled Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands; make 
minor repairs as necessary.
Lubricate pump and motor as necessary.
Check drive coupling

PM4583-CHWP0002 Preventive Maintenance - Chill Water Pump 365-Day Chilled Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands; make 
minor repairs as necessary.
Lubricate pump and motor as necessary.
Check drive coupling

PM4583-CNDP0001 Preventive Maintenance -Condensate Pump 90-Day: Pump Check operation and controls.  If any problems are found issue work request

180-Day: Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
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Lubricate pump and motor as necessary

PM4583-CNDP0002 Preventive Maintenance -Condensate Pump 90-Day: Pump Check operation and controls.  If any problems are found issue work request

180-Day: Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary

PM4583-CODT0001 Preventive Maintenance - Carbon Monoxide Detection 
System

30-Day Carbon Monoxide Detection System Inspect system and calibrate

Check water levels, add if necessary
PM4583-CRU0001 Preventive Maintenance - Computer Room Unit 90-Day: Computer Room Type, Direct Expansion 

and Combination Unit
Check operation and controls.  If any problems found then issue work 
request.
Check belts, change if necessary
Check and lubricate bearings as necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary

180-Day: Computer Room Type, Direct Expansion 
and Combination Unit

Check operation and controls.  If any problems are found issue work request.

Check belts, change if necessary
Check and lubricate bearings as necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary
Check suction and discharge pressure

365-Day: Computer Room Type, Direct Expansion 
and Combination Unit

Check operation and controls.  If any problems are found issue work request.

Check belts, change if necessary
Check and lubricate bearings as necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary
Check suction and discharge pressure
Check safety interlocks
Clean condenser and evaporator coils

PM4583-CRU0002 Preventive Maintenance - Computer Room Unit 90-Day: Computer Room Type, Direct Expansion 
and Combination Unit

Check operation and controls.  If any problems found then issue work 
request.
Check belts, change if necessary
Check and lubricate bearings as necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary

180-Day: Computer Room Type, Direct Expansion 
and Combination Unit

Check operation and controls.  If any problems are found issue work request.

Check belts, change if necessary
Check and lubricate bearings as necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary
Check suction and discharge pressure

365-Day: Computer Room Type, Direct Expansion 
and Combination Unit

Check operation and controls.  If any problems are found issue work request.

Check belts, change if necessary
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Check and lubricate bearings as necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary
Check suction and discharge pressure
Check safety interlocks
Clean condenser and evaporator coils

PM4583-CRU0003 Preventive Maintenance - Computer Room Unit 90-Day: Computer Room Type, Direct Expansion 
and Combination Unit

Check operation and controls.  If any problems found then issue work 
request.
Check belts, change if necessary
Check and lubricate bearings as necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary

180-Day: Computer Room Type, Direct Expansion 
and Combination Unit

Check operation and controls.  If any problems are found issue work request.

Check belts, change if necessary
Check and lubricate bearings as necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary
Check suction and discharge pressure

365-Day: Computer Room Type, Direct Expansion 
and Combination Unit

Check operation and controls.  If any problems are found issue work request.

Check belts, change if necessary
Check and lubricate bearings as necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary
Check suction and discharge pressure
Check safety interlocks
Clean condenser and evaporator coils

PM4583CTTR0001 Preventive Maintenance - Cooling Tower Water Treatment 7-day Cooling Tower Water Treatment PM Perform testing on Cooling tower water system

Add chemicals if needed
PM4583-CTWR0001 Preventive Maintenance - Cooling Tower 90-Day: Cooling Tower Lubricate as necessary

Check oil, add or change if necessary
Check coupling and drives

180-Day: Cooling Tower Check operation of unit for water leaks, noise or vibration.  If any problems 
found issue work request.
Check electrical wiring and connections; make appropriate adjustments.

Drain and flush could water sump and clean strainers; if required.
Refill with water, check make-up water assembly for leakage, adjust 
electronic level controls if necessary.
Remove clean and reinstall conductivity and ph electrodes in chemical water 
treatment system.

PM4583-CTWRC0001 Preventive Maintenance - Cooling Tower Controls 90-Day: Cooling Tower Controls Inspect and calibrate controls
Clean controls if necessary

PM4583-CWP0001 Preventive Maintenance -Condenser Water Pump 365-Day Condenser Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands; make 
minor repairs as necessary.
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Lubricate pump and motor as necessary.
Check drive coupling.

PM4583-CWP0002 Preventive Maintenance -Condenser Water Pump 365-Day Condenser Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands; make 
minor repairs as necessary.
Lubricate pump and motor as necessary.
Check drive coupling.

PM4583-CWP0003 Preventive Maintenance -Condenser Water Pump 365-Day Condenser Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands; make 
minor repairs as necessary.
Lubricate pump and motor as necessary.
Check drive coupling.

PM4583-CWP0004 Preventive Maintenance -Condenser Water Pump 365-Day Condenser Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands; make 
minor repairs as necessary.
Lubricate pump and motor as necessary.
Check drive coupling.

PM4583CWTR0001 Preventive Maintenance - Chilled  Water Treatment 7-day Chilled Water Treatment PM Perform testing on chilled water system
Add chemicals if needed

PM4583-DOOR0001 Preventive Maintenance - Roll-Up Door 180-Day Sliding/Roll-up Door, Manual Lubricate tracks as necessary
Check stops and tethers
If any problems are found issue work request

PM4583-DOOR0002 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM (w/o lifting cables) Inspect drive mechanism
Inspect brake settings if applicable
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect Mounts to ensure that they are sufficiently sized
Inspect chain drive adjustments
If any problems are found issue work request

PM4583-DOOR0003 Preventive Maintenance - Roll-Up Door 180-Day Sliding/Roll-up Door, Manual Lubricate tracks as necessary
Check stops and tethers
If any problems are found issue work request

PM4583-DOOR0004 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM (w/o lifting cables) Inspect drive mechanism
Inspect brake settings if applicable
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect Mounts to ensure that they are sufficiently sized
Inspect chain drive adjustments
If any problems are found issue work request

PM4583-DOOR0005 Preventive Maintenance - Roll-Up Door 180-Day Sliding/Roll-up Door, Manual Lubricate tracks as necessary
Check stops and tethers
If any problems are found issue work request

PM4583-DOOR0006 Preventive Maintenance - Roll-Up Door 180-Day Sliding/Roll-up Door, Manual Lubricate tracks as necessary
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Check stops and tethers
If any problems are found issue work request

PM4583-DOOR0007 Preventive Maintenance - Roll-Up Door 180-Day Sliding/Roll-up Door, Manual Lubricate tracks as necessary
Check stops and tethers
If any problems are found issue work request

PM4583-DOOR0008 Preventive Maintenance - Roll-Up Door 180-Day Sliding/Roll-up Door, Manual Lubricate tracks as necessary
Check stops and tethers
If any problems are found issue work request

PM4583-DOOR0009 Preventive Maintenance - Roll-Up Door 180-Day Sliding/Roll-up Door, Manual Lubricate tracks as necessary
Check stops and tethers
If any problems are found issue work request

PM4583-DXAC0004 Preventive Maintenance - Direct Expansion Unit 90-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary

180-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary

365-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary
Clean condenser and evaporator coils
Check safety interlocks

PM4583-EAF0001 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4583-EROOM0001 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4583-EROOM0002 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4583-EROOM0003 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4583-EW0001 Preventive Maintenance - EyeWash 30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request
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Flush system for 2 minute minimum
Date and initial inspection tag

PM4583-EW0002 Preventive Maintenance - EyeWash 30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4583-EW0003 Preventive Maintenance - EyeWash 30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4583-FAN0001 Preventive Maintenance - Booster Fan 90-Day: Supply or Return Air Fan (Night-Shift) Check operation and controls

180-Day: Supply or Return Air Fan (Night-Shift) Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate as necessary

PM4583-FAS0001 Preventive Maintenance - Fire Alarm System 30-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions

180-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions
Verify operation of all pull stations and bells
Clean, test, and calibrate smoke detectors if applicable

PM4583-FILT0001 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4583-FILT0003 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4583-FILT0004 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4583-FILT0005 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4583-FILT0006 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4583-FILT0009 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4583-FILT0010 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4583-FILT0011 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4583-FILT0012 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4583-FILT0013 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4583-FILT0014 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4583-FILT0016 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4583-HDT0001 Preventive Maintenance - Hydrogen Detection System 30-Day: Hydrogen Detection System Perform visual inspection

180-Day: Hydrogen Detection System Perform visual inspection
Calibrate system
Check all alarm points

PM4583-HST0001 Preventive Maintenance - Cranes and Hoists 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form
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PM4583-HST0002 Preventive Maintenance - Cranes and Hoists 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4583-HST0003 Preventive Maintenance - Cranes and Hoists 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4583-HST0004 Preventive Maintenance - Cranes and Hoists 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4583-HWP0001 Preventive Maintenance - Hot Water Pump 365-Day: Hot Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary
Check drive coupling

PM4583HWTR0001 Preventive Maintenance - Hot Water Treatment 7-day Hot Water Treatment PM Perform testing on hot water system
Add chemicals if needed

PM4583-ICE0001 Preventive Maintenance - Ice Machine 30-Day: Ice Machine Check water filter
90-Day: Ice Machine Check water filter

Check operation and controls.  If any problems are found issue work request

Check water pressure
Lubricate condenser fan motor as necessary

180-Day: Ice Machine Check water filter
Check operation and controls.  If any problems are found issue work request

Check water pressure
Lubricate condenser fan motor as necessary
Clean condenser coils

PM4583LIGHTS Preventive Maintenance - Exterior Lighting 90-Day Exterior Lighting Inspection Inspect all Exterior Building Lighting
Inspect all Parking Lot Lighting
Report Findings to Electrical Supervisor

PM4583-LROD0001 Preventive Maintenance - Lightning Protection System 365 Day: Lightning Protection System Measure and record resistance readings
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Inspect rods, cables, and fasteners
Attach and turn in ground readings with PM sheet

PM4583-LTS0001 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4583-LTS0002 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4583-LTS0003 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4583-LTS0004 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4583-LTS0005 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4583-LTS0006 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
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Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4583-LTS0007 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4583-LTS0008 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4583-LTS0009 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4583-LTS0010 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4583-LTS0011 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
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Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4583-LTS0012 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4583-LTS0013 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4583-LTS0014 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4583-LTS0015 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4583-LTS0016 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4583-LTS0017 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
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Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4583-LTS0018 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4583-LTS0019 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4583-LTS0020 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4583-LTS0021 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4583-LTS0022 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
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Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4583-LTS0023 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4583-LTS0024 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4583-ODT0001 Preventive Maintenance - Oxygen Detection System 30-Day: Oxygen Detection System, Dry Cell Type Perform visual inspection
Verify ODT is required at this location.  If unit is not needed issue work 

   180-Day: Oxygen Detection System, Dry Cell Perform visual inspection
Calibrate system
Check all alarm points
Verify ODT is still required at this location.  If unit is not needed issue work 
request to remove unit

PM4583-ODT0002 Preventive Maintenance - Oxygen Detection System 30-Day: Oxygen Detection System, Dry Cell Type Perform visual inspection

Verify ODT is required at this location.  If unit is not needed issue work 
request to remove unit

180-Day: Oxygen Detection System, Dry Cell 
Type

Perform visual inspection

Calibrate system
Check all alarm points
Verify ODT is still required at this location.  If unit is not needed issue work 
request to remove unit

PM4583-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.
Apply insecticides or poisons as required.
Complete chemical applications records.

PM4583-PNL0001 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 
Davis)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4583-PNL0002 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
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PM4583-PNL0003 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4583-PNL0004 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4583-PNL0005 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4583-PNL0006 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4583-PNL0007 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4583-PNL0008 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4583-PNL0009 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4583-PNL0010 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4583-PNL0011 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4583-PNL0012 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4583-PNL0013 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4583-PNL0014 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4583-PNL0017 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4583-PNL0018 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4583-PNL0019 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4583-PNL0020 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
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PM4583-PNL0021 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4583-PNL0022 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4583-PNL0023 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4583-PNL0024 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4583-PNL0025 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4583-PNL0026 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4583-PNL0027 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4583-PNL0028 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

1095-Day Breaker Exercising Maintenance (John 
Davis)

Install knockout hole plugs as necessary

PM4583-PNL0029 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 
Davis)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4583-PNL0030 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4583-PNL0031 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4583-PNL0032 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4583-PNL0033 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4583-PNL0034 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4583-PNL0035 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4583-PNL0036 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times
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Install knockout hole plugs as necessary

PM4583-PNL0037 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 
Davis)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4583-PNL0038 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4583-PNL0039 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4583-PNL0040 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4583-PNL0041 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4583-PNL0042 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4583-PNL0043 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4583-PNL0044 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4583-PNL0045 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4583-PNL0046 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4583-PNL0047 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4583-PNL0048 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4583-PNL0050 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4583-PNL0051 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4583-PNL0052 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4583-PNL0053 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times
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Install knockout hole plugs as necessary

PM4583-PNL0054 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 
Davis)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4583-PNL0055 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4583-PNL0056 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4583-PNL0057 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4583-RAF0004 Preventive Maintenance - Return Air Fan 90-Day: Supply or Return Air Fan (Night-Shift) Check operation and controls

180-Day: Supply or Return Air Fan (Night-Shift) Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate as necessary

PM4583-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4583-ROOF0002 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4583-ROOF0003 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4583-ROOF0004 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4583-ROOF0005 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4583-ROOF0006 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4583-ROOF0007 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4583-ROOF0008 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4583-ROOF0009 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4583-RV0001 Preventive Maintenance - Relief Valves 365-Day: Relief Valve PM Service and Tag Relief Valve
PM4583-RV0002 Preventive Maintenance - Relief Valves 365-Day: Relief Valve PM Service and Tag Relief Valve
PM4583-RV0004 Preventive Maintenance - Relief Valves 365-Day: Relief Valve PM Service and Tag Relief Valve
PM4583-RV0005 Preventive Maintenance - Relief Valves 365-Day: Relief Valve PM Service and Tag Relief Valve
PM4583-RV0006 Preventive Maintenance - Relief Valves 365-Day: Relief Valve PM Service and Tag Relief Valve
PM4583-SH0002 Preventive Maintenance - Safety Shower and Eyewash 

Station
30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4583-SH0003 Preventive Maintenance - Safety Shower and Eyewash 
Station

30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4583-UPS0001 Preventive Maintenance - UPS Power System 90-Day: UPS System Perform visual safety check
Check amperage and voltage

180-Day: UPS System Perform visual safety check
Check amperage and voltage
Check operation and controls

365-Day: UPS System Perform visual safety check
Check amperage and voltage
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Check operation and controls
Check termination points
Inspect and clean all modules

PM4583-UPS0002 Preventive Maintenance - UPS Power System 90-Day: UPS System Perform visual safety check
Check amperage and voltage

180-Day: UPS System Perform visual safety check
Check amperage and voltage
Check operation and controls

365-Day: UPS System Perform visual safety check
Check amperage and voltage
Check operation and controls
Check termination points
Inspect and clean all modules

PM4584LIGHTS Preventive Maintenance - Exterior Lighting 90-Day Exterior Lighting Inspection Inspect all Exterior Building Lighting
Inspect all Parking Lot Lighting
Report Findings to Electrical Supervisor

PM4584-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.
Apply insecticides or poisons as required.
Complete chemical applications records.

PM4584-PNL0001 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 
Davis)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4584-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4585-DOOR0001 Preventive Maintenance - Roll-Up Door 180-Day Sliding/Roll-up Door, Manual Lubricate tracks as necessary

Check stops and tethers
If any problems are found issue work request

PM4585-DOOR0002 Preventive Maintenance - Roll-Up Door 180-Day Sliding/Roll-up Door, Manual Lubricate tracks as necessary
Check stops and tethers
If any problems are found issue work request

PM4585-DXAC0001 Preventive Maintenance - Direct Expansion AC Unit 90-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
180-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
365-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Clean condenser and evaporator coils
Check safety interlocks

PM4585-FAS0001 Preventive Maintenance - Fire Alarm System 30-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions

180-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions
Verify operation of all pull stations and bells



NNM08AA54C
ATTACHMENT J-24

PREVENTIVE MAINTENANCE

Page 472 of 1447

PMNUM PM DESCRIPTION  TASK DESCRIPTION
Clean, test, and calibrate smoke detectors if applicable

PM4585-FILT0001 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4585LIGHTS Preventive Maintenance - Exterior Lighting 90-Day Exterior Lighting Inspection Inspect all Exterior Building Lighting

Inspect all Parking Lot Lighting
Report Findings to Electrical Supervisor

PM4585-LTS0001 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4585-LTS0002 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4585-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.
Apply insecticides or poisons as required.
Complete chemical applications records.

PM4585-PNL0001 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 
Davis)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4585-PNL0002 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4585-PNL0003 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4585-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4586-DXAC0001 Preventive Maintenance - Direct Expansion AC Unit 90-Day: Direct Expansion Unit Package, Water-

Cooled
Check operation and controls.  If any problems are found issue work request

Lubricate blower motor as necessary
180-Day: Direct Expansion Unit Package, Water-
Cooled

Check operation and controls.  If any problems are found issue work request

Lubricate blower motor as necessary
PM4586-ODT0001 Preventive Maintenance - Oxygen Detection System 30-Day: Oxygen Detection System, Dry Cell Type Perform visual inspection

Verify ODT is required at this location.  If unit is not needed issue work 
request to remove unit

180-Day: Oxygen Detection System, Dry Cell 
Type

Perform visual inspection
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Calibrate system
Check all alarm points
Verify ODT is still required at this location.  If unit is not needed issue work 
request to remove unit

PM4586-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4588-DXAC0001 Preventive Maintenance - Direct Expansion AC Unit 90-Day: Direct Expansion Unit Package, Split-

Type, Air-Cooled, Belt-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
180-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
365-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Clean condenser and evaporator coils
Check safety interlocks

PM4588-DXAC0002 Preventive Maintenance - Direct Expansion AC Unit 90-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
180-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
365-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Clean condenser and evaporator coils
Check safety interlocks

PM4588-FILT0001 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4588-FILT0002 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4588LIGHTS Preventive Maintenance - Exterior Lighting 90-Day Exterior Lighting Inspection Inspect all Exterior Building Lighting

Inspect all Parking Lot Lighting
Report Findings to Electrical Supervisor

PM4588-LTS0001 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4588-LTS0002 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
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Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4588-PNL0001 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 
Davis)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4588-PNL0002 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4588-PNL0003 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4588-PNL0004 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4588-PNL0005 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4588-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4596-ACFLT0001 Preventive Maintenance - Air Compressor Filter Change 365-Day: Air Compressor Filter Change Replace Filter(s) on air compressor unit.

PM4596-ACMP0001 Preventive Maintenance - Air Compressor 90-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check Belts.  Change if necessary.

180-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

365-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change as necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

PM4596-DOOR0001 Preventive Maintenance - Roll-Up Door 180-Day Sliding/Roll-up Door, Manual Lubricate tracks as necessary
Check stops and tethers
If any problems are found issue work request

PM4596-DXAC0001 Preventive Maintenance - Direct Expansion AC Unit 90-Day: DX Unit Package, Stand-Alone or Split-
Type, Air-Cooled, Direct-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

180-Day: DX Unit Package, Stand-Alone or Split-
Type, Air-Cooled, Thru The Wall Unit (W/ Sealed 
condenser fan and blower motor

Check operation and controls.  If any problems are found issue work request
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365-Day: DX Unit Package, Stand-Alone or Split-
Type, Air-Cooled, Direct-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

Clean condenser and evaporator coils
Check safety interlocks

PM4596-EAF0001 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4596-FILT0001 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4596LIGHTS Preventive Maintenance - Exterior Lighting 90-Day Exterior Lighting Inspection Inspect all Exterior Building Lighting

Inspect all Parking Lot Lighting
Report Findings to Electrical Supervisor

PM4596-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.
Apply insecticides or poisons as required.
Complete chemical applications records.

PM4596-PNL0001 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 
Davis)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4596-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4596-RV0001 Preventive Maintenance - Relief Valves 365-Day: Relief Valve PM Service and Tag Relief Valve
PM4598LIGHTS Preventive Maintenance - Exterior Lighting 90-Day Exterior Lighting Inspection Inspect all Exterior Building Lighting

Inspect all Parking Lot Lighting
Report Findings to Electrical Supervisor

PM4600-AH0001 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4600-AH0002 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4600-AH0003 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4600-AH0004 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4600-AH0005 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
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Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4600-ATS0001 Preventive Maintenance - Auto Transfer Switch 180-Day: Auto Transfer Switch Check automatic operation and controls
365-Day: Auto Transfer Switch Check automatic operation and controls

Clean equipment
Perform Infrared Inspection to check all contacts and connections
If temperatures of over 121 degrees F noticed, connection must be 
repaired/tightened.

PM4600-CHWP0001 Preventive Maintenance - Chill Water Pump 365-Day Chilled Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands; make 
minor repairs as necessary.
Lubricate pump and motor as necessary.
Check drive coupling

PM4600-CHWP0002 Preventive Maintenance - Chill Water Pump 365-Day Chilled Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands; make 
minor repairs as necessary.
Lubricate pump and motor as necessary.
Check drive coupling

PM4600DRAIN Preventive Maintenance - Storm Drain Inspection 365-day Storm Drain Clean-out all storm drains in the area
PM4600-ELEV0001 Preventive Maintenance - Hydraulic Elevator 30-Day: Hydraulic Elevator with Automatic Gate Check and clean all electrical panels

Verify operation of emergency telephone
Inspect hoistways and car top
Check oil reservoir
Check sensitivity of door closure pressure

180-Day: Hydraulic Elevator with Automatic Gate Check and clean all electrical panels

Verify operation of emergency telephone
Check hoistway terminal limits
Inspect hoistways and car top
Check oil reservoir
Check sensitivity of door closure pressure

PM4600-ELEV0002 Preventive Maintenance - Hydraulic Elevator 30-Day: Hydraulic Elevator with Automatic Gate Check and clean all electrical panels

Verify operation of emergency telephone
Inspect hoistways and car top
Check oil reservoir
Check sensitivity of door closure pressure

180-Day: Hydraulic Elevator with Automatic Gate Check and clean all electrical panels

Verify operation of emergency telephone
Check hoistway terminal limits
Inspect hoistways and car top
Check oil reservoir
Check sensitivity of door closure pressure
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PM4600-ELEV0003 Preventive Maintenance - Hydraulic Elevator 30-Day: Hydraulic Elevator with Automatic Gate Check and clean all electrical panels

Verify operation of emergency telephone
Inspect hoistways and car top
Check oil reservoir
Check sensitivity of door closure pressure

180-Day: Hydraulic Elevator with Automatic Gate Check and clean all electrical panels

Verify operation of emergency telephone
Check hoistway terminal limits
Inspect hoistways and car top
Check oil reservoir
Check sensitivity of door closure pressure

PM4600-ELEV0004 Preventive Maintenance - Hydraulic Elevator 30-Day: Hydraulic Elevator with Automatic Gate Check and clean all electrical panels

Verify operation of emergency telephone
Inspect hoistways and car top
Check oil reservoir
Check sensitivity of door closure pressure

180-Day: Hydraulic Elevator with Automatic Gate Check and clean all electrical panels

Verify operation of emergency telephone
Check hoistway terminal limits
Inspect hoistways and car top
Check oil reservoir
Check sensitivity of door closure pressure

PM4600-EROOM0001 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4600-EROOM0002 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4600-EROOM0003 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4600-EROOM0004 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4600-EROOM0005 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4600-EROOM0006 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
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Report all deficiencies.

PM4600-EROOM0007 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4600-EROOM0008 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4600-EROOM0009 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4600-EROOM0010 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4600-ERU0001 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4600-ERU0002 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4600-FAS0001 Preventive Maintenance - Fire Alarm System 30-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions

180-Day: Fire Alarm System (Night Shift) Inspect panel
Inspect smoke detectors for damage and obstructions
Verify operation of all pull stations and bells
Clean, test, and calibrate smoke detectors if applicable
Perorm all work after core hours.

PM4600-FILT0001 Preventive Maintenance - Filters 90-Day Filter PM  (Night-Shift) Check filters, change if necessary
PM4600-FILT0002 Preventive Maintenance - Filters 90-Day Filter PM  (Night-Shift) Check filters, change if necessary
PM4600-FILT0003 Preventive Maintenance - Filters 90-Day Filter PM  (Night-Shift) Check filters, change if necessary
PM4600-FILT0004 Preventive Maintenance - Filters 90-Day Filter PM  (Night-Shift) Check filters, change if necessary
PM4600-FILT0005 Preventive Maintenance - Filters 90-Day Filter PM  (Night-Shift) Check filters, change if necessary
PM4600-FILT0006 Preventive Maintenance - Filters 90-Day Filter PM  (Night-Shift) Check filters, change if necessary
PM4600-FILT0007 Preventive Maintenance - Filters 90-Day Filter PM  (Night-Shift) Check filters, change if necessary
PM4600-FIRP0001 Preventive Maintenance - Fire Pump - Millwright 90-Day: Millwright PM for Fire Pump Change oil after 50 hours of operation

Change oil filter after 50 hours of operation
Verify that shaft seals are  dripping water properly ( 1 drop per second)

Verify that the system is free of vibration or unusual noise
Verify that the packing boxes, bearings, pump casing are free of overheating
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PM4600-GEN0001 Preventive Maintenance - Emergency Generator 30-Day: Generator Notify building manager of intent to perform generator maintenance prior to 

operating generator.
Seal off all necessary components of building ventilation system in order to 
prevent entry of fumes into building.
Check operation and controls.  If any problems are found issue work request

Check filters if applicable, change if necessary
Check belts if applicable, change if necessary.
Check coolant if applicable, add or change if necessary.
Check stop switch and emergency alarm bell.
Lubricate as necessary
Tighten all bolts
Check oil, add or change if necessary
Check voltage.
Check battery
Check connections and battery charger
Verify day tank's fuel level is topped off between float ranges, if applicable.

90-Day: Generator Notify building manager of intent to perform generator maintenance prior to 
operating generator.
Seal off all necessary components of building ventilation system in order to 
prevent entry of fumes into building.
Check operation and controls.  If any problems are found issue work request

Check filters if applicable, change if necessary
Check belts if applicable, change if necessary.
Check coolant if applicable, add or change if necessary.
Check stop switch and emergency alarm bell.
Lubricate as necessary
Tighten all bolts
Check oil, add or change if necessary
Check voltage.
Check battery
Check connections and battery charger
Check generator output
Verify day tank's fuel level is topped off between float ranges, if applicable.

365-Day: Generator Notify building manager of intent to perform generator maintenance prior to 
operating generator.
Seal off all necessary components of building ventilation system in order to 
prevent entry of fumes into building.
Check operation and controls.  If any problems are found issue work request

Check filters if applicable, change if necessary
Check belts if applicable, change if necessary.
Check coolant if applicable, add or change if necessary.
Check stop switch and emergency alarm bell.
Lubricate as necessary
Tighten all bolts
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Check oil, add or change if necessary
Check voltage.
Check battery
Check connections and battery charger
Check generator output
Winterize system
Verify continuity of generator ground, including the fuel tank ground
Verify day tank's fuel level is topped off between float ranges, if applicable.

PM4600-HWP0001 Preventive Maintenance - Hot Water Pump 365-Day: Hot Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary
Check drive coupling

PM4600-HWP0002 Preventive Maintenance - Hot Water Pump 365-Day: Hot Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary
Check drive coupling

PM4600-HWP0003 Preventive Maintenance - Hot Water Pump 365-Day: Hot Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary
Check drive coupling

PM4600HWTR0001 Preventive Maintenance - Hot Water Treatment 7-day Hot Water Treatment PM Perform testing on hot water system
Add chemicals if needed

PM4600LIGHTS Preventive Maintenance - Exterior Lighting 90-Day Exterior Lighting Inspection Inspect all Exterior Building Lighting
Inspect all Parking Lot Lighting
Report Findings to Electrical Supervisor

PM4600-LP0001 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 
(Bobby Collier)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4600-LP0002 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4600-LP0003 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4600-LP0004 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4600-LP0005 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
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PM4600-LP0006 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4600-LP0007 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4600-LP0008 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4600-LTS0001 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test

Check condition of lamps
365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4600-LTS0002 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4600-LTS0003 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4600-LTS0004 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4600-LTS0005 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4600-LTS0006 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4600-LTS0007 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps
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365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4600-LTS0008 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4600-LTS0009 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4600-LTS0010 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4600-LTS0011 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4600-LTS0012 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4600-LTS0013 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4600-LTS0014 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4600-LTS0015 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps
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365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4600-LTS0016 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4600-LTS0017 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4600-LTS0018 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4600-LTS0019 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4600-LTS0020 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4600-LTS0021 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4600-LTS0022 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4600-LTS0023 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps
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365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4600-LTS0024 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4600-LTS0025 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4600-LTS0026 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4600-LTS0027 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4600-LTS0028 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4600-LTS0029 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4600-LTS0030 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4600-LTS0031 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps
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365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4600-LTS0032 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4600-LTS0033 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4600-LTS0034 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4600-LTS0035 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4600-LTS0036 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4600-LTS0037 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4600-LTS0038 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4600-LTS0039 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps
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365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4600-LTS0040 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4600-LTS0041 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4600-LTS0042 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4600-LTS0043 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4600-LTS0044 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4600-LTS0045 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4600-LTS0046 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4600-LTS0047 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps
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365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4600-LTS0048 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4600-LTS0049 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4600-LTS0050 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4600-LTS0051 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4600-LTS0052 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4600-LTS0053 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4600-LTS0054 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4600-LTS0055 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps
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365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4600-LTS0056 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4600-LTS0057 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4600-LTS0058 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4600-LTS0059 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4600-LTS0060 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4600-LTS0061 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4600-LTS0062 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4600-LTS0063 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps
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365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4600-LTS0064 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4600-LTS0065 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4600-LTS0066 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4600-LTS0067 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4600-LTS0068 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4600-LTS0069 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4600-LTS0070 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4600-LTS0071 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps
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365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4600-LTS0072 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4600-LTS0073 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4600-LTS0074 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4600-LTS0075 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4600-LTS0076 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4600-LTS0077 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4600-LTS0078 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4600-LTS0079 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps
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365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4600-LTS0080 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4600-LTS0081 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4600-LTS0082 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4600-LTS0083 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4600-LTS0084 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4600-LTS0085 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4600-LTS0086 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4600-LTS0087 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps
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365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4600-LTS0088 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4600-LTS0089 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4600-LTS0090 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4600-LTS0091 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4600-LTS0092 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4600-LTS0093 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4600-LTS0094 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4600-LTS0095 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps
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365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4600-LTS0096 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4600-LTS0097 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4600-LTS0098 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4600-LTS0099 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4600-LTS0100 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4600-LTS0101 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4600-LTS0102 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4600-LTS0103 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps
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365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4600-LTS0104 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4600-LTS0105 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4600-LTS0106 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4600-LTS0107 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4600-LTS0108 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4600-LTS0109 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4600-LTS0110 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4600-LWP0001 Preventive Maintenance - Potable Water Pump 90-Day: Pump Check operation and controls.  If any problems are found issue work request
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180-Day: Pump Check for proper operation of pump.  If any problems are found issue work 

request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary

PM4600-LWP0002 Preventive Maintenance - Potable Water Pump 90-Day: Pump Check operation and controls.  If any problems are found issue work request

180-Day: Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary

PM4600-PMP0001 Preventive Maintenance - Jockey Pump 90-Day: Pump Check operation and controls.  If any problems are found issue work request

180-Day: Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary

PM4600-PMP0002 Preventive Maintenance - Potable Water Pump 90-Day: Pump Check operation and controls.  If any problems are found issue work request

180-Day: Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary

PM4600-PMP0003 Preventive Maintenance - Potable Water Pump 90-Day: Pump Check operation and controls.  If any problems are found issue work request

180-Day: Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary

PM4600-PP0001 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 
(Bobby Collier)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4600-PP0002 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4600-PP0003 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4600-PP0004 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4600-PP0005 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary



NNM08AA54C
ATTACHMENT J-24

PREVENTIVE MAINTENANCE

Page 496 of 1447

PMNUM PM DESCRIPTION  TASK DESCRIPTION
PM4600-RAF0001 Preventive Maintenance - Return Air Fan 90-Day: Supply or Return Air Fan (Night-Shift) Check operation and controls

180-Day: Supply or Return Air Fan (Night-Shift) Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate as necessary

PM4600-RAF0002 Preventive Maintenance - Return Air Fan 90-Day: Supply or Return Air Fan (Night-Shift) Check operation and controls

180-Day: Supply or Return Air Fan (Night-Shift) Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate as necessary

PM4600-RAF0003 Preventive Maintenance - Return Air Fan 90-Day: Supply or Return Air Fan (Night-Shift) Check operation and controls

180-Day: Supply or Return Air Fan (Night-Shift) Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate as necessary

PM4600-RAF0004 Preventive Maintenance - Return Air Fan 90-Day: Supply or Return Air Fan (Night-Shift) Check operation and controls

180-Day: Supply or Return Air Fan (Night-Shift) Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate as necessary

PM4600-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4600-ROOF0002 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4600-ROOF0003 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4600-ROOF0004 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4600-ROOF0005 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4600-ROOF0006 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4600-ROOF0007 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4600-RP0001 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4600-RP0002 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4600-RP0003 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4600-RP0004 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4600-RP0005 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4600-RP0006 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times
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Install knockout hole plugs as necessary

PM4600-RP0007 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 
(Bobby Collier)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4600-RP0008 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4600-RP0009 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4600-RP0010 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4600-RP0011 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4600-RP0012 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4600-RP0013 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4600-RP0014 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4600-RP0015 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4600-RP0016 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4600-RP0017 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4600-RP0018 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4600-RP0019 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4600-RP0020 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4600-VSC0001 Preventive Maintenance - Variable Speed Drive 365-Day: Variable Speed Controller Check for excessive heat, odors, noise and vibration.

Clean and check the general condition of variable speed drive panel.
PM4600-VSC0002 Preventive Maintenance - Variable Speed Drive 365-Day: Variable Speed Controller Check for excessive heat, odors, noise and vibration.

Clean and check the general condition of variable speed drive panel.
PM4600-VSC0003 Preventive Maintenance - Variable Speed Drive 365-Day: Variable Speed Controller Check for excessive heat, odors, noise and vibration.



NNM08AA54C
ATTACHMENT J-24

PREVENTIVE MAINTENANCE

Page 498 of 1447

PMNUM PM DESCRIPTION  TASK DESCRIPTION
Clean and check the general condition of variable speed drive panel.

PM4600-VSC0004 Preventive Maintenance - Variable Speed Drive 365-Day: Variable Speed Controller Check for excessive heat, odors, noise and vibration.
Clean and check the general condition of variable speed drive panel.

PM4600-VSC0005 Preventive Maintenance - Variable Speed Drive 365-Day: Variable Speed Controller Check for excessive heat, odors, noise and vibration.
Clean and check the general condition of variable speed drive panel.

PM4600-VSC0006 Preventive Maintenance - Variable Speed Drive 365-Day: Variable Speed Controller Check for excessive heat, odors, noise and vibration.
Clean and check the general condition of variable speed drive panel.

PM4600-VSC0007 Preventive Maintenance - Variable Speed Drive 365-Day: Variable Speed Controller Check for excessive heat, odors, noise and vibration.
Clean and check the general condition of variable speed drive panel.

PM4600-VSC0008 Preventive Maintenance - Variable Speed Drive 365-Day: Variable Speed Controller Check for excessive heat, odors, noise and vibration.
Clean and check the general condition of variable speed drive panel.

PM4600-VSC0009 Preventive Maintenance - Variable Speed Drive 365-Day: Variable Speed Controller Check for excessive heat, odors, noise and vibration.
Clean and check the general condition of variable speed drive panel.

PM4600-VSC0010 Preventive Maintenance - Variable Speed Drive 365-Day: Variable Speed Controller Check for excessive heat, odors, noise and vibration.
Clean and check the general condition of variable speed drive panel.

PM4600-VSC0011 Preventive Maintenance - Variable Speed Drive 365-Day: Variable Speed Controller Check for excessive heat, odors, noise and vibration.
Clean and check the general condition of variable speed drive panel.

PM4600-VSC0012 Preventive Maintenance - Variable Speed Drive 365-Day: Variable Speed Controller Check for excessive heat, odors, noise and vibration.
Clean and check the general condition of variable speed drive panel.

PM4600-VSC0013 Preventive Maintenance - Variable Speed Drive 365-Day: Variable Speed Controller Check for excessive heat, odors, noise and vibration.
Clean and check the general condition of variable speed drive panel.

PM4600-VSC0014 Preventive Maintenance - Variable Speed Drive 365-Day: Variable Speed Controller Check for excessive heat, odors, noise and vibration.
Clean and check the general condition of variable speed drive panel.

PM4600-VSC0015 Preventive Maintenance - Variable Speed Drive 365-Day: Variable Speed Controller Check for excessive heat, odors, noise and vibration.
Clean and check the general condition of variable speed drive panel.

PM4600-VSC0016 Preventive Maintenance - Variable Speed Drive 365-Day: Variable Speed Controller Check for excessive heat, odors, noise and vibration.
Clean and check the general condition of variable speed drive panel.

PM4604-DOOR0001 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM (w/o lifting cables) Inspect drive mechanism
Inspect brake settings if applicable
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect Mounts to ensure that they are sufficiently sized
Inspect chain drive adjustments
If any problems are found issue work request

PM4604-DOOR0002 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM (w/o lifting cables) Inspect drive mechanism
Inspect brake settings if applicable
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect Mounts to ensure that they are sufficiently sized
Inspect chain drive adjustments
If any problems are found issue work request

PM4604-FAS0001 Preventive Maintenance - Fire Alarm System 30-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions

180-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions
Verify operation of all pull stations and bells



NNM08AA54C
ATTACHMENT J-24

PREVENTIVE MAINTENANCE

Page 499 of 1447

PMNUM PM DESCRIPTION  TASK DESCRIPTION
Clean, test, and calibrate smoke detectors if applicable

PM4604LIGHTS Preventive Maintenance - Exterior Lighting 90-Day Exterior Lighting Inspection Inspect all Exterior Building Lighting
Inspect all Parking Lot Lighting
Report Findings to Electrical Supervisor

PM4604-LTS0001 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4604-LTS0002 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4604-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.
Apply insecticides or poisons as required.
Complete chemical applications records.

PM4604-PNL0001 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 
(Bobby Collier)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4604-PNL0002 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4604-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4604-ROOF0002 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4605-ADRY0001 Preventive Maintenance - Air Dryer 180-Day: Air Dryer, Desiccant Type Check humidity alarm operation

Change all filters
Check compressor pressure switch set point
Check back pressure regulator set point

60-Day: Air Dryer, Refrigerant Type (w/o 
Condenser Fan)

Check operation and controls.  If any problems found then issue work 
request.
Drain and flush
Drain water separator

PM4605-AH0001 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4605-AH0002 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
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Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4605-ATS0001 Preventive Maintenance - Auto Transfer Switch 180-Day: Auto Transfer Switch Check automatic operation and controls
365-Day: Auto Transfer Switch Check automatic operation and controls

Clean equipment
Perform Infrared Inspection to check all contacts and connections
If temperatures of over 121 degrees F noticed, connection must be 
repaired/tightened.

PM4605-BFP0001 Preventive Maintenance - Back Flow Preventer 90-Day: Back Flow Preventer Check Operations
PM4605-BFP0002 Preventive Maintenance - Back Flow Preventer 90-Day: Back Flow Preventer Check Operations
PM4605-BLR0001 Preventive Maintenance - Electric Boiler 30-Day: Boiler in dry lay-up Perform safety walk-through

Clean boiler area, if necessary
PM4605-CHLR0001 Preventive Maintenance - Water Chiller 365-Day: Chiller, Air-Cooled Check unit's evaporator and condenser pressures.

Check fan motor if applicable for excessive noise and vibration.
Check oil temperature
Check compressor oil level.
Lubricate condenser fan motors as necessary
Run system control tests.
Perform refrigerant leak check.
Check refrigerant charge/level, add as necessary
Check compressor for excessive noise/vibration.
Check sensor and mechanical safety limits.
Replace oil and oil filters(s).
Inspect safety relief valve.
Run an insulation test on the motor.
Check (IR Scan) and tighten motor terminals.
Service chiller starter and check all controls and terminations.
Clean condenser
Clean evaporator tubes if available

PM4605-CHWP0001 Preventive Maintenance - Chill Water Pump 365-Day Chilled Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands; make 
minor repairs as necessary.
Lubricate pump and motor as necessary.
Check drive coupling

PM4605-CHWP0002 Preventive Maintenance - Chill Water Pump 365-Day Chilled Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands; make 
minor repairs as necessary.
Lubricate pump and motor as necessary.
Check drive coupling

PM4605-CNDP0001 Preventive Maintenance -Condensate Pump 90-Day: Pump Check operation and controls.  If any problems are found issue work request

180-Day: Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
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Lubricate pump and motor as necessary

PM4605-CRU0001 Preventive Maintenance - Computer Room Unit 90-Day Computer Room Type Air Handling Unit, 
Chill Water

Check operation and controls.  If any problems found then issue work 
request.
Lubricate blower motor as necessary
Check belts, change if necessary
Check and lubricate bearings as necessary
Check safety interlocks

PM4605-CRU0002 Preventive Maintenance - Computer Room Unit 90-Day Computer Room Type Air Handling Unit, 
Chill Water

Check operation and controls.  If any problems found then issue work 
request.
Lubricate blower motor as necessary
Check belts, change if necessary
Check and lubricate bearings as necessary
Check safety interlocks

PM4605CWTR0001 Preventive Maintenance - Chilled  Water Treatment 7-day Chilled Water Treatment PM Perform testing on chilled water system
Add chemicals if needed

PM4605-DXAC0001 Preventive Maintenance - Direct Expansion AC Unit 90-Day: DX Unit Package, Stand-Alone or Split-
Type, Air-Cooled, Direct-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

180-Day: DX Unit Package, Stand-Alone or Split-
Type, Air-Cooled, Thru The Wall Unit (W/ Sealed 
condenser fan and blower motor

Check operation and controls.  If any problems are found issue work request

365-Day: DX Unit Package, Stand-Alone or Split-
Type, Air-Cooled, Direct-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

Clean condenser and evaporator coils
Check safety interlocks

PM4605-EW0001 Preventive Maintenance - EyeWash 30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4605-EW0002 Preventive Maintenance - EyeWash 30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4605-EW0003 Preventive Maintenance - EyeWash 30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4605-EW0004 Preventive Maintenance - EyeWash 30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4605-EW0005 Preventive Maintenance - EyeWash 30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4605-EW0006 Preventive Maintenance - EyeWash 30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request
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Flush system for 2 minute minimum
Date and initial inspection tag

PM4605-FAS0001 Preventive Maintenance - Fire Alarm System 30-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions

180-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions
Verify operation of all pull stations and bells
Clean, test, and calibrate smoke detectors if applicable

PM4605-FILT0001 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4605-FILT0002 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4605-FILT0003 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4605-FILT0004 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4605-FILT0005 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4605-GEN0001 Preventive Maintenance - Emergency Generator 30-Day: Generator Notify building manager of intent to perform generator maintenance prior to 

operating generator.
Seal off all necessary components of building ventilation system in order to 
prevent entry of fumes into building.
Check operation and controls.  If any problems are found issue work request

Check filters if applicable, change if necessary
Check belts if applicable, change if necessary.
Check coolant if applicable, add or change if necessary.
Check stop switch and emergency alarm bell.
Lubricate as necessary
Tighten all bolts
Check oil, add or change if necessary
Check voltage.
Check battery
Check connections and battery charger
Verify day tank's fuel level is topped off between float ranges, if applicable.

90-Day: Generator Notify building manager of intent to perform generator maintenance prior to 
operating generator.
Seal off all necessary components of building ventilation system in order to 
prevent entry of fumes into building.
Check operation and controls.  If any problems are found issue work request

Check filters if applicable, change if necessary
Check belts if applicable, change if necessary.
Check coolant if applicable, add or change if necessary.
Check stop switch and emergency alarm bell.
Lubricate as necessary
Tighten all bolts
Check oil, add or change if necessary
Check voltage.
Check battery
Check connections and battery charger
Check generator output
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Verify day tank's fuel level is topped off between float ranges, if applicable.

365-Day: Generator Notify building manager of intent to perform generator maintenance prior to 
operating generator.
Seal off all necessary components of building ventilation system in order to 
prevent entry of fumes into building.
Check operation and controls.  If any problems are found issue work request

Check filters if applicable, change if necessary
Check belts if applicable, change if necessary.
Check coolant if applicable, add or change if necessary.
Check stop switch and emergency alarm bell.
Lubricate as necessary
Tighten all bolts
Check oil, add or change if necessary
Check voltage.
Check battery
Check connections and battery charger
Check generator output
Winterize system
Verify continuity of generator ground, including the fuel tank ground
Verify day tank's fuel level is topped off between float ranges, if applicable.

PM4605-HST0001 Preventive Maintenance - Cranes and Hoists 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4605-HST0002 Preventive Maintenance - Cranes and Hoists 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4605-HWP0001 Preventive Maintenance - Hot Water Pump 365-Day: Hot Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary
Check drive coupling

PM4605-HWP0002 Preventive Maintenance - Hot Water Pump 365-Day: Hot Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
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Lubricate pump and motor as necessary
Check drive coupling

PM4605-HWP0003 Preventive Maintenance - Hot Water Pump 365-Day: Hot Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary
Check drive coupling

PM4605HWTR0001 Preventive Maintenance - Hot Water Treatment 7-day Hot Water Treatment PM Perform testing on hot water system
Add chemicals if needed

PM4605LIGHTS Preventive Maintenance - Exterior Lighting 90-Day Exterior Lighting Inspection Inspect all Exterior Building Lighting
Inspect all Parking Lot Lighting
Report Findings to Electrical Supervisor

PM4605-LTS0001 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4605-LTS0002 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4605-LTS0003 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4605-LTS0004 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals
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PM4605-LTS0005 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head

Perform 30 second light operational test
180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head

Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4605-LTS0006 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4605-ODT0001 Preventive Maintenance - Oxygen Detection System 30-Day: Oxygen Detection System, Dry Cell Type Perform visual inspection

Verify ODT is required at this location.  If unit is not needed issue work 
request to remove unit

180-Day: Oxygen Detection System, Dry Cell 
Type

Perform visual inspection

Calibrate system
Check all alarm points
Verify ODT is still required at this location.  If unit is not needed issue work 
request to remove unit

PM4605-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.
Apply insecticides or poisons as required.
Complete chemical applications records.

PM4605-PNL0001 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 
(Bobby Collier)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4605-PNL0002 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4605-PNL0003 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4605-PNL0004 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4605-PNL0005 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4605-PNL0006 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times
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Install knockout hole plugs as necessary

PM4605-PNL0007 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 
(Bobby Collier)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4605-PNL0008 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4605-PNL0009 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4605-PNL0010 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4605-PNL0011 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4605-PNL0012 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4605-PNL0013 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4605-PNL0014 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4605-PNL0015 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4605-PNL0016 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4605-PNL0017 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4605-PNL0018 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4605-PNL0019 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4605-PNL0020 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4605-PNL0021 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4605-PNL0022 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times
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Install knockout hole plugs as necessary

PM4605-PNL0023 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 
(Bobby Collier)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4605-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4605-ROOF0002 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4605-ROOF0003 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4605-ROOF0004 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4605-SHEW0001 Preventive Maintenance - Safety Shower and Eyewash 

Station
30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4607-CRN0001 Preventive Maintenance - Crane 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4607-DXAC0001 Preventive Maintenance - Direct Expansion AC Unit 90-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary

180-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary

365-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary
Clean condenser and evaporator coils
Check safety interlocks

PM4607-DXAC0002 Preventive Maintenance - Direct Expansion AC Unit 90-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary

180-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary
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365-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary
Clean condenser and evaporator coils
Check safety interlocks

PM4607-EAF0001 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4607-EAF0002 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4607-EAF0003 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4607-EAF0004 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4607-EAF0005 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4607-EAF0006 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4607-EAF0007 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request
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PM4607-EAF0008 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.

Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4607-EAF0009 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4607-EAF0010 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4607-EAF0011 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4607-EAF0012 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4607-EAF0013 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4607-EAF0014 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4607-EAF0015 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4607-EAF0016 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
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Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4607-EAF0017 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4607-EAF0018 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4607-EAF0019 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4607-EAF0020 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4607-EAF0021 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4607-EAF0022 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4607-EAF0023 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4607-EAF0024 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
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Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4607-FAS0001 Preventive Maintenance - Fire Alarm System 30-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions

180-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions
Verify operation of all pull stations and bells
Clean, test, and calibrate smoke detectors if applicable

PM4607-FILT0001 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4607-FILT0002 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4607LIGHTS Preventive Maintenance - Exterior Lighting 90-Day Exterior Lighting Inspection Inspect all Exterior Building Lighting

Inspect all Parking Lot Lighting
Report Findings to Electrical Supervisor

PM4607-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.
Apply insecticides or poisons as required.
Complete chemical applications records.

PM4607-PNL0001 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 
(Bobby Collier)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4607-PNL0002 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4607-PNL0003 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4607-PNL0004 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4607-PNL0005 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4607-PNL0006 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4607-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4607-ROOF0002 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4607-SPR0001 Preventive Maintenance - Sprinkler System 30-Day: Wet Sprinkler System PM Perform PM 

90-Day: Wet Sprinkler System PM Perform PM 
365-Day: Wet Sprinkler System PM Perform PM 

PM4608LIGHTS Preventive Maintenance - Exterior Lighting 90-Day Exterior Lighting Inspection Inspect all Exterior Building Lighting
Inspect all Parking Lot Lighting
Report Findings to Electrical Supervisor

PM4608-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.
Apply insecticides or poisons as required.
Complete chemical applications records.



NNM08AA54C
ATTACHMENT J-24

PREVENTIVE MAINTENANCE

Page 512 of 1447

PMNUM PM DESCRIPTION  TASK DESCRIPTION
PM4608-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4610-ACFLT0001 Preventive Maintenance - Air Compressor Filter Change 365-Day: Air Compressor Filter Change Replace Filter(s) on air compressor unit.

PM4610-ACFLT0003 Preventive Maintenance - Air Compressor Filter Change 365-Day: Air Compressor Filter Change Replace Filter(s) on air compressor unit.

PM4610-ACMP0001 Preventive Maintenance - Air Compressor Control 90-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check Belts.  Change if necessary.

180-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

365-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change as necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

PM4610-ACMP0003 Preventive Maintenance - Air Compressor Control 90-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check Belts.  Change if necessary.

180-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

365-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change as necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

PM4610-ADRY0001 Preventive Maintenance - Air Dryer 60-Day: Air Dryer, Refrigerant Type (w/o 
Condenser Fan)

Check operation and controls.  If any problems found then issue work 
request.
Drain and flush
Drain water separator

180-Day: Air Dryer, Refrigerant Type (w/o 
Condenser Fan)

Check operation and controls.  If any problems found then issue work 
request.
Drain and flush
Drain water separator
Clean condenser coils

PM4610-ADRY0002 Preventive Maintenance - Air Dryer 60-Day: Air Dryer, Refrigerant Type Check operation and controls.  If any problems found then issue work 
request.
Drain and flush
Drain water separator
Lubricate condenser motor as necessary

180-Day: Air Dryer, Refrigerant Type Check operation and controls.  If problem found then issue work request.



NNM08AA54C
ATTACHMENT J-24

PREVENTIVE MAINTENANCE

Page 513 of 1447

PMNUM PM DESCRIPTION  TASK DESCRIPTION
Drain and flush
Drain water separator
Lubricate condenser motor as necessary
Clean condenser coils

PM4610-AH0001 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4610-AH0002 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4610-AH0003 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4610-AH0004 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4610-AH0005 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4610-AH0007 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4610-AH0008 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4610-AH0009 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4610-AH0010 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
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Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4610-AH0011 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4610-AH0012 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4610-AH0013 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4610-AH0020 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4610-AH0021 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4610-AH0022 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4610-AH0023 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4610-AH0024 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4610-AH0025 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.
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PM4610-AH0026 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 

issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4610-AH0030 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4610-AH0031 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4610-AH0040 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4610-AH0041 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4610-AH0042 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4610-AH0043 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4610-AH0044 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4610-AH00B1 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4610-AH00B2 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable



NNM08AA54C
ATTACHMENT J-24

PREVENTIVE MAINTENANCE

Page 516 of 1447

PMNUM PM DESCRIPTION  TASK DESCRIPTION
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4610-AH00B3 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4610-ATS0002 Preventive Maintenance - Auto Transfer Switch 180-Day: Auto Transfer Switch Check automatic operation and controls
365-Day: Auto Transfer Switch Check automatic operation and controls

Clean equipment
Perform Infrared Inspection to check all contacts and connections
If temperatures of over 121 degrees F noticed, connection must be 
repaired/tightened.

PM4610-BFP0001 Preventive Maintenance - Back Flow Preventer 90-Day: Back Flow Preventer Check Operations
PM4610-BFP0002 Preventive Maintenance - Back Flow Preventer 90-Day: Back Flow Preventer Check Operations
PM4610-BFP0003 Preventive Maintenance - Back Flow Preventer 90-Day: Back Flow Preventer Check Operations
PM4610-BLR0001 Preventive Maintenance - Steam Boiler 30-Day: Electric Boiler Clean control box

Check for leaks
Lift safety valves, check dampers and stack
Check flow or limit switches

365-Day: Electric Boiler Clean control box
Check for leaks
Lift safety valves, check dampers
Clean interior and exterior of boiler
Check flow or limit switches

PM4610-CRU0001 Preventive Maintenance - Computer Room Unit 30-Day: Critical Computer Room Type Air 
Handling Unit, Chill Water or Water-Cooled 
Combination Type

Check operation and controls.  If any problems found then issue work 
request.

Check belts, change if necessary
Check and lubricate bearings as necessary
Inspect drains for proper flow and clarity.

90-Day: Critical Computer Room Type Air 
Handling Unit, Chill Water or Water-Cooled 
Combination Type (w/sealed blower motor)

Check operation and controls.  If any problems are found issue work request.

Check belts, change if necessary
Check and lubricate bearings as necessary
Check safety interlocks
Clean drain pans, vacuum drains, and isure drain clarity

PM4610-CRU0002 Preventive Maintenance - Computer Room Unit 90-Day Computer Room Type Air Handling Unit, 
Chill Water

Check operation and controls.  If any problems found then issue work 
request.
Lubricate blower motor as necessary
Check belts, change if necessary
Check and lubricate bearings as necessary
Check safety interlocks

PM4610-CRU0009 Preventive Maintenance - Computer Room Unit 90-Day Computer Room Type Air Handling Unit, 
Chill Water

Check operation and controls.  If any problems found then issue work 
request.
Lubricate blower motor as necessary
Check belts, change if necessary
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Check and lubricate bearings as necessary
Check safety interlocks

PM4610-CRU0010 Preventive Maintenance - Computer Room Unit 90-Day Computer Room Type Air Handling Unit, 
Chill Water

Check operation and controls.  If any problems found then issue work 
request.
Lubricate blower motor as necessary
Check belts, change if necessary
Check and lubricate bearings as necessary
Check safety interlocks

PM4610-CRU0013 Preventive Maintenance - Computer Room Unit 90-Day Computer Room Type Air Handling Unit, 
Chill Water

Check operation and controls.  If any problems found then issue work 
request.
Lubricate blower motor as necessary
Check belts, change if necessary
Check and lubricate bearings as necessary
Check safety interlocks

PM4610-CRU0014 Preventive Maintenance - Computer Room Unit 90-Day Computer Room Type Air Handling Unit, 
Chill Water

Check operation and controls.  If any problems found then issue work 
request.
Lubricate blower motor as necessary
Check belts, change if necessary
Check and lubricate bearings as necessary
Check safety interlocks

PM4610-CRU0015 Preventive Maintenance - Computer Room Unit 90-Day Computer Room Type Air Handling Unit, 
Chill Water

Check operation and controls.  If any problems found then issue work 
request.
Lubricate blower motor as necessary
Check belts, change if necessary
Check and lubricate bearings as necessary
Check safety interlocks

PM4610-CRU0017 Preventive Maintenance - Computer Room Unit 90-Day Computer Room Type Air Handling Unit, 
Chill Water

Check operation and controls.  If any problems found then issue work 
request.
Lubricate blower motor as necessary
Check belts, change if necessary
Check and lubricate bearings as necessary
Check safety interlocks

PM4610-DOOR0001 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM (w/o lifting cables) Inspect drive mechanism
Inspect brake settings if applicable
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect Mounts to ensure that they are sufficiently sized
Inspect chain drive adjustments
If any problems are found issue work request

PM4610-DOOR0002 Preventive Maintenance - Electric Personnel Door 30-Day Personnel Doors, Electric Check operation and controls.  If any problems are found issue work request.

Clean photocells and check range
Check door closure pressure
Clean tracks and check for proper alignment
Check tolerances on locking mechanisms
Check emergency release mechanisms (where applicable)

PM4610-DOOR0003 Preventive Maintenance - Electric Personnel Door 30-Day Personnel Doors, Electric Check operation and controls.  If any problems are found issue work request.
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Clean photocells and check range
Check door closure pressure
Clean tracks and check for proper alignment
Check tolerances on locking mechanisms
Check emergency release mechanisms (where applicable)

PM4610-DPIP0001 Preventive Maintenance -Drain Pipe 30-Day Drain Pipe Clean Drain
Obtain Tri-Chem Orange solvent from dayshift ORG# 2320
Pour Tri-Chem in floor drains and let activate for two hours
Flush each drain with hot water using sewer sock for ten minutes
Repeat entire process

PM4610-DXAC0002 Preventive Maintenance - Direct Expansion AC Unit 90-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary

180-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary

365-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary
Clean condenser and evaporator coils
Check safety interlocks

PM4610-DXAC0003 Preventive Maintenance - Direct Expansion AC Unit 90-Day: Direct Expansion Unit Package, Stand-
Alone or Split-Type, Air-Cooled, Direct-Driven

Check operation and controls.  If any problems are found issue work request.

Lubricate condenser fan as necessary
Lubricate blower motor as necessary

180-Day: Direct Expansion Unit Package, Stand-
Alone or Split-Type, Air-Cooled, Thru The Wall 
Unit

Check operation and controls.  If any problems are found issue work request

Lubricate condenser fan as necessary
Lubricate blower motor as necessary
Check suction and discharge pressure

365-Day: Direct Expansion Unit Package, Stand-
Alone or Split-Type, Air-Cooled, Direct-Driven

Check operation and controls.  If any problems are found issue work request

Lubricate condenser fan as necessary
Lubricate blower motor as necessary
Check suction and discharge pressure
Clean condenser and evaporator coils
Check safety interlocks

PM4610-DXAC0004 Preventive Maintenance - Direct Expansion AC Unit 90-Day: DX Unit Package, Stand-Alone or Split-
Type, Air-Cooled, Direct-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request
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180-Day: DX Unit Package, Stand-Alone or Split-
Type, Air-Cooled, Thru The Wall Unit (W/ Sealed 
condenser fan and blower motor

Check operation and controls.  If any problems are found issue work request

365-Day: DX Unit Package, Stand-Alone or Split-
Type, Air-Cooled, Direct-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

Clean condenser and evaporator coils
Check safety interlocks

PM4610-DXAC0005 Preventive Maintenance - Direct Expansion AC Unit 90-Day: DX Unit Package, Stand-Alone or Split-
Type, Air-Cooled, Direct-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

180-Day: DX Unit Package, Stand-Alone or Split-
Type, Air-Cooled, Thru The Wall Unit (W/ Sealed 
condenser fan and blower motor

Check operation and controls.  If any problems are found issue work request

365-Day: DX Unit Package, Stand-Alone or Split-
Type, Air-Cooled, Direct-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

Clean condenser and evaporator coils
Check safety interlocks

PM4610-EAF0001 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4610-EAF0002 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4610-EAF0003 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4610-EAF0005 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4610-EAF0006 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request
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PM4610-EAF0007 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.

Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4610-EAF0008 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4610-ELEV0001 Preventive Maintenance - Cable Elevator 30-Day: Cable Elevator with Computer Controls Verify operation of all safety edges

Verify operation of emergency telephone
Check and clean all electrical panels
Inspect and lubricate governors
Check brushes on drive motors
Check sensitivity of door closure pressure
Inspect hoistways and car top

PM4610-ELEV0002 Preventive Maintenance - Cable Elevator 30-Day: Cable Elevator with Computer Controls Verify operation of all safety edges

Verify operation of emergency telephone
Check and clean all electrical panels
Inspect and lubricate governors
Check brushes on drive motors
Check sensitivity of door closure pressure
Inspect hoistways and car top

PM4610-ELEV0003 Preventive Maintenance - Cable Elevator 30-Day: Cable Elevator with Computer Controls Verify operation of all safety edges

Verify operation of emergency telephone
Check and clean all electrical panels
Inspect and lubricate governors
Check brushes on drive motors
Check sensitivity of door closure pressure
Inspect hoistways and car top

PM4610-ELEV0004 Preventive Maintenance - Cable Elevator 30-Day: Cable Elevator with Computer Controls Verify operation of all safety edges

Verify operation of emergency telephone
Check and clean all electrical panels
Inspect and lubricate governors
Check brushes on drive motors
Check sensitivity of door closure pressure
Inspect hoistways and car top

PM4610-ELEV0005 Preventive Maintenance - Hydraulic Elevator 30-Day: Hydraulic Elevator with Manual Gate Check and clean all electrical panels
Verify operation of emergency telephone
Inspect hoistways and car top
Check oil reservoir

PM4610-EROOM0001 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
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Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4610-EROOM0002 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4610-EROOM0003 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4610-EROOM0004 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4610-EROOM0005 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4610-EROOM0006 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4610-EROOM0007 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4610-EROOM0008 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4610-EROOM0009 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4610-EROOM0010 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4610-EROOM0011 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4610-FAS0001 Preventive Maintenance - Fire Alarm System 30-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions

180-Day: Fire Alarm System (Night Shift) Inspect panel
Inspect smoke detectors for damage and obstructions
Verify operation of all pull stations and bells
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Clean, test, and calibrate smoke detectors if applicable
Perorm all work after core hours.

PM4610-FILT0001 Preventive Maintenance - Filters 90-Day Filter PM  (Night-Shift) Check filters, change if necessary
PM4610-FILT0002 Preventive Maintenance - Filters 90-Day Filter PM  (Night-Shift) Check filters, change if necessary
PM4610-FILT0004 Preventive Maintenance - Filters 90-Day Filter PM  (Night-Shift) Check filters, change if necessary
PM4610-FILT0005 Preventive Maintenance - Filters 90-Day Filter PM  (Night-Shift) Check filters, change if necessary
PM4610-FILT0006 Preventive Maintenance - Filters 90-Day Filter PM  (Night-Shift) Check filters, change if necessary
PM4610-FILT0007 Preventive Maintenance - Filters 90-Day Filter PM  (Night-Shift) Check filters, change if necessary
PM4610-FILT0008 Preventive Maintenance - Filters 90-Day Filter PM  (Night-Shift) Check filters, change if necessary
PM4610-FILT0009 Preventive Maintenance - Filters 90-Day Filter PM  (Night-Shift) Check filters, change if necessary
PM4610-FILT0010 Preventive Maintenance - Filters 90-Day Filter PM  (Night-Shift) Check filters, change if necessary
PM4610-FILT0011 Preventive Maintenance - Filters 90-Day Filter PM  (Night-Shift) Check filters, change if necessary
PM4610-FILT0012 Preventive Maintenance - Filters 90-Day Filter PM  (Night-Shift) Check filters, change if necessary
PM4610-FILT0013 Preventive Maintenance - Filters 90-Day Filter PM  (Night-Shift) Check filters, change if necessary
PM4610-FILT0014 Preventive Maintenance - Filters 90-Day Filter PM  (Night-Shift) Check filters, change if necessary
PM4610-FILT0015 Preventive Maintenance - Filters 90-Day Filter PM  (Night-Shift) Check filters, change if necessary
PM4610-FILT0016 Preventive Maintenance - Filters 90-Day Filter PM  (Night-Shift) Check filters, change if necessary
PM4610-FILT0017 Preventive Maintenance - Filters 90-Day Filter PM  (Night-Shift) Check filters, change if necessary
PM4610-FILT0018 Preventive Maintenance - Filters 90-Day Filter PM  (Night-Shift) Check filters, change if necessary
PM4610-FILT0019 Preventive Maintenance - Filters 90-Day Filter PM  (Night-Shift) Check filters, change if necessary
PM4610-FILT0020 Preventive Maintenance - Filters 90-Day Filter PM  (Night-Shift) Check filters, change if necessary
PM4610-FILT0021 Preventive Maintenance - Filters 90-Day Filter PM  (Night-Shift) Check filters, change if necessary
PM4610-FILT0022 Preventive Maintenance - Filters 90-Day Filter PM  (Night-Shift) Check filters, change if necessary
PM4610-FILT0023 Preventive Maintenance - Filters 90-Day Filter PM  (Night-Shift) Check filters, change if necessary
PM4610-FILT0024 Preventive Maintenance - Filters 90-Day Filter PM  (Night-Shift) Check filters, change if necessary
PM4610-FILT0025 Preventive Maintenance - Filters 90-Day Filter PM  (Night-Shift) Check filters, change if necessary
PM4610-FILT0026 Preventive Maintenance - Filters 90-Day Filter PM  (Night-Shift) Check filters, change if necessary
PM4610-FILT0027 Preventive Maintenance - Filters 90-Day Filter PM  (Night-Shift) Check filters, change if necessary
PM4610-FILT0028 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4610-FILT0029 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4610-FILT0032 Preventive Maintenance - Filters 90-Day Filter PM  (Night-Shift) Check filters, change if necessary
PM4610-FILT0033 Preventive Maintenance - Filters 90-Day Filter PM  (Night-Shift) Check filters, change if necessary
PM4610-FILT0036 Preventive Maintenance - Filters 30-Day: Filter PM Check Filters, change if necessary
PM4610-FILT0037 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4610-FILT0041 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4610-FILT0042 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4610-FILT0044 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4610-FILT0045 Preventive Maintenance - Filters 90-Day Filter PM  (Night-Shift) Check filters, change if necessary
PM4610-FILT0047 Preventive Maintenance - Filters 90-Day Filter PM  (Night-Shift) Check filters, change if necessary
PM4610-FILT0048 Preventive Maintenance - Filters 90-Day Filter PM  (Night-Shift) Check filters, change if necessary
PM4610-FILT0100 Preventive Maintenance - Filters 30-Day: Filter PM Check Filters, change if necessary
PM4610-FSS0001 Preventive Maintenance - Fire Suppression System 30-Day: Dry/Wet Chemical Fire Suppression 

System
Perform PM per Dry/Wet Chemical Form

180-Day: Wet/Dry Chemical Fire Suppression 
System

Perform PM per Dry/Wet Chemical Form

PM4610-FSS0002 Preventive Maintenance - Fire Suppression System 30-Day: Dry/Wet Chemical Fire Suppression 
System

Perform PM per Dry/Wet Chemical Form
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180-Day: Wet/Dry Chemical Fire Suppression 
System

Perform PM per Dry/Wet Chemical Form

PM4610-FWP0001 Preventive Maintenance -Feed Water Pump 30-Day: Feed Water Pump Check operation and controls.  If any problems are found issue work request

180-Day: Feed WaterPump Check operation and controls.  If any problems are found issue work request

Lubricate as necessary
Check coupling and drives

PM4610-FWP0002 Preventive Maintenance -Feed Water Pump 30-Day: Feed Water Pump Check operation and controls.  If any problems are found issue work request

180-Day: Feed WaterPump Check operation and controls.  If any problems are found issue work request

Lubricate as necessary
Check coupling and drives

PM4610-HWP0001 Preventive Maintenance - Hot Water Pump 365-Day: Hot Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary
Check drive coupling

PM4610-HWP0002 Preventive Maintenance - Hot Water Pump 365-Day: Hot Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary
Check drive coupling

PM4610-HWP0003 Preventive Maintenance - Hot Water Pump 365-Day: Hot Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary
Check drive coupling

PM4610-HWP0004 Preventive Maintenance - Hot Water Pump 365-Day: Hot Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary
Check drive coupling

PM4610-HWP0005 Preventive Maintenance - Hot Water Pump 365-Day: Hot Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary
Check drive coupling

PM4610-HWP0006 Preventive Maintenance - Hot Water Pump 365-Day: Hot Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary
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Check drive coupling

PM4610-HWP0007 Preventive Maintenance - Hot Water Pump 365-Day: Hot Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary
Check drive coupling

PM4610HWTR0001 Preventive Maintenance - Hot Water Treatment 7-day Hot Water Treatment PM Perform testing on hot water system
Add chemicals if needed

PM4610HWTR0002 Preventive Maintenance - Hot Water Treatment 7-day Hot Water Treatment PM Perform testing on hot water system
Add chemicals if needed

PM4610HWTR0003 Preventive Maintenance - Hot Water Treatment 7-day Hot Water Treatment PM Perform testing on hot water system
Add chemicals if needed

PM4610HWTR0004 Preventive Maintenance - Hot Water Treatment (Off-
season)

7-day Hot Water Treatment PM (Off-season) Perform testing on hot water system

Add chemicals if needed
PM4610HWTR0005 Preventive Maintenance - Hot Water Treatment (Off-

season)
30-day Hot Water PM (Off-season) Notify Water Treatment Tech when performing PM (4-1058, 4-6020)

Open all necessary valves (Supply/Control/Makeup)
Check to make sure makeup water is on
Check to make sure system is filled
Coordinate operation with UCS
Turn on circulation pumps and run for 48 hours
Shut down pumps and close all necessary valves

PM4610HWTR0006 Preventive Maintenance - Hot Water Treatment (Off-
season)

7-day Hot Water Treatment PM (Off-season) Perform testing on hot water system

Add chemicals if needed
PM4610HWTR0007 Preventive Maintenance - Hot Water Treatment (Off-

season)
30-day Hot Water PM (Off-season) Notify Water Treatment Tech when performing PM (4-1058, 4-6020)

Open all necessary valves (Supply/Control/Makeup)
Check to make sure makeup water is on
Check to make sure system is filled
Coordinate operation with UCS
Turn on circulation pumps and run for 48 hours
Shut down pumps and close all necessary valves

PM4610HWTR0008 Preventive Maintenance - Hot Water Treatment (Off-
season)

7-day Hot Water Treatment PM (Off-season) Perform testing on hot water system

Add chemicals if needed
PM4610HWTR0009 Preventive Maintenance - Hot Water Treatment (Off-

season)
30-day Hot Water PM (Off-season) Notify Water Treatment Tech when performing PM (4-1058, 4-6020)

Open all necessary valves (Supply/Control/Makeup)
Check to make sure makeup water is on
Check to make sure system is filled
Coordinate operation with UCS
Turn on circulation pumps and run for 48 hours
Shut down pumps and close all necessary valves

PM4610-KVHD0001 Preventive Maintenance - Vent Hood 90-Day: Vent Hood Check for abnormal grease build-up, clean if necessary
PM4610-KVHD0002 Preventive Maintenance - Vent Hood 90-Day: Vent Hood Check for abnormal grease build-up, clean if necessary
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PM4610LIGHTS Preventive Maintenance - Exterior Lighting 90-Day Exterior Lighting Inspection Inspect all Exterior Building Lighting

Inspect all Parking Lot Lighting
Report Findings to Electrical Supervisor

PM4610-LTS0001 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4610-LTS0002 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4610-LTS0003 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4610-LTS0004 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4610-LTS0005 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4610-LTS0006 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
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Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4610-LTS0007 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4610-LTS0008 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4610-LTS0009 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4610-LTS0010 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4610-LTS0011 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test
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365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head

Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4610-LTS0012 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4610-LTS0013 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4610-LTS0014 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4610-LTS0015 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4610-LTS0016 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals
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PM4610-LTS0017 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head

Perform 30 second light operational test
180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head

Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4610-LTS0018 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4610-LTS0019 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4610-LTS0020 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4610-LTS0021 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4610-LTS0022 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
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Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4610-LTS0023 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4610-LTS0024 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4610-LTS0025 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4610-LTS0026 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4610-LTS0027 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
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Clean interior of light housing, check battery terminals

PM4610-LTS0028 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4610-LTS0029 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4610-LTS0030 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4610-LTS0031 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4610-LTS0032 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4610-LTS0033 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
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Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4610-LTS0034 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4610-LTS0035 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4610-LTS0036 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4610-LTS0037 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4610-LTS0038 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
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Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4610-LTS0039 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4610-LTS0040 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4610-LTS0041 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4610-LTS0042 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4610-LTS0043 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4610-LTS0044 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test
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180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head

Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4610-LTS0045 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4610-LTS0046 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4610-LTS0047 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4610-LTS0048 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4610-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.
Apply insecticides or poisons as required.
Complete chemical applications records.

PM4610-PIU0001 Preventive Maintenance - Filters 90-Day Filter PM  (Night-Shift) Check filters, change if necessary
PM4610-PIU0002 Preventive Maintenance - Filters 90-Day Filter PM  (Night-Shift) Check filters, change if necessary
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PM4610-PIU0003 Preventive Maintenance - Filters 90-Day Filter PM  (Night-Shift) Check filters, change if necessary
PM4610-PIU0004 Preventive Maintenance - Filters 90-Day Filter PM  (Night-Shift) Check filters, change if necessary
PM4610-PIU0005 Preventive Maintenance - Filters 90-Day Filter PM  (Night-Shift) Check filters, change if necessary
PM4610-PMP0001 Preventive Maintenance -  Water Pump 90-Day: Pump Check operation and controls.  If any problems are found issue work request

180-Day: Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary

PM4610-PNL0001 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 
(Bobby Collier)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4610-PNL0002 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4610-PNL0003 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4610-PNL0004 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4610-PNL0005 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4610-PNL0006 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4610-PNL0007 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4610-PNL0008 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4610-PNL0009 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4610-PNL0010 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4610-PNL0011 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4610-PNL0012 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4610-PNL0013 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times
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Install knockout hole plugs as necessary

PM4610-PNL0014 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 
(Bobby Collier)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4610-PNL0015 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4610-PNL0016 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4610-PNL0017 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4610-PNL0018 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4610-PNL0019 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4610-PNL0020 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4610-PNL0021 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4610-PNL0022 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4610-PNL0023 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4610-PNL0024 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4610-PNL0025 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4610-PNL0026 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4610-PNL0027 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4610-PNL0028 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4610-PNL0034 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times
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Install knockout hole plugs as necessary

PM4610-PNL0035 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 
(Bobby Collier)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4610-PNL0036 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4610-PNL0037 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4610-PNL0038 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4610-PNL0039 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4610-PNL0040 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4610-PNL0041 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4610-PNL0042 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4610-PNL0043 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4610-PNL0044 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4610-PNL0045 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4610-PNL0046 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4610-PNL0047 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4610-PNL0048 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4610-PNL0049 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4610-PNL0050 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times
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Install knockout hole plugs as necessary

PM4610-PNL0051 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 
(Bobby Collier)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4610-PNL0052 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4610-PNL0053 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4610-PNL0054 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4610-PNL0055 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4610-PNL0056 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4610-PNL0057 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4610-PNL0058 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4610-PNL0059 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4610-PNL0060 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4610-PNL0061 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4610-PNL0062 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4610-PNL0063 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4610-PNL0064 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4610-PNL0065 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4610-PNL0066 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times
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Install knockout hole plugs as necessary

PM4610-PNL0067 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 
(Bobby Collier)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4610-PNL0068 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4610-PNL0069 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4610-PNL0070 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4610-PNL0071 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4610-PNL0072 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4610-PNL0073 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4610-PNL0074 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4610-PNL0075 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4610-PNL0076 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4610-PNL0077 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4610-PNL0078 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4610-PNL0079 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4610-PNL0080 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4610-PNL0081 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4610-PNL0082 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times
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Install knockout hole plugs as necessary

PM4610-PNL0083 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 
(Bobby Collier)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4610-PNL0084 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4610-PNL0085 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4610-PNL0086 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4610-PNL0087 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4610-PNL0088 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4610-PNL0089 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4610-PNL0091 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4610-PNL0092 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4610-RAF0003 Preventive Maintenance - Return Air Fan 90-Day: Supply or Return Air Fan (Night-Shift) Check operation and controls

180-Day: Supply or Return Air Fan (Night-Shift) Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate as necessary

PM4610-RAF0004 Preventive Maintenance - Return Air Fan 90-Day: Supply or Return Air Fan (Night-Shift) Check operation and controls

180-Day: Supply or Return Air Fan (Night-Shift) Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate as necessary

PM4610-RAF0005 Preventive Maintenance - Return Air Fan 90-Day: Supply or Return Air Fan (Night-Shift) Check operation and controls

180-Day: Supply or Return Air Fan (Night-Shift) Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate as necessary

PM4610-RAF0011 Preventive Maintenance - Return Air Fan 90-Day: Supply or Return Air Fan (Night-Shift) Check operation and controls
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180-Day: Supply or Return Air Fan (Night-Shift) Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate as necessary

PM4610-RAF0012 Preventive Maintenance - Return Air Fan 90-Day: Supply or Return Air Fan (Night-Shift) Check operation and controls

180-Day: Supply or Return Air Fan (Night-Shift) Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate as necessary

PM4610-RAF0021 Preventive Maintenance - Return Air Fan 90-Day: Supply or Return Air Fan (Night-Shift) Check operation and controls

180-Day: Supply or Return Air Fan (Night-Shift) Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate as necessary

PM4610-RAF0022 Preventive Maintenance - Return Air Fan 90-Day: Supply or Return Air Fan (Night-Shift) Check operation and controls

180-Day: Supply or Return Air Fan (Night-Shift) Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate as necessary

PM4610-RAF0023 Preventive Maintenance - Return Air Fan 90-Day: Supply or Return Air Fan (Night-Shift) Check operation and controls

180-Day: Supply or Return Air Fan (Night-Shift) Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate as necessary

PM4610-RAF0031 Preventive Maintenance - Return Air Fan 90-Day: Supply or Return Air Fan (Night-Shift) Check operation and controls

180-Day: Supply or Return Air Fan (Night-Shift) Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate as necessary

PM4610-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4610-ROOF0002 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4610-ROOF0003 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4610-ROOF0004 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4610-ROOF0005 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4610-ROOF0006 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4610-ROOF0007 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4610-RV0001 Preventive Maintenance - Relief Valves 365-Day: Relief Valve PM Service and Tag Relief Valve
PM4610-RV0002 Preventive Maintenance - Relief Valves 365-Day: Relief Valve PM Service and Tag Relief Valve
PM4610-RV0003 Preventive Maintenance - Relief Valves 365-Day: Relief Valve PM Service and Tag Relief Valve
PM4610-SPMP0001 Preventive Maintenance - Sump Pump 30-Day: Sump Pump Check operation and controls.  If any problems are found issue work request

180-Day: Sump Pump Check operation and controls.  If any problems are found issue work request
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Lubricate as necessary
Check coupling and drives

PM4610-SPMP0002 Preventive Maintenance - Sump Pump 30-Day: Sump Pump Check operation and controls.  If any problems are found issue work request

180-Day: Sump Pump Check operation and controls.  If any problems are found issue work request

Lubricate as necessary
Check coupling and drives

PM4610-SPMP0003 Preventive Maintenance - Sump Pump 30-Day: Sump Pump Check operation and controls.  If any problems are found issue work request

180-Day: Sump Pump Check operation and controls.  If any problems are found issue work request

Lubricate as necessary
Check coupling and drives

PM4610-SPMP0004 Preventive Maintenance - Sump Pump 30-Day: Sump Pump Check operation and controls.  If any problems are found issue work request

180-Day: Sump Pump Check operation and controls.  If any problems are found issue work request

Lubricate as necessary
Check coupling and drives

PM4610-SPR0001 Preventive Maintenance - Sprinkler System 30-Day: Wet Sprinkler System PM Perform PM 
90-Day: Wet Sprinkler System PM Perform PM 
365-Day: Wet Sprinkler System PM Perform PM 

PM4610-SPR0002 Preventive Maintenance - Sprinkler System 30-Day: Wet Sprinkler System PM Perform PM 
90-Day: Wet Sprinkler System PM Perform PM 
365-Day: Wet Sprinkler System PM Perform PM 

PM4610-SPR0003 Preventive Maintenance - Stand Pipes 30-Day Stand Pipe Inspection Perform PM 
365-Day: Stand Pipe Inspection Perform PM 

PM4610-VSC0001 Preventive Maintenance - Variable Speed Controller 365-Day: Variable Speed Controller Check for excessive heat, odors, noise and vibration.
Clean and check the general condition of variable speed drive panel.

PM4610-VSC0002 Preventive Maintenance - Variable Speed Controller 365-Day: Variable Speed Controller Check for excessive heat, odors, noise and vibration.
Clean and check the general condition of variable speed drive panel.

PM4610-VSC0003 Preventive Maintenance - Variable Speed Controller 365-Day: Variable Speed Controller Check for excessive heat, odors, noise and vibration.
Clean and check the general condition of variable speed drive panel.

PM4610-VSC0004 Preventive Maintenance - Variable Speed Controller 365-Day: Variable Speed Controller Check for excessive heat, odors, noise and vibration.
Clean and check the general condition of variable speed drive panel.

PM4610-VSC0005 Preventive Maintenance - Variable Speed Controller 365-Day: Variable Speed Controller Check for excessive heat, odors, noise and vibration.
Clean and check the general condition of variable speed drive panel.

PM4610-VSC0006 Preventive Maintenance - Variable Speed Controller 365-Day: Variable Speed Controller Check for excessive heat, odors, noise and vibration.
Clean and check the general condition of variable speed drive panel.

PM4610-VSC0007 Preventive Maintenance - Variable Speed Controller 365-Day: Variable Speed Controller Check for excessive heat, odors, noise and vibration.
Clean and check the general condition of variable speed drive panel.

PM4610-VSC0008 Preventive Maintenance - Variable Speed Controller 365-Day: Variable Speed Controller Check for excessive heat, odors, noise and vibration.
Clean and check the general condition of variable speed drive panel.

PM4610-VSC0009 Preventive Maintenance - Variable Speed Controller 365-Day: Variable Speed Controller Check for excessive heat, odors, noise and vibration.
Clean and check the general condition of variable speed drive panel.

PM4611-ACFLT0001 Preventive Maintenance - Air Compressor Filter Change 365-Day: Air Compressor Filter Change Replace Filter(s) on air compressor unit.



NNM08AA54C
ATTACHMENT J-24

PREVENTIVE MAINTENANCE

Page 542 of 1447

PMNUM PM DESCRIPTION  TASK DESCRIPTION
PM4611-ACFLT0002 Preventive Maintenance - Air Compressor Filter Change 365-Day: Air Compressor Filter Change Replace Filter(s) on air compressor unit.

PM4611-ACMP0001 Preventive Maintenance - Air Compressor 90-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check Belts.  Change if necessary.

180-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

365-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change as necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

PM4611-ACMP0002 Preventive Maintenance - Air Compressor 90-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check Belts.  Change if necessary.

180-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

365-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change as necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

PM4611-EROOM0001 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4611LIGHTS Preventive Maintenance - Exterior Lighting 90-Day Exterior Lighting Inspection Inspect all Exterior Building Lighting
Inspect all Parking Lot Lighting
Report Findings to Electrical Supervisor

PM4611-LTS0001 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4611-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.
Apply insecticides or poisons as required.
Complete chemical applications records.

PM4611-PNL0001 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 
(Bobby Collier)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
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PM4611-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4611-ROOF0002 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4611-RV0001 Preventive Maintenance - Relief Valves 365-Day: Relief Valve PM Service and Tag Relief Valve
PM4611-RV0002 Preventive Maintenance - Relief Valves 365-Day: Relief Valve PM Service and Tag Relief Valve
PM4611-SHEW0001 Preventive Maintenance - Safety Shower and Eyewash 

Station
30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4612A-AH0001 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4612A-AH0002 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4612A-AH0003 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4612A-AH0004 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4612A-AH0005 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4612A-AH0006 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4612A-AH0007 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4612A-AH0008 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.
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PM4612A-AH0009 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 

issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4612A-AH0010 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4612A-AH0011 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4612A-AH0012 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4612-ACFLT0002 Preventive Maintenance - Air Compressor Filter Change 365-Day: Air Compressor Filter Change Replace Filter(s) on air compressor unit.

PM4612-ACFLT0003 Preventive Maintenance - Air Compressor Filter Change 365-Day: Air Compressor Filter Change Replace Filter(s) on air compressor unit.

PM4612-ACFLT0009 Preventive Maintenance - Air Compressor Filter Change 365-Day: Air Compressor Filter Change Replace Filter(s) on air compressor unit.

PM4612A-CHWP0001 Preventive Maintenance - Chill Water Pump 365-Day Chilled Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands; make 
minor repairs as necessary.
Lubricate pump and motor as necessary.
Check drive coupling

PM4612A-CHWP0002 Preventive Maintenance - Chill Water Pump 365-Day Chilled Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands; make 
minor repairs as necessary.
Lubricate pump and motor as necessary.
Check drive coupling

PM4612-ACMP0002 Preventive Maintenance - Air Compressor Control 90-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check Belts.  Change if necessary.

180-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

365-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
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Check oil, add or change as necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

PM4612-ACMP0003 Preventive Maintenance - Air Compressor Control 90-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check Belts.  Change if necessary.

180-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

365-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change as necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

PM4612-ACMP0009 Preventive Maintenance - Air Compressor Control 90-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check Belts.  Change if necessary.

180-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

365-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change as necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

PM4612-ADRY0001 Preventive Maintenance - Air Dryer 60-Day: Air Dryer, Refrigerant Type Check operation and controls.  If any problems found then issue work 
request.
Drain and flush
Drain water separator
Lubricate condenser motor as necessary

180-Day: Air Dryer, Refrigerant Type Check operation and controls.  If problem found then issue work request.

Drain and flush
Drain water separator
Lubricate condenser motor as necessary
Clean condenser coils

PM4612-ADRY0002 Preventive Maintenance - Air Dryer 60-Day: Air Dryer, Refrigerant Type Check operation and controls.  If any problems found then issue work 
request.
Drain and flush
Drain water separator
Lubricate condenser motor as necessary
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180-Day: Air Dryer, Refrigerant Type Check operation and controls.  If problem found then issue work request.

Drain and flush
Drain water separator
Lubricate condenser motor as necessary
Clean condenser coils

PM4612-ADRY0004 Preventive Maintenance - Air Dryer 60-Day: Air Dryer, Refrigerant Type Check operation and controls.  If any problems found then issue work 
request.
Drain and flush
Drain water separator
Lubricate condenser motor as necessary

180-Day: Air Dryer, Refrigerant Type Check operation and controls.  If problem found then issue work request.

Drain and flush
Drain water separator
Lubricate condenser motor as necessary
Clean condenser coils

PM4612A-HWP0001 Preventive Maintenance - Hot Water Pump 365-Day: Hot Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary
Check drive coupling

PM4612A-HWP0002 Preventive Maintenance - Hot Water Pump 365-Day: Hot Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary
Check drive coupling

PM4612A-HWP0003 Preventive Maintenance - Hot Water Pump 365-Day: Hot Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary
Check drive coupling

PM4612A-HWP0004 Preventive Maintenance - Hot Water Pump 365-Day: Hot Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary
Check drive coupling

PM4612A-HWP0005 Preventive Maintenance - Hot Water Pump 365-Day: Hot Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary
Check drive coupling

PM4612A-LTS0001 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test
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180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head

Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4612A-LTS0002 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4612A-LTS0003 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4612A-LTS0004 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4612A-LTS0005 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4612A-LTS0006 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
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Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4612A-LTS0009 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4612A-LTS0010 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4612A-LTS0011 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4612A-LTS0012 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4612-ATS0002 Preventive Maintenance - Auto Transfer Switch 180-Day: Auto Transfer Switch Check automatic operation and controls
365-Day: Auto Transfer Switch Check automatic operation and controls

Clean equipment
Perform Infrared Inspection to check all contacts and connections
If temperatures of over 121 degrees F noticed, connection must be 
repaired/tightened.

PM4612-ATS0003 Preventive Maintenance - Auto Transfer Switch 180-Day: Auto Transfer Switch Check automatic operation and controls
365-Day: Auto Transfer Switch Check automatic operation and controls

Clean equipment
Perform Infrared Inspection to check all contacts and connections
If temperatures of over 121 degrees F noticed, connection must be 
repaired/tightened.

PM4612-ATS0004 Preventive Maintenance - Auto Transfer Switch 180-Day: Auto Transfer Switch Check automatic operation and controls
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365-Day: Auto Transfer Switch Check automatic operation and controls

Clean equipment
Perform Infrared Inspection to check all contacts and connections
If temperatures of over 121 degrees F noticed, connection must be 
repaired/tightened.

PM4612-ATS0005 Preventive Maintenance - Auto Transfer Switch 180-Day: Auto Transfer Switch Check automatic operation and controls
365-Day: Auto Transfer Switch Check automatic operation and controls

Clean equipment
Perform Infrared Inspection to check all contacts and connections
If temperatures of over 121 degrees F noticed, connection must be 
repaired/tightened.

PM4612B-AH0001 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4612B-AH0002 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4612B-AH0003 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4612B-AH0004 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4612B-AH0005 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4612B-AH0006 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4612B-AH0007 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4612B-AH0020 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
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Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4612-BATB0001 Preventive Maintenance - Battery Bank 30-Day: Battery Bank, Wet Cell (UPS) Check and refill battery
Check connections
Clean and lubricate terminals
Clean battery if necessary
Check operation and controls
Take specific gravity and voltage readings
Check pilot cell temperature

PM4612B-CRU0001 Preventive Maintenance - Computer Room Unit 90-Day Computer Room Type Air Handling Unit, 
Chill Water

Check operation and controls.  If any problems found then issue work 
request.
Lubricate blower motor as necessary
Check belts, change if necessary
Check and lubricate bearings as necessary
Check safety interlocks

PM4612B-CRU0002 Preventive Maintenance - Computer Room Unit 90-Day Computer Room Type Air Handling Unit, 
Chill Water, Direct Drive

Check operation and controls.  If any problems are found issue work request.

Lubricate blower motor as necessary.
Check and lubricate bearings as necessary.
Check safety interlocks

PM4612B-CRU0003 Preventive Maintenance - Computer Room Unit 90-Day Computer Room Type Air Handling Unit, 
Chill Water, Direct Drive

Check operation and controls.  If any problems are found issue work request.

Lubricate blower motor as necessary.
Check and lubricate bearings as necessary.
Check safety interlocks

PM4612B-CRU0004 Preventive Maintenance - Computer Room Unit 90-Day Computer Room Type Air Handling Unit, 
Chill Water, Direct Drive

Check operation and controls.  If any problems are found issue work request.

Lubricate blower motor as necessary.
Check and lubricate bearings as necessary.
Check safety interlocks

PM4612B-CRU0005 Preventive Maintenance - Computer Room Unit 90-Day Computer Room Type Air Handling Unit, 
Chill Water, Direct Drive

Check operation and controls.  If any problems are found issue work request.

Lubricate blower motor as necessary.
Check and lubricate bearings as necessary.
Check safety interlocks

PM4612B-CRU0006 Preventive Maintenance - Computer Room Unit 90-Day Computer Room Type Air Handling Unit, 
Chill Water, Direct Drive

Check operation and controls.  If any problems are found issue work request.

Lubricate blower motor as necessary.
Check and lubricate bearings as necessary.
Check safety interlocks

PM4612-BFP0001 Preventive Maintenance - Back Flow Preventer 90-Day: Back Flow Preventer Check Operations
PM4612-BFP0002 Preventive Maintenance - Back Flow Preventer 90-Day: Back Flow Preventer Check Operations
PM4612B-HWP0001 Preventive Maintenance - Hot Water Pump 365-Day: Hot Water Pump Check for proper operation of pump.  If any problems are found issue work 

request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary
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Check drive coupling

PM4612B-HWP0002 Preventive Maintenance - Hot Water Pump 365-Day: Hot Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary
Check drive coupling

PM4612B-HWP0007 Preventive Maintenance - Hot Water Pump 365-Day: Hot Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary
Check drive coupling

PM4612B-LTS0001 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4612B-LTS0002 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4612B-LTS0003 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4612B-LTS0004 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals
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PM4612B-LTS0005 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head

Perform 30 second light operational test
180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head

Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4612B-LTS0006 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4612B-LTS0007 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4612B-LTS0008 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4612B-RAF0001 Preventive Maintenance - Return Air Fan 90-Day: Supply or Return Air Fan (Night-Shift) Check operation and controls

180-Day: Supply or Return Air Fan (Night-Shift) Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate as necessary

PM4612C-AH0001 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4612-CHLR0001 Preventive Maintenance - Air-Cooled Chiller 365-Day: Chiller, Air-Cooled Check unit's evaporator and condenser pressures.
Check fan motor if applicable for excessive noise and vibration.
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Check oil temperature
Check compressor oil level.
Lubricate condenser fan motors as necessary
Run system control tests.
Perform refrigerant leak check.
Check refrigerant charge/level, add as necessary
Check compressor for excessive noise/vibration.
Check sensor and mechanical safety limits.
Replace oil and oil filters(s).
Inspect safety relief valve.
Run an insulation test on the motor.
Check (IR Scan) and tighten motor terminals.
Service chiller starter and check all controls and terminations.
Clean condenser
Clean evaporator tubes if available

PM4612C-HV0001 Preventive Maintenance - Heating Vent Unit 180-Day Heating/Ventilating Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust as necessary.

PM4612C-HV0002 Preventive Maintenance - Heating Vent Unit 180-Day Heating/Ventilating Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust as necessary.

PM4612C-HWP0001 Preventive Maintenance - Hot Water Pump 365-Day: Hot Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary
Check drive coupling

PM4612-CRN0001 Preventive Maintenance - Crane 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4612-CRU0001 Preventive Maintenance - Computer Room Unit 30-Day: Critical Computer Room Type Air 
Handling Unit, Chill Water or Water-Cooled 
Combination Type

Check operation and controls.  If any problems found then issue work 
request.

Check belts, change if necessary
Check and lubricate bearings as necessary
Inspect drains for proper flow and clarity.

90-Day: Critical Computer Room Type Air 
Handling Unit, Chill Water or Water-Cooled 
Combination Type

Check operation and controls.  If any problems found then issue work 
request.

Check belts, change if necessary
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Check and lubricate bearings as necessary
Lubricate blower motor as necessary
Check safety interlocks
Clean drain pans, vacuum drains, and isure drain clarity

PM4612-CRU0002 Preventive Maintenance - Computer Room Unit 90-Day Computer Room Type Air Handling Unit, 
Chill Water

Check operation and controls.  If any problems found then issue work 
request.
Lubricate blower motor as necessary
Check belts, change if necessary
Check and lubricate bearings as necessary
Check safety interlocks

PM4612-CRU0003 Preventive Maintenance - Computer Room Unit 30-Day: Critical Computer Room Type Air 
Handling Unit, Chill Water or Water-Cooled 
Combination Type

Check operation and controls.  If any problems found then issue work 
request.

Check belts, change if necessary
Check and lubricate bearings as necessary
Inspect drains for proper flow and clarity.

90-Day: Critical Computer Room Type Air 
Handling Unit, Chill Water or Water-Cooled 
Combination Type

Check operation and controls.  If any problems found then issue work 
request.

Check belts, change if necessary
Check and lubricate bearings as necessary
Lubricate blower motor as necessary
Check safety interlocks
Clean drain pans, vacuum drains, and isure drain clarity

PM4612-CRU0006 Preventive Maintenance - Computer Room Unit 90-Day Computer Room Type Air Handling Unit, 
Chill Water

Check operation and controls.  If any problems found then issue work 
request.
Lubricate blower motor as necessary
Check belts, change if necessary
Check and lubricate bearings as necessary
Check safety interlocks

PM4612D-AH0001 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4612D-AH0003 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4612D-HV0001 Preventive Maintenance - Heating Vent Unit 180-Day Heating/Ventilating Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust as necessary.

PM4612D-HWP0001 Preventive Maintenance - Hot Water Pump 365-Day: Hot Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
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Lubricate pump and motor as necessary
Check drive coupling

PM4612D-HWP0002 Preventive Maintenance - Hot Water Pump 365-Day: Hot Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary
Check drive coupling

PM4612D-LTS0001 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4612-DOOR0001 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM (w/o lifting cables) Inspect drive mechanism
Inspect brake settings if applicable
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect Mounts to ensure that they are sufficiently sized
Inspect chain drive adjustments
If any problems are found issue work request

PM4612-DOOR0002 Preventive Maintenance - Roll-Up Door 180-Day Sliding/Roll-up Door, Manual Lubricate tracks as necessary
Check stops and tethers
If any problems are found issue work request

PM4612-DOOR0003 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM (w/o lifting cables) Inspect drive mechanism
Inspect brake settings if applicable
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect Mounts to ensure that they are sufficiently sized
Inspect chain drive adjustments
If any problems are found issue work request

PM4612-DOOR0004 Preventive Maintenance - Sliding Door 180-Day Sliding/Roll-up Door, Manual Lubricate tracks as necessary
Check stops and tethers
If any problems are found issue work request

PM4612-DOOR0005 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM (w/o lifting cables) Inspect drive mechanism
Inspect brake settings if applicable
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect Mounts to ensure that they are sufficiently sized
Inspect chain drive adjustments
If any problems are found issue work request

PM4612-DOOR0007 Preventive Maintenance - Sliding Door 180-Day Sliding/Roll-up Door, Manual Lubricate tracks as necessary
Check stops and tethers
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If any problems are found issue work request

PM4612-DXAC0001 Preventive Maintenance - Direct Expansion AC Unit 90-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary

180-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary

365-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary
Clean condenser and evaporator coils
Check safety interlocks

PM4612-DXAC0002 Preventive Maintenance - Direct Expansion AC Unit 90-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary

180-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary

365-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary
Clean condenser and evaporator coils
Check safety interlocks

PM4612-DXAC0003 Preventive Maintenance - Direct Expansion AC Unit 90-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
180-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
365-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Clean condenser and evaporator coils
Check safety interlocks
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PM4612-EAF0001 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.

Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4612-EAF0002 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4612-EAF0004 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4612-EAF0005 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4612-EAF0006 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4612-EAF0007 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4612-EAF0009 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4612-EAF0010 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4612-EAF0011 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
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Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4612-EAF0012 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4612-EAF0013 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4612-EAF0014 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4612-EAF0015 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4612-EAF0016 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4612-ELEV0001 Preventive Maintenance - Hydraulic Elevator 30-Day: Cable Elevator with Motor Generator 
Drive

Verify operation of all safety edges

Verify operation of emergency telephone
Check and clean all electrical panels
Inspect and lubricate governors
Check brushes on drive motors
Check sensitivity of door closure pressure
Inspect hoistways and car top
Inspect motor generator set

PM4612-EROOM0001 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4612-EROOM0002 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
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Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4612-EROOM0003 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4612-EROOM0004 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4612-EROOM0005 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4612-EROOM0006 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4612-EROOM0007 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4612-EROOM0008 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4612-EROOM0010 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4612-EROOM0011 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4612-EROOM0012 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4612-EROOM0013 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4612-EROOM0014 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4612-EROOM0015 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
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Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4612-EW0001 Preventive Maintenance - EyeWash 30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4612-EW0002 Preventive Maintenance - EyeWash 30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4612-EW0003 Preventive Maintenance - Portable EyeWash 30-Day: Portable Eyewash Station Check fluid levels.
Check spray heads for cleanliness.
Clean unit as necessary.
Date and initial inspection tag

180-Day: Portable Eyewash Station Change saline solution.
Check spray heads for cleanliness.
Clean unit as necessary.
Date and initial inspection tag

PM4612-EW0004 Preventive Maintenance - Portable EyeWash 30-Day: Portable Eyewash Station Check fluid levels.
Check spray heads for cleanliness.
Clean unit as necessary.
Date and initial inspection tag

180-Day: Portable Eyewash Station Change saline solution.
Check spray heads for cleanliness.
Clean unit as necessary.
Date and initial inspection tag

PM4612-EW0005 Preventive Maintenance - Portable EyeWash 30-Day: Portable Eyewash Station Check fluid levels.
Check spray heads for cleanliness.
Clean unit as necessary.
Date and initial inspection tag

180-Day: Portable Eyewash Station Change saline solution.
Check spray heads for cleanliness.
Clean unit as necessary.
Date and initial inspection tag

PM4612-EW0006 Preventive Maintenance - EyeWash 30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4612-FAN0001 Preventive Maintenance - Booster Fan 90-Day: Supply or Return Air Fan (Night-Shift) Check operation and controls

180-Day: Supply or Return Air Fan (Night-Shift) Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate as necessary

PM4612-FAS0001 Preventive Maintenance - Fire Alarm System 30-Day: Fire Alarm System Inspect panel
30-Day: Fire Alarm System Inspect smoke detectors for damage and obstructions
180-Day: Fire Alarm System Inspect panel

Inspect smoke detectors for damage and obstructions
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Verify operation of all pull stations and bells
Clean, test, and calibrate smoke detectors if applicable

PM4612-FID0001 Preventive Maintenance - Field Interface Device 90-Day Field Interface Device Change filters if necessary
PM4612-FID0002 Preventive Maintenance - Field Interface Device 90-Day Field Interface Device Change filters if necessary
PM4612-FID0003 Preventive Maintenance - Field Interface Device 90-Day Field Interface Device Change filters if necessary
PM4612-FILT0001 Preventive Maintenance - Filters 30-Day: Filter PM Check Filters, change if necessary
PM4612-FILT0002 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4612-FILT0003 Preventive Maintenance - Filters 30-Day: Filter PM Check Filters, change if necessary
PM4612-FILT0006 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4612-FILT0009 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4612-FILT0010 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4612-FILT0011 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4612-FILT0017 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4612-FILT0018 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4612-FILT0019 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4612-FILT0020 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4612-FILT0021 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4612-FILT0022 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4612-FILT0023 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4612-FILT0024 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4612-FILT0025 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4612-FILT0026 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4612-FILT0027 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4612-FILT0028 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4612-FILT0029 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4612-FILT0030 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4612-FILT0031 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4612-FILT0032 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4612-FILT0033 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4612-FILT0034 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4612-FILT0035 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4612-FILT0036 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4612-FILT0037 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4612-FILT0038 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4612-FILT0039 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4612-FILT0040 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4612-FILT0041 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4612-FILT0042 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4612-FILT0043 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4612-FILT0044 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4612-FILT0045 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4612-FILT0046 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4612-FILT0047 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4612-FILT0048 Preventive Maintenance - Filters 180-Day Filter PM Check filters, change if necessary
PM4612-FILT0049 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4612-FILT0050 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
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PM4612-FILT0051 Preventive Maintenance - Filters 180-Day Filter PM Check filters, change if necessary
PM4612-GEN0002 Preventive Maintenance - Emergency Generator 30-Day: Generator Notify building manager of intent to perform generator maintenance prior to 

operating generator.
Seal off all necessary components of building ventilation system in order to 
prevent entry of fumes into building.
Check operation and controls.  If any problems are found issue work request

Check filters if applicable, change if necessary
Check belts if applicable, change if necessary.
Check coolant if applicable, add or change if necessary.
Check stop switch and emergency alarm bell.
Lubricate as necessary
Tighten all bolts
Check oil, add or change if necessary
Check voltage.
Check battery
Check connections and battery charger
Verify day tank's fuel level is topped off between float ranges, if applicable.

90-Day: Generator Notify building manager of intent to perform generator maintenance prior to 
operating generator.
Seal off all necessary components of building ventilation system in order to 
prevent entry of fumes into building.
Check operation and controls.  If any problems are found issue work request

Check filters if applicable, change if necessary
Check belts if applicable, change if necessary.
Check coolant if applicable, add or change if necessary.
Check stop switch and emergency alarm bell.
Lubricate as necessary
Tighten all bolts
Check oil, add or change if necessary
Check voltage.
Check battery
Check connections and battery charger
Check generator output
Verify day tank's fuel level is topped off between float ranges, if applicable.

365-Day: Generator Notify building manager of intent to perform generator maintenance prior to 
operating generator.
Seal off all necessary components of building ventilation system in order to 
prevent entry of fumes into building.
Check operation and controls.  If any problems are found issue work request

Check filters if applicable, change if necessary
Check belts if applicable, change if necessary.
Check coolant if applicable, add or change if necessary.
Check stop switch and emergency alarm bell.
Lubricate as necessary
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Tighten all bolts
Check oil, add or change if necessary
Check voltage.
Check battery
Check connections and battery charger
Check generator output
Winterize system
Verify continuity of generator ground, including the fuel tank ground
Verify day tank's fuel level is topped off between float ranges, if applicable.

PM4612-HDT0001 Preventive Maintenance - Hydrogen Detection System 30-Day: Hydrogen Detection System Perform visual inspection

180-Day: Hydrogen Detection System Perform visual inspection
Calibrate system
Check all alarm points

PM4612-HDT0002 Preventive Maintenance - Hydrogen Detection System 30-Day: Hydrogen Detection System Perform visual inspection

180-Day: Hydrogen Detection System Perform visual inspection
Calibrate system
Check all alarm points

PM4612-HP0007 Preventive Maintenance - Heat Pump 90-Day: Heat Pump Check operation and controls.  If any problems are found issue work request

Lubricate blower motor as necessary
180-Day: Heat Pump Check operation and controls.  If any problems are found issue work request

Lubricate blower motor as necessary
365-Day: Heat Pump Check operation and controls.  If any problems are found issue work request

Lubricate blower motor as necessary
Clean coils
Check safety interlocks

PM4612-HP0008 Preventive Maintenance - Heat Pump 90-Day: Heat Pump Check operation and controls.  If any problems are found issue work request

Lubricate blower motor as necessary
180-Day: Heat Pump Check operation and controls.  If any problems are found issue work request

Lubricate blower motor as necessary
365-Day: Heat Pump Check operation and controls.  If any problems are found issue work request

Lubricate blower motor as necessary
Clean coils
Check safety interlocks

PM4612-HST0001 Preventive Maintenance - Cranes and Hoists 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
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Complete and sign mechanical inspection form

PM4612-HST0002 Preventive Maintenance - Cranes and Hoists 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4612-HST0003 Preventive Maintenance - Cranes and Hoists 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4612-HST0004 Preventive Maintenance - Cranes and Hoists 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4612-HST0006 Preventive Maintenance - Cranes and Hoists 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4612-HWP0005 Preventive Maintenance - Hot Water Pump 365-Day: Hot Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary
Check drive coupling

PM4612HWTR0001 Preventive Maintenance - Hot Water Treatment 7-day Hot Water Treatment PM Perform testing on hot water system
Add chemicals if needed

PM4612HWTR0002 Preventive Maintenance - Hot Water Treatment 7-day Hot Water Treatment PM Perform testing on hot water system
Add chemicals if needed

PM4612-ICE0001 Preventive Maintenance - Ice Machine 30-Day: Ice Machine Check water filter
90-Day: Ice Machine Check water filter

Check operation and controls.  If any problems are found issue work request

Check water pressure
Lubricate condenser fan motor as necessary



NNM08AA54C
ATTACHMENT J-24

PREVENTIVE MAINTENANCE

Page 565 of 1447

PMNUM PM DESCRIPTION  TASK DESCRIPTION
180-Day: Ice Machine Check water filter

Check operation and controls.  If any problems are found issue work request

Check water pressure
Lubricate condenser fan motor as necessary
Clean condenser coils

PM4612LIGHTS Preventive Maintenance - Exterior Lighting 90-Day Exterior Lighting Inspection Inspect all Exterior Building Lighting
Inspect all Parking Lot Lighting
Report Findings to Electrical Supervisor

PM4612-ODT0001 Preventive Maintenance - Oxygen Detection System 30-Day: Oxygen Detection System, Dry Cell Type Perform visual inspection

Verify ODT is required at this location.  If unit is not needed issue work 
request to remove unit

180-Day: Oxygen Detection System, Dry Cell 
Type

Perform visual inspection

Calibrate system
Check all alarm points
Verify ODT is still required at this location.  If unit is not needed issue work 
request to remove unit

PM4612-ODT0002 Preventive Maintenance - Oxygen Detection System 30-Day: Oxygen Detection System, Dry Cell Type Perform visual inspection

Verify ODT is required at this location.  If unit is not needed issue work 
request to remove unit

180-Day: Oxygen Detection System, Dry Cell 
Type

Perform visual inspection

Calibrate system
Check all alarm points
Verify ODT is still required at this location.  If unit is not needed issue work 
request to remove unit

PM4612-ODT0003 Preventive Maintenance - Oxygen Detection System 30-Day: Oxygen Detection System, Dry Cell Type Perform visual inspection

Verify ODT is required at this location.  If unit is not needed issue work 
request to remove unit

180-Day: Oxygen Detection System, Dry Cell 
Type

Perform visual inspection

Calibrate system
Check all alarm points
Verify ODT is still required at this location.  If unit is not needed issue work 
request to remove unit

PM4612-ODT0004 Preventive Maintenance - Oxygen Detection System 30-Day: Oxygen Detection System, Dry Cell Type Perform visual inspection

Verify ODT is required at this location.  If unit is not needed issue work 
request to remove unit

180-Day: Oxygen Detection System, Dry Cell 
Type

Perform visual inspection

Calibrate system
Check all alarm points
Verify ODT is still required at this location.  If unit is not needed issue work 
request to remove unit
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PM4612-ODT0005 Preventive Maintenance - Oxygen Detection System 30-Day: Oxygen Detection System, Dry Cell Type Perform visual inspection

Verify ODT is required at this location.  If unit is not needed issue work 
request to remove unit

180-Day: Oxygen Detection System, Dry Cell 
Type

Perform visual inspection

Calibrate system
Check all alarm points
Verify ODT is still required at this location.  If unit is not needed issue work 
request to remove unit

PM4612-ODT0006 Preventive Maintenance - Oxygen Detection System 30-Day: Oxygen Detection System, Dry Cell Type Perform visual inspection

Verify ODT is required at this location.  If unit is not needed issue work 
request to remove unit

180-Day: Oxygen Detection System, Dry Cell 
Type

Perform visual inspection

Calibrate system
Check all alarm points
Verify ODT is still required at this location.  If unit is not needed issue work 
request to remove unit

PM4612-ODT0007 Preventive Maintenance - Oxygen Detection System 30-Day: Oxygen Detection System, Dry Cell Type Perform visual inspection

Verify ODT is required at this location.  If unit is not needed issue work 
request to remove unit

180-Day: Oxygen Detection System, Dry Cell 
Type

Perform visual inspection

Calibrate system
Check all alarm points
Verify ODT is still required at this location.  If unit is not needed issue work 
request to remove unit

PM4612-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.
Apply insecticides or poisons as required.
Complete chemical applications records.

PM4612-PNL0001 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 
(Bobby Collier)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4612-PNL0002 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4612-PNL0003 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4612-PNL0004 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4612-PNL0005 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
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PM4612-PNL0006 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4612-PNL0007 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4612-PNL0008 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4612-PNL0009 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4612-PNL0010 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4612-PNL0011 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4612-PNL0012 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4612-PNL0013 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4612-PNL0014 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4612-PNL0015 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4612-PNL0016 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4612-PNL0017 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4612-PNL0018 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4612-PNL0019 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4612-PNL0020 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4612-PNL0021 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
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PM4612-PNL0022 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4612-PNL0023 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4612-PNL0024 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4612-PNL0025 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4612-PNL0026 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4612-PNL0027 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4612-PNL0028 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4612-PNL0029 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4612-PNL0030 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4612-PNL0031 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4612-PNL0032 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4612-PNL0033 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4612-PNL0034 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4612-PNL0035 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4612-PNL0036 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4612-PNL0037 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
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PM4612-PNL0038 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4612-PNL0039 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4612-PNL0040 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4612-PNL0041 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4612-PNL0042 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4612-PNL0043 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4612-PNL0044 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4612-PNL0045 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4612-PNL0046 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4612-PNL0047 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4612-PNL0048 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4612-PNL0049 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4612-PNL0050 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4612-PNL0051 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4612-PNL0052 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4612-PNL0053 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
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PM4612-PNL0054 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4612-PNL0055 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4612-PNL0056 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4612-PNL0057 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4612-PNL0058 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4612-PNL0059 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4612-PNL0060 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4612-PNL0061 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4612-PNL0062 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4612-PNL0063 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4612-PNL0064 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4612-PNL0065 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4612-PNL0066 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4612-PNL0067 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4612-PNL0068 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4612-PNL0069 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
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PM4612-PNL0070 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4612-PNL0071 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4612-PNL0072 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4612-PNL0073 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4612-PNL0074 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4612-PNL0075 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4612-PNL0076 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4612-PNL0077 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4612-PNL0078 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4612-PNL0079 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4612-PNL0080 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4612-PNL0081 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

1095-Day Breaker Exercising Maintenance 
(Bobby Collier)

Install knockout hole plugs as necessary

PM4612-PNL0082 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 
(Bobby Collier)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4612-PNL0083 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4612-PNL0084 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4612-PNL0085 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times
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Install knockout hole plugs as necessary

PM4612-PNL0086 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 
(Bobby Collier)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4612-PNL0087 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4612-PNL0088 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4612-PNL0089 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4612-PNL0090 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4612-PNL0091 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4612-PNL0092 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4612-PNL0093 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4612-PNL0094 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4612-PNL0095 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4612-PNL0096 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4612-PNL0097 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4612-PNL0098 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4612-PNL0099 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4612-PNL0100 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4612-PNL0101 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times



NNM08AA54C
ATTACHMENT J-24

PREVENTIVE MAINTENANCE

Page 573 of 1447

PMNUM PM DESCRIPTION  TASK DESCRIPTION
Install knockout hole plugs as necessary

PM4612-PNL0102 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 
(Bobby Collier)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4612-PNL0103 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4612-PNL0104 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4612-PNL0105 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4612-PNL0106 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4612-PNL0107 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4612-PNL0108 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4612-PNL0109 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4612-PNL0110 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4612-PNL0111 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4612-PNL0112 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4612-PNL0114 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4612-PNL0116 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4612-PNL0117 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4612-PNL0118 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4612-PNL0119 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times
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Install knockout hole plugs as necessary

PM4612-PNL0120 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 
(Bobby Collier)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4612-PNL0121 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4612-PNL0122 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4612-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4612-ROOF0002 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4612-ROOF0003 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4612-ROOF0004 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4612-ROOF0005 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4612-ROOF0006 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4612-ROOF0007 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4612-ROOF0008 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4612-ROOF0009 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4612-ROOF0010 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4612-ROOF0011 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4612-ROOF0012 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4612-RV0002 Preventive Maintenance - Relief Valves 365-Day: Relief Valve PM Service and Tag Relief Valve
PM4612-RV0003 Preventive Maintenance - Relief Valves 365-Day: Relief Valve PM Service and Tag Relief Valve
PM4612-RV0009 Preventive Maintenance - Relief Valves 365-Day: Relief Valve PM Service and Tag Relief Valve
PM4612-SGND0001 Preventive Maintenance -Static Ground System 90-Day: Static Ground System Check and record resistance readings

Attach and turn in ground readings with PM sheet
PM4612-SH0001 Preventive Maintenance - Safety Shower 30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4612-SHEW0001 Preventive Maintenance - Safety Shower and Eyewash 
Station

30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4612-SHEW0002 Preventive Maintenance - Safety Shower and Eyewash 
Station

30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4612-SHEW0003 Preventive Maintenance - Safety Shower and Eyewash 
Station

30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4612-SHEW0004 Preventive Maintenance - Safety Shower and Eyewash 
Station

30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag
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PM4612-SHEW0005 Preventive Maintenance - Safety Shower and Eyewash 

Station
30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4612-SHEW0006 Preventive Maintenance - Safety Shower and Eyewash 
Station

30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4612-SHEW0007 Preventive Maintenance - Safety Shower and Eyewash 
Station

30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4612-SHEW0008 Preventive Maintenance - Safety Shower and Eyewash 
Station

30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4612-SHEW0009 Preventive Maintenance - Safety Shower and Eyewash 
Station

30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4612-SHEW0010 Preventive Maintenance - Safety Shower and Eyewash 
Station

30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4612-SHEW0011 Preventive Maintenance - Safety Shower and Eyewash 
Station

30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4612-SHEW0012 Preventive Maintenance - Safety Shower and Eyewash 
Station

30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4612-SHEW0013 Preventive Maintenance - Safety Shower and Eyewash 
Station

30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4612-SPR0001 Preventive Maintenance - Sprinkler System 30-Day: Wet Sprinkler System PM Perform PM 
90-Day: Wet Sprinkler System PM Perform PM 
365-Day: Wet Sprinkler System PM Perform PM 

PM4612-SPR0002 Preventive Maintenance - Sprinkler System 30-Day: Wet Sprinkler System PM Perform PM 
90-Day: Wet Sprinkler System PM Perform PM 
365-Day: Wet Sprinkler System PM Perform PM 

PM4612-SPR0003 Preventive Maintenance - Sprinkler System 30-Day: Dry Sprinkler System PM Perform PM 
90-Day: Dry Sprinkler System PM Perform PM 
365-Day: Dry Sprinkler System PM Perform PM 

PM4612-SPR0004 Preventive Maintenance - Sprinkler System 30-Day: Wet Sprinkler System PM Perform PM 
90-Day: Wet Sprinkler System PM Perform PM 
365-Day: Wet Sprinkler System PM Perform PM 
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PM4612-UPS0001 Preventive Maintenance - UPS Power System 90-Day: UPS System Perform visual safety check

Check amperage and voltage
180-Day: UPS System Perform visual safety check

Check amperage and voltage
Check operation and controls

365-Day: UPS System Perform visual safety check
Check amperage and voltage
Check operation and controls
Check termination points
Inspect and clean all modules

PM4613-ACFLT0001 Preventive Maintenance - Air Compressor Filter Change 365-Day: Air Compressor Filter Change Replace Filter(s) on air compressor unit.

PM4613-ACFLT0002 Preventive Maintenance - Air Compressor Filter Change 365-Day: Air Compressor Filter Change Replace Filter(s) on air compressor unit.

PM4613-ACMP0001 Preventive Maintenance - Air Compressor Control 90-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check Belts.  Change if necessary.

180-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

365-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change as necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

PM4613-ACMP0002 Preventive Maintenance - Air Compressor Control 90-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check Belts.  Change if necessary.

180-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

365-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change as necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

PM4613-ADRY0001 Preventive Maintenance - Air Dryer 60-Day: Air Dryer, Refrigerant Type Check operation and controls.  If any problems found then issue work 
request.
Drain and flush
Drain water separator
Lubricate condenser motor as necessary

180-Day: Air Dryer, Refrigerant Type Check operation and controls.  If problem found then issue work request.



NNM08AA54C
ATTACHMENT J-24

PREVENTIVE MAINTENANCE

Page 577 of 1447

PMNUM PM DESCRIPTION  TASK DESCRIPTION
Drain and flush
Drain water separator
Lubricate condenser motor as necessary
Clean condenser coils

PM4613-CHWP0001 Preventive Maintenance - Chill Water Pump 365-Day Chilled Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands; make 
minor repairs as necessary.
Lubricate pump and motor as necessary.
Check drive coupling

PM4613-CHWP0002 Preventive Maintenance - Chill Water Pump 365-Day Chilled Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands; make 
minor repairs as necessary.
Lubricate pump and motor as necessary.
Check drive coupling

PM4613-EROOM0001 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4613-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.
Apply insecticides or poisons as required.
Complete chemical applications records.

PM4613-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4613-RV0001 Preventive Maintenance - Relief Valves 365-Day: Relief Valve PM Service and Tag Relief Valve
PM4613-RV0002 Preventive Maintenance - Relief Valves 365-Day: Relief Valve PM Service and Tag Relief Valve
PM4613-VSC0001 Preventive Maintenance - Variable Speed Controller 365-Day: Variable Speed Controller Check for excessive heat, odors, noise and vibration.

Clean and check the general condition of variable speed drive panel.
PM4613-VSC0002 Preventive Maintenance - Variable Speed Controller 365-Day: Variable Speed Controller Check for excessive heat, odors, noise and vibration.

Clean and check the general condition of variable speed drive panel.
PM4614-ACFLT0001 Preventive Maintenance - Air Compressor Filter Change 365-Day: Air Compressor Filter Change Replace Filter(s) on air compressor unit.

PM4614-ACMP0001 Preventive Maintenance - Air Compressor Control 90-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check Belts.  Change if necessary.

180-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

365-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change as necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

PM4614-CCTWR0001 Preventive Maintenance - Cooling Tower 180-Day: Cooling Tower Cleaning Contact HVAC Crew for Support.
Clean and Inspect Hot Water Basin.
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clean inside of water tower using water hose, if required; scrape, brush and 
wipe as required;

PM4614CTTR0001 Preventive Maintenance - Cooling Tower Water Treatment 7-day Cooling Tower Water Treatment PM Perform testing on Cooling tower water system

Add chemicals if needed
PM4614-CTWR0001 Preventive Maintenance - Cooling Tower 90-Day: Cooling Tower Lubricate as necessary

Check oil, add or change if necessary
Check coupling and drives

180-Day: Cooling Tower Check operation of unit for water leaks, noise or vibration.  If any problems 
found issue work request.
Check electrical wiring and connections; make appropriate adjustments.

Drain and flush could water sump and clean strainers; if required.
Refill with water, check make-up water assembly for leakage, adjust 
electronic level controls if necessary.
Remove clean and reinstall conductivity and ph electrodes in chemical water 
treatment system.

PM4614-CTWRC0001 Preventive Maintenance - Cooling Tower Controls 90-Day: Cooling Tower Controls Inspect and calibrate controls
Clean controls if necessary

PM4614-CWP0001 Preventive Maintenance -Condenser Water Pump 365-Day Condenser Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands; make 
minor repairs as necessary.
Lubricate pump and motor as necessary.
Check drive coupling.

PM4614-DOOR0001 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM (w/o lifting cables) Inspect drive mechanism
Inspect brake settings if applicable
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect Mounts to ensure that they are sufficiently sized
Inspect chain drive adjustments
If any problems are found issue work request

PM4614-DXAC0001 Preventive Maintenance - Direct Expansion AC Unit 90-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary

180-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary

365-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary
Clean condenser and evaporator coils
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Check safety interlocks

PM4614-DXAC0002 Preventive Maintenance - Direct Expansion AC Unit 90-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary

180-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary

365-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary
Clean condenser and evaporator coils
Check safety interlocks

PM4614-EROOM0001 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4614-FAS0001 Preventive Maintenance - Fire Alarm System 30-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions

180-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions
Verify operation of all pull stations and bells
Clean, test, and calibrate smoke detectors if applicable

PM4614-FILT0001 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4614-FILT0002 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4614LIGHTS Preventive Maintenance - Exterior Lighting 90-Day Exterior Lighting Inspection Inspect all Exterior Building Lighting

Inspect all Parking Lot Lighting
Report Findings to Electrical Supervisor

PM4614-LTS0001 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4614-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.
Apply insecticides or poisons as required.
Complete chemical applications records.

PM4614-PNL0001 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 
(Bobby Collier)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
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PM4614-PNL0002 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4614-PNL0003 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4614-PNL0004 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4614-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4614-ROOF0002 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4614-ROOF0003 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4614-RV0001 Preventive Maintenance - Relief Valves 365-Day: Relief Valve PM Service and Tag Relief Valve
PM4616-DOOR0001 Preventive Maintenance - Sliding Door 180-Day Sliding/Roll-up Door, Manual Lubricate tracks as necessary

Check stops and tethers
If any problems are found issue work request

PM4616LIGHTS Preventive Maintenance - Exterior Lighting 90-Day Exterior Lighting Inspection Inspect all Exterior Building Lighting
Inspect all Parking Lot Lighting
Report Findings to Electrical Supervisor

PM4616-LTS0001 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4616-LTS0002 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4616-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.
Apply insecticides or poisons as required.
Complete chemical applications records.

PM4616-PNL0001 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 
(Bobby Collier)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4616-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4617LIGHTS Preventive Maintenance - Exterior Lighting 90-Day Exterior Lighting Inspection Inspect all Exterior Building Lighting

Inspect all Parking Lot Lighting
Report Findings to Electrical Supervisor

PM4617-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.
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Apply insecticides or poisons as required.
Complete chemical applications records.

PM4617-PNL0001 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 
(Bobby Collier)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4617-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4617-ROOF0002 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4617-SH0001 Preventive Maintenance - Safety Shower 30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4618-ACFLT0002 Preventive Maintenance - Air Compressor Filter Change 365-Day: Air Compressor Filter Change Replace Filter(s) on air compressor unit.

PM4618-ACMP0002 Preventive Maintenance - Air Compressor Control 90-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check Belts.  Change if necessary.

180-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

365-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change as necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

PM4618-ADRY0002 Preventive Maintenance - Air Dryer 60-Day: Air Dryer, Desiccant Type Check humidity alarm operation
Change all filters

180-Day: Air Dryer, Desiccant Type Check humidity alarm operation
Change all filters
Check compressor pressure switch set point
Check back pressure regulator set point

365-Day: Air Dryer, Desiccant Type Check humidity alarm operation
Change all filters
Check compressor pressure switch set point
Check back pressure regulator set point
Check back pressure

PM4618-ADRY0003 Preventive Maintenance - Air Dryer 60-Day: Air Dryer, Refrigerant Type (w/ sealed 
condenser motor)

Check operation and controls.  If any problems found then issue work 
request.
Drain and flush
Drain water separator

180-Day: Air Dryer, Refrigerant Type (w/ sealed 
condenser motor)

Check operation and controls.  If any problems are found then issue work 
request.
Drain and flush
Drain water separator
Clean condenser coils
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PM4618-AH0001 Preventive Maintenance - Air Handling Unit 112-Day: Air Handling Unit, Check controls and unit for proper operation.  If any problems are found 

issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment, replace/adjust as 
necessary.

PM4618-AH0002 Preventive Maintenance - Air Handling Unit 112-Day: Air Handling Unit, Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment, replace/adjust as 
necessary.

PM4618-BFP0001 Preventive Maintenance - Back Flow Preventer 90-Day: Back Flow Preventer Check Operations
PM4618-DOOR0001 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM (w/o lifting cables) Inspect drive mechanism

Inspect brake settings if applicable
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect Mounts to ensure that they are sufficiently sized
Inspect chain drive adjustments
If any problems are found issue work request

PM4618-DOOR0002 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM Inspect lifting cables
Inspect drive mechanism
Inspect brake settings if applicable.
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect chain drive adjustments
If any problems are found issue work request

PM4618-EROOM0001 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4618-EROOM0002 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4618-EROOM0003 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4618-EW0001 Preventive Maintenance - EyeWash 30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4618-FAS0001 Preventive Maintenance - Fire Alarm System 30-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions

180-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions
Verify operation of all pull stations and bells
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Clean, test, and calibrate smoke detectors if applicable

PM4618-FILT0001 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4618-FILT0002 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4618-FILT0003 Preventive Maintenance - Filters 180-Day Filter PM Check filters, change if necessary
PM4618-HST0001 Preventive Maintenance - Cranes and Hoists 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4618-HV0001 Preventive Maintenance - Heating Vent Unit 180-Day Heating/Ventilating Unit (Day-Shift) Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust as necessary.

PM4618-HWP0001 Preventive Maintenance - Hot Water Pump 365-Day: Hot Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary
Check drive coupling

PM4618-HWP0002 Preventive Maintenance - Hot Water Pump 365-Day: Hot Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary
Check drive coupling

PM4618HWTR0001 Preventive Maintenance - Hot Water Treatment 7-day Hot Water Treatment PM Perform testing on hot water system
Add chemicals if needed

PM4618LIGHTS Preventive Maintenance - Exterior Lighting 90-Day Exterior Lighting Inspection Inspect all Exterior Building Lighting
Inspect all Parking Lot Lighting
Report Findings to Electrical Supervisor

PM4618-LTS0001 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4618-LTS0002 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test
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365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head

Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4618-LTS0003 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4618-LTS0004 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4618-LTS0005 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4618-LTS0006 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4618-LTS0007 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals
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PM4618-ODT0001 Preventive Maintenance - Oxygen Detection System 30-Day: Oxygen Detection System, Dry Cell Type Perform visual inspection

Verify ODT is required at this location.  If unit is not needed issue work 
request to remove unit

180-Day: Oxygen Detection System, Dry Cell 
Type

Perform visual inspection

Calibrate system
Check all alarm points
Verify ODT is still required at this location.  If unit is not needed issue work 
request to remove unit

PM4618-ODT0002 Preventive Maintenance - Oxygen Detection System 30-Day: Oxygen Detection System, Dry Cell Type Perform visual inspection

Verify ODT is required at this location.  If unit is not needed issue work 
request to remove unit

180-Day: Oxygen Detection System, Dry Cell 
Type

Perform visual inspection

Calibrate system
Check all alarm points
Verify ODT is still required at this location.  If unit is not needed issue work 
request to remove unit

PM4618-ODT0003 Preventive Maintenance - Oxygen Detection System 30-Day Oxygen Detection System, Wet Cell Type Inspect system and calibrate

Check water levels if applicable, add if necessary
Verify ODT is still required at this location.  If unit is no longer needed issue 
work request to remove unit

PM4618-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.
Apply insecticides or poisons as required.
Complete chemical applications records.

PM4618-PNL0001 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 
(Bobby Collier)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4618-PNL0002 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4618-PNL0003 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4618-PNL0004 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4618-PNL0005 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4618-PNL0006 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4618-PNL0007 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times
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Install knockout hole plugs as necessary

PM4618-PNL0008 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 
(Bobby Collier)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4618-PNL0009 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4618-PNL0010 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4618-RAF0001 Preventive Maintenance - Return Air Fan 90-Day: Supply or Return Air Fan (Night-Shift) Check operation and controls

180-Day: Supply or Return Air Fan (Night-Shift) Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate as necessary

PM4618-RAF0002 Preventive Maintenance - Return Air Fan 90-Day: Supply or Return Air Fan (Night-Shift) Check operation and controls

180-Day: Supply or Return Air Fan (Night-Shift) Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate as necessary

PM4618-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4618-ROOF0002 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4618-RV0002 Preventive Maintenance - Relief Valves 365-Day: Relief Valve PM Service and Tag Relief Valve
PM4619-ACFLT0001 Preventive Maintenance - Air Compressor Filter Change 365-Day: Air Compressor Filter Change Replace Filter(s) on air compressor unit.

PM4619-ACFLT0002 Preventive Maintenance - Air Compressor Filter Change 365-Day: Air Compressor Filter Change Replace Filter(s) on air compressor unit.

PM4619-ACFLT0005 Preventive Maintenance - Air Compressor Filter Change 365-Day: Air Compressor Filter Change Replace Filter(s) on air compressor unit.

PM4619-ACFLT0006 Preventive Maintenance - Air Compressor Filter Change 365-Day: Air Compressor Filter Change Replace Filter(s) on air compressor unit.

PM4619-ACMP0001 Preventive Maintenance - Air Compressor Control 90-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check Belts.  Change if necessary.

180-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

365-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change as necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

PM4619-ACMP0002 Preventive Maintenance - Air Compressor Control 90-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
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Check oil, add or change if necessary
Lubricate as necessary
Check Belts.  Change if necessary.

180-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

365-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change as necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

PM4619-ACMP0005 Preventive Maintenance - Air Compressor Control 90-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check Belts.  Change if necessary.

180-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

365-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change as necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

PM4619-ACMP0006 Preventive Maintenance - Air Compressor Control 90-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check Belts.  Change if necessary.

180-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

365-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change as necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

PM4619-ADRY0001 Preventive Maintenance - Air Dryer 60-Day: Air Dryer, Refrigerant Type (w/ sealed 
condenser motor)

Check operation and controls.  If any problems found then issue work 
request.
Drain and flush
Drain water separator

180-Day: Air Dryer, Refrigerant Type (w/ sealed 
condenser motor)

Check operation and controls.  If any problems are found then issue work 
request.
Drain and flush
Drain water separator
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Clean condenser coils

PM4619-ADRY0003 Preventive Maintenance - Air Dryer 60-Day: Air Dryer, Refrigerant Type (w/o 
Condenser Fan)

Check operation and controls.  If any problems found then issue work 
request.
Drain and flush
Drain water separator

180-Day: Air Dryer, Refrigerant Type (w/o 
Condenser Fan)

Check operation and controls.  If any problems found then issue work 
request.
Drain and flush
Drain water separator
Clean condenser coils

PM4619-ADRY0004 Preventive Maintenance - Air Dryer 60-Day: Air Dryer, Refrigerant Type (w/o 
Condenser Fan)

Check operation and controls.  If any problems found then issue work 
request.
Drain and flush
Drain water separator

180-Day: Air Dryer, Refrigerant Type (w/o 
Condenser Fan)

Check operation and controls.  If any problems found then issue work 
request.
Drain and flush
Drain water separator
Clean condenser coils

PM4619-AH0004 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4619-AH0006 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit, (Day-Shift) Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; replace/adjust as 
necessary.

PM4619-AH0007 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit, (Day-Shift) Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; replace/adjust as 
necessary.

PM4619-AH0009 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit, (Day-Shift) Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; replace/adjust as 
necessary.

PM4619-AH0010 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit, (Day-Shift) Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; replace/adjust as 
necessary.

PM4619-AH0023 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
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Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4619-AH0024 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4619-AH0030 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4619-AH0031 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4619-AH0032 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4619-AH0033 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4619-AH0034 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4619-AH0035 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4619-AH0036 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4619-AH0037 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable
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PM4619-AH0038 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 

issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4619-AH0039 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit (Day Shift) Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4619-AH0040 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit, (Day-Shift) Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; replace/adjust as 
necessary.

PM4619-AH0041 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit,  (Direct Drive) Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary

PM4619-AH0042 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit,  (Direct Drive) Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary

PM4619-AH005A Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4619-AH005B Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4619-AH006A Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit, (Day-Shift) Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; replace/adjust as 
necessary.

PM4619-AH00B1 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4619-AH00B2 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4619-AH00B3 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
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Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4619-ATS0001 Preventive Maintenance - Auto Transfer Switch 180-Day: Auto Transfer Switch Check automatic operation and controls
365-Day: Auto Transfer Switch Check automatic operation and controls

Clean equipment
Perform Infrared Inspection to check all contacts and connections
If temperatures of over 121 degrees F noticed, connection must be 
repaired/tightened.

PM4619-BFP0001 Preventive Maintenance - Back Flow Preventer 90-Day: Back Flow Preventer Check Operations
PM4619-CHLR0001 Preventive Maintenance - Water Chiller 365-Day: DX Chiller Water Cooled Check unit's evaporator and condenser pressures.

Check oil temperature.
Check compressor oil level.
Run system control tests.
Perform refrigerant leak check.
Check refrigerant charge/level, add as necessary
Check compressor for excessive noise/vibration.
Check sensor and mechanical safety limits.
Replace oil.
Inspect cooler and condenser tubes for leaks.
Inspect safety relief valve.
Run an insulation test on the motor.
Clean condenser tubes.
Clean evaporator tubes if applicable.

PM4619-CRN0001 Preventive Maintenance - Crane 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4619-CRN0002 Preventive Maintenance - Crane 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4619-CRN0003 Preventive Maintenance - Crane 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form



NNM08AA54C
ATTACHMENT J-24

PREVENTIVE MAINTENANCE

Page 592 of 1447

PMNUM PM DESCRIPTION  TASK DESCRIPTION
PM4619-CRN0004 Preventive Maintenance - Crane 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4619-CRN0005 Preventive Maintenance - Crane 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4619-CRN0006 Preventive Maintenance - Crane 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4619-CRN0007 Preventive Maintenance - Crane 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4619-CRN0008 Preventive Maintenance - Crane 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4619-CRU0005 Preventive Maintenance - Computer Room Unit 90-Day Computer Room Type Air Handling Unit, 
Chill Water, Direct Drive

Check operation and controls.  If any problems are found issue work request.

Lubricate blower motor as necessary.
Check and lubricate bearings as necessary.
Check safety interlocks

PM4619-DOOR0001 Preventive Maintenance - Sliding Door 180-Day Sliding Door, Automatic Lubricate tracks as necessary
Inspect drive mechanism
Check stops and tethers
Inspect tracks for debris
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If any problems are found issue work request

PM4619-DOOR0002 Preventive Maintenance - Sliding Door 180-Day Sliding Door, Automatic Lubricate tracks as necessary
Inspect drive mechanism
Check stops and tethers
Inspect tracks for debris
If any problems are found issue work request

PM4619-DOOR0003 Preventive Maintenance - Sliding Door 180-Day Sliding Door, Automatic Lubricate tracks as necessary
Inspect drive mechanism
Check stops and tethers
Inspect tracks for debris
If any problems are found issue work request

PM4619-DOOR0004 Preventive Maintenance - Sliding Door 180-Day Sliding Door, Automatic Lubricate tracks as necessary
Inspect drive mechanism
Check stops and tethers
Inspect tracks for debris
If any problems are found issue work request

PM4619-DOOR0005 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM (w/o lifting cables) Inspect drive mechanism
Inspect brake settings if applicable
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect Mounts to ensure that they are sufficiently sized
Inspect chain drive adjustments
If any problems are found issue work request

PM4619-DOOR0006 Preventive Maintenance - Roll-Back Door 180-Day Sliding/Roll-up Door, Manual Lubricate tracks as necessary
Check stops and tethers
If any problems are found issue work request

PM4619-DOOR0007 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM (w/o lifting cables) Inspect drive mechanism
Inspect brake settings if applicable
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect Mounts to ensure that they are sufficiently sized
Inspect chain drive adjustments
If any problems are found issue work request

PM4619-DOOR0008 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM (w/o lifting cables) Inspect drive mechanism
Inspect brake settings if applicable
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect Mounts to ensure that they are sufficiently sized
Inspect chain drive adjustments
If any problems are found issue work request

PM4619-DOOR0009 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM (w/o lifting cables) Inspect drive mechanism
Inspect brake settings if applicable
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect Mounts to ensure that they are sufficiently sized
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Inspect chain drive adjustments
If any problems are found issue work request

PM4619-DOOR0010 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM (w/o lifting cables) Inspect drive mechanism
Inspect brake settings if applicable
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect Mounts to ensure that they are sufficiently sized
Inspect chain drive adjustments
If any problems are found issue work request

PM4619-DOOR0011 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM (w/o lifting cables) Inspect drive mechanism
Inspect brake settings if applicable
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect Mounts to ensure that they are sufficiently sized
Inspect chain drive adjustments
If any problems are found issue work request

PM4619-DOOR0012 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM (w/o lifting cables) Inspect drive mechanism
Inspect brake settings if applicable
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect Mounts to ensure that they are sufficiently sized
Inspect chain drive adjustments
If any problems are found issue work request

PM4619-DOOR0013 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM (w/o lifting cables) Inspect drive mechanism
Inspect brake settings if applicable
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect Mounts to ensure that they are sufficiently sized
Inspect chain drive adjustments
If any problems are found issue work request

PM4619-DOOR0014 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM (w/o lifting cables) Inspect drive mechanism
Inspect brake settings if applicable
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect Mounts to ensure that they are sufficiently sized
Inspect chain drive adjustments
If any problems are found issue work request

PM4619-DOOR0015 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM (w/o lifting cables) Inspect drive mechanism
Inspect brake settings if applicable
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect Mounts to ensure that they are sufficiently sized
Inspect chain drive adjustments
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If any problems are found issue work request

PM4619-DOOR0016 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM (w/o lifting cables) Inspect drive mechanism
Inspect brake settings if applicable
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect Mounts to ensure that they are sufficiently sized
Inspect chain drive adjustments
If any problems are found issue work request

PM4619-DOOR0017 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM (w/o lifting cables) Inspect drive mechanism
Inspect brake settings if applicable
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect Mounts to ensure that they are sufficiently sized
Inspect chain drive adjustments
If any problems are found issue work request

PM4619-DOOR0018 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM (w/o lifting cables) Inspect drive mechanism
Inspect brake settings if applicable
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect Mounts to ensure that they are sufficiently sized
Inspect chain drive adjustments
If any problems are found issue work request

PM4619-DOOR0019 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM (w/o lifting cables) Inspect drive mechanism
Inspect brake settings if applicable
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect Mounts to ensure that they are sufficiently sized
Inspect chain drive adjustments
If any problems are found issue work request

PM4619-DOOR0020 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM (w/o lifting cables) Inspect drive mechanism
Inspect brake settings if applicable
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect Mounts to ensure that they are sufficiently sized
Inspect chain drive adjustments
If any problems are found issue work request

PM4619-DOOR0021 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM (w/o lifting cables) Inspect drive mechanism
Inspect brake settings if applicable
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect Mounts to ensure that they are sufficiently sized
Inspect chain drive adjustments
If any problems are found issue work request
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PM4619-DOOR0022 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM (w/o lifting cables) Inspect drive mechanism

Inspect brake settings if applicable
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect Mounts to ensure that they are sufficiently sized
Inspect chain drive adjustments
If any problems are found issue work request

PM4619-DOOR0023 Preventive Maintenance - Roll-Back Door 180-Day Sliding Door, Automatic Lubricate tracks as necessary
Inspect drive mechanism
Check stops and tethers
Inspect tracks for debris
If any problems are found issue work request

PM4619-DOOR0024 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM (w/o lifting cables) Inspect drive mechanism
Inspect brake settings if applicable
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect Mounts to ensure that they are sufficiently sized
Inspect chain drive adjustments
If any problems are found issue work request

PM4619-DOOR0025 Preventive Maintenance - Roll-Up Door 180-Day Sliding/Roll-up Door, Manual Lubricate tracks as necessary
Check stops and tethers
If any problems are found issue work request

PM4619-DOOR0026 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM (w/o lifting cables) Inspect drive mechanism
Inspect brake settings if applicable
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect Mounts to ensure that they are sufficiently sized
Inspect chain drive adjustments
If any problems are found issue work request

PM4619-DOOR0027 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM (w/o lifting cables) Inspect drive mechanism
Inspect brake settings if applicable
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect Mounts to ensure that they are sufficiently sized
Inspect chain drive adjustments
If any problems are found issue work request

PM4619-DOOR0028 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM (w/o lifting cables) Inspect drive mechanism
Inspect brake settings if applicable
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect Mounts to ensure that they are sufficiently sized
Inspect chain drive adjustments
If any problems are found issue work request

PM4619-DOOR0029 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM (w/o lifting cables) Inspect drive mechanism
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Inspect brake settings if applicable
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect Mounts to ensure that they are sufficiently sized
Inspect chain drive adjustments
If any problems are found issue work request

PM4619-DOOR0030 Preventive Maintenance - Sliding Door 180-Day Sliding Door, Automatic Lubricate tracks as necessary
Inspect drive mechanism
Check stops and tethers
Inspect tracks for debris
If any problems are found issue work request

PM4619-DOOR0031 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM (w/o lifting cables) Inspect drive mechanism
Inspect brake settings if applicable
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect Mounts to ensure that they are sufficiently sized
Inspect chain drive adjustments
If any problems are found issue work request

PM4619-DOOR0032 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM (w/o lifting cables) Inspect drive mechanism
Inspect brake settings if applicable
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect Mounts to ensure that they are sufficiently sized
Inspect chain drive adjustments
If any problems are found issue work request

PM4619-DOOR0033 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM (w/o lifting cables) Inspect drive mechanism
Inspect brake settings if applicable
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect Mounts to ensure that they are sufficiently sized
Inspect chain drive adjustments
If any problems are found issue work request

PM4619-DXAC0001 Preventive Maintenance - Direct Expansion AC Unit 90-Day: Direct Expansion Unit Package, Stand-
Alone or Split-Type, Air-Cooled, Direct-Driven 
(Sealed Condenser Fan)

Check operation and controls.  If any problems are found issue work request

Lubricate blower motor as necessary
180-Day: Direct Expansion Unit Package, Stand-
Alone or Split-Type, Air-Cooled, Thru The Wall 
Unit (W/ Sealed Condenser Fan)

Check operation and controls.  If any problems are found issue work request

Lubricate blower motor as necessary
365-Day: Direct Expansion Unit Package, Stand-
Alone or Split-Type, Air-Cooled, Direct-Driven 
(W/ Sealed Condenser Fan)

Check operation and controls.  If any problems are found issue work request

Lubricate blower motor as necessary
Clean condenser and evaporator coils
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Check safety interlocks

PM4619-DXAC0005 Preventive Maintenance - Direct Expansion AC Unit 90-Day: Direct Expansion Unit Package, Stand-
Alone or Split-Type, Air-Cooled, Direct-Driven

Check operation and controls.  If any problems are found issue work request.

Lubricate condenser fan as necessary
Lubricate blower motor as necessary

180-Day: Direct Expansion Unit Package, Stand-
Alone or Split-Type, Air-Cooled, Thru The Wall 
Unit

Check operation and controls.  If any problems are found issue work request

Lubricate condenser fan as necessary
Lubricate blower motor as necessary
Check suction and discharge pressure

365-Day: Direct Expansion Unit Package, Stand-
Alone or Split-Type, Air-Cooled, Direct-Driven

Check operation and controls.  If any problems are found issue work request

Lubricate condenser fan as necessary
Lubricate blower motor as necessary
Check suction and discharge pressure
Clean condenser and evaporator coils
Check safety interlocks

PM4619-EAF0002 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4619-EAF0005 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4619-EAF0007 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4619-ELEV0001 Preventive Maintenance - Hydraulic Elevator 30-Day: Hydraulic Elevator with Automatic Gate Check and clean all electrical panels

Verify operation of emergency telephone
Inspect hoistways and car top
Check oil reservoir
Check sensitivity of door closure pressure

PM4619-ELEV0002 Preventive Maintenance - Cable Elevator 30-Day: Cable Elevator with Motor Generator 
Drive

Verify operation of all safety edges

Verify operation of emergency telephone
Check and clean all electrical panels
Inspect and lubricate governors



NNM08AA54C
ATTACHMENT J-24

PREVENTIVE MAINTENANCE

Page 599 of 1447

PMNUM PM DESCRIPTION  TASK DESCRIPTION
Check brushes on drive motors
Check sensitivity of door closure pressure
Inspect hoistways and car top
Inspect motor generator set

PM4619-EROOM0001 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4619-EROOM0003 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
180-Day: Equipment Room Cleaning Check area for control air leaks.
180-Day: Equipment Room Cleaning Check area for water leaks.
180-Day: Equipment Room Cleaning Report all deficiencies.

PM4619-EROOM0004 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4619-EROOM0005 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4619-EROOM0006 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4619-EROOM0007 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4619-EROOM0008 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4619-EROOM0009 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4619-EW0001 Preventive Maintenance - Safety Eyewash Station 30-Day: Portable Eyewash Station Check fluid levels.
Check spray heads for cleanliness.
Clean unit as necessary.
Date and initial inspection tag

180-Day: Portable Eyewash Station Change saline solution.
Check spray heads for cleanliness.
Clean unit as necessary.
Date and initial inspection tag

PM4619-EW0002 Preventive Maintenance - Safety Eyewash Station 30-Day: Portable Eyewash Station Check fluid levels.
Check spray heads for cleanliness.
Clean unit as necessary.
Date and initial inspection tag
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180-Day: Portable Eyewash Station Change saline solution.

Check spray heads for cleanliness.
Clean unit as necessary.
Date and initial inspection tag

PM4619-EW0003 Preventive Maintenance - Safety Eyewash Station 30-Day: Portable Eyewash Station Check fluid levels.
Check spray heads for cleanliness.
Clean unit as necessary.
Date and initial inspection tag

180-Day: Portable Eyewash Station Change saline solution.
Check spray heads for cleanliness.
Clean unit as necessary.
Date and initial inspection tag

PM4619-EW0004 Preventive Maintenance - Safety Eyewash Station 30-Day: Portable Eyewash Station Check fluid levels.
Check spray heads for cleanliness.
Clean unit as necessary.
Date and initial inspection tag

180-Day: Portable Eyewash Station Change saline solution.
Check spray heads for cleanliness.
Clean unit as necessary.
Date and initial inspection tag

PM4619-FAS0001 Preventive Maintenance - Fire Alarm System 30-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions

180-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions
Verify operation of all pull stations and bells
Clean, test, and calibrate smoke detectors if applicable

PM4619-FILT0001 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4619-FILT0002 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4619-FILT0003 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4619-FILT0004 Preventive Maintenance - Filters 180-Day Filter PM Check filters, change if necessary
PM4619-FILT0006 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4619-FILT0007 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4619-FILT0008 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4619-FILT0009 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4619-FILT0010 Preventive Maintenance - Filters 180-Day Filter PM Check filters, change if necessary
PM4619-FILT0011 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4619-FILT0012 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4619-FILT0013 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4619-FILT0014 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4619-FILT0015 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4619-FILT0016 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4619-FILT0017 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4619-FILT0018 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4619-FILT0019 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4619-FILT0020 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4619-FILT0021 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4619-FILT0022 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
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PM4619-FILT0023 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4619-FILT0028 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4619-FILT0031 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4619-FILT0035 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4619-FILT0038 Preventive Maintenance - Filters 180-Day Filter PM Check filters, change if necessary
PM4619-FILT0039 Preventive Maintenance - Filters 180-Day Filter PM Check filters, change if necessary
PM4619-FILT0040 Preventive Maintenance - Filters 180-Day Filter PM Check filters, change if necessary
PM4619-FILT0041 Preventive Maintenance - Filters 180-Day Filter PM Check filters, change if necessary
PM4619-FILT0042 Preventive Maintenance - Filters 180-Day Filter PM Check filters, change if necessary
PM4619-FILT0043 Preventive Maintenance - Filters 180-Day Filter PM Check filters, change if necessary
PM4619-FILT0044 Preventive Maintenance - Filters 180-Day Filter PM Check filters, change if necessary
PM4619-FILT0045 Preventive Maintenance - Filters 180-Day Filter PM Check filters, change if necessary
PM4619-FILT0046 Preventive Maintenance - Filters 180-Day Filter PM Check filters, change if necessary
PM4619-FILT0047 Preventive Maintenance - Filters 180-Day Filter PM Check filters, change if necessary
PM4619-FILT0048 Preventive Maintenance - Filters 180-Day Filter PM Check filters, change if necessary
PM4619-FILT0049 Preventive Maintenance - Filters 180-Day Filter PM Check filters, change if necessary
PM4619-FILT0050 Preventive Maintenance - Filters 180-Day Filter PM Check filters, change if necessary
PM4619-FILT0051 Preventive Maintenance - Filters 180-Day Filter PM Check filters, change if necessary
PM4619-FILT0053 Preventive Maintenance - Filters 180-Day Filter PM Check filters, change if necessary
PM4619-FILT0056 Preventive Maintenance - Filters 180-Day Filter PM Check filters, change if necessary
PM4619-FILT0057 Preventive Maintenance - Filters 180-Day Filter PM Check filters, change if necessary
PM4619-FILT0058 Preventive Maintenance - Filters 180-Day Filter PM Check filters, change if necessary
PM4619-FILT0059 Preventive Maintenance - Filters 180-Day Filter PM Check filters, change if necessary
PM4619-FILT0060 Preventive Maintenance - Filters 180-Day Filter PM Check filters, change if necessary
PM4619-FILT0061 Preventive Maintenance - Filters 180-Day Filter PM Check filters, change if necessary
PM4619-FILT0062 Preventive Maintenance - Filters 180-Day Filter PM Check filters, change if necessary
PM4619-FILT0063 Preventive Maintenance - Filters 180-Day Filter PM Check filters, change if necessary
PM4619-FILT0064 Preventive Maintenance - Filters 180-Day Filter PM Check filters, change if necessary
PM4619-FILT0065 Preventive Maintenance - Filters 180-Day Filter PM Check filters, change if necessary
PM4619-FILT0066 Preventive Maintenance - Filters 180-Day Filter PM Check filters, change if necessary
PM4619-FILT0067 Preventive Maintenance - Filters 180-Day Filter PM Check filters, change if necessary
PM4619-FILT0068 Preventive Maintenance - Filters 180-Day Filter PM Check filters, change if necessary
PM4619-FILT0069 Preventive Maintenance - Filters 180-Day Filter PM Check filters, change if necessary
PM4619-FILT0070 Preventive Maintenance - Filters 180-Day Filter PM Check filters, change if necessary
PM4619-FILT0071 Preventive Maintenance - Filters 180-Day Filter PM Check filters, change if necessary
PM4619-FILT0072 Preventive Maintenance - Filters 180-Day Filter PM Check filters, change if necessary
PM4619-FILT0073 Preventive Maintenance - Filters 180-Day Filter PM Check filters, change if necessary
PM4619-FILT0074 Preventive Maintenance - Filters 180-Day Filter PM Check filters, change if necessary
PM4619-FILT0075 Preventive Maintenance - Filters 180-Day Filter PM Check filters, change if necessary
PM4619-FILT0076 Preventive Maintenance - Filters 180-Day Filter PM Check filters, change if necessary
PM4619-FILT0080 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4619-FILT0081 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4619-FILT0082 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4619-FILT0083 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4619-GEN0001 Preventive Maintenance - Emergency Generator 30-Day: Generator Notify building manager of intent to perform generator maintenance prior to 

operating generator.
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Seal off all necessary components of building ventilation system in order to 
prevent entry of fumes into building.
Check operation and controls.  If any problems are found issue work request

Check filters if applicable, change if necessary
Check belts if applicable, change if necessary.
Check coolant if applicable, add or change if necessary.
Check stop switch and emergency alarm bell.
Lubricate as necessary
Tighten all bolts
Check oil, add or change if necessary
Check voltage.
Check battery
Check connections and battery charger
Verify day tank's fuel level is topped off between float ranges, if applicable.

90-Day: Generator Notify building manager of intent to perform generator maintenance prior to 
operating generator.
Seal off all necessary components of building ventilation system in order to 
prevent entry of fumes into building.
Check operation and controls.  If any problems are found issue work request

Check filters if applicable, change if necessary
Check belts if applicable, change if necessary.
Check coolant if applicable, add or change if necessary.
Check stop switch and emergency alarm bell.
Lubricate as necessary
Tighten all bolts
Check oil, add or change if necessary
Check voltage.
Check battery
Check connections and battery charger
Check generator output
Verify day tank's fuel level is topped off between float ranges, if applicable.

365-Day: Generator Notify building manager of intent to perform generator maintenance prior to 
operating generator.
Seal off all necessary components of building ventilation system in order to 
prevent entry of fumes into building.
Check operation and controls.  If any problems are found issue work request

Check filters if applicable, change if necessary
Check belts if applicable, change if necessary.
Check coolant if applicable, add or change if necessary.
Check stop switch and emergency alarm bell.
Lubricate as necessary
Tighten all bolts
Check oil, add or change if necessary
Check voltage.
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Check battery
Check connections and battery charger
Check generator output
Winterize system
Verify continuity of generator ground, including the fuel tank ground
Verify day tank's fuel level is topped off between float ranges, if applicable.

PM4619-HST0001 Preventive Maintenance - Cranes and Hoists 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4619-HST0002 Preventive Maintenance - Cranes and Hoists 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4619-HST0003 Preventive Maintenance - Cranes and Hoists 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4619-HST0004 Preventive Maintenance - Cranes and Hoists 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4619-HST0005 Preventive Maintenance - Cranes and Hoists 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4619-HST0006 Preventive Maintenance - Cranes and Hoists 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.
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Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4619-HST0007 Preventive Maintenance - Cranes and Hoists 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4619-HST0008 Preventive Maintenance - Cranes and Hoists 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4619-HST0009 Preventive Maintenance - Cranes and Hoists 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4619-HST0010 Preventive Maintenance - Cranes and Hoists 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4619-HST0011 Preventive Maintenance - Cranes and Hoists 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4619-HST0013 Preventive Maintenance - Cranes and Hoists 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.
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Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4619-HST0014 Preventive Maintenance - Cranes and Hoists 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4619-HST0015 Preventive Maintenance - Cranes and Hoists 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4619-HST0016 Preventive Maintenance - Cranes and Hoists 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4619-HST0017 Preventive Maintenance - Cranes and Hoists 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4619-HST0019 Preventive Maintenance - Cranes and Hoists 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4619-HUM0001 Preventive Maintenance - Dehumidifier 90-Day Humidifier, Ionic Bed Type Check operation and controls.  If any problems are found issue work request

Check/Clean make-up water filter (prefilter).
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Perform diagnostic test.
Inspect vapor hoses.
Inspect ionic bed door gasket for leakage.
Inspect ionic bed filters and replace as necessary.
Inspect tank for excess scale.
Check terminals.
Report any deficiencies that were unable to be corrected.

PM4619-HUM0002 Preventive Maintenance - Dehumidifier 90-Day Humidifier, Ionic Bed Type Check operation and controls.  If any problems are found issue work request

Check/Clean make-up water filter (prefilter).
Perform diagnostic test.
Inspect vapor hoses.
Inspect ionic bed door gasket for leakage.
Inspect ionic bed filters and replace as necessary.
Inspect tank for excess scale.
Check terminals.
Report any deficiencies that were unable to be corrected.

PM4619-HUM0003 Preventive Maintenance - Dehumidifier 90-Day Humidifier, Ionic Bed Type Check operation and controls.  If any problems are found issue work request

Check/Clean make-up water filter (prefilter).
Perform diagnostic test.
Inspect vapor hoses.
Inspect ionic bed door gasket for leakage.
Inspect ionic bed filters and replace as necessary.
Inspect tank for excess scale.
Check terminals.
Report any deficiencies that were unable to be corrected.

PM4619-HUM0004 Preventive Maintenance - Dehumidifier 90-Day Humidifier, Ionic Bed Type Check operation and controls.  If any problems are found issue work request

Check/Clean make-up water filter (prefilter).
Perform diagnostic test.
Inspect vapor hoses.
Inspect ionic bed door gasket for leakage.
Inspect ionic bed filters and replace as necessary.
Inspect tank for excess scale.
Check terminals.
Report any deficiencies that were unable to be corrected.

PM4619-HUM0005 Preventive Maintenance - Dehumidifier 90-Day Humidifier, Ionic Bed Type Check operation and controls.  If any problems are found issue work request

Check/Clean make-up water filter (prefilter).
Perform diagnostic test.
Inspect vapor hoses.
Inspect ionic bed door gasket for leakage.
Inspect ionic bed filters and replace as necessary.
Inspect tank for excess scale.
Check terminals.
Report any deficiencies that were unable to be corrected.

PM4619-HUM0006 Preventive Maintenance - Dehumidifier 90-Day Humidifier, Ionic Bed Type Check operation and controls.  If any problems are found issue work request
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Check/Clean make-up water filter (prefilter).
Perform diagnostic test.
Inspect vapor hoses.
Inspect ionic bed door gasket for leakage.
Inspect ionic bed filters and replace as necessary.
Inspect tank for excess scale.
Check terminals.
Report any deficiencies that were unable to be corrected.

PM4619-HUM0007 Preventive Maintenance - Dehumidifier 90-Day Humidifier, Ionic Bed Type Check operation and controls.  If any problems are found issue work request

Check/Clean make-up water filter (prefilter).
Perform diagnostic test.
Inspect vapor hoses.
Inspect ionic bed door gasket for leakage.
Inspect ionic bed filters and replace as necessary.
Inspect tank for excess scale.
Check terminals.
Report any deficiencies that were unable to be corrected.

PM4619-HUM0008 Preventive Maintenance - Dehumidifier 90-Day Humidifier, Ionic Bed Type Check operation and controls.  If any problems are found issue work request

Check/Clean make-up water filter (prefilter).
Perform diagnostic test.
Inspect vapor hoses.
Inspect ionic bed door gasket for leakage.
Inspect ionic bed filters and replace as necessary.
Inspect tank for excess scale.
Check terminals.
Report any deficiencies that were unable to be corrected.

PM4619-HUM0009 Preventive Maintenance - Dehumidifier 90-Day Humidifier, Ionic Bed Type Check operation and controls.  If any problems are found issue work request

Check/Clean make-up water filter (prefilter).
Perform diagnostic test.
Inspect vapor hoses.
Inspect ionic bed door gasket for leakage.
Inspect ionic bed filters and replace as necessary.
Inspect tank for excess scale.
Check terminals.
Report any deficiencies that were unable to be corrected.

PM4619-HUM0010 Preventive Maintenance - Dehumidifier 90-Day Humidifier, Ionic Bed Type Check operation and controls.  If any problems are found issue work request

Check/Clean make-up water filter (prefilter).
Perform diagnostic test.
Inspect vapor hoses.
Inspect ionic bed door gasket for leakage.
Inspect ionic bed filters and replace as necessary.
Inspect tank for excess scale.
Check terminals.
Report any deficiencies that were unable to be corrected.
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PM4619-HUM0011 Preventive Maintenance - Dehumidifier 90-Day Humidifier, Ionic Bed Type Check operation and controls.  If any problems are found issue work request

Check/Clean make-up water filter (prefilter).
Perform diagnostic test.
Inspect vapor hoses.
Inspect ionic bed door gasket for leakage.
Inspect ionic bed filters and replace as necessary.
Inspect tank for excess scale.
Check terminals.
Report any deficiencies that were unable to be corrected.

PM4619-HUM0012 Preventive Maintenance - Dehumidifier 90-Day Humidifier, Ionic Bed Type Check operation and controls.  If any problems are found issue work request

Check/Clean make-up water filter (prefilter).
Perform diagnostic test.
Inspect vapor hoses.
Inspect ionic bed door gasket for leakage.
Inspect ionic bed filters and replace as necessary.
Inspect tank for excess scale.
Check terminals.
Report any deficiencies that were unable to be corrected.

PM4619-HUM0013 Preventive Maintenance - Dehumidifier 90-Day Humidifier, Ionic Bed Type Check operation and controls.  If any problems are found issue work request

Check/Clean make-up water filter (prefilter).
Perform diagnostic test.
Inspect vapor hoses.
Inspect ionic bed door gasket for leakage.
Inspect ionic bed filters and replace as necessary.
Inspect tank for excess scale.
Check terminals.
Report any deficiencies that were unable to be corrected.

PM4619-HUM0014 Preventive Maintenance - Dehumidifier 90-Day Humidifier, Ionic Bed Type Check operation and controls.  If any problems are found issue work request

Check/Clean make-up water filter (prefilter).
Perform diagnostic test.
Inspect vapor hoses.
Inspect ionic bed door gasket for leakage.
Inspect ionic bed filters and replace as necessary.
Inspect tank for excess scale.
Check terminals.
Report any deficiencies that were unable to be corrected.

PM4619-HUM0015 Preventive Maintenance - Dehumidifier 90-Day Humidifier, Ionic Bed Type Check operation and controls.  If any problems are found issue work request

Check/Clean make-up water filter (prefilter).
Perform diagnostic test.
Inspect vapor hoses.
Inspect ionic bed door gasket for leakage.
Inspect ionic bed filters and replace as necessary.
Inspect tank for excess scale.
Check terminals.
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Report any deficiencies that were unable to be corrected.

PM4619-HUM0016 Preventive Maintenance - Dehumidifier 90-Day Humidifier, Ionic Bed Type Check operation and controls.  If any problems are found issue work request

Check/Clean make-up water filter (prefilter).
Perform diagnostic test.
Inspect vapor hoses.
Inspect ionic bed door gasket for leakage.
Inspect ionic bed filters and replace as necessary.
Inspect tank for excess scale.
Check terminals.
Report any deficiencies that were unable to be corrected.

PM4619-HUM0017 Preventive Maintenance - Dehumidifier 90-Day Humidifier, Ionic Bed Type Check operation and controls.  If any problems are found issue work request

Check/Clean make-up water filter (prefilter).
Perform diagnostic test.
Inspect vapor hoses.
Inspect ionic bed door gasket for leakage.
Inspect ionic bed filters and replace as necessary.
Inspect tank for excess scale.
Check terminals.
Report any deficiencies that were unable to be corrected.

PM4619-HUM0018 Preventive Maintenance - Dehumidifier 90-Day Humidifier, Ionic Bed Type Check operation and controls.  If any problems are found issue work request

Check/Clean make-up water filter (prefilter).
Perform diagnostic test.
Inspect vapor hoses.
Inspect ionic bed door gasket for leakage.
Inspect ionic bed filters and replace as necessary.
Inspect tank for excess scale.
Check terminals.
Report any deficiencies that were unable to be corrected.

PM4619-HUM0019 Preventive Maintenance - Dehumidifier 90-Day Humidifier, Ionic Bed Type Check operation and controls.  If any problems are found issue work request

Check/Clean make-up water filter (prefilter).
Perform diagnostic test.
Inspect vapor hoses.
Inspect ionic bed door gasket for leakage.
Inspect ionic bed filters and replace as necessary.
Inspect tank for excess scale.
Check terminals.
Report any deficiencies that were unable to be corrected.

PM4619-HUM0020 Preventive Maintenance - Dehumidifier 90-Day Humidifier, Ionic Bed Type Check operation and controls.  If any problems are found issue work request

Check/Clean make-up water filter (prefilter).
Perform diagnostic test.
Inspect vapor hoses.
Inspect ionic bed door gasket for leakage.
Inspect ionic bed filters and replace as necessary.
Inspect tank for excess scale.
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Check terminals.
Report any deficiencies that were unable to be corrected.

PM4619-HV0001 Preventive Maintenance - Heating Vent Unit 180-Day Heating/Ventilating Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust as necessary.

PM4619-HV0003 Preventive Maintenance - Heating Vent Unit 180-Day Heating/Ventilating Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust as necessary.

PM4619-HV0004 Preventive Maintenance - Heating Vent Unit 180-Day Heating/Ventilating Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust as necessary.

PM4619-HV0005 Preventive Maintenance - Heating Vent Unit 180-Day Heating/Ventilating Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust as necessary.

PM4619-HV0006 Preventive Maintenance - Heating Vent Unit 180-Day Heating/Ventilating Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust as necessary.

PM4619-HV0007 Preventive Maintenance - Heating Vent Unit 180-Day Heating/Ventilating Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust as necessary.

PM4619-HV0008 Preventive Maintenance - Heating Vent Unit 180-Day Heating/Ventilating Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust as necessary.

PM4619-HV0009 Preventive Maintenance - Heating Vent Unit 180-Day Heating/Ventilating Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust as necessary.

PM4619-HV0010 Preventive Maintenance - Heating Vent Unit 180-Day Heating/Ventilating Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust as necessary.
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PM4619-HV0011 Preventive Maintenance - Heating Vent Unit 180-Day Heating/Ventilating Unit Check controls and unit for proper operation.  If any problems are found 

issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust as necessary.

PM4619-HV0012 Preventive Maintenance - Heating Vent Unit 180-Day Heating/Ventilating Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust as necessary.

PM4619-HV0013 Preventive Maintenance - Heating Vent Unit 180-Day Heating/Ventilating Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust as necessary.

PM4619-HV0014 Preventive Maintenance - Heating Vent Unit 180-Day Heating/Ventilating Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust as necessary.

PM4619-HV0015 Preventive Maintenance - Heating Vent Unit 180-Day Heating/Ventilating Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust as necessary.

PM4619-HV0016 Preventive Maintenance - Heating Vent Unit 180-Day Heating/Ventilating Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust as necessary.

PM4619-HV0018 Preventive Maintenance - Heating Vent Unit 180-Day Heating/Ventilating Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust as necessary.

PM4619-HV001A Preventive Maintenance - Heating Vent Unit 180-Day Heating/Ventilating Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust as necessary.

PM4619-HV001B Preventive Maintenance - Heating Vent Unit 180-Day Heating/Ventilating Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust as necessary.

PM4619-HV002A Preventive Maintenance - Heating Vent Unit 180-Day Heating/Ventilating Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary



NNM08AA54C
ATTACHMENT J-24

PREVENTIVE MAINTENANCE

Page 612 of 1447

PMNUM PM DESCRIPTION  TASK DESCRIPTION
Check belts for wear, proper tension, and alignment; adjust as necessary.

PM4619-HV003A Preventive Maintenance - Heating Vent Unit 180-Day Heating/Ventilating Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust as necessary.

PM4619-HV004A Preventive Maintenance - Heating Vent Unit 180-Day Heating/Ventilating Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust as necessary.

PM4619-HV005A Preventive Maintenance - Heating Vent Unit 180-Day Heating/Ventilating Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust as necessary.

PM4619-HV006A Preventive Maintenance - Heating Vent Unit 180-Day Heating/Ventilating Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust as necessary.

PM4619-HV006B Preventive Maintenance - Heating Vent Unit 180-Day Heating/Ventilating Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust as necessary.

PM4619-HV006C Preventive Maintenance - Heating Vent Unit 180-Day Heating/Ventilating Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust as necessary.

PM4619-HV007A Preventive Maintenance - Heating Vent Unit 180-Day Heating/Ventilating Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust as necessary.

PM4619-HV007B Preventive Maintenance - Heating Vent Unit 180-Day Heating/Ventilating Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust as necessary.

PM4619-HV007C Preventive Maintenance - Heating Vent Unit 180-Day Heating/Ventilating Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust as necessary.
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PM4619-HV008A Preventive Maintenance - Heating Vent Unit 180-Day Heating/Ventilating Unit Check controls and unit for proper operation.  If any problems are found 

issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust as necessary.

PM4619-HV009A Preventive Maintenance - Heating Vent Unit 180-Day Heating/Ventilating Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust as necessary.

PM4619-HV010A Preventive Maintenance - Heating Vent Unit 180-Day Heating/Ventilating Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust as necessary.

PM4619-HV010B Preventive Maintenance - Heating Vent Unit 180-Day Heating/Ventilating Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust as necessary.

PM4619-HV011A Preventive Maintenance - Heating Vent Unit 180-Day Heating/Ventilating Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust as necessary.

PM4619-HV011B Preventive Maintenance - Heating Vent Unit 180-Day Heating/Ventilating Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust as necessary.

PM4619-HV012A Preventive Maintenance - Heating Vent Unit 180-Day Heating/Ventilating Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust as necessary.

PM4619-HV013A Preventive Maintenance - Heating Vent Unit 180-Day Heating/Ventilating Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust as necessary.

PM4619-HV013B Preventive Maintenance - Heating Vent Unit 180-Day Heating/Ventilating Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust as necessary.

PM4619-HWP0001 Preventive Maintenance -Hot Water Pump 365-Day: Hot Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
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Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary
Check drive coupling

PM4619-HWP0002 Preventive Maintenance -Hot Water Pump 365-Day: Hot Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary
Check drive coupling

PM4619-HWP0005 Preventive Maintenance -Hot Water Pump 365-Day: Hot Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary
Check drive coupling

PM4619-HWP0006 Preventive Maintenance -Hot Water Pump 365-Day: Hot Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary
Check drive coupling

PM4619-HWP0007 Preventive Maintenance -Hot Water Pump 365-Day: Hot Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary
Check drive coupling

PM4619-HWP0008 Preventive Maintenance -Hot Water Pump 365-Day: Hot Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary
Check drive coupling

PM4619HWTR0001 Preventive Maintenance - Hot Water Treatment 7-day Hot Water Treatment PM Perform testing on hot water system
Add chemicals if needed

PM4619-ICE0001 Preventive Maintenance - Ice Machine 30-Day: Ice Machine Check water filter
90-Day: Ice Machine Check water filter

Check operation and controls.  If any problems are found issue work request

Check water pressure
Lubricate condenser fan motor as necessary

180-Day: Ice Machine Check water filter
Check operation and controls.  If any problems are found issue work request

Check water pressure
Lubricate condenser fan motor as necessary
Clean condenser coils

PM4619-ICE0002 Preventive Maintenance - Ice Machine 30-Day: Ice Machine Check water filter
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90-Day: Ice Machine Check water filter

Check operation and controls.  If any problems are found issue work request

Check water pressure
Lubricate condenser fan motor as necessary

180-Day: Ice Machine Check water filter
Check operation and controls.  If any problems are found issue work request

Check water pressure
Lubricate condenser fan motor as necessary
Clean condenser coils

PM4619-ICE0003 Preventive Maintenance - Ice Machine 30-Day: Ice Machine Check water filter
90-Day: Ice Machine Check water filter

Check operation and controls.  If any problems are found issue work request

Check water pressure
Lubricate condenser fan motor as necessary

180-Day: Ice Machine Check water filter
Check operation and controls.  If any problems are found issue work request

Check water pressure
Lubricate condenser fan motor as necessary
Clean condenser coils

PM4619LIGHTS Preventive Maintenance - Exterior Lighting 90-Day Exterior Lighting Inspection Inspect all Exterior Building Lighting
Inspect all Parking Lot Lighting
Report Findings to Electrical Supervisor

PM4619-LROD0001 Preventive Maintenance - Lightning Protection System 365 Day: Lightning Protection System Measure and record resistance readings

Inspect rods, cables, and fasteners
Attach and turn in ground readings with PM sheet

PM4619-LTS0001 Preventive Maintenance - Aircraft Lights 30-Day: Aircraft/Aviation Lights Verify operation
PM4619-LTS0002 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head

Perform 30 second light operational test
180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head

Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4619-LTS0003 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals
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PM4619-LTS0004 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head

Perform 30 second light operational test
180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head

Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4619-LTS0005 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4619-LTS0006 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4619-LTS0009 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4619-LTS0010 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4619-LTS0011 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4619-LTS0012 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
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Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4619-LTS0013 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4619-LTS0014 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4619-LTS0015 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4619-LTS0016 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4619-LTS0017 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4619-LTS0018 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
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Clean interior of light housing, check battery terminals

PM4619-LTS0019 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4619-LTS0020 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4619-LTS0021 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4619-LTS0022 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4619-LTS0023 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4619-LTS0024 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4619-LTS0025 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4619-LTS0026 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
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Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4619-LTS0027 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4619-LTS0028 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4619-LTS0029 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4619-LTS0030 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4619-LTS0032 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4619-LTS0033 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
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Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4619-LTS0034 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4619-LTS0035 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4619-LTS0036 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4619-LTS0037 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4619-LTS0038 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
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Clean interior of light housing, check battery terminals

PM4619-LTS0039 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4619-LTS0040 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4619-LTS0041 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4619-LTS0042 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4619-LTS0043 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4619-LTS0044 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head



NNM08AA54C
ATTACHMENT J-24

PREVENTIVE MAINTENANCE

Page 622 of 1447

PMNUM PM DESCRIPTION  TASK DESCRIPTION
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4619-LTS0045 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4619-LTS0046 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4619-LTS0047 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4619-LTS0048 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4619-LTS0050 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
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Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4619-LTS0051 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4619-LTS0052 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4619-LTS0053 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4619-LTS0054 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4619-LTS0055 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4619-LTS0056 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test
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180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head

Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4619-LTS0057 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4619-LTS0058 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4619-LTS0059 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4619-LTS0060 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4619-LTS0063 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
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Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4619-LTS0065 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4619-LTS0067 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4619-LTS0068 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4619-LTS0069 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4619-LTS0070 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4619-LTS0071 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
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Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4619-LTS0072 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4619-LTS0073 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4619-LTS0074 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4619-LTS0075 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4619-LTS0076 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4619-LTS0077 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4619-LTS0079 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test
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180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head

Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4619-LTS0081 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4619-ODT0001 Preventive Maintenance - Oxygen Detection System 30-Day: Oxygen Detection System, Dry Cell Type Perform visual inspection

Verify ODT is required at this location.  If unit is not needed issue work 
request to remove unit

180-Day: Oxygen Detection System, Dry Cell 
Type

Perform visual inspection

Calibrate system
Check all alarm points
Verify ODT is still required at this location.  If unit is not needed issue work 
request to remove unit

PM4619-ODT0002 Preventive Maintenance - Oxygen Detection System 30-Day: Oxygen Detection System, Dry Cell Type Perform visual inspection

Verify ODT is required at this location.  If unit is not needed issue work 
request to remove unit

180-Day: Oxygen Detection System, Dry Cell 
Type

Perform visual inspection

Calibrate system
Check all alarm points
Verify ODT is still required at this location.  If unit is not needed issue work 
request to remove unit

PM4619-ODT0003 Preventive Maintenance - Oxygen Detection System 30-Day: Oxygen Detection System, Dry Cell Type Perform visual inspection

Verify ODT is required at this location.  If unit is not needed issue work 
request to remove unit

180-Day: Oxygen Detection System, Dry Cell 
Type

Perform visual inspection

Calibrate system
Check all alarm points
Verify ODT is still required at this location.  If unit is not needed issue work 
request to remove unit

PM4619-ODT0004 Preventive Maintenance - Oxygen Detection System 30-Day: Oxygen Detection System, Dry Cell Type Perform visual inspection
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Verify ODT is required at this location.  If unit is not needed issue work 
request to remove unit

180-Day: Oxygen Detection System, Dry Cell 
Type

Perform visual inspection

Calibrate system
Check all alarm points
Verify ODT is still required at this location.  If unit is not needed issue work 
request to remove unit

PM4619-ODT0005 Preventive Maintenance - Oxygen Detection System 30-Day: Oxygen Detection System, Dry Cell Type Perform visual inspection

Verify ODT is required at this location.  If unit is not needed issue work 
request to remove unit

180-Day: Oxygen Detection System, Dry Cell 
Type

Perform visual inspection

Calibrate system
Check all alarm points
Verify ODT is still required at this location.  If unit is not needed issue work 
request to remove unit

PM4619-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.
Apply insecticides or poisons as required.
Complete chemical applications records.

PM4619-PNL0001 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 
(Bobby Collier)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4619-PNL0002 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4619-PNL0003 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4619-PNL0004 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4619-PNL0005 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4619-PNL0006 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4619-PNL0007 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4619-PNL0008 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4619-PNL0009 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
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PM4619-PNL0010 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4619-PNL0011 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4619-PNL0012 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4619-PNL0013 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4619-PNL0015 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4619-PNL0016 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4619-PNL0017 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4619-PNL0018 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4619-PNL0019 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4619-PNL0020 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4619-PNL0021 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4619-PNL0022 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4619-PNL0023 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4619-PNL0024 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4619-PNL0025 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4619-PNL0026 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
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PM4619-PNL0027 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4619-PNL0028 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4619-PNL0029 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4619-PNL0030 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4619-PNL0031 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4619-PNL0032 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4619-PNL0033 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4619-PNL0034 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4619-PNL0035 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4619-PNL0036 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4619-PNL0037 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4619-PNL0038 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4619-PNL0039 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4619-PNL0040 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4619-PNL0041 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4619-PNL0042 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
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PM4619-PNL0043 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4619-PNL0044 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4619-PNL0045 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4619-PNL0046 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4619-PNL0047 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4619-PNL0048 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4619-PNL0049 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4619-PNL0050 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4619-PNL0051 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4619-PNL0052 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4619-PNL0053 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4619-PNL0054 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4619-PNL0055 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4619-PNL0056 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4619-PNL0057 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4619-PNL0058 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
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PM4619-PNL0059 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4619-PNL0060 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4619-PNL0061 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4619-PNL0062 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4619-PNL0063 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4619-PNL0064 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4619-PNL0065 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4619-PNL0066 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4619-PNL0067 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4619-PNL0068 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4619-PNL0069 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4619-PNL0070 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4619-PNL0071 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4619-PNL0072 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4619-PNL0073 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4619-PNL0074 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
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PM4619-PNL0075 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4619-PNL0076 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4619-PNL0077 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4619-PNL0078 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4619-PNL0079 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4619-PNL0080 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4619-PNL0081 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4619-PNL0082 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4619-PNL0084 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4619-PNL0085 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4619-PNL0086 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4619-PNL0087 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4619-PNL0088 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4619-PNL0089 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4619-PNL0090 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4619-PNL0091 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
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PM4619-PNL0092 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4619-PNL0093 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4619-PNL0094 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4619-PNL0095 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4619-PNL0096 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4619-PNL0097 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4619-PNL0098 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4619-PNL0099 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4619-PNL0100 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4619-PNL0101 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4619-PNL0102 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4619-PNL0103 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4619-PNL0104 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4619-PNL0105 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4619-PNL0106 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4619-PNL0107 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
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PM4619-PNL0108 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4619-PNL0109 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4619-PNL0110 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4619-PNL0111 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4619-PNL0112 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4619-PNL0113 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4619-PNL0114 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4619-PNL0115 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4619-PNL0116 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4619-PNL0117 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4619-PNL0118 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4619-PNL0119 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4619-PNL0120 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4619-PNL0121 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4619-PNL0122 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4619-PNL0123 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
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PM4619-PNL0124 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4619-PNL0125 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4619-PNL0126 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4619-PNL0127 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4619-PNL0128 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4619-PNL0129 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4619-PNL0130 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4619-PNL0131 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4619-PNL0132 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4619-PNL0133 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4619-PNL0134 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4619-PNL0135 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4619-PNL0136 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4619-PNL0137 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4619-PNL0138 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4619-PNL0139 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
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PM4619-PNL0140 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4619-PNL0141 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4619-PNL0142 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4619-PNL0143 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4619-PNL0144 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4619-PNL0145 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4619-PNL0146 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4619-PNL0147 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4619-PNL0148 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4619-PNL0149 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4619-PNL0150 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4619-PNL0151 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4619-RAF0006 Preventive Maintenance - Return Air Fan 90-Day: Supply or Return Air Fan (Night-Shift) Check operation and controls

180-Day: Supply or Return Air Fan (Night-Shift) Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate as necessary

PM4619-RAF0023 Preventive Maintenance - Return Air Fan 90-Day: Supply or Return Air Fan (Night-Shift) Check operation and controls

180-Day: Supply or Return Air Fan (Night-Shift) Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate as necessary
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PM4619-RAF0024 Preventive Maintenance - Return Air Fan 90-Day: Supply or Return Air Fan (Night-Shift) Check operation and controls

180-Day: Supply or Return Air Fan (Night-Shift) Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate as necessary

PM4619-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4619-ROOF0002 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4619-ROOF0003 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4619-ROOF0004 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4619-ROOF0005 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4619-ROOF0006 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4619-ROOF0007 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4619-ROOF0008 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4619-ROOF0009 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4619-ROOF0010 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4619-ROOF0011 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4619-ROOF0012 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4619-ROOF0013 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4619-ROOF0014 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4619-ROOF0015 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4619-ROOF0016 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4619-ROOF0017 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4619-ROOF0018 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4619-ROOF0019 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4619-ROOF0020 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4619-ROOF0021 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4619-ROOF0022 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4619-ROOF0023 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4619-ROOF0024 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4619-ROOF0025 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4619-ROOF0026 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4619-RV0001 Preventive Maintenance - Relief Valves 365-Day: Relief Valve PM Service and Tag Relief Valve
PM4619-RV0002 Preventive Maintenance - Relief Valves 365-Day: Relief Valve PM Service and Tag Relief Valve
PM4619-RV0005 Preventive Maintenance - Relief Valves 365-Day: Relief Valve PM Service and Tag Relief Valve
PM4619-RV0006 Preventive Maintenance - Relief Valves 365-Day: Relief Valve PM Service and Tag Relief Valve
PM4619-SH0001 Preventive Maintenance - Safety Shower 30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4619-SHEW0001 Preventive Maintenance - Safety Shower and Eyewash 
Station

30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4619-SHEW0002 Preventive Maintenance - Safety Shower and Eyewash 
Station

30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
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PM4619-SPMP001A Preventive Maintenance - Sump Pump 30-Day: Sump Pump Check operation and controls.  If any problems are found issue work request

180-Day: Sump Pump Check operation and controls.  If any problems are found issue work request

Lubricate as necessary
Check coupling and drives

PM4619-SPMP001B Preventive Maintenance - Sump Pump 30-Day: Sump Pump Check operation and controls.  If any problems are found issue work request

180-Day: Sump Pump Check operation and controls.  If any problems are found issue work request

Lubricate as necessary
Check coupling and drives

PM4619-SPMP003 Preventive Maintenance - Sump Pump 30-Day: Sump Pump Check operation and controls.  If any problems are found issue work request

180-Day: Sump Pump Check operation and controls.  If any problems are found issue work request

Lubricate as necessary
Check coupling and drives

PM4619-SPMP004 Preventive Maintenance - Sump Pump 30-Day: Sump Pump Check operation and controls.  If any problems are found issue work request

180-Day: Sump Pump Check operation and controls.  If any problems are found issue work request

Lubricate as necessary
Check coupling and drives

PM4619-SPMP005 Preventive Maintenance - Sump Pump 30-Day: Sump Pump Check operation and controls.  If any problems are found issue work request

180-Day: Sump Pump Check operation and controls.  If any problems are found issue work request

Lubricate as necessary
Check coupling and drives

PM4619-SPMP006 Preventive Maintenance - Sump Pump 30-Day: Sump Pump Check operation and controls.  If any problems are found issue work request

180-Day: Sump Pump Check operation and controls.  If any problems are found issue work request

Lubricate as necessary
Check coupling and drives

PM4619-SPR0001 Preventive Maintenance - Sprinkler System 30-Day: Wet Sprinkler System PM Perform PM 
90-Day: Wet Sprinkler System PM Perform PM 
365-Day: Wet Sprinkler System PM Perform PM 

PM4619-SPR0002 Preventive Maintenance - Sprinkler System 30-Day: Wet Sprinkler System PM Perform PM 
90-Day: Wet Sprinkler System PM Perform PM 
365-Day: Wet Sprinkler System PM Perform PM 

PM4619-SPR0003 Preventive Maintenance - Sprinkler System 30-Day: Wet Sprinkler System PM Perform PM 
90-Day: Wet Sprinkler System PM Perform PM 
365-Day: Wet Sprinkler System PM Perform PM 

PM4619-VSC0001 Preventive Maintenance - Variable Speed Drive 365-Day: Variable Speed Controller Check for excessive heat, odors, noise and vibration.
Clean and check the general condition of variable speed drive panel.
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PM4619-VSC0002 Preventive Maintenance - Variable Speed Drive 365-Day: Variable Speed Controller Check for excessive heat, odors, noise and vibration.

Clean and check the general condition of variable speed drive panel.
PM4619-VSC0003 Preventive Maintenance - Variable Speed Drive 365-Day: Variable Speed Controller Check for excessive heat, odors, noise and vibration.

Clean and check the general condition of variable speed drive panel.
PM4619-VSC0004 Preventive Maintenance - Variable Speed Drive 365-Day: Variable Speed Controller Check for excessive heat, odors, noise and vibration.

Clean and check the general condition of variable speed drive panel.
PM4619-VSC0005 Preventive Maintenance - Variable Speed Drive 365-Day: Variable Speed Controller Check for excessive heat, odors, noise and vibration.

Clean and check the general condition of variable speed drive panel.
PM4619-WJET0001 Preventive Maintenance - Water Jet 30-Day: Water Jet PM Check operation and controls.  If any problems are found issue work request

PM4620-FILT0001 Preventive Maintenance - Filters 180-Day Filter PM Check filters, change if necessary
PM4620-HV0001 Preventive Maintenance - Heating Vent Unit 180-Day Heating/Ventilating Unit Check controls and unit for proper operation.  If any problems are found 

issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust as necessary.

PM4620LIGHTS Preventive Maintenance - Exterior Lighting 90-Day Exterior Lighting Inspection Inspect all Exterior Building Lighting
Inspect all Parking Lot Lighting
Report Findings to Electrical Supervisor

PM4620-LTS0001 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4620-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.
Apply insecticides or poisons as required.
Complete chemical applications records.

PM4620-PNL0001 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 
(Bobby Collier)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4620-PNL0002 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4620-PNL0003 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4620-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4620-ROOF0002 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4620-ROOF0003 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4621-ACFLT0001 Preventive Maintenance - Air Compressor Filter Change 365-Day: Air Compressor Filter Change Replace Filter(s) on air compressor unit.

PM4621-ACMP0001 Preventive Maintenance - Air Compressor 90-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
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Check Belts.  Change if necessary.

180-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

365-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change as necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

PM4621-AH0001 Preventive Maintenance - Air Handling Unit 112-Day: Air Handling Unit, Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment, replace/adjust as 
necessary.

PM4621-DOOR0001 Preventive Maintenance - Sliding Door 180-Day Sliding/Roll-up Door, Manual Lubricate tracks as necessary
Check stops and tethers
If any problems are found issue work request

PM4621-EW0001 Preventive Maintenance - EyeWash 30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4621-FAS0001 Preventive Maintenance - Fire Alarm System 30-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions

180-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions
Verify operation of all pull stations and bells
Clean, test, and calibrate smoke detectors if applicable

PM4621-FILT0001 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4621-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.

Apply insecticides or poisons as required.
Complete chemical applications records.

PM4621-PNL0001 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 
(Bobby Collier)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4621-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4621-RV0001 Preventive Maintenance - Relief Valves 365-Day: Relief Valve PM Service and Tag Relief Valve
PM4621-SH0001 Preventive Maintenance - Safety Shower 30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4621-SHEW0001 Preventive Maintenance - Safety Shower and Eyewash 
Station

30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4621-SPR0001 Preventive Maintenance - Sprinkler System 30-Day: Wet Sprinkler System PM Perform PM 
90-Day: Wet Sprinkler System PM Perform PM 
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365-Day: Wet Sprinkler System PM Perform PM

PM4622-DXAC0001 Preventive Maintenance - Direct Expansion AC Unit 90-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
180-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
365-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Clean condenser and evaporator coils
Check safety interlocks

PM4622-EROOM0001 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4622-FILT0001 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4622LIGHTS Preventive Maintenance - Exterior Lighting 90-Day Exterior Lighting Inspection Inspect all Exterior Building Lighting

Inspect all Parking Lot Lighting
Report Findings to Electrical Supervisor

PM4622-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.
Apply insecticides or poisons as required.
Complete chemical applications records.

PM4622-PNL0001 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 
(Bobby Collier)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4622-PNL0002 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4622-RAF0001 Preventive Maintenance - Return Air Fan 90-Day: Supply or Return Air Fan (Night-Shift) Check operation and controls

180-Day: Supply or Return Air Fan (Night-Shift) Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate as necessary

PM4622-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4623-AH0001 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation

Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4623-AH0002 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit,  (Direct Drive) Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary



NNM08AA54C
ATTACHMENT J-24

PREVENTIVE MAINTENANCE

Page 643 of 1447

PMNUM PM DESCRIPTION  TASK DESCRIPTION
PM4623-AH0003 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit,  (Direct Drive) Check controls and unit for proper operation.  If any problems are found 

issue work request
Lubricate shaft and motor bearings as necessary

PM4623-AH0004 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit,  (Direct Drive) Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary

PM4623-AH0005 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit,  (Direct Drive) Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary

PM4623-AH0006 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit,  (Direct Drive) Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary

PM4623-AH0007 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit,  (Direct Drive) Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary

PM4623-AH0008 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit,  (Direct Drive) Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary

PM4623-AH0009 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit,  (Direct Drive) Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary

PM4623-AH0010 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit,  (Direct Drive) Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary

PM4623-AH0011 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit,  (Direct Drive) Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary

PM4623-AH0012 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit,  (Direct Drive) Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary

PM4623-AH0013 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit,  (Direct Drive) Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary

PM4623-AH0014 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit,  (Direct Drive) Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary

PM4623-AH0015 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit,  (Direct Drive) Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary

PM4623-BFP0001 Preventive Maintenance - Back Flow Preventer 90-Day: Back Flow Preventer Check Operations
PM4623-CHLR0001 Preventive Maintenance - Water Chiller 365-Day: Chiller, Air-Cooled Check unit's evaporator and condenser pressures.

Check fan motor if applicable for excessive noise and vibration.
Check oil temperature
Check compressor oil level.
Lubricate condenser fan motors as necessary
Run system control tests.
Perform refrigerant leak check.
Check refrigerant charge/level, add as necessary
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Check compressor for excessive noise/vibration.
Check sensor and mechanical safety limits.
Replace oil and oil filters(s).
Inspect safety relief valve.
Run an insulation test on the motor.
Check (IR Scan) and tighten motor terminals.
Service chiller starter and check all controls and terminations.
Clean condenser
Clean evaporator tubes if available

PM4623-CHLR0002 Preventive Maintenance - Water Chiller 365-Day: Chiller, Air-Cooled Check unit's evaporator and condenser pressures.
Check fan motor if applicable for excessive noise and vibration.
Check oil temperature
Check compressor oil level.
Lubricate condenser fan motors as necessary
Run system control tests.
Perform refrigerant leak check.
Check refrigerant charge/level, add as necessary
Check compressor for excessive noise/vibration.
Check sensor and mechanical safety limits.
Replace oil and oil filters(s).
Inspect safety relief valve.
Run an insulation test on the motor.
Check (IR Scan) and tighten motor terminals.
Service chiller starter and check all controls and terminations.
Clean condenser
Clean evaporator tubes if available

PM4623-CHWP0002 Preventive Maintenance - Chill Water Pump 365-Day Chilled Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands; make 
minor repairs as necessary.
Lubricate pump and motor as necessary.
Check drive coupling

PM4623-CHWP0003 Preventive Maintenance - Chill Water Pump 365-Day Chilled Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands; make 
minor repairs as necessary.
Lubricate pump and motor as necessary.
Check drive coupling

PM4623CWTR0001 Preventive Maintenance - Chilled  Water Treatment 7-day Chilled Water Treatment PM Perform testing on chilled water system
Add chemicals if needed

PM4623-DOOR0001 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM (w/o lifting cables) Inspect drive mechanism
Inspect brake settings if applicable
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect Mounts to ensure that they are sufficiently sized
Inspect chain drive adjustments
If any problems are found issue work request

PM4623-DOOR0002 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM (w/o lifting cables) Inspect drive mechanism
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Inspect brake settings if applicable
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect Mounts to ensure that they are sufficiently sized
Inspect chain drive adjustments
If any problems are found issue work request

PM4623-DOOR0003 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM (w/o lifting cables) Inspect drive mechanism
Inspect brake settings if applicable
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect Mounts to ensure that they are sufficiently sized
Inspect chain drive adjustments
If any problems are found issue work request

PM4623-DOOR0004 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM (w/o lifting cables) Inspect drive mechanism
Inspect brake settings if applicable
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect Mounts to ensure that they are sufficiently sized
Inspect chain drive adjustments
If any problems are found issue work request

PM4623-DOOR0005 Preventive Maintenance - Roll-Up Door 180-Day Sliding/Roll-up Door, Manual Lubricate tracks as necessary
Check stops and tethers
If any problems are found issue work request

PM4623-DOOR0006 Preventive Maintenance - Roll-Up Door 180-Day Sliding/Roll-up Door, Manual Lubricate tracks as necessary
Check stops and tethers
If any problems are found issue work request

PM4623-DOOR0007 Preventive Maintenance - Roll-Up Door 180-Day Sliding/Roll-up Door, Manual Lubricate tracks as necessary
Check stops and tethers
If any problems are found issue work request

PM4623-DOOR0008 Preventive Maintenance - Roll-Up Door 180-Day Sliding/Roll-up Door, Manual Lubricate tracks as necessary
Check stops and tethers
If any problems are found issue work request

PM4623-DOOR0009 Preventive Maintenance - Roll-Up Door 180-Day Sliding/Roll-up Door, Manual Lubricate tracks as necessary
Check stops and tethers
If any problems are found issue work request

PM4623-DOOR0010 Preventive Maintenance - Roll-Up Door 180-Day Sliding/Roll-up Door, Manual Lubricate tracks as necessary
Check stops and tethers
If any problems are found issue work request

PM4623-DOOR0011 Preventive Maintenance - Roll-Up Door 180-Day Sliding/Roll-up Door, Manual Lubricate tracks as necessary
Check stops and tethers
If any problems are found issue work request

PM4623-DOOR0012 Preventive Maintenance - Roll-Up Door 180-Day Sliding/Roll-up Door, Manual Lubricate tracks as necessary
Check stops and tethers
If any problems are found issue work request

PM4623-DOOR0013 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM (w/o lifting cables) Inspect drive mechanism
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Inspect brake settings if applicable
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect Mounts to ensure that they are sufficiently sized
Inspect chain drive adjustments
If any problems are found issue work request

PM4623-EROOM0001 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4623-EROOM0002 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4623-EW0001 Preventive Maintenance - EyeWash 30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4623-EW0004 Preventive Maintenance - Portable EyeWash 30-Day: Portable Eyewash Station Check fluid levels.
Check spray heads for cleanliness.
Clean unit as necessary.
Date and initial inspection tag

180-Day: Portable Eyewash Station Change saline solution.
Check spray heads for cleanliness.
Clean unit as necessary.
Date and initial inspection tag

PM4623-EW0005 Preventive Maintenance - Portable EyeWash 30-Day: Portable Eyewash Station Check fluid levels.
Check spray heads for cleanliness.
Clean unit as necessary.
Date and initial inspection tag

180-Day: Portable Eyewash Station Change saline solution.
Check spray heads for cleanliness.
Clean unit as necessary.
Date and initial inspection tag

PM4623-EW0006 Preventive Maintenance - Portable EyeWash 30-Day: Portable Eyewash Station Check fluid levels.
Check spray heads for cleanliness.
Clean unit as necessary.
Date and initial inspection tag

180-Day: Portable Eyewash Station Change saline solution.
Check spray heads for cleanliness.
Clean unit as necessary.
Date and initial inspection tag

PM4623-FAS0001 Preventive Maintenance - Fire Alarm System 30-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions

180-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions
Verify operation of all pull stations and bells
Clean, test, and calibrate smoke detectors if applicable
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PM4623-FILT0001 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4623-FILT0002 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4623-FILT0003 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4623-FILT0004 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4623-FILT0005 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4623-FILT0006 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4623-FILT0007 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4623-FILT0008 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4623-FILT0009 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4623-FILT0010 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4623-FILT0011 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4623-FILT0012 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4623-FILT0013 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4623-FILT0014 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4623-FILT0015 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4623-HST0001 Preventive Maintenance - Cranes and Hoists 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4623-HST0002 Preventive Maintenance - Cranes and Hoists 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4623-HST0003 Preventive Maintenance - Cranes and Hoists 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4623-ICE0001 Preventive Maintenance - Ice Machine 30-Day: Ice Machine Check water filter
90-Day: Ice Machine Check water filter

Check operation and controls.  If any problems are found issue work request

Check water pressure
Lubricate condenser fan motor as necessary

180-Day: Ice Machine Check water filter
Check operation and controls.  If any problems are found issue work request
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Check water pressure
Lubricate condenser fan motor as necessary
Clean condenser coils

PM4623LIGHTS Preventive Maintenance - Exterior Lighting 90-Day Exterior Lighting Inspection Inspect all Exterior Building Lighting
Inspect all Parking Lot Lighting
Report Findings to Electrical Supervisor

PM4623-LTS0001 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4623-LTS0002 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4623-ODT0001 Preventive Maintenance - Oxygen Detection System 30-Day: Oxygen Detection System, Dry Cell Type Perform visual inspection

Verify ODT is required at this location.  If unit is not needed issue work 
request to remove unit

180-Day: Oxygen Detection System, Dry Cell 
Type

Perform visual inspection

Calibrate system
Check all alarm points
Verify ODT is still required at this location.  If unit is not needed issue work 
request to remove unit

PM4623-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.
Apply insecticides or poisons as required.
Complete chemical applications records.

PM4623-PNL0001 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 
(Bobby Collier)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4623-PNL0002 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4623-PNL0003 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4623-PNL0004 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times



NNM08AA54C
ATTACHMENT J-24

PREVENTIVE MAINTENANCE

Page 649 of 1447

PMNUM PM DESCRIPTION  TASK DESCRIPTION
Install knockout hole plugs as necessary

PM4623-PNL0005 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 
(Bobby Collier)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4623-PNL0006 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4623-PNL0007 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4623-PNL0008 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4623-PNL0009 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4623-PNL0010 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4623-PNL0011 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4623-PNL0012 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4623-PNL0013 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4623-PNL0014 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4623-PNL0015 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4623-PNL0016 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4623-PNL0017 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4623-PNL0018 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4623-PNL0019 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4623-PNL0020 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times



NNM08AA54C
ATTACHMENT J-24

PREVENTIVE MAINTENANCE

Page 650 of 1447

PMNUM PM DESCRIPTION  TASK DESCRIPTION
Install knockout hole plugs as necessary

PM4623-PNL0021 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 
(Bobby Collier)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4623-PNL0022 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4623-PNL0023 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4623-PNL0024 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4623-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4623-ROOF0002 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4623-SH0001 Preventive Maintenance - Portable Eyewash 30-Day: Portable Eyewash Station Check fluid levels.

Check spray heads for cleanliness.
Clean unit as necessary.
Date and initial inspection tag

180-Day: Portable Eyewash Station Change saline solution.
Check spray heads for cleanliness.
Clean unit as necessary.
Date and initial inspection tag

PM4623-SHEW0001 Preventive Maintenance - Safety Shower and Eyewash 
Station

30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4623-SHEW0002 Preventive Maintenance - Safety Shower and Eyewash 
Station

30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4623-SHEW0003 Preventive Maintenance - Portable Eyewash 30-Day: Portable Eyewash Station Check fluid levels.
Check spray heads for cleanliness.
Clean unit as necessary.
Date and initial inspection tag

180-Day: Portable Eyewash Station Change saline solution.
Check spray heads for cleanliness.
Clean unit as necessary.
Date and initial inspection tag

PM4623-SHEW0004 Preventive Maintenance - Safety Shower and Eyewash 
Station

30-Day: Portable Eyewash Station Check fluid levels.

Check spray heads for cleanliness.
Clean unit as necessary.
Date and initial inspection tag

180-Day: Portable Eyewash Station Change saline solution.
Check spray heads for cleanliness.
Clean unit as necessary.
Date and initial inspection tag
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PM4623-SPR0001 Preventive Maintenance - Sprinkler System 30-Day: Wet Sprinkler System PM Perform PM 

90-Day: Wet Sprinkler System PM Perform PM 
365-Day: Wet Sprinkler System PM Perform PM 

PM4623-VSC0001 Preventive Maintenance - Variable Speed Controller 365-Day: Variable Speed Controller Check for excessive heat, odors, noise and vibration.
Clean and check the general condition of variable speed drive panel.

PM4624-DOOR0001 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM (w/o lifting cables) Inspect drive mechanism
Inspect brake settings if applicable
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect Mounts to ensure that they are sufficiently sized
Inspect chain drive adjustments
If any problems are found issue work request

PM4624-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.
Apply insecticides or poisons as required.
Complete chemical applications records.

PM4624-PNL0001 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 
(Bobby Collier)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4624-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4625-DOOR0001 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM (w/o lifting cables) Inspect drive mechanism

Inspect brake settings if applicable
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect Mounts to ensure that they are sufficiently sized
Inspect chain drive adjustments
If any problems are found issue work request

PM4625-LTS0001 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4625-LTS0002 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4625-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.
Apply insecticides or poisons as required.
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Complete chemical applications records.

PM4625-PNL0001 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 
(Bobby Collier)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4625-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4626-DOOR0001 Preventive Maintenance - Roll-Up Door 180-Day Sliding/Roll-up Door, Manual Lubricate tracks as necessary

Check stops and tethers
If any problems are found issue work request

PM4626LIGHTS Preventive Maintenance - Exterior Lighting 90-Day Exterior Lighting Inspection Inspect all Exterior Building Lighting
Inspect all Parking Lot Lighting
Report Findings to Electrical Supervisor

PM4626-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.
Apply insecticides or poisons as required.
Complete chemical applications records.

PM4626-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4627-DXAC0001 Preventive Maintenance - Direct Expansion AC Unit 90-Day: Direct Expansion Unit Package, Split-

Type, Air-Cooled, Belt-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
180-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
365-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Clean condenser and evaporator coils
Check safety interlocks

PM4627-DXAC0002 Preventive Maintenance - Direct Expansion AC Unit 90-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
180-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
365-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Clean condenser and evaporator coils
Check safety interlocks

PM4627-DXAC0003 Preventive Maintenance - Direct Expansion AC Unit 90-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
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180-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
365-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Clean condenser and evaporator coils
Check safety interlocks

PM4627-FAS0001 Preventive Maintenance - Fire Alarm System 30-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions

180-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions
Verify operation of all pull stations and bells
Clean, test, and calibrate smoke detectors if applicable

PM4627-FILT0001 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4627-FILT0002 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4627-FILT0003 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4627-LTS0001 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head

Perform 30 second light operational test
180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head

Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4627-LTS0002 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4627-LTS0003 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4627-LTS0004 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
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Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4627-LTS0005 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4627-LTS0006 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4627-LTS0007 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4627-PNL0001 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 
(Bobby Collier)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4627-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4627-SLPMP001A Preventive Maintenance - Sewage Pump 90-Day: Pump Check operation and controls.  If any problems are found issue work request

PM4627-SLPMP001B Preventive Maintenance - Sewage Pump 90-Day: Pump Check operation and controls.  If any problems are found issue work request

PM4628-ACFLT0001 Preventive Maintenance - Air Compressor Filter Change 365-Day: Air Compressor Filter Change Replace Filter(s) on air compressor unit.

PM4628-ACMP0001 Preventive Maintenance - Air Compressor Control 90-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check Belts.  Change if necessary.

180-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
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Check oil, add or change if necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

365-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change as necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

PM4628-ADRY0001 Preventive Maintenance - Air Dryer 60-Day: Air Dryer, Refrigerant Type (w/ sealed 
condenser motor)

Check operation and controls.  If any problems found then issue work 
request.
Drain and flush
Drain water separator

180-Day: Air Dryer, Refrigerant Type (w/ sealed 
condenser motor)

Check operation and controls.  If any problems are found then issue work 
request.
Drain and flush
Drain water separator
Clean condenser coils

PM4628-AH0001 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4628-AH0002 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4628-BFP0001 Preventive Maintenance - Back Flow Preventer 90-Day: Back Flow Preventer Check Operations
PM4628-CC0001 Preventive Maintenance - Condenser Water 90-Day: Condenser Water Check for corrosion
PM4628-CC0002 Preventive Maintenance - Condenser Water 90-Day: Condenser Water Check for corrosion
PM4628-CCTWR0001 Preventive Maintenance - Cooling Tower 180-Day: Cooling Tower Cleaning Contact HVAC Crew for Support.

Clean and Inspect Hot Water Basin.
clean inside of water tower using water hose, if required; scrape, brush and 
wipe as required;

PM4628-CFC0001 Preventive Maintenance - Condenser Water 30-Day: Condenser Water Clean Conductivity Probes
PM4628-CHLR0001 Preventive Maintenance - Water Chiller 365-Day: DX Chiller Water Cooled Check unit's evaporator and condenser pressures.

Check oil temperature.
Check compressor oil level.
Run system control tests.
Perform refrigerant leak check.
Check refrigerant charge/level, add as necessary
Check compressor for excessive noise/vibration.
Check sensor and mechanical safety limits.
Replace oil.
Inspect cooler and condenser tubes for leaks.
Inspect safety relief valve.
Run an insulation test on the motor.
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Clean condenser tubes.
Clean evaporator tubes if applicable.

PM4628-CHWP0001 Preventive Maintenance - Chill Water Pump 365-Day Chilled Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands; make 
minor repairs as necessary.
Lubricate pump and motor as necessary.
Check drive coupling

PM4628-CHWP0002 Preventive Maintenance - Chill Water Pump 365-Day Chilled Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands; make 
minor repairs as necessary.
Lubricate pump and motor as necessary.
Check drive coupling

PM4628CTTR0001 Preventive Maintenance - Cooling Tower Water Treatment 7-day Cooling Tower Water Treatment PM Perform testing on Cooling tower water system

Add chemicals if needed
PM4628-CTWR0001 Preventive Maintenance - Cooling Tower 90-Day: Cooling Tower Lubricate as necessary

Check oil, add or change if necessary
Check coupling and drives

180-Day: Cooling Tower Check operation of unit for water leaks, noise or vibration.  If any problems 
found issue work request.
Check electrical wiring and connections; make appropriate adjustments.

Drain and flush could water sump and clean strainers; if required.
Refill with water, check make-up water assembly for leakage, adjust 
electronic level controls if necessary.
Remove clean and reinstall conductivity and ph electrodes in chemical water 
treatment system.

PM4628-CTWRC0001 Preventive Maintenance - Cooling Tower Controls 90-Day: Cooling Tower Controls Inspect and calibrate controls
Clean controls if necessary

PM4628-CWP0001 Preventive Maintenance -Condenser Water Pump 365-Day Condenser Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands; make 
minor repairs as necessary.
Lubricate pump and motor as necessary.
Check drive coupling.

PM4628CWTR0001 Preventive Maintenance - Chilled  Water Treatment 7-day Chilled Water Treatment PM Perform testing on chilled water system
Add chemicals if needed

PM4628-DOOR0001 Preventive Maintenance - Roll-Up Door 180-Day Sliding/Roll-up Door, Manual Lubricate tracks as necessary
Check stops and tethers
If any problems are found issue work request

PM4628-DOOR0002 Preventive Maintenance - Roll-Up Door 180-Day Sliding/Roll-up Door, Manual Lubricate tracks as necessary
Check stops and tethers
If any problems are found issue work request

PM4628-DOOR0003 Preventive Maintenance - Roll-Up Door 180-Day Sliding/Roll-up Door, Manual Lubricate tracks as necessary
Check stops and tethers
If any problems are found issue work request
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PM4628-DOOR0004 Preventive Maintenance - Roll-Up Door 180-Day Sliding/Roll-up Door, Manual Lubricate tracks as necessary

Check stops and tethers
If any problems are found issue work request

PM4628-DOOR0005 Preventive Maintenance - Roll-Up Door 180-Day Sliding/Roll-up Door, Manual Lubricate tracks as necessary
Check stops and tethers
If any problems are found issue work request

PM4628-DOOR0006 Preventive Maintenance - Roll-Up Door 180-Day Sliding/Roll-up Door, Manual Lubricate tracks as necessary
Check stops and tethers
If any problems are found issue work request

PM4628-DOOR0007 Preventive Maintenance - Roll-Up Door 180-Day Sliding/Roll-up Door, Manual Lubricate tracks as necessary
Check stops and tethers
If any problems are found issue work request

PM4628-DXAC0001 Preventive Maintenance - Direct Expansion AC Unit 90-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
180-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
365-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Clean condenser and evaporator coils
Check safety interlocks

PM4628-EROOM0001 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4628-FAS0001 Preventive Maintenance - Fire Alarm System 30-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions

180-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions
Verify operation of all pull stations and bells
Clean, test, and calibrate smoke detectors if applicable

PM4628-FILT0001 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4628-FILT0002 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4628-FILT0003 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4628-HDT0001 Preventive Maintenance - Hydrogen Detection System 30-Day: Hydrogen Detection System Perform visual inspection

180-Day: Hydrogen Detection System Perform visual inspection
Calibrate system
Check all alarm points

PM4628-HST0001 Preventive Maintenance - Cranes and Hoists 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
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Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4628-HST0002 Preventive Maintenance - Cranes and Hoists 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4628-HST0003 Preventive Maintenance - Cranes and Hoists 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4628-HST0004 Preventive Maintenance - Cranes and Hoists 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4628-HST0005 Preventive Maintenance - Cranes and Hoists 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4628LIGHTS Preventive Maintenance - Exterior Lighting 90-Day Exterior Lighting Inspection Inspect all Exterior Building Lighting
Inspect all Parking Lot Lighting
Report Findings to Electrical Supervisor

PM4628-LTS0001 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4628-LTS0002 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
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Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4628-ODT0001 Preventive Maintenance - Oxygen Detection System 30-Day: Oxygen Detection System, Dry Cell Type Perform visual inspection

Verify ODT is required at this location.  If unit is not needed issue work 
request to remove unit

180-Day: Oxygen Detection System, Dry Cell 
Type

Perform visual inspection

Calibrate system
Check all alarm points
Verify ODT is still required at this location.  If unit is not needed issue work 
request to remove unit

PM4628-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.
Apply insecticides or poisons as required.
Complete chemical applications records.

PM4628-PMP0001 Preventive Maintenance - Circulating Pump 90-Day: Pump Check operation and controls.  If any problems are found issue work request

180-Day: Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary

PM4628-PNL0001 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 
(Bobby Collier)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4628-PNL0002 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4628-PNL0003 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4628-PNL0004 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4628-PNL0005 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4628-PNL0006 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4628-PNL0007 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times
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Install knockout hole plugs as necessary

PM4628-PNL0008 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 
(Bobby Collier)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4628-PNL0009 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4628-PNL0010 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4628-PNL0011 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4628-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4628-ROOF0002 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4628-RV0001 Preventive Maintenance - Relief Valves 365-Day: Relief Valve PM Service and Tag Relief Valve
PM4628-SH0001 Preventive Maintenance - Safety Shower 30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4628-SH0002 Preventive Maintenance - Safety Shower 30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4628-SH0003 Preventive Maintenance - Safety Shower 30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4628-SHEW0004 Preventive Maintenance - Safety Shower and Eyewash 
Station

30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4629-AH0001 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4629-ATS0001 Preventive Maintenance - Auto Transfer Switch 180-Day: Auto Transfer Switch Check automatic operation and controls
365-Day: Auto Transfer Switch Check automatic operation and controls

Clean equipment
Perform Infrared Inspection to check all contacts and connections
If temperatures of over 121 degrees F noticed, connection must be 
repaired/tightened.

PM4629-BATB0001 Preventive Maintenance - Battery Bank 30-Day: Battery Bank, Sealed Check connections
Clean and lubricate terminals
Clean battery if necessary

PM4629-CHLR0001 Preventive Maintenance - Water Chiller 365-Day: Chiller, Air-Cooled Check unit's evaporator and condenser pressures.
Check fan motor if applicable for excessive noise and vibration.
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Check oil temperature
Check compressor oil level.
Lubricate condenser fan motors as necessary
Run system control tests.
Perform refrigerant leak check.
Check refrigerant charge/level, add as necessary
Check compressor for excessive noise/vibration.
Check sensor and mechanical safety limits.
Replace oil and oil filters(s).
Inspect safety relief valve.
Run an insulation test on the motor.
Check (IR Scan) and tighten motor terminals.
Service chiller starter and check all controls and terminations.
Clean condenser
Clean evaporator tubes if available

PM4629-CHWP0001 Preventive Maintenance - Chill Water Pump 365-Day Chilled Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands; make 
minor repairs as necessary.
Lubricate pump and motor as necessary.
Check drive coupling

PM4629-CHWP0002 Preventive Maintenance - Chill Water Pump 365-Day Chilled Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands; make 
minor repairs as necessary.
Lubricate pump and motor as necessary.
Check drive coupling

PM4629-DXAC0002 Preventive Maintenance - Direct Expansion AC Unit 90-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
180-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
365-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Clean condenser and evaporator coils
Check safety interlocks

PM4629-DXAC0003 Preventive Maintenance - Direct Expansion AC Unit 90-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
180-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
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365-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Clean condenser and evaporator coils
Check safety interlocks

PM4629-DXAC0004 Preventive Maintenance - Direct Expansion AC Unit 90-Day: DX Unit Package, Stand-Alone or Split-
Type, Air-Cooled, Direct-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

180-Day: DX Unit Package, Stand-Alone or Split-
Type, Air-Cooled, Thru The Wall Unit (W/ Sealed 
condenser fan and blower motor

Check operation and controls.  If any problems are found issue work request

365-Day: DX Unit Package, Stand-Alone or Split-
Type, Air-Cooled, Direct-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

Clean condenser and evaporator coils
Check safety interlocks

PM4629-DXAC0005 Preventive Maintenance - Direct Expansion AC Unit 90-Day: DX Unit Package, Stand-Alone or Split-
Type, Air-Cooled, Direct-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

180-Day: DX Unit Package, Stand-Alone or Split-
Type, Air-Cooled, Thru The Wall Unit (W/ Sealed 
condenser fan and blower motor

Check operation and controls.  If any problems are found issue work request

365-Day: DX Unit Package, Stand-Alone or Split-
Type, Air-Cooled, Direct-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

Clean condenser and evaporator coils
Check safety interlocks

PM4629-EROOM0001 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4629-EROOM0002 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4629-EROOM0003 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4629-FAS0001 Preventive Maintenance - Fire Alarm System 30-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions

180-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions
Verify operation of all pull stations and bells
Clean, test, and calibrate smoke detectors if applicable

PM4629-FILT0001 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4629-FILT0002 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
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PM4629-FILT0003 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4629-FILT0004 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4629-FILT0005 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4629-GEN0001 Preventive Maintenance - Emergency Generator 30-Day: Generator Notify building manager of intent to perform generator maintenance prior to 

operating generator.
Seal off all necessary components of building ventilation system in order to 
prevent entry of fumes into building.
Check operation and controls.  If any problems are found issue work request

Check filters if applicable, change if necessary
Check belts if applicable, change if necessary.
Check coolant if applicable, add or change if necessary.
Check stop switch and emergency alarm bell.
Lubricate as necessary
Tighten all bolts
Check oil, add or change if necessary
Check voltage.
Check battery
Check connections and battery charger
Verify day tank's fuel level is topped off between float ranges, if applicable.

90-Day: Generator Notify building manager of intent to perform generator maintenance prior to 
operating generator.
Seal off all necessary components of building ventilation system in order to 
prevent entry of fumes into building.
Check operation and controls.  If any problems are found issue work request

Check filters if applicable, change if necessary
Check belts if applicable, change if necessary.
Check coolant if applicable, add or change if necessary.
Check stop switch and emergency alarm bell.
Lubricate as necessary
Tighten all bolts
Check oil, add or change if necessary
Check voltage.
Check battery
Check connections and battery charger
Check generator output
Verify day tank's fuel level is topped off between float ranges, if applicable.

365-Day: Generator Notify building manager of intent to perform generator maintenance prior to 
operating generator.
Seal off all necessary components of building ventilation system in order to 
prevent entry of fumes into building.
Check operation and controls.  If any problems are found issue work request

Check filters if applicable, change if necessary
Check belts if applicable, change if necessary.
Check coolant if applicable, add or change if necessary.
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Check stop switch and emergency alarm bell.
Lubricate as necessary
Tighten all bolts
Check oil, add or change if necessary
Check voltage.
Check battery
Check connections and battery charger
Check generator output
Winterize system
Verify continuity of generator ground, including the fuel tank ground
Verify day tank's fuel level is topped off between float ranges, if applicable.

PM4629LIGHTS Preventive Maintenance - Exterior Lighting 90-Day Exterior Lighting Inspection Inspect all Exterior Building Lighting
Inspect all Parking Lot Lighting
Report Findings to Electrical Supervisor

PM4629-LTS0001 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4629-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.
Apply insecticides or poisons as required.
Complete chemical applications records.

PM4629-PNL0001 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 
(Bobby Collier)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4629-PNL0002 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4629-PNL0003 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4629-PNL0004 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4629-PNL0005 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4629-PNL0006 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4629-PNL0007 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
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PM4629-PNL0008 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4629-PNL0009 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4629-PNL0010 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4629-PNL0011 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4629-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4629-SPR0001 Preventive Maintenance - Sprinkler System 30-Day: Dry Sprinkler System PM Perform PM 

90-Day: Dry Sprinkler System PM Perform PM 
365-Day: Dry Sprinkler System PM Perform PM 

PM4629-UPS0001 Preventive Maintenance - UPS Power System 90-Day: UPS System Perform visual safety check
Check amperage and voltage

180-Day: UPS System Perform visual safety check
Check amperage and voltage
Check operation and controls

365-Day: UPS System Perform visual safety check
Check amperage and voltage
Check operation and controls
Check termination points
Inspect and clean all modules

PM4630-BATB0001 Preventive Maintenance - Battery Bank 30-Day: Battery Bank, Wet Cell (UPS) Check and refill battery
Check connections
Clean and lubricate terminals
Clean battery if necessary
Check operation and controls
Take specific gravity and voltage readings
Check pilot cell temperature

PM4630-DXAC0001 Preventive Maintenance - Direct Expansion AC Unit 90-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
180-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
365-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Clean condenser and evaporator coils
Check safety interlocks

PM4630-FILT0001 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
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PM4630-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.

Apply insecticides or poisons as required.
Complete chemical applications records.

PM4630-PNL0001 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 
(Bobby Collier)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4630-PNL0002 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4630-PNL0003 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4630-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4631-ACFLT0001 Preventive Maintenance - Air Compressor Filter Change 365-Day: Air Compressor Filter Change Replace Filter(s) on air compressor unit.

PM4631-ACMP0001 Preventive Maintenance - Air Compressor Control 90-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check Belts.  Change if necessary.

180-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

365-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change as necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

PM4631-ADRY0001 Preventive Maintenance - Air Dryer 60-Day: Air Dryer, Refrigerant Type Check operation and controls.  If any problems found then issue work 
request.
Drain and flush
Drain water separator
Lubricate condenser motor as necessary

180-Day: Air Dryer, Refrigerant Type Check operation and controls.  If problem found then issue work request.

Drain and flush
Drain water separator
Lubricate condenser motor as necessary
Clean condenser coils

PM4631-AH0001 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4631-AH0002 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
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Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4631-AH0003 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4631-AH0004 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4631-AH0005 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4631-CHLR0001 Preventive Maintenance - Water Chiller 365-Day: Chiller, Air-Cooled Check unit's evaporator and condenser pressures.
Check fan motor if applicable for excessive noise and vibration.
Check oil temperature
Check compressor oil level.
Lubricate condenser fan motors as necessary
Run system control tests.
Perform refrigerant leak check.
Check refrigerant charge/level, add as necessary
Check compressor for excessive noise/vibration.
Check sensor and mechanical safety limits.
Replace oil and oil filters(s).
Inspect safety relief valve.
Run an insulation test on the motor.
Check (IR Scan) and tighten motor terminals.
Service chiller starter and check all controls and terminations.
Clean condenser
Clean evaporator tubes if available

PM4631-CHWP0001 Preventive Maintenance - Chill Water Pump 365-Day Chilled Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands; make 
minor repairs as necessary.
Lubricate pump and motor as necessary.
Check drive coupling

PM4631-CHWP0002 Preventive Maintenance - Chill Water Pump 365-Day Chilled Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands; make 
minor repairs as necessary.
Lubricate pump and motor as necessary.
Check drive coupling

PM4631-CRU0001 Preventive Maintenance - Computer Room Unit 90-Day Computer Room Type Air Handling Unit, 
Chill Water

Check operation and controls.  If any problems are found issue work request

Lubricate blower motor as necessary



NNM08AA54C
ATTACHMENT J-24

PREVENTIVE MAINTENANCE

Page 668 of 1447

PMNUM PM DESCRIPTION  TASK DESCRIPTION
Check belts, change if necessary
Check and lubricate bearings as necessary
Check safety interlocks

PM4631-DOOR0001 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM (w/o lifting cables) Inspect drive mechanism
Inspect brake settings if applicable
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect Mounts to ensure that they are sufficiently sized
Inspect chain drive adjustments
If any problems are found issue work request

PM4631-DOOR0002 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM (w/o lifting cables) Inspect drive mechanism
Inspect brake settings if applicable
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect Mounts to ensure that they are sufficiently sized
Inspect chain drive adjustments
If any problems are found issue work request

PM4631-DOOR0003 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM (w/o lifting cables) Inspect drive mechanism
Inspect brake settings if applicable
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect Mounts to ensure that they are sufficiently sized
Inspect chain drive adjustments
If any problems are found issue work request

PM4631-DOOR0004 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM (w/o lifting cables) Inspect drive mechanism
Inspect brake settings if applicable
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect Mounts to ensure that they are sufficiently sized
Inspect chain drive adjustments
If any problems are found issue work request

PM4631-DOOR0005 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM (w/o lifting cables) Inspect drive mechanism
Inspect brake settings if applicable
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect Mounts to ensure that they are sufficiently sized
Inspect chain drive adjustments
If any problems are found issue work request

PM4631-DOOR0006 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM (w/o lifting cables) Inspect drive mechanism
Inspect brake settings if applicable
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect Mounts to ensure that they are sufficiently sized
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Inspect chain drive adjustments
If any problems are found issue work request

PM4631-DOOR0007 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM (w/o lifting cables) Inspect drive mechanism
Inspect brake settings if applicable
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect Mounts to ensure that they are sufficiently sized
Inspect chain drive adjustments
If any problems are found issue work request

PM4631-DOOR0008 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM (w/o lifting cables) Inspect drive mechanism
Inspect brake settings if applicable
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect Mounts to ensure that they are sufficiently sized
Inspect chain drive adjustments
If any problems are found issue work request

PM4631-DOOR0009 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM (w/o lifting cables) Inspect drive mechanism
Inspect brake settings if applicable
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect Mounts to ensure that they are sufficiently sized
Inspect chain drive adjustments
If any problems are found issue work request

PM4631-EAF0001 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4631-EAF0002 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4631-EAF0003 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4631-EAF0004 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
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If any problems are found issue work request

PM4631-EW0001 Preventive Maintenance - EyeWash 30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4631-FILT0001 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4631-FILT0002 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4631-FILT0003 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4631-FILT0004 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4631-FILT0005 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4631-FILT0006 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4631-FILT0007 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4631-FILT0008 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4631-HUM0001 Preventive Maintenance - Dehumidifier 90-Day Humidifier, Ionic Bed Type Check operation and controls.  If any problems are found issue work request

Check/Clean make-up water filter (prefilter).
Perform diagnostic test.
Inspect vapor hoses.
Inspect ionic bed door gasket for leakage.
Inspect ionic bed filters and replace as necessary.
Inspect tank for excess scale.
Check terminals.
Report any deficiencies that were unable to be corrected.

PM4631-HUM0002 Preventive Maintenance - Dehumidifier 90-Day Humidifier, Ionic Bed Type Check operation and controls.  If any problems are found issue work request

Check/Clean make-up water filter (prefilter).
Perform diagnostic test.
Inspect vapor hoses.
Inspect ionic bed door gasket for leakage.
Inspect ionic bed filters and replace as necessary.
Inspect tank for excess scale.
Check terminals.
Report any deficiencies that were unable to be corrected.

PM4631-LTS0001 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4631-LTS0002 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
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Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4631-LTS0003 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4631-LTS0004 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4631-LTS0005 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4631-LTS0006 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4631-LTS0007 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4631-LTS0008 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
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Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4631-LTS0009 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4631-LTS0010 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4631-LTS0011 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4631-LTS0012 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4631-LTS0013 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test
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365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head

Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4631-LTS0014 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4631-LTS0015 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4631-LTS0016 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4631-LTS0017 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4631-LTS0018 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals
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PM4631-LTS0019 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head

Perform 30 second light operational test
180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head

Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4631-LTS0020 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4631-LTS0021 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4631-LTS0022 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4631-LTS0023 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4631-LTS0024 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test
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Check condition of lamps
Check condition of battery

PM4631-LTS0025 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4631-LTS0026 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4631-LTS0027 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4631-LTS0028 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4631-LTS0029 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4631-LTS0030 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4631-LTS0031 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4631-LTS0032 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
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Check condition of battery

PM4631-LTS0033 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4631-LTS0034 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4631-LTS0035 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4631-LTS0036 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4631-LTS0037 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4631-LTS0038 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals
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PM4631-LTS0039 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head

Perform 30 second light operational test
180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head

Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4631-LTS0040 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4631-LTS0041 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4631-LTS0042 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4631-RV0001 Preventive Maintenance - Relief Valves 365-Day: Relief Valve PM Service and Tag Relief Valve
PM4631-SAF0001 Preventive Maintenance - Supply Air Fan 90-Day: Supply or Return Air Fan (Night-Shift) Check operation and controls

180-Day: Supply or Return Air Fan (Night-Shift) Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate as necessary

PM4631-SAF0002 Preventive Maintenance - Supply Air Fan 90-Day: Supply or Return Air Fan (Night-Shift) Check operation and controls

180-Day: Supply or Return Air Fan (Night-Shift) Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate as necessary
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PM4631-SHEW0001 Preventive Maintenance - Safety Shower and Eyewash 

Station
30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4631-SHEW0002 Preventive Maintenance - Safety Shower and Eyewash 
Station

30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4631-SPR0001 Preventive Maintenance - Sprinkler System 30-Day: Wet Sprinkler System PM Perform PM 
90-Day: Wet Sprinkler System PM Perform PM 
365-Day: Wet Sprinkler System PM Perform PM 

PM4631-VSC0001 Preventive Maintenance - Variable Speed Controller 365-Day: Variable Speed Controller Check for excessive heat, odors, noise and vibration.
Clean and check the general condition of variable speed drive panel.

PM4631-VSC0002 Preventive Maintenance - Variable Speed Controller 365-Day: Variable Speed Controller Check for excessive heat, odors, noise and vibration.
Clean and check the general condition of variable speed drive panel.

PM4631-VSC0003 Preventive Maintenance - Variable Speed Controller 365-Day: Variable Speed Controller Check for excessive heat, odors, noise and vibration.
Clean and check the general condition of variable speed drive panel.

PM4631-VSC0004 Preventive Maintenance - Variable Speed Controller 365-Day: Variable Speed Controller Check for excessive heat, odors, noise and vibration.
Clean and check the general condition of variable speed drive panel.

PM4631-VSC0005 Preventive Maintenance - Variable Speed Controller 365-Day: Variable Speed Controller Check for excessive heat, odors, noise and vibration.
Clean and check the general condition of variable speed drive panel.

PM4635-1-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4635-1-SHEW0002 Preventive Maintenance - Safety Shower and Eyewash 

Station
30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4635-2-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4635-3-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4635-3-SHEW0001 Preventive Maintenance - Safety Shower and Eyewash 

Station
30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4635-4-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4635-4-SHEW0001 Preventive Maintenance - Safety Shower and Eyewash 

Station
30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4635LIGHTS Preventive Maintenance - Exterior Lighting 90-Day Exterior Lighting Inspection Inspect all Exterior Building Lighting
Inspect all Parking Lot Lighting
Report Findings to Electrical Supervisor

PM4635-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.
Apply insecticides or poisons as required.
Complete chemical applications records.

PM4638-ACFLT0001 Preventive Maintenance - Air Compressor Filter Change 365-Day: Air Compressor Filter Change Replace Filter(s) on air compressor unit.

PM4638-ACMP0001 Preventive Maintenance - Air Compressor Control 90-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
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Check Belts.  Change if necessary.

180-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

365-Day: Air Compressor (Post RCM) Drain Tank.  If unit has automatic drain then cycle drain.
Check oil and oil filter. Change as necessary.
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

PM4638-DOOR0001 Preventive Maintenance - Roll-Up Door 180-Day Sliding/Roll-up Door, Manual Lubricate tracks as necessary
Check stops and tethers
If any problems are found issue work request

PM4638-DXAC0001 Preventive Maintenance - Direct Expansion AC Unit 90-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
180-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
365-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Clean condenser and evaporator coils
Check safety interlocks

PM4638-FAS0001 Preventive Maintenance - Fire Alarm System 30-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions

180-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions
Verify operation of all pull stations and bells
Clean, test, and calibrate smoke detectors if applicable

PM4638-FILT0001 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4638LIGHTS Preventive Maintenance - Exterior Lighting 90-Day Exterior Lighting Inspection Inspect all Exterior Building Lighting

Inspect all Parking Lot Lighting
Report Findings to Electrical Supervisor

PM4638-LTS0001 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4638-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.
Apply insecticides or poisons as required.
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Complete chemical applications records.

PM4638-PNL0001 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 
(Bobby Collier)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4638-PNL0002 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4638-PNL0003 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4638-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4639-BATB0001 Preventive Maintenance - Battery Bank 30-Day: Battery Bank, Wet Cell (UPS) Check and refill battery

Check connections
Clean and lubricate terminals
Clean battery if necessary
Check operation and controls
Take specific gravity and voltage readings
Check pilot cell temperature

PM4639-DOOR0001 Preventive Maintenance - Roll-Up Door 180-Day Sliding/Roll-up Door, Manual Lubricate tracks as necessary
Check stops and tethers
If any problems are found issue work request

PM4639-DXAC0001 Preventive Maintenance - Direct Expansion AC Unit 90-Day: Direct Expansion Unit Package, Stand-
Alone or Split-Type, Air-Cooled, Direct-Driven

Check operation and controls.  If any problems are found issue work request.

Lubricate condenser fan as necessary
Lubricate blower motor as necessary

180-Day: Direct Expansion Unit Package, Stand-
Alone or Split-Type, Air-Cooled, Thru The Wall 
Unit

Check operation and controls.  If any problems are found issue work request

Lubricate condenser fan as necessary
Lubricate blower motor as necessary
Check suction and discharge pressure

365-Day: Direct Expansion Unit Package, Stand-
Alone or Split-Type, Air-Cooled, Direct-Driven

Check operation and controls.  If any problems are found issue work request

Lubricate condenser fan as necessary
Lubricate blower motor as necessary
Check suction and discharge pressure
Clean condenser and evaporator coils
Check safety interlocks

PM4639-FILT0001 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4639LIGHTS Preventive Maintenance - Exterior Lighting 90-Day Exterior Lighting Inspection Inspect all Exterior Building Lighting

Inspect all Parking Lot Lighting
Report Findings to Electrical Supervisor

PM4639-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.
Apply insecticides or poisons as required.
Complete chemical applications records.
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PM4639-PNL0001 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4639-PNL0002 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4639-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4639-SH0001 Preventive Maintenance - Safety Shower 30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4639-SH0002 Preventive Maintenance - Safety Shower 30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4640-ACFLT0001 Preventive Maintenance - Air Compressor Filter Change 365-Day: Air Compressor Filter Change Replace Filter(s) on air compressor unit.

PM4640-ACMP0001 Preventive Maintenance - Air Compressor 90-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check Belts.  Change if necessary.

180-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

365-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change as necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

PM4640-DOOR0001 Preventive Maintenance - Roll-Up Door 180-Day Sliding/Roll-up Door, Manual Lubricate tracks as necessary
Check stops and tethers
If any problems are found issue work request

PM4640-DXAC0001 Preventive Maintenance - Direct Expansion AC Unit 90-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
180-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
365-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Clean condenser and evaporator coils
Check safety interlocks
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PM4640-EW0001 Preventive Maintenance - EyeWash 30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4640-EW0002 Preventive Maintenance - EyeWash 30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4640-FAS0001 Preventive Maintenance - Fire Alarm System 30-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions

180-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions
Verify operation of all pull stations and bells
Clean, test, and calibrate smoke detectors if applicable

PM4640-FILT0001 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4640-GEN0001 Preventive Maintenance - Emergency Generator 30-Day: Generator Check operation and controls.  If any problems are found issue work request

Check filters if applicable, change if necessary
Check belts, or drive coupling if applicable, change if necessary.
Check stop switch.
Lubricate as necessary
Tighten all bolts
Check oil, add or change if necessary
Check voltage
Check connections and battery charger
Verify day tank's fuel level is topped off between float ranges, if applicable.

PM4640LIGHTS Preventive Maintenance - Exterior Lighting 90-Day Exterior Lighting Inspection Inspect all Exterior Building Lighting
Inspect all Parking Lot Lighting
Report Findings to Electrical Supervisor

PM4640-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.
Apply insecticides or poisons as required.
Complete chemical applications records.

PM4640-PNL0001 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 
(Bobby Collier)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4640-PNL0002 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4640-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4640-RV0001 Preventive Maintenance - Relief Valves 365-Day: Relief Valve PM Service and Tag Relief Valve
PM4641-DOOR0001 Preventive Maintenance - Roll-Up Door 180-Day Sliding/Roll-up Door, Manual Lubricate tracks as necessary

Check stops and tethers
If any problems are found issue work request

PM4641LIGHTS Preventive Maintenance - Exterior Lighting 90-Day Exterior Lighting Inspection Inspect all Exterior Building Lighting
Inspect all Parking Lot Lighting
Report Findings to Electrical Supervisor

PM4641-LTS0001 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
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Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4641-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.
Apply insecticides or poisons as required.
Complete chemical applications records.

PM4641-PNL0001 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 
(Bobby Collier)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4641-PNL0002 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4641-PNL0003 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4641-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4642-DOOR0001 Preventive Maintenance - Roll-Up Door 180-Day Sliding/Roll-up Door, Manual Lubricate tracks as necessary

Check stops and tethers
If any problems are found issue work request

PM4642LIGHTS Preventive Maintenance - Exterior Lighting 90-Day Exterior Lighting Inspection Inspect all Exterior Building Lighting
Inspect all Parking Lot Lighting
Report Findings to Electrical Supervisor

PM4642-LTS0001 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4642-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.
Apply insecticides or poisons as required.
Complete chemical applications records.

PM4642-PNL0001 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 
(Bobby Collier)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4642-PNL0002 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4642-PNL0003 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
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PM4642-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4643-DXAC0001 Preventive Maintenance - Direct Expansion AC Unit 90-Day: Direct Expansion Unit Package, Split-

Type, Air-Cooled, Belt-Driven
Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary

180-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary

365-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary
Clean condenser and evaporator coils
Check safety interlocks

PM4643-FAS0001 Preventive Maintenance - Fire Alarm System 30-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions

180-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions
Verify operation of all pull stations and bells
Clean, test, and calibrate smoke detectors if applicable

PM4643-FILT0001 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4643LIGHTS Preventive Maintenance - Exterior Lighting 90-Day Exterior Lighting Inspection Inspect all Exterior Building Lighting

Inspect all Parking Lot Lighting
Report Findings to Electrical Supervisor

PM4643-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.
Apply insecticides or poisons as required.
Complete chemical applications records.

PM4643-PNL0001 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 
(Bobby Collier)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4643-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4643-SHEW0001 Preventive Maintenance - Safety Shower and Eyewash 

Station
30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4643-SHEW0002 Preventive Maintenance - Safety Shower and Eyewash 
Station

30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4643-SPR0001 Preventive Maintenance - Sprinkler System 30-Day: Wet Sprinkler System PM Perform PM 
90-Day: Wet Sprinkler System PM Perform PM 
365-Day: Wet Sprinkler System PM Perform PM 
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PM4644-DXAC0001 Preventive Maintenance - Direct Expansion AC Unit 90-Day: Direct Expansion Unit Package, Stand-

Alone or Split-Type, Air-Cooled, Direct-Driven 
(W/ Sealed Blower Motor)

Check operation and controls.  If any problems are found issue work request

Lubricate condenser fan as necessary
180-Day: Direct Expansion Unit Package, Stand-
Alone or Split-Type, Air-Cooled, Thru The Wall 
Unit (W/ Sealed Blower Motor)

Check operation and controls.  If any problems are found issue work request

Lubricate condenser fan as necessary
365-Day: Direct Expansion Unit Package, Stand-
Alone or Split-Type, Air-Cooled, Direct-Driven 
(W/ Sealed Blower Motor)

Check operation and controls.  If any problems are found issue work request

Lubricate condenser fan as necessary
Clean condenser and evaporator coils
Check safety interlocks

PM4644-DXAC0002 Preventive Maintenance - Direct Expansion AC Unit 90-Day: Direct Expansion Unit Package, Stand-
Alone or Split-Type, Air-Cooled, Direct-Driven 
(W/ Sealed Blower Motor)

Check operation and controls.  If any problems are found issue work request

Lubricate condenser fan as necessary
180-Day: Direct Expansion Unit Package, Stand-
Alone or Split-Type, Air-Cooled, Thru The Wall 
Unit (W/ Sealed Blower Motor)

Check operation and controls.  If any problems are found issue work request

Lubricate condenser fan as necessary
365-Day: Direct Expansion Unit Package, Stand-
Alone or Split-Type, Air-Cooled, Direct-Driven 
(W/ Sealed Blower Motor)

Check operation and controls.  If any problems are found issue work request

Lubricate condenser fan as necessary
Clean condenser and evaporator coils
Check safety interlocks

PM4644-FILT0001 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4644-FILT0002 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4644-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4645-DOOR0001 Preventive Maintenance - Roll-Up Door 180-Day Sliding/Roll-up Door, Manual Lubricate tracks as necessary

Check stops and tethers
If any problems are found issue work request

PM4645-HV0001 Preventive Maintenance - Heating Vent Unit 180-Day Heating/Ventilating Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust as necessary.

PM4645LIGHTS Preventive Maintenance - Exterior Lighting 90-Day Exterior Lighting Inspection Inspect all Exterior Building Lighting
Inspect all Parking Lot Lighting
Report Findings to Electrical Supervisor

PM4645-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.
Apply insecticides or poisons as required.
Complete chemical applications records.

PM4645-PNL0001 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 
(Bobby Collier)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
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PM4645-PNL0002 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4645-PNL0003 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4645-PNL0004 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4645-PNL0005 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4645-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4646-ACFLT0001 Preventive Maintenance - Air Compressor Filter Change 365-Day: Air Compressor Filter Change Replace Filter(s) on air compressor unit.

PM4646-ACMP0001 Preventive Maintenance - Air Compressor Control 90-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check Belts.  Change if necessary.

180-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

365-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change as necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

PM4646-ADRY0001 Preventive Maintenance - Air Dryer 60-Day: Air Dryer, Refrigerant Type (w/ sealed 
condenser motor)

Check operation and controls.  If any problems found then issue work 
request.
Drain and flush
Drain water separator

180-Day: Air Dryer, Refrigerant Type (w/ sealed 
condenser motor)

Check operation and controls.  If any problems are found then issue work 
request.
Drain and flush
Drain water separator
Clean condenser coils

PM4646-AH0001 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4646-CHLR0001 Preventive Maintenance - Water Chiller 365-Day: DX Chiller Water Cooled Check unit's evaporator and condenser pressures.
Check oil temperature.
Check compressor oil level.
Run system control tests.
Perform refrigerant leak check.
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Check refrigerant charge/level, add as necessary
Check compressor for excessive noise/vibration.
Check sensor and mechanical safety limits.
Replace oil.
Inspect cooler and condenser tubes for leaks.
Inspect safety relief valve.
Run an insulation test on the motor.
Clean condenser tubes.
Clean evaporator tubes if applicable.

PM4646-CHWP0001 Preventive Maintenance - Chill Water Pump 365-Day Chilled Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands; make 
minor repairs as necessary.
Lubricate pump and motor as necessary.
Check drive coupling

PM4646-EAF0001 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4646-EROOM0001 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4646-FAS0001 Preventive Maintenance - Fire Alarm System 30-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions

180-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions
Verify operation of all pull stations and bells
Clean, test, and calibrate smoke detectors if applicable

PM4646-FILT0001 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4646LIGHTS Preventive Maintenance - Exterior Lighting 90-Day Exterior Lighting Inspection Inspect all Exterior Building Lighting

Inspect all Parking Lot Lighting
Report Findings to Electrical Supervisor

PM4646-LTS0001 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4646-LTS0002 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test
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365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head

Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4646-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.
Apply insecticides or poisons as required.
Complete chemical applications records.

PM4646-PNL0001 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 
(Bobby Collier)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4646-PNL0002 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4646-PNL0003 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4646-PNL0004 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4646-PNL0005 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4646-PNL0006 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4646-PNL0007 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4646-PNL0008 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4646-PNL0009 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4646-REC0001 Preventive Maintenance - Rectifier 90-Day: Rectifier Check operation and controls.  If any problems are found issue work request

Check connections and battery charger
Check voltage and amperage
Check and tighten all lugs

180-Day: Rectifier Check operation and controls.  If any problems are found issue work request

Check connections and battery charger
Check voltage and amperage
Check and tighten all lugs
Clean equipment

PM4646-REC0002 Preventive Maintenance - Rectifier 90-Day: Rectifier Check operation and controls.  If any problems are found issue work request

Check connections and battery charger
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Check voltage and amperage
Check and tighten all lugs

180-Day: Rectifier Check operation and controls.  If any problems are found issue work request

Check connections and battery charger
Check voltage and amperage
Check and tighten all lugs
Clean equipment

PM4646-REC0003 Preventive Maintenance - Rectifier 90-Day: Rectifier Check operation and controls.  If any problems are found issue work request

Check connections and battery charger
Check voltage and amperage
Check and tighten all lugs

180-Day: Rectifier Check operation and controls.  If any problems are found issue work request

Check connections and battery charger
Check voltage and amperage
Check and tighten all lugs
Clean equipment

PM4646-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4646-RV0001 Preventive Maintenance - Relief Valves 365-Day: Relief Valve PM Service and Tag Relief Valve
PM4648-ACFLT0001 Preventive Maintenance - Air Compressor Filter Change 365-Day: Air Compressor Filter Change Replace Filter(s) on air compressor unit.

PM4648-ACMP0001 Preventive Maintenance - Air Compressor Control 90-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check Belts.  Change if necessary.

180-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

365-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change as necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

PM4648-DOOR0002 Preventive Maintenance - Roll-Up Door 180-Day Sliding/Roll-up Door, Manual Lubricate tracks as necessary
Check stops and tethers
If any problems are found issue work request

PM4648-DXAC0001 Preventive Maintenance - Direct Expansion AC Unit 90-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven (W/ Sealed blower 
motor)

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate condenser fan as necessary

180-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven (W/ Sealed Blower 
motor)

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
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Lubricate condenser fan as necessary

365-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven (W/ Sealed blower 
motor)

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate condenser fan as necessary
Clean condenser and evaporator coils
Check safety interlocks

PM4648-FAS0001 Preventive Maintenance - Fire Alarm System 30-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions

180-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions
Verify operation of all pull stations and bells
Clean, test, and calibrate smoke detectors if applicable

PM4648-FILT0001 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4648-HST0003 Preventive Maintenance - Cranes and Hoists 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4648LIGHTS Preventive Maintenance - Exterior Lighting 90-Day Exterior Lighting Inspection Inspect all Exterior Building Lighting
Inspect all Parking Lot Lighting
Report Findings to Electrical Supervisor

PM4648-LTS0002 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4648-LTS0003 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4648-LTS0004 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test
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365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head

Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4648-LTS0005 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4648-LTS0007 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4648-ODT0001 Preventive Maintenance - Oxygen Detection System 30-Day: Oxygen Detection System, Dry Cell Type Perform visual inspection

Verify ODT is required at this location.  If unit is not needed issue work 
request to remove unit

180-Day: Oxygen Detection System, Dry Cell 
Type

Perform visual inspection

Calibrate system
Check all alarm points
Verify ODT is still required at this location.  If unit is not needed issue work 
request to remove unit

PM4648-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.
Apply insecticides or poisons as required.
Complete chemical applications records.

PM4648-PNL0001 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 
(Bobby Collier)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4648-PNL0002 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4648-PNL0003 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4648-PNL0004 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
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PM4648-PNL0005 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4648-PNL0006 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4648-PNL0007 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4648-PNL0008 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4648-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4648-ROOF0002 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4648-ROOF0003 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4648-RV0001 Preventive Maintenance - Relief Valves 365-Day: Relief Valve PM Service and Tag Relief Valve
PM4649-AH0001 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 

issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4649-AH0002 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4649-ATS0001 Preventive Maintenance - Auto Transfer Switch 180-Day: Auto Transfer Switch Check automatic operation and controls
365-Day: Auto Transfer Switch Check automatic operation and controls

Clean equipment
Perform Infrared Inspection to check all contacts and connections
If temperatures of over 121 degrees F noticed, connection must be 
repaired/tightened.

PM4649-CHLR0001 Preventive Maintenance - Water Chiller 365-Day: DX Chiller Water Cooled Check unit's evaporator and condenser pressures.
Check oil temperature.
Check compressor oil level.
Run system control tests.
Perform refrigerant leak check.
Check refrigerant charge/level, add as necessary
Check compressor for excessive noise/vibration.
Check sensor and mechanical safety limits.
Replace oil.
Inspect cooler and condenser tubes for leaks.
Inspect safety relief valve.
Run an insulation test on the motor.
Clean condenser tubes.
Clean evaporator tubes if applicable.

PM4649-CHWP0001 Preventive Maintenance - Chill Water Pump 365-Day Chilled Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
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Check for leaks on suction and discharge piping, seals, packing glands; make 
minor repairs as necessary.
Lubricate pump and motor as necessary.
Check drive coupling

PM4649-CHWP0002 Preventive Maintenance - Chill Water Pump 365-Day Chilled Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands; make 
minor repairs as necessary.
Lubricate pump and motor as necessary.
Check drive coupling

PM4649-CRN0001 Preventive Maintenance - Crane 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4649-CRN0002 Preventive Maintenance - Crane 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4649-DOOR0001 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM (w/o lifting cables) Inspect drive mechanism
Inspect brake settings if applicable
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect Mounts to ensure that they are sufficiently sized
Inspect chain drive adjustments
If any problems are found issue work request

PM4649-DXAC0005 Preventive Maintenance - Direct Expansion AC Unit 90-Day: DX Unit Package, Stand-Alone or Split-
Type, Air-Cooled, Direct-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

180-Day: DX Unit Package, Stand-Alone or Split-
Type, Air-Cooled, Thru The Wall Unit (W/ Sealed 
condenser fan and blower motor

Check operation and controls.  If any problems are found issue work request

365-Day: DX Unit Package, Stand-Alone or Split-
Type, Air-Cooled, Direct-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

Clean condenser and evaporator coils
Check safety interlocks

PM4649-EROOM0001 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.
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PM4649-EROOM0002 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.

Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4649-FAS0001 Preventive Maintenance - Fire Alarm System 30-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions

180-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions
Verify operation of all pull stations and bells
Clean, test, and calibrate smoke detectors if applicable

PM4649-FILT0001 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4649-FILT0002 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4649-GEN0001 Preventive Maintenance - Emergency Generator 30-Day: Generator Notify building manager of intent to perform generator maintenance prior to 

operating generator.
Seal off all necessary components of building ventilation system in order to 
prevent entry of fumes into building.
Check operation and controls.  If any problems are found issue work request

Check filters if applicable, change if necessary
Check belts if applicable, change if necessary.
Check coolant if applicable, add or change if necessary.
Check stop switch and emergency alarm bell.
Lubricate as necessary
Tighten all bolts
Check oil, add or change if necessary
Check voltage.
Check battery
Check connections and battery charger
Verify day tank's fuel level is topped off between float ranges, if applicable.

90-Day: Generator Notify building manager of intent to perform generator maintenance prior to 
operating generator.
Seal off all necessary components of building ventilation system in order to 
prevent entry of fumes into building.
Check operation and controls.  If any problems are found issue work request

Check filters if applicable, change if necessary
Check belts if applicable, change if necessary.
Check coolant if applicable, add or change if necessary.
Check stop switch and emergency alarm bell.
Lubricate as necessary
Tighten all bolts
Check oil, add or change if necessary
Check voltage.
Check battery
Check connections and battery charger
Check generator output
Verify day tank's fuel level is topped off between float ranges, if applicable.
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365-Day: Generator Notify building manager of intent to perform generator maintenance prior to 

operating generator.
Seal off all necessary components of building ventilation system in order to 
prevent entry of fumes into building.
Check operation and controls.  If any problems are found issue work request

Check filters if applicable, change if necessary
Check belts if applicable, change if necessary.
Check coolant if applicable, add or change if necessary.
Check stop switch and emergency alarm bell.
Lubricate as necessary
Tighten all bolts
Check oil, add or change if necessary
Check voltage.
Check battery
Check connections and battery charger
Check generator output
Winterize system
Verify continuity of generator ground, including the fuel tank ground
Verify day tank's fuel level is topped off between float ranges, if applicable.

PM4649-HUM0001 Preventive Maintenance - Humidifier 90-Day Humidifier, Electric Generator Type Check operation and controls.  If any problems are found issue work request

Check canister for mineral build-up
Check fill valve
Check dump valve
Inspect Vapor hoses

PM4649-HUM0002 Preventive Maintenance - Humidifier 90-Day Humidifier, Electric Generator Type Check operation and controls.  If any problems are found issue work request

Check canister for mineral build-up
Check fill valve
Check dump valve
Inspect Vapor hoses

PM4649-HWP0001 Preventive Maintenance - Hot Water Pump 365-Day: Hot Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary
Check drive coupling

PM4649-HWP0002 Preventive Maintenance - Hot Water Pump 365-Day: Hot Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary
Check drive coupling

PM4649LIGHTS Preventive Maintenance - Exterior Lighting 90-Day Exterior Lighting Inspection Inspect all Exterior Building Lighting
Inspect all Parking Lot Lighting
Report Findings to Electrical Supervisor
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PM4649-LROD0001 Preventive Maintenance - Lightning Protection System 365 Day: Lightning Protection System Measure and record resistance readings

Inspect rods, cables, and fasteners
Attach and turn in ground readings with PM sheet

PM4649-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.
Apply insecticides or poisons as required.
Complete chemical applications records.

PM4649-PNL0001 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 
(Bobby Collier)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4649-PNL0002 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4649-PNL0003 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4649-PNL0004 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4649-PNL0005 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4649-PNL0006 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4649-PNL0007 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4649-PNL0008 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4649-PNL0009 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4649-PNL0010 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4649-PNL0011 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4649-PNL0012 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4649-PNL0013 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4649-PNL0014 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times
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Install knockout hole plugs as necessary

PM4649-PNL0015 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 
(Bobby Collier)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4649-PNL0016 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4649-PNL0017 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4649-PNL0018 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4649-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4649-ROOF0002 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4649-ROOF0003 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4649-RV0002 Preventive Maintenance - Relief Valves 365-Day: Relief Valve PM Service and Tag Relief Valve
PM4650-ACFLT0001 Preventive Maintenance - Air Compressor Filter Change 365-Day: Air Compressor Filter Change Replace Filter(s) on air compressor unit.

PM4650-ACFLT0003 Preventive Maintenance - Air Compressor Filter Change 365-Day: Air Compressor Filter Change Replace Filter(s) on air compressor unit.

PM4650-ACFLT0005 Preventive Maintenance - Air Compressor Filter Change 365-Day: Air Compressor Filter Change Replace Filter(s) on air compressor unit.

PM4650-ACMP0001 Preventive Maintenance - Air Compressor Control 90-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check Belts.  Change if necessary.

180-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

365-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change as necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

PM4650-ACMP0003 Preventive Maintenance - Air Compressor Control 90-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check Belts.  Change if necessary.

180-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

365-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change as necessary
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Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

PM4650-ACMP0005 Preventive Maintenance - Air Compressor Sprinkler 90-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check Belts.  Change if necessary.

180-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

365-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change as necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

PM4650-AH0001 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4650-AH0002 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4650-AH0003 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4650-AH0004 Preventive Maintenance - Air Handling Unit 112-Day: Air Handling Unit, Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment, replace/adjust as 
necessary.

PM4650-AH0005 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4650-AH0006 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4650-AH0007 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
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Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4650-AH004A Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4650-BATB0001 Preventive Maintenance - Battery Bank 30-Day: Battery Bank, Sealed Check connections
Clean and lubricate terminals
Clean battery if necessary

PM4650-CHWP0001 Preventive Maintenance - Chill Water Pump 365-Day Chilled Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands; make 
minor repairs as necessary.
Lubricate pump and motor as necessary.
Check drive coupling

PM4650-CHWP0002 Preventive Maintenance - Chill Water Pump 365-Day Chilled Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands; make 
minor repairs as necessary.
Lubricate pump and motor as necessary.
Check drive coupling

PM4650-CHWP0003 Preventive Maintenance - Chill Water Pump 365-Day Chilled Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands; make 
minor repairs as necessary.
Lubricate pump and motor as necessary.
Check drive coupling

PM4650-CRN0001 Preventive Maintenance - Crane 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4650-CRN0002 Preventive Maintenance - Crane 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4650-CRN0003 Preventive Maintenance - Crane 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
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Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4650-CRN0004 Preventive Maintenance - Crane 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4650-CRN0005 Preventive Maintenance - Crane 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4650-CRN0006 Preventive Maintenance - Crane 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4650-CRN0007 Preventive Maintenance - Crane 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4650-CRN0008 Preventive Maintenance - Crane 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4650-DOOR0001 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM (w/o lifting cables) Inspect drive mechanism
Inspect brake settings if applicable
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
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Inspect Mounts to ensure that they are sufficiently sized
Inspect chain drive adjustments
If any problems are found issue work request

PM4650-DOOR0002 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM (w/o lifting cables) Inspect drive mechanism
Inspect brake settings if applicable
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect Mounts to ensure that they are sufficiently sized
Inspect chain drive adjustments
If any problems are found issue work request

PM4650-DOOR0003 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM (w/o lifting cables) Inspect drive mechanism
Inspect brake settings if applicable
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect Mounts to ensure that they are sufficiently sized
Inspect chain drive adjustments
If any problems are found issue work request

PM4650-DOOR0004 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM (w/o lifting cables) Inspect drive mechanism
Inspect brake settings if applicable
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect Mounts to ensure that they are sufficiently sized
Inspect chain drive adjustments
If any problems are found issue work request

PM4650-DOOR0005 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM (w/o lifting cables) Inspect drive mechanism
Inspect brake settings if applicable
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect Mounts to ensure that they are sufficiently sized
Inspect chain drive adjustments
If any problems are found issue work request

PM4650-DOOR0006 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM Inspect lifting cables
Inspect drive mechanism
Inspect brake settings if applicable.
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect chain drive adjustments
If any problems are found issue work request

PM4650-DOOR0007 Preventive Maintenance - Roll-Up Door 30-Day Personnel Doors, Electric Check operation and controls.  If any problems are found issue work request.

Clean photocells and check range
Check door closure pressure
Clean tracks and check for proper alignment
Check tolerances on locking mechanisms
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Check emergency release mechanisms (where applicable)

PM4650-DXAC0001 Preventive Maintenance - Direct Expansion AC Unit 90-Day: DX Unit Package, Stand-Alone or Split-
Type, Air-Cooled, Direct-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

180-Day: DX Unit Package, Stand-Alone or Split-
Type, Air-Cooled, Thru The Wall Unit (W/ Sealed 
condenser fan and blower motor

Check operation and controls.  If any problems are found issue work request

365-Day: DX Unit Package, Stand-Alone or Split-
Type, Air-Cooled, Direct-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

Clean condenser and evaporator coils
Check safety interlocks

PM4650-DXAC0002 Preventive Maintenance - Direct Expansion AC Unit 90-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary

180-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary

365-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary
Clean condenser and evaporator coils
Check safety interlocks

PM4650-DXAC0003 Preventive Maintenance - Direct Expansion AC Unit 90-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
180-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
365-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Clean condenser and evaporator coils
Check safety interlocks

PM4650-DXAC0004 Preventive Maintenance - Direct Expansion AC Unit 90-Day: DX Unit Package, Stand-Alone or Split-
Type, Air-Cooled, Direct-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

180-Day: DX Unit Package, Stand-Alone or Split-
Type, Air-Cooled, Thru The Wall Unit (W/ Sealed 
condenser fan and blower motor

Check operation and controls.  If any problems are found issue work request
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365-Day: DX Unit Package, Stand-Alone or Split-
Type, Air-Cooled, Direct-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

365-Day: DX Unit Package, Stand-Alone or Split-
Type, Air-Cooled, Direct-Driven (W/ Sealed 
condenser fan and blower motor)

Clean condenser and evaporator coils

365-Day: DX Unit Package, Stand-Alone or Split-
Type, Air-Cooled, Direct-Driven (W/ Sealed 
condenser fan and blower motor)

Check safety interlocks

PM4650-EAF0001 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4650-EROOM0001 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4650-EROOM0002 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4650-EROOM0004 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4650-EROOM0005 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4650-EROOM0006 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4650-EROOM0007 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4650-EROOM0008 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4650-FAC0002 Preventive Maintenance - Radial Arm Drill Press 90-Day: Machine Shop Equipment, Lubrication Lubricate as necessary.

PM4650-FAC0004 Preventive Maintenance - Horizontal Milling Machine 90-Day: Machine Shop Equipment, Lubrication Lubricate as necessary.
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PM4650-FAC0007 Preventive Maintenance - Lathe 90-Day: Machine Shop Equipment, Lubrication Lubricate as necessary.

PM4650-FAC0054 Preventive Maintenance - Metal Brake Machine 30-Day: Facilities Metal Brake Machine Lubricate as necessary
90-Day: Facilities Metal Brake Machine Lubricate as necessary

Check operation and controls.  If any problems are found issue work request

PM4650-FAC0055 Preventive Maintenance - Metal Brake Machine 30-Day: Facilities Metal Brake Machine Lubricate as necessary
90-Day: Facilities Metal Brake Machine Lubricate as necessary

Check operation and controls.  If any problems are found issue work request

PM4650-FAC0056 Preventive Maintenance - Metal Brake Machine 30-Day: Facilities Metal Brake Machine Lubricate as necessary
90-Day: Facilities Metal Brake Machine Lubricate as necessary

Check operation and controls.  If any problems are found issue work request

PM4650-FAC0071 Preventive Maintenance - Bending Press 90-Day Facilities Bending Press Lubricate as necessary
Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Check oil, add or change if necessary

PM4650-FAC0073 Preventive Maintenance - Bending Press 90-Day Facilities Bending Press Lubricate as necessary
Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Check oil, add or change if necessary

PM4650-FAC0074 Preventive Maintenance - Brake Press 90-Day Facilities Brake Press Lubricate as necessary
Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
PM4650-FAC0077 Preventive Maintenance - Hand Bending Press 90-Day Facilities Hand Bending Press Lubricate as necessary

Check operation and controls.  If any problems are found issue work request

PM4650-FAC0078 Preventive Maintenance - Hand Bending Press 90-Day Facilities Hand Bending Press Lubricate as necessary
Check operation and controls.  If any problems are found issue work request

PM4650-FAC0084 Preventive Maintenance - Disc Sander 90-Day Facilities Disc Sander Lubricate as necessary
Check operation and controls.  If any problems are found issue work request

PM4650-FAS0001 Preventive Maintenance - Fire Alarm System 30-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions

180-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions
Verify operation of all pull stations and bells
Clean, test, and calibrate smoke detectors if applicable

PM4650-FILT0001 Preventive Maintenance - Filters 90-Day: Filter PM Change both sets of filters
PM4650-FILT0002 Preventive Maintenance - Filters 90-Day: Filter PM Change both sets of filters
PM4650-FILT0003 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4650-FILT0004 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4650-FILT0005 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
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PM4650-FILT0006 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4650-FILT0008 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4650-FILT0009 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4650-FILT0010 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4650-FILT0011 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4650-FILT0012 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4650-FILT0016 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4650-FILT0017 Preventive Maintenance - Filters 180-Day Filter PM Check filters, change if necessary
PM4650-FILT0018 Preventive Maintenance - Filters 180-Day Filter PM Check filters, change if necessary
PM4650-FILT0019 Preventive Maintenance - Filters 180-Day Filter PM Check filters, change if necessary
PM4650-FILT0020 Preventive Maintenance - Filters 180-Day Filter PM Check filters, change if necessary
PM4650-FILT0021 Preventive Maintenance - Filters 180-Day Filter PM Check filters, change if necessary
PM4650-FILT0022 Preventive Maintenance - Filters 180-Day Filter PM Check filters, change if necessary
PM4650-FILT0023 Preventive Maintenance - Filters 180-Day Filter PM Check filters, change if necessary
PM4650-FILT0024 Preventive Maintenance - Filters 180-Day Filter PM Check filters, change if necessary
PM4650-FILT0025 Preventive Maintenance - Filters 180-Day Filter PM Check filters, change if necessary
PM4650-FILT0026 Preventive Maintenance - Filters 180-Day Filter PM Check filters, change if necessary
PM4650-FILT0027 Preventive Maintenance - Filters 180-Day Filter PM Check filters, change if necessary
PM4650-FILT0028 Preventive Maintenance - Filters 180-Day Filter PM Check filters, change if necessary
PM4650-FILT0029 Preventive Maintenance - Filters 180-Day Filter PM Check filters, change if necessary
PM4650-FILT0030 Preventive Maintenance - Filters 180-Day Filter PM Check filters, change if necessary
PM4650-FILT0031 Preventive Maintenance - Filters 180-Day Filter PM Check filters, change if necessary
PM4650-FILT0032 Preventive Maintenance - Filters 180-Day Filter PM Check filters, change if necessary
PM4650-FILT0033 Preventive Maintenance - Filters 180-Day Filter PM Check filters, change if necessary
PM4650-FILT0034 Preventive Maintenance - Filters 180-Day Filter PM Check filters, change if necessary
PM4650-FILT0035 Preventive Maintenance - Filters 180-Day Filter PM Check filters, change if necessary
PM4650-FILT0036 Preventive Maintenance - Filters 180-Day Filter PM Check filters, change if necessary
PM4650-FILT0037 Preventive Maintenance - Filters 180-Day Filter PM Check filters, change if necessary
PM4650-HP0002 Preventive Maintenance - Heat Pump 90-Day: Heat Pump Check operation and controls.  If any problems are found issue work request

Lubricate blower motor as necessary
180-Day: Heat Pump Check operation and controls.  If any problems are found issue work request

Lubricate blower motor as necessary
365-Day: Heat Pump Check operation and controls.  If any problems are found issue work request

Lubricate blower motor as necessary
Clean coils
Check safety interlocks

PM4650-HST0001 Preventive Maintenance - Crane 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form
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PM4650-HUM0001 Preventive Maintenance - Humidifier 90-Day Humidifier, Electric Generator Type Check operation and controls.  If any problems are found issue work request

Check canister for mineral build-up
Check fill valve
Check dump valve
Inspect Vapor hoses

PM4650-HUM0002 Preventive Maintenance - Humidifier 90-Day Humidifier, Electric Generator Type Check operation and controls.  If any problems are found issue work request

Check canister for mineral build-up
Check fill valve
Check dump valve
Inspect Vapor hoses

PM4650-HUM0003 Preventive Maintenance - Humidifier 90-Day Humidifier, Electric Generator Type Check operation and controls.  If any problems are found issue work request

Check canister for mineral build-up
Check fill valve
Check dump valve
Inspect Vapor hoses

PM4650-HUM0004 Preventive Maintenance - Humidifier 90-Day Humidifier, Electric Generator Type Check operation and controls.  If any problems are found issue work request

Check canister for mineral build-up
Check fill valve
Check dump valve
Inspect Vapor hoses

PM4650-HUM0005 Preventive Maintenance - Humidifier 90-Day Humidifier, Electric Generator Type Check operation and controls.  If any problems are found issue work request

Check canister for mineral build-up
Check fill valve
Check dump valve
Inspect Vapor hoses
Check operation and controls.  If any problems are found issue work request

PM4650-HUM0006 Preventive Maintenance - Humidifier 90-Day Humidifier, Electric Generator Type Check canister for mineral build-up
Check fill valve
Check dump valve
Inspect Vapor hoses

PM4650-HUM0007 Preventive Maintenance - Humidifier 90-Day Humidifier, Electric Generator Type Check operation and controls.  If any problems are found issue work request

Check canister for mineral build-up
Check fill valve
Check dump valve
Inspect Vapor hoses

PM4650-HUM0008 Preventive Maintenance - Humidifier 90-Day Humidifier, Electric Generator Type Check operation and controls.  If any problems are found issue work request

Check canister for mineral build-up
Check fill valve
Check dump valve
Inspect Vapor hoses
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PM4650-HUM0009 Preventive Maintenance - Humidifier 90-Day Humidifier, Electric Generator Type Check operation and controls.  If any problems are found issue work request

Check canister for mineral build-up
Check fill valve
Check dump valve
Inspect Vapor hoses

PM4650-HUM0010 Preventive Maintenance - Humidifier 90-Day Humidifier, Electric Generator Type Check operation and controls.  If any problems are found issue work request

Check canister for mineral build-up
Check fill valve
Check dump valve
Inspect Vapor hoses

PM4650-HUM0011 Preventive Maintenance - Humidifier 90-Day Humidifier, Electric Generator Type Check operation and controls.  If any problems are found issue work request

Check canister for mineral build-up
Check fill valve
Check dump valve
Inspect Vapor hoses

PM4650-HV0001 Preventive Maintenance - Heating Vent Unit 180-Day Heating/Ventilating Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust as necessary.

PM4650-HV0002 Preventive Maintenance - Heating Vent Unit 180-Day Heating/Ventilating Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust as necessary.

PM4650-HV0003 Preventive Maintenance - Heating Vent Unit 180-Day Heating/Ventilating Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust as necessary.

PM4650-HV0004 Preventive Maintenance - Heating Vent Unit 180-Day Heating/Ventilating Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust as necessary.

PM4650-HV0005 Preventive Maintenance - Heating Vent Unit 180-Day Heating/Ventilating Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust as necessary.

PM4650-HV0006 Preventive Maintenance - Heating Vent Unit 180-Day Heating/Ventilating Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust as necessary.
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PM4650-HV0007 Preventive Maintenance - Heating Vent Unit 180-Day Heating/Ventilating Unit Check controls and unit for proper operation.  If any problems are found 

issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust as necessary.

PM4650-HV0008 Preventive Maintenance - Heating Vent Unit 180-Day Heating/Ventilating Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust as necessary.

PM4650-HV0009 Preventive Maintenance - Heating Vent Unit 180-Day Heating/Ventilating Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust as necessary.

PM4650-HV0010 Preventive Maintenance - Heating Vent Unit 180-Day Heating/Ventilating Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust as necessary.

PM4650-HV0011 Preventive Maintenance - Heating Vent Unit 180-Day Heating/Ventilating Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust as necessary.

PM4650-HV0012 Preventive Maintenance - Heating Vent Unit 180-Day Heating/Ventilating Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust as necessary.

PM4650-HV0013 Preventive Maintenance - Heating Vent Unit 180-Day Heating/Ventilating Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust as necessary.

PM4650-HV0014 Preventive Maintenance - Heating Vent Unit 180-Day Heating/Ventilating Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust as necessary.

PM4650-HV0015 Preventive Maintenance - Heating Vent Unit 180-Day Heating/Ventilating Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust as necessary.

PM4650-HV0016 Preventive Maintenance - Heating Vent Unit 180-Day Heating/Ventilating Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
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Check belts for wear, proper tension, and alignment; adjust as necessary.

PM4650-HV0017 Preventive Maintenance - Heating Vent Unit 180-Day Heating/Ventilating Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust as necessary.

PM4650-HV0018 Preventive Maintenance - Heating Vent Unit 180-Day Heating/Ventilating Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust as necessary.

PM4650-HV0019 Preventive Maintenance - Heating Vent Unit 180-Day Heating/Ventilating Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust as necessary.

PM4650-HV0020 Preventive Maintenance - Heating Vent Unit 180-Day Heating/Ventilating Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust as necessary.

PM4650-HV0021 Preventive Maintenance - Heating Vent Unit 180-Day Heating/Ventilating Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust as necessary.

PM4650-HWP0001 Preventive Maintenance - Hot Water Pump 365-Day: Hot Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary
Check drive coupling

PM4650-HWP0002 Preventive Maintenance - Hot Water Pump 365-Day: Hot Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary
Check drive coupling

PM4650-HWTR0001 Preventive Maintenance - Hot Water Treatment 7-day Hot Water Treatment PM Perform testing on hot water system
Add chemicals if needed

PM4650-ICE0001 Preventive Maintenance - Ice Machine 30-Day: Ice Machine Check water filter
90-Day: Ice Machine Check water filter

Check operation and controls.  If any problems are found issue work request

Check water pressure
Lubricate condenser fan motor as necessary

180-Day: Ice Machine Check water filter
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Check operation and controls.  If any problems are found issue work request

Check water pressure
Lubricate condenser fan motor as necessary
Clean condenser coils

PM4650LIGHTS Preventive Maintenance - Exterior Lighting 90-Day Exterior Lighting Inspection Inspect all Exterior Building Lighting
Inspect all Parking Lot Lighting
Report Findings to Electrical Supervisor

PM4650-LTS0002 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4650-LTS0003 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4650-LTS0004 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4650-LTS0005 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4650-LTS0006 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test
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365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head

Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4650-LTS0007 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4650-LTS0008 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4650-LTS0009 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4650-ODT0001 Preventive Maintenance - Oxygen Detection System 30-Day: Oxygen Detection System, Dry Cell Type Perform visual inspection

Verify ODT is required at this location.  If unit is not needed issue work 
request to remove unit

180-Day: Oxygen Detection System, Dry Cell 
Type

Perform visual inspection

Calibrate system
Check all alarm points
Verify ODT is still required at this location.  If unit is not needed issue work 
request to remove unit

PM4650-ODT0002 Preventive Maintenance - Oxygen Detection System 30-Day: Oxygen Detection System, Dry Cell Type Perform visual inspection

Verify ODT is required at this location.  If unit is not needed issue work 
request to remove unit

180-Day: Oxygen Detection System, Dry Cell 
Type

Perform visual inspection

Calibrate system
Check all alarm points
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Verify ODT is still required at this location.  If unit is not needed issue work 
request to remove unit

PM4650-ODT0003 Preventive Maintenance - Oxygen Detection System 30-Day: Oxygen Detection System, Dry Cell Type Perform visual inspection

Verify ODT is required at this location.  If unit is not needed issue work 
request to remove unit

180-Day: Oxygen Detection System, Dry Cell 
Type

Perform visual inspection

Calibrate system
Check all alarm points
Verify ODT is still required at this location.  If unit is not needed issue work 
request to remove unit

PM4650-PCHLR0001 Preventive Maintenance - Water Chiller 365-Day: Chiller, Centrifugal, Water-Cooled Check unit's evaporator and condenser pressures, oil tank pressure, 
differential oil pressure, and discharge oil pressure.
Check oil level in chiller oil sump.
Check oil temperature
Check dehydrator or purge system; replace purge filter and inspect sight 
glass, replace if needed.
Run system control tests
Check refrigerant charge/level, add as necessary.
Check compressor for excessive noise/virbration.
Check sensor and mechanical safety limits.
Clean dehydrator float valve.
Perform spectrochemical analysis of compressor oil.
Replace oil and oil filter(s)
Inspect cooler and condenser tubes for leaks.
Inspect utility vessel vent piping and safety relief valve.
Inspect/clean the economizer (vane), gas line damper valve, and actuator 
arm.
Run an insulation test on the motor.
Check (IR Scan) and tighten motor terminals.
Service chiller starter and check all controls and terminations.

PM4650-PCHLR0002 Preventive Maintenance - Water Chiller 365-Day: Chiller, Centrifugal, Water-Cooled Check unit's evaporator and condenser pressures, oil tank pressure, 
differential oil pressure, and discharge oil pressure.
Check oil level in chiller oil sump.
Check oil temperature
Check dehydrator or purge system; replace purge filter and inspect sight 
glass, replace if needed.
Run system control tests
Check refrigerant charge/level, add as necessary.
Check compressor for excessive noise/virbration.
Check sensor and mechanical safety limits.
Clean dehydrator float valve.
Perform spectrochemical analysis of compressor oil.
Replace oil and oil filter(s)
Inspect cooler and condenser tubes for leaks.
Inspect utility vessel vent piping and safety relief valve.
Inspect/clean the economizer (vane), gas line damper valve, and actuator 
arm.
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Run an insulation test on the motor.
Check (IR Scan) and tighten motor terminals.
Service chiller starter and check all controls and terminations.

PM4650-PCHLR0004 Preventive Maintenance - Water Chiller 365-Day: Chiller, Air-Cooled Check unit's evaporator and condenser pressures.
Check fan motor if applicable for excessive noise and vibration.
Check oil temperature
Check compressor oil level.
Lubricate condenser fan motors as necessary
Run system control tests.
Perform refrigerant leak check.
Check refrigerant charge/level, add as necessary
Check compressor for excessive noise/vibration.
Check sensor and mechanical safety limits.
Replace oil and oil filters(s).
Inspect safety relief valve.
Run an insulation test on the motor.
Check (IR Scan) and tighten motor terminals.
Service chiller starter and check all controls and terminations.
Clean condenser
Clean evaporator tubes if available

PM4650-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.
Apply insecticides or poisons as required.
Complete chemical applications records.

PM4650-PGEN0001 Preventive Maintenance - Emergency Generator 30-Day: Portable Generator Check operation and controls.  If any problems are found issue work request

Check filters if applicable, change if necessary
Check belts if applicable, change if necessary.
Check coolant if applicable, add or change if necessary.
Check stop switchand emergency alarm bell.
Lubricate as necessary
Tighten all bolts
Check oil, add or change if necessary
Check voltage
Check battery if applicable
Check connections and battery charger if applicable

90-Day: Portable Generator Check operation and controls.  If any problems are found issue work request

Check filters if applicable, change if necessary
Check belts if applicable, change if necessary
Check coolant if applicable, add or change if necessary
Check stop switch and emergency alarm bell
Lubricate as necessary
Tighten all bolts
Check oil, add or change if necessary
Check voltage
Check battery if applicable
Check connections and battery charger if applicable
Check generator output
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365-Day: Portable Generator Check operation and controls.  If any problems are found issue work request

Check filters if applicable, change if necessary
Check belts if applicable, change if necessary
Check coolant if applicable, add or change if necessary
Check stop switch and emergency alarm bell
Lubricate as necessary
Tighten all bolts
Check oil, add or change if necessary
Check voltage
Check battery if applicable
Check connections and battery charger if applicable
Check generator output
Load test
Winterize system
Verify continuity of generator ground, including the fuel tank ground

PM4650-PGEN0002 Preventive Maintenance - Emergency Generator 30-Day: Portable Generator Check operation and controls.  If any problems are found issue work request

Check filters if applicable, change if necessary
Check belts if applicable, change if necessary.
Check coolant if applicable, add or change if necessary.
Check stop switchand emergency alarm bell.
Lubricate as necessary
Tighten all bolts
Check oil, add or change if necessary
Check voltage
Check battery if applicable
Check connections and battery charger if applicable

90-Day: Portable Generator Check operation and controls.  If any problems are found issue work request

Check filters if applicable, change if necessary
Check belts if applicable, change if necessary
Check coolant if applicable, add or change if necessary
Check stop switch and emergency alarm bell
Lubricate as necessary
Tighten all bolts
Check oil, add or change if necessary
Check voltage
Check battery if applicable
Check connections and battery charger if applicable
Check generator output

365-Day: Portable Generator Check operation and controls.  If any problems are found issue work request

Check filters if applicable, change if necessary
Check belts if applicable, change if necessary
Check coolant if applicable, add or change if necessary
Check stop switch and emergency alarm bell
Lubricate as necessary
Tighten all bolts
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Check oil, add or change if necessary
Check voltage
Check battery if applicable
Check connections and battery charger if applicable
Check generator output
Load test
Winterize system
Verify continuity of generator ground, including the fuel tank ground

PM4650-PGEN0003 Preventive Maintenance - Emergency Generator 30-Day: Portable Generator Check operation and controls.  If any problems are found issue work request

Check filters if applicable, change if necessary
Check belts if applicable, change if necessary.
Check coolant if applicable, add or change if necessary.
Check stop switchand emergency alarm bell.
Lubricate as necessary
Tighten all bolts
Check oil, add or change if necessary
Check voltage
Check battery if applicable
Check connections and battery charger if applicable

90-Day: Portable Generator Check operation and controls.  If any problems are found issue work request

Check filters if applicable, change if necessary
Check belts if applicable, change if necessary
Check coolant if applicable, add or change if necessary
Check stop switch and emergency alarm bell
Lubricate as necessary
Tighten all bolts
Check oil, add or change if necessary
Check voltage
Check battery if applicable
Check connections and battery charger if applicable
Check generator output

365-Day: Portable Generator Check operation and controls.  If any problems are found issue work request

Check filters if applicable, change if necessary
Check belts if applicable, change if necessary
Check coolant if applicable, add or change if necessary
Check stop switch and emergency alarm bell
Lubricate as necessary
Tighten all bolts
Check oil, add or change if necessary
Check voltage
Check battery if applicable
Check connections and battery charger if applicable
Check generator output
Load test
Winterize system
Verify continuity of generator ground, including the fuel tank ground
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PM4650-PGEN0006 Preventive Maintenance - Emergency Generator 30-Day: Portable Generator Check operation and controls.  If any problems are found issue work request

Check filters if applicable, change if necessary
Check belts if applicable, change if necessary.
Check coolant if applicable, add or change if necessary.
Check stop switchand emergency alarm bell.
Lubricate as necessary
Tighten all bolts
Check oil, add or change if necessary
Check voltage
Check battery if applicable
Check connections and battery charger if applicable

90-Day: Portable Generator Check operation and controls.  If any problems are found issue work request

Check filters if applicable, change if necessary
Check belts if applicable, change if necessary
Check coolant if applicable, add or change if necessary
Check stop switch and emergency alarm bell
Lubricate as necessary
Tighten all bolts
Check oil, add or change if necessary
Check voltage
Check battery if applicable
Check connections and battery charger if applicable
Check generator output

365-Day: Portable Generator Check operation and controls.  If any problems are found issue work request

Check filters if applicable, change if necessary
Check belts if applicable, change if necessary
Check coolant if applicable, add or change if necessary
Check stop switch and emergency alarm bell
Lubricate as necessary
Tighten all bolts
Check oil, add or change if necessary
Check voltage
Check battery if applicable
Check connections and battery charger if applicable
Check generator output
Load test
Winterize system
Verify continuity of generator ground, including the fuel tank ground

PM4650-PGEN0007 Preventive Maintenance - Emergency Generator 30-Day: Portable Generator Check operation and controls.  If any problems are found issue work request

Check filters if applicable, change if necessary
Check belts if applicable, change if necessary.
Check coolant if applicable, add or change if necessary.
Check stop switchand emergency alarm bell.
Lubricate as necessary
Tighten all bolts
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Check oil, add or change if necessary
Check voltage
Check battery if applicable
Check connections and battery charger if applicable

90-Day: Portable Generator Check operation and controls.  If any problems are found issue work request

Check filters if applicable, change if necessary
Check belts if applicable, change if necessary
Check coolant if applicable, add or change if necessary
Check stop switch and emergency alarm bell
Lubricate as necessary
Tighten all bolts
Check oil, add or change if necessary
Check voltage
Check battery if applicable
Check connections and battery charger if applicable
Check generator output

365-Day: Portable Generator Check operation and controls.  If any problems are found issue work request

Check filters if applicable, change if necessary
Check belts if applicable, change if necessary
Check coolant if applicable, add or change if necessary
Check stop switch and emergency alarm bell
Lubricate as necessary
Tighten all bolts
Check oil, add or change if necessary
Check voltage
Check battery if applicable
Check connections and battery charger if applicable
Check generator output
Load test
Winterize system
Verify continuity of generator ground, including the fuel tank ground

PM4650-PGEN0008 Preventive Maintenance - Emergency Generator 30-Day: Portable Generator Check operation and controls.  If any problems are found issue work request

Check filters if applicable, change if necessary
Check belts if applicable, change if necessary.
Check coolant if applicable, add or change if necessary.
Check stop switchand emergency alarm bell.
Lubricate as necessary
Tighten all bolts
Check oil, add or change if necessary
Check voltage
Check battery if applicable
Check connections and battery charger if applicable

90-Day: Portable Generator Check operation and controls.  If any problems are found issue work request

Check filters if applicable, change if necessary
Check belts if applicable, change if necessary
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Check coolant if applicable, add or change if necessary
Check stop switch and emergency alarm bell
Lubricate as necessary
Tighten all bolts
Check oil, add or change if necessary
Check voltage
Check battery if applicable
Check connections and battery charger if applicable
Check generator output

365-Day: Portable Generator Check operation and controls.  If any problems are found issue work request

Check filters if applicable, change if necessary
Check belts if applicable, change if necessary
Check coolant if applicable, add or change if necessary
Check stop switch and emergency alarm bell
Lubricate as necessary
Tighten all bolts
Check oil, add or change if necessary
Check voltage
Check battery if applicable
Check connections and battery charger if applicable
Check generator output
Load test
Winterize system
Verify continuity of generator ground, including the fuel tank ground

PM4650-PGEN0011 Preventive Maintenance - Emergency Generator 30-Day: Portable Generator Check operation and controls.  If any problems are found issue work request

Check filters if applicable, change if necessary
Check belts if applicable, change if necessary.
Check coolant if applicable, add or change if necessary.
Check stop switchand emergency alarm bell.
Lubricate as necessary
Tighten all bolts
Check oil, add or change if necessary
Check voltage
Check battery if applicable
Check connections and battery charger if applicable

90-Day: Portable Generator Check operation and controls.  If any problems are found issue work request

Check filters if applicable, change if necessary
Check belts if applicable, change if necessary
Check coolant if applicable, add or change if necessary
Check stop switch and emergency alarm bell
Lubricate as necessary
Tighten all bolts
Check oil, add or change if necessary
Check voltage
Check battery if applicable
Check connections and battery charger if applicable



NNM08AA54C
ATTACHMENT J-24

PREVENTIVE MAINTENANCE

Page 719 of 1447

PMNUM PM DESCRIPTION  TASK DESCRIPTION
Check generator output

365-Day: Portable Generator Check operation and controls.  If any problems are found issue work request

Check filters if applicable, change if necessary
Check belts if applicable, change if necessary
Check coolant if applicable, add or change if necessary
Check stop switch and emergency alarm bell
Lubricate as necessary
Tighten all bolts
Check oil, add or change if necessary
Check voltage
Check battery if applicable
Check connections and battery charger if applicable
Check generator output
Load test
Winterize system
Verify continuity of generator ground, including the fuel tank ground

PM4650-PGEN0012 Preventive Maintenance - Emergency Generator 30-Day: Portable Generator Check operation and controls.  If any problems are found issue work request

Check filters if applicable, change if necessary
Check belts if applicable, change if necessary.
Check coolant if applicable, add or change if necessary.
Check stop switchand emergency alarm bell.
Lubricate as necessary
Tighten all bolts
Check oil, add or change if necessary
Check voltage
Check battery if applicable
Check connections and battery charger if applicable

90-Day: Portable Generator Check operation and controls.  If any problems are found issue work request

Check filters if applicable, change if necessary
Check belts if applicable, change if necessary
Check coolant if applicable, add or change if necessary
Check stop switch and emergency alarm bell
Lubricate as necessary
Tighten all bolts
Check oil, add or change if necessary
Check voltage
Check battery if applicable
Check connections and battery charger if applicable
Check generator output

365-Day: Portable Generator Check operation and controls.  If any problems are found issue work request

Check filters if applicable, change if necessary
Check belts if applicable, change if necessary
Check coolant if applicable, add or change if necessary
Check stop switch and emergency alarm bell
Lubricate as necessary
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Tighten all bolts
Check oil, add or change if necessary
Check voltage
Check battery if applicable
Check connections and battery charger if applicable
Check generator output
Load test
Winterize system
Verify continuity of generator ground, including the fuel tank ground

PM4650-PGEN0013 Preventive Maintenance - Emergency Generator 30-Day: Portable Generator Check operation and controls.  If any problems are found issue work request

Check filters if applicable, change if necessary
Check belts if applicable, change if necessary.
Check coolant if applicable, add or change if necessary.
Check stop switchand emergency alarm bell.
Lubricate as necessary
Tighten all bolts
Check oil, add or change if necessary
Check voltage
Check battery if applicable
Check connections and battery charger if applicable

90-Day: Portable Generator Check operation and controls.  If any problems are found issue work request

Check filters if applicable, change if necessary
Check belts if applicable, change if necessary
Check coolant if applicable, add or change if necessary
Check stop switch and emergency alarm bell
Lubricate as necessary
Tighten all bolts
Check oil, add or change if necessary
Check voltage
Check battery if applicable
Check connections and battery charger if applicable
Check generator output

365-Day: Portable Generator Check operation and controls.  If any problems are found issue work request

Check filters if applicable, change if necessary
Check belts if applicable, change if necessary
Check coolant if applicable, add or change if necessary
Check stop switch and emergency alarm bell
Lubricate as necessary
Tighten all bolts
Check oil, add or change if necessary
Check voltage
Check battery if applicable
Check connections and battery charger if applicable
Check generator output
Load test
Winterize system
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Verify continuity of generator ground, including the fuel tank ground

PM4650-PGEN0014 Preventive Maintenance - Emergency Generator 30-Day: Portable Generator Check operation and controls.  If any problems are found issue work request

Check filters if applicable, change if necessary
Check belts if applicable, change if necessary.
Check coolant if applicable, add or change if necessary.
Check stop switchand emergency alarm bell.
Lubricate as necessary
Tighten all bolts
Check oil, add or change if necessary
Check voltage
Check battery if applicable
Check connections and battery charger if applicable

90-Day: Portable Generator Check operation and controls.  If any problems are found issue work request

Check filters if applicable, change if necessary
Check belts if applicable, change if necessary
Check coolant if applicable, add or change if necessary
Check stop switch and emergency alarm bell
Lubricate as necessary
Tighten all bolts
Check oil, add or change if necessary
Check voltage
Check battery if applicable
Check connections and battery charger if applicable
Check generator output

365-Day: Portable Generator Check operation and controls.  If any problems are found issue work request

Check filters if applicable, change if necessary
Check belts if applicable, change if necessary
Check coolant if applicable, add or change if necessary
Check stop switch and emergency alarm bell
Lubricate as necessary
Tighten all bolts
Check oil, add or change if necessary
Check voltage
Check battery if applicable
Check connections and battery charger if applicable
Check generator output
Load test
Winterize system
Verify continuity of generator ground, including the fuel tank ground

PM4650-PNL0001 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 
(Bobby Collier)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4650-PNL0002 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
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PM4650-PNL0003 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4650-PNL0004 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4650-PNL0005 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4650-PNL0006 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4650-PNL0007 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4650-PNL0008 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4650-PNL0009 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4650-PNL0010 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4650-PNL0011 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4650-PNL0012 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4650-PNL0013 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4650-PNL0014 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4650-PNL0015 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4650-PNL0016 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4650-PNL0017 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4650-PNL0018 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
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PM4650-PNL0019 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4650-PNL0020 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4650-PNL0021 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4650-PNL0022 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4650-PNL0023 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4650-PNL0024 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4650-PNL0025 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4650-PNL0026 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4650-PNL0027 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4650-PNL0028 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4650-PNL0029 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4650-PNL0030 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4650-PNL0031 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4650-PNL0032 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4650-PNL0033 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4650-PNL0034 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
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PM4650-PNL0035 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4650-PNL0036 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4650-PNL0037 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4650-PNL0038 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4650-PNL0039 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4650-PNL0040 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4650-PNL0041 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4650-PNL0042 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4650-PNL0043 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4650-PNL0044 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4650-PNL0045 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4650-PNL0046 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4650-PNL0047 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4650-PNL0048 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4650-PNL0049 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4650-PNL0050 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
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PM4650-PNL0051 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4650-PNL0052 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4650-PNL0053 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4650-PNL0054 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

1095-Day Breaker Exercising Maintenance 
(Bobby Collier)

Install knockout hole plugs as necessary

PM4650-PNL0055 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 
(Bobby Collier)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4650-PNL0056 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4650-PNL0057 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4650-PNL0058 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4650-PNL0059 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4650-PNL0060 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4650-PNL0061 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4650-PNL0062 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4650-PNL0063 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4650-PNL0064 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4650-PNL0065 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4650-PNL0066 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times
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Install knockout hole plugs as necessary

PM4650-PNL0067 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 
(Bobby Collier)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4650-PNL0068 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4650-PNL0069 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4650-PNL0070 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4650-PNL0071 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4650-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4650-ROOF0002 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4650-ROOF0003 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4650-ROOF0004 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4650-ROOF0005 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4650-ROOF0006 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4650-ROOF0007 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4650-ROOF0008 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4650-ROOF0009 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4650-ROOF0010 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4650-ROOF0011 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4650-RV0001 Preventive Maintenance - Relief Valves 365-Day: Relief Valve PM Service and Tag Relief Valve
PM4650-RV0003 Preventive Maintenance - Relief Valves 365-Day: Relief Valve PM Service and Tag Relief Valve
PM4650-RV0005 Preventive Maintenance - Relief Valves 365-Day: Relief Valve PM Service and Tag Relief Valve
PM4650-SHEW0001 Preventive Maintenance - Safety Shower and Eyewash 

Station
30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4650-SPMP001 Preventive Maintenance - Sump Pump 30-Day: Sump Pump (Day-Shift) Check operation and controls.  If any problems are found issue work request

180-Day: Sump Pump (Day-Shift) Check operation and controls.  If any problems are found issue work request

Lubricate as necessary
Check coupling and drives

PM4650-SPR0001 Preventive Maintenance - Sprinkler System 30-Day: Dry Sprinkler System PM Perform PM 
90-Day: Dry Sprinkler System PM Perform PM
365-Day: Dry Sprinkler System PM Perform PM

PM4650-UPS0001 Preventive Maintenance - UPS Power System 90-Day: UPS System Perform visual safety check
Check amperage and voltage

180-Day: UPS System Perform visual safety check
Check amperage and voltage
Check operation and controls
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365-Day: UPS System Perform visual safety check

Check amperage and voltage
Check operation and controls
Check termination points
Inspect and clean all modules

PM4650-VSC0001 Preventive Maintenance - Variable Speed Controller 365-Day: Variable Speed Controller Check for excessive heat, odors, noise and vibration.
Clean and check the general condition of variable speed drive panel.

PM4653-ACFLT0001 Preventive Maintenance - Air Compressor Filter Change 365-Day: Air Compressor Filter Change Replace Filter(s) on air compressor unit.

PM4653-ACFLT0002 Preventive Maintenance - Air Compressor Filter Change 365-Day: Air Compressor Filter Change Replace Filter(s) on air compressor unit.

PM4653-ACFLT0003 Preventive Maintenance - Air Compressor Filter Change 365-Day: Air Compressor Filter Change Replace Filter(s) on air compressor unit.

PM4653-ACMP0001 Preventive Maintenance - Air Compressor Control 90-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check Belts.  Change if necessary.

180-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

365-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change as necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

PM4653-ACMP0002 Preventive Maintenance - Air Compressor Control 90-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check Belts.  Change if necessary.

180-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

365-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change as necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

PM4653-ACMP0003 Preventive Maintenance - Air Compressor Control 90-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check Belts.  Change if necessary.

180-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check belts, change if necessary
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Check filters, change if necessary

365-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change as necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

PM4653-ADRY0001 Preventive Maintenance - Air Dryer 60-Day: Air Dryer, Refrigerant Type (w/o 
Condenser Fan)

Check operation and controls.  If any problems found then issue work 
request.
Drain and flush
Drain water separator

180-Day: Air Dryer, Refrigerant Type (w/o 
Condenser Fan)

Check operation and controls.  If any problems found then issue work 
request.
Drain and flush
Drain water separator
Clean condenser coils

PM4653-ADRY0002 Preventive Maintenance - Air Dryer 60-Day: Air Dryer, Refrigerant Type (w/ sealed 
condenser motor)

Check operation and controls.  If any problems found then issue work 
request.
Drain and flush
Drain water separator

180-Day: Air Dryer, Refrigerant Type (w/ sealed 
condenser motor)

Check operation and controls.  If any problems are found then issue work 
request.
Drain and flush
Drain water separator
Clean condenser coils

PM4653-AH0001 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4653-AH0002 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4653-AH0003 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4653-BFP0001 Preventive Maintenance - Back Flow Preventer 90-Day: Back Flow Preventer Check Operations
PM4653-BFP0002 Preventive Maintenance - Back Flow Preventer 90-Day: Back Flow Preventer Check Operations
PM4653-CHLR0001 Preventive Maintenance - Water Chiller 365-Day: Chiller, Air-Cooled Check unit's evaporator and condenser pressures.

Check fan motor if applicable for excessive noise and vibration.
Check oil temperature
Check compressor oil level.
Lubricate condenser fan motors as necessary
Run system control tests.
Perform refrigerant leak check.
Check refrigerant charge/level, add as necessary
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Check compressor for excessive noise/vibration.
Check sensor and mechanical safety limits.
Replace oil and oil filters(s).
Inspect safety relief valve.
Run an insulation test on the motor.
Check (IR Scan) and tighten motor terminals.
Service chiller starter and check all controls and terminations.
Clean condenser
Clean evaporator tubes if available

PM4653-CHWP0001 Preventive Maintenance - Chill Water Pump 365-Day Chilled Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands; make 
minor repairs as necessary.
Lubricate pump and motor as necessary.
Check drive coupling

PM4653-CHWP0002 Preventive Maintenance - Chill Water Pump 365-Day Chilled Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands; make 
minor repairs as necessary.
Lubricate pump and motor as necessary.
Check drive coupling

PM4653-CNDP0001 Preventive Maintenance -Condensate Pump 90-Day: Pump Check operation and controls.  If any problems are found issue work request

180-Day: Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary

PM4653-CNDP0002 Preventive Maintenance -Condensate Pump 90-Day: Pump Check operation and controls.  If any problems are found issue work request

180-Day: Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary

PM4653CWTR0001 Preventive Maintenance - Chilled  Water Treatment 7-day Chilled Water Treatment PM Perform testing on chilled water system
Add chemicals if needed

PM4653-DOOR0001 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM (w/o lifting cables) Inspect drive mechanism
Inspect brake settings if applicable
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect Mounts to ensure that they are sufficiently sized
Inspect chain drive adjustments
If any problems are found issue work request

PM4653-DOOR0002 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM (w/o lifting cables) Inspect drive mechanism
Inspect brake settings if applicable
Check master link on chains
Visually inspect alignment of tracks
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Lubricate tracks as necessary
Inspect Mounts to ensure that they are sufficiently sized
Inspect chain drive adjustments
If any problems are found issue work request

PM4653-DXAC0001 Preventive Maintenance - Direct Expansion AC Unit 90-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
180-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
365-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Clean condenser and evaporator coils
Check safety interlocks

PM4653-DXAC0002 Preventive Maintenance - Direct Expansion AC Unit 90-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

90-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven (W/ Sealed 
condenser fan and blower motor)

Check belts, change if necessary

180-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
365-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Clean condenser and evaporator coils
Check safety interlocks

PM4653-EROOM0001 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4653-EROOM0002 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4653-EROOM0003 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4653-EW0001 Preventive Maintenance - Safety Eyewash Station 30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
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Date and initial inspection tag

PM4653-FAS0001 Preventive Maintenance - Fire Alarm System 30-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions

180-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions
Verify operation of all pull stations and bells
Clean, test, and calibrate smoke detectors if applicable

PM4653-FILT0001 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4653-FILT0002 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4653-FILT0003 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4653-FILT0005 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4653-FILT0006 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4653-HST0001 Preventive Maintenance - Cranes and Hoists 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4653-HST0002 Preventive Maintenance - Cranes and Hoists 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4653-HST0003 Preventive Maintenance - Cranes and Hoists 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4653-HWP0001 Preventive Maintenance - Hot Water Pump 365-Day: Hot Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary
Check drive coupling

PM4653-HWP0003 Preventive Maintenance - Hot Water Pump 365-Day: Hot Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary
Check drive coupling
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PM4653HWTR0001 Preventive Maintenance - Hot Water Treatment 7-day Hot Water Treatment PM Perform testing on hot water system

Add chemicals if needed
PM4653HWTR0002 Preventive Maintenance - Hot Water Treatment 7-day Hot Water Treatment PM Perform testing on hot water system

Add chemicals if needed
PM4653HWTR0003 Preventive Maintenance - Hot Water Treatment (Off-

season)
7-day Hot Water Treatment PM (Off-season) Perform testing on hot water system

Add chemicals if needed
PM4653HWTR0004 Preventive Maintenance - Hot Water Treatment (Off-

season)
30-day Hot Water PM (Off-season) Notify Water Treatment Tech when performing PM (4-1058, 4-6020)

Open all necessary valves (Supply/Control/Makeup)
Check to make sure makeup water is on
Check to make sure system is filled
Coordinate operation with UCS
Turn on circulation pumps and run for 48 hours
Shut down pumps and close all necessary valves

PM4653HWTR0005 Preventive Maintenance - Hot Water Treatment (Off-
season)

7-day Hot Water Treatment PM (Off-season) Perform testing on hot water system

Add chemicals if needed
PM4653HWTR0006 Preventive Maintenance - Hot Water Treatment (Off-

season)
30-day Hot Water PM (Off-season) Notify Water Treatment Tech when performing PM (4-1058, 4-6020)

Open all necessary valves (Supply/Control/Makeup)
Check to make sure makeup water is on
Check to make sure system is filled
Coordinate operation with UCS
Turn on circulation pumps and run for 48 hours
Shut down pumps and close all necessary valves

PM4653LIGHTS Preventive Maintenance - Exterior Lighting 90-Day Exterior Lighting Inspection Inspect all Exterior Building Lighting
Inspect all Parking Lot Lighting
Report Findings to Electrical Supervisor

PM4653-LTS0001 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4653-LTS0002 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4653-LTS0003 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
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Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4653-LTS0004 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4653-LTS0005 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4653-LTS0006 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4653-LTS0007 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4653-LTS0008 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test
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365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head

Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4653-LTS0009 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4653-ODT0001 Preventive Maintenance - Oxygen Detection System 30-Day: Oxygen Detection System, Dry Cell Type Perform visual inspection

Verify ODT is required at this location.  If unit is not needed issue work 
request to remove unit

180-Day: Oxygen Detection System, Dry Cell 
Type

Perform visual inspection

Calibrate system
Check all alarm points
Verify ODT is still required at this location.  If unit is not needed issue work 
request to remove unit

PM4653-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.
Apply insecticides or poisons as required.
Complete chemical applications records.

PM4653-PNL0001 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 
(Bobby Collier)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4653-PNL0002 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4653-PNL0003 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4653-PNL0004 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4653-PNL0005 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4653-PNL0006 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4653-PNL0007 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary



NNM08AA54C
ATTACHMENT J-24

PREVENTIVE MAINTENANCE

Page 735 of 1447

PMNUM PM DESCRIPTION  TASK DESCRIPTION
PM4653-PNL0008 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4653-PNL0009 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4653-PNL0010 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4653-PNL0011 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4653-PNL0012 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4653-PNL0013 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4653-PNL0014 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4653-PNL0015 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4653-PNL0016 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4653-PNL0017 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4653-PNL0018 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4653-PNL0019 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4653-PNL0020 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4653-PNL0021 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4653-PNL0022 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4653-PNL0023 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
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PM4653-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4653-ROOF0002 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4653-ROOF0003 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4653-ROOF0004 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4653-ROOF0005 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4653-RV0001 Preventive Maintenance - Relief Valves 365-Day: Relief Valve PM Service and Tag Relief Valve
PM4653-RV0002 Preventive Maintenance - Relief Valves 365-Day: Relief Valve PM Service and Tag Relief Valve
PM4653-RV0003 Preventive Maintenance - Relief Valves 365-Day: Relief Valve PM Service and Tag Relief Valve
PM4653-SHEW0001 Preventive Maintenance - Safety Shower and Eyewash 

Station
30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4653-SHEW0002 Preventive Maintenance - Safety Shower and Eyewash 
Station

30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4654-ACFLT0001 Preventive Maintenance - Air Compressor Filter Change 365-Day: Air Compressor Filter Change Replace Filter(s) on air compressor unit.

PM4654-ACMP0001 Preventive Maintenance - Air Compressor Control 90-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check Belts.  Change if necessary.

180-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

365-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change as necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

PM4654-ADRY0001 Preventive Maintenance - Air Dryer 60-Day: Air Dryer, Refrigerant Type (w/o 
Condenser Fan)

Check operation and controls.  If any problems found then issue work 
request.
Drain and flush
Drain water separator

180-Day: Air Dryer, Refrigerant Type (w/o 
Condenser Fan)

Check operation and controls.  If any problems found then issue work 
request.
Drain and flush
Drain water separator
Clean condenser coils

PM4654-DXAC0001 Preventive Maintenance - Direct Expansion AC Unit 90-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
180-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request
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Check belts, change if necessary

365-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Clean condenser and evaporator coils
Check safety interlocks

PM4654-EROOM0001 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4654-FAS0001 Preventive Maintenance - Fire Alarm System 30-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions

180-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions
Verify operation of all pull stations and bells
Clean, test, and calibrate smoke detectors if applicable

PM4654-FILT0001 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4654LIGHTS Preventive Maintenance - Exterior Lighting 90-Day Exterior Lighting Inspection Inspect all Exterior Building Lighting

Inspect all Parking Lot Lighting
Report Findings to Electrical Supervisor

PM4654-LTS0001 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4654-LTS0002 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4654-LTS0003 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4654-LTS0004 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
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Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4654-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.
Apply insecticides or poisons as required.
Complete chemical applications records.

PM4654-PNL0001 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 
(Bobby Collier)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4654-PNL0002 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4654-PNL0003 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4654-PNL0004 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4654-PNL0005 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4654-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4654-RV0001 Preventive Maintenance - Relief Valves 365-Day: Relief Valve PM Service and Tag Relief Valve
PM4655-ACFLT0001 Preventive Maintenance - Air Compressor Filter Change 365-Day: Air Compressor Filter Change Replace Filter(s) on air compressor unit.

PM4655-ACMP0001 Preventive Maintenance - Air Compressor Control 90-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check Belts.  Change if necessary.

180-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

365-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change as necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

PM4655-CNDP0002 Preventive Maintenance -Condensate Pump 90-Day: Pump Check operation and controls.  If any problems are found issue work request

180-Day: Pump Check for proper operation of pump.  If any problems are found issue work 
request
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Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary

PM4655-CNDP0003 Preventive Maintenance -Condensate Pump 90-Day: Pump Check operation and controls.  If any problems are found issue work request

180-Day: Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary

PM4655-CRN0001 Preventive Maintenance - Crane 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4655-CRN0002 Preventive Maintenance - Crane 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4655-DOOR0001 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM (w/o lifting cables) Inspect drive mechanism
Inspect brake settings if applicable
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect Mounts to ensure that they are sufficiently sized
Inspect chain drive adjustments
If any problems are found issue work request

PM4655-DOOR0002 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM (w/o lifting cables) Inspect drive mechanism
Inspect brake settings if applicable
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect Mounts to ensure that they are sufficiently sized
Inspect chain drive adjustments
If any problems are found issue work request

PM4655-DXAC0001 Preventive Maintenance - Direct Expansion AC Unit 90-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary

180-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven

Check operation and controls.  If any problems are found issue work request
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Check belts, change if necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary

365-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary
Clean condenser and evaporator coils
Check safety interlocks

PM4655-DXAC0002 Preventive Maintenance - Direct Expansion AC Unit 90-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven (W/ Sealed 
condenser fan)

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate blower motor as necessary

180-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven (W/ Sealed 
condenser fan)

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate blower motor as necessary

365-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven (W/ Sealed 
condenser fan)

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate blower motor as necessary
Clean condenser and evaporator coils
Check safety interlocks

PM4655-DXAC0003 Preventive Maintenance - Direct Expansion AC Unit 90-Day: DX Unit Package, Stand-Alone or Split-
Type, Air-Cooled, Direct-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

180-Day: DX Unit Package, Stand-Alone or Split-
Type, Air-Cooled, Thru The Wall Unit (W/ Sealed 
condenser fan and blower motor

Check operation and controls.  If any problems are found issue work request

365-Day: DX Unit Package, Stand-Alone or Split-
Type, Air-Cooled, Direct-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

Clean condenser and evaporator coils
Check safety interlocks

PM4655-EAF0001 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4655-EROOM0001 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4655-FAS0001 Preventive Maintenance - Fire Alarm System 30-Day: Fire Alarm System Inspect panel
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Inspect smoke detectors for damage and obstructions

180-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions
Verify operation of all pull stations and bells
Clean, test, and calibrate smoke detectors if applicable

PM4655-FILT0001 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4655-FILT0002 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4655-FILT0003 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4655-FILT0004 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4655-HP0002 Preventive Maintenance - Direct Expansion AC Unit 90-Day: Direct Expansion Unit Package, Split-

Type, Air-Cooled, Belt-Driven
Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary

180-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary

365-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary
Clean condenser and evaporator coils
Check safety interlocks

PM4655LIGHTS Preventive Maintenance - Exterior Lighting 90-Day Exterior Lighting Inspection Inspect all Exterior Building Lighting
Inspect all Parking Lot Lighting
Report Findings to Electrical Supervisor

PM4655-LROD0001 Preventive Maintenance - Lightning Protection System 365 Day: Lightning Protection System Measure and record resistance readings

Inspect rods, cables, and fasteners
Attach and turn in ground readings with PM sheet

PM4655-LTS0001 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4655-LTS0002 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
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Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4655-LTS0003 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4655-LTS0004 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4655-LTS0005 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4655-ODT0001 Preventive Maintenance - Oxygen Detection System 30-Day: Oxygen Detection System, Dry Cell Type Perform visual inspection

Verify ODT is required at this location.  If unit is not needed issue work 
request to remove unit

180-Day: Oxygen Detection System, Dry Cell 
Type

Perform visual inspection

Calibrate system
Check all alarm points
Verify ODT is still required at this location.  If unit is not needed issue work 
request to remove unit

PM4655-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.
Apply insecticides or poisons as required.
Complete chemical applications records.

PM4655-PNL0001 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 
(Bobby Collier)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4655-PNL0002 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
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PM4655-PNL0003 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4655-PNL0004 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4655-PNL0005 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4655-PNL0006 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4655-PNL0007 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4655-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4655-ROOF0002 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4655-RV0001 Preventive Maintenance - Relief Valves 365-Day: Relief Valve PM Service and Tag Relief Valve
PM4656-ACFLT0001 Preventive Maintenance - Air Compressor Filter Change 365-Day: Air Compressor Filter Change Replace Filter(s) on air compressor unit.

PM4656-ACMP0001 Preventive Maintenance - Air Compressor Control 90-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check Belts.  Change if necessary.

180-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

365-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change as necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

PM4656-ADRY0001 Preventive Maintenance - Air Dryer 60-Day: Air Dryer, Refrigerant Type (w/o 
Condenser Fan)

Check operation and controls.  If any problems found then issue work 
request.
Drain and flush
Drain water separator

180-Day: Air Dryer, Refrigerant Type (w/o 
Condenser Fan)

Check operation and controls.  If any problems found then issue work 
request.
Drain and flush
Drain water separator
Clean condenser coils

PM4656-AH0001 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable
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PM4656-BATB0001 Preventive Maintenance - Battery Bank 30-Day: Battery Bank, Wet Cell (UPS) Check and refill battery

Check connections
Clean and lubricate terminals
Clean battery if necessary
Check operation and controls
Take specific gravity and voltage readings
Check pilot cell temperature

PM4656-BFP0001 Preventive Maintenance - Back Flow Preventer 90-Day: Back Flow Preventer Check Operations
PM4656-CHLR0001 Preventive Maintenance - Water Chiller 365-Day: Chiller, Air-Cooled Check unit's evaporator and condenser pressures.

Check fan motor if applicable for excessive noise and vibration.
Check oil temperature
Check compressor oil level.
Lubricate condenser fan motors as necessary
Run system control tests.
Perform refrigerant leak check.
Check refrigerant charge/level, add as necessary
Check compressor for excessive noise/vibration.
Check sensor and mechanical safety limits.
Replace oil and oil filters(s).
Inspect safety relief valve.
Run an insulation test on the motor.
Check (IR Scan) and tighten motor terminals.
Service chiller starter and check all controls and terminations.
Clean condenser
Clean evaporator tubes if available

PM4656-CHWP0001 Preventive Maintenance - Chill Water Pump 365-Day Chilled Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands; make 
minor repairs as necessary.
Lubricate pump and motor as necessary.
Check drive coupling

PM4656-CHWP0002 Preventive Maintenance - Chill Water Pump 365-Day Chilled Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands; make 
minor repairs as necessary.
Lubricate pump and motor as necessary.
Check drive coupling

PM4656-CNDP0001 Preventive Maintenance -Condensate Pump 90-Day: Pump Check operation and controls.  If any problems are found issue work request

180-Day: Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary

PM4656-CNDP0002 Preventive Maintenance -Condensate Pump 90-Day: Pump Check operation and controls.  If any problems are found issue work request

180-Day: Pump Check for proper operation of pump.  If any problems are found issue work 
request
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Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary

PM4656-CNDP0003 Preventive Maintenance -Condensate Pump 90-Day: Pump Check operation and controls.  If any problems are found issue work request

180-Day: Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary

PM4656-CRN0001 Preventive Maintenance - Crane 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4656-CRN0002 Preventive Maintenance - Crane 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4656CWTR0001 Preventive Maintenance - Chilled  Water Treatment 7-day Chilled Water Treatment PM Perform testing on chilled water system
Add chemicals if needed

PM4656-DOOR0001 Preventive Maintenance - Sliding Door 180-Day Sliding Door, Automatic Lubricate tracks as necessary
Inspect drive mechanism
Check stops and tethers
Inspect tracks for debris
If any problems are found issue work request

PM4656-DOOR0002 Preventive Maintenance - Sliding Door 180-Day Sliding Door, Automatic Lubricate tracks as necessary
Inspect drive mechanism
Check stops and tethers
Inspect tracks for debris
If any problems are found issue work request

PM4656-DXAC0001 Preventive Maintenance - Direct Expansion AC Unit 90-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
180-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
365-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request
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Check belts, change if necessary
Clean condenser and evaporator coils
Check safety interlocks

PM4656-DXAC0002 Preventive Maintenance - Direct Expansion AC Unit 90-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
180-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
365-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Clean condenser and evaporator coils
Check safety interlocks

PM4656-DXAC0004 Preventive Maintenance - Direct Expansion AC Unit 90-Day: Direct Expansion Unit Package, Stand-
Alone or Split-Type, Air-Cooled, Direct-Driven

Check operation and controls.  If any problems are found issue work request.

Lubricate condenser fan as necessary
Lubricate blower motor as necessary

180-Day: Direct Expansion Unit Package, Stand-
Alone or Split-Type, Air-Cooled, Thru The Wall 
Unit

Check operation and controls.  If any problems are found issue work request

Lubricate condenser fan as necessary
Lubricate blower motor as necessary
Check suction and discharge pressure

365-Day: Direct Expansion Unit Package, Stand-
Alone or Split-Type, Air-Cooled, Direct-Driven

Check operation and controls.  If any problems are found issue work request

Lubricate condenser fan as necessary
Lubricate blower motor as necessary
Check suction and discharge pressure
Clean condenser and evaporator coils
Check safety interlocks

PM4656-EROOM0001 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4656-EROOM0002 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4656-FAS0001 Preventive Maintenance - Fire Alarm System 30-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions

180-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions
Verify operation of all pull stations and bells
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Clean, test, and calibrate smoke detectors if applicable

PM4656-FILT0001 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4656-FILT0002 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4656-FILT0003 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4656-FILT0004 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4656-FILT0005 Preventive Maintenance - Filters 180-Day Filter PM Check filters, change if necessary
PM4656-FILT0006 Preventive Maintenance - Filters 180-Day Filter PM Check filters, change if necessary
PM4656-FILT0007 Preventive Maintenance - Filters 180-Day Filter PM Check filters, change if necessary
PM4656-FILT0008 Preventive Maintenance - Filters 180-Day Filter PM Check filters, change if necessary
PM4656-FILT0009 Preventive Maintenance - Filters 180-Day Filter PM Check filters, change if necessary
PM4656-HST0001 Preventive Maintenance - Cranes and Hoists 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4656-HV0001 Preventive Maintenance - Heating Vent Unit 180-Day Heating/Ventilating Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust as necessary.

PM4656-HV0002 Preventive Maintenance - Heating Vent Unit 180-Day Heating/Ventilating Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust as necessary.

PM4656-HV0003 Preventive Maintenance - Heating Vent Unit 180-Day Heating/Ventilating Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust as necessary.

PM4656-HV0004 Preventive Maintenance - Heating Vent Unit 180-Day Heating/Ventilating Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust as necessary.

PM4656-HV0005 Preventive Maintenance - Heating Vent Unit 180-Day Heating/Ventilating Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust as necessary.

PM4656LIGHTS Preventive Maintenance - Exterior Lighting 90-Day Exterior Lighting Inspection Inspect all Exterior Building Lighting
Inspect all Parking Lot Lighting
Report Findings to Electrical Supervisor

PM4656-LTS0001 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test
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180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head

Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4656-LTS0002 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4656-LTS0003 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4656-LTS0004 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4656-LTS0005 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4656-LTS0006 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
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Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4656-LTS0007 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4656-ODT0001 Preventive Maintenance - Oxygen Detection System 30-Day: Oxygen Detection System, Dry Cell Type Perform visual inspection

Verify ODT is required at this location.  If unit is not needed issue work 
request to remove unit

180-Day: Oxygen Detection System, Dry Cell 
Type

Perform visual inspection

Calibrate system
Check all alarm points
Verify ODT is still required at this location.  If unit is not needed issue work 
request to remove unit

PM4656-ODT0003 Preventive Maintenance - Oxygen Detection System 180-Day: Oxygen Detection System, Dry Cell 
Type

Perform visual inspection

Calibrate system
Check all alarm points
Verify ODT is still required at this location.  If unit is not needed issue work 
request to remove unit

30-Day Oxygen Detection System, Wet Cell Type Inspect system and calibrate

Check water levels if applicable, add if necessary
Verify ODT is still required at this location.  If unit is no longer needed issue 
work request to remove unit

PM4656-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.
Apply insecticides or poisons as required.
Complete chemical applications records.

PM4656-PNL0001 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 
(Bobby Collier)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4656-PNL0002 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4656-PNL0003 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4656-PNL0004 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
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PM4656-PNL0005 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4656-PNL0006 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4656-PNL0007 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4656-PNL0008 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4656-PNL0009 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4656-PNL0010 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4656-PNL0011 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4656-PNL0012 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4656-PNL0013 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4656-PNL0014 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4656-PNL0015 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4656-PNL0016 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4656-PNL0017 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4656-PNL0018 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4656-PNL0019 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4656-PNL0020 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
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PM4656-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4656-ROOF0002 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4656-ROOF0003 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4656-RV0001 Preventive Maintenance - Relief Valves 365-Day: Relief Valve PM Service and Tag Relief Valve
PM4657LIGHTS Preventive Maintenance - Exterior Lighting 90-Day Exterior Lighting Inspection Inspect all Exterior Building Lighting

Inspect all Parking Lot Lighting
Report Findings to Electrical Supervisor

PM4657-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.
Apply insecticides or poisons as required.
Complete chemical applications records.

PM4657-PNL0001 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 
(Bobby Collier)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4657-PNL0002 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4657-PNL0003 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4657-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4657-ROOF0002 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4657-SHEW0001 Preventive Maintenance - Safety Shower and Eyewash 

Station
30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4657-SHEW0002 Preventive Maintenance - Safety Shower and Eyewash 
Station

30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4658LIGHTS Preventive Maintenance - Exterior Lighting 90-Day Exterior Lighting Inspection Inspect all Exterior Building Lighting
Inspect all Parking Lot Lighting
Report Findings to Electrical Supervisor

PM4658-LTS0001 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4658-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.
Apply insecticides or poisons as required.
Complete chemical applications records.

PM4658-PNL0001 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 
(Bobby Collier)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4658-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
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PM4659-ACFLT0001 Preventive Maintenance - Air Compressor Filter Change 365-Day: Air Compressor Filter Change Replace Filter(s) on air compressor unit.

PM4659-ACMP0001 Preventive Maintenance - Air Compressor Control 90-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check Belts.  Change if necessary.

180-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

365-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change as necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

PM4659-ADRY0001 Preventive Maintenance - Air Dryer 60-Day: Air Dryer, Refrigerant Type (w/o 
Condenser Fan)

Check operation and controls.  If any problems found then issue work 
request.
Drain and flush
Drain water separator

180-Day: Air Dryer, Refrigerant Type (w/o 
Condenser Fan)

Check operation and controls.  If any problems found then issue work 
request.
Drain and flush
Drain water separator
Clean condenser coils

PM4659-CNDP0001 Preventive Maintenance -Condensate Pump 90-Day: Pump Check operation and controls.  If any problems are found issue work request

180-Day: Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary

PM4659-CRN0001 Preventive Maintenance - Crane 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4659-CRN0002 Preventive Maintenance - Crane 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4659-DOOR0001 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM (w/o lifting cables) Inspect drive mechanism
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Inspect brake settings if applicable
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect Mounts to ensure that they are sufficiently sized
Inspect chain drive adjustments
If any problems are found issue work request

PM4659-DOOR0002 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM (w/o lifting cables) Inspect drive mechanism
Inspect brake settings if applicable
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect Mounts to ensure that they are sufficiently sized
Inspect chain drive adjustments
If any problems are found issue work request

PM4659-DXAC0001 Preventive Maintenance - Direct Expansion AC Unit 90-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
180-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
365-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Clean condenser and evaporator coils
Check safety interlocks

PM4659-EROOM0001 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4659-FAS0001 Preventive Maintenance - Fire Alarm System 30-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions

180-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions
Verify operation of all pull stations and bells
Clean, test, and calibrate smoke detectors if applicable

PM4659-FILT0001 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4659LIGHTS Preventive Maintenance - Exterior Lighting 90-Day Exterior Lighting Inspection Inspect all Exterior Building Lighting

Inspect all Parking Lot Lighting
Report Findings to Electrical Supervisor

PM4659-LTS0001 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
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Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4659-LTS0002 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4659-LTS0003 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4659-LTS0004 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4659-LTS0005 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4659-ODT0001 Preventive Maintenance - Oxygen Detection System 30-Day Oxygen Detection System, Wet Cell Type Inspect system and calibrate

Check water levels if applicable, add if necessary
Verify ODT is still required at this location.  If unit is no longer needed issue 
work request to remove unit

PM4659-ODT0002 Preventive Maintenance - Oxygen Detection System 30-Day Oxygen Detection System, Wet Cell Type Inspect system and calibrate

Check water levels if applicable, add if necessary
Verify ODT is still required at this location.  If unit is no longer needed issue 
work request to remove unit
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PM4659-ODT0003 Preventive Maintenance - Oxygen Detection System 30-Day Oxygen Detection System, Wet Cell Type Inspect system and calibrate

Check water levels if applicable, add if necessary
Verify ODT is still required at this location.  If unit is no longer needed issue 
work request to remove unit

PM4659-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.
Apply insecticides or poisons as required.
Complete chemical applications records.

PM4659-PNL0001 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 
(Bobby Collier)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4659-PNL0002 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4659-PNL0003 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4659-PNL0004 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4659-PNL0005 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4659-PNL0006 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4659-PNL0007 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4659-PNL0008 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4659-PNL0009 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4659-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4659-ROOF0002 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4659-ROOF0003 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4659-RV0001 Preventive Maintenance - Relief Valves 365-Day: Relief Valve PM Service and Tag Relief Valve
PM4659-SHEW0001 Preventive Maintenance - Safety Shower and Eyewash 

Station
30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4659-SHEW0002 Preventive Maintenance - Safety Shower and Eyewash 
Station

30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag
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PM4659-SHEW0003 Preventive Maintenance - Safety Shower and Eyewash 

Station
30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4660-ACFLT0001 Preventive Maintenance - Air Compressor Filter Change 365-Day: Air Compressor Filter Change Replace Filter(s) on air compressor unit.

PM4660-ACMP0001 Preventive Maintenance - Air Compressor Control 90-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check Belts.  Change if necessary.

180-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

365-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change as necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

PM4660-BLR0001 Preventive Maintenance - Steam Boiler 30-Day: Boiler in dry lay-up Perform safety walk-through
Clean boiler area, if necessary

PM4660-BLR0002 Preventive Maintenance - Steam Boiler 30-Day: Boiler in dry lay-up Perform safety walk-through
Clean boiler area, if necessary

PM4660-BLR0003 Preventive Maintenance - Steam Boiler 30-Day: Boiler, Steam Clean control box
Lubricate as necessary
Check for leaks
Inspect and clean scanner, adjust if necessary
Check chemical controls and water analysis
Lift safety valves, check dampers and stack

90-Day: Boiler, Steam Clean control box
Lubricate as necessary
Check for leaks
Inspect and clean scanner, adjust if necessary
Check chemical controls and water analysis
Lift safety valves, check dampers and stack
Clean interior and exterior of boiler
Check turbine flues and clean furnace
Clean burner, filters and strainers
Check flow or limit switches

PM4660-DOOR0001 Preventive Maintenance - Roll-Up Door 180-Day Sliding/Roll-up Door, Manual Lubricate tracks as necessary
Check stops and tethers
If any problems are found issue work request

PM4660-EW0001 Preventive Maintenance - EyeWash 30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4660-FWP0001 Preventive Maintenance -Feed Water Pump 30-Day: Feed Water Pump Check operation and controls.  If any problems are found issue work request
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180-Day: Feed WaterPump Check operation and controls.  If any problems are found issue work request

Lubricate as necessary
Check coupling and drives

PM4660-FWP0002 Preventive Maintenance -Feed Water Pump 30-Day: Feed Water Pump Check operation and controls.  If any problems are found issue work request

180-Day: Feed WaterPump Check operation and controls.  If any problems are found issue work request

Lubricate as necessary
Check coupling and drives

PM4660-FWP0003 Preventive Maintenance -Feed Water Pump 30-Day: Feed Water Pump Check operation and controls.  If any problems are found issue work request

180-Day: Feed WaterPump Check operation and controls.  If any problems are found issue work request

Lubricate as necessary
Check coupling and drives

PM4660-HTR0001 Preventive Maintenance - De-Aerating Heater 30-Day De-Aerating Heater Check Operations and Controls.  If any problems are found issue work 
request
Check Water and Air Pressure
Inspect and Clean Panels
Check float valve
Check tank for leaks

90-Day De-Aerating Heater Check Operations and Controls.  If any problems are found issue work 
request
Check Water and Air Pressure
Inspect and Clean Panels
Check float valve
Clean Pump Inlet Strainer
Check tank for leaks

365-Day: De-Aerating Heater Check Operations and Controls.  If any problems are found issue work 
request
Check Water and Air Pressure
Inspect and Clean Panels
Check float valve
Clean Pump Inlet Strainer
Lubricate as Necessary
Check tank for leaks

PM4660LIGHTS Preventive Maintenance - Exterior Lighting 90-Day Exterior Lighting Inspection Inspect all Exterior Building Lighting
Inspect all Parking Lot Lighting
Report Findings to Electrical Supervisor

PM4660-LTS0001 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals
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PM4660-PBLR0001 Preventive Maintenance - Steam Boiler 30-Day: Boiler in dry lay-up Perform safety walk-through

Clean boiler area, if necessary
PM4660-PBLR0003 Preventive Maintenance - Steam Boiler 30-Day: Boiler in dry lay-up Perform safety walk-through

Clean boiler area, if necessary
PM4660-PBLR0004 Preventive Maintenance - Steam Boiler 30-Day: Boiler in dry lay-up Perform safety walk-through

Clean boiler area, if necessary
PM4660-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.

Apply insecticides or poisons as required.
Complete chemical applications records.

PM4660-PMP0001 Preventive Maintenance - Fuel Pump 90-Day: Pump Check operation and controls.  If any problems are found issue work request

180-Day: Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary

PM4660-PNL0001 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 
(Bobby Collier)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4660-PNL0002 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4660-PNL0003 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4660-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4660-RV0001 Preventive Maintenance - Relief Valves 365-Day: Relief Valve PM Service and Tag Relief Valve
PM4660-SHEW0001 Preventive Maintenance - Safety Shower and Eyewash 

Station
30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4661LIGHTS Preventive Maintenance - Exterior Lighting 90-Day Exterior Lighting Inspection Inspect all Exterior Building Lighting
Inspect all Parking Lot Lighting
Report Findings to Electrical Supervisor

PM4661-ODT0001 Preventive Maintenance - Oxygen Detection System 30-Day Oxygen Detection System, Wet Cell Type Inspect system and calibrate

Check water levels if applicable, add if necessary
Verify ODT is still required at this location.  If unit is no longer needed issue 
work request to remove unit

PM4661-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.
Apply insecticides or poisons as required.
Complete chemical applications records.

PM4661-PNL0001 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 
(Bobby Collier)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4661-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4663A-ACFLT0001 Preventive Maintenance - Air Compressor Filter Change 365-Day: Air Compressor Filter Change Replace Filter(s) on air compressor unit.
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PM4663A-ACMP0001 Preventive Maintenance - Air Compressor Control 90-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.

Check oil, add or change if necessary
Lubricate as necessary
Check Belts.  Change if necessary.

180-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

365-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change as necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

PM4663A-ADRY0001 Preventive Maintenance - Air Dryer 60-Day: Air Dryer, Refrigerant Type (w/o 
Condenser Fan)

Check operation and controls.  If any problems found then issue work 
request.
Drain and flush
Drain water separator

180-Day: Air Dryer, Refrigerant Type (w/o 
Condenser Fan)

Check operation and controls.  If any problems found then issue work 
request.
Drain and flush
Drain water separator
Clean condenser coils

PM4663A-AH0001 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4663A-AH0002 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4663A-AH0004 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4663A-AH0005 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4663A-AH0007 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.
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PM4663A-AH0012 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 

issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4663A-AH002A Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4663A-AH021A Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4663A-AH021B Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4663A-AH022A Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4663A-AH022B Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4663A-AH023A Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4663A-AH023B Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4663A-AH0B3B Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4663A-ATS0001 Preventive Maintenance - Auto Transfer Switch 180-Day: Auto Transfer Switch Check automatic operation and controls
365-Day: Auto Transfer Switch Check automatic operation and controls

Clean equipment
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Perform Infrared Inspection to check all contacts and connections
If temperatures of over 121 degrees F noticed, connection must be 
repaired/tightened.

PM4663A-ATS0002 Preventive Maintenance - Auto Transfer Switch 180-Day: Auto Transfer Switch Check automatic operation and controls
365-Day: Auto Transfer Switch Check automatic operation and controls

Clean equipment
Perform Infrared Inspection to check all contacts and connections
If temperatures of over 121 degrees F noticed, connection must be 
repaired/tightened.

PM4663AB-AH0001 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4663A-BATB0001 Preventive Maintenance - Battery Bank 30-Day: Battery Bank, Wet Cell (UPS) Check and refill battery
Check connections
Clean and lubricate terminals
Clean battery if necessary
Check operation and controls
Take specific gravity and voltage readings
Check pilot cell temperature

PM4663A-CRU0001 Preventive Maintenance - Computer Room Unit 30-Day: Critical Computer Room Type Air 
Handling Unit, Chill Water or Water-Cooled 
Combination Type

Check operation and controls.  If any problems found then issue work 
request.

Check belts, change if necessary
Check and lubricate bearings as necessary
Inspect drains for proper flow and clarity.

90-Day: Critical Computer Room Type Air 
Handling Unit, Chill Water or Water-Cooled 
Combination Type

Check operation and controls.  If any problems found then issue work 
request.

Check belts, change if necessary
Check and lubricate bearings as necessary
Lubricate blower motor as necessary
Check safety interlocks
Clean drain pans, vacuum drains, and isure drain clarity

PM4663A-CRU0002 Preventive Maintenance - Computer Room Unit 30-Day: Critical Computer Room Type Air 
Handling Unit, Chill Water or Water-Cooled 
Combination Type

Check operation and controls.  If any problems found then issue work 
request.

Check belts, change if necessary
Check and lubricate bearings as necessary
Inspect drains for proper flow and clarity.

90-Day: Critical Computer Room Type Air 
Handling Unit, Chill Water or Water-Cooled 
Combination Type

Check operation and controls.  If any problems found then issue work 
request.

Check belts, change if necessary
Check and lubricate bearings as necessary
Lubricate blower motor as necessary
Check safety interlocks
Clean drain pans, vacuum drains, and isure drain clarity
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PM4663A-CRU0003 Preventive Maintenance - Computer Room Unit 30-Day: Critical Computer Room Type Air 

Handling Unit, Chill Water or Water-Cooled 
Combination Type

Check operation and controls.  If any problems found then issue work 
request.

Check belts, change if necessary
Check and lubricate bearings as necessary
Inspect drains for proper flow and clarity.

90-Day: Critical Computer Room Type Air 
Handling Unit, Chill Water or Water-Cooled 
Combination Type

Check operation and controls.  If any problems found then issue work 
request.

Check belts, change if necessary
Check and lubricate bearings as necessary
Lubricate blower motor as necessary
Check safety interlocks
Clean drain pans, vacuum drains, and isure drain clarity

PM4663A-CRU0004 Preventive Maintenance - Computer Room Unit 30-Day: Critical Computer Room Type Air 
Handling Unit, Chill Water or Water-Cooled 
Combination Type

Check operation and controls.  If any problems found then issue work 
request.

Check belts, change if necessary
Check and lubricate bearings as necessary
Inspect drains for proper flow and clarity.

90-Day: Critical Computer Room Type Air 
Handling Unit, Chill Water or Water-Cooled 
Combination Type

Check operation and controls.  If any problems found then issue work 
request.

Check belts, change if necessary
Check and lubricate bearings as necessary
Lubricate blower motor as necessary
Check safety interlocks
Clean drain pans, vacuum drains, and isure drain clarity

PM4663A-CRU0005 Preventive Maintenance - Computer Room Unit 30-Day: Critical Computer Room Type Air 
Handling Unit, Chill Water or Water-Cooled 
Combination Type

Check operation and controls.  If any problems found then issue work 
request.

Check belts, change if necessary
Check and lubricate bearings as necessary
Inspect drains for proper flow and clarity.

90-Day: Critical Computer Room Type Air 
Handling Unit, Chill Water or Water-Cooled 
Combination Type

Check operation and controls.  If any problems found then issue work 
request.

Check belts, change if necessary
Check and lubricate bearings as necessary
Lubricate blower motor as necessary
Check safety interlocks
Clean drain pans, vacuum drains, and isure drain clarity

PM4663A-CRU0006 Preventive Maintenance - Computer Room Unit 30-Day: Critical Computer Room Type Air 
Handling Unit, Chill Water or Water-Cooled 
Combination Type

Check operation and controls.  If any problems found then issue work 
request.

Check belts, change if necessary
Check and lubricate bearings as necessary
Inspect drains for proper flow and clarity.
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90-Day: Critical Computer Room Type Air 
Handling Unit, Chill Water or Water-Cooled 
Combination Type

Check operation and controls.  If any problems found then issue work 
request.

Check belts, change if necessary
Check and lubricate bearings as necessary
Lubricate blower motor as necessary
Check safety interlocks
Clean drain pans, vacuum drains, and isure drain clarity

PM4663A-CRU0007 Preventive Maintenance - Computer Room Unit 30-Day: Critical Computer Room Type Air 
Handling Unit, Chill Water or Water-Cooled 
Combination Type

Check operation and controls.  If any problems found then issue work 
request.

Check belts, change if necessary
Check and lubricate bearings as necessary
Inspect drains for proper flow and clarity.

90-Day: Critical Computer Room Type Air 
Handling Unit, Chill Water or Water-Cooled 
Combination Type

Check operation and controls.  If any problems found then issue work 
request.

Check belts, change if necessary
Check and lubricate bearings as necessary
Lubricate blower motor as necessary
Check safety interlocks
Clean drain pans, vacuum drains, and isure drain clarity

PM4663A-CRU0008 Preventive Maintenance - Computer Room Unit 30-Day: Critical Computer Room Type Air 
Handling Unit, Chill Water or Water-Cooled 
Combination Type

Check operation and controls.  If any problems found then issue work 
request.

Check belts, change if necessary
Check and lubricate bearings as necessary
Inspect drains for proper flow and clarity.

90-Day: Critical Computer Room Type Air 
Handling Unit, Chill Water or Water-Cooled 
Combination Type

Check operation and controls.  If any problems found then issue work 
request.

Check belts, change if necessary
Check and lubricate bearings as necessary
Lubricate blower motor as necessary
Check safety interlocks
Clean drain pans, vacuum drains, and isure drain clarity

PM4663A-CRU0009 Preventive Maintenance - Computer Room Unit 30-Day: Critical Computer Room Type Air 
Handling Unit, Chill Water or Water-Cooled 
Combination Type

Check operation and controls.  If any problems found then issue work 
request.

Check belts, change if necessary
Check and lubricate bearings as necessary
Inspect drains for proper flow and clarity.

90-Day: Critical Computer Room Type Air 
Handling Unit, Chill Water or Water-Cooled 
Combination Type

Check operation and controls.  If any problems found then issue work 
request.

Check belts, change if necessary
Check and lubricate bearings as necessary
Lubricate blower motor as necessary
Check safety interlocks
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Clean drain pans, vacuum drains, and isure drain clarity

PM4663A-ELEV0001 Preventive Maintenance - Hydraulic Elevator 30-Day: Hydraulic Elevator with Automatic Gate Check and clean all electrical panels

Verify operation of emergency telephone
Inspect hoistways and car top
Check oil reservoir
Check sensitivity of door closure pressure

PM4663A-FSS0001 Preventive Maintenance - Fire Suppression System 30-Day: Dry/Wet Chemical Fire Suppression 
System

Perform PM per Dry/Wet Chemical Form

180-Day: Wet/Dry Chemical Fire Suppression 
System

Perform PM per Dry/Wet Chemical Form

PM4663A-HUM0001 Preventive Maintenance - Humidifier 90-Day Humidifier, Electric Generator Type Check operation and controls.  If any problems are found issue work request

Check canister for mineral build-up
Check fill valve
Check dump valve
Inspect Vapor hoses

PM4663A-KVHD0001 Preventive Maintenance - Vent Hood 30-Day: Vent Hood Check for abnormal grease build-up, clean if necessary
PM4663A-LTS0001 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head

Perform 30 second light operational test
180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head

Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4663A-LTS0002 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4663A-LTS0003 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4663A-LTS0004 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
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Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4663A-LTS0005 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4663A-LTS0006 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4663A-LTS0007 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4663A-LTS0008 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4663A-LTS0009 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
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Clean interior of light housing, check battery terminals

PM4663A-LTS0010 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4663A-LTS0011 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4663A-LTS0012 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4663A-LTS0013 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4663A-LTS0014 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4663A-LTS0015 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
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Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4663A-PNL0001 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4663A-PNL0002 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4663A-PNL0003 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4663A-PNL0004 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4663A-PNL0006 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4663A-PNL0007 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4663A-PNL0008 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4663A-PNL0009 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4663A-PNL0010 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
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Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4663A-PNL0011 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4663A-PNL0012 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4663A-PNL0013 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4663A-PNL0014 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4663A-PNL0015 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4663A-PNL0016 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4663A-PNL0017 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4663A-PNL0018 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4663A-PNL0019 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule
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PM4663A-PNL0020 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers

Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4663A-PNL0021 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4663A-PNL0022 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4663A-PNL0023 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4663A-PNL0024 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4663A-PNL0025 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4663A-PNL0026 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4663A-PNL0027 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4663A-PNL0028 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4663A-PNL0029 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
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Check all terminations for tightness
Check panel schedule

PM4663A-PNL0030 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4663A-PNL0031 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4663A-PNL0032 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4663A-PNL0033 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4663A-PNL0034 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4663A-PNL0035 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4663A-PNL0036 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4663A-PNL0037 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4663A-PNL0038 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4663A-PNL0039 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
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Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4663A-PNL0040 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4663A-PNL0041 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4663A-PNL0042 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4663A-PNL0043 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4663A-PNL0044 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4663A-PNL0045 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4663A-PNL0046 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4663A-PNL0047 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4663A-PNL0048 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
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Check panel schedule

PM4663A-PNL0049 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4663A-PNL0050 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4663A-PNL0051 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4663A-PNL0052 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4663A-PNL0053 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4663A-PNL0054 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4663A-PNL0055 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4663A-PNL0056 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4663A-PNL0057 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4663A-PNL0058 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
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Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4663A-PNL0059 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4663A-PNL0060 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4663A-PNL0061 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4663A-PNL0062 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4663A-PNL0063 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4663A-PNL0064 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4663A-PNL0065 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4663A-PNL0066 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4663A-PNL0067 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule
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PM4663A-PNL0068 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers

Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4663A-PNL0069 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4663A-PNL0070 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4663A-PNL0072 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4663A-PNL0073 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4663A-PNL0074 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4663A-RAF0001 Preventive Maintenance - Return Air Fan 90-Day: Supply or Return Air Fan (Night-Shift) Check operation and controls

180-Day: Supply or Return Air Fan (Night-Shift) Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate as necessary

PM4663A-RAF0002 Preventive Maintenance - Return Air Fan 90-Day: Supply or Return Air Fan (Night-Shift) Check operation and controls

180-Day: Supply or Return Air Fan (Night-Shift) Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate as necessary

PM4663A-RAF021A Preventive Maintenance - Return Air Fan 90-Day: Supply or Return Air Fan (Night-Shift) Check operation and controls

180-Day: Supply or Return Air Fan (Night-Shift) Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate as necessary
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PM4663A-RV0001 Preventive Maintenance - Relief Valves 365-Day: Relief Valve PM Service and Tag Relief Valve
PM4663A-SAF0008 Preventive Maintenance - Return Air Fan 90-Day: Supply or Return Air Fan (Night-Shift) Check operation and controls

180-Day: Supply or Return Air Fan (Night-Shift) Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate as necessary

PM4663A-SHEW0001 Preventive Maintenance - Safety Shower and Eyewash 
Station

30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4663A-SPMP0002 Preventive Maintenance - Sump Pump 30-Day: Sump Pump Check operation and controls.  If any problems are found issue work request

180-Day: Sump Pump Check operation and controls.  If any problems are found issue work request

Lubricate as necessary
Check coupling and drives

PM4663A-SPMP001A Preventive Maintenance - Sump Pump 30-Day: Sump Pump Check operation and controls.  If any problems are found issue work request

180-Day: Sump Pump Check operation and controls.  If any problems are found issue work request

Lubricate as necessary
Check coupling and drives

PM4663A-SPMP001B Preventive Maintenance - Sump Pump 30-Day: Sump Pump Check operation and controls.  If any problems are found issue work request

180-Day: Sump Pump Check operation and controls.  If any problems are found issue work request

Lubricate as necessary
Check coupling and drives

PM4663A-SPR0001 Preventive Maintenance - Sprinkler System 30-Day: Wet Sprinkler System PM Perform PM
90-Day: Wet Sprinkler System PM Perform PM
365-Day: Wet Sprinkler System PM Perform PM

PM4663A-SWGR0001 Preventive Maintenance- Switch Gear (4663 Outage) 365-Day: Switch Gear (4663 Outage) Operate Switch/Breakers
Clean Contacts and Components
Check Lugs for Tightness

PM4663A-SWGR0002 Preventive Maintenance- Switch Gear (4663 Outage) 365-Day: Switch Gear (4663 Outage) Operate Switch/Breakers
Clean Contacts and Components
Check Lugs for Tightness

PM4663A-SWGR0003 Preventive Maintenance- Switch Gear (4663 Outage) 365-Day: Switch Gear (4663 Outage) Operate Switch/Breakers
Clean Contacts and Components
Check Lugs for Tightness

PM4663A-UPC0002 Preventive Maintenance- Unit Power Center (4663 Outage) 365-Day: Unit Power Center (4663 Outage) Operate Switch/Breakers

Clean Contacts and Components
Check Lugs for Tightness

PM4663A-UPS0001 Preventive Maintenance - UPS Power System 90-Day: UPS System Perform visual safety check
Check amperage and voltage

180-Day: UPS System Perform visual safety check
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Check amperage and voltage
Check operation and controls

365-Day: UPS System Perform visual safety check
Check amperage and voltage
Check operation and controls
Check termination points
Inspect and clean all modules

PM4663A-XFMR0007 Preventive Maintenance - Transformer (4663 Outage) 365-Day: Transformer Perform heat scan
Clean interior
Check all connections
Check core assembly for arcing for overheating
Check voltage

PM4663B-ACFLT001A Preventive Maintenance - Air Compressor Filter Change 365-Day: Air Compressor Filter Change Replace Filter(s) on air compressor unit.

PM4663B-ACFLT001B Preventive Maintenance - Air Compressor Filter Change 365-Day: Air Compressor Filter Change Replace Filter(s) on air compressor unit.

PM4663B-ACFLT002A Preventive Maintenance - Air Compressor Filter Change 365-Day: Air Compressor Filter Change Replace Filter(s) on air compressor unit.

PM4663B-ACFLT002B Preventive Maintenance - Air Compressor Filter Change 365-Day: Air Compressor Filter Change Replace Filter(s) on air compressor unit.

PM4663B-ACMP001A Preventive Maintenance - Air Compressor Control 90-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check Belts.  Change if necessary.

180-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

365-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change as necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

PM4663B-ACMP001B Preventive Maintenance - Air Compressor Control 90-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check Belts.  Change if necessary.

180-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

365-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change as necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

PM4663B-ACMP002A Preventive Maintenance - Air Compressor Control 90-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
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Check oil, add or change if necessary
Lubricate as necessary
Check Belts.  Change if necessary.

180-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

365-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change as necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

PM4663B-ACMP002B Preventive Maintenance - Air Compressor Control 90-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check Belts.  Change if necessary.

180-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

365-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change as necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

PM4663B-ADRY0001 Preventive Maintenance - Air Dryer 60-Day: Air Dryer, Refrigerant Type (w/ sealed 
condenser motor)

Check operation and controls.  If any problems found then issue work 
request.
Drain and flush
Drain water separator

180-Day: Air Dryer, Refrigerant Type (w/ sealed 
condenser motor)

Check operation and controls.  If any problems are found then issue work 
request.
Drain and flush
Drain water separator
Clean condenser coils

PM4663B-ADRY0002 Preventive Maintenance - Air Dryer 60-Day: Air Dryer, Refrigerant Type (w/ sealed 
condenser motor)

Check operation and controls.  If any problems found then issue work 
request.
Drain and flush
Drain water separator

180-Day: Air Dryer, Refrigerant Type (w/ sealed 
condenser motor)

Check operation and controls.  If any problems are found then issue work 
request.
Drain and flush
Drain water separator
Clean condenser coils

PM4663B-AH0001 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
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Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4663B-AH0004 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4663B-AH0007 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4663B-AH0008 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4663B-AH0010 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4663B-AH0011 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4663B-AH0012 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4663B-AH0013 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4663B-AH0014 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4663B-AH00B1 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4663B-AH00B3 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
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Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4663B-ATS0003 Preventive Maintenance - Auto Transfer Switch 180-Day: Auto Transfer Switch Check automatic operation and controls
365-Day: Auto Transfer Switch Check automatic operation and controls

Clean equipment
Perform Infrared Inspection to check all contacts and connections
If temperatures of over 121 degrees F noticed, connection must be 
repaired/tightened.

PM4663B-ATS0004 Preventive Maintenance - Auto Transfer Switch 180-Day: Auto Transfer Switch Check automatic operation and controls
365-Day: Auto Transfer Switch Check automatic operation and controls

Clean equipment
Perform Infrared Inspection to check all contacts and connections
If temperatures of over 121 degrees F noticed, connection must be 
repaired/tightened.

PM4663B-BATB0001 Preventive Maintenance - Battery Bank 30-Day: Battery Bank, Sealed Check connections
Clean and lubricate terminals
Clean battery if necessary

PM4663B-BATB0002 Preventive Maintenance - Battery Bank 30-Day: Battery Bank, Wet Cell (UPS) Check and refill battery
Check connections
Clean and lubricate terminals
Clean battery if necessary
Check operation and controls
Take specific gravity and voltage readings
Check pilot cell temperature

PM4663B-BATB0003 Preventive Maintenance - Battery Bank 30-Day: Battery Bank, Sealed Check connections
Clean and lubricate terminals
Clean battery if necessary

PM4663B-BATB0006 Preventive Maintenance - Battery Bank 30-Day: Battery Bank, Sealed Check connections
Clean and lubricate terminals
Clean battery if necessary

PM4663B-BFP0001 Preventive Maintenance - Back Flow Preventer 90-Day: Back Flow Preventer Check Operations
PM4663B-BFP0002 Preventive Maintenance - Back Flow Preventer 90-Day: Back Flow Preventer Check Operations
PM4663B-BFP0003 Preventive Maintenance - Back Flow Preventer 90-Day: Back Flow Preventer Check Operations
PM4663BC-ATS0001 Preventive Maintenance - Auto Transfer Switch 180-Day: Auto Transfer Switch Check automatic operation and controls

365-Day: Auto Transfer Switch Check automatic operation and controls
Clean equipment
Perform Infrared Inspection to check all contacts and connections
If temperatures of over 121 degrees F noticed, connection must be 
repaired/tightened.

PM4663BC-ATS0002 Preventive Maintenance - Auto Transfer Switch 180-Day: Auto Transfer Switch Check automatic operation and controls
365-Day: Auto Transfer Switch Check automatic operation and controls

Clean equipment
Perform Infrared Inspection to check all contacts and connections
If temperatures of over 121 degrees F noticed, connection must be 
repaired/tightened.

PM4663BC-ATS0003 Preventive Maintenance - Auto Transfer Switch 180-Day: Auto Transfer Switch Check automatic operation and controls
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365-Day: Auto Transfer Switch Check automatic operation and controls

Clean equipment
Perform Infrared Inspection to check all contacts and connections
If temperatures of over 121 degrees F noticed, connection must be 
repaired/tightened.

PM4663BC-ATS0004 Preventive Maintenance - Auto Transfer Switch 180-Day: Auto Transfer Switch Check automatic operation and controls
365-Day: Auto Transfer Switch Check automatic operation and controls

Clean equipment
Perform Infrared Inspection to check all contacts and connections
If temperatures of over 121 degrees F noticed, connection must be 
repaired/tightened.

PM4663B-CCTWR0001 Preventive Maintenance - Cooling Tower 180-Day: Cooling Tower Cleaning Contact HVAC Crew for Support.
Clean and Inspect Hot Water Basin.
clean inside of water tower using water hose, if required; scrape, brush and 
wipe as required;

PM4663B-CCTWR0002 Preventive Maintenance - Cooling Tower 180-Day: Cooling Tower Cleaning Contact HVAC Crew for Support.
Clean and Inspect Hot Water Basin.
clean inside of water tower using water hose, if required; scrape, brush and 
wipe as required;

PM4663B-CHLR0001 Preventive Maintenance - Water Chiller 365-Day: Chiller, Centrifugal, Water-Cooled Check unit's evaporator and condenser pressures, oil tank pressure, 
differential oil pressure, and discharge oil pressure.
Check oil level in chiller oil sump.
Check oil temperature
Check dehydrator or purge system; replace purge filter and inspect sight 
glass, replace if needed.
Run system control tests
Check refrigerant charge/level, add as necessary.
Check compressor for excessive noise/virbration.
Check sensor and mechanical safety limits.
Clean dehydrator float valve.
Perform spectrochemical analysis of compressor oil.
Replace oil and oil filter(s)
Inspect cooler and condenser tubes for leaks.
Inspect utility vessel vent piping and safety relief valve.
Inspect/clean the economizer (vane), gas line damper valve, and actuator 
arm.
Run an insulation test on the motor.
Check (IR Scan) and tighten motor terminals.
Service chiller starter and check all controls and terminations.

PM4663B-CHLR0003 Preventive Maintenance - Water Chiller 365-Day: Chiller, Centrifugal, Water-Cooled Check unit's evaporator and condenser pressures, oil tank pressure, 
differential oil pressure, and discharge oil pressure.
Check oil level in chiller oil sump.
Check oil temperature
Check dehydrator or purge system; replace purge filter and inspect sight 
glass, replace if needed.
Run system control tests
Check refrigerant charge/level, add as necessary.
Check compressor for excessive noise/virbration.
Check sensor and mechanical safety limits.
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Clean dehydrator float valve.
Perform spectrochemical analysis of compressor oil.
Replace oil and oil filter(s)
Inspect cooler and condenser tubes for leaks.
Inspect utility vessel vent piping and safety relief valve.
Inspect/clean the economizer (vane), gas line damper valve, and actuator 
arm.
Run an insulation test on the motor.
Check (IR Scan) and tighten motor terminals.
Service chiller starter and check all controls and terminations.

PM4663B-CRU0001 Preventive Maintenance - Computer Room Unit 30-Day: Critical Computer Room Type Air 
Handling Unit, Chill Water or Water-Cooled 
Combination Type

Check operation and controls.  If any problems found then issue work 
request.

Check belts, change if necessary
Check and lubricate bearings as necessary
Inspect drains for proper flow and clarity.

90-Day: Critical Computer Room Type Air 
Handling Unit, Chill Water or Water-Cooled 
Combination Type

Check operation and controls.  If any problems found then issue work 
request.

Check belts, change if necessary
Check and lubricate bearings as necessary
Lubricate blower motor as necessary
Check safety interlocks
Clean drain pans, vacuum drains, and isure drain clarity

PM4663B-CRU0002 Preventive Maintenance - Computer Room Unit 30-Day: Critical Computer Room Type Air 
Handling Unit, Chill Water or Water-Cooled 
Combination Type

Check operation and controls.  If any problems found then issue work 
request.

Check belts, change if necessary
Check and lubricate bearings as necessary
Inspect drains for proper flow and clarity.

90-Day: Critical Computer Room Type Air 
Handling Unit, Chill Water or Water-Cooled 
Combination Type

Check operation and controls.  If any problems found then issue work 
request.

Check belts, change if necessary
Check and lubricate bearings as necessary
Lubricate blower motor as necessary
Check safety interlocks
Clean drain pans, vacuum drains, and isure drain clarity

PM4663B-CRU0003 Preventive Maintenance - Computer Room Unit 30-Day: Critical Computer Room Type Air 
Handling Unit, Chill Water or Water-Cooled 
Combination Type

Check operation and controls.  If any problems found then issue work 
request.

Check belts, change if necessary
Check and lubricate bearings as necessary
Inspect drains for proper flow and clarity.

90-Day: Critical Computer Room Type Air 
Handling Unit, Chill Water or Water-Cooled 
Combination Type

Check operation and controls.  If any problems found then issue work 
request.

Check belts, change if necessary
Check and lubricate bearings as necessary
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Lubricate blower motor as necessary
Check safety interlocks
Clean drain pans, vacuum drains, and isure drain clarity

PM4663B-CRU0004 Preventive Maintenance - Computer Room Unit 30-Day: Critical Computer Room Type Air 
Handling Unit, Chill Water or Water-Cooled 
Combination Type

Check operation and controls.  If any problems found then issue work 
request.

Check belts, change if necessary
Check and lubricate bearings as necessary
Inspect drains for proper flow and clarity.

90-Day: Critical Computer Room Type Air 
Handling Unit, Chill Water or Water-Cooled 
Combination Type

Check operation and controls.  If any problems found then issue work 
request.

Check belts, change if necessary
Check and lubricate bearings as necessary
Lubricate blower motor as necessary
Check safety interlocks
Clean drain pans, vacuum drains, and isure drain clarity

PM4663B-CRU0005 Preventive Maintenance - Computer Room Unit 30-Day: Critical Computer Room Type Air 
Handling Unit, Chill Water or Water-Cooled 
Combination Type (w/ all sealed bearings)

Check operation and controls.  If any problems are found issue work request.

Check belts, change if necessary
Inspect drains for proper flow and clarity.

90-Day: Critical Computer Room Type Air 
Handling Unit, Chill Water or Water-Cooled 
Combination Type (w/ all sealed bearings)

Check operation and controls.  If any problems are found issue work order.

Check belts, change if necessary
Check safety interlocks
Clean drain pans, vacuum drains, and isure drain clarity

PM4663B-CRU0006 Preventive Maintenance - Computer Room Unit 30-Day: Critical Computer Room Type Air 
Handling Unit, Chill Water or Water-Cooled 
Combination Type (w/ all sealed bearings)

Check operation and controls.  If any problems are found issue work request.

Check belts, change if necessary
Inspect drains for proper flow and clarity.

90-Day: Critical Computer Room Type Air 
Handling Unit, Chill Water or Water-Cooled 
Combination Type (w/ all sealed bearings)

Check operation and controls.  If any problems are found issue work order.

Check belts, change if necessary
Check safety interlocks
Clean drain pans, vacuum drains, and isure drain clarity

PM4663B-CRU0007 Preventive Maintenance - Computer Room Unit 30-Day: Critical Computer Room Type Air 
Handling Unit, Chill Water or Water-Cooled 
Combination Type

Check operation and controls.  If any problems found then issue work 
request.

Check belts, change if necessary
Check and lubricate bearings as necessary
Inspect drains for proper flow and clarity.

90-Day: Critical Computer Room Type Air 
Handling Unit, Chill Water or Water-Cooled 
Combination Type

Check operation and controls.  If any problems found then issue work 
request.

Check belts, change if necessary
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Check and lubricate bearings as necessary
Lubricate blower motor as necessary
Check safety interlocks
Clean drain pans, vacuum drains, and isure drain clarity

PM4663B-CRU0008 Preventive Maintenance - Computer Room Unit 30-Day: Critical Computer Room Type Air 
Handling Unit, Chill Water or Water-Cooled 
Combination Type

Check operation and controls.  If any problems found then issue work 
request.

Check belts, change if necessary
Check and lubricate bearings as necessary
Inspect drains for proper flow and clarity.

90-Day: Critical Computer Room Type Air 
Handling Unit, Chill Water or Water-Cooled 
Combination Type

Check operation and controls.  If any problems found then issue work 
request.

Check belts, change if necessary
Check and lubricate bearings as necessary
Lubricate blower motor as necessary
Check safety interlocks
Clean drain pans, vacuum drains, and isure drain clarity

PM4663B-CRU0009 Preventive Maintenance - Computer Room Unit 30-Day: Critical Computer Room Type Air 
Handling Unit, Chill Water or Water-Cooled 
Combination Type

Check operation and controls.  If any problems found then issue work 
request.

Check belts, change if necessary
Check and lubricate bearings as necessary
Inspect drains for proper flow and clarity.

90-Day: Critical Computer Room Type Air 
Handling Unit, Chill Water or Water-Cooled 
Combination Type

Check operation and controls.  If any problems found then issue work 
request.

Check belts, change if necessary
Check and lubricate bearings as necessary
Lubricate blower motor as necessary
Check safety interlocks
Clean drain pans, vacuum drains, and isure drain clarity

PM4663B-CRU0010 Preventive Maintenance - Computer Room Unit 30-Day: Critical Computer Room Type Air 
Handling Unit, Chill Water or Water-Cooled 
Combination Type

Check operation and controls.  If any problems found then issue work 
request.

Check belts, change if necessary
Check and lubricate bearings as necessary
Inspect drains for proper flow and clarity.

90-Day: Critical Computer Room Type Air 
Handling Unit, Chill Water or Water-Cooled 
Combination Type

Check operation and controls.  If any problems found then issue work 
request.

Check belts, change if necessary
Check and lubricate bearings as necessary
Lubricate blower motor as necessary
Check safety interlocks
Clean drain pans, vacuum drains, and isure drain clarity

PM4663B-CRU0011 Preventive Maintenance - Computer Room Unit 30-Day: Critical Computer Room Type Air 
Handling Unit, Chill Water or Water-Cooled 
Combination Type (w/ all sealed bearings)

Check operation and controls.  If any problems are found issue work request.
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Check belts, change if necessary
Inspect drains for proper flow and clarity.

90-Day: Critical Computer Room Type Air 
Handling Unit, Chill Water or Water-Cooled 
Combination Type (w/ all sealed bearings)

Check operation and controls.  If any problems are found issue work order.

Check belts, change if necessary
Check safety interlocks
Clean drain pans, vacuum drains, and isure drain clarity

PM4663B-CRU0012 Preventive Maintenance - Computer Room Unit 30-Day: Critical Computer Room Type Air 
Handling Unit, Chill Water or Water-Cooled 
Combination Type

Check operation and controls.  If any problems found then issue work 
request.

Check belts, change if necessary
Check and lubricate bearings as necessary
Inspect drains for proper flow and clarity.

90-Day: Critical Computer Room Type Air 
Handling Unit, Chill Water or Water-Cooled 
Combination Type

Check operation and controls.  If any problems found then issue work 
request.

Check belts, change if necessary
Check and lubricate bearings as necessary
Lubricate blower motor as necessary
Check safety interlocks
Clean drain pans, vacuum drains, and isure drain clarity

PM4663B-CRU0013 Preventive Maintenance - Computer Room Unit 30-Day: Critical Computer Room Type Air 
Handling Unit, Chill Water or Water-Cooled 
Combination Type

Check operation and controls.  If any problems found then issue work 
request.

Check belts, change if necessary
Check and lubricate bearings as necessary
Inspect drains for proper flow and clarity.

90-Day: Critical Computer Room Type Air 
Handling Unit, Chill Water or Water-Cooled 
Combination Type

Check operation and controls.  If any problems found then issue work 
request.

Check belts, change if necessary
Check and lubricate bearings as necessary
Lubricate blower motor as necessary
Check safety interlocks
Clean drain pans, vacuum drains, and isure drain clarity

PM4663B-CRU0014 Preventive Maintenance - Computer Room Unit 30-Day: Critical Computer Room Type Air 
Handling Unit, Chill Water or Water-Cooled 
Combination Type

Check operation and controls.  If any problems found then issue work 
request.

Check belts, change if necessary
Check and lubricate bearings as necessary
Inspect drains for proper flow and clarity.

90-Day: Critical Computer Room Type Air 
Handling Unit, Chill Water or Water-Cooled 
Combination Type

Check operation and controls.  If any problems found then issue work 
request.

Check belts, change if necessary
Check and lubricate bearings as necessary
Lubricate blower motor as necessary
Check safety interlocks



NNM08AA54C
ATTACHMENT J-24

PREVENTIVE MAINTENANCE

Page 785 of 1447

PMNUM PM DESCRIPTION  TASK DESCRIPTION
Clean drain pans, vacuum drains, and isure drain clarity

PM4663B-CRU0015 Preventive Maintenance - Computer Room Unit 30-Day: Critical Computer Room Type Air 
Handling Unit, Chill Water or Water-Cooled 
Combination Type

Check operation and controls.  If any problems found then issue work 
request.

Check belts, change if necessary
Check and lubricate bearings as necessary
Inspect drains for proper flow and clarity.

90-Day: Critical Computer Room Type Air 
Handling Unit, Chill Water or Water-Cooled 
Combination Type

Check operation and controls.  If any problems found then issue work 
request.

Check belts, change if necessary
Check and lubricate bearings as necessary
Lubricate blower motor as necessary
Check safety interlocks
Clean drain pans, vacuum drains, and isure drain clarity

PM4663B-CRU0022 Preventive Maintenance - Computer Room Unit 30-Day Critical Computer Room Type Air 
Handling Unit, Chill Water, Direct Drive

Check operation and controls.  If any problems are found issue work request.

Lubricate blower motor as necessary
Check and lubricate bearings as necessary
Check safety interlocks

PM4663B-CRU0023 Preventive Maintenance - Computer Room Unit 30-Day: Critical Computer Room Type Air 
Handling Unit, Chill Water or Water-Cooled 
Combination Type

Check operation and controls.  If any problems found then issue work 
request.

Check belts, change if necessary
Check and lubricate bearings as necessary
Inspect drains for proper flow and clarity.

90-Day: Critical Computer Room Type Air 
Handling Unit, Chill Water or Water-Cooled 
Combination Type

Check operation and controls.  If any problems found then issue work 
request.

Check belts, change if necessary
Check and lubricate bearings as necessary
Lubricate blower motor as necessary
Check safety interlocks
Clean drain pans, vacuum drains, and isure drain clarity

PM4663B-CRU0024 Preventive Maintenance - Computer Room Unit 30-Day Critical Computer Room Type Air 
Handling Unit, Chill Water, Direct Drive

Check operation and controls.  If any problems are found issue work request.

Lubricate blower motor as necessary
Check and lubricate bearings as necessary
Check safety interlocks

90-Day Computer Room Type Air Handling Unit, 
Chill Water

Check operation and controls.  If any problems are found issue work request

Lubricate blower motor as necessary
Check belts, change if necessary
Check and lubricate bearings as necessary
Check safety interlocks

PM4663B-CRU0025 Preventive Maintenance - Computer Room Unit 30-Day: Critical Computer Room Type Air 
Handling Unit, Chill Water or Water-Cooled 
Combination Type

Check operation and controls.  If any problems found then issue work 
request.

Check belts, change if necessary
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Check and lubricate bearings as necessary
Inspect drains for proper flow and clarity.

90-Day: Critical Computer Room Type Air 
Handling Unit, Chill Water or Water-Cooled 
Combination Type

Check operation and controls.  If any problems found then issue work 
request.

Check belts, change if necessary
Check and lubricate bearings as necessary
Lubricate blower motor as necessary
Check safety interlocks
Clean drain pans, vacuum drains, and isure drain clarity

PM4663B-CRU00B4 Preventive Maintenance - Computer Room Unit 30-Day: Critical Computer Room Type Air 
Handling Unit, Chill Water or Water-Cooled 
Combination Type

Check operation and controls.  If any problems found then issue work 
request.

Check belts, change if necessary
Check and lubricate bearings as necessary
Inspect drains for proper flow and clarity.

90-Day: Critical Computer Room Type Air 
Handling Unit, Chill Water or Water-Cooled 
Combination Type

Check operation and controls.  If any problems found then issue work 
request.

Check belts, change if necessary
Check and lubricate bearings as necessary
Lubricate blower motor as necessary
Check safety interlocks
Clean drain pans, vacuum drains, and isure drain clarity

PM4663B-CRU00B5 Preventive Maintenance - Computer Room Unit 30-Day: Critical Computer Room Type Air 
Handling Unit, Chill Water or Water-Cooled 
Combination Type

Check operation and controls.  If any problems found then issue work 
request.

Check belts, change if necessary
Check and lubricate bearings as necessary
Inspect drains for proper flow and clarity.

90-Day: Critical Computer Room Type Air 
Handling Unit, Chill Water or Water-Cooled 
Combination Type (w/sealed blower motor)

Check operation and controls.  If any problems are found issue work request.

Check belts, change if necessary
Check and lubricate bearings as necessary
Check safety interlocks
Clean drain pans, vacuum drains, and isure drain clarity

PM4663B-CRU00B6 Preventive Maintenance - Computer Room Unit 30-Day: Critical Computer Room Type Air 
Handling Unit, Chill Water or Water-Cooled 
Combination Type

Check operation and controls.  If any problems found then issue work 
request.

Check belts, change if necessary
Check and lubricate bearings as necessary
Inspect drains for proper flow and clarity.

90-Day: Critical Computer Room Type Air 
Handling Unit, Chill Water or Water-Cooled 
Combination Type

Check operation and controls.  If any problems found then issue work 
request.

Check belts, change if necessary
Check and lubricate bearings as necessary
Lubricate blower motor as necessary



NNM08AA54C
ATTACHMENT J-24

PREVENTIVE MAINTENANCE

Page 787 of 1447

PMNUM PM DESCRIPTION  TASK DESCRIPTION
Check safety interlocks
Clean drain pans, vacuum drains, and isure drain clarity

PM4663B-CRU00B7 Preventive Maintenance - Computer Room Unit 30-Day: Critical Computer Room Type Air 
Handling Unit, Chill Water or Water-Cooled 
Combination Type (w/ all sealed bearings)

Check operation and controls.  If any problems are found issue work request.

Check belts, change if necessary
Inspect drains for proper flow and clarity.

90-Day: Critical Computer Room Type Air 
Handling Unit, Chill Water or Water-Cooled 
Combination Type (w/ all sealed bearings)

Check operation and controls.  If any problems are found issue work order.

Check belts, change if necessary
Check safety interlocks
Clean drain pans, vacuum drains, and isure drain clarity

PM4663B-CTWR0001 Preventive Maintenance - Cooling Tower 90-Day: Cooling Tower Lubricate as necessary
Check oil, add or change if necessary
Check coupling and drives

180-Day: Cooling Tower Check operation of unit for water leaks, noise or vibration.  If any problems 
found issue work request.
Check electrical wiring and connections; make appropriate adjustments.

Drain and flush could water sump and clean strainers; if required.
Refill with water, check make-up water assembly for leakage, adjust 
electronic level controls if necessary.
Remove clean and reinstall conductivity and ph electrodes in chemical water 
treatment system.

PM4663B-CTWR0002 Preventive Maintenance - Cooling Tower 90-Day: Cooling Tower Lubricate as necessary
Check oil, add or change if necessary
Check coupling and drives

180-Day: Cooling Tower Check operation of unit for water leaks, noise or vibration.  If any problems 
found issue work request.
Check electrical wiring and connections; make appropriate adjustments.

Drain and flush could water sump and clean strainers; if required.
Refill with water, check make-up water assembly for leakage, adjust 
electronic level controls if necessary.
Remove clean and reinstall conductivity and ph electrodes in chemical water 
treatment system.

PM4663B-CTWRC0001 Preventive Maintenance - Cooling Tower Controls 90-Day: Cooling Tower Controls Inspect and calibrate controls
Clean controls if necessary

PM4663B-CTWRC0002 Preventive Maintenance - Cooling Tower Controls 90-Day: Cooling Tower Controls Inspect and calibrate controls
Clean controls if necessary

PM4663B-CWP0001 Preventive Maintenance -Condenser Water Pump 365-Day Condenser Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands; make 
minor repairs as necessary.
Lubricate pump and motor as necessary.
Check drive coupling.

PM4663B-CWP0002 Preventive Maintenance -Condenser Water Pump 365-Day Condenser Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
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Check for leaks on suction and discharge piping, seals, packing glands; make 
minor repairs as necessary.
Lubricate pump and motor as necessary.
Check drive coupling.

PM4663B-CWP0003 Preventive Maintenance -Condenser Water Pump 365-Day Condenser Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands; make 
minor repairs as necessary.
Lubricate pump and motor as necessary.
Check drive coupling.

PM4663B-DOOR0001 Preventive Maintenance - Roll-Up Door 180-Day Sliding/Roll-up Door, Manual Lubricate tracks as necessary
Check stops and tethers
If any problems are found issue work request

PM4663B-DXAC0002 Preventive Maintenance - Critical DXAC Unit 90-Day: Critical Direct Expansion Unit Package, 
Split-Type, Air-Cooled, Belt-Driven

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary
Check safety interlocks

180-Day: Critical Direct Expansion Unit Package, 
Split-Type, Air-Cooled, Belt-Driven

Check operation and controls

Check belts, change if necessary
Lubricate condenser fan
Lubricate blower motor
Check and lubricate bearings
Check suction and discharge pressure
Check safety interlocks
Clean condenser and evaporator coils

PM4663B-DXAC0003 Preventive Maintenance - Critical DXAC Unit 90-Day: Critical Direct Expansion Unit Package, 
Split-Type, Air-Cooled, Belt-Driven

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary
Check safety interlocks

180-Day: Critical Direct Expansion Unit Package, 
Split-Type, Air-Cooled, Belt-Driven

Check operation and controls

Check belts, change if necessary
Lubricate condenser fan
Lubricate blower motor
Check and lubricate bearings
Check suction and discharge pressure
Check safety interlocks
Clean condenser and evaporator coils

PM4663B-EAF0001 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request
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PM4663B-ELEV0001 Preventive Maintenance - Hydraulic Elevator 30-Day: Hydraulic Elevator with Automatic Gate Check and clean all electrical panels

Verify operation of emergency telephone
Inspect hoistways and car top
Check oil reservoir
Check sensitivity of door closure pressure

PM4663B-ELEV0002 Preventive Maintenance - Hydraulic Elevator 30-Day: Hydraulic Elevator with Automatic Gate Check and clean all electrical panels

Verify operation of emergency telephone
Inspect hoistways and car top
Check oil reservoir
Check sensitivity of door closure pressure

PM4663B-FAS0001 Preventive Maintenance - Fire Alarm System 30-Day: Fire Alarm System Inspect panel
30-Day: Fire Alarm System Inspect smoke detectors for damage and obstructions
180-Day: Fire Alarm System Inspect panel

Inspect smoke detectors for damage and obstructions
Verify operation of all pull stations and bells
Clean, test, and calibrate smoke detectors if applicable

PM4663B-FILT0001 Preventive Maintenance - Filters 30-Day: Filter PM Check Filters, change if necessary
PM4663B-HWP0001 Preventive Maintenance - Hot Water Pump 365-Day: Hot Water Pump Check for proper operation of pump.  If any problems are found issue work 

request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary
Check drive coupling

PM4663B-HWP0002 Preventive Maintenance - Hot Water Pump 365-Day: Hot Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary
Check drive coupling

PM4663B-HWP0003 Preventive Maintenance - Hot Water Pump 365-Day: Hot Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary
Check drive coupling

PM4663B-LTS0001 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4663B-LTS0002 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
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Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4663B-LTS0003 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4663B-LTS0004 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4663B-LTS0005 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4663B-LTS0006 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4663B-LTS0007 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
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Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4663B-LTS0008 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4663B-LTS0009 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4663B-LTS0010 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4663B-LTS0011 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4663B-LTS0012 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4663B-LTS0013 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test
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180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head

Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4663B-LTS0014 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4663B-LTS0015 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4663B-LTS0016 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4663B-LTS0017 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4663B-LTS0018 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
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Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4663B-LTS0019 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4663B-LTS0020 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4663B-LTS0021 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4663B-LTS0022 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4663B-LTS0023 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4663B-LTS0024 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
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Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4663B-LTS0025 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4663B-LTS0026 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4663B-MTS0001 Preventive Maintenance - Manual Transfer Switch 180-Day: Manual Transfer Switch Exercise transfer switch
365-Day: Manual Transfer Switch Exercise transfer switch

Clean equipment
Check all contacts and connections

PM4663B-PNL0001 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4663B-PNL0002 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4663B-PNL0003 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4663B-PNL0004 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
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Check panel schedule

PM4663B-PNL0005 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4663B-PNL0006 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4663B-PNL0007 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4663B-PNL0008 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4663B-PNL0009 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4663B-PNL0010 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4663B-PNL0011 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4663B-PNL0012 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4663B-PNL0013 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4663B-PNL0014 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
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Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4663B-PNL0015 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4663B-PNL0016 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4663B-PNL0017 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4663B-PNL0018 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4663B-PNL0019 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4663B-PNL0020 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4663B-PNL0021 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4663B-PNL0022 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4663B-PNL0023 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule



NNM08AA54C
ATTACHMENT J-24

PREVENTIVE MAINTENANCE

Page 797 of 1447

PMNUM PM DESCRIPTION  TASK DESCRIPTION
PM4663B-PNL0024 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers

Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4663B-PNL0025 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4663B-PNL0026 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4663B-PNL0027 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4663B-PNL0028 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4663B-PNL0029 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4663B-PNL0030 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4663B-PNL0031 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4663B-PNL0032 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4663B-PNL0033 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
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Check all terminations for tightness
Check panel schedule

PM4663B-PNL0034 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4663B-PNL0035 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4663B-PNL0036 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4663B-PNL0037 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4663B-PNL0038 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4663B-PNL0039 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4663B-PNL0040 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4663B-PNL0041 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4663B-PNL0043 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4663B-PNL0044 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
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Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4663B-PNL0045 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4663B-PNL0046 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4663B-PNL0047 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4663B-PNL0048 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4663B-PNL0049 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4663B-PNL0050 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4663B-PNL0051 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4663B-PNL0052 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4663B-PNL0053 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
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Check panel schedule

PM4663B-PNL0054 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4663B-PNL0055 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4663B-PNL0056 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4663B-PNL0057 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4663B-PNL0058 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4663B-PNL0059 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4663B-PNL0060 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4663B-PNL0061 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4663B-PNL0062 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4663B-PNL0063 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
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Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4663B-PNL0064 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4663B-PNL0065 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4663B-PNL0066 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4663B-PRIP0001 Preventive Maintenance - Chill Water Pump 365-Day Chilled Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands; make 
minor repairs as necessary.
Lubricate pump and motor as necessary.
Check drive coupling

PM4663B-PRIP0002 Preventive Maintenance - Chill Water Pump 365-Day Chilled Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands; make 
minor repairs as necessary.
Lubricate pump and motor as necessary.
Check drive coupling

PM4663B-RCHLR0001 Preventive Maintenance - Operate Water Chiller 30-Day: Chiller, Operational Test Transfer Chilled Water Load from Central Plant to Local Chiller and Operate 
for 24 Hour period.
Report any Noted Deficiencies.

PM4663B-RCHLR0003 Preventive Maintenance - Water Chiller 30-Day: Chiller, Operational Test Transfer Chilled Water Load from Central Plant to Local Chiller and Operate 
for 24 Hour period.
Report any Noted Deficiencies.

PM4663B-RV001A Preventive Maintenance - Relief Valves 365-Day: Relief Valve PM Service and Tag Relief Valve
PM4663B-RV001B Preventive Maintenance - Relief Valves 365-Day: Relief Valve PM Service and Tag Relief Valve
PM4663B-RV002A Preventive Maintenance - Relief Valves 365-Day: Relief Valve PM Service and Tag Relief Valve
PM4663B-RV002B Preventive Maintenance - Relief Valves 365-Day: Relief Valve PM Service and Tag Relief Valve
PM4663B-SECP0001 Preventive Maintenance - Chill Water Pump 365-Day Chilled Water Pump Check for proper operation of pump.  If any problems are found issue work 

request
Check for leaks on suction and discharge piping, seals, packing glands; make 
minor repairs as necessary.
Lubricate pump and motor as necessary.
Check drive coupling

PM4663B-SECP0002 Preventive Maintenance - Chill Water Pump 365-Day Chilled Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
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Check for leaks on suction and discharge piping, seals, packing glands; make 
minor repairs as necessary.
Lubricate pump and motor as necessary.
Check drive coupling

PM4663B-SECP0003 Preventive Maintenance - Chill Water Pump 365-Day Chilled Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands; make 
minor repairs as necessary.
Lubricate pump and motor as necessary.
Check drive coupling

PM4663B-SPMP001A Preventive Maintenance - Sump Pump 30-Day: Sump Pump Check operation and controls.  If any problems are found issue work request

180-Day: Sump Pump Check operation and controls.  If any problems are found issue work request

Lubricate as necessary
Check coupling and drives

PM4663B-SPMP001B Preventive Maintenance - Sump Pump 30-Day: Sump Pump Check operation and controls.  If any problems are found issue work request

180-Day: Sump Pump Check operation and controls.  If any problems are found issue work request

Lubricate as necessary
Check coupling and drives

PM4663B-SPMP002A Preventive Maintenance - Sump Pump 30-Day: Sump Pump Check operation and controls.  If any problems are found issue work request

180-Day: Sump Pump Check operation and controls.  If any problems are found issue work request

Lubricate as necessary
Check coupling and drives

PM4663B-SPMP002B Preventive Maintenance - Sump Pump 30-Day: Sump Pump Check operation and controls.  If any problems are found issue work request

180-Day: Sump Pump Check operation and controls.  If any problems are found issue work request

Lubricate as necessary
Check coupling and drives

PM4663B-SPMP003A Preventive Maintenance - Sump Pump 30-Day: Sump Pump Check operation and controls.  If any problems are found issue work request

180-Day: Sump Pump Check operation and controls.  If any problems are found issue work request

Lubricate as necessary
Check coupling and drives

PM4663B-SPMP003B Preventive Maintenance - Sump Pump 30-Day: Sump Pump Check operation and controls.  If any problems are found issue work request

180-Day: Sump Pump Check operation and controls.  If any problems are found issue work request

Lubricate as necessary
Check coupling and drives

PM4663B-SPMP004 Preventive Maintenance - Sump Pump 30-Day: Sump Pump Check operation and controls.  If any problems are found issue work request



NNM08AA54C
ATTACHMENT J-24

PREVENTIVE MAINTENANCE

Page 803 of 1447

PMNUM PM DESCRIPTION  TASK DESCRIPTION
PM4663B-SPR0001 Preventive Maintenance - Sprinkler System 30-Day: Wet Sprinkler System PM Perform PM

90-Day: Wet Sprinkler System PM Perform PM
365-Day: Wet Sprinkler System PM Perform PM

PM4663B-UPS0001 Preventive Maintenance - UPS Power System 90-Day: UPS System Perform visual safety check
Check amperage and voltage

180-Day: UPS System Perform visual safety check
Check amperage and voltage
Check operation and controls

365-Day: UPS System Perform visual safety check
Check amperage and voltage
Check operation and controls
Check termination points
Inspect and clean all modules

PM4663B-UPS0002 Preventive Maintenance - UPS Power System 90-Day: UPS System Perform visual safety check
Check amperage and voltage

180-Day: UPS System Perform visual safety check
Check amperage and voltage
Check operation and controls

365-Day: UPS System Perform visual safety check
Check amperage and voltage
Check operation and controls
Check termination points
Inspect and clean all modules

PM4663B-UPS0006 Preventive Maintenance - UPS Power System 90-Day: UPS System Perform visual safety check
Check amperage and voltage

180-Day: UPS System Perform visual safety check
Check amperage and voltage
Check operation and controls

365-Day: UPS System Perform visual safety check
Check amperage and voltage
Check operation and controls
Check termination points
Inspect and clean all modules

PM4663B-VSC0001 Preventive Maintenance - Variable Speed Controller 365-Day: Variable Speed Controller Check for excessive heat, odors, noise and vibration.
Clean and check the general condition of variable speed drive panel.

PM4663B-VSC0002 Preventive Maintenance - Variable Speed Controller 365-Day: Variable Speed Controller Check for excessive heat, odors, noise and vibration.
Clean and check the general condition of variable speed drive panel.

PM4663B-VSC0003 Preventive Maintenance - Variable Speed Controller 365-Day: Variable Speed Controller Check for excessive heat, odors, noise and vibration.
Clean and check the general condition of variable speed drive panel.

PM4663B-VSC0004 Preventive Maintenance - Variable Speed Controller 365-Day: Variable Speed Controller Check for excessive heat, odors, noise and vibration.
Clean and check the general condition of variable speed drive panel.

PM4663B-WJET0001 Preventive Maintenance - Water Jet 30-Day: Water Jet PM Check operation and controls.  If any problems are found issue work request

PM4663C-ACFLT0001 Preventive Maintenance - Air Compressor Filter Change 365-Day: Air Compressor Filter Change Replace Filter(s) on air compressor unit.

PM4663C-ACFLT0002 Preventive Maintenance - Air Compressor Filter Change 365-Day: Air Compressor Filter Change Replace Filter(s) on air compressor unit.

PM4663C-ACMP0001 Preventive Maintenance - Air Compressor Control 90-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
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Check oil, add or change if necessary
Lubricate as necessary
Check Belts.  Change if necessary.

180-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

365-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change as necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

PM4663C-ACMP0002 Preventive Maintenance - Air Compressor Control 90-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check Belts.  Change if necessary.

180-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

365-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change as necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

PM4663C-ADRY0001 Preventive Maintenance - Air Dryer 60-Day: Air Dryer, Refrigerant Type (w/ sealed 
condenser motor)

Check operation and controls.  If any problems found then issue work 
request.
Drain and flush
Drain water separator

180-Day: Air Dryer, Refrigerant Type (w/ sealed 
condenser motor)

Check operation and controls.  If any problems are found then issue work 
request.
Drain and flush
Drain water separator
Clean condenser coils

PM4663C-ADRY0002 Preventive Maintenance - Air Dryer 60-Day: Air Dryer, Refrigerant Type (w/o 
Condenser Fan)

Check operation and controls.  If any problems found then issue work 
request.
Drain and flush
Drain water separator

180-Day: Air Dryer, Refrigerant Type (w/o 
Condenser Fan)

Check operation and controls.  If any problems found then issue work 
request.
Drain and flush
Drain water separator
Clean condenser coils

PM4663C-AH0001 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
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Check air bleed valves for proper operation where applicable

PM4663C-AH0003 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4663C-AH0004 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4663C-AH0006 Preventive Maintenance - Air Handling Unit 112-Day: Air Handling Unit, Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment, replace/adjust as 
necessary.

PM4663C-AH0007 Preventive Maintenance - Air Handling Unit 112-Day: Air Handling Unit, Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment, replace/adjust as 
necessary.

PM4663C-AH0008 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4663C-AH0020 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4663C-ATS0001 Preventive Maintenance - Auto Transfer Switch 180-Day: Auto Transfer Switch Check automatic operation and controls
365-Day: Auto Transfer Switch (4663 1138-
YARD ONLY)

Check automatic operation and controls

Clean equipment
Check all contacts and connections
Rack Out Associated 4160 Breakers

PM4663C-ATS0002 Preventive Maintenance - Auto Transfer Switch 180-Day: Auto Transfer Switch Check automatic operation and controls
365-Day: Auto Transfer Switch Check automatic operation and controls

Clean equipment
Perform Infrared Inspection to check all contacts and connections
If temperatures of over 121 degrees F noticed, connection must be 
repaired/tightened.

PM4663C-ATS0003 Preventive Maintenance - Auto Transfer Switch 180-Day: Auto Transfer Switch Check automatic operation and controls
365-Day: Auto Transfer Switch Check automatic operation and controls

Clean equipment
Perform Infrared Inspection to check all contacts and connections
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If temperatures of over 121 degrees F noticed, connection must be 
repaired/tightened.

PM4663-CC0001 Preventive Maintenance - Condenser Water 90-Day: Condenser Water Check for corrosion
PM4663-CC0002 Preventive Maintenance - Condenser Water 90-Day: Condenser Water Check for corrosion
PM4663-CC0003 Preventive Maintenance - Condenser Water 90-Day: Condenser Water Check for corrosion
PM4663-CC0004 Preventive Maintenance - Condenser Water 90-Day: Condenser Water Check for corrosion
PM4663C-CRU0001 Preventive Maintenance - Computer Room Unit 30-Day: Critical Computer Room Type, Chilled 

Water Combination Unit, Air-Cooled
Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Check and lubricate bearings as necessary

90-Day: Critical Computer Room Type, Chilled 
Water Combination Unit, Air-Cooled

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Check and lubricate bearings as necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary
Check suction and discharge pressure
Check safety interlocks

180-Day: Critical Computer Room Type, Chilled 
Water Combination Unit, Air-Cooled

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Check and lubricate bearings as necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary
Check suction and discharge pressure
Check safety interlocks
Clean condenser and evaporator coils

PM4663C-CRU0003 Preventive Maintenance - Computer Room Unit 30-Day: Critical Computer Room Type Air 
Handling Unit, Chill Water or Water-Cooled 
Combination Type

Check operation and controls.  If any problems found then issue work 
request.

Check belts, change if necessary
Check and lubricate bearings as necessary
Inspect drains for proper flow and clarity.

90-Day: Critical Computer Room Type Air 
Handling Unit, Chill Water or Water-Cooled 
Combination Type

Check operation and controls.  If any problems found then issue work 
request.

Check belts, change if necessary
Check and lubricate bearings as necessary
Lubricate blower motor as necessary
Check safety interlocks
Clean drain pans, vacuum drains, and isure drain clarity

PM4663C-CRU0004 Preventive Maintenance - Computer Room Unit 30-Day: Critical Computer Room Type Air 
Handling Unit, Chill Water or Water-Cooled 
Combination Type

Check operation and controls.  If any problems found then issue work 
request.

Check belts, change if necessary
Check and lubricate bearings as necessary
Inspect drains for proper flow and clarity.
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90-Day: Critical Computer Room Type Air 
Handling Unit, Chill Water or Water-Cooled 
Combination Type

Check operation and controls.  If any problems found then issue work 
request.

Check belts, change if necessary
Check and lubricate bearings as necessary
Lubricate blower motor as necessary
Check safety interlocks
Clean drain pans, vacuum drains, and isure drain clarity

PM4663C-CRU0005 Preventive Maintenance - Computer Room Unit 30-Day: Critical Computer Room Type Air 
Handling Unit, Chill Water or Water-Cooled 
Combination Type

Check operation and controls.  If any problems found then issue work 
request.

Check belts, change if necessary
Check and lubricate bearings as necessary
Inspect drains for proper flow and clarity.

90-Day: Critical Computer Room Type Air 
Handling Unit, Chill Water or Water-Cooled 
Combination Type

Check operation and controls.  If any problems found then issue work 
request.

Check belts, change if necessary
Check and lubricate bearings as necessary
Lubricate blower motor as necessary
Check safety interlocks
Clean drain pans, vacuum drains, and isure drain clarity

PM4663C-CRU0006 Preventive Maintenance - Computer Room Unit 30-Day: Critical Computer Room Type Air 
Handling Unit, Chill Water or Water-Cooled 
Combination Type

Check operation and controls.  If any problems found then issue work 
request.

Check belts, change if necessary
Check and lubricate bearings as necessary
Inspect drains for proper flow and clarity.

90-Day: Critical Computer Room Type Air 
Handling Unit, Chill Water or Water-Cooled 
Combination Type

Check operation and controls.  If any problems found then issue work 
request.

Check belts, change if necessary
Check and lubricate bearings as necessary
Lubricate blower motor as necessary
Check safety interlocks
Clean drain pans, vacuum drains, and isure drain clarity

PM4663C-CRU0007 Preventive Maintenance - Computer Room Unit 30-Day: Critical Computer Room Type Air 
Handling Unit, Chill Water or Water-Cooled 
Combination Type

Check operation and controls.  If any problems found then issue work 
request.

Check belts, change if necessary
Check and lubricate bearings as necessary
Inspect drains for proper flow and clarity.

90-Day: Critical Computer Room Type Air 
Handling Unit, Chill Water or Water-Cooled 
Combination Type

Check operation and controls.  If any problems found then issue work 
request.

Check belts, change if necessary
Check and lubricate bearings as necessary
Lubricate blower motor as necessary
Check safety interlocks
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Clean drain pans, vacuum drains, and isure drain clarity

PM4663C-CRU0008 Preventive Maintenance - Computer Room Unit 30-Day: Critical Computer Room Type Air 
Handling Unit, Chill Water or Water-Cooled 
Combination Type

Check operation and controls.  If any problems found then issue work 
request.

Check belts, change if necessary
Check and lubricate bearings as necessary
Inspect drains for proper flow and clarity.

90-Day: Critical Computer Room Type Air 
Handling Unit, Chill Water or Water-Cooled 
Combination Type

Check operation and controls.  If any problems found then issue work 
request.

Check belts, change if necessary
Check and lubricate bearings as necessary
Lubricate blower motor as necessary
Check safety interlocks
Clean drain pans, vacuum drains, and isure drain clarity

PM4663C-CRU0009 Preventive Maintenance - Computer Room Unit 30-Day: Critical Computer Room Type Air 
Handling Unit, Chill Water or Water-Cooled 
Combination Type

Check operation and controls.  If any problems found then issue work 
request.

Check belts, change if necessary
Check and lubricate bearings as necessary
Inspect drains for proper flow and clarity.

90-Day: Critical Computer Room Type Air 
Handling Unit, Chill Water or Water-Cooled 
Combination Type

Check operation and controls.  If any problems found then issue work 
request.

Check belts, change if necessary
Check and lubricate bearings as necessary
Lubricate blower motor as necessary
Check safety interlocks
Clean drain pans, vacuum drains, and isure drain clarity

PM4663C-CRU0010 Preventive Maintenance - Computer Room Unit 30-Day: Critical Computer Room Type Air 
Handling Unit, Chill Water or Water-Cooled 
Combination Type

Check operation and controls.  If any problems found then issue work 
request.

Check belts, change if necessary
Check and lubricate bearings as necessary
Inspect drains for proper flow and clarity.

90-Day: Critical Computer Room Type Air 
Handling Unit, Chill Water or Water-Cooled 
Combination Type

Check operation and controls.  If any problems found then issue work 
request.

Check belts, change if necessary
Check and lubricate bearings as necessary
Lubricate blower motor as necessary
Check safety interlocks
Clean drain pans, vacuum drains, and isure drain clarity

PM4663C-ELEV0001 Preventive Maintenance - Hydraulic Elevator 30-Day: Hydraulic Elevator with Automatic Gate Check and clean all electrical panels

Verify operation of emergency telephone
Inspect hoistways and car top
Check oil reservoir
Check sensitivity of door closure pressure
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PM4663-CFC0001 Preventive Maintenance - Condenser Water 30-Day: Condenser Water Clean Conductivity Probes
PM4663-CFC0002 Preventive Maintenance - Condenser Water 30-Day: Condenser Water Clean Conductivity Probes
PM4663C-HST0001 Preventive Maintenance - Cranes and Hoists 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4663C-HST0002 Preventive Maintenance - Cranes and Hoists 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4663C-HUM0001 Preventive Maintenance - Humidifier 90-Day Humidifier, Electric Generator Type Check operation and controls.  If any problems are found issue work request

Check canister for mineral build-up
Check fill valve
Check dump valve
Inspect Vapor hoses

PM4663C-HUM0002 Preventive Maintenance - Humidifier 90-Day Humidifier, Electric Generator Type Check operation and controls.  If any problems are found issue work request

Check canister for mineral build-up
Check fill valve
Check dump valve
Inspect Vapor hoses

PM4663C-HWP0001 Preventive Maintenance - Hot Water Pump 365-Day: Hot Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary
Check drive coupling

PM4663C-LTS0001 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4663C-LTS0003 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals



NNM08AA54C
ATTACHMENT J-24

PREVENTIVE MAINTENANCE

Page 810 of 1447

PMNUM PM DESCRIPTION  TASK DESCRIPTION
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4663C-LTS0004 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4663C-LTS0005 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4663C-LTS0006 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4663C-LTS0007 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4663C-LTS0008 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
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Clean interior of light housing, check battery terminals

PM4663C-LTS0009 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4663C-LTS0010 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4663C-LTS0011 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4663C-LTS0012 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4663C-LTS0013 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4663C-LTS0014 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
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Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4663C-LTS0015 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4663C-LTS0016 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4663C-LTS0018 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4663C-LTS0019 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4663C-LTS0020 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
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Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4663C-PNL0001 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4663C-PNL0002 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4663C-PNL0003 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4663C-PNL0004 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4663C-PNL0005 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4663C-PNL0006 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4663C-PNL0007 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4663C-PNL0008 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4663C-PNL0009 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4663C-PNL0010 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
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Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4663C-PNL0011 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4663C-PNL0012 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4663C-PNL0013 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4663C-PNL0014 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4663C-PNL0015 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4663C-PNL0016 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4663C-PNL0017 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4663C-PNL0018 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4663C-PNL0019 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness



NNM08AA54C
ATTACHMENT J-24

PREVENTIVE MAINTENANCE

Page 815 of 1447

PMNUM PM DESCRIPTION  TASK DESCRIPTION
Check panel schedule

PM4663C-PNL0020 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4663C-PNL0021 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4663C-PNL0022 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4663C-PNL0023 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4663C-PNL0024 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4663C-PNL0025 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4663C-PNL0026 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4663C-PNL0027 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4663C-PNL0028 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4663C-PNL0029 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
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Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4663C-PNL0030 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4663C-PNL0031 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4663C-PNL0032 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4663C-PNL0033 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4663C-PNL0034 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4663C-PNL0035 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4663C-PNL0036 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4663C-PNL0037 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4663C-PNL0071 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule
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PM4663C-RAF0001 Preventive Maintenance - Return Air Fan 90-Day: Supply or Return Air Fan (Night-Shift) Check operation and controls

180-Day: Supply or Return Air Fan (Night-Shift) Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate as necessary

PM4663C-RV0001 Preventive Maintenance - Relief Valves 365-Day: Relief Valve PM Service and Tag Relief Valve
PM4663C-RV0002 Preventive Maintenance - Relief Valves 365-Day: Relief Valve PM Service and Tag Relief Valve
PM4663C-SPR0001 Preventive Maintenance - Sprinkler System 30-Day: Wet Sprinkler System PM Perform PM

90-Day: Wet Sprinkler System PM Perform PM
365-Day: Wet Sprinkler System PM Perform PM

PM4663CTTR0001 Preventive Maintenance - Cooling Tower Water Treatment 30-day Cooling Tower Water Treatment PM Perform testing on Cooling tower water system

Add chemicals if needed
PM4663CTTR0002 Preventive Maintenance - Cooling Tower Water Treatment 30-day Cooling Tower Water Treatment PM Perform testing on Cooling tower water system

Add chemicals if needed
PM4663C-XFMR0011 Preventive Maintenance - Transformer (4663 Outage) 365-Day: Transformer Perform heat scan

Clean interior
Check all connections
Check core assembly for arcing for overheating
Check voltage

PM4663C-XFMR0012 Preventive Maintenance - Transformer (4663 Outage) 365-Day: Transformer Perform heat scan
Clean interior
Check all connections
Check core assembly for arcing for overheating
Check voltage

PM4663D-AH0001 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4663D-CRU0001 Preventive Maintenance - Computer Room Unit 30-Day: Critical Computer Room Type Air 
Handling Unit, Chill Water or Water-Cooled 
Combination Type

Check operation and controls.  If any problems found then issue work 
request.

Check belts, change if necessary
Check and lubricate bearings as necessary
Inspect drains for proper flow and clarity.

90-Day: Critical Computer Room Type Air 
Handling Unit, Chill Water or Water-Cooled 
Combination Type

Check operation and controls.  If any problems found then issue work 
request.

Check belts, change if necessary
Check and lubricate bearings as necessary
Lubricate blower motor as necessary
Check safety interlocks
Clean drain pans, vacuum drains, and isure drain clarity



NNM08AA54C
ATTACHMENT J-24

PREVENTIVE MAINTENANCE

Page 818 of 1447

PMNUM PM DESCRIPTION  TASK DESCRIPTION
PM4663D-CRU0002 Preventive Maintenance - Computer Room Unit 30-Day: Critical Computer Room Type Air 

Handling Unit, Chill Water or Water-Cooled 
Combination Type

Check operation and controls.  If any problems found then issue work 
request.

Check belts, change if necessary
Check and lubricate bearings as necessary
Inspect drains for proper flow and clarity.

90-Day: Critical Computer Room Type Air 
Handling Unit, Chill Water or Water-Cooled 
Combination Type

Check operation and controls.  If any problems found then issue work 
request.

Check belts, change if necessary
Check and lubricate bearings as necessary
Lubricate blower motor as necessary
Check safety interlocks
Clean drain pans, vacuum drains, and isure drain clarity

PM4663D-PNL0001 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4663D-PNL0002 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4663D-PNL0003 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4663D-PNL0004 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4663D-PNL0005 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4663D-PNL0006 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4663D-PNL0007 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule
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PM4663-EROOM0001 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.

Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4663-EROOM0002 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4663-EROOM0003 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4663-EROOM0004 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4663-EROOM0005 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4663-EROOM0006 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4663-EROOM0007 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4663-EROOM0008 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4663-EROOM0009 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4663-EROOM0010 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4663-EROOM0011 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4663-EROOM0012 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.
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PM4663-EROOM0013 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.

Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4663-EROOM0014 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4663-EROOM0015 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4663-EROOM0016 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4663-EROOM0017 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4663-EROOM0018 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4663-EROOM0019 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4663-EROOM0020 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4663-EROOM0021 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4663-EROOM0022 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4663-EROOM0023 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4663-EROOM0024 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.
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PM4663-EROOM0025 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.

Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4663-EROOM0026 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4663-EROOM0027 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4663-EROOM0028 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4663-EROOM0029 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4663-EROOM0030 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4663-EROOM0031 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4663-EROOM0032 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4663-EROOM0033 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4663-EROOM0034 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4663-EROOM0035 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4663-EROOM0036 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.
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PM4663-EROOM0038 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.

Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4663-EROOM0039 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4663-EROOM0040 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4663-EROOM0041 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4663-EROOM0042 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4663-FILT0001 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4663-FILT0002 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4663-FILT0003 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4663-FILT0004 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4663-FILT0005 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4663-FILT0006 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4663-FILT0007 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4663-FILT0012 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4663-FILT0015 Preventive Maintenance - Filters 30-Day: Filter PM Check Filters, change if necessary
PM4663-FILT0016 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4663-FILT0017 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4663-FILT0018 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4663-FILT0019 Preventive Maintenance - Filters 30-Day: Filter PM Check Filters, change if necessary
PM4663-FILT0020 Preventive Maintenance - Filters 30-Day: Filter PM Check Filters, change if necessary
PM4663-FILT0021 Preventive Maintenance - Filters 30-Day: Filter PM Check Filters, change if necessary
PM4663-FILT0022 Preventive Maintenance - Filters 30-Day: Filter PM Check Filters, change if necessary
PM4663-FILT0023 Preventive Maintenance - Filters 30-Day: Filter PM Check Filters, change if necessary
PM4663-FILT0024 Preventive Maintenance - Filters 30-Day: Filter PM Check Filters, change if necessary
PM4663-FILT0025 Preventive Maintenance - Filters 30-Day: Filter PM Check Filters, change if necessary
PM4663-FILT0028 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4663-FILT0029 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4663-FILT0032 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4663-FILT0033 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4663-FILT0034 Preventive Maintenance - Filters 30-Day: Filter PM Check Filters, change if necessary
PM4663-FILT0036 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4663-FILT0037 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4663-FILT0039 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
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PM4663-FILT0040 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4663-FILT0041 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4663-FILT0042 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4663-FILT0043 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4663-FILT0044 Preventive Maintenance - Filters 30-Day: Filter PM Check Filters, change if necessary
PM4663-FILT0045 Preventive Maintenance - Filters 30-Day: Filter PM Check Filters, change if necessary
PM4663-FILT0046 Preventive Maintenance - Filters 30-Day: Filter PM Check Filters, change if necessary
PM4663-FILT0047 Preventive Maintenance - Filters 30-Day: Filter PM Check Filters, change if necessary
PM4663-FILT0048 Preventive Maintenance - Filters 30-Day: Filter PM Check Filters, change if necessary
PM4663-FILT0049 Preventive Maintenance - Filters 30-Day: Filter PM Check Filters, change if necessary
PM4663-FILT0050 Preventive Maintenance - Filters 30-Day: Filter PM Check Filters, change if necessary
PM4663-FILT0051 Preventive Maintenance - Filters 30-Day: Filter PM Check Filters, change if necessary
PM4663-FILT0052 Preventive Maintenance - Filters 30-Day: Filter PM Check Filters, change if necessary
PM4663-FILT0053 Preventive Maintenance - Filters 30-Day: Filter PM Check Filters, change if necessary
PM4663-FILT0054 Preventive Maintenance - Filters 30-Day: Filter PM Check Filters, change if necessary
PM4663-FILT0055 Preventive Maintenance - Filters 30-Day: Filter PM Check Filters, change if necessary
PM4663-FILT0056 Preventive Maintenance - Filters 30-Day: Filter PM Check Filters, change if necessary
PM4663-FILT0057 Preventive Maintenance - Filters 30-Day: Filter PM Check Filters, change if necessary
PM4663-FILT0058 Preventive Maintenance - Filters 30-Day: Filter PM Check Filters, change if necessary
PM4663-FILT0059 Preventive Maintenance - Filters 30-Day: Filter PM Check Filters, change if necessary
PM4663-FILT0061 Preventive Maintenance - Filters 30-Day: Filter PM Check Filters, change if necessary
PM4663-FILT0064 Preventive Maintenance - Filters 30-Day: Filter PM Check Filters, change if necessary
PM4663-FILT0065 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4663-FILT0066 Preventive Maintenance - Filters 30-Day: Filter PM Check Filters, change if necessary
PM4663-FILT0067 Preventive Maintenance - Filters 30-Day: Filter PM Check Filters, change if necessary
PM4663-FILT0068 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4663-FILT0070 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4663-FILT0074 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4663-FILT0076 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4663-FILT0077 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4663-FILT0079 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4663-FILT0080 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4663-FILT0081 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4663-FILT0082 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4663-FILT0084 Preventive Maintenance - Filters 30-Day: Filter PM Check Filters, change if necessary
PM4663-FILT0085 Preventive Maintenance - Filters 30-Day: Filter PM Check Filters, change if necessary
PM4663-FILT0086 Preventive Maintenance - Filters 30-Day: Filter PM Check Filters, change if necessary
PM4663-FILT0087 Preventive Maintenance - Filters 30-Day: Filter PM Check Filters, change if necessary
PM4663-FILT0088 Preventive Maintenance - Filters 30-Day: Filter PM Check Filters, change if necessary
PM4663-FILT0089 Preventive Maintenance - Filters 30-Day: Filter PM Check Filters, change if necessary
PM4663-FILT0090 Preventive Maintenance - Filters 30-Day: Filter PM Check Filters, change if necessary
PM4663-FILT0091 Preventive Maintenance - Filters 30-Day: Filter PM Check Filters, change if necessary
PM4663-FILT0097 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4663-FILT0098 Preventive Maintenance - Filters 30-Day: Filter PM Check Filters, change if necessary
PM4663-FILT0099 Preventive Maintenance - Filters 30-Day: Filter PM Check Filters, change if necessary
PM4663-FILT0100 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
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PM4663-FILT0101 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4663-FILT0102 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4663-FILT0104 Preventive Maintenance - Filters 30-Day: Filter PM Check Filters, change if necessary
PM4663-FILT0105 Preventive Maintenance - Filters 30-Day: Filter PM Check Filters, change if necessary
PM4663-FILT0106 Preventive Maintenance - Filters 30-Day: Filter PM Check Filters, change if necessary
PM4663-FILT0107 Preventive Maintenance - Filters 30-Day: Filter PM Check Filters, change if necessary
PM4663-FILT0108 Preventive Maintenance - Filters 30-Day: Filter PM Check Filters, change if necessary
PM4663-FILT0109 Preventive Maintenance - Filters 30-Day: Filter PM Check Filters, change if necessary
PM4663-FILT0110 Preventive Maintenance - Filters 30-Day: Filter PM Check Filters, change if necessary
PM4663-FILT0111 Preventive Maintenance - Filters 30-Day: Filter PM Check Filters, change if necessary
PM4663-FILT0112 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4663-FILT0222 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4663-GEN0001 Preventive Maintenance - Emergency Generator 30-Day: Generator Notify building manager of intent to perform generator maintenance prior to 

operating generator.
Seal off all necessary components of building ventilation system in order to 
prevent entry of fumes into building.
Check operation and controls.  If any problems are found issue work request

Check filters if applicable, change if necessary
Check belts if applicable, change if necessary.
Check coolant if applicable, add or change if necessary.
Check stop switch and emergency alarm bell.
Lubricate as necessary
Tighten all bolts
Check oil, add or change if necessary
Check voltage.
Check battery
Check connections and battery charger
Verify day tank's fuel level is topped off between float ranges, if applicable.

90-Day: Generator Notify building manager of intent to perform generator maintenance prior to 
operating generator.
Seal off all necessary components of building ventilation system in order to 
prevent entry of fumes into building.
Check operation and controls.  If any problems are found issue work request

Check filters if applicable, change if necessary
Check belts if applicable, change if necessary.
Check coolant if applicable, add or change if necessary.
Check stop switch and emergency alarm bell.
Lubricate as necessary
Tighten all bolts
Check oil, add or change if necessary
Check voltage.
Check battery
Check connections and battery charger
Check generator output
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Verify day tank's fuel level is topped off between float ranges, if applicable.

365-Day: Generator Notify building manager of intent to perform generator maintenance prior to 
operating generator.
Seal off all necessary components of building ventilation system in order to 
prevent entry of fumes into building.
Check operation and controls.  If any problems are found issue work request

Check filters if applicable, change if necessary
Check belts if applicable, change if necessary.
Check coolant if applicable, add or change if necessary.
Check stop switch and emergency alarm bell.
Lubricate as necessary
Tighten all bolts
Check oil, add or change if necessary
Check voltage.
Check battery
Check connections and battery charger
Check generator output
Winterize system
Verify continuity of generator ground, including the fuel tank ground
Verify day tank's fuel level is topped off between float ranges, if applicable.

PM4663-GEN0002 Preventive Maintenance - Emergency Generator 30-Day: Generator Notify building manager of intent to perform generator maintenance prior to 
operating generator.
Seal off all necessary components of building ventilation system in order to 
prevent entry of fumes into building.
Check operation and controls.  If any problems are found issue work request

Check filters if applicable, change if necessary
Check belts if applicable, change if necessary.
Check coolant if applicable, add or change if necessary.
Check stop switch and emergency alarm bell.
Lubricate as necessary
Tighten all bolts
Check oil, add or change if necessary
Check voltage.
Check battery
Check connections and battery charger
Verify day tank's fuel level is topped off between float ranges, if applicable.

90-Day: Generator Notify building manager of intent to perform generator maintenance prior to 
operating generator.
Seal off all necessary components of building ventilation system in order to 
prevent entry of fumes into building.
Check operation and controls.  If any problems are found issue work request

Check filters if applicable, change if necessary
Check belts if applicable, change if necessary.
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Check coolant if applicable, add or change if necessary.
Check stop switch and emergency alarm bell.
Lubricate as necessary
Tighten all bolts
Check oil, add or change if necessary
Check voltage.
Check battery
Check connections and battery charger
Check generator output
Verify day tank's fuel level is topped off between float ranges, if applicable.

365-Day: Generator Notify building manager of intent to perform generator maintenance prior to 
operating generator.
Seal off all necessary components of building ventilation system in order to 
prevent entry of fumes into building.
Check operation and controls.  If any problems are found issue work request

Check filters if applicable, change if necessary
Check belts if applicable, change if necessary.
Check coolant if applicable, add or change if necessary.
Check stop switch and emergency alarm bell.
Lubricate as necessary
Tighten all bolts
Check oil, add or change if necessary
Check voltage.
Check battery
Check connections and battery charger
Check generator output
Winterize system
Verify continuity of generator ground, including the fuel tank ground
Verify day tank's fuel level is topped off between float ranges, if applicable.

PM4663-GEN0003 Preventive Maintenance - Emergency Generator 30-Day: Generator Notify building manager of intent to perform generator maintenance prior to 
operating generator.
Seal off all necessary components of building ventilation system in order to 
prevent entry of fumes into building.
Check operation and controls.  If any problems are found issue work request

Check filters if applicable, change if necessary
Check belts if applicable, change if necessary.
Check coolant if applicable, add or change if necessary.
Check stop switch and emergency alarm bell.
Lubricate as necessary
Tighten all bolts
Check oil, add or change if necessary
Check voltage.
Check battery
Check connections and battery charger
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Verify day tank's fuel level is topped off between float ranges, if applicable.

90-Day: Generator Notify building manager of intent to perform generator maintenance prior to 
operating generator.
Seal off all necessary components of building ventilation system in order to 
prevent entry of fumes into building.
Check operation and controls.  If any problems are found issue work request

Check filters if applicable, change if necessary
Check belts if applicable, change if necessary.
Check coolant if applicable, add or change if necessary.
Check stop switch and emergency alarm bell.
Lubricate as necessary
Tighten all bolts
Check oil, add or change if necessary
Check voltage.
Check battery
Check connections and battery charger
Check generator output
Verify day tank's fuel level is topped off between float ranges, if applicable.

365-Day: Generator Notify building manager of intent to perform generator maintenance prior to 
operating generator.
Seal off all necessary components of building ventilation system in order to 
prevent entry of fumes into building.
Check operation and controls.  If any problems are found issue work request

Check filters if applicable, change if necessary
Check belts if applicable, change if necessary.
Check coolant if applicable, add or change if necessary.
Check stop switch and emergency alarm bell.
Lubricate as necessary
Tighten all bolts
Check oil, add or change if necessary
Check voltage.
Check battery
Check connections and battery charger
Check generator output
Winterize system
Verify continuity of generator ground, including the fuel tank ground
Verify day tank's fuel level is topped off between float ranges, if applicable.

PM4663-GEN0004 Preventive Maintenance - Emergency Generator 30-Day: Generator Notify building manager of intent to perform generator maintenance prior to 
operating generator.
Seal off all necessary components of building ventilation system in order to 
prevent entry of fumes into building.
Check operation and controls.  If any problems are found issue work request

Check filters if applicable, change if necessary
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Check belts if applicable, change if necessary.
Check coolant if applicable, add or change if necessary.
Check stop switch and emergency alarm bell.
Lubricate as necessary
Tighten all bolts
Check oil, add or change if necessary
Check voltage.
Check battery
Check connections and battery charger
Verify day tank's fuel level is topped off between float ranges, if applicable.

90-Day: Generator Notify building manager of intent to perform generator maintenance prior to 
operating generator.
Seal off all necessary components of building ventilation system in order to 
prevent entry of fumes into building.
Check operation and controls.  If any problems are found issue work request

Check filters if applicable, change if necessary
Check belts if applicable, change if necessary.
Check coolant if applicable, add or change if necessary.
Check stop switch and emergency alarm bell.
Lubricate as necessary
Tighten all bolts
Check oil, add or change if necessary
Check voltage.
Check battery
Check connections and battery charger
Check generator output
Verify day tank's fuel level is topped off between float ranges, if applicable.

365-Day: Generator Notify building manager of intent to perform generator maintenance prior to 
operating generator.
Seal off all necessary components of building ventilation system in order to 
prevent entry of fumes into building.
Check operation and controls.  If any problems are found issue work request

Check filters if applicable, change if necessary
Check belts if applicable, change if necessary.
Check coolant if applicable, add or change if necessary.
Check stop switch and emergency alarm bell.
Lubricate as necessary
Tighten all bolts
Check oil, add or change if necessary
Check voltage.
Check battery
Check connections and battery charger
Check generator output
Winterize system
Verify continuity of generator ground, including the fuel tank ground
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Verify day tank's fuel level is topped off between float ranges, if applicable.

PM4663-GEN0005 Preventive Maintenance - Emergency Generator 30-Day: Generator Notify building manager of intent to perform generator maintenance prior to 
operating generator.
Seal off all necessary components of building ventilation system in order to 
prevent entry of fumes into building.
Check operation and controls.  If any problems are found issue work request

Check filters if applicable, change if necessary
Check belts if applicable, change if necessary.
Check coolant if applicable, add or change if necessary.
Check stop switch and emergency alarm bell.
Lubricate as necessary
Tighten all bolts
Check oil, add or change if necessary
Check voltage.
Check battery
Check connections and battery charger
Verify day tank's fuel level is topped off between float ranges, if applicable.

90-Day: Generator Notify building manager of intent to perform generator maintenance prior to 
operating generator.
Seal off all necessary components of building ventilation system in order to 
prevent entry of fumes into building.
Check operation and controls.  If any problems are found issue work request

Check filters if applicable, change if necessary
Check belts if applicable, change if necessary.
Check coolant if applicable, add or change if necessary.
Check stop switch and emergency alarm bell.
Lubricate as necessary
Tighten all bolts
Check oil, add or change if necessary
Check voltage.
Check battery
Check connections and battery charger
Check generator output
Verify day tank's fuel level is topped off between float ranges, if applicable.

365-Day: Generator Notify building manager of intent to perform generator maintenance prior to 
operating generator.
Seal off all necessary components of building ventilation system in order to 
prevent entry of fumes into building.
Check operation and controls.  If any problems are found issue work request

Check filters if applicable, change if necessary
Check belts if applicable, change if necessary.
Check coolant if applicable, add or change if necessary.
Check stop switch and emergency alarm bell.
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Lubricate as necessary
Tighten all bolts
Check oil, add or change if necessary
Check voltage.
Check battery
Check connections and battery charger
Check generator output
Winterize system
Verify continuity of generator ground, including the fuel tank ground
Verify day tank's fuel level is topped off between float ranges, if applicable.

PM4663HWTR0001 Preventive Maintenance - Hot Water Treatment 7-day Hot Water Treatment PM Perform testing on hot water system
Add chemicals if needed

PM4663LIGHTS Preventive Maintenance - Exterior Lighting 90-Day Exterior Lighting Inspection Inspect all Exterior Building Lighting
Inspect all Parking Lot Lighting
Report Findings to Electrical Supervisor

PM4663M-AH0001 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4663M-AH0002 Preventive Maintenance - Air Handling Unit 90-Day: Mini-Mate Air Handling Unit, Chill 
Water

Check controls and unit for proper operation.  If any problems are found then 
issue work request.
Lubricate shaft and motor bearings as necessary.

PM4663M-AH0003 Preventive Maintenance - Air Handling Unit 90-Day: Mini-Mate Air Handling Unit, Chill 
Water

Check controls and unit for proper operation.  If any problems are found then 
issue work request.
Lubricate shaft and motor bearings as necessary.

PM4663M-AH0015 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4663M-ATS0001 Preventive Maintenance - Auto Transfer Switch 180-Day: Auto Transfer Switch Check automatic operation and controls
365-Day: Auto Transfer Switch Check automatic operation and controls

Clean equipment
Perform Infrared Inspection to check all contacts and connections
If temperatures of over 121 degrees F noticed, connection must be 
repaired/tightened.

PM4663M-BATB0001 Preventive Maintenance - Battery Bank 30-Day: Battery Bank, Sealed Check connections
Clean and lubricate terminals
Clean battery if necessary

PM4663M-BATB0002 Preventive Maintenance - Battery Bank 30-Day: Battery Bank, Sealed Check connections
Clean and lubricate terminals
Clean battery if necessary

PM4663M-CRU0002 Preventive Maintenance - Computer Room Unit 30-Day: Critical Computer Room Type Air 
Handling Unit, Chill Water or Water-Cooled 
Combination Type

Check operation and controls.  If any problems found then issue work 
request.

Check belts, change if necessary
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Check and lubricate bearings as necessary
Inspect drains for proper flow and clarity.

90-Day: Critical Computer Room Type Air 
Handling Unit, Chill Water or Water-Cooled 
Combination Type

Check operation and controls.  If any problems found then issue work 
request.

Check belts, change if necessary
Check and lubricate bearings as necessary
Lubricate blower motor as necessary
Check safety interlocks
Clean drain pans, vacuum drains, and isure drain clarity

PM4663M-CRU0004 Preventive Maintenance - Computer Room Unit 30-Day: Critical Computer Room Type Air 
Handling Unit, Chill Water or Water-Cooled 
Combination Type (w/ all sealed bearings)

Check operation and controls.  If any problems are found issue work request.

Check belts, change if necessary
Inspect drains for proper flow and clarity.

90-Day: Critical Computer Room Type Air 
Handling Unit, Chill Water or Water-Cooled 
Combination Type (w/ all sealed bearings)

Check operation and controls.  If any problems are found issue work order.

Check belts, change if necessary
Check safety interlocks
Clean drain pans, vacuum drains, and isure drain clarity

PM4663M-CRU0007 Preventive Maintenance - Computer Room Unit 30-Day: Critical Computer Room Type Air 
Handling Unit, Chill Water or Water-Cooled 
Combination Type

Check operation and controls.  If any problems found then issue work 
request.

Check belts, change if necessary
Check and lubricate bearings as necessary
Inspect drains for proper flow and clarity.

90-Day: Critical Computer Room Type Air 
Handling Unit, Chill Water or Water-Cooled 
Combination Type

Check operation and controls.  If any problems found then issue work 
request.

Check belts, change if necessary
Check and lubricate bearings as necessary
Lubricate blower motor as necessary
Check safety interlocks
Clean drain pans, vacuum drains, and isure drain clarity

PM4663M-CRU0008 Preventive Maintenance - Computer Room Unit 30-Day: Critical Computer Room Type Air 
Handling Unit, Chill Water or Water-Cooled 
Combination Type

Check operation and controls.  If any problems found then issue work 
request.

Check belts, change if necessary
Check and lubricate bearings as necessary
Inspect drains for proper flow and clarity.

90-Day: Critical Computer Room Type Air 
Handling Unit, Chill Water or Water-Cooled 
Combination Type

Check operation and controls.  If any problems found then issue work 
request.

Check belts, change if necessary
Check and lubricate bearings as necessary
Lubricate blower motor as necessary
Check safety interlocks
Clean drain pans, vacuum drains, and isure drain clarity



NNM08AA54C
ATTACHMENT J-24

PREVENTIVE MAINTENANCE

Page 832 of 1447

PMNUM PM DESCRIPTION  TASK DESCRIPTION
PM4663M-CRU0009 Preventive Maintenance - Computer Room Unit 30-Day: Critical Computer Room Type Air 

Handling Unit, Chill Water or Water-Cooled 
Combination Type

Check operation and controls.  If any problems found then issue work 
request.

Check belts, change if necessary
Check and lubricate bearings as necessary
Inspect drains for proper flow and clarity.

90-Day: Critical Computer Room Type Air 
Handling Unit, Chill Water or Water-Cooled 
Combination Type

Check operation and controls.  If any problems found then issue work 
request.

Check belts, change if necessary
Check and lubricate bearings as necessary
Lubricate blower motor as necessary
Check safety interlocks
Clean drain pans, vacuum drains, and isure drain clarity

PM4663M-CRU001A Preventive Maintenance - Computer Room Unit 30-Day: Critical Computer Room Type Air 
Handling Unit, Chill Water or Water-Cooled 
Combination Type (w/ all sealed bearings)

Check operation and controls.  If any problems are found issue work request.

Check belts, change if necessary
Inspect drains for proper flow and clarity.

90-Day: Critical Computer Room Type Air 
Handling Unit, Chill Water or Water-Cooled 
Combination Type (w/ all sealed bearings)

Check operation and controls.  If any problems are found issue work order.

Check belts, change if necessary
Check safety interlocks
Clean drain pans, vacuum drains, and isure drain clarity

PM4663M-CRU001B Preventive Maintenance - Computer Room Unit 30-Day: Critical Computer Room Type Air 
Handling Unit, Chill Water or Water-Cooled 
Combination Type (w/ all sealed bearings)

Check operation and controls.  If any problems are found issue work request.

Check belts, change if necessary
Inspect drains for proper flow and clarity.

90-Day: Critical Computer Room Type Air 
Handling Unit, Chill Water or Water-Cooled 
Combination Type (w/ all sealed bearings)

Check operation and controls.  If any problems are found issue work order.

Check belts, change if necessary
Check safety interlocks
Clean drain pans, vacuum drains, and isure drain clarity

PM4663M-CRU001C Preventive Maintenance - Computer Room Unit 30-Day: Critical Computer Room Type Air 
Handling Unit, Chill Water or Water-Cooled 
Combination Type (w/ all sealed bearings)

Check operation and controls.  If any problems are found issue work request.

Check belts, change if necessary
Inspect drains for proper flow and clarity.

90-Day: Critical Computer Room Type Air 
Handling Unit, Chill Water or Water-Cooled 
Combination Type (w/ all sealed bearings)

Check operation and controls.  If any problems are found issue work order.

Check belts, change if necessary
Check safety interlocks
Clean drain pans, vacuum drains, and isure drain clarity
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PM4663M-CRU001D Preventive Maintenance - Computer Room Unit 30-Day: Critical Computer Room Type Air 

Handling Unit, Chill Water or Water-Cooled 
Combination Type (w/ all sealed bearings)

Check operation and controls.  If any problems are found issue work request.

Check belts, change if necessary
Inspect drains for proper flow and clarity.

90-Day: Critical Computer Room Type Air 
Handling Unit, Chill Water or Water-Cooled 
Combination Type (w/ all sealed bearings)

Check operation and controls.  If any problems are found issue work order.

Check belts, change if necessary
Check safety interlocks
Clean drain pans, vacuum drains, and isure drain clarity

PM4663M-EW0001 Preventive Maintenance - EyeWash 30-Day: Portable Eyewash Station Check fluid levels.
Check spray heads for cleanliness.
Clean unit as necessary.
Date and initial inspection tag

180-Day: Portable Eyewash Station Change saline solution.
Check spray heads for cleanliness.
Clean unit as necessary.
Date and initial inspection tag

PM4663M-EW0002 Preventive Maintenance - EyeWash 30-Day: Portable Eyewash Station Check fluid levels.
Check spray heads for cleanliness.
Clean unit as necessary.
Date and initial inspection tag

180-Day: Portable Eyewash Station Change saline solution.
Check spray heads for cleanliness.
Clean unit as necessary.
Date and initial inspection tag

PM4663M-FILT0001 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4663M-LTS0001 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head

Perform 30 second light operational test
180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head

Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4663M-LTS0002 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4663M-LTS0003 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
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Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4663M-LTS0004 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4663M-LTS0005 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4663M-MTS0001 Preventive Maintenance - Manual Transfer Switch 180-Day: Manual Transfer Switch Exercise transfer switch
365-Day: Manual Transfer Switch Exercise transfer switch

Clean equipment
Check all contacts and connections

PM4663M-PNL0001 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4663M-PNL0002 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4663M-PNL0003 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4663M-PNL0004 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4663M-PNL0005 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
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Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4663M-PNL0006 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4663M-PNL0007 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4663M-PNL0008 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4663M-PNL0009 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4663M-PNL0010 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4663M-PNL0011 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4663M-PNL0012 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4663M-PNL0013 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
Check panel schedule

PM4663M-PNL0014 Preventive Maintenance - Panel Board (4663 Outage) 365-Day: Panel Board (4663 Outages) Exercise breakers
Check wires for proper lacing; lace as necessary
Install knockout hole plugs as necessary
Check all terminations for tightness
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Check panel schedule

PM4663M-SWGR0001 Preventive Maintenance- Switch Gear (4663 Outage) 365-Day: Switch Gear (4663 Outage) Operate Switch/Breakers
Clean Contacts and Components
Check Lugs for Tightness

PM4663M-UPS0001 Preventive Maintenance - UPS Power System 90-Day: UPS System Perform visual safety check
Check amperage and voltage

180-Day: UPS System Perform visual safety check
Check amperage and voltage
Check operation and controls

365-Day: UPS System Perform visual safety check
Check amperage and voltage
Check operation and controls
Check termination points
Inspect and clean all modules

PM4663-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.
Apply insecticides or poisons as required.
Complete chemical applications records.

PM4663-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4663-ROOF0002 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4663-ROOF0003 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4663-ROOF0004 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4663-ROOF0005 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4663-ROOF0006 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4663-ROOF0007 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4663-ROOF0008 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4663-ROOF0009 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4663-ROOF0010 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4663-ROOF0011 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4663-ROOF0012 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4663-ROOF0013 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4663-ROOF0014 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4663-ROOF0015 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4663-ROOF0016 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4663-ROOF0017 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4663-ROOF0018 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4663-ROOF0019 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4663-ROOF0020 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4663-ROOF0021 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4663-ROOF0022 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4663-ROOF0023 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4663-RV0001 Preventive Maintenance - Relief Valves 365-Day: Relief Valve PM Service and Tag Relief Valve
PM4663-SLPMP0001 Preventive Maintenance - Sewage Pump 90-Day: Pump Check operation and controls.  If any problems are found issue work request

PM4665-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.
Apply insecticides or poisons as required.
Complete chemical applications records.

PM4666-AH0001 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
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Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4666-AH0002 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4666-AH0003 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4666-AH0004 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4666-AH0005 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4666-BFP0001 Preventive Maintenance - Back Flow Preventer 90-Day: Back Flow Preventer Check Operations
PM4666-CC0001 Preventive Maintenance - Condenser Water 90-Day: Condenser Water Check for corrosion
PM4666-CC0002 Preventive Maintenance - Condenser Water 90-Day: Condenser Water Check for corrosion
PM4666-CCTWR0001 Preventive Maintenance - Cooling Tower 180-Day: Cooling Tower Cleaning Contact HVAC Crew for Support.

Clean and Inspect Hot Water Basin.
clean inside of water tower using water hose, if required; scrape, brush and 
wipe as required;

PM4666-CFC0001 Preventive Maintenance - Condenser Water 30-Day: Condenser Water Clean Conductivity Probes
PM4666-CHLR0001 Preventive Maintenance - Water Chiller 365-Day: Chiller, Centrifugal, Water-Cooled Check unit's evaporator and condenser pressures, oil tank pressure, 

differential oil pressure, and discharge oil pressure.
Check oil level in chiller oil sump.
Check oil temperature
Check dehydrator or purge system; replace purge filter and inspect sight 
glass, replace if needed.
Run system control tests
Check refrigerant charge/level, add as necessary.
Check compressor for excessive noise/virbration.
Check sensor and mechanical safety limits.
Clean dehydrator float valve.
Perform spectrochemical analysis of compressor oil.
Replace oil and oil filter(s)
Inspect cooler and condenser tubes for leaks.
Inspect utility vessel vent piping and safety relief valve.
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Inspect/clean the economizer (vane), gas line damper valve, and actuator 
arm.
Run an insulation test on the motor.
Check (IR Scan) and tighten motor terminals.
Service chiller starter and check all controls and terminations.

PM4666-CHWP0001 Preventive Maintenance - Chill Water Pump 365-Day Chilled Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands; make 
minor repairs as necessary.
Lubricate pump and motor as necessary.
Check drive coupling

PM4666-CHWP0002 Preventive Maintenance - Chill Water Pump 365-Day Chilled Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands; make 
minor repairs as necessary.
Lubricate pump and motor as necessary.
Check drive coupling

PM4666-CHWP0003 Preventive Maintenance - Chill Water Pump 365-Day Chilled Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands; make 
minor repairs as necessary.
Lubricate pump and motor as necessary.
Check drive coupling

PM4666-CNDP0001 Preventive Maintenance -Condensate Pump 90-Day: Pump Check operation and controls.  If any problems are found issue work request

180-Day: Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary

PM4666-CNDP0002 Preventive Maintenance -Condensate Pump 90-Day: Pump Check operation and controls.  If any problems are found issue work request

180-Day: Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary

PM4666-CNDP0003 Preventive Maintenance -Condensate Pump 90-Day: Pump Check operation and controls.  If any problems are found issue work request

180-Day: Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary

PM4666-CNDP0004 Preventive Maintenance -Condensate Pump 90-Day: Pump Check operation and controls.  If any problems are found issue work request

180-Day: Pump Check for proper operation of pump.  If any problems are found issue work 
request
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Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary

PM4666-CNDP0005 Preventive Maintenance -Condensate Pump 90-Day: Pump Check operation and controls.  If any problems are found issue work request

180-Day: Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary

PM4666-CNDP0006 Preventive Maintenance -Condensate Pump 90-Day: Pump Check operation and controls.  If any problems are found issue work request

180-Day: Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary

PM4666-CRU0001 Preventive Maintenance - Computer Room Unit 90-Day: Computer Room Type, Direct Expansion 
and Combination Unit

Check operation and controls.  If any problems found then issue work 
request.
Check belts, change if necessary
Check and lubricate bearings as necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary

180-Day: Computer Room Type, Direct Expansion 
and Combination Unit

Check operation and controls.  If any problems are found issue work request.

Check belts, change if necessary
Check and lubricate bearings as necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary
Check suction and discharge pressure

365-Day: Computer Room Type, Direct Expansion 
and Combination Unit

Check operation and controls.  If any problems are found issue work request.

Check belts, change if necessary
Check and lubricate bearings as necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary
Check suction and discharge pressure
Check safety interlocks
Clean condenser and evaporator coils

PM4666-CRU0002 Preventive Maintenance - Computer Room Unit 90-Day: Computer Room Type, Direct Expansion 
and Combination Unit

Check operation and controls.  If any problems found then issue work 
request.
Check belts, change if necessary
Check and lubricate bearings as necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary

180-Day: Computer Room Type, Direct Expansion 
and Combination Unit

Check operation and controls.  If any problems are found issue work request.

Check belts, change if necessary
Check and lubricate bearings as necessary
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Lubricate condenser fan as necessary
Lubricate blower motor as necessary
Check suction and discharge pressure

365-Day: Computer Room Type, Direct Expansion 
and Combination Unit

Check operation and controls.  If any problems are found issue work request.

Check belts, change if necessary
Check and lubricate bearings as necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary
Check suction and discharge pressure
Check safety interlocks
Clean condenser and evaporator coils

PM4666-CRU0003 Preventive Maintenance - Computer Room Unit 90-Day: Computer Room Type, Direct Expansion 
and Combination Unit

Check operation and controls.  If any problems found then issue work 
request.
Check belts, change if necessary
Check and lubricate bearings as necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary

180-Day: Computer Room Type, Direct Expansion 
and Combination Unit

Check operation and controls.  If any problems are found issue work request.

Check belts, change if necessary
Check and lubricate bearings as necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary
Check suction and discharge pressure

365-Day: Computer Room Type, Direct Expansion 
and Combination Unit

Check operation and controls.  If any problems are found issue work request.

Check belts, change if necessary
Check and lubricate bearings as necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary
Check suction and discharge pressure
Check safety interlocks
Clean condenser and evaporator coils

PM4666-CRU0004 Preventive Maintenance - Computer Room Unit 90-Day: Computer Room Type, Direct Expansion 
and Combination Unit

Check operation and controls.  If any problems found then issue work 
request.
Check belts, change if necessary
Check and lubricate bearings as necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary

180-Day: Computer Room Type, Direct Expansion 
and Combination Unit

Check operation and controls.  If any problems are found issue work request.

Check belts, change if necessary
Check and lubricate bearings as necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary
Check suction and discharge pressure

365-Day: Computer Room Type, Direct Expansion 
and Combination Unit

Check operation and controls.  If any problems are found issue work request.
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Check belts, change if necessary
Check and lubricate bearings as necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary
Check suction and discharge pressure
Check safety interlocks
Clean condenser and evaporator coils

PM4666-CRU0005 Preventive Maintenance - Computer Room Unit 90-Day: Computer Room Type, Direct Expansion 
and Combination Unit

Check operation and controls.  If any problems found then issue work 
request.
Check belts, change if necessary
Check and lubricate bearings as necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary

180-Day: Computer Room Type, Direct Expansion 
and Combination Unit

Check operation and controls.  If any problems are found issue work request.

Check belts, change if necessary
Check and lubricate bearings as necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary
Check suction and discharge pressure

365-Day: Computer Room Type, Direct Expansion 
and Combination Unit

Check operation and controls.  If any problems are found issue work request.

Check belts, change if necessary
Check and lubricate bearings as necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary
Check suction and discharge pressure
Check safety interlocks
Clean condenser and evaporator coils

PM4666CTTR0001 Preventive Maintenance - Cooling Tower Water Treatment 7-day Cooling Tower Water Treatment PM Perform testing on Cooling tower water system

Add chemicals if needed
PM4666-CTWR0001 Preventive Maintenance - Cooling Tower 90-Day: Cooling Tower Lubricate as necessary

Check oil, add or change if necessary
Check coupling and drives

180-Day: Cooling Tower Check operation of unit for water leaks, noise or vibration.  If any problems 
found issue work request.
Check electrical wiring and connections; make appropriate adjustments.

Drain and flush could water sump and clean strainers; if required.
Refill with water, check make-up water assembly for leakage, adjust 
electronic level controls if necessary.
Remove clean and reinstall conductivity and ph electrodes in chemical water 
treatment system.

PM4666-CTWRC0001 Preventive Maintenance - Cooling Tower Controls 90-Day: Cooling Tower Controls Inspect and calibrate controls
Clean controls if necessary

PM4666-CWP0001 Preventive Maintenance -Condenser Water Pump 365-Day Condenser Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
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Check for leaks on suction and discharge piping, seals, packing glands; make 
minor repairs as necessary.
Lubricate pump and motor as necessary.
Check drive coupling.

PM4666-CWP0002 Preventive Maintenance -Condenser Water Pump 365-Day Condenser Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands; make 
minor repairs as necessary.
Lubricate pump and motor as necessary.
Check drive coupling.

PM4666CWTR0001 Preventive Maintenance - Chilled  Water Treatment 7-day Chilled Water Treatment PM Perform testing on chilled water system
Add chemicals if needed

PM4666-DOOR0001 Preventive Maintenance - Electric Personnel Door 30-Day Personnel Doors, Electric Check operation and controls.  If any problems are found issue work request.

Clean photocells and check range
Check door closure pressure
Clean tracks and check for proper alignment
Check tolerances on locking mechanisms
Check emergency release mechanisms (where applicable)

PM4666-DXAC0001 Preventive Maintenance - Direct Expansion AC Unit 90-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary

180-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary

365-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary
Clean condenser and evaporator coils
Check safety interlocks

PM4666-EAF0001 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan, Direct-Drive Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
If any problems are found issue work request

PM4666-EAF0002 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4666-ELEV0001 Preventive Maintenance - Hydraulic Elevator 30-Day: Hydraulic Elevator with Automatic Gate Check and clean all electrical panels

Verify operation of emergency telephone
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Inspect hoistways and car top
Check oil reservoir
Check sensitivity of door closure pressure

PM4666-EROOM0001 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4666-EROOM0002 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4666-EROOM0003 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4666-FAS0001 Preventive Maintenance - Fire Alarm System 30-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions

180-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions
Verify operation of all pull stations and bells
Clean, test, and calibrate smoke detectors if applicable

PM4666-FILT0001 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4666-FILT0002 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4666-FILT0003 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4666-FILT0004 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4666-FILT0005 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4666-FILT0006 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4666-FILT0007 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4666-FILT0008 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4666-FILT0009 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4666-FILT0010 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4666-FILT0011 Preventive Maintenance - Filters 180-Day Filter PM Check filters, change if necessary
PM4666-FILT0012 Preventive Maintenance - Filters 180-Day Filter PM Check filters, change if necessary
PM4666-FILT0013 Preventive Maintenance - Filters 180-Day Filter PM Check filters, change if necessary
PM4666-HV0001 Preventive Maintenance - Heating Vent Unit 180-Day Heating/Ventilating Unit Check controls and unit for proper operation.  If any problems are found 

issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust as necessary.

PM4666-HV00B2 Preventive Maintenance - Heating Vent Unit 180-Day Heating/Ventilating Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust as necessary.

PM4666-KVHD0001 Preventive Maintenance - Vent Hood 90-Day: Vent Hood Check for abnormal grease build-up, clean if necessary
Check for abnormal grease build-up, clean if necessary

PM4666LIGHTS Preventive Maintenance - Exterior Lighting 90-Day Exterior Lighting Inspection Inspect all Exterior Building Lighting
Inspect all Parking Lot Lighting
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Report Findings to Electrical Supervisor

PM4666-LTS0001 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4666-LTS0002 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4666-LTS0003 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4666-LTS0004 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4666-LTS0005 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4666-LTS0006 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
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Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4666-LTS0007 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4666-LTS0008 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4666-LTS0009 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4666-LTS0010 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4666-LTS0011 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
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Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4666-LTS0012 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4666-LTS0013 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4666-LTS0014 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4666-LTS0015 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4666-LTS0016 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4666-LTS0017 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test
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180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head

Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4666-LTS0019 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4666-LTS0021 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4666-LTS0022 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4666-LTS0023 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4666-LTS0025 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
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Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4666-LTS0026 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4666-LTS0027 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4666-LTS0028 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4666-LTS0029 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4666-LTS0030 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4666-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.
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Apply insecticides or poisons as required.
Complete chemical applications records.

PM4666-PNL0001 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 
(Bobby Collier)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4666-PNL0002 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4666-PNL0003 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4666-PNL0004 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4666-PNL0005 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4666-PNL0006 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4666-PNL0007 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4666-PNL0008 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4666-PNL0009 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4666-PNL0010 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4666-PNL0011 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4666-PNL0012 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4666-PNL0013 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4666-PNL0014 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4666-PNL0015 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
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PM4666-PNL0016 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4666-PNL0017 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4666-PNL0018 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4666-PNL0019 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4666-PNL0020 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4666-PNL0021 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4666-PNL0022 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4666-PNL0023 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4666-PNL0024 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4666-PNL0025 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4666-PNL0026 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4666-PNL0027 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4666-PNL0028 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4666-PNL0029 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4666-PNL0030 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4666-PNL0031 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
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PM4666-PNL0032 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4666-PNL0033 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4666-RMON0001 Preventive Maintenance - Refrigerant Monitoring System 90-Day: HCFC Refrigerant Monitoring System Notify UCS that system will be under test before performing maintenance on 

system
Check Calibration of each sensor, Recalibrate as necessary
Check/Verify operation of safety equipment (audio/visual warning 
equipment, exhaust ventilation equipment)
Note any sensors that required adjustment

PM4666-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4666-ROOF0002 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4666-ROOF0003 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4666-SPMP001 Preventive Maintenance - Sump Pump 30-Day: Sump Pump Check operation and controls.  If any problems are found issue work request

180-Day: Sump Pump Check operation and controls.  If any problems are found issue work request

Lubricate as necessary
Check coupling and drives

PM4666-SPR0001 Preventive Maintenance - Sprinkler System 30-Day: Wet Sprinkler System PM Perform PM
90-Day: Wet Sprinkler System PM Perform PM
365-Day: Wet Sprinkler System PM Perform PM

PM4666-WFTN0001 Preventive Maintenance - Water Fountains 30-Day: Water Fountain Verify Timer Operation.
Check Battery in Timer.
Verify Water Flow.

PM4667-AH0001 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4667-BATB0001 Preventive Maintenance - Battery Bank 30-Day: Battery Bank, Wet Cell (UPS) Check and refill battery
Check connections
Clean and lubricate terminals
Clean battery if necessary
Check operation and controls
Take specific gravity and voltage readings
Check pilot cell temperature

PM4667-CRN0001 Preventive Maintenance - Crane 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4667-DOOR0001 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM (w/o lifting cables) Inspect drive mechanism
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Inspect brake settings if applicable
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect Mounts to ensure that they are sufficiently sized
Inspect chain drive adjustments
If any problems are found issue work request

PM4667-EAF0001 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4667-EAF0002 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4667-EAF0003 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4667-EAF0004 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4667-EAF0005 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4667-EAF0006 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4667-EAF0007 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request
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PM4667-EAF0008 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.

Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4667-EAF0009 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4667-EAF0010 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4667-EAF0011 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4667-EAF0012 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4667-EROOM0001 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4667-FAS0001 Preventive Maintenance - Fire Alarm System 30-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions

180-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions
Verify operation of all pull stations and bells
Clean, test, and calibrate smoke detectors if applicable

PM4667-FILT0001 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4667-FILT0002 Preventive Maintenance - Filters 180-Day Filter PM Check filters, change if necessary
PM4667-FILT0003 Preventive Maintenance - Filters 180-Day Filter PM Check filters, change if necessary
PM4667-FILT0004 Preventive Maintenance - Filters 180-Day Filter PM Check filters, change if necessary
PM4667-FILT0005 Preventive Maintenance - Filters 180-Day Filter PM Check filters, change if necessary
PM4667-FILT0006 Preventive Maintenance - Filters 180-Day Filter PM Check filters, change if necessary
PM4667-FILT0007 Preventive Maintenance - Filters 180-Day Filter PM Check filters, change if necessary
PM4667-FILT0008 Preventive Maintenance - Filters 180-Day Filter PM Check filters, change if necessary
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PM4667-HV0001 Preventive Maintenance - Heating Vent Unit 180-Day Heating/Ventilating Unit Check controls and unit for proper operation.  If any problems are found 

issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust as necessary.

PM4667-HV0002 Preventive Maintenance - Heating Vent Unit 180-Day Heating/Ventilating Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust as necessary.

PM4667-HV0003 Preventive Maintenance - Heating Vent Unit 180-Day Heating/Ventilating Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust as necessary.

PM4667-HV0004 Preventive Maintenance - Heating Vent Unit 180-Day Heating/Ventilating Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust as necessary.

PM4667-HV0005 Preventive Maintenance - Heating Vent Unit 180-Day Heating/Ventilating Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust as necessary.

PM4667-HV0006 Preventive Maintenance - Heating Vent Unit 180-Day Heating/Ventilating Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust as necessary.

PM4667-HV0007 Preventive Maintenance - Heating Vent Unit 180-Day Heating/Ventilating Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust as necessary.

PM4667LIGHTS Preventive Maintenance - Exterior Lighting 90-Day Exterior Lighting Inspection Inspect all Exterior Building Lighting
Inspect all Parking Lot Lighting
Report Findings to Electrical Supervisor

PM4667-LTS0001 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4667-LTS0002 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
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Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4667-LTS0003 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4667-LTS0004 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4667-LTS0005 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4667-LTS0006 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4667-LTS0007 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
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Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4667-LTS0008 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4667-LTS0009 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4667-LTS0010 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4667-LTS0011 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4667-LTS0012 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test
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PM4667-LTS0013 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head

Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4667-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.
Apply insecticides or poisons as required.
Complete chemical applications records.

PM4667-PMP0001 Preventive Maintenance - Fuel Pump 90-Day: Pump Check operation and controls.  If any problems are found issue work request

180-Day: Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary

PM4667-PMP0002 Preventive Maintenance - Fuel Pump 90-Day: Pump Check operation and controls.  If any problems are found issue work request

180-Day: Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary

PM4667-PNL0001 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 
Davis)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4667-PNL0002 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4667-PNL0003 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4667-PNL0004 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4667-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4667-ROOF0002 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4667-SAF0001 Preventive Maintenance - Supply Air Fan 90-Day: Supply or Return Air Fan (Night-Shift) Check operation and controls

180-Day: Supply or Return Air Fan (Night-Shift) Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate as necessary

PM4667-SAF0002 Preventive Maintenance - Supply Air Fan 90-Day: Supply or Return Air Fan (Night-Shift) Check operation and controls
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180-Day: Supply or Return Air Fan (Night-Shift) Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate as necessary

PM4667-SAF0003 Preventive Maintenance - Supply Air Fan 90-Day: Supply or Return Air Fan (Night-Shift) Check operation and controls

180-Day: Supply or Return Air Fan (Night-Shift) Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate as necessary

PM4667-SAF0004 Preventive Maintenance - Supply Air Fan 90-Day: Supply or Return Air Fan (Night-Shift) Check operation and controls

180-Day: Supply or Return Air Fan (Night-Shift) Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate as necessary

PM4667-SAF0005 Preventive Maintenance - Supply Air Fan 90-Day: Supply or Return Air Fan (Night-Shift) Check operation and controls

180-Day: Supply or Return Air Fan (Night-Shift) Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate as necessary

PM4667-SAF0006 Preventive Maintenance - Supply Air Fan 90-Day: Supply or Return Air Fan (Night-Shift) Check operation and controls

180-Day: Supply or Return Air Fan (Night-Shift) Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate as necessary

PM4667-SAF0007 Preventive Maintenance - Supply Air Fan 90-Day: Supply or Return Air Fan (Night-Shift) Check operation and controls

180-Day: Supply or Return Air Fan (Night-Shift) Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate as necessary

PM4667-SAF0008 Preventive Maintenance - Supply Air Fan 90-Day: Supply or Return Air Fan (Night-Shift) Check operation and controls

180-Day: Supply or Return Air Fan (Night-Shift) Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate as necessary

PM4667-SAF0009 Preventive Maintenance - Supply Air Fan 90-Day: Supply or Return Air Fan (Night-Shift) Check operation and controls

180-Day: Supply or Return Air Fan (Night-Shift) Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate as necessary

PM4667-SAF0010 Preventive Maintenance - Supply Air Fan 90-Day: Supply or Return Air Fan (Night-Shift) Check operation and controls
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180-Day: Supply or Return Air Fan (Night-Shift) Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate as necessary

PM4667-SAF0011 Preventive Maintenance - Supply Air Fan 90-Day: Supply or Return Air Fan (Night-Shift) Check operation and controls

180-Day: Supply or Return Air Fan (Night-Shift) Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate as necessary

PM4667-SAF0012 Preventive Maintenance - Supply Air Fan 90-Day: Supply or Return Air Fan (Night-Shift) Check operation and controls

180-Day: Supply or Return Air Fan (Night-Shift) Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate as necessary

PM4667-SAF0013 Preventive Maintenance - Supply Air Fan 90-Day: Supply or Return Air Fan (Night-Shift) Check operation and controls

180-Day: Supply or Return Air Fan (Night-Shift) Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate as necessary

PM4667-SAF0014 Preventive Maintenance - Supply Air Fan 90-Day: Supply or Return Air Fan (Night-Shift) Check operation and controls

180-Day: Supply or Return Air Fan (Night-Shift) Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate as necessary

PM4667-SHEW0001 Preventive Maintenance - Safety Shower and Eyewash 
Station

30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4667-SPMP001 Preventive Maintenance - Sump Pump 30-Day: Sump Pump Check operation and controls.  If any problems are found issue work request

180-Day: Sump Pump Check operation and controls.  If any problems are found issue work request

Lubricate as necessary
Check coupling and drives

PM4667-SPMP001A Preventive Maintenance - Sump Pump 30-Day: Sump Pump Check operation and controls.  If any problems are found issue work request

180-Day: Sump Pump Check operation and controls.  If any problems are found issue work request

Lubricate as necessary
Check coupling and drives

PM4667-SPMP001B Preventive Maintenance - Sump Pump 30-Day: Sump Pump Check operation and controls.  If any problems are found issue work request

180-Day: Sump Pump Check operation and controls.  If any problems are found issue work request

Lubricate as necessary
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Check coupling and drives

PM4667-SPMP002 Preventive Maintenance - Sump Pump 30-Day: Sump Pump Check operation and controls.  If any problems are found issue work request

180-Day: Sump Pump Check operation and controls.  If any problems are found issue work request

Lubricate as necessary
Check coupling and drives

PM4670-ACFLT0001 Preventive Maintenance - Air Compressor Filter Change 365-Day: Air Compressor Filter Change Replace Filter(s) on air compressor unit.

PM4670-ACMP0001 Preventive Maintenance - Air Compressor Control 90-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check Belts.  Change if necessary.

180-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

365-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change as necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

PM4670-ADRY0001 Preventive Maintenance - Air Dryer 60-Day: Air Dryer, Refrigerant Type (w/ sealed 
condenser motor)

Check operation and controls.  If any problems found then issue work 
request.
Drain and flush
Drain water separator

180-Day: Air Dryer, Refrigerant Type (w/ sealed 
condenser motor)

Check operation and controls.  If any problems are found then issue work 
request.
Drain and flush
Drain water separator
Clean condenser coils

PM4670-AH0001 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4670-AH0002 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4670-AH0003 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4670-AH0005 Preventive Maintenance - Air Handling Unit 112-Day: Air Handling Unit, Check controls and unit for proper operation.  If any problems are found 
issue work request
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Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment, replace/adjust as 
necessary.

PM4670-ATS0001 Preventive Maintenance - Auto Transfer Switch 180-Day: Auto Transfer Switch Check automatic operation and controls
365-Day: Auto Transfer Switch Check automatic operation and controls

Clean equipment
Perform Infrared Inspection to check all contacts and connections
If temperatures of over 121 degrees F noticed, connection must be 
repaired/tightened.

PM4670-BATB0001 Preventive Maintenance - Battery Bank 30-Day: Battery Bank, Wet Cell (UPS) Check and refill battery
Check connections
Clean and lubricate terminals
Clean battery if necessary
Check operation and controls
Take specific gravity and voltage readings
Check pilot cell temperature

PM4670-BATB0002 Preventive Maintenance - Battery Bank 30-Day: Battery Bank, Wet Cell (UPS) Check and refill battery
Check connections
Clean and lubricate terminals
Clean battery if necessary
Check operation and controls
Take specific gravity and voltage readings
Check pilot cell temperature

PM4670-BATB0003 Preventive Maintenance - Battery Bank 30-Day: Battery Bank, Wet Cell (UPS) Check and refill battery
Check connections
Clean and lubricate terminals
Clean battery if necessary
Check operation and controls
Take specific gravity and voltage readings
Check pilot cell temperature

PM4670-BATB0004 Preventive Maintenance - Battery Bank 30-Day: Battery Bank, Wet Cell (UPS) Check and refill battery
Check connections
Clean and lubricate terminals
Clean battery if necessary
Check operation and controls
Take specific gravity and voltage readings
Check pilot cell temperature

PM4670-BATB0006 Preventive Maintenance - Battery Bank 30-Day: Battery Bank, Sealed Check connections
Clean and lubricate terminals
Clean battery if necessary

PM4670-BFP0001 Preventive Maintenance - Back Flow Preventer 90-Day: Back Flow Preventer Check Operations
PM4670-CC0001 Preventive Maintenance - Condenser Water 90-Day: Condenser Water Check for corrosion
PM4670-CC0002 Preventive Maintenance - Condenser Water 90-Day: Condenser Water Check for corrosion
PM4670-CCTWR0001 Preventive Maintenance - Cooling Tower 180-Day: Cooling Tower Cleaning Contact HVAC Crew for Support.

Clean and Inspect Hot Water Basin.
clean inside of water tower using water hose, if required; scrape, brush and 
wipe as required;

PM4670-CFC0001 Preventive Maintenance - Condenser Water 30-Day: Condenser Water Clean Conductivity Probes
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PM4670-CHLR0001 Preventive Maintenance - Water Chiller 365-Day: DX Chiller Water Cooled Check unit's evaporator and condenser pressures.

Check oil temperature.
Check compressor oil level.
Run system control tests.
Perform refrigerant leak check.
Check refrigerant charge/level, add as necessary
Check compressor for excessive noise/vibration.
Check sensor and mechanical safety limits.
Replace oil.
Inspect cooler and condenser tubes for leaks.
Inspect safety relief valve.
Run an insulation test on the motor.
Clean condenser tubes.
Clean evaporator tubes if applicable.

PM4670-CHWP0001 Preventive Maintenance - Chill Water Pump 365-Day Chilled Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands; make 
minor repairs as necessary.
Lubricate pump and motor as necessary.
Check drive coupling

PM4670-CHWP0002 Preventive Maintenance - Chill Water Pump 365-Day Chilled Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands; make 
minor repairs as necessary.
Lubricate pump and motor as necessary.
Check drive coupling

PM4670-CNDP0001 Preventive Maintenance -Condensate Pump 90-Day: Pump Check operation and controls.  If any problems are found issue work request

180-Day: Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary

PM4670-CNDP0002 Preventive Maintenance -Condensate Pump 90-Day: Pump Check operation and controls.  If any problems are found issue work request

180-Day: Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary

PM4670-CRU0001 Preventive Maintenance - Computer Room Unit 90-Day Computer Room Type Air Handling Unit, 
Chill Water

Check operation and controls.  If any problems are found issue work request

Lubricate blower motor as necessary
Check belts, change if necessary
Check and lubricate bearings as necessary
Check safety interlocks

PM4670-CRU0002 Preventive Maintenance - Air Handling Unit 90-Day Computer Room Type Air Handling Unit, 
Chill Water

Check operation and controls.  If any problems are found issue work request

Lubricate blower motor as necessary
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Check belts, change if necessary
Check and lubricate bearings as necessary
Check safety interlocks

PM4670-CRU0003 Preventive Maintenance - Air Handling Unit 90-Day Computer Room Type Air Handling Unit, 
Chill Water

Check operation and controls.  If any problems are found issue work request

Lubricate blower motor as necessary
Check belts, change if necessary
Check and lubricate bearings as necessary
Check safety interlocks

PM4670-CRU0004 Preventive Maintenance - Air Handling Unit 90-Day Computer Room Type Air Handling Unit, 
Chill Water

Check operation and controls.  If any problems are found issue work request

Lubricate blower motor as necessary
Check belts, change if necessary
Check and lubricate bearings as necessary
Check safety interlocks

PM4670-CRU0005 Preventive Maintenance - Air Handling Unit 90-Day Computer Room Type Air Handling Unit, 
Chill Water

Check operation and controls.  If any problems are found issue work request

Lubricate blower motor as necessary
Check belts, change if necessary
Check and lubricate bearings as necessary
Check safety interlocks

PM4670CTTR0001 Preventive Maintenance - Cooling Tower Water Treatment 7-day Cooling Tower Water Treatment PM Perform testing on Cooling tower water system

Add chemicals if needed
PM4670-CTWR0001 Preventive Maintenance - Cooling Tower 90-Day: Cooling Tower Lubricate as necessary

Check oil, add or change if necessary
Check coupling and drives

180-Day: Cooling Tower Check operation of unit for water leaks, noise or vibration.  If any problems 
found issue work request.
Check electrical wiring and connections; make appropriate adjustments.

Drain and flush could water sump and clean strainers; if required.
Refill with water, check make-up water assembly for leakage, adjust 
electronic level controls if necessary.
Remove clean and reinstall conductivity and ph electrodes in chemical water 
treatment system.

PM4670-CTWRC0001 Preventive Maintenance - Cooling Tower Controls 90-Day: Cooling Tower Controls Inspect and calibrate controls
Clean controls if necessary

PM4670-CWP0001 Preventive Maintenance -Condenser Water Pump 365-Day Condenser Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands; make 
minor repairs as necessary.
Lubricate pump and motor as necessary.
Check drive coupling.

PM4670-CWP0002 Preventive Maintenance -Condenser Water Pump 365-Day Condenser Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands; make 
minor repairs as necessary.
Lubricate pump and motor as necessary.
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Check drive coupling.

PM4670-DERK0001 Preventive Maintenance - Derrick Stiffleg 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4670-DXAC0001 Preventive Maintenance - Direct Expansion AC Unit 90-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary

180-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary

365-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary
Clean condenser and evaporator coils
Check safety interlocks

PM4670-ELEV0001 Preventive Maintenance - Cable Elevator 30-Day: Cable Elevator with Motor Generator 
Drive

Verify operation of all safety edges

Verify operation of emergency telephone
Check and clean all electrical panels
Inspect and lubricate governors
Check brushes on drive motors
Check sensitivity of door closure pressure
Inspect hoistways and car top
Inspect motor generator set

PM4670-ELEV0002 Preventive Maintenance - Cable Elevator 30-Day: Cable Elevator with Motor Generator 
Drive

Verify operation of all safety edges

Verify operation of emergency telephone
Check and clean all electrical panels
Inspect and lubricate governors
Check brushes on drive motors
Check sensitivity of door closure pressure
Inspect hoistways and car top
Inspect motor generator set

PM4670-EROOM0001 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4670-EROOM0002 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
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Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4670-EW0001 Preventive Maintenance - EyeWash 30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4670-FAS0001 Preventive Maintenance - Fire Alarm System 30-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions

180-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions
Verify operation of all pull stations and bells
Clean, test, and calibrate smoke detectors if applicable

PM4670-FILT0001 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4670-FILT0002 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4670-FILT0003 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4670-FILT0004 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4670-FILT0005 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4670-FILT0006 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4670-FILT0007 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4670-FILT0008 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4670-FILT0009 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4670-FILT0010 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4670-FILT0011 Preventive Maintenance - Filters 180-Day Filter PM Check filters, change if necessary
PM4670-FILT0012 Preventive Maintenance - Filters 180-Day Filter PM Check filters, change if necessary
PM4670-HV0001 Preventive Maintenance - Heating Vent Unit 180-Day Heating/Ventilating Unit Check controls and unit for proper operation.  If any problems are found 

issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust as necessary.

PM4670-HV0002 Preventive Maintenance - Heating Vent Unit 180-Day Heating/Ventilating Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust as necessary.

PM4670-HWP0001 Preventive Maintenance - Hot Water Pump 365-Day: Hot Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary
Check drive coupling

PM4670-HWP0002 Preventive Maintenance - Hot Water Pump 365-Day: Hot Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary
Check drive coupling

PM4670LIGHTS Preventive Maintenance - Exterior Lighting 90-Day Exterior Lighting Inspection Inspect all Exterior Building Lighting
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Inspect all Parking Lot Lighting
Report Findings to Electrical Supervisor

PM4670-LROD0001 Preventive Maintenance - Lightning Protection System 365 Day: Lightning Protection System Measure and record resistance readings

Inspect rods, cables, and fasteners
Attach and turn in ground readings with PM sheet

PM4670-LTS0001 Preventive Maintenance - Aircraft Lights 30-Day: Aircraft/Aviation Lights Verify operation
PM4670-LTS0002 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head

Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4670-LTS0003 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4670-LTS0004 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4670-LTS0005 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4670-LTS0006 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
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Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4670-LTS0007 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4670-LTS0008 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4670-LTS0009 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4670-LTS0010 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4670-LTS0011 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4670-LTS0012 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
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Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4670-LTS0013 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4670-LTS0014 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4670-LTS0015 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4670-LTS0016 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4670-LTS0017 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
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Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4670-LTS0018 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4670-LTS0019 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4670-LTS0020 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4670-LTS0021 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4670-LTS0022 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test
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PM4670-LTS0023 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head

Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4670-LTS0024 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4670-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.
Apply insecticides or poisons as required.
Complete chemical applications records.

PM4670-PMP0001 Preventive Maintenance - Circulating Pump 90-Day: Pump Check operation and controls.  If any problems are found issue work request

180-Day: Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary

PM4670-PNL0001 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 
Davis)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4670-PNL0002 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4670-PNL0003 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4670-PNL0004 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4670-PNL0005 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4670-PNL0006 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4670-PNL0007 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times
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Install knockout hole plugs as necessary

PM4670-PNL0008 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 
Davis)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4670-PNL0009 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4670-PNL0010 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4670-PNL0011 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4670-PNL0012 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4670-PNL0013 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4670-PNL0014 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4670-PNL0015 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4670-PNL0016 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4670-PNL0017 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4670-PNL0018 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4670-PNL0019 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4670-PNL0020 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4670-PNL0021 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4670-PNL0022 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4670-PNL0023 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times
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Install knockout hole plugs as necessary

PM4670-PNL0024 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 
Davis)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4670-PNL0025 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4670-PNL0026 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4670-PNL0027 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4670-PNL0028 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4670-PNL0029 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4670-PNL0030 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4670-PNL0031 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4670-PNL0032 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4670-PNL0033 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4670-PNL0034 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4670-PNL0035 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4670-PNL0036 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4670-PNL0037 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4670-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4670-ROOF0002 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4670-ROOF0003 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4670-ROOF0004 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4670-ROOF0005 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
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PM4670-ROOF0006 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4670-ROOF0007 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4670-RV0001 Preventive Maintenance - Relief Valves 365-Day: Relief Valve PM Service and Tag Relief Valve
PM4670-SHEW0001 Preventive Maintenance - Safety Shower and Eyewash 

Station
30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4670-SPMP0001A Preventive Maintenance - Sump Pump 30-Day: Sump Pump Check operation and controls.  If any problems are found issue work request

180-Day: Sump Pump Check operation and controls.  If any problems are found issue work request

Lubricate as necessary
Check coupling and drives

PM4670-SPMP001B Preventive Maintenance - Sump Pump 30-Day: Sump Pump Check operation and controls.  If any problems are found issue work request

180-Day: Sump Pump Check operation and controls.  If any problems are found issue work request

Lubricate as necessary
Check coupling and drives

PM4670-SPMP001C Preventive Maintenance - Sump Pump 30-Day: Sump Pump Check operation and controls.  If any problems are found issue work request

180-Day: Sump Pump Check operation and controls.  If any problems are found issue work request

Lubricate as necessary
Check coupling and drives

PM4670-SPMP002A Preventive Maintenance - Sump Pump 30-Day: Sump Pump Check operation and controls.  If any problems are found issue work request

180-Day: Sump Pump Check operation and controls.  If any problems are found issue work request

Lubricate as necessary
Check coupling and drives

PM4670-SPMP002B Preventive Maintenance - Sump Pump 30-Day: Sump Pump Check operation and controls.  If any problems are found issue work request

180-Day: Sump Pump Check operation and controls.  If any problems are found issue work request

Lubricate as necessary
Check coupling and drives

PM4670-SPMP003A Preventive Maintenance - Sump Pump 30-Day: Sump Pump Check operation and controls.  If any problems are found issue work request

180-Day: Sump Pump Check operation and controls.  If any problems are found issue work request

Lubricate as necessary
Check coupling and drives

PM4670-SPMP003B Preventive Maintenance - Sump Pump 30-Day: Sump Pump Check operation and controls.  If any problems are found issue work request

180-Day: Sump Pump Check operation and controls.  If any problems are found issue work request

Lubricate as necessary
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Check coupling and drives

PM4670-SPMP003C Preventive Maintenance - Sump Pump 30-Day: Sump Pump Check operation and controls.  If any problems are found issue work request

180-Day: Sump Pump Check operation and controls.  If any problems are found issue work request

Lubricate as necessary
Check coupling and drives

PM4670-SPMP004A Preventive Maintenance - Sump Pump 30-Day: Sump Pump Check operation and controls.  If any problems are found issue work request

180-Day: Sump Pump Check operation and controls.  If any problems are found issue work request

Lubricate as necessary
Check coupling and drives

PM4670-SPMP004B Preventive Maintenance - Sump Pump 30-Day: Sump Pump Check operation and controls.  If any problems are found issue work request

180-Day: Sump Pump Check operation and controls.  If any problems are found issue work request

Lubricate as necessary
Check coupling and drives

PM4670-SPMP005A Preventive Maintenance - Sump Pump 30-Day: Sump Pump Check operation and controls.  If any problems are found issue work request

180-Day: Sump Pump Check operation and controls.  If any problems are found issue work request

Lubricate as necessary
Check coupling and drives

PM4670-SPMP005B Preventive Maintenance - Sump Pump 30-Day: Sump Pump Check operation and controls.  If any problems are found issue work request

180-Day: Sump Pump Check operation and controls.  If any problems are found issue work request

Lubricate as necessary
Check coupling and drives

PM4670-UPS0001 Preventive Maintenance - UPS Power System 90-Day: UPS System Perform visual safety check
Check amperage and voltage

180-Day: UPS System Perform visual safety check
Check amperage and voltage
Check operation and controls

365-Day: UPS System Perform visual safety check
Check amperage and voltage
Check operation and controls
Check termination points
Inspect and clean all modules

PM4671-ACFLT0001 Preventive Maintenance - Air Compressor Filter Change 365-Day: Air Compressor Filter Change Replace Filter(s) on air compressor unit.

PM4671-ACMP0001 Preventive Maintenance - Air Compressor 90-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check Belts.  Change if necessary.

180-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
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Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

365-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change as necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

PM4671-CNDP0001 Preventive Maintenance -Condensate Pump 90-Day: Pump Check operation and controls.  If any problems are found issue work request

180-Day: Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary

PM4671-CNDP0002 Preventive Maintenance -Condensate Pump 90-Day: Pump Check operation and controls.  If any problems are found issue work request

180-Day: Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary

PM4671-CRN0001 Preventive Maintenance - Crane 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4671-DOOR0001 Preventive Maintenance - Roll-Up Door 180-Day Sliding/Roll-up Door, Manual Lubricate tracks as necessary
Check stops and tethers
If any problems are found issue work request

PM4671-DOOR0002 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM (w/o lifting cables) Inspect drive mechanism
Inspect brake settings if applicable
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect Mounts to ensure that they are sufficiently sized
Inspect chain drive adjustments
If any problems are found issue work request

PM4671-DXAC0001 Preventive Maintenance - Direct Expansion AC Unit 90-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary

180-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
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Lubricate condenser fan as necessary
Lubricate blower motor as necessary

365-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary
Clean condenser and evaporator coils
Check safety interlocks

PM4671-EROOM0001 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4671-FAS0001 Preventive Maintenance - Fire Alarm System 30-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions

180-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions
Verify operation of all pull stations and bells
Clean, test, and calibrate smoke detectors if applicable

PM4671-FILT0001 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4671LIGHTS Preventive Maintenance - Exterior Lighting 90-Day Exterior Lighting Inspection Inspect all Exterior Building Lighting

Inspect all Parking Lot Lighting
Report Findings to Electrical Supervisor

PM4671-LTS0001 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4671-LTS0002 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4671-LTS0003 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
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Perform 30 second light operational test

PM4671-LTS0004 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4671-LTS0005 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4671-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.
Apply insecticides or poisons as required.
Complete chemical applications records.

PM4671-PNL0001 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 
Davis)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4671-PNL0002 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4671-PNL0003 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4671-PNL0004 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4671-PNL0005 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4671-PNL0006 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4671-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4671-ROOF0002 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4671-ROOF0003 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4671-RV0001 Preventive Maintenance - Relief Valves 365-Day: Relief Valve PM Service and Tag Relief Valve
PM4672LIGHTS Preventive Maintenance - Exterior Lighting 90-Day Exterior Lighting Inspection Inspect all Exterior Building Lighting

Inspect all Parking Lot Lighting
Report Findings to Electrical Supervisor
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PM4672-LROD0001 Preventive Maintenance - Lightning Protection System 365 Day: Lightning Protection System Measure and record resistance readings

Inspect rods, cables, and fasteners
Attach and turn in ground readings with PM sheet

PM4672-SHEW0001 Preventive Maintenance - Safety Shower and Eyewash 
Station

30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4672-SPMP001 Preventive Maintenance - Sump Pump 30-Day: Sump Pump Check operation and controls.  If any problems are found issue work request

180-Day: Sump Pump Check operation and controls.  If any problems are found issue work request

Lubricate as necessary
Check coupling and drives

PM4673LIGHTS Preventive Maintenance - Exterior Lighting 90-Day Exterior Lighting Inspection Inspect all Exterior Building Lighting
Inspect all Parking Lot Lighting
Report Findings to Electrical Supervisor

PM4673-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.
Apply insecticides or poisons as required.
Complete chemical applications records.

PM4673-PNL0001 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 
Davis)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4673-SHEW0001 Preventive Maintenance - Safety Shower and Eyewash 

Station
30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4674-ACFLT0001 Preventive Maintenance - Air Compressor Filter Change 365-Day: Air Compressor Filter Change Replace Filter(s) on air compressor unit.

PM4674-ACMP0001 Preventive Maintenance - Air Compressor 90-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check Belts.  Change if necessary.

180-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

365-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change as necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

PM4674-ADRY0001 Preventive Maintenance - Air Dryer 60-Day: Air Dryer, Refrigerant Type (w/ sealed 
condenser motor)

Check operation and controls.  If any problems found then issue work 
request.
Drain and flush
Drain water separator
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180-Day: Air Dryer, Refrigerant Type (w/ sealed 
condenser motor)

Check operation and controls.  If any problems are found then issue work 
request.
Drain and flush
Drain water separator
Clean condenser coils

PM4674-AH0001 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4674-AH0002 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4674-AH0003 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4674-AH0007 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4674-ATS0001 Preventive Maintenance - Auto Transfer Switch 180-Day: Auto Transfer Switch Check automatic operation and controls
365-Day: Auto Transfer Switch Check automatic operation and controls

Clean equipment
Perform Infrared Inspection to check all contacts and connections
If temperatures of over 121 degrees F noticed, connection must be 
repaired/tightened.

PM4674-BATB0001 Preventive Maintenance - Battery Bank 30-Day: Battery Bank, Wet Cell (UPS) Check and refill battery
Check connections
Clean and lubricate terminals
Clean battery if necessary
Check operation and controls
Take specific gravity and voltage readings
Check pilot cell temperature

PM4674-BATB0002 Preventive Maintenance - Battery Bank 30-Day: Battery Bank, Sealed Check connections
Clean and lubricate terminals
Clean battery if necessary

PM4674-BFP0001 Preventive Maintenance - Back Flow Preventer 90-Day: Back Flow Preventer Check Operations
PM4674-CC0001 Preventive Maintenance - Condenser Water 90-Day: Condenser Water Check for corrosion
PM4674-CC0002 Preventive Maintenance - Condenser Water 90-Day: Condenser Water Check for corrosion
PM4674-CCTWR0001 Preventive Maintenance - Cooling Tower 180-Day: Cooling Tower Cleaning Contact HVAC Crew for Support.

Clean and Inspect Hot Water Basin.
clean inside of water tower using water hose, if required; scrape, brush and 
wipe as required;
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PM4674-CFC0001 Preventive Maintenance - Condenser Water 30-Day: Condenser Water Clean Conductivity Probes
PM4674-CHLR0001 Preventive Maintenance - Water Chiller 365-Day: Chiller, Centrifugal, Water-Cooled Check unit's evaporator and condenser pressures, oil tank pressure, 

differential oil pressure, and discharge oil pressure.
Check oil level in chiller oil sump.
Check oil temperature
Check dehydrator or purge system; replace purge filter and inspect sight 
glass, replace if needed.
Run system control tests
Check refrigerant charge/level, add as necessary.
Check compressor for excessive noise/virbration.
Check sensor and mechanical safety limits.
Clean dehydrator float valve.
Perform spectrochemical analysis of compressor oil.
Replace oil and oil filter(s)
Inspect cooler and condenser tubes for leaks.
Inspect utility vessel vent piping and safety relief valve.
Inspect/clean the economizer (vane), gas line damper valve, and actuator 
arm.
Run an insulation test on the motor.
Check (IR Scan) and tighten motor terminals.
Service chiller starter and check all controls and terminations.

PM4674-CHWP0001 Preventive Maintenance - Chill Water Pump 365-Day Chilled Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands; make 
minor repairs as necessary.
Lubricate pump and motor as necessary.
Check drive coupling

PM4674-CHWP0002 Preventive Maintenance - Chill Water Pump 365-Day Chilled Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands; make 
minor repairs as necessary.
Lubricate pump and motor as necessary.
Check drive coupling

PM4674-CNDP0001 Preventive Maintenance -Condensate Pump 90-Day: Pump Check operation and controls.  If any problems are found issue work request

180-Day: Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary

PM4674-CNDP0002 Preventive Maintenance -Condensate Pump 90-Day: Pump Check operation and controls.  If any problems are found issue work request

180-Day: Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary

PM4674CTTR0001 Preventive Maintenance - Cooling Tower Water Treatment 7-day Cooling Tower Water Treatment PM Perform testing on Cooling tower water system
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Add chemicals if needed

PM4674-CTWR0001 Preventive Maintenance - Cooling Tower 90-Day: Cooling Tower Lubricate as necessary
Check oil, add or change if necessary
Check coupling and drives

180-Day: Cooling Tower Check operation of unit for water leaks, noise or vibration.  If any problems 
found issue work request.
Check electrical wiring and connections; make appropriate adjustments.

Drain and flush could water sump and clean strainers; if required.
Refill with water, check make-up water assembly for leakage, adjust 
electronic level controls if necessary.
Remove clean and reinstall conductivity and ph electrodes in chemical water 
treatment system.

PM4674-CTWRC0001 Preventive Maintenance - Cooling Tower Controls 90-Day: Cooling Tower Controls Inspect and calibrate controls
Clean controls if necessary

PM4674-CWP0001 Preventive Maintenance -Condenser Water Pump 365-Day Condenser Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands; make 
minor repairs as necessary.
Lubricate pump and motor as necessary.
Check drive coupling.

PM4674-CWP0002 Preventive Maintenance -Condenser Water Pump 365-Day Condenser Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands; make 
minor repairs as necessary.
Lubricate pump and motor as necessary.
Check drive coupling.

PM4674CWTR0001 Preventive Maintenance - Chilled  Water Treatment 7-day Chilled Water Treatment PM Perform testing on chilled water system
Add chemicals if needed

PM4674-DUMB0001 Preventive Maintenance - Dumbwaiter 30-Day: Dumbwaiter Check sensitivity of door closure pressure
Check and clean electrical panels
Perform visual inspection
Check hoistway terminal connection

PM4674-EAF0001 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4674-EAF0002 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4674-EROOM0001 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
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Report all deficiencies.

PM4674-EW0001 Preventive Maintenance - EyeWash 30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4674-FAS0001 Preventive Maintenance - Fire Alarm System 30-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions

180-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions
Verify operation of all pull stations and bells
Clean, test, and calibrate smoke detectors if applicable

PM4674-FILT0001 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4674-FILT0002 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4674-FILT0003 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4674-FILT0004 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4674-GEN0001 Preventive Maintenance - Emergency Generator 30-Day: Generator Notify building manager of intent to perform generator maintenance prior to 

operating generator.
Seal off all necessary components of building ventilation system in order to 
prevent entry of fumes into building.
Check operation and controls.  If any problems are found issue work request

Check filters if applicable, change if necessary
Check belts if applicable, change if necessary.
Check coolant if applicable, add or change if necessary.
Check stop switch and emergency alarm bell.
Lubricate as necessary
Tighten all bolts
Check oil, add or change if necessary
Check voltage.
Check battery
Check connections and battery charger
Verify day tank's fuel level is topped off between float ranges, if applicable.

90-Day: Generator Notify building manager of intent to perform generator maintenance prior to 
operating generator.
Seal off all necessary components of building ventilation system in order to 
prevent entry of fumes into building.
Check operation and controls.  If any problems are found issue work request

Check filters if applicable, change if necessary
Check belts if applicable, change if necessary.
Check coolant if applicable, add or change if necessary.
Check stop switch and emergency alarm bell.
Lubricate as necessary
Tighten all bolts
Check oil, add or change if necessary
Check voltage.
Check battery
Check connections and battery charger
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Check generator output
Verify day tank's fuel level is topped off between float ranges, if applicable.

365-Day: Generator Notify building manager of intent to perform generator maintenance prior to 
operating generator.
Seal off all necessary components of building ventilation system in order to 
prevent entry of fumes into building.
Check operation and controls.  If any problems are found issue work request

Check filters if applicable, change if necessary
Check belts if applicable, change if necessary.
Check coolant if applicable, add or change if necessary.
Check stop switch and emergency alarm bell.
Lubricate as necessary
Tighten all bolts
Check oil, add or change if necessary
Check voltage.
Check battery
Check connections and battery charger
Check generator output
Winterize system
Verify continuity of generator ground, including the fuel tank ground
Verify day tank's fuel level is topped off between float ranges, if applicable.

PM4674-HWP0001 Preventive Maintenance - Hot Water Pump 365-Day: Hot Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary
Check drive coupling

PM4674-HWP0002 Preventive Maintenance - Hot Water Pump 365-Day: Hot Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary
Check drive coupling

PM4674HWTR0001 Preventive Maintenance - Hot Water Treatment 7-day Hot Water Treatment PM Perform testing on hot water system
Add chemicals if needed

PM4674HWTR0002 Preventive Maintenance - Hot Water Treatment (Off-
season)

7-day Hot Water Treatment PM (Off-season) Perform testing on hot water system

Add chemicals if needed
PM4674HWTR0003 Preventive Maintenance - Hot Water Treatment (Off-

season)
30-day Hot Water PM (Off-season) Notify Water Treatment Tech when performing PM (4-1058, 4-6020)

Open all necessary valves (Supply/Control/Makeup)
Check to make sure makeup water is on
Check to make sure system is filled
Coordinate operation with UCS
Turn on circulation pumps and run for 48 hours
Shut down pumps and close all necessary valves
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PM4674-ICE0001 Preventive Maintenance - Ice Machine 30-Day: Ice Machine Check water filter

90-Day: Ice Machine Check water filter
Check operation and controls.  If any problems are found issue work request

Check water pressure
Lubricate condenser fan motor as necessary

180-Day: Ice Machine Check water filter
Check operation and controls.  If any problems are found issue work request

Check water pressure
Lubricate condenser fan motor as necessary
Clean condenser coils

PM4674LIGHTS Preventive Maintenance - Exterior Lighting 90-Day Exterior Lighting Inspection Inspect all Exterior Building Lighting
Inspect all Parking Lot Lighting
Report Findings to Electrical Supervisor

PM4674-LROD0001 Preventive Maintenance - Lightning Protection System 365 Day: Lightning Protection System Measure and record resistance readings

Inspect rods, cables, and fasteners
Attach and turn in ground readings with PM sheet

PM4674-LTS0001 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4674-LTS0002 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4674-LTS0003 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4674-LTS0004 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test
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365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head

Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4674-LTS0005 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4674-LTS0006 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4674-LTS0007 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4674-LTS0008 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4674-LTS0009 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals
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30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head

Perform 30 second light operational test
PM4674-LTS0010 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head

Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4674-MTS0001 Preventive Maintenance - Manual Transfer Switch 180-Day: Manual Transfer Switch Exercise transfer switch
365-Day: Manual Transfer Switch Exercise transfer switch

Clean equipment
Check all contacts and connections

PM4674-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.
Apply insecticides or poisons as required.
Complete chemical applications records.

PM4674-PNL0001 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 
Davis)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4674-PNL0002 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4674-PNL0003 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4674-PNL0004 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4674-PNL0005 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4674-PNL0006 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4674-PNL0007 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4674-PNL0008 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4674-PNL0009 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4674-PNL0010 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
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PM4674-PNL0011 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4674-PNL0012 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4674-PNL0013 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4674-PNL0014 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4674-PNL0015 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4674-PNL0016 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4674-PNL0017 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4674-PNL0018 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4674-PNL0019 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4674-PNL0020 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4674-PNL0021 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4674-PNL0022 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4674-PNL0023 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4674-PNL0024 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4674-PNL0025 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4674-PNL0026 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
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PM4674-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4674-ROOF0002 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4674-RV0001 Preventive Maintenance - Relief Valves 365-Day: Relief Valve PM Service and Tag Relief Valve
PM4674-UPS0001 Preventive Maintenance - UPS Power System 90-Day: UPS System Perform visual safety check

Check amperage and voltage
180-Day: UPS System Perform visual safety check

Check amperage and voltage
Check operation and controls

365-Day: UPS System Perform visual safety check
Check amperage and voltage
Check operation and controls
Check termination points
Inspect and clean all modules

PM4675-ACFLT0001 Preventive Maintenance - Air Compressor Filter Change 365-Day: Air Compressor Filter Change Replace Filter(s) on air compressor unit.

PM4675-ACMP0001 Preventive Maintenance - Air Compressor Control 90-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check Belts.  Change if necessary.

180-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

365-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change as necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

PM4675-BLR0001 Preventive Maintenance - Steam Boiler 30-Day: Boiler in dry lay-up Perform safety walk-through
Clean boiler area, if necessary

PM4675-BLR0002 Preventive Maintenance - Steam Boiler 30-Day: Boiler in dry lay-up Perform safety walk-through
Clean boiler area, if necessary

PM4675-BLR0003 Preventive Maintenance - Steam Boiler 30-Day: Boiler in dry lay-up Perform safety walk-through
Clean boiler area, if necessary

PM4675-DFWT0001 Preventive Maintenance - De-aerating Feed-water Tank 90-Day: De-aerating Feed-water Tank Check operation and controls.  If any problems found issue work request.

Clean area around tank.
Perform safety walkthrough.

PM4675-EW0001 Preventive Maintenance - EyeWash 30-Day: Portable Eyewash Station Check fluid levels.
Check spray heads for cleanliness.
Clean unit as necessary.
Date and initial inspection tag

180-Day: Portable Eyewash Station Change saline solution.
Check spray heads for cleanliness.
Clean unit as necessary.
Date and initial inspection tag

PM4675-FAS0001 Preventive Maintenance - Fire Alarm System 30-Day: Fire Alarm System Inspect panel
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Inspect smoke detectors for damage and obstructions

180-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions
Verify operation of all pull stations and bells
Clean, test, and calibrate smoke detectors if applicable

PM4675-FWP0001 Preventive Maintenance -Feed Water Pump 30-Day: Feed Water Pump Check operation and controls.  If any problems are found issue work request

180-Day: Feed WaterPump Check operation and controls.  If any problems are found issue work request

Lubricate as necessary
Check coupling and drives

PM4675-FWP0002 Preventive Maintenance -Feed Water Pump 30-Day: Feed Water Pump Check operation and controls.  If any problems are found issue work request

180-Day: Feed WaterPump Check operation and controls.  If any problems are found issue work request

Lubricate as necessary
Check coupling and drives

PM4675LIGHTS Preventive Maintenance - Exterior Lighting 90-Day Exterior Lighting Inspection Inspect all Exterior Building Lighting
Inspect all Parking Lot Lighting
Report Findings to Electrical Supervisor

PM4675-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.
Apply insecticides or poisons as required.
Complete chemical applications records.

PM4675-PMP0001 Preventive Maintenance - Fuel Pump 90-Day: Pump Check operation and controls.  If any problems are found issue work request

180-Day: Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary

PM4675-PMP0002 Preventive Maintenance - Fuel Pump 90-Day: Pump Check operation and controls.  If any problems are found issue work request

180-Day: Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary

PM4675-PMP0003 Preventive Maintenance - Fuel Pump 90-Day: Pump Check operation and controls.  If any problems are found issue work request

180-Day: Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary

PM4675-PNL0001 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 
Davis)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
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PM4675-PNL0002 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4675-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4675-RV0001 Preventive Maintenance - Relief Valves 365-Day: Relief Valve PM Service and Tag Relief Valve
PM4675-SHEW0001 Preventive Maintenance - Safety Shower and Eyewash 

Station
30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4675-SPMP001 Preventive Maintenance - Sump Pump 30-Day: Sump Pump Check operation and controls.  If any problems are found issue work request

180-Day: Sump Pump Check operation and controls.  If any problems are found issue work request

Lubricate as necessary
Check coupling and drives

PM4676-DOOR0001 Preventive Maintenance - Roll-Up Door 180-Day Sliding/Roll-up Door, Manual Lubricate tracks as necessary
Check stops and tethers
If any problems are found issue work request

PM4676-FAS0001 Preventive Maintenance - Fire Alarm System 30-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions

180-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions
Verify operation of all pull stations and bells
Clean, test, and calibrate smoke detectors if applicable

PM4676-HST0001 Preventive Maintenance - Cranes and Hoists 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4676-HST0002 Preventive Maintenance - Cranes and Hoists 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4676LIGHTS Preventive Maintenance - Exterior Lighting 90-Day Exterior Lighting Inspection Inspect all Exterior Building Lighting
Inspect all Parking Lot Lighting
Report Findings to Electrical Supervisor

PM4676-LROD0001 Preventive Maintenance - Lightning Protection System 365 Day: Lightning Protection System Measure and record resistance readings

Inspect rods, cables, and fasteners
Attach and turn in ground readings with PM sheet

PM4676-LTS0001 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
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Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4676-ODT0001 Preventive Maintenance - Oxygen Detection System 30-Day: Oxygen Detection System, Dry Cell Type Perform visual inspection

Verify ODT is required at this location.  If unit is not needed issue work 
request to remove unit

180-Day: Oxygen Detection System, Dry Cell 
Type

Perform visual inspection

Calibrate system
Check all alarm points
Verify ODT is still required at this location.  If unit is not needed issue work 
request to remove unit

PM4676-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.
Apply insecticides or poisons as required.
Complete chemical applications records.

PM4676-PNL0001 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 
Davis)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4676-PNL0002 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4676-PNL0003 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4676-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4676-SHEW0001 Preventive Maintenance - Safety Shower and Eyewash 

Station
30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4676-SHEW0002 Preventive Maintenance - Safety Shower and Eyewash 
Station

30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4677-DOOR0001 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM (w/o lifting cables) Inspect drive mechanism
Inspect brake settings if applicable
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect Mounts to ensure that they are sufficiently sized
Inspect chain drive adjustments
If any problems are found issue work request

PM4677-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.
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Apply insecticides or poisons as required.
Complete chemical applications records.

PM4677-PNL0001 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 
Davis)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4677-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4677-ROOF0002 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4677-SH0001 Preventive Maintenance - Safety Shower 30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4678-ACFLT0001 Preventive Maintenance - Air Compressor Filter Change 365-Day: Air Compressor Filter Change Replace Filter(s) on air compressor unit.

PM4678-ACMP0001 Preventive Maintenance - Air Compressor Control 90-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check Belts.  Change if necessary.

180-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

365-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change as necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

PM4678-DOOR0001 Preventive Maintenance - Roll-Up Door 180-Day Sliding/Roll-up Door, Manual Lubricate tracks as necessary
Check stops and tethers
If any problems are found issue work request

PM4678-DOOR0002 Preventive Maintenance - Sliding Door 180-Day Sliding/Roll-up Door, Manual Lubricate tracks as necessary
Check stops and tethers
If any problems are found issue work request

PM4678-EROOM0001 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4678-EW0001 Preventive Maintenance - EyeWash 30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4678-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.
Apply insecticides or poisons as required.
Complete chemical applications records.

PM4678-PNL0001 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 
Davis)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4678-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
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PM4678-RV0001 Preventive Maintenance - Relief Valves 365-Day: Relief Valve PM Service and Tag Relief Valve
PM4679LIGHTS Preventive Maintenance - Exterior Lighting 90-Day Exterior Lighting Inspection Inspect all Exterior Building Lighting

Inspect all Parking Lot Lighting
Report Findings to Electrical Supervisor

PM4679-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.
Apply insecticides or poisons as required.
Complete chemical applications records.

PM4679-PNL0001 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 
Davis)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4679-PNL0002 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4679-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4680-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.

Apply insecticides or poisons as required.
Complete chemical applications records.

PM4680-PNL0001 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 
Davis)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4680-PNL0002 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4680-PNL0003 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4680-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4680-ROOF0002 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4680-SHEW0001 Preventive Maintenance - Safety Shower and Eyewash 

Station
30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4680-SHEW0002 Preventive Maintenance - Safety Shower and Eyewash 
Station

30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4681-LTS0001 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4681-LTS0002 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals
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PM4681-LTS0003 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head

Perform 30 second light operational test
365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head

Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4681-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4682-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.

Apply insecticides or poisons as required.
Complete chemical applications records.

PM4682-PNL0001 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 
Davis)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4682-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4688-DOOR0001 Preventive Maintenance - Sliding Door 180-Day Sliding/Roll-up Door, Manual Lubricate tracks as necessary

Check stops and tethers
If any problems are found issue work request

PM4688LIGHTS Preventive Maintenance - Exterior Lighting 90-Day Exterior Lighting Inspection Inspect all Exterior Building Lighting
Inspect all Parking Lot Lighting
Report Findings to Electrical Supervisor

PM4688-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.
Apply insecticides or poisons as required.
Complete chemical applications records.

PM4688-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4692-ADRY0001 Preventive Maintenance - Air Dryer 30-Day: Air Dryer, Desiccant Type Check humidity alarm operation
PM4692-ATS0001 Preventive Maintenance - Auto Transfer Switch 180-Day: Auto Transfer Switch Check automatic operation and controls

365-Day: Auto Transfer Switch Check automatic operation and controls
Clean equipment
Perform Infrared Inspection to check all contacts and connections
If temperatures of over 121 degrees F noticed, connection must be 
repaired/tightened.

PM4692-GEN0001 Preventive Maintenance - Emergency Generator 30-Day: Generator Notify building manager of intent to perform generator maintenance prior to 
operating generator.
Seal off all necessary components of building ventilation system in order to 
prevent entry of fumes into building.
Check operation and controls.  If any problems are found issue work request

Check filters if applicable, change if necessary
Check belts if applicable, change if necessary.
Check coolant if applicable, add or change if necessary.
Check stop switch and emergency alarm bell.
Lubricate as necessary
Tighten all bolts
Check oil, add or change if necessary
Check voltage.
Check battery
Check connections and battery charger
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Verify day tank's fuel level is topped off between float ranges, if applicable.

90-Day: Generator Notify building manager of intent to perform generator maintenance prior to 
operating generator.
Seal off all necessary components of building ventilation system in order to 
prevent entry of fumes into building.
Check operation and controls.  If any problems are found issue work request

Check filters if applicable, change if necessary
Check belts if applicable, change if necessary.
Check coolant if applicable, add or change if necessary.
Check stop switch and emergency alarm bell.
Lubricate as necessary
Tighten all bolts
Check oil, add or change if necessary
Check voltage.
Check battery
Check connections and battery charger
Check generator output
Verify day tank's fuel level is topped off between float ranges, if applicable.

365-Day: Generator Notify building manager of intent to perform generator maintenance prior to 
operating generator.
Seal off all necessary components of building ventilation system in order to 
prevent entry of fumes into building.
Check operation and controls.  If any problems are found issue work request

Check filters if applicable, change if necessary
Check belts if applicable, change if necessary.
Check coolant if applicable, add or change if necessary.
Check stop switch and emergency alarm bell.
Lubricate as necessary
Tighten all bolts
Check oil, add or change if necessary
Check voltage.
Check battery
Check connections and battery charger
Check generator output
Winterize system
Verify continuity of generator ground, including the fuel tank ground
Verify day tank's fuel level is topped off between float ranges, if applicable.

PM4692-PNL0001 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 
Davis)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4692-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4694LIGHTS Preventive Maintenance - Exterior Lighting 90-Day Exterior Lighting Inspection Inspect all Exterior Building Lighting

Inspect all Parking Lot Lighting
Report Findings to Electrical Supervisor
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PM4694-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.

Apply insecticides or poisons as required.
Complete chemical applications records.

PM4694-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4696-AH0002 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 

issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4696-AH0003 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4696-ATS0001 Preventive Maintenance - Auto Transfer Switch 180-Day: Auto Transfer Switch Check automatic operation and controls
365-Day: Auto Transfer Switch Check automatic operation and controls

Clean equipment
Perform Infrared Inspection to check all contacts and connections
If temperatures of over 121 degrees F noticed, connection must be 
repaired/tightened.

PM4696-BATB0001 Preventive Maintenance - Battery Bank 30-Day: Battery Bank, Wet Cell (UPS) Check and refill battery
Check connections
Clean and lubricate terminals
Clean battery if necessary
Check operation and controls
Take specific gravity and voltage readings
Check pilot cell temperature

PM4696-DXAC0001 Preventive Maintenance - Direct Expansion AC Unit 90-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary

180-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary

365-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary
Clean condenser and evaporator coils
Check safety interlocks

PM4696-DXAC0002 Preventive Maintenance - Direct Expansion AC Unit 90-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary
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180-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary

365-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary
Clean condenser and evaporator coils
Check safety interlocks

PM4696-ELEV0001 Preventive Maintenance - Cable Elevator 30-Day: Cable Elevator with Motor Generator 
Drive

Verify operation of all safety edges

Verify operation of emergency telephone
Check and clean all electrical panels
Inspect and lubricate governors
Check brushes on drive motors
Check sensitivity of door closure pressure
Inspect hoistways and car top
Inspect motor generator set

PM4696-EROOM0001 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4696-EROOM0002 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4696-FAS0001 Preventive Maintenance - Fire Alarm System 30-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions

180-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions
Verify operation of all pull stations and bells
Clean, test, and calibrate smoke detectors if applicable

PM4696-FILT0001 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4696-FILT0002 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4696-FILT0003 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4696-FILT0004 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4696LIGHTS Preventive Maintenance - Exterior Lighting 90-Day Exterior Lighting Inspection Inspect all Exterior Building Lighting

Inspect all Parking Lot Lighting
Report Findings to Electrical Supervisor

PM4696-LTS0001 Preventive Maintenance - Aircraft Lights 30-Day: Aircraft/Aviation Lights Verify operation
PM4696-PNL0001 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4696-PNL0002 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times
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Install knockout hole plugs as necessary

PM4696-PNL0003 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 
Davis)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4696-PNL0004 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4696-PNL0005 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4696-PNL0006 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4696-PNL0007 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4696-PNL0008 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4696-PNL0009 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4696-PNL0010 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4696-PNL0011 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4696-PNL0012 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4696-PNL0013 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4696-PNL0014 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4696-PNL0015 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4696-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4696-ROOF0002 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4696-SHEW0001 Preventive Maintenance - Safety Shower and Eyewash 

Station
30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4696-SPMP0002 Preventive Maintenance - Sump Pump 30-Day: Sump Pump Check operation and controls.  If any problems are found issue work request
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180-Day: Sump Pump Check operation and controls.  If any problems are found issue work request

Lubricate as necessary
Check coupling and drives

PM4696-SPMP0003 Preventive Maintenance - Sump Pump 30-Day: Sump Pump Check operation and controls.  If any problems are found issue work request

180-Day: Sump Pump Check operation and controls.  If any problems are found issue work request

Lubricate as necessary
Check coupling and drives

PM4698-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.
Apply insecticides or poisons as required.
Complete chemical applications records.

PM4698-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4699A-DXAC0001 Preventive Maintenance - Direct Expansion AC Unit 90-Day: Direct Expansion Unit Package, Split-

Type, Air-Cooled, Belt-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
180-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
365-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Clean condenser and evaporator coils
Check safety interlocks

PM4699A-FILT0001 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4699A-LTS0001 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head

Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4699A-PNL0001 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 
Davis)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4699A-PNL0002 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4699A-PNL0003 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
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PM4699A-PNL0004 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4699A-PNL0005 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance (John 

Davis)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4699A-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4699-LROD0001 Preventive Maintenance - Lightning Protection System 365 Day: Lightning Protection System Measure and record resistance readings

Inspect rods, cables, and fasteners
Attach and turn in ground readings with PM sheet

PM4699-LTS0001 Preventive Maintenance - Emergency Lights 180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

PM4699-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.
Apply insecticides or poisons as required.
Complete chemical applications records.

PM4699-SHEW0001 Preventive Maintenance - Safety Shower and Eyewash 
Station

30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4700-DOOR0001 Preventive Maintenance - Roll-Up Door 180-Day Sliding/Roll-up Door, Manual Lubricate tracks as necessary
Check stops and tethers
If any problems are found issue work request

PM4700DRAIN Preventive Maintenance - Storm Drain Inspection 365-day Storm Drain Clean-out all storm drains in the area
PM4700-EI0001 Preventive Maintenance -Deionized Water Facility 30-Day: Deionized Water Facility Check all instrumentation
PM4700-FAC0001 Preventive Maintenance -Deionized Water Facility 30-day Deionized Water Facility Check Facility Louvers

Check Facility Heaters
Check all Electronic Equipment

365-Day: Deionized Water Facility Check Facility Louvers
Check Facility Heaters
Check Caustic Tank Heater
Check all Electronic Equipment
Perform Electical Heater Tracing

PM4700LIGHTS Preventive Maintenance - Exterior Lighting 90-Day Exterior Lighting Inspection Inspect all Exterior Building Lighting
Inspect all Parking Lot Lighting
Report Findings to Electrical Supervisor

PM4700-LTS0001 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test
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365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head

Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4700-LTS0002 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4700-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.
Apply insecticides or poisons as required.
Complete chemical applications records.

PM4700-PMP0001 Preventive Maintenance - Deionized Water Pump 90-Day: Pump Check operation and controls.  If any problems are found issue work request

180-Day: Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary

PM4700-PMP0004 Preventive Maintenance - Deionized Water Pump 90-Day: Pump Check operation and controls.  If any problems are found issue work request

180-Day: Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary

PM4700-PMP0005 Preventive Maintenance - Deionized Water Pump 90-Day: Pump Check operation and controls.  If any problems are found issue work request

180-Day: Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary

PM4700-PMP0006 Preventive Maintenance - Deionized Water Pump 90-Day: Pump Check operation and controls.  If any problems are found issue work request

180-Day: Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary

PM4700-PMP0007 Preventive Maintenance - Deionized Water Pump 180-Day: System Pumps Notify RO System Tech before performing PM (4-5273)
Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction, discharge piping, seals, packing glands, etc.; 
make minor repairs as necessary
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Lubricate pump and motor as necessary
Notify RO System Tech to restart system after work is performed

PM4700-PMP0008 Preventive Maintenance - Deionized Water Pump 180-Day: System Pumps Notify RO System Tech before performing PM (4-5273)
Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction, discharge piping, seals, packing glands, etc.; 
make minor repairs as necessary
Lubricate pump and motor as necessary
Notify RO System Tech to restart system after work is performed

PM4700-PMP0009 Preventive Maintenance - Chemical Metering Pump 30-Day: Chemical Metering Pump Check Operation and Controls of Unit.  If any problems are found issue work 
request

PM4700-PNL0001 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 
(Bobby Collier)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4700-PNL0002 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4700-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4700-ROSYS0001 Preventive Maintenance - UV Light 365-Day: UV Light Replacement Replace UV light in RO System
PM4700-ROSYS0002 Preventive Maintenance - Filter Inspection 180-Day: Filter Inspection Check Bag Pre-filters and replace as necessary

Check Charcoal Pre-Filter and replace as necessary
Check Cartridge filters and replace as necessary
Backflush Carbon-bed Pre-Filter

PM4700-ROSYS0003 Preventive Maintenance - Operational Inspection 7-Day: Operational Inspection Perform Visual Inspection of System
Check log of gauge and instrumentation readings for the past work week

Note any deficiencies
PM4700-ROSYS0004 Preventive Maintenance - Conductivity Test 30-Day: Conductivity Test (4700) Perform Conductivity measurement on sample of system output water

Record reading of conductivity in RO system log
PM4700-SHEW0001 Preventive Maintenance - Safety Shower and Eyewash 

Station
30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4700-SPMP001 Preventive Maintenance - Sump Pump 30-Day: Sump Pump Check operation and controls.  If any problems are found issue work request

180-Day: Sump Pump Check operation and controls.  If any problems are found issue work request

Lubricate as necessary
Check coupling and drives

PM4702-ACFLT0001 Preventive Maintenance - Air Compressor Filter Change 365-Day: Air Compressor Filter Change Replace Filter(s) on air compressor unit.

PM4702-ACMP0001 Preventive Maintenance - Air Compressor Control 90-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check Belts.  Change if necessary.

180-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
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Check belts, change if necessary
Check filters, change if necessary

365-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change as necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

PM4702-ADRY0001 Preventive Maintenance - Air Dryer 60-Day: Air Dryer, Refrigerant Type (w/o 
Condenser Fan)

Check operation and controls.  If any problems found then issue work 
request.
Drain and flush
Drain water separator

180-Day: Air Dryer, Refrigerant Type (w/o 
Condenser Fan)

Check operation and controls.  If any problems found then issue work 
request.
Drain and flush
Drain water separator
Clean condenser coils

PM4702-AH0001 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4702-BFP0001 Preventive Maintenance - Back Flow Preventer 90-Day: Back Flow Preventer Check Operations
PM4702-CHWP0001 Preventive Maintenance - Chill Water Pump 365-Day Chilled Water Pump Check for proper operation of pump.  If any problems are found issue work 

request
Check for leaks on suction and discharge piping, seals, packing glands; make 
minor repairs as necessary.
Lubricate pump and motor as necessary.
Check drive coupling

PM4702-DXAC0001 Preventive Maintenance - DXAC Unit 90-Day: DX Unit Package, Stand-Alone or Split-
Type, Air-Cooled, Direct-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

180-Day: DX Unit Package, Stand-Alone or Split-
Type, Air-Cooled, Thru The Wall Unit (W/ Sealed 
condenser fan and blower motor

Check operation and controls.  If any problems are found issue work request

365-Day: DX Unit Package, Stand-Alone or Split-
Type, Air-Cooled, Direct-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

Clean condenser and evaporator coils
Check safety interlocks

PM4702-DXAC0002 Preventive Maintenance - Direct Expansion AC Unit 90-Day: DX Unit Package, Stand-Alone or Split-
Type, Air-Cooled, Direct-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

180-Day: DX Unit Package, Stand-Alone or Split-
Type, Air-Cooled, Thru The Wall Unit (W/ Sealed 
condenser fan and blower motor

Check operation and controls.  If any problems are found issue work request

365-Day: DX Unit Package, Stand-Alone or Split-
Type, Air-Cooled, Direct-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

Clean condenser and evaporator coils
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Check safety interlocks

PM4702-EAF0001 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4702-EROOM0001 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4702-EROOM0002 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4702-EW0001 Preventive Maintenance - EyeWash 30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4702-EW0002 Preventive Maintenance - Portable EyeWash 30-Day: Portable Eyewash Station Check fluid levels.
Check spray heads for cleanliness.
Clean unit as necessary.
Date and initial inspection tag

180-Day: Portable Eyewash Station Change saline solution.
Check spray heads for cleanliness.
Clean unit as necessary.
Date and initial inspection tag

PM4702-FAS0001 Preventive Maintenance - Fire Alarm System 30-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions

180-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions
Verify operation of all pull stations and bells
Clean, test, and calibrate smoke detectors if applicable

PM4702-FILT0001 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4702-FILT0002 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4702-FILT0003 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4702-HST0001 Preventive Maintenance - Cranes and Hoists 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4702-HST0002 Preventive Maintenance - Cranes and Hoists 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
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Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4702-HWP0001 Preventive Maintenance - Hot Water Pump 365-Day: Hot Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary
Check drive coupling

PM4702HWTR0001 Preventive Maintenance - Hot Water Treatment 7-day Hot Water Treatment PM Perform testing on hot water system
Add chemicals if needed

PM4702HWTR0002 Preventive Maintenance - Hot Water Treatment (Off-
season)

7-day Hot Water Treatment PM (Off-season) Perform testing on hot water system

Add chemicals if needed
PM4702HWTR0003 Preventive Maintenance - Hot Water Treatment (Off-

season)
30-day Hot Water PM (Off-season) Notify Water Treatment Tech when performing PM (4-1058, 4-6020)

Open all necessary valves (Supply/Control/Makeup)
Check to make sure makeup water is on
Check to make sure system is filled
Coordinate operation with UCS
Turn on circulation pumps and run for 48 hours
Shut down pumps and close all necessary valves

PM4702LIGHTS Preventive Maintenance - Exterior Lighting 90-Day Exterior Lighting Inspection Inspect all Exterior Building Lighting
Inspect all Parking Lot Lighting
Report Findings to Electrical Supervisor

PM4702-LTS0001 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4702-LTS0002 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4702-LTS0003 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test
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365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head

Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4702-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.
Apply insecticides or poisons as required.
Complete chemical applications records.

PM4702-PNL0001 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 
(Bobby Collier)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4702-PNL0002 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4702-PNL0003 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4702-PNL0004 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4702-PNL0005 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4702-PNL0006 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4702-PNL0007 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4702-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4702-ROOF0002 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4702-ROOF0003 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4702-ROOF0004 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4702-ROOF0005 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4702-ROOF0006 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4702-RV0001 Preventive Maintenance - Relief Valves 365-Day: Relief Valve PM Service and Tag Relief Valve
PM4703-CHWP0001 Preventive Maintenance - Chill Water Pump 365-Day Chilled Water Pump Check for proper operation of pump.  If any problems are found issue work 

request
Check for leaks on suction and discharge piping, seals, packing glands; make 
minor repairs as necessary.
Lubricate pump and motor as necessary.
Check drive coupling

PM4703-DOOR0001 Preventive Maintenance - Swinging Door 180-Day Sliding/Roll-up Door, Manual Lubricate tracks as necessary
Check stops and tethers
If any problems are found issue work request

PM4703-EROOM0001 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.
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PM4703-EROOM0002 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.

Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4703LIGHTS Preventive Maintenance - Exterior Lighting 90-Day Exterior Lighting Inspection Inspect all Exterior Building Lighting
Inspect all Parking Lot Lighting
Report Findings to Electrical Supervisor

PM4703-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.
Apply insecticides or poisons as required.
Complete chemical applications records.

PM4703-PNL0001 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 
(Bobby Collier)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4703-PNL0002 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4703-PNL0003 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4703-PNL0004 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4703-PNL0005 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4703-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4703-ROOF0002 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4703-ROOF0003 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4703-VSC0001 Preventive Maintenance - Variable Speed Controller 365-Day: Variable Speed Controller Check for excessive heat, odors, noise and vibration.

Clean and check the general condition of variable speed drive panel.
PM4704-DOOR0001 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM (w/o lifting cables) Inspect drive mechanism

Inspect brake settings if applicable
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect Mounts to ensure that they are sufficiently sized
Inspect chain drive adjustments
If any problems are found issue work request

PM4704-DOOR0002 Preventive Maintenance - Roll-Up Door 180-Day Sliding/Roll-up Door, Manual Lubricate tracks as necessary
Check stops and tethers
If any problems are found issue work request

PM4704-DXAC0001 Preventive Maintenance - Direct Expansion AC Unit 90-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary

180-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven

Check operation and controls.  If any problems are found issue work request
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Check belts, change if necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary

365-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary
Clean condenser and evaporator coils
Check safety interlocks

PM4704-EAF0001 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4704-EAF0002 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4704-EROOM0001 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4704-FAS0001 Preventive Maintenance - Fire Alarm System 30-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions

180-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions
Verify operation of all pull stations and bells
Clean, test, and calibrate smoke detectors if applicable

PM4704-FILT0001 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4704-FILT0002 Preventive Maintenance - Filters 180-Day Filter PM Check filters, change if necessary
PM4704-FILT0003 Preventive Maintenance - Filters 180-Day Filter PM Check filters, change if necessary
PM4704-HST0001 Preventive Maintenance - Cranes and Hoists 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4704-HV0001 Preventive Maintenance - Heating Vent Unit 180-Day Heating/Ventilating Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust as necessary.
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PM4704-HV0002 Preventive Maintenance - Heating Vent Unit 180-Day Heating/Ventilating Unit Check controls and unit for proper operation.  If any problems are found 

issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust as necessary.

PM4704LIGHTS Preventive Maintenance - Exterior Lighting 90-Day Exterior Lighting Inspection Inspect all Exterior Building Lighting
Inspect all Parking Lot Lighting
Report Findings to Electrical Supervisor

PM4704-LTS0001 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4704-LTS0002 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4704-LTS0003 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4704-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.
Apply insecticides or poisons as required.
Complete chemical applications records.

PM4704-PMP0001 Preventive Maintenance - Oil Circulating Pump 90-Day: Pump Check operation and controls.  If any problems are found issue work request

180-Day: Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary

PM4704-PMP0002 Preventive Maintenance - Oil Circulating Pump 90-Day: Pump Check operation and controls.  If any problems are found issue work request

180-Day: Pump Check for proper operation of pump.  If any problems are found issue work 
request
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Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary

PM4704-PNL0001 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 
(Bobby Collier)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4704-PNL0002 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4704-PNL0003 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4704-PNL0004 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4704-PNL0005 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4704-PNL0006 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4704-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4704-ROOF0002 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4704-ROOF0003 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4704-ROOF0004 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4704-ROOF0005 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4704-ROOF0006 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4704-TANK0001 Preventive Maintenance -Underground Tank 365-Day: Underground Tank Inspect Cathodic Protection on underground tank and all associated piping.

PM4705-ACFLT0001 Preventive Maintenance - Air Compressor Filter Change 365-Day: Air Compressor Filter Change Replace Filter(s) on air compressor unit.

PM4705-ACFLT0002 Preventive Maintenance - Air Compressor Filter Change 365-Day: Air Compressor Filter Change Replace Filter(s) on air compressor unit.

PM4705-ACFLT0003 Preventive Maintenance - Air Compressor Filter Change 365-Day: Air Compressor Filter Change Replace Filter(s) on air compressor unit.

PM4705-ACFLT0004 Preventive Maintenance - Air Compressor Filter Change 365-Day: Air Compressor Filter Change Replace Filter(s) on air compressor unit.

PM4705-ACFLT0005 Preventive Maintenance - Air Compressor Filter Change 365-Day: Air Compressor Filter Change Replace Filter(s) on air compressor unit.

PM4705-ACFLT0006 Preventive Maintenance - Air Compressor Filter Change 365-Day: Air Compressor Filter Change Replace Filter(s) on air compressor unit.

PM4705-ACMP0001 Preventive Maintenance - Air Compressor Control 90-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check Belts.  Change if necessary.

180-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary



NNM08AA54C
ATTACHMENT J-24

PREVENTIVE MAINTENANCE

Page 911 of 1447

PMNUM PM DESCRIPTION  TASK DESCRIPTION
Check belts, change if necessary
Check filters, change if necessary

365-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change as necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

PM4705-ACMP0002 Preventive Maintenance - Air Compressor Control 90-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check Belts.  Change if necessary.

180-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

365-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change as necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

PM4705-ACMP0003 Preventive Maintenance - Air Compressor Control 90-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check Belts.  Change if necessary.

180-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

365-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change as necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

PM4705-ACMP0004 Preventive Maintenance - Air Compressor Control 90-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check Belts.  Change if necessary.

180-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

365-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change as necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary
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PM4705-ACMP0005 Preventive Maintenance - Air Compressor Control 90-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.

Check oil, add or change if necessary
Lubricate as necessary
Check Belts.  Change if necessary.

180-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

365-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change as necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

PM4705-ACMP0006 Preventive Maintenance - Air Compressor Control 90-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check Belts.  Change if necessary.

180-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

365-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change as necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

PM4705-ADRY0001 Preventive Maintenance - Air Dryer 60-Day: Air Dryer, Refrigerant Type (w/ sealed 
condenser motor)

Check operation and controls.  If any problems found then issue work 
request.
Drain and flush
Drain water separator

180-Day: Air Dryer, Refrigerant Type (w/ sealed 
condenser motor)

Check operation and controls.  If any problems are found then issue work 
request.
Drain and flush
Drain water separator
Clean condenser coils

PM4705-ADRY0002 Preventive Maintenance - Air Dryer 60-Day: Air Dryer, Refrigerant Type (w/ sealed 
condenser motor)

Check operation and controls.  If any problems found then issue work 
request.
Drain and flush
Drain water separator

180-Day: Air Dryer, Refrigerant Type (w/ sealed 
condenser motor)

Check operation and controls.  If any problems are found then issue work 
request.
Drain and flush
Drain water separator
Clean condenser coils

PM4705-ADRY0003 Preventive Maintenance - Air Dryer 60-Day: Air Dryer, Refrigerant Type (w/ sealed 
condenser motor)

Check operation and controls.  If any problems found then issue work 
request.
Drain and flush
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Drain water separator

180-Day: Air Dryer, Refrigerant Type (w/ sealed 
condenser motor)

Check operation and controls.  If any problems are found then issue work 
request.
Drain and flush
Drain water separator
Clean condenser coils

PM4705-ADRY0004 Preventive Maintenance - Air Dryer 60-Day: Air Dryer, Refrigerant Type (w/ sealed 
condenser motor)

Check operation and controls.  If any problems found then issue work 
request.
Drain and flush
Drain water separator

180-Day: Air Dryer, Refrigerant Type (w/ sealed 
condenser motor)

Check operation and controls.  If any problems are found then issue work 
request.
Drain and flush
Drain water separator
Clean condenser coils

PM4705-AH0001 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4705-AH0002 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4705-AH0003 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4705-AH0005 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4705-AH0006 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4705-AH0007 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4705-AH0008 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
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Check air bleed valves for proper operation where applicable

PM4705-AH0009 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4705-AH0010 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4705-AH0011 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4705-AH0012 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4705-AH0013 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4705-AH0014 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4705-AH0015 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4705-AH0016 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4705-AH0017 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4705-AH0018 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
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Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4705-AH0019 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4705-AH001A Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4705-AH0020 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4705-AH0022 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4705-AH0023 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4705-AH0024 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4705-AH0025 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4705-AH0026 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4705-AH0027 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.
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PM4705-AH0028 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 

issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4705-AH0029 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4705-AH0030 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4705-AH0036 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4705-AH0037 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4705-AH0038 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4705-AH0039 Preventive Maintenance - Air Handling Unit 90-Day: Mini-Mate Air Handling Unit, Chill 
Water

Check controls and unit for proper operation.  If any problems are found then 
issue work request.
Lubricate shaft and motor bearings as necessary.

PM4705-AH0047 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4705-AH0048 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4705-AH0049 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable
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PM4705-AH004A Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 

issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4705-AH006A Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4705-AH007A Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4705-AH008A Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4705-AH010A Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4705-AH012A Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4705-AH013A Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4705-AH015A Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4705-AH017A Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4705-AH018A Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
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Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4705-AH019A Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4705-AH019B Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4705-AH020A Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4705-ATS0001 Preventive Maintenance - Auto Transfer Switch 180-Day: Auto Transfer Switch Check automatic operation and controls
365-Day: Auto Transfer Switch Check automatic operation and controls

Clean equipment
Perform Infrared Inspection to check all contacts and connections
If temperatures of over 121 degrees F noticed, connection must be 
repaired/tightened.

PM4705-BFP0002 Preventive Maintenance - Back Flow Preventer 90-Day: Back Flow Preventer Check Operations
PM4705-CHWP0001 Preventive Maintenance - Chill Water Pump 365-Day Chilled Water Pump Check for proper operation of pump.  If any problems are found issue work 

request
Check for leaks on suction and discharge piping, seals, packing glands; make 
minor repairs as necessary.
Lubricate pump and motor as necessary.
Check drive coupling

PM4705-CHWP0002 Preventive Maintenance - Chill Water Pump 365-Day Chilled Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands; make 
minor repairs as necessary.
Lubricate pump and motor as necessary.
Check drive coupling

PM4705-CRN0001 Preventive Maintenance - Crane 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4705-CRN0002 Preventive Maintenance - Crane 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
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Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4705-CRN0003 Preventive Maintenance - Crane 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4705-CRN0004 Preventive Maintenance - Crane 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4705-CRN0005 Preventive Maintenance - Crane 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4705-CRN0006 Preventive Maintenance - Crane 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4705-CRN0007 Preventive Maintenance - Crane 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4705-CRN0008 Preventive Maintenance - Crane 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
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Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4705-CRU0001 Preventive Maintenance - Computer Room Unit 90-Day Computer Room Type Air Handling Unit, 
Chill Water

Check operation and controls.  If any problems found then issue work 
request.
Lubricate blower motor as necessary
Check belts, change if necessary
Check and lubricate bearings as necessary
Check safety interlocks

PM4705-DHUM0001 Preventive Maintenance - Dehumidifier 90-Day Dehumidifier (Direct Drive) Check operation and controls.  If any problems found then issue work 
request.
Check drive motor

PM4705-DOOR0001 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM (w/o lifting cables) Inspect drive mechanism
Inspect brake settings if applicable
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect Mounts to ensure that they are sufficiently sized
Inspect chain drive adjustments
If any problems are found issue work request

PM4705-DOOR0002 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM (w/o lifting cables) Inspect drive mechanism
Inspect brake settings if applicable
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect Mounts to ensure that they are sufficiently sized
Inspect chain drive adjustments
If any problems are found issue work request

PM4705-DOOR0003 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM (w/o lifting cables) Inspect drive mechanism
Inspect brake settings if applicable
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect Mounts to ensure that they are sufficiently sized
Inspect chain drive adjustments
If any problems are found issue work request

PM4705-DOOR0004 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM (w/o lifting cables) Inspect drive mechanism
Inspect brake settings if applicable
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect Mounts to ensure that they are sufficiently sized
Inspect chain drive adjustments
If any problems are found issue work request

PM4705-DOOR0006 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM (w/o lifting cables) Inspect drive mechanism
Inspect brake settings if applicable
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary



NNM08AA54C
ATTACHMENT J-24

PREVENTIVE MAINTENANCE

Page 921 of 1447

PMNUM PM DESCRIPTION  TASK DESCRIPTION
Inspect Mounts to ensure that they are sufficiently sized
Inspect chain drive adjustments
If any problems are found issue work request

PM4705-DOOR0007 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM (w/o lifting cables) Inspect drive mechanism
Inspect brake settings if applicable
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect Mounts to ensure that they are sufficiently sized
Inspect chain drive adjustments
If any problems are found issue work request

PM4705-DOOR0008 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM (w/o lifting cables) Inspect drive mechanism
Inspect brake settings if applicable
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect Mounts to ensure that they are sufficiently sized
Inspect chain drive adjustments
If any problems are found issue work request

PM4705-DOOR0009 Preventive Maintenance - Roll-Up Door 180-Day Sliding/Roll-up Door, Manual Lubricate tracks as necessary
Check stops and tethers
If any problems are found issue work request

PM4705-DOOR0010 Preventive Maintenance - Roll-Up Door 180-Day Sliding/Roll-up Door, Manual Lubricate tracks as necessary
Check stops and tethers
If any problems are found issue work request

PM4705-DOOR0011 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM (w/o lifting cables) Inspect drive mechanism
Inspect brake settings if applicable
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect Mounts to ensure that they are sufficiently sized
Inspect chain drive adjustments
If any problems are found issue work request

PM4705-DOOR0012 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM (w/o lifting cables) Inspect drive mechanism
Inspect brake settings if applicable
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect Mounts to ensure that they are sufficiently sized
Inspect chain drive adjustments
If any problems are found issue work request

PM4705-DOOR0013 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM (w/o lifting cables) Inspect drive mechanism
Inspect brake settings if applicable
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect Mounts to ensure that they are sufficiently sized
Inspect chain drive adjustments
If any problems are found issue work request
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PM4705-DOOR0014 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM (w/o lifting cables) Inspect drive mechanism

Inspect brake settings if applicable
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect Mounts to ensure that they are sufficiently sized
Inspect chain drive adjustments
If any problems are found issue work request

PM4705-DOOR0015 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM (w/o lifting cables) Inspect drive mechanism
Inspect brake settings if applicable
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect Mounts to ensure that they are sufficiently sized
Inspect chain drive adjustments
If any problems are found issue work request

PM4705-DUMB0001 Preventive Maintenance - Dumbwaiter 30-Day: Dumbwaiter Check sensitivity of door closure pressure
Check and clean electrical panels
Perform visual inspection
Check hoistway terminal connection

PM4705-DXAC0001 Preventive Maintenance - Direct Expansion AC Unit 90-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary

180-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary

365-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary
Clean condenser and evaporator coils
Check safety interlocks

PM4705-DXAC0002 Preventive Maintenance - Direct Expansion AC Unit 90-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary

180-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary

365-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven

Check operation and controls.  If any problems are found issue work request
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Check belts, change if necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary
Clean condenser and evaporator coils
Check safety interlocks

PM4705-DXAC0003 Preventive Maintenance - Direct Expansion AC Unit 90-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary

180-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary

365-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary
Clean condenser and evaporator coils
Check safety interlocks

PM4705-DXAC0004 Preventive Maintenance - Direct Expansion AC Unit 90-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary

180-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary

365-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary
Clean condenser and evaporator coils
Check safety interlocks

PM4705-EAF0001 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4705-EAF0002 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
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Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4705-EAF0003 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4705-EAF0004 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4705-EAF0005 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan (Day-Shift) Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate if necessary
Check belts for wear, tension, and alignment, if applicalbe; adjust as 
required.
If any problems are found issue work request

PM4705-EAF0006 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4705-EAF0007 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4705-EAF0008 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4705-EAF0009 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4705-EAF0010 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
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Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4705-EAF0011 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4705-EAF0012 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4705-EAF0013 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4705-EAF0014 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4705-EAF0015 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4705-EAF0016 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4705-EAF0017 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4705-EAF0018 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
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Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4705-EAF0019 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4705-EAF0020 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4705-EAF0021 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4705-EAF0022 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4705-EAF0023 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4705-EAF0024 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4705-EAF0025 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4705-EAF0026 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
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Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4705-EAF0027 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4705-EAF0028 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4705-EAF0029 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4705-EAF0030 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4705-EAF0031 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4705-EAF0032 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4705-EAF0033 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4705-EAF0034 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
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Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4705-EAF0035 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4705-EAF0036 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4705-EAF0037 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4705-EAF0038 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4705-EAF0039 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4705-EAF0040 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4705-EAF0041 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4705-EAF0042 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.



NNM08AA54C
ATTACHMENT J-24

PREVENTIVE MAINTENANCE

Page 929 of 1447

PMNUM PM DESCRIPTION  TASK DESCRIPTION
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4705-EAF0043 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4705-EAF0044 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4705-EAF0045 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4705-EAF0046 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4705-EAF0047 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4705-ELEV0001 Preventive Maintenance - Cable Elevator 30-Day: Cable Elevator with AC Drive Motor Verify operation of all safety edges
Verify operation of emergency telephone
Check and clean all electrical panels
Inspect and lubricate governors
Check hoistway terminal limits
Check sensitivity of door closure pressure
Inspect hoistways and car top

PM4705-ELEV0002 Preventive Maintenance - Hydraulic Elevator 30-Day: Hydraulic Elevator with Automatic Gate Check and clean all electrical panels

Verify operation of emergency telephone
Inspect hoistways and car top
Check oil reservoir
Check sensitivity of door closure pressure

PM4705-EROOM0001 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
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Report all deficiencies.

PM4705-EROOM0002 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4705-EROOM0003 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4705-EROOM0004 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4705-EROOM0005 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4705-EROOM0006 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4705-EROOM0008 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4705-EROOM0009 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4705-EROOM0010 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4705-EROOM0011 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4705-EROOM0012 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4705-EROOM0013 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4705-EW0001 Preventive Maintenance - EyeWash 30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
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Date and initial inspection tag

PM4705-EW0002 Preventive Maintenance - EyeWash 30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4705-EW0003 Preventive Maintenance - EyeWash 30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4705-EW0004 Preventive Maintenance - EyeWash 30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4705-EW0005 Preventive Maintenance - EyeWash 30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4705-EW0006 Preventive Maintenance - EyeWash 30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4705-FAS0001 Preventive Maintenance - Fire Alarm System 30-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions

180-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions
Verify operation of all pull stations and bells
Clean, test, and calibrate smoke detectors if applicable

PM4705-FID0001 Preventive Maintenance - Field Interface Device 90-Day Field Interface Device Change filters if necessary
PM4705-FID0002 Preventive Maintenance - Field Interface Device 90-Day Field Interface Device Change filters if necessary
PM4705-FID0003 Preventive Maintenance - Field Interface Device 90-Day Field Interface Device Change filters if necessary
PM4705-FILT0002 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4705-FILT0003 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4705-FILT0005 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4705-FILT0006 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4705-FILT0007 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4705-FILT0008 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4705-FILT0009 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4705-FILT0010 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4705-FILT0011 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4705-FILT0012 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4705-FILT0013 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4705-FILT0014 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4705-FILT0015 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4705-FILT0016 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4705-FILT0017 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4705-FILT0018 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4705-FILT0019 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary



NNM08AA54C
ATTACHMENT J-24

PREVENTIVE MAINTENANCE

Page 932 of 1447

PMNUM PM DESCRIPTION  TASK DESCRIPTION
PM4705-FILT0020 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4705-FILT0021 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4705-FILT0024 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4705-FILT0025 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4705-FILT0026 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4705-FILT0027 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4705-FILT0028 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4705-FILT0029 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4705-FILT0030 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4705-FILT0031 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4705-FILT0036 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4705-FILT0037 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4705-FILT0038 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4705-FILT0039 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4705-FILT0046 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4705-FILT0048 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4705-FILT0049 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4705-FILT0050 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4705-FILT0051 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4705-FILT0052 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4705-FILT0053 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4705-FILT0054 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4705-FILT0055 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4705-FILT0056 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4705-FILT0057 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4705-FILT0058 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4705-FILT0059 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4705-FILT0060 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4705-FILT0061 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4705-FILT0062 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4705-FILT0063 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4705-FILT0064 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4705-FILT0065 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4705-FILT0066 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4705-FILT0067 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4705-FILT0068 Preventive Maintenance - Filters 30-Day: Filter PM Check Filters, change if necessary
PM4705-FILT0069 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4705-FILT0070 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4705-FILT0071 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4705-HST0002 Preventive Maintenance - Cranes and Hoists 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form
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PM4705-HST0010 Preventive Maintenance - Cranes and Hoists 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4705-HST0011 Preventive Maintenance - Cranes and Hoists 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4705-HST0012 Preventive Maintenance - Cranes and Hoists 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4705-HST0013 Preventive Maintenance - Cranes and Hoists 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4705-HUM0001 Preventive Maintenance - Humidifier 90-Day Humidifier, Electric Generator Type Check operation and controls.  If any problems are found issue work request

Check canister for mineral build-up
Check fill valve
Check dump valve
Inspect Vapor hoses

PM4705-HUM0002 Preventive Maintenance - Humidifier 90-Day Humidifier, Electric Generator Type Check operation and controls.  If any problems are found issue work request

Check canister for mineral build-up
Check fill valve
Check dump valve
Inspect Vapor hoses

PM4705-HUM0003 Preventive Maintenance - Humidifier 90-Day Humidifier, Electric Generator Type Check operation and controls.  If any problems are found issue work request

Check canister for mineral build-up
Check fill valve
Check dump valve
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Inspect Vapor hoses

PM4705-HUM0004 Preventive Maintenance - Dehumidifier 90-Day Humidifier, Ionic Bed Type Check operation and controls.  If any problems are found issue work request

Check/Clean make-up water filter (prefilter).
Perform diagnostic test.
Inspect vapor hoses.
Inspect ionic bed door gasket for leakage.
Inspect ionic bed filters and replace as necessary.
Inspect tank for excess scale.
Check terminals.
Report any deficiencies that were unable to be corrected.

PM4705-HUM0005 Preventive Maintenance - Dehumidifier 90-Day Humidifier, Ionic Bed Type Check operation and controls.  If any problems are found issue work request

Check/Clean make-up water filter (prefilter).
Perform diagnostic test.
Inspect vapor hoses.
Inspect ionic bed door gasket for leakage.
Inspect ionic bed filters and replace as necessary.
Inspect tank for excess scale.
Check terminals.
Report any deficiencies that were unable to be corrected.

PM4705-HUM0006 Preventive Maintenance - Dehumidifier 90-Day Humidifier, Ionic Bed Type Check operation and controls.  If any problems are found issue work request

Check/Clean make-up water filter (prefilter).
Perform diagnostic test.
Inspect vapor hoses.
Inspect ionic bed door gasket for leakage.
Inspect ionic bed filters and replace as necessary.
Inspect tank for excess scale.
Check terminals.
Report any deficiencies that were unable to be corrected.

PM4705-HWP0001 Preventive Maintenance -Hot Water Pump 365-Day: Hot Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary
Check drive coupling

PM4705-HWP0002 Preventive Maintenance -Hot Water Pump 365-Day: Hot Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary
Check drive coupling

PM4705-HWP0003 Preventive Maintenance -Hot Water Pump 365-Day: Hot Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary
Check drive coupling
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PM4705-HWP0004 Preventive Maintenance -Hot Water Pump 365-Day: Hot Water Pump Check for proper operation of pump.  If any problems are found issue work 

request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary
Check drive coupling

PM4705-HWP0005 Preventive Maintenance -Hot Water Pump 365-Day: Hot Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary
Check drive coupling

PM4705-HWP0006 Preventive Maintenance -Hot Water Pump 365-Day: Hot Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary
Check drive coupling

PM4705HWTR0001 Preventive Maintenance - Hot Water Treatment 7-day Hot Water Treatment PM Perform testing on hot water system
Add chemicals if needed

PM4705LIGHTS Preventive Maintenance - Exterior Lighting 90-Day Exterior Lighting Inspection Inspect all Exterior Building Lighting
Inspect all Parking Lot Lighting
Report Findings to Electrical Supervisor

PM4705-LROD0001 Preventive Maintenance - Lightning Protection System 365 Day: Lightning Protection System Measure and record resistance readings

Inspect rods, cables, and fasteners
Attach and turn in ground readings with PM sheet

PM4705-LTS0001 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4705-LTS0002 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4705-LTS0003 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
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Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4705-LTS0004 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4705-LTS0005 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4705-LTS0006 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4705-LTS0007 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4705-LTS0008 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
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Clean interior of light housing, check battery terminals

PM4705-LTS0009 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4705-LTS0010 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4705-LTS0011 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4705-LTS0012 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4705-LTS0013 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4705-LTS0014 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
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Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4705-LTS0015 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4705-LTS0016 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4705-LTS0017 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4705-LTS0018 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4705-LTS0021 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
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Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4705-LTS0022 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4705-LTS0023 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4705-LTS0024 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4705-LTS0025 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4705-LTS0026 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4705-LTS0027 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test
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180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head

Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4705-LTS0028 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4705-LTS0029 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4705-ODT0002 Preventive Maintenance - Oxygen Detection System 30-Day: Oxygen Detection System, Dry Cell Type Perform visual inspection

Verify ODT is required at this location.  If unit is not needed issue work 
request to remove unit

180-Day: Oxygen Detection System, Dry Cell 
Type

Perform visual inspection

Calibrate system
Check all alarm points
Verify ODT is still required at this location.  If unit is not needed issue work 
request to remove unit

PM4705-ODT0003 Preventive Maintenance - Oxygen Detection System 30-Day: Oxygen Detection System, Dry Cell Type Perform visual inspection

Verify ODT is required at this location.  If unit is not needed issue work 
request to remove unit

180-Day: Oxygen Detection System, Dry Cell 
Type

Perform visual inspection

Calibrate system
Check all alarm points
Verify ODT is still required at this location.  If unit is not needed issue work 
request to remove unit

PM4705-ODT0004 Preventive Maintenance - Oxygen Detection System 30-Day: Oxygen Detection System, Dry Cell Type Perform visual inspection

Verify ODT is required at this location.  If unit is not needed issue work 
request to remove unit



NNM08AA54C
ATTACHMENT J-24

PREVENTIVE MAINTENANCE

Page 941 of 1447

PMNUM PM DESCRIPTION  TASK DESCRIPTION
180-Day: Oxygen Detection System, Dry Cell 
Type

Perform visual inspection

Calibrate system
Check all alarm points
Verify ODT is still required at this location.  If unit is not needed issue work 
request to remove unit

PM4705-ODT0005 Preventive Maintenance - Oxygen Detection System 30-Day: Oxygen Detection System, Dry Cell Type Perform visual inspection

Verify ODT is required at this location.  If unit is not needed issue work 
request to remove unit

180-Day: Oxygen Detection System, Dry Cell 
Type

Perform visual inspection

Calibrate system
Check all alarm points
Verify ODT is still required at this location.  If unit is not needed issue work 
request to remove unit

PM4705-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.
Apply insecticides or poisons as required.
Complete chemical applications records.

PM4705-PNL0001 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 
(Bobby Collier)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4705-PNL0002 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4705-PNL0003 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4705-PNL0004 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4705-PNL0005 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4705-PNL0006 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4705-PNL0007 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4705-PNL0008 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4705-PNL0009 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4705-PNL0010 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times
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Install knockout hole plugs as necessary

PM4705-PNL0011 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 
(Bobby Collier)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4705-PNL0012 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4705-PNL0013 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4705-PNL0014 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4705-PNL0015 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4705-PNL0016 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4705-PNL0017 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4705-PNL0018 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4705-PNL0019 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4705-PNL0020 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4705-PNL0021 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4705-PNL0022 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4705-PNL0023 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4705-PNL0024 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4705-PNL0025 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4705-PNL0026 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times
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Install knockout hole plugs as necessary

PM4705-PNL0027 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 
(Bobby Collier)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4705-PNL0028 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4705-PNL0029 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4705-PNL0030 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4705-PNL0031 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4705-PNL0032 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4705-PNL0033 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4705-PNL0034 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4705-PNL0035 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4705-PNL0036 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4705-PNL0037 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4705-PNL0038 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4705-PNL0039 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4705-PNL0040 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4705-PNL0041 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4705-PNL0042 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times
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Install knockout hole plugs as necessary

PM4705-PNL0043 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 
(Bobby Collier)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4705-PNL0044 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4705-PNL0045 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4705-PNL0046 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4705-PNL0047 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4705-PNL0048 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4705-PNL0049 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4705-PNL0050 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4705-PNL0051 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4705-PNL0052 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4705-PNL0053 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4705-PNL0054 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4705-PNL0055 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4705-PNL0056 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4705-PNL0057 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4705-PNL0058 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times
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Install knockout hole plugs as necessary

PM4705-PNL0059 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 
(Bobby Collier)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4705-PNL0060 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4705-PNL0061 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4705-PNL0062 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4705-PNL0063 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4705-PNL0064 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4705-PNL0065 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4705-PNL0066 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4705-PNL0067 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4705-PNL0068 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4705-PNL0069 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4705-PNL0070 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4705-PNL0071 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4705-PNL0072 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4705-PNL0073 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4705-PNL0074 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times
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Install knockout hole plugs as necessary

PM4705-PNL0075 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 
(Bobby Collier)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4705-PNL0076 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4705-PNL0077 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4705-PNL0078 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4705-PNL0079 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4705-PNL0080 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4705-PNL0081 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4705-PNL0082 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4705-PNL0083 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4705-PNL0084 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4705-PNL0085 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4705-PNL0086 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4705-PNL0087 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4705-PNL0088 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4705-PNL0089 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4705-PNL0090 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times
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1095-Day Breaker Exercising Maintenance 
(Bobby Collier)

Install knockout hole plugs as necessary

PM4705-PNL0091 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 
(Bobby Collier)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4705-PNL0092 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4705-PNL0094 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

1095-Day Breaker Exercising Maintenance 
(Bobby Collier)

Install knockout hole plugs as necessary

PM4705-PNL0095 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 
(Bobby Collier)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4705-PNL0096 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4705-PNL0097 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4705-PNL0098 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4705-PNL0099 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4705-PNL0100 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4705-PNL0101 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4705-PNL0102 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4705-PNL0103 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4705-PNL0105 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4705-PNL0106 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4705-PNL0107 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
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PM4705-PNL0108 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4705-PNL0109 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4705-PNL0110 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4705-PNL0111 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4705-PNL0112 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4705-PNL0113 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4705-PNL0114 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4705-PNL0115 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4705-PNL0116 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4705-PNL0117 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4705-PNL0118 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4705-PNL0119 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4705-PNL0120 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4705-PNL0121 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4705-PNL0122 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4705-PNL0123 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
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PM4705-PNL0124 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4705-PNL0125 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4705-PNL0126 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4705-PNL0127 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4705-PNL0128 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4705-PNL0129 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4705-PNL0130 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4705-PNL0131 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4705-PNL0132 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4705-PNL0133 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4705-PNL0134 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4705-PNL0135 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4705-PNL0136 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4705-PNL0137 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4705-PNL0138 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4705-PNL0139 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
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PM4705-PNL0140 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4705-PNL0141 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4705-PNL0142 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4705-PNL0143 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4705-PNL0144 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4705-PNL0145 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4705-PNL0146 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4705-PNL0147 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4705-PNL0148 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4705-PNL0149 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4705-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4705-ROOF0002 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4705-ROOF0003 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4705-ROOF0004 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4705-ROOF0005 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4705-ROOF0006 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4705-ROOF0007 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4705-ROOF0008 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4705-ROOF0009 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4705-ROOF0010 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4705-ROOF0011 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4705-ROOF0012 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4705-ROOF0013 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4705-ROOF0014 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4705-ROOF0015 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4705-ROOF0016 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4705-ROOF0017 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
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PM4705-ROOF0018 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4705-RV0001 Preventive Maintenance - Relief Valves 365-Day: Relief Valve PM Service and Tag Relief Valve
PM4705-RV0002 Preventive Maintenance - Relief Valves 365-Day: Relief Valve PM Service and Tag Relief Valve
PM4705-RV0003 Preventive Maintenance - Relief Valves 365-Day: Relief Valve PM Service and Tag Relief Valve
PM4705-RV0004 Preventive Maintenance - Relief Valves 365-Day: Relief Valve PM Service and Tag Relief Valve
PM4705-RV0005 Preventive Maintenance - Relief Valves 365-Day: Relief Valve PM Service and Tag Relief Valve
PM4705-RV0006 Preventive Maintenance - Relief Valves 365-Day: Relief Valve PM Service and Tag Relief Valve
PM4705-SAF0001 Preventive Maintenance - Supply Air Fan 90-Day: Supply or Return Air Fan (Night-Shift) Check operation and controls

180-Day: Supply or Return Air Fan (Night-Shift) Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate as necessary

PM4705-SH0001 Preventive Maintenance - Safety Shower 30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4705-SHEW0001 Preventive Maintenance - Safety Shower and Eyewash 
Station

30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4705-SHEW0003 Preventive Maintenance - Safety Shower and Eyewash 
Station

30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4705-SPMP001A Preventive Maintenance - Sump Pump 30-Day: Sump Pump Check operation and controls.  If any problems are found issue work request

180-Day: Sump Pump Check operation and controls.  If any problems are found issue work request

Lubricate as necessary
Check coupling and drives

PM4705-SPMP001B Preventive Maintenance - Sump Pump 30-Day: Sump Pump Check operation and controls.  If any problems are found issue work request

180-Day: Sump Pump Check operation and controls.  If any problems are found issue work request

Lubricate as necessary
Check coupling and drives

PM4705-SPR0001 Preventive Maintenance - Sprinkler System 30-Day: Wet Sprinkler System PM Perform PM
90-Day: Wet Sprinkler System PM Perform PM
365-Day: Wet Sprinkler System PM Perform PM

PM4705-SPR0002 Preventive Maintenance - Sprinkler System 30-Day: Wet Sprinkler System PM Perform PM
90-Day: Wet Sprinkler System PM Perform PM
365-Day: Wet Sprinkler System PM Perform PM

PM4705-VSC0001 Preventive Maintenance - Variable Speed Controller 365-Day: Variable Speed Controller Check for excessive heat, odors, noise and vibration.
Clean and check the general condition of variable speed drive panel.

PM4705-VSC0002 Preventive Maintenance - Variable Speed Controller 365-Day: Variable Speed Controller Check for excessive heat, odors, noise and vibration.
Clean and check the general condition of variable speed drive panel.
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PM4707-ACFLT0001 Preventive Maintenance - Air Compressor Filter Change 365-Day: Air Compressor Filter Change Replace Filter(s) on air compressor unit.

PM4707-ACFLT0003 Preventive Maintenance - Air Compressor Filter Change 365-Day: Air Compressor Filter Change Replace Filter(s) on air compressor unit.

PM4707-ACFLT0005 Preventive Maintenance - Air Compressor Filter Change 365-Day: Air Compressor Filter Change Replace Filter(s) on air compressor unit.

PM4707-ACMP0001 Preventive Maintenance - Air Compressor Control 90-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check Belts.  Change if necessary.

180-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

365-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change as necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

PM4707-ACMP0003 Preventive Maintenance - Air Compressor Control 90-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check Belts.  Change if necessary.

180-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

365-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change as necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

PM4707-ACMP0005 Preventive Maintenance - Air Compressor Control 90-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check Belts.  Change if necessary.

180-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

365-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change as necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary
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PM4707-ADRY0001 Preventive Maintenance - Air Dryer 60-Day: Air Dryer, Refrigerant Type (w/o 

Condenser Fan)
Check operation and controls.  If any problems found then issue work 
request.
Drain and flush
Drain water separator

180-Day: Air Dryer, Refrigerant Type (w/o 
Condenser Fan)

Check operation and controls.  If any problems found then issue work 
request.
Drain and flush
Drain water separator
Clean condenser coils

PM4707-ADRY0002 Preventive Maintenance - Air Dryer 60-Day: Air Dryer, Refrigerant Type Check operation and controls.  If any problems found then issue work 
request.
Drain and flush
Drain water separator
Lubricate condenser motor as necessary

180-Day: Air Dryer, Refrigerant Type Check operation and controls.  If problem found then issue work request.

Drain and flush
Drain water separator
Lubricate condenser motor as necessary
Clean condenser coils

PM4707-ADRY0003 Preventive Maintenance - Air Dryer 60-Day: Air Dryer, Refrigerant Type (w/o 
Condenser Fan)

Check operation and controls.  If any problems found then issue work 
request.
Drain and flush
Drain water separator

180-Day: Air Dryer, Refrigerant Type (w/o 
Condenser Fan)

Check operation and controls.  If any problems found then issue work 
request.
Drain and flush
Drain water separator
Clean condenser coils

PM4707-ADRY0004 Preventive Maintenance - Air Dryer 60-Day: Air Dryer, Refrigerant Type (w/ sealed 
condenser motor)

Check operation and controls.  If any problems found then issue work 
request.
Drain and flush
Drain water separator

180-Day: Air Dryer, Refrigerant Type (w/ sealed 
condenser motor)

Check operation and controls.  If any problems are found then issue work 
request.
Drain and flush
Drain water separator
Clean condenser coils

PM4707-ADRY0005 Preventive Maintenance - Air Dryer 60-Day: Air Dryer, Refrigerant Type (w/ sealed 
condenser motor)

Check operation and controls.  If any problems found then issue work 
request.
Drain and flush
Drain water separator

180-Day: Air Dryer, Refrigerant Type (w/ sealed 
condenser motor)

Check operation and controls.  If any problems are found then issue work 
request.
Drain and flush
Drain water separator
Clean condenser coils

PM4707-AH0001 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
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Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4707-AH0002 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4707-AH0003 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4707-AH0004 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit, (Day-Shift) Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; replace/adjust as 
necessary.

PM4707-AH0005 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4707-AH0006 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4707-AH0007 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4707-AH0008 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4707-AH0009 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4707-AH0010 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable
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PM4707-AH0011 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation

Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4707-AH0012 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit (Day Shift) Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4707-AH0013 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4707-AH0014 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4707-AH0015 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4707-AH0016 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4707-AH0017 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4707-AH0018 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4707-AH0019 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4707-AH0020 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
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Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4707-AH0021 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4707-AH0023 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4707-AH0024 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4707-AH0025 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4707-AH0026 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4707-AH0028 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4707-AH0029 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4707-AH0031 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4707-AH0032 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4707-AH0033 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
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Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4707-AH0035 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4707-AH0037 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4707-ATS0001 Preventive Maintenance - Auto Transfer Switch 180-Day: Auto Transfer Switch Check automatic operation and controls
365-Day: Auto Transfer Switch Check automatic operation and controls

Clean equipment
Perform Infrared Inspection to check all contacts and connections
If temperatures of over 121 degrees F noticed, connection must be 
repaired/tightened.

PM4707-BATB0004 Preventive Maintenance - Battery Bank 30-Day: Battery Bank, Sealed Check connections
Clean and lubricate terminals
Clean battery if necessary

PM4707-BFP0001 Preventive Maintenance - Back Flow Preventer 90-Day: Back Flow Preventer Check Operations
PM4707-BLR0001 Preventive Maintenance - Steam Boiler 30-Day: Boiler in dry lay-up Perform safety walk-through

Clean boiler area, if necessary
PM4707-CHWP0001 Preventive Maintenance - Chill Water Pump 365-Day Chilled Water Pump Check for proper operation of pump.  If any problems are found issue work 

request
Check for leaks on suction and discharge piping, seals, packing glands; make 
minor repairs as necessary.
Lubricate pump and motor as necessary.
Check drive coupling

PM4707-CHWP0002 Preventive Maintenance - Chill Water Pump 365-Day Chilled Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands; make 
minor repairs as necessary.
Lubricate pump and motor as necessary.
Check drive coupling

PM4707-CRN0001 Preventive Maintenance - Crane 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4707-CRN0002 Preventive Maintenance - Crane 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.



NNM08AA54C
ATTACHMENT J-24

PREVENTIVE MAINTENANCE

Page 958 of 1447

PMNUM PM DESCRIPTION  TASK DESCRIPTION
Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4707-CRN0003 Preventive Maintenance - Crane 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4707-CRN0005 Preventive Maintenance - Crane 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4707-CRN0006 Preventive Maintenance - Crane 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4707-CRN0007 Preventive Maintenance - Crane 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4707-CRN0008 Preventive Maintenance - Crane 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4707-CRU0001 Preventive Maintenance - Computer Room Unit 30-Day: Critical Computer Room Type Air 
Handling Unit, Chill Water or Water-Cooled 
Combination Type

Check operation and controls.  If any problems found then issue work 
request.
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Check belts, change if necessary
Check and lubricate bearings as necessary
Inspect drains for proper flow and clarity.

90-Day: Critical Computer Room Type Air 
Handling Unit, Chill Water or Water-Cooled 
Combination Type

Check operation and controls.  If any problems found then issue work 
request.

Check belts, change if necessary
Check and lubricate bearings as necessary
Lubricate blower motor as necessary
Check safety interlocks
Clean drain pans, vacuum drains, and isure drain clarity

PM4707-CRU0002 Preventive Maintenance - Computer Room Unit 30-Day: Critical Computer Room Type Air 
Handling Unit, Chill Water or Water-Cooled 
Combination Type (w/ all sealed bearings)

Check operation and controls.  If any problems are found issue work request.

Check belts, change if necessary
Inspect drains for proper flow and clarity.

90-Day: Critical Computer Room Type Air 
Handling Unit, Chill Water or Water-Cooled 
Combination Type (w/ all sealed bearings)

Check operation and controls.  If any problems are found issue work order.

Check belts, change if necessary
Check safety interlocks
Clean drain pans, vacuum drains, and isure drain clarity

PM4707-CRU0003 Preventive Maintenance - Computer Room Unit 30-Day: Critical Computer Room Type Air 
Handling Unit, Chill Water or Water-Cooled 
Combination Type

Check operation and controls.  If any problems found then issue work 
request.

Check belts, change if necessary
Check and lubricate bearings as necessary
Inspect drains for proper flow and clarity.

90-Day: Critical Computer Room Type Air 
Handling Unit, Chill Water or Water-Cooled 
Combination Type

Check operation and controls.  If any problems found then issue work 
request.

Check belts, change if necessary
Check and lubricate bearings as necessary
Lubricate blower motor as necessary
Check safety interlocks
Clean drain pans, vacuum drains, and isure drain clarity

PM4707-CRU0004 Preventive Maintenance - Computer Room Unit 30-Day: Critical Computer Room Type Air 
Handling Unit, Chill Water or Water-Cooled 
Combination Type

Check operation and controls.  If any problems found then issue work 
request.

Check belts, change if necessary
Check and lubricate bearings as necessary
Inspect drains for proper flow and clarity.

90-Day: Critical Computer Room Type Air 
Handling Unit, Chill Water or Water-Cooled 
Combination Type (w/sealed blower motor)

Check operation and controls.  If any problems are found issue work request.

Check belts, change if necessary
Check and lubricate bearings as necessary
Check safety interlocks
Clean drain pans, vacuum drains, and isure drain clarity
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PM4707-CRU0005 Preventive Maintenance - Computer Room Unit 30-Day: Critical Computer Room Type Air 

Handling Unit, Chill Water or Water-Cooled 
Combination Type (w/ all sealed bearings)

Check operation and controls.  If any problems are found issue work request.

Check belts, change if necessary
Inspect drains for proper flow and clarity.

90-Day: Critical Computer Room Type Air 
Handling Unit, Chill Water or Water-Cooled 
Combination Type (w/ all sealed bearings)

Check operation and controls.  If any problems are found issue work order.

Check belts, change if necessary
Check safety interlocks
Clean drain pans, vacuum drains, and isure drain clarity

PM4707-CRU0006 Preventive Maintenance - Computer Room Unit 30-Day: Critical Computer Room Type Air 
Handling Unit, Chill Water or Water-Cooled 
Combination Type (w/ all sealed bearings)

Check operation and controls.  If any problems are found issue work request.

Check belts, change if necessary
Inspect drains for proper flow and clarity.

90-Day: Critical Computer Room Type Air 
Handling Unit, Chill Water or Water-Cooled 
Combination Type (w/ all sealed bearings)

Check operation and controls.  If any problems are found issue work order.

Check belts, change if necessary
Check safety interlocks
Clean drain pans, vacuum drains, and isure drain clarity

PM4707-DHUM0001 Preventive Maintenance - Dehumidifier 90-Day Dehumidifier (Direct Drive) Check operation and controls.  If any problems found then issue work 
request.
Check drive motor

PM4707-DHUM0002 Preventive Maintenance - Dehumidifier 90-Day Dehumidifier Check operation and controls.  If any problems found then issue work 
request.
Check belts, change if necessary
Check drive motor

PM4707-DHUM0003 Preventive Maintenance - Dehumidifier 90-Day Dehumidifier Check operation and controls.  If any problems found then issue work 
request.
Check belts, change if necessary
Check drive motor

PM4707-DHUM0004 Preventive Maintenance - Dehumidifier 90-Day Dehumidifier (Direct Drive) Check operation and controls.  If any problems found then issue work 
request.
Check drive motor

PM4707-DOOR0001 Preventive Maintenance - Sliding Door 180-Day Sliding Door, Automatic Lubricate tracks as necessary
Inspect drive mechanism
Check stops and tethers
Inspect tracks for debris
If any problems are found issue work request

PM4707-DOOR0002 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM (w/o lifting cables) Inspect drive mechanism
Inspect brake settings if applicable
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect Mounts to ensure that they are sufficiently sized
Inspect chain drive adjustments
If any problems are found issue work request
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PM4707-DOOR0003 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM (w/o lifting cables) Inspect drive mechanism

Inspect brake settings if applicable
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect Mounts to ensure that they are sufficiently sized
Inspect chain drive adjustments
If any problems are found issue work request

PM4707-DOOR0004 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM (w/o lifting cables) Inspect drive mechanism
Inspect brake settings if applicable
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect Mounts to ensure that they are sufficiently sized
Inspect chain drive adjustments
If any problems are found issue work request

PM4707-DOOR0005 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM Inspect lifting cables
Inspect drive mechanism
Inspect brake settings if applicable.
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect chain drive adjustments
If any problems are found issue work request

PM4707-DOOR0006 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM (w/o lifting cables) Inspect drive mechanism
Inspect brake settings if applicable
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect Mounts to ensure that they are sufficiently sized
Inspect chain drive adjustments
If any problems are found issue work request

PM4707-DOOR0007 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM (w/o lifting cables) Inspect drive mechanism
Inspect brake settings if applicable
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect Mounts to ensure that they are sufficiently sized
Inspect chain drive adjustments
If any problems are found issue work request

PM4707-DOOR0008 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM (w/o lifting cables) Inspect drive mechanism
Inspect brake settings if applicable
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect Mounts to ensure that they are sufficiently sized
Inspect chain drive adjustments
If any problems are found issue work request

PM4707-DOOR0009 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM (w/o lifting cables) Inspect drive mechanism



NNM08AA54C
ATTACHMENT J-24

PREVENTIVE MAINTENANCE

Page 962 of 1447

PMNUM PM DESCRIPTION  TASK DESCRIPTION
Inspect brake settings if applicable
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect Mounts to ensure that they are sufficiently sized
Inspect chain drive adjustments
If any problems are found issue work request

PM4707-DOOR0010 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM (w/o lifting cables) Inspect drive mechanism
Inspect brake settings if applicable
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect Mounts to ensure that they are sufficiently sized
Inspect chain drive adjustments
If any problems are found issue work request

PM4707-DOOR0011 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM (w/o lifting cables) Inspect drive mechanism
Inspect brake settings if applicable
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect Mounts to ensure that they are sufficiently sized
Inspect chain drive adjustments
If any problems are found issue work request

PM4707-DOOR0012 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM (w/o lifting cables) Inspect drive mechanism
Inspect brake settings if applicable
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect Mounts to ensure that they are sufficiently sized
Inspect chain drive adjustments
If any problems are found issue work request

PM4707-DOOR0013 Preventive Maintenance - Roll-Up Door 180-Day Sliding/Roll-up Door, Manual Lubricate tracks as necessary
Check stops and tethers
If any problems are found issue work request

PM4707-DOOR0014 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM (w/o lifting cables) Inspect drive mechanism
Inspect brake settings if applicable
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect Mounts to ensure that they are sufficiently sized
Inspect chain drive adjustments
If any problems are found issue work request

PM4707-DOOR0015 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM (w/o lifting cables) Inspect drive mechanism
Inspect brake settings if applicable
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect Mounts to ensure that they are sufficiently sized
Inspect chain drive adjustments
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If any problems are found issue work request

PM4707-DOOR0016 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM (w/o lifting cables) Inspect drive mechanism
Inspect brake settings if applicable
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect Mounts to ensure that they are sufficiently sized
Inspect chain drive adjustments
If any problems are found issue work request

PM4707-DOOR0017 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM (w/o lifting cables) Inspect drive mechanism
Inspect brake settings if applicable
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect Mounts to ensure that they are sufficiently sized
Inspect chain drive adjustments
If any problems are found issue work request

PM4707-DOOR0018 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM (w/o lifting cables) Inspect drive mechanism
Inspect brake settings if applicable
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect Mounts to ensure that they are sufficiently sized
Inspect chain drive adjustments
If any problems are found issue work request

PM4707-DOOR0019 Preventive Maintenance - Roll-Up Door 180-Day Sliding/Roll-up Door, Manual Lubricate tracks as necessary
Check stops and tethers
If any problems are found issue work request

PM4707-DOOR0020 Preventive Maintenance - Roll-Up Door 180-Day Sliding/Roll-up Door, Manual Lubricate tracks as necessary
Check stops and tethers
If any problems are found issue work request

PM4707-DOOR0021 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM (w/o lifting cables) Inspect drive mechanism
Inspect brake settings if applicable
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect Mounts to ensure that they are sufficiently sized
Inspect chain drive adjustments
If any problems are found issue work request

PM4707-DXAC0002 Preventive Maintenance - DXAC Unit 90-Day: DX Unit Package, Stand-Alone or Split-
Type, Air-Cooled, Direct-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

180-Day: DX Unit Package, Stand-Alone or Split-
Type, Air-Cooled, Thru The Wall Unit (W/ Sealed 
condenser fan and blower motor

Check operation and controls.  If any problems are found issue work request

365-Day: DX Unit Package, Stand-Alone or Split-
Type, Air-Cooled, Direct-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

Clean condenser and evaporator coils
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Check safety interlocks

PM4707-DXAC0003 Preventive Maintenance - DXAC Unit 90-Day: Direct Expansion Unit Package, Stand-
Alone or Split-Type, Air-Cooled, Direct-Driven 
(Sealed Condenser Fan)

Check operation and controls.  If any problems are found issue work request

Lubricate blower motor as necessary
180-Day: Direct Expansion Unit Package, Stand-
Alone or Split-Type, Air-Cooled, Thru The Wall 
Unit (W/ Sealed Condenser Fan)

Check operation and controls.  If any problems are found issue work request

Lubricate blower motor as necessary
365-Day: Direct Expansion Unit Package, Stand-
Alone or Split-Type, Air-Cooled, Direct-Driven 
(W/ Sealed Condenser Fan)

Check operation and controls.  If any problems are found issue work request

Lubricate blower motor as necessary
Clean condenser and evaporator coils
Check safety interlocks

PM4707-DXAC0004 Preventive Maintenance - DXAC Unit 90-Day: DX Unit Package, Stand-Alone or Split-
Type, Air-Cooled, Direct-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

180-Day: DX Unit Package, Stand-Alone or Split-
Type, Air-Cooled, Thru The Wall Unit (W/ Sealed 
condenser fan and blower motor

Check operation and controls.  If any problems are found issue work request

365-Day: DX Unit Package, Stand-Alone or Split-
Type, Air-Cooled, Direct-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

Clean condenser and evaporator coils
Check safety interlocks

PM4707-DXAC0005 Preventive Maintenance - DXAC Unit 90-Day: Direct Expansion Unit Package, Stand-
Alone or Split-Type, Air-Cooled, Direct-Driven

Check operation and controls.  If any problems are found issue work request.

Lubricate condenser fan as necessary
Lubricate blower motor as necessary

180-Day: Direct Expansion Unit Package, Stand-
Alone or Split-Type, Air-Cooled, Thru The Wall 
Unit

Check operation and controls.  If any problems are found issue work request

Lubricate condenser fan as necessary
Lubricate blower motor as necessary
Check suction and discharge pressure

365-Day: Direct Expansion Unit Package, Stand-
Alone or Split-Type, Air-Cooled, Direct-Driven

Check operation and controls.  If any problems are found issue work request

Lubricate condenser fan as necessary
Lubricate blower motor as necessary
Check suction and discharge pressure
Clean condenser and evaporator coils
Check safety interlocks

PM4707-DXAC0006 Preventive Maintenance - DXAC Unit 90-Day: DX Unit Package, Stand-Alone or Split-
Type, Air-Cooled, Direct-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request
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180-Day: DX Unit Package, Stand-Alone or Split-
Type, Air-Cooled, Thru The Wall Unit (W/ Sealed 
condenser fan and blower motor

Check operation and controls.  If any problems are found issue work request

365-Day: DX Unit Package, Stand-Alone or Split-
Type, Air-Cooled, Direct-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

Clean condenser and evaporator coils
Check safety interlocks

PM4707-DXAC0007 Preventive Maintenance - DXAC Unit 90-Day: DX Unit Package, Stand-Alone or Split-
Type, Air-Cooled, Direct-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

180-Day: DX Unit Package, Stand-Alone or Split-
Type, Air-Cooled, Thru The Wall Unit (W/ Sealed 
condenser fan and blower motor

Check operation and controls.  If any problems are found issue work request

365-Day: DX Unit Package, Stand-Alone or Split-
Type, Air-Cooled, Direct-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

Clean condenser and evaporator coils
Check safety interlocks

PM4707-DXAC0009 Preventive Maintenance - DXAC Unit 90-Day: Direct Expansion Unit Package, Stand-
Alone or Split-Type, Air-Cooled, Direct-Driven

Check operation and controls.  If any problems are found issue work request.

Lubricate condenser fan as necessary
Lubricate blower motor as necessary

180-Day: Direct Expansion Unit Package, Stand-
Alone or Split-Type, Air-Cooled, Thru The Wall 
Unit

Check operation and controls.  If any problems are found issue work request

Lubricate condenser fan as necessary
Lubricate blower motor as necessary
Check suction and discharge pressure

365-Day: Direct Expansion Unit Package, Stand-
Alone or Split-Type, Air-Cooled, Direct-Driven

Check operation and controls.  If any problems are found issue work request

Lubricate condenser fan as necessary
Lubricate blower motor as necessary
Check suction and discharge pressure
Clean condenser and evaporator coils
Check safety interlocks

PM4707-EAF0001 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4707-EAF0002 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
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If any problems are found issue work request

PM4707-EAF0003 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4707-EAF0004 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4707-EAF0005 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4707-EAF0006 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4707-EAF0007 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4707-EAF0008 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4707-ELEV0002 Preventive Maintenance - Cable Elevator 30-Day: Cable Elevator with Motor Generator 
Drive

Verify operation of all safety edges

Verify operation of emergency telephone
Check and clean all electrical panels
Inspect and lubricate governors
Check brushes on drive motors
Check sensitivity of door closure pressure
Inspect hoistways and car top
Inspect motor generator set

PM4707-EROOM0001 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
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Report all deficiencies.

PM4707-EROOM0002 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4707-EROOM0003 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4707-EROOM0004 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4707-EROOM0005 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4707-EROOM0006 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4707-EROOM0007 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4707-EROOM0008 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4707-EW0001 Preventive Maintenance - EyeWash 30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4707-EW0002 Preventive Maintenance - EyeWash 30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4707-EW0004 Preventive Maintenance - EyeWash 30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4707-EW0005 Preventive Maintenance - EyeWash 30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4707-EW0006 Preventive Maintenance - EyeWash 30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
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Date and initial inspection tag

PM4707-EW0007 Preventive Maintenance - EyeWash 30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4707-EW0008 Preventive Maintenance - EyeWash 30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4707-EW0009 Preventive Maintenance - EyeWash 30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4707-FAS0001 Preventive Maintenance - Fire Alarm System 30-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions

180-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions
Verify operation of all pull stations and bells
Clean, test, and calibrate smoke detectors if applicable

PM4707-FID0001 Preventive Maintenance - Field Interface Device 90-Day Field Interface Device Change filters if necessary
PM4707-FILT0001 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4707-FILT0002 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4707-FILT0003 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4707-FILT0004 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4707-FILT0005 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4707-FILT0006 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4707-FILT0007 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4707-FILT0008 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4707-FILT0009 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4707-FILT0010 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4707-FILT0011 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4707-FILT0012 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4707-FILT0013 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4707-FILT0015 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4707-FILT0016 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4707-FILT0017 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4707-FILT0018 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4707-FILT0019 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4707-FILT0020 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4707-FILT0022 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4707-FILT0023 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4707-FILT0024 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4707-FILT0025 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4707-FILT0027 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4707-FILT0028 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4707-FILT0030 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4707-FILT0031 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
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PM4707-FILT0032 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4707-FILT0033 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4707-FILT0034 Preventive Maintenance - Filters 30-Day: Filter PM Check Filters, change if necessary
PM4707-FILT0035 Preventive Maintenance - Filters 30-Day: Filter PM Check Filters, change if necessary
PM4707-FILT0036 Preventive Maintenance - Filters 30-Day: Filter PM Check Filters, change if necessary
PM4707-FILT0037 Preventive Maintenance - Filters 30-Day: Filter PM Check Filters, change if necessary
PM4707-FILT0038 Preventive Maintenance - Filters 30-Day: Filter PM Check Filters, change if necessary
PM4707-FILT0039 Preventive Maintenance - Filters 30-Day: Filter PM Check Filters, change if necessary
PM4707-FILT0040 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4707-FILT0041 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4707-FILT0042 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4707-FILT0043 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4707-FILT0044 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4707-FILT0045 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4707-FILT0046 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4707-FILT0047 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4707-FILT0048 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4707-FILT0051 Preventive Maintenance - Filters 180-Day Filter PM Check filters, change if necessary
PM4707-FILT0052 Preventive Maintenance - Filters 180-Day Filter PM Check filters, change if necessary
PM4707-FILT0053 Preventive Maintenance - Filters 180-Day Filter PM Check filters, change if necessary
PM4707-FILT0054 Preventive Maintenance - Filters 180-Day Filter PM Check filters, change if necessary
PM4707-FILT0055 Preventive Maintenance - Filters 180-Day Filter PM Check filters, change if necessary
PM4707-FILT0056 Preventive Maintenance - Filters 180-Day Filter PM Check filters, change if necessary
PM4707-FILT0057 Preventive Maintenance - Filters 180-Day Filter PM Check filters, change if necessary
PM4707-FILT0058 Preventive Maintenance - Filters 180-Day Filter PM Check filters, change if necessary
PM4707-FILT0059 Preventive Maintenance - Filters 180-Day Filter PM Check filters, change if necessary
PM4707-FILT0060 Preventive Maintenance - Filters 180-Day Filter PM Check filters, change if necessary
PM4707-FILT0061 Preventive Maintenance - Filters 180-Day Filter PM Check filters, change if necessary
PM4707-FILT0062 Preventive Maintenance - Filters 180-Day Filter PM Check filters, change if necessary
PM4707-FILT0067 Preventive Maintenance - Water Filter 30-Day Water Filter PM Change valves for backflushing
PM4707-FWP0001 Preventive Maintenance -Feed Water Pump 30-Day: Feed Water Pump Check operation and controls.  If any problems are found issue work request

180-Day: Feed WaterPump Check operation and controls.  If any problems are found issue work request

Lubricate as necessary
Check coupling and drives

PM4707-FWP0002 Preventive Maintenance -Feed Water Pump 30-Day: Feed Water Pump Check operation and controls.  If any problems are found issue work request

180-Day: Feed WaterPump Check operation and controls.  If any problems are found issue work request

Lubricate as necessary
Check coupling and drives

PM4707-GEN0001 Preventive Maintenance - Emergency Generator 30-Day: Generator Notify building manager of intent to perform generator maintenance prior to 
operating generator.
Seal off all necessary components of building ventilation system in order to 
prevent entry of fumes into building.
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Check operation and controls.  If any problems are found issue work request

Check filters if applicable, change if necessary
Check belts if applicable, change if necessary.
Check coolant if applicable, add or change if necessary.
Check stop switch and emergency alarm bell.
Lubricate as necessary
Tighten all bolts
Check oil, add or change if necessary
Check voltage.
Check battery
Check connections and battery charger
Verify day tank's fuel level is topped off between float ranges, if applicable.

90-Day: Generator Notify building manager of intent to perform generator maintenance prior to 
operating generator.
Seal off all necessary components of building ventilation system in order to 
prevent entry of fumes into building.
Check operation and controls.  If any problems are found issue work request

Check filters if applicable, change if necessary
Check belts if applicable, change if necessary.
Check coolant if applicable, add or change if necessary.
Check stop switch and emergency alarm bell.
Lubricate as necessary
Tighten all bolts
Check oil, add or change if necessary
Check voltage.
Check battery
Check connections and battery charger
Check generator output
Verify day tank's fuel level is topped off between float ranges, if applicable.

365-Day: Generator Notify building manager of intent to perform generator maintenance prior to 
operating generator.
Seal off all necessary components of building ventilation system in order to 
prevent entry of fumes into building.
Check operation and controls.  If any problems are found issue work request

Check filters if applicable, change if necessary
Check belts if applicable, change if necessary.
Check coolant if applicable, add or change if necessary.
Check stop switch and emergency alarm bell.
Lubricate as necessary
Tighten all bolts
Check oil, add or change if necessary
Check voltage.
Check battery
Check connections and battery charger
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Check generator output
Winterize system
Verify continuity of generator ground, including the fuel tank ground
Verify day tank's fuel level is topped off between float ranges, if applicable.

PM4707-HDT0001 Preventive Maintenance - Hydrogen Detection System 30-Day: Hydrogen Detection System Perform visual inspection

180-Day: Hydrogen Detection System Perform visual inspection
Calibrate system
Check all alarm points

PM4707-HST0001 Preventive Maintenance - Cranes and Hoists 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4707-HST0003 Preventive Maintenance - Cranes and Hoists 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4707-HST0004 Preventive Maintenance - Cranes and Hoists 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4707-HST0005 Preventive Maintenance - Cranes and Hoists 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4707-HST0006 Preventive Maintenance - Cranes and Hoists 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
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Complete and sign mechanical inspection form

PM4707-HST0007 Preventive Maintenance - Cranes and Hoists 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4707-HST0008 Preventive Maintenance - Cranes and Hoists 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4707-HST0010 Preventive Maintenance - Cranes and Hoists 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4707-HST0011 Preventive Maintenance - Cranes and Hoists 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4707-HST0012 Preventive Maintenance - Cranes and Hoists 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4707-HST0014 Preventive Maintenance - Cranes and Hoists 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form
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PM4707-HST0015 Preventive Maintenance - Cranes and Hoists 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4707-HUM0001 Preventive Maintenance - Humidifier 90-Day Humidifier, Electric Generator Type Check operation and controls.  If any problems are found issue work request

Check canister for mineral build-up
Check fill valve
Check dump valve
Inspect Vapor hoses

PM4707-HUM0002 Preventive Maintenance - Humidifier 90-Day Humidifier, Electric Generator Type Check operation and controls.  If any problems are found issue work request

Check canister for mineral build-up
Check fill valve
Check dump valve
Inspect Vapor hoses

PM4707-HUM0003 Preventive Maintenance - Humidifier 90-Day Humidifier, Electric Generator Type Check operation and controls.  If any problems are found issue work request

Check canister for mineral build-up
Check fill valve
Check dump valve
Inspect Vapor hoses

PM4707-HUM0004 Preventive Maintenance - Humidifier 90-Day Humidifier, Electric Generator Type Check operation and controls.  If any problems are found issue work request

Check canister for mineral build-up
Check fill valve
Check dump valve
Inspect Vapor hoses

PM4707-HUM0005 Preventive Maintenance - Humidifier 90-Day Humidifier, Electric Generator Type Check operation and controls.  If any problems are found issue work request

Check canister for mineral build-up
Check fill valve
Check dump valve
Inspect Vapor hoses

PM4707-HUM0006 Preventive Maintenance - Humidifier 90-Day Humidifier, Electric Generator Type Check operation and controls.  If any problems are found issue work request

Check canister for mineral build-up
Check fill valve
Check dump valve
Inspect Vapor hoses

PM4707-HUM0007 Preventive Maintenance - Humidifier 90-Day Humidifier, Electric Generator Type Check operation and controls.  If any problems are found issue work request

Check canister for mineral build-up
Check fill valve
Check dump valve
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Inspect Vapor hoses

PM4707-HUM0008 Preventive Maintenance - Humidifier 90-Day Humidifier, Electric Generator Type Check operation and controls.  If any problems are found issue work request

Check canister for mineral build-up
Check fill valve
Check dump valve
Inspect Vapor hoses

PM4707-HUM0009 Preventive Maintenance - Humidifier 90-Day Humidifier, Steam to Steam Type Check operation and controls.  If any problems are found issue work request

Check dump valve
PM4707-HUM0010 Preventive Maintenance - Humidifier 90-Day Humidifier, Steam to Steam Type Check operation and controls.  If any problems are found issue work request

Check dump valve
PM4707-HUM0011 Preventive Maintenance - Humidifier 90-Day Humidifier, Electric Generator Type Check operation and controls.  If any problems are found issue work request

Check canister for mineral build-up
Check fill valve
Check dump valve
Inspect Vapor hoses

PM4707-HUM0012 Preventive Maintenance - Dehumidifier 90-Day Humidifier, Ionic Bed Type Check operation and controls.  If any problems are found issue work request

Check/Clean make-up water filter (prefilter).
Perform diagnostic test.
Inspect vapor hoses.
Inspect ionic bed door gasket for leakage.
Inspect ionic bed filters and replace as necessary.
Inspect tank for excess scale.
Check terminals.
Report any deficiencies that were unable to be corrected.

PM4707-HUM0013 Preventive Maintenance - Humidifier 90-Day Humidifier, Electric Generator Type Check operation and controls.  If any problems are found issue work request

Check canister for mineral build-up
Check fill valve
Check dump valve
Inspect Vapor hoses

PM4707-HUM0014 Preventive Maintenance - Dehumidifier 90-Day Humidifier, Ionic Bed Type Check operation and controls.  If any problems are found issue work request

Check/Clean make-up water filter (prefilter).
Perform diagnostic test.
Inspect vapor hoses.
Inspect ionic bed door gasket for leakage.
Inspect ionic bed filters and replace as necessary.
Inspect tank for excess scale.
Check terminals.
Report any deficiencies that were unable to be corrected.

PM4707-HV0002 Preventive Maintenance - Heating Vent Unit 180-Day Heating/Ventilating Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
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Check belts for wear, proper tension, and alignment; adjust as necessary.

PM4707-HV0003 Preventive Maintenance - Heating Vent Unit 180-Day Heating/Ventilating Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust as necessary.

PM4707-HV0004 Preventive Maintenance - Heating Vent Unit 180-Day Heating/Ventilating Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust as necessary.

PM4707-HV0005 Preventive Maintenance - Heating Vent Unit 180-Day Heating/Ventilating Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust as necessary.

PM4707-HV0006 Preventive Maintenance - Heating Vent Unit 180-Day Heating/Ventilating Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust as necessary.

PM4707-HV0007 Preventive Maintenance - Heating Vent Unit 180-Day Heating/Ventilating Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust as necessary.

PM4707-HV0008 Preventive Maintenance - Heating Vent Unit 180-Day Heating/Ventilating Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust as necessary.

PM4707-HV0009 Preventive Maintenance - Heating Vent Unit 180-Day Heating/Ventilating Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust as necessary.

PM4707-HV0010 Preventive Maintenance - Heating Vent Unit 180-Day Heating/Ventilating Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust as necessary.

PM4707-HV0011 Preventive Maintenance - Heating Vent Unit 180-Day Heating/Ventilating Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust as necessary.
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PM4707-HV0012 Preventive Maintenance - Heating Vent Unit 180-Day Heating/Ventilating Unit Check controls and unit for proper operation.  If any problems are found 

issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust as necessary.

PM4707-HV0013 Preventive Maintenance - Heating Vent Unit 180-Day Heating/Ventilating Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust as necessary.

PM4707-HV0014 Preventive Maintenance - Heating Vent Unit 180-Day Heating/Ventilating Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust as necessary.

PM4707-HWP0001 Preventive Maintenance -Hot Water Pump 365-Day: Hot Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary
Check drive coupling

PM4707-HWP0002 Preventive Maintenance -Hot Water Pump 365-Day: Hot Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary
Check drive coupling

PM4707-HWP0003 Preventive Maintenance -Hot Water Pump 365-Day: Hot Water Pump (Day-Shift) Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary
Check drive coupling

PM4707HWTR0001 Preventive Maintenance - Hot Water Treatment 7-day Hot Water Treatment PM Perform testing on hot water system
Add chemicals if needed

PM4707LIGHTS Preventive Maintenance - Exterior Lighting 90-Day Exterior Lighting Inspection Inspect all Exterior Building Lighting
Inspect all Parking Lot Lighting
Report Findings to Electrical Supervisor

PM4707-LROD0001 Preventive Maintenance - Lightning Protection System 365 Day: Lightning Protection System Measure and record resistance readings

Inspect rods, cables, and fasteners
Attach and turn in ground readings with PM sheet

PM4707-LTS0002 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
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Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4707-LTS0003 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4707-LTS0004 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4707-LTS0005 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4707-LTS0006 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4707-LTS0007 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4707-LTS0008 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
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Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4707-LTS0009 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4707-LTS0010 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4707-LTS0011 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4707-LTS0012 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4707-LTS0013 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test
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365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head

Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4707-LTS0014 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4707-LTS0015 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4707-LTS0016 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4707-LTS0017 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4707-LTS0018 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals
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PM4707-LTS0019 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head

Perform 30 second light operational test
180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head

Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4707-LTS0020 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4707-LTS0021 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4707-LTS0022 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4707-LTS0023 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4707-LTS0024 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
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Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4707-LTS0026 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4707-LTS0027 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4707-LTS0028 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4707-LTS0029 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4707-LTS0030 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
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Clean interior of light housing, check battery terminals

PM4707-LTS0031 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4707-LTS0032 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4707-LTS0033 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4707-LTS0034 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4707-LTS0035 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4707-LTS0036 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
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Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4707-LTS0037 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4707-LTS0038 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
30-Day: Emergency Lights - Dry Cell Perform 30 second light operational test
180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head

Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4707-LTS0039 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4707-LTS0040 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4707-LTS0041 Preventive Maintenance - Aircraft Lights 30-Day: Aircraft/Aviation Lights Verify operation
PM4707-LTS0042 Preventive Maintenance - Aircraft Lights 30-Day: Aircraft/Aviation Lights Verify operation
PM4707-LTS0043 Preventive Maintenance - Aircraft Lights 30-Day: Aircraft/Aviation Lights Verify operation
PM4707-LTS0044 Preventive Maintenance - Aircraft Lights 30-Day: Aircraft/Aviation Lights Verify operation
PM4707-ODT0003 Preventive Maintenance - Oxygen Detection System 30-Day: Oxygen Detection System, Dry Cell Type Perform visual inspection
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Verify ODT is required at this location.  If unit is not needed issue work 
request to remove unit

180-Day: Oxygen Detection System, Dry Cell 
Type

Perform visual inspection

Calibrate system
Check all alarm points
Verify ODT is still required at this location.  If unit is not needed issue work 
request to remove unit

PM4707-ODT0006 Preventive Maintenance - Oxygen Detection System 30-Day: Oxygen Detection System, Dry Cell Type Perform visual inspection

Verify ODT is required at this location.  If unit is not needed issue work 
request to remove unit

180-Day: Oxygen Detection System, Dry Cell 
Type

Perform visual inspection

Calibrate system
Check all alarm points
Verify ODT is still required at this location.  If unit is not needed issue work 
request to remove unit

PM4707-ODT0007 Preventive Maintenance - Oxygen Detection System 30-Day: Oxygen Detection System, Dry Cell Type Perform visual inspection

Verify ODT is required at this location.  If unit is not needed issue work 
request to remove unit

180-Day: Oxygen Detection System, Dry Cell 
Type

Perform visual inspection

Calibrate system
Check all alarm points
Verify ODT is still required at this location.  If unit is not needed issue work 
request to remove unit

PM4707-ODT0008 Preventive Maintenance - Oxygen Detection System 30-Day Oxygen Detection System, Wet Cell Type Inspect system and calibrate

Check water levels if applicable, add if necessary
Verify ODT is still required at this location.  If unit is no longer needed issue 
work request to remove unit

PM4707-ODT0009 Preventive Maintenance - Oxygen Detection System 30-Day Oxygen Detection System, Wet Cell Type Inspect system and calibrate

Check water levels if applicable, add if necessary
Verify ODT is still required at this location.  If unit is no longer needed issue 
work request to remove unit

PM4707-ODT0010 Preventive Maintenance - Oxygen Detection System 30-Day Oxygen Detection System, Wet Cell Type Inspect system and calibrate

Check water levels if applicable, add if necessary
Verify ODT is still required at this location.  If unit is no longer needed issue 
work request to remove unit

PM4707-ODT0012 Preventive Maintenance - Oxygen Detection System 30-Day Oxygen Detection System, Wet Cell Type Inspect system and calibrate

Check water levels if applicable, add if necessary
Verify ODT is still required at this location.  If unit is no longer needed issue 
work request to remove unit



NNM08AA54C
ATTACHMENT J-24

PREVENTIVE MAINTENANCE

Page 985 of 1447

PMNUM PM DESCRIPTION  TASK DESCRIPTION
PM4707-ODT0013 Preventive Maintenance - Oxygen Detection System 30-Day: Oxygen Detection System, Dry Cell Type Perform visual inspection

Verify ODT is required at this location.  If unit is not needed issue work 
request to remove unit

180-Day: Oxygen Detection System, Dry Cell 
Type

Perform visual inspection

Calibrate system
Check all alarm points
Verify ODT is still required at this location.  If unit is not needed issue work 
request to remove unit

PM4707-ODT0014 Preventive Maintenance - Oxygen Detection System 30-Day: Oxygen Detection System, Dry Cell Type Perform visual inspection

Verify ODT is required at this location.  If unit is not needed issue work 
request to remove unit

180-Day: Oxygen Detection System, Dry Cell 
Type

Perform visual inspection

Calibrate system
Check all alarm points
Verify ODT is still required at this location.  If unit is not needed issue work 
request to remove unit

PM4707-ODT0015 Preventive Maintenance - Oxygen Detection System 30-Day: Oxygen Detection System, Dry Cell Type Perform visual inspection

Verify ODT is required at this location.  If unit is not needed issue work 
request to remove unit

180-Day: Oxygen Detection System, Dry Cell 
Type

Perform visual inspection

Calibrate system
Check all alarm points
Verify ODT is still required at this location.  If unit is not needed issue work 
request to remove unit

PM4707-ODT0016 Preventive Maintenance - Oxygen Detection System 30-Day Oxygen Detection System, Wet Cell Type Inspect system and calibrate

Check water levels if applicable, add if necessary
Verify ODT is still required at this location.  If unit is no longer needed issue 
work request to remove unit

PM4707-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.
Apply insecticides or poisons as required.
Complete chemical applications records.

PM4707-PNL0003 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 
(Bobby Collier)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4707-PNL0004 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4707-PNL0005 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4707-PNL0006 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times
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Install knockout hole plugs as necessary

PM4707-PNL0007 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 
(Bobby Collier)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4707-PNL0008 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4707-PNL0009 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4707-PNL0010 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4707-PNL0011 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4707-PNL0012 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4707-PNL0013 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4707-PNL0014 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4707-PNL0015 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4707-PNL0016 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4707-PNL0017 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4707-PNL0018 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4707-PNL0019 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4707-PNL0020 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4707-PNL0021 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4707-PNL0022 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times
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Install knockout hole plugs as necessary

PM4707-PNL0023 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 
(Bobby Collier)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4707-PNL0024 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4707-PNL0025 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4707-PNL0026 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4707-PNL0027 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4707-PNL0028 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4707-PNL0029 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4707-PNL0030 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4707-PNL0031 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4707-PNL0032 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4707-PNL0033 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4707-PNL0034 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4707-PNL0035 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4707-PNL0036 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4707-PNL0037 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4707-PNL0038 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times
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Install knockout hole plugs as necessary

PM4707-PNL0039 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 
(Bobby Collier)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4707-PNL0040 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4707-PNL0041 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4707-PNL0042 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4707-PNL0043 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4707-PNL0044 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4707-PNL0045 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4707-PNL0046 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4707-PNL0047 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4707-PNL0048 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4707-PNL0049 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4707-PNL0050 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4707-PNL0051 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4707-PNL0052 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4707-PNL0053 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4707-PNL0054 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times
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Install knockout hole plugs as necessary

PM4707-PNL0055 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 
(Bobby Collier)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4707-PNL0056 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4707-PNL0057 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4707-PNL0058 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4707-PNL0059 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4707-PNL0060 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4707-PNL0061 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4707-PNL0062 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4707-PNL0063 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4707-PNL0064 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4707-PNL0065 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4707-PNL0066 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4707-PNL0067 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4707-PNL0068 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4707-PNL0069 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4707-PNL0070 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times
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Install knockout hole plugs as necessary

PM4707-PNL0071 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 
(Bobby Collier)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4707-PNL0072 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4707-PNL0073 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4707-PNL0074 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4707-PNL0075 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4707-PNL0076 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4707-PNL0077 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4707-PNL0078 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4707-PNL0079 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4707-PNL0080 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4707-PNL0081 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4707-PNL0082 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4707-PNL0083 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4707-PNL0084 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4707-PNL0085 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4707-PNL0086 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times
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Install knockout hole plugs as necessary

PM4707-PNL0087 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 
(Bobby Collier)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4707-PNL0088 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4707-PNL0089 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4707-PNL0090 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4707-PNL0091 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4707-PNL0092 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4707-PNL0093 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4707-PNL0094 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4707-PNL0095 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4707-PNL0096 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4707-PNL0097 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4707-PNL0098 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4707-PNL0099 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4707-PNL0100 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4707-PNL0101 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4707-PNL0102 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times
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Install knockout hole plugs as necessary

PM4707-PNL0103 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 
(Bobby Collier)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4707-PNL0104 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

1095-Day Breaker Exercising Maintenance 
(Bobby Collier)

Install knockout hole plugs as necessary

PM4707-PNL0105 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 
(Bobby Collier)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4707-PNL0106 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4707-PNL0107 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4707-PNL0108 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4707-PNL0109 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4707-PNL0110 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4707-PNL0112 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4707-PNL0114 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4707-PNL0115 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4707-PNL0116 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4707-PNL0117 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4707-PNL0118 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4707-PNL0119 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
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PM4707-PNL0120 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4707-PNL0121 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4707-PNL0122 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4707-PNL0123 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4707-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4707-ROOF0002 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4707-ROOF0003 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4707-ROOF0004 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4707-ROOF0005 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4707-ROOF0006 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4707-ROOF0007 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4707-ROOF0008 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4707-ROOF0009 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4707-ROOF0010 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4707-ROOF0011 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4707-ROOF0012 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4707-ROOF0013 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4707-ROOF0014 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4707-ROOF0015 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4707-ROOF0016 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4707-ROOF0017 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4707-ROOF0018 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4707-ROOF0019 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4707-ROOF0020 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4707-ROOF0021 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4707-ROOF0022 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4707-ROOF0023 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4707-ROOF0024 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4707-ROOF0025 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4707-ROOF0026 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4707-ROOF0027 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4707-ROOF0028 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4707-ROOF0029 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4707-ROOF0030 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4707-ROOF0031 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4707-ROOF0032 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4707-RV0001 Preventive Maintenance - Relief Valves 365-Day: Relief Valve PM Service and Tag Relief Valve
PM4707-RV0003 Preventive Maintenance - Relief Valves 365-Day: Relief Valve PM Service and Tag Relief Valve
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PM4707-SH0001 Preventive Maintenance - Safety Shower 30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4707-SH0002 Preventive Maintenance - Safety Shower 30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4707-SH0006 Preventive Maintenance - Safety Shower 30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4707-SHEW0001 Preventive Maintenance - Safety Shower and Eyewash 
Station

30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4707-SHEW0002 Preventive Maintenance - Safety Shower and Eyewash 
Station

30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4707-SHEW0003 Preventive Maintenance - Safety Shower and Eyewash 
Station

30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4707-SHEW0004 Preventive Maintenance - Safety Shower and Eyewash 
Station

30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4707-SHEW0005 Preventive Maintenance - Safety Shower and Eyewash 
Station

30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4707-SPMP001 Preventive Maintenance - Sump Pump 30-Day: Sump Pump Check operation and controls.  If any problems are found issue work request

180-Day: Sump Pump Check operation and controls.  If any problems are found issue work request

Lubricate as necessary
Check coupling and drives

PM4707-SPR0001 Preventive Maintenance - Sprinkler System 30-Day: Wet Sprinkler System PM Perform PM
90-Day: Wet Sprinkler System PM Perform PM
365-Day: Wet Sprinkler System PM Perform PM

PM4707-SPR0002 Preventive Maintenance - Sprinkler System 30-Day: Wet Sprinkler System PM Perform PM
90-Day: Wet Sprinkler System PM Perform PM
365-Day: Wet Sprinkler System PM Perform PM

PM4707-SPR0003 Preventive Maintenance - Sprinkler System 30-Day: Wet Sprinkler System PM Perform PM
90-Day: Wet Sprinkler System PM Perform PM
365-Day: Wet Sprinkler System PM Perform PM

PM4707-TFILL0001 Preventive Maintenance - Filter Inspection 180-Day: Filter Inspection (Tanker Fill Station) Check Filters, replace as necessary
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PM4707-TFLR0001 Preventive Maintenance - Tilt Floor 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4707-TFLR0002 Preventive Maintenance - Tilt Floor 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4707-UPS0004 Preventive Maintenance - UPS Power System 90-Day: UPS System Perform visual safety check
Check amperage and voltage

180-Day: UPS System Perform visual safety check
Check amperage and voltage
Check operation and controls

365-Day: UPS System Perform visual safety check
Check amperage and voltage
Check operation and controls
Check termination points
Inspect and clean all modules

PM4707-VSC0001 Preventive Maintenance - Variable Speed Controller 365-Day: Variable Speed Controller Check for excessive heat, odors, noise and vibration.
Clean and check the general condition of variable speed drive panel.

PM4707-VSC0002 Preventive Maintenance - Variable Speed Controller 365-Day: Variable Speed Controller Check for excessive heat, odors, noise and vibration.
Clean and check the general condition of variable speed drive panel.

PM4708A-AH0001 Preventive Maintenance - Air Handling Unit 112-Day: Air Handling Unit, Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment, replace/adjust as 
necessary.

PM4708A-AH0004 Preventive Maintenance - Air Handling Unit 90-Day: Air Handling Unit with Combination 
Back-Up

Check controls and unit for proper operation.  If any problems are found 
issue work request

90-Day: Air Handling Unit with Combination 
Back-Up

Lubricate shaft and motor bearings as necessary

90-Day: Air Handling Unit with Combination 
Back-Up

Check belts for wear, proper tension, and alignment; replace/adjust as 
necessary.

180-Day: Air Handling Unit with Combination 
Back-Up

Check controls and unit for proper operation.  If any problems are found 
issue work request

180-Day: Air Handling Unit with Combination 
Back-Up

Lubricate shaft and motor bearings as necessary

180-Day: Air Handling Unit with Combination 
Back-Up

Check belts for wear, proper tension, and alignment; replace/adjust as 
necessary.

180-Day: Air Handling Unit with Combination 
Back-Up

Insure condensate drain is free of blockage.
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365-Day: Air Handling Unit with Combination 
Back-Up

Check controls and unit for proper operation.  If any problems are found 
issue work request

365-Day: Air Handling Unit with Combination 
Back-Up

Lubricate shaft and motor bearings as necessary

365-Day: Air Handling Unit with Combination 
Back-Up

Check belts for wear, proper tension, and alignment; replace/adjust as 
necessary.

365-Day: Air Handling Unit with Combination 
Back-Up

Clean Coil evaporator drain pan, blower, motor and drain piping as required.

365-Day: Air Handling Unit with Combination 
Back-Up

Clean centrifugal fan.

PM4708A-AH0005 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4708A-AH0006 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4708A-AH0007 Preventive Maintenance - Air Handling Unit 112-Day: Air Handling Unit, Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment, replace/adjust as 
necessary.

PM4708A-AH0011 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4708A-AH0012 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4708A-AH0013 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4708A-AH0014 Preventive Maintenance - Air Handling Unit 112-Day: Air Handling Unit, Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment, replace/adjust as 
necessary.

PM4708A-AH0015 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
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Check air bleed valves for proper operation where applicable

PM4708A-AH0016 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4708A-AH0017 Preventive Maintenance - Air Handling Unit 112-Day: Air Handling Unit, Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment, replace/adjust as 
necessary.

PM4708A-AH0020 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4708A-AH0021 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4708A-AH0022 Preventive Maintenance - Air Handling Unit 112-Day: Air Handling Unit, Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment, replace/adjust as 
necessary.

PM4708A-AH0023 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4708A-AH0024 Preventive Maintenance - Air Handling Unit 112-Day: Air Handling Unit, Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment, replace/adjust as 
necessary.

PM4708A-AH0025 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4708A-AH0026 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4708A-AH0027 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request



NNM08AA54C
ATTACHMENT J-24

PREVENTIVE MAINTENANCE

Page 998 of 1447

PMNUM PM DESCRIPTION  TASK DESCRIPTION
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4708A-AH0028 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4708A-AH0029 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4708-ACFLT0002 Preventive Maintenance - Air Compressor Filter Change 365-Day: Air Compressor Filter Change Replace Filter(s) on air compressor unit.

PM4708-ACFLT0003 Preventive Maintenance - Air Compressor Filter Change 365-Day: Air Compressor Filter Change Replace Filter(s) on air compressor unit.

PM4708-ACFLT0005 Preventive Maintenance - Air Compressor Filter Change 365-Day: Air Compressor Filter Change Replace Filter(s) on air compressor unit.

PM4708-ACMP0002 Preventive Maintenance - Air Compressor Control 90-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check Belts.  Change if necessary.

180-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

365-Day: Air Compressor (Post RCM) Drain Tank.  If unit has automatic drain then cycle drain.
Check oil and oil filter. Change as necessary.
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

PM4708-ACMP0003 Preventive Maintenance - Air Compressor Control 90-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check Belts.  Change if necessary.

180-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

365-Day: Air Compressor (Post RCM) Drain Tank.  If unit has automatic drain then cycle drain.
Check oil and oil filter. Change as necessary.
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

PM4708-ACMP0005 Preventive Maintenance - Air Compressor Control 90-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
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Lubricate as necessary
Check Belts.  Change if necessary.

180-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

365-Day: Air Compressor (Post RCM) Drain Tank.  If unit has automatic drain then cycle drain.
Check oil and oil filter. Change as necessary.
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

PM4708-ADRY0001 Preventive Maintenance - Air Dryer 60-Day: Air Dryer, Refrigerant Type (w/o 
Condenser Fan)

Check operation and controls.  If any problems found then issue work 
request.
Drain and flush
Drain water separator

180-Day: Air Dryer, Refrigerant Type (w/o 
Condenser Fan)

Check operation and controls.  If any problems found then issue work 
request.
Drain and flush
Drain water separator
Clean condenser coils

PM4708-ADRY0002 Preventive Maintenance - Air Dryer 60-Day: Air Dryer, Refrigerant Type (w/o 
Condenser Fan)

Check operation and controls.  If any problems found then issue work 
request.
Drain and flush
Drain water separator

180-Day: Air Dryer, Refrigerant Type (w/o 
Condenser Fan)

Check operation and controls.  If any problems found then issue work 
request.
Drain and flush
Drain water separator
Clean condenser coils

PM4708-ADRY0003 Preventive Maintenance - Air Dryer 60-Day: Air Dryer, Refrigerant Type (w/ sealed 
condenser motor)

Check operation and controls.  If any problems found then issue work 
request.
Drain and flush
Drain water separator

180-Day: Air Dryer, Refrigerant Type (w/ sealed 
condenser motor)

Check operation and controls.  If any problems are found then issue work 
request.
Drain and flush
Drain water separator
Clean condenser coils

PM4708-ADRY0004 Preventive Maintenance - Air Dryer 60-Day: Air Dryer, Refrigerant Type (w/o 
Condenser Fan)

Check operation and controls.  If any problems found then issue work 
request.
Drain and flush
Drain water separator

180-Day: Air Dryer, Refrigerant Type (w/o 
Condenser Fan)

Check operation and controls.  If any problems found then issue work 
request.
Drain and flush
Drain water separator
Clean condenser coils
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PM4708-AH00B2 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 

issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4708-AH00B3 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4708-AH00B4 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4708-AH00B5 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4708-AH011A Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4708-AH029A Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4708-AH0B11 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4708-AH0B12 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4708-AH0B13 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4708-AH0B4A Preventive Maintenance - Air Handling Unit 112-Day: Air Handling Unit, Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
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Check belts for wear, proper tension, and alignment, replace/adjust as 
necessary.

PM4708-AH0B9A Preventive Maintenance - Air Handling Unit 112-Day: Air Handling Unit, Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment, replace/adjust as 
necessary.

PM4708A-HUM0001 Preventive Maintenance - Humidifier 90-Day Humidifier, Electric Generator Type Check operation and controls.  If any problems are found issue work request

Check canister for mineral build-up
Check fill valve
Check dump valve
Inspect Vapor hoses

PM4708A-HUM0002 Preventive Maintenance - Humidifier 90-Day Humidifier, Electric Generator Type Check operation and controls.  If any problems are found issue work request

Check canister for mineral build-up
Check fill valve
Check dump valve
Inspect Vapor hoses

PM4708A-HUM0003 Preventive Maintenance - Humidifier 90-Day Humidifier, Electric Generator Type Check operation and controls.  If any problems are found issue work request

Check canister for mineral build-up
Check fill valve
Check dump valve
Inspect Vapor hoses

PM4708A-HUM0004 Preventive Maintenance - Humidifier 90-Day Humidifier, Electric Generator Type Check operation and controls.  If any problems are found issue work request

Check canister for mineral build-up
Check fill valve
Check dump valve
Inspect Vapor hoses

PM4708A-HUM0005 Preventive Maintenance - Humidifier 90-Day Humidifier, Electric Generator Type Check operation and controls.  If any problems are found issue work request

Check canister for mineral build-up
Check fill valve
Check dump valve
Inspect Vapor hoses

PM4708A-HUM0006 Preventive Maintenance - Humidifier 90-Day Humidifier, Electric Generator Type Check operation and controls.  If any problems are found issue work request

Check canister for mineral build-up
Check fill valve
Check dump valve
Inspect Vapor hoses

PM4708A-HUM0014 Preventive Maintenance - Humidifier 90-Day Humidifier, Steam to Steam Type Check operation and controls.  If any problems are found issue work request

Check dump valve
PM4708A-HWP0001 Preventive Maintenance - Hot Water Pump 365-Day: Hot Water Pump Check for proper operation of pump.  If any problems are found issue work 

request
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Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary
Check drive coupling

PM4708A-HWP0002 Preventive Maintenance -Hot Water Pump 365-Day: Hot Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary
Check drive coupling

PM4708A-HWP0003 Preventive Maintenance -Hot Water Pump 365-Day: Hot Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary
Check drive coupling

PM4708A-HWP0004 Preventive Maintenance -Hot Water Pump 365-Day: Hot Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary
Check drive coupling

PM4708A-HWP0005 Preventive Maintenance -Hot Water Pump 365-Day: Hot Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary
Check drive coupling

PM4708A-HWP0006 Preventive Maintenance -Hot Water Pump 365-Day: Hot Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary
Check drive coupling

PM4708A-HWP0007 Preventive Maintenance -Hot Water Pump 365-Day: Hot Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary
Check drive coupling

PM4708A-HWP0009 Preventive Maintenance -Hot Water Pump 365-Day: Hot Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary
Check drive coupling

PM4708A-HWP0010 Preventive Maintenance -Hot Water Pump 365-Day: Hot Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
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Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary
Check drive coupling

PM4708A-LTS0001 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4708A-LTS0002 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4708A-LTS0003 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4708A-LTS0004 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4708A-LTS0005 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals
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PM4708A-LTS0006 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head

Perform 30 second light operational test
180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head

Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4708A-LTS0007 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4708A-LTS0008 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4708A-LTS0009 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4708A-LTS0010 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4708A-LTS0011 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
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Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4708A-LTS0012 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4708A-LTS0013 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4708A-LTS0014 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4708A-RAF00B3 Preventive Maintenance - Return Air Fan 90-Day: Supply or Return Air Fan (Night-Shift) Check operation and controls

180-Day: Supply or Return Air Fan (Night-Shift) Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate as necessary

PM4708-ASH0002 Preventive Maintenance - Air Shower 30-Day Air shower (sheetmetal) Check high efficiency filters, replace if necessary
Check pre-filters, replace if necessary

365-Day Air shower (millwright) Check automatic doors and air shower for proper operation
Inspect and clean fans over air shower

PM4708-ATS0001 Preventive Maintenance - Auto Transfer Switch 180-Day: Auto Transfer Switch Check automatic operation and controls
365-Day: Auto Transfer Switch Check automatic operation and controls

Clean equipment
Perform Infrared Inspection to check all contacts and connections
If temperatures of over 121 degrees F noticed, connection must be 
repaired/tightened.

PM4708-ATS0002 Preventive Maintenance - Auto Transfer Switch 180-Day: Auto Transfer Switch Check automatic operation and controls
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365-Day: Auto Transfer Switch Check automatic operation and controls

Clean equipment
Perform Infrared Inspection to check all contacts and connections
If temperatures of over 121 degrees F noticed, connection must be 
repaired/tightened.

PM4708-ATS0003 Preventive Maintenance - Auto Transfer Switch 180-Day: Auto Transfer Switch Check automatic operation and controls
365-Day: Auto Transfer Switch Check automatic operation and controls

Clean equipment
Perform Infrared Inspection to check all contacts and connections
If temperatures of over 121 degrees F noticed, connection must be 
repaired/tightened.

PM4708A-VSC0001 Preventive Maintenance - Variable Speed Controller 365-Day: Variable Speed Controller Check for excessive heat, odors, noise and vibration.
Clean and check the general condition of variable speed drive panel.

PM4708A-VSC0002 Preventive Maintenance - Variable Speed Controller 365-Day: Variable Speed Controller Check for excessive heat, odors, noise and vibration.
Clean and check the general condition of variable speed drive panel.

PM4708A-VSC0003 Preventive Maintenance - Variable Speed Controller 365-Day: Variable Speed Controller Check for excessive heat, odors, noise and vibration.
Clean and check the general condition of variable speed drive panel.

PM4708B-AH0001 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4708B-AH0003 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4708B-AH0004 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4708B-AH0005 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4708B-AH0006 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4708B-AH0007 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.
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PM4708B-AH0009 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 

issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4708B-AH0010 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4708B-AH0011 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4708B-AH0012 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4708B-AH0014 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4708B-AH0016 Preventive Maintenance - Air Handling Unit 90-Day: Mini-Mate Air Handling Unit, Chill 
Water (Night-Shift)

Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary

PM4708B-AH0018 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4708B-AH0019 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4708B-AH0020 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4708B-AH0021 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.



NNM08AA54C
ATTACHMENT J-24

PREVENTIVE MAINTENANCE

Page 1008 of 1447

PMNUM PM DESCRIPTION  TASK DESCRIPTION
PM4708B-AH0022 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation

Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4708-BATB0001 Preventive Maintenance - Battery Bank 30-Day: Battery Bank, Sealed Check connections
Clean and lubricate terminals
Clean battery if necessary

PM4708-BATB0002 Preventive Maintenance - Battery Bank 30-Day: Battery Bank, Sealed Check connections
Clean and lubricate terminals
Clean battery if necessary

PM4708-BATB0003 Preventive Maintenance - Battery Bank 30-Day: Battery Bank, Sealed Check connections
Clean and lubricate terminals
Clean battery if necessary

PM4708B-DHUM0002 Preventive Maintenance - Dehumidifier 90-Day Dehumidifier Check operation and controls.  If any problems found then issue work 
request.
Check belts, change if necessary
Check drive motor

PM4708B-DHUM0003 Preventive Maintenance - Dehumidifier 90-Day Dehumidifier Check operation and controls.  If any problems found then issue work 
request.
Check belts, change if necessary
Check drive motor

PM4708B-DHUM0020 Preventive Maintenance - Dehumidifier 90-Day Dehumidifier Check operation and controls.  If any problems found then issue work 
request.
Check belts, change if necessary
Check drive motor

PM4708B-EAF0001 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4708-BFP0001 Preventive Maintenance - Back Flow Preventer 90-Day: Back Flow Preventer Check Operations
PM4708B-HUM0001 Preventive Maintenance - Humidifier 90-Day Humidifier, Electric Generator Type Check operation and controls.  If any problems are found issue work request

Check canister for mineral build-up
Check fill valve
Check dump valve
Inspect Vapor hoses

PM4708B-HUM0002 Preventive Maintenance - Humidifier 90-Day Humidifier, Electric Generator Type Check operation and controls.  If any problems are found issue work request

Check canister for mineral build-up
Check fill valve
Check dump valve
Inspect Vapor hoses

PM4708B-HUM0003 Preventive Maintenance - Humidifier 90-Day Humidifier, Electric Generator Type Check operation and controls.  If any problems are found issue work request

Check canister for mineral build-up
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Check fill valve
Check dump valve
Inspect Vapor hoses

PM4708B-HUM0004 Preventive Maintenance - Humidifier 90-Day Humidifier, Electric Generator Type Check operation and controls.  If any problems are found issue work request

Check canister for mineral build-up
Check fill valve
Check dump valve
Inspect Vapor hoses

PM4708B-HUM0020 Preventive Maintenance - Humidifier 90-Day Humidifier, Electric Generator Type Check operation and controls.  If any problems are found issue work request

Check canister for mineral build-up
Check fill valve
Check dump valve
Inspect Vapor hoses

PM4708B-HWP0001 Preventive Maintenance - Hot Water Pump 365-Day: Hot Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary
Check drive coupling

PM4708B-HWP0003 Preventive Maintenance - Hot Water Pump 365-Day: Hot Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary
Check drive coupling

PM4708B-HWP001A Preventive Maintenance - Hot Water Pump 365-Day: Hot Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary
Check drive coupling

PM4708B-HWP001B Preventive Maintenance - Hot Water Pump 365-Day: Hot Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary
Check drive coupling

PM4708-BLR0001 Preventive Maintenance - Steam Boiler 30-Day: Boiler in dry lay-up Perform safety walk-through
Clean boiler area, if necessary

PM4708-BLR0002 Preventive Maintenance - Steam Boiler 30-Day: Boiler in dry lay-up Perform safety walk-through
Clean boiler area, if necessary

PM4708B-LTS0001 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test
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365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head

Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4708B-LTS0002 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4708B-LTS0003 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4708B-LTS0004 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4708B-LTS0005 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4708B-LTS0006 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals
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PM4708B-SAF0001 Preventive Maintenance - Cooling Coil 112-Day: Air Handling Unit, Check controls and unit for proper operation.  If any problems are found 

issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment, replace/adjust as 
necessary.

PM4708B-SAF0002 Preventive Maintenance - Cooling Coil 112-Day: Air Handling Unit, Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment, replace/adjust as 
necessary.

90-Day Supply Air Fan with Coils Lubricate as necessary
Check belts, change if necessary
Check bearings

PM4708B-SAF0003 Preventive Maintenance - Cooling Coil 112-Day: Air Handling Unit, Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment, replace/adjust as 
necessary.

PM4708B-SAF0005 Preventive Maintenance - Cooling Coil 112-Day: Air Handling Unit, Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment, replace/adjust as 
necessary.

PM4708C-AH0001 Preventive Maintenance - Air Handling Unit 112-Day: Air Handling Unit, Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment, replace/adjust as 
necessary.

PM4708C-AH0002 Preventive Maintenance - Air Handling Unit 112-Day: Air Handling Unit, Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment, replace/adjust as 
necessary.

PM4708C-AH0003 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4708C-AH0004 Preventive Maintenance - Air Handling Unit 112-Day: Air Handling Unit, Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment, replace/adjust as 
necessary.

PM4708C-AH0005 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable
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PM4708C-AH0006 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation

Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4708C-AH0020 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4708C-AH0021 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4708-CHWP0001 Preventive Maintenance - Chill Water Pump 365-Day Chilled Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands; make 
minor repairs as necessary.
Lubricate pump and motor as necessary.
Check drive coupling

PM4708-CHWP0002 Preventive Maintenance - Chill Water Pump 365-Day Chilled Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands; make 
minor repairs as necessary.
Lubricate pump and motor as necessary.
Check drive coupling

PM4708C-HWP0004 Preventive Maintenance - Hot Water Pump 365-Day: Hot Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary
Check drive coupling

PM4708C-LTS0001 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4708C-LTS0002 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
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Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4708C-LTS0003 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4708C-LTS0004 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4708C-LTS0005 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4708C-LTS0006 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4708C-LTS0007 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4708C-LTS0008 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test
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180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head

Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4708C-LTS0009 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4708C-LTS0010 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4708C-LTS0011 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4708C-LTS0012 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4708C-LTS0013 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
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Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4708C-LTS0014 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4708C-LTS0015 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4708-COND0001 Preventive Maintenance - Air-cooled Condenser 90-Day: Air-Cooled Condenser Check operation and controls.  If any problems found then issue work 
request.
Check Belts, change if necessary
Lubricate condenser fan as necessary

180 Day Air-Cooled Condenser Check operation and controls.  If any problems are found then issue work 
request
Check Belts, change if necessary
Lubricate condenser fan as necessary
Check and lubricate bearings as necessary

365-Day: Air-Cooled Condenser Check operation and controls.  If any problems are found then issue work 
request
Check Belts, change if necessary
Lubricate condenser fan as necessary
Check and lubricate bearings as necessary
Clean condenser and evaporator coil
Check safety interlocks

PM4708C-RAF0003 Preventive Maintenance - Return Air Fan 90-Day: Supply or Return Air Fan (Downtime) Check operation and controls.  If any problems are found issue work request

180-Day: Supply or Return Air Fan (Downtime) Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate as necessary

PM4708C-RAF0020 Preventive Maintenance - Return Air Fan 90-Day: Supply or Return Air Fan (Downtime) Check operation and controls.  If any problems are found issue work request

180-Day: Supply or Return Air Fan (Downtime) Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate as necessary
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PM4708C-RAF0021 Preventive Maintenance - Return Air Fan 90-Day: Supply or Return Air Fan (Downtime) Check operation and controls.  If any problems are found issue work request

180-Day: Supply or Return Air Fan (Downtime) Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate as necessary

PM4708-CRN0001 Preventive Maintenance - Crane 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4708-CRN0002 Preventive Maintenance - Crane 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4708-CRN0003 Preventive Maintenance - Crane 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4708-CRN0004 Preventive Maintenance - Crane 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4708-CRN0005 Preventive Maintenance - Crane 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4708-CRU0002 Preventive Maintenance - Computer Room Unit 30-Day: Critical Computer Room Type Air 
Handling Unit, Chill Water or Water-Cooled 
Combination Type

Check operation and controls.  If any problems found then issue work 
request.
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Check belts, change if necessary
Check and lubricate bearings as necessary
Inspect drains for proper flow and clarity.

90-Day: Critical Computer Room Type Air 
Handling Unit, Chill Water or Water-Cooled 
Combination Type

Check operation and controls.  If any problems found then issue work 
request.

Check belts, change if necessary
Check and lubricate bearings as necessary
Lubricate blower motor as necessary
Check safety interlocks
Clean drain pans, vacuum drains, and isure drain clarity

PM4708-CRU0003 Preventive Maintenance - Computer Room Unit 30-Day: Critical Computer Room Type Air 
Handling Unit, Chill Water or Water-Cooled 
Combination Type

Check operation and controls.  If any problems found then issue work 
request.

Check belts, change if necessary
Check and lubricate bearings as necessary
Inspect drains for proper flow and clarity.

90-Day: Critical Computer Room Type Air 
Handling Unit, Chill Water or Water-Cooled 
Combination Type

Check operation and controls.  If any problems found then issue work 
request.

Check belts, change if necessary
Check and lubricate bearings as necessary
Lubricate blower motor as necessary
Check safety interlocks
Clean drain pans, vacuum drains, and isure drain clarity

PM4708-CRU0004 Preventive Maintenance - Computer Room Unit 30-Day: Critical Computer Room Type Air 
Handling Unit, Chill Water or Water-Cooled 
Combination Type

Check operation and controls.  If any problems found then issue work 
request.

Check belts, change if necessary
Check and lubricate bearings as necessary
Inspect drains for proper flow and clarity.

90-Day: Critical Computer Room Type Air 
Handling Unit, Chill Water or Water-Cooled 
Combination Type

Check operation and controls.  If any problems found then issue work 
request.

Check belts, change if necessary
Check and lubricate bearings as necessary
Lubricate blower motor as necessary
Check safety interlocks
Clean drain pans, vacuum drains, and isure drain clarity

PM4708-CRU0006 Preventive Maintenance - Computer Room Unit 30-Day Critical Computer Room Type Air 
Handling Unit, Chill Water, Direct Drive

Check operation and controls.  If any problems are found issue work request.

Lubricate blower motor as necessary
Check and lubricate bearings as necessary
Check safety interlocks

PM4708-CRU0007 Preventive Maintenance - Computer Room Unit 30-Day: Critical Computer Room Type Air 
Handling Unit, Chill Water or Water-Cooled 
Combination Type

Check operation and controls.  If any problems found then issue work 
request.

Check belts, change if necessary
Check and lubricate bearings as necessary
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Inspect drains for proper flow and clarity.

90-Day: Critical Computer Room Type Air 
Handling Unit, Chill Water or Water-Cooled 
Combination Type

Check operation and controls.  If any problems found then issue work 
request.

Check belts, change if necessary
Check and lubricate bearings as necessary
Lubricate blower motor as necessary
Check safety interlocks
Clean drain pans, vacuum drains, and isure drain clarity

PM4708-CRU0008 Preventive Maintenance - Computer Room Unit 30-Day: Critical Computer Room Type Air 
Handling Unit, Chill Water or Water-Cooled 
Combination Type

Check operation and controls.  If any problems found then issue work 
request.

Check belts, change if necessary
Check and lubricate bearings as necessary
Inspect drains for proper flow and clarity.

90-Day: Critical Computer Room Type Air 
Handling Unit, Chill Water or Water-Cooled 
Combination Type

Check operation and controls.  If any problems found then issue work 
request.

Check belts, change if necessary
Check and lubricate bearings as necessary
Lubricate blower motor as necessary
Check safety interlocks
Clean drain pans, vacuum drains, and isure drain clarity

PM4708CWTR0001 Preventive Maintenance - Chilled  Water Treatment 7-day Chilled Water Treatment PM Perform testing on chilled water system
Add chemicals if needed

PM4708-DOOR0001 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM Inspect lifting cables
Inspect drive mechanism
Inspect brake settings if applicable.
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect chain drive adjustments
If any problems are found issue work request

PM4708-DOOR0002 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM Inspect lifting cables
Inspect drive mechanism
Inspect brake settings if applicable.
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect chain drive adjustments
If any problems are found issue work request

PM4708-DOOR0003 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM (w/o lifting cables) Inspect drive mechanism
Inspect brake settings if applicable
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect Mounts to ensure that they are sufficiently sized
Inspect chain drive adjustments
If any problems are found issue work request
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PM4708-DOOR0004 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM (w/o lifting cables) Inspect drive mechanism

Inspect brake settings if applicable
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect Mounts to ensure that they are sufficiently sized
Inspect chain drive adjustments
If any problems are found issue work request

PM4708-DOOR0005 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM (w/o lifting cables) Inspect drive mechanism
Inspect brake settings if applicable
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect Mounts to ensure that they are sufficiently sized
Inspect chain drive adjustments
If any problems are found issue work request

PM4708-DOOR0006 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM Inspect lifting cables
Inspect drive mechanism
Inspect brake settings if applicable.
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect chain drive adjustments
If any problems are found issue work request

PM4708-DOOR0007 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM (w/o lifting cables) Inspect drive mechanism
Inspect brake settings if applicable
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect Mounts to ensure that they are sufficiently sized
Inspect chain drive adjustments
If any problems are found issue work request

PM4708-DOOR0008 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM (w/o lifting cables) Inspect drive mechanism
Inspect brake settings if applicable
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect Mounts to ensure that they are sufficiently sized
Inspect chain drive adjustments
If any problems are found issue work request

PM4708-DOOR0009 Preventive Maintenance - Roll-Up Door 180-Day Sliding Door, Automatic Lubricate tracks as necessary
Inspect drive mechanism
Check stops and tethers
Inspect tracks for debris
If any problems are found issue work request

PM4708-DOOR0010 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM (w/o lifting cables) Inspect drive mechanism
Inspect brake settings if applicable
Check master link on chains
Visually inspect alignment of tracks
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Lubricate tracks as necessary
Inspect Mounts to ensure that they are sufficiently sized
Inspect chain drive adjustments
If any problems are found issue work request

PM4708-DOOR0011 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM (w/o lifting cables) Inspect drive mechanism
Inspect brake settings if applicable
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect Mounts to ensure that they are sufficiently sized
Inspect chain drive adjustments
If any problems are found issue work request

PM4708-DXAC0001 Preventive Maintenance - Direct Expansion AC Unit 90-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
180-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
365-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Clean condenser and evaporator coils
Check safety interlocks

PM4708-DXAC0002 Preventive Maintenance - Direct Expansion AC Unit 90-Day: Direct Expansion Unit Package, Water-
Cooled

Check operation and controls.  If any problems are found issue work request

Lubricate blower motor as necessary
180-Day: Direct Expansion Unit Package, Water-
Cooled

Check operation and controls.  If any problems are found issue work request

Lubricate blower motor as necessary
PM4708-DXAC0006 Preventive Maintenance - Direct Expansion AC Unit 90-Day: Direct Expansion Unit Package, Split-

Type, Air-Cooled, Belt-Driven
Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary

180-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary

365-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary
Clean condenser and evaporator coils
Check safety interlocks
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PM4708-DXAC0007 Preventive Maintenance - Direct Expansion AC Unit 90-Day: Direct Expansion Unit Package, Split-

Type, Air-Cooled, Belt-Driven (W/ Sealed 
condenser fan)

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate blower motor as necessary

180-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven (W/ Sealed 
condenser fan)

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate blower motor as necessary

365-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven (W/ Sealed 
condenser fan)

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate blower motor as necessary
Clean condenser and evaporator coils
Check safety interlocks

PM4708-EAF0001 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4708-EAF0002 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4708-EAF0003 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4708-EAF0004 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4708-EAF0005 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4708-EAF0006 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
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Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4708-EAF0007 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4708-EAF0008 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4708-EAF0009 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4708-ELEV0002 Preventive Maintenance - Cable Elevator 30-Day: Cable Elevator with AC Drive Motor Verify operation of all safety edges
Verify operation of emergency telephone
Check and clean all electrical panels
Inspect and lubricate governors
Check hoistway terminal limits
Check sensitivity of door closure pressure
Inspect hoistways and car top

PM4708-ELEV0003 Preventive Maintenance - Cable Elevator 30-Day: Cable Elevator with AC Drive Motor Verify operation of all safety edges
Verify operation of emergency telephone
Check and clean all electrical panels
Inspect and lubricate governors
Check hoistway terminal limits
Check sensitivity of door closure pressure
Inspect hoistways and car top

PM4708-ELEV0004 Preventive Maintenance - Hydraulic Elevator 30-Day: Hydraulic Elevator with Automatic Gate Check and clean all electrical panels

Verify operation of emergency telephone
Inspect hoistways and car top
Check oil reservoir
Check sensitivity of door closure pressure

PM4708-EROOM0001 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4708-EROOM0002 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
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Check area for water leaks.
Report all deficiencies.

PM4708-EROOM0003 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4708-EROOM0004 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4708-EROOM0005 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4708-EROOM0006 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4708-EROOM0007 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4708-EROOM0008 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4708-EROOM0009 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4708-EROOM0010 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4708-EROOM0011 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4708-EROOM0012 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4708-EROOM0013 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4708-EROOM0014 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
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Check area for water leaks.
Report all deficiencies.

PM4708-EROOM0015 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4708-EROOM0016 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4708-EROOM0017 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4708-EROOM0018 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4708-EROOM0019 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4708-EROOM0020 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4708-EROOM0021 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4708-EROOM0022 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4708-EROOM0023 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4708-EROOM0024 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4708-EROOM0025 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4708-EROOM0026 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
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Check area for water leaks.
Report all deficiencies.

PM4708-EROOM0027 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4708-EROOM0028 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4708-EW0001 Preventive Maintenance - EyeWash 30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4708-EW0002 Preventive Maintenance - EyeWash 30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4708-EW0003 Preventive Maintenance - EyeWash 30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4708-EW0004 Preventive Maintenance - EyeWash 30-Day: Portable Eyewash Station Check fluid levels.
Check spray heads for cleanliness.
Clean unit as necessary.
Date and initial inspection tag

180-Day: Portable Eyewash Station Change saline solution.
Check spray heads for cleanliness.
Clean unit as necessary.
Date and initial inspection tag

PM4708-EW0005 Preventive Maintenance - EyeWash 30-Day: Portable Eyewash Station Check fluid levels.
Check spray heads for cleanliness.
Clean unit as necessary.
Date and initial inspection tag

180-Day: Portable Eyewash Station Change saline solution.
Check spray heads for cleanliness.
Clean unit as necessary.
Date and initial inspection tag

PM4708-FAS0001 Preventive Maintenance - Fire Alarm System 30-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions

180-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions
Verify operation of all pull stations and bells
Clean, test, and calibrate smoke detectors if applicable

PM4708-FILT0001 Preventive Maintenance - Filters 90-Day Filter PM  (Night-Shift) Check filters, change if necessary
PM4708-FILT0003 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4708-FILT0004 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4708-FILT0005 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
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PM4708-FILT0006 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4708-FILT0007 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4708-FILT0008 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4708-FILT0009 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4708-FILT0010 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4708-FILT0011 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4708-FILT0013 Preventive Maintenance - Filters 30-Day: Filter PM Check Filters, change if necessary
PM4708-FILT0014 Preventive Maintenance - Filters 30-Day: Filter PM Check Filters, change if necessary
PM4708-FILT0015 Preventive Maintenance - Filters 30-Day: Filter PM Check Filters, change if necessary
PM4708-FILT0017 Preventive Maintenance - Filters 30-Day: Filter PM Check Filters, change if necessary
PM4708-FILT0018 Preventive Maintenance - Filters 30-Day: Filter PM Check Filters, change if necessary
PM4708-FILT0019 Preventive Maintenance - Filters 30-Day: Filter PM Check Filters, change if necessary
PM4708-FILT0020 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4708-FILT0021 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4708-FILT0022 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4708-FILT0023 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4708-FILT0024 Preventive Maintenance - Filters 180-Day Filter PM Check filters, change if necessary
PM4708-FILT0025 Preventive Maintenance - Filters 180-Day Filter PM Check filters, change if necessary
PM4708-FILT0026 Preventive Maintenance - Filters 180-Day Filter PM Check filters, change if necessary
PM4708-FILT0027 Preventive Maintenance - Filters 180-Day Filter PM Check filters, change if necessary
PM4708-FILT0028 Preventive Maintenance - Filters 180-Day Filter PM Check filters, change if necessary
PM4708-FILT0029 Preventive Maintenance - Filters 180-Day Filter PM Check filters, change if necessary
PM4708-FILT0030 Preventive Maintenance - Filters 180-Day Filter PM Check filters, change if necessary
PM4708-FILT0031 Preventive Maintenance - Filters 180-Day Filter PM Check filters, change if necessary
PM4708-FILT0032 Preventive Maintenance - Filters 180-Day Filter PM Check filters, change if necessary
PM4708-FILT0033 Preventive Maintenance - Filters 180-Day Filter PM Check filters, change if necessary
PM4708-FILT0034 Preventive Maintenance - Filters 180-Day Filter PM Check filters, change if necessary
PM4708-FILT0035 Preventive Maintenance - Filters 180-Day Filter PM Check filters, change if necessary
PM4708-FILT0036 Preventive Maintenance - Filters 180-Day Filter PM Check filters, change if necessary
PM4708-FILT0049 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4708-FILT0050 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4708-FILT0051 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4708-FILT0052 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4708-FILT0053 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4708-FILT0054 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4708-FILT0055 Preventive Maintenance - Filters 90-Day Filter PM  (Night-Shift) Check filters, change if necessary
PM4708-FILT0057 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4708-FILT0058 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4708-FILT0059 Preventive Maintenance - Filters 90-Day Filter PM  (Night-Shift) Check filters, change if necessary
PM4708-FILT0060 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4708-FILT0061 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4708-FILT0062 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4708-FILT0064 Preventive Maintenance - Filters 90-Day Filter PM  (Night-Shift) Check filters, change if necessary
PM4708-FILT0065 Preventive Maintenance - Filters 90-Day Filter PM  (Night-Shift) Check filters, change if necessary
PM4708-FILT0066 Preventive Maintenance - Filters 90-Day Filter PM  (Night-Shift) Check filters, change if necessary
PM4708-FILT0067 Preventive Maintenance - Filters 90-Day Filter PM  (Night-Shift) Check filters, change if necessary
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PM4708-FILT0068 Preventive Maintenance - Filters 90-Day: Filter PM Change both sets of filters
PM4708-FILT0069 Preventive Maintenance - Filters 90-Day Filter PM  (Night-Shift) Check filters, change if necessary
PM4708-FILT0070 Preventive Maintenance - Filters 90-Day Filter PM  (Night-Shift) Check filters, change if necessary
PM4708-FILT0071 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4708-FILT0072 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4708-FILT0073 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4708-FILT0074 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4708-FILT0075 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4708-FILT0076 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4708-FILT0077 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4708-FILT0078 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4708-FILT0079 Preventive Maintenance - Filters 90-Day: Filter PM Change both sets of filters
PM4708-FILT0080 Preventive Maintenance - Filters 90-Day: Filter PM Change both sets of filters
PM4708-FILT0081 Preventive Maintenance - Filters 90-Day: Filter PM Change both sets of filters
PM4708-FILT0082 Preventive Maintenance - Filters 90-Day: Filter PM Change both sets of filters
PM4708-FILT0083 Preventive Maintenance - Filters 90-Day: Filter PM Change both sets of filters
PM4708-FILT0084 Preventive Maintenance - Filters 90-Day: Filter PM Change both sets of filters
PM4708-FILT0086 Preventive Maintenance - Filters 90-Day: Filter PM Change both sets of filters
PM4708-FILT0087 Preventive Maintenance - Filters 90-Day: Filter PM Change both sets of filters
PM4708-FILT0088 Preventive Maintenance - Filters 90-Day: Filter PM Change both sets of filters
PM4708-FILT0090 Preventive Maintenance - Filters 90-Day: Filter PM Change both sets of filters
PM4708-FILT0091 Preventive Maintenance - Filters 90-Day: Filter PM Change both sets of filters
PM4708-FILT0092 Preventive Maintenance - Filters 90-Day: Filter PM Change both sets of filters
PM4708-FILT0093 Preventive Maintenance - Filters 90-Day: Filter PM Change both sets of filters
PM4708-FILT0094 Preventive Maintenance - Filters 90-Day: Filter PM Change both sets of filters
PM4708-FILT0095 Preventive Maintenance - Filters 90-Day: Filter PM Change both sets of filters
PM4708-FILT0096 Preventive Maintenance - Filters 90-Day: Filter PM Change both sets of filters
PM4708-FILT0097 Preventive Maintenance - Filters 90-Day: Filter PM Change both sets of filters
PM4708-FILT0098 Preventive Maintenance - Filters 90-Day: Filter PM Change both sets of filters
PM4708-FILT0099 Preventive Maintenance - Filters 90-Day Filter PM  (Night-Shift) Check filters, change if necessary
PM4708-FILT0100 Preventive Maintenance - Filters 90-Day Filter PM  (Night-Shift) Check filters, change if necessary
PM4708-FILT0101 Preventive Maintenance - Filters 90-Day Filter PM  (Night-Shift) Check filters, change if necessary
PM4708-FILT0102 Preventive Maintenance - Filters 90-Day: Filter PM Change both sets of filters
PM4708-FILT0103 Preventive Maintenance - Filters 90-Day Filter PM  (Night-Shift) Check filters, change if necessary
PM4708-FILT0104 Preventive Maintenance - Filters 90-Day Filter PM  (Night-Shift) Check filters, change if necessary
PM4708-FILT0105 Preventive Maintenance - Filters 90-Day Filter PM  (Night-Shift) Check filters, change if necessary
PM4708-FILT0106 Preventive Maintenance - Filters 90-Day Filter PM  (Night-Shift) Check filters, change if necessary
PM4708-FILT0107 Preventive Maintenance - Filters 90-Day Filter PM  (Night-Shift) Check filters, change if necessary
PM4708-FILT0199 Preventive Maintenance - Air Shower 30-Day Filter PM Check high efficiency filters, replace if necessary (1 over each door)

Check pre-filters, replace if necessary (12@ floor level in air shower)
PM4708-FSS0001 Preventive Maintenance - Fire Suppression System 30-Day: Dry/Wet Chemical Fire Suppression 

System
Perform PM per Dry/Wet Chemical Form

180-Day: Wet/Dry Chemical Fire Suppression 
System

Perform PM per Dry/Wet Chemical Form

PM4708-FSS0002 Preventive Maintenance - Fire Suppression System 30-Day: Dry/Wet Chemical Fire Suppression 
System

Perform PM per Dry/Wet Chemical Form
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180-Day: Wet/Dry Chemical Fire Suppression 
System

Perform PM per Dry/Wet Chemical Form

PM4708-FSS0003 Preventive Maintenance - Fire Suppression System 30-Day: Dry/Wet Chemical Fire Suppression 
System

Perform PM per Dry/Wet Chemical Form

180-Day: Wet/Dry Chemical Fire Suppression 
System, (Large CO2)

Perform PM per Dry/Wet Chemical Form

Weigh cylinders and record weights on inspection form.
Sign and date inspection tag.

PM4708-FWP0001 Preventive Maintenance -Feed Water Pump 30-Day: Feed Water Pump Check operation and controls.  If any problems are found issue work request

180-Day: Feed WaterPump Check operation and controls.  If any problems are found issue work request

Lubricate as necessary
Check coupling and drives

PM4708-GEN0002 Preventive Maintenance - Emergency Generator 30-Day: Generator Notify building manager of intent to perform generator maintenance prior to 
operating generator.
Seal off all necessary components of building ventilation system in order to 
prevent entry of fumes into building.
Check operation and controls.  If any problems are found issue work request

Check filters if applicable, change if necessary
Check belts if applicable, change if necessary.
Check coolant if applicable, add or change if necessary.
Check stop switch and emergency alarm bell.
Lubricate as necessary
Tighten all bolts
Check oil, add or change if necessary
Check voltage.
Check battery
Check connections and battery charger
Verify day tank's fuel level is topped off between float ranges, if applicable.

90-Day: Generator Notify building manager of intent to perform generator maintenance prior to 
operating generator.
Seal off all necessary components of building ventilation system in order to 
prevent entry of fumes into building.
Check operation and controls.  If any problems are found issue work request

Check filters if applicable, change if necessary
Check belts if applicable, change if necessary.
Check coolant if applicable, add or change if necessary.
Check stop switch and emergency alarm bell.
Lubricate as necessary
Tighten all bolts
Check oil, add or change if necessary
Check voltage.
Check battery
Check connections and battery charger
Check generator output
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Verify day tank's fuel level is topped off between float ranges, if applicable.

365-Day: Generator Notify building manager of intent to perform generator maintenance prior to 
operating generator.
Seal off all necessary components of building ventilation system in order to 
prevent entry of fumes into building.
Check operation and controls.  If any problems are found issue work request

Check filters if applicable, change if necessary
Check belts if applicable, change if necessary.
Check coolant if applicable, add or change if necessary.
Check stop switch and emergency alarm bell.
Lubricate as necessary
Tighten all bolts
Check oil, add or change if necessary
Check voltage.
Check battery
Check connections and battery charger
Check generator output
Winterize system
Verify continuity of generator ground, including the fuel tank ground
Verify day tank's fuel level is topped off between float ranges, if applicable.

PM4708-HST0001 Preventive Maintenance - Cranes and Hoists 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4708-HST0002 Preventive Maintenance - Cranes and Hoists 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4708-HST0004 Preventive Maintenance - Cranes and Hoists 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4708-HV0001 Preventive Maintenance - Heating Vent Unit 180-Day Heating/Ventilating Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
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Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust as necessary.

PM4708-HV0002 Preventive Maintenance - Heating Vent Unit 180-Day Heating/Ventilating Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust as necessary.

PM4708-HV0003 Preventive Maintenance - Heating Vent Unit 180-Day Heating/Ventilating Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust as necessary.

PM4708-HV0004 Preventive Maintenance - Heating Vent Unit 180-Day Heating/Ventilating Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust as necessary.

PM4708-HV0005 Preventive Maintenance - Heating Vent Unit 180-Day Heating/Ventilating Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust as necessary.

PM4708-HV0006 Preventive Maintenance - Heating Vent Unit 180-Day Heating/Ventilating Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust as necessary.

PM4708-HV0007 Preventive Maintenance - Heating Vent Unit 180-Day Heating/Ventilating Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust as necessary.

PM4708-HV0008 Preventive Maintenance - Heating Vent Unit 180-Day Heating/Ventilating Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust as necessary.

PM4708-HV0009 Preventive Maintenance - Heating Vent Unit 180-Day Heating/Ventilating Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust as necessary.

PM4708-HV0010 Preventive Maintenance - Heating Vent Unit 180-Day Heating/Ventilating Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust as necessary.
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PM4708-HV0011 Preventive Maintenance - Heating Vent Unit 180-Day Heating/Ventilating Unit Check controls and unit for proper operation.  If any problems are found 

issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust as necessary.

PM4708-HV0012 Preventive Maintenance - Heating Vent Unit 180-Day Heating/Ventilating Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust as necessary.

PM4708-HV0013 Preventive Maintenance - Heating Vent Unit 180-Day Heating/Ventilating Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust as necessary.

PM4708HWTR0001 Preventive Maintenance - Hot Water Treatment 7-day Hot Water Treatment PM Perform testing on hot water system
Add chemicals if needed

PM4708-KVHD0001 Preventive Maintenance - Vent Hood 30-Day: Vent Hood Check for abnormal grease build-up, clean if necessary
PM4708-LDOOR0001 Preventive Maintenance - Lab Door, Rolling 90-Day: Lab Door, Rolling Check operation and controls.  If any problems are found issue work request

Clean tracks with silicon.
Vacuum tracks.
Clean bearings/wheels using a lightweight steel wool.

365-Day: Lab Door, Rolling Check operation and controls.  If any problems are found issue work request

Clean tracks with silicon.
Vacuum tracks.
Clean bearings/wheels using a lightweight steel wool.
Support Army personnel in full inspection of door.
Lubricate door as necessary.

PM4708-LDOOR0002 Preventive Maintenance - Lab Door, Rolling 90-Day: Lab Door, Rolling Check operation and controls.  If any problems are found issue work request

Clean tracks with silicon.
Vacuum tracks.
Clean bearings/wheels using a lightweight steel wool.

365-Day: Lab Door, Rolling Check operation and controls.  If any problems are found issue work request

Clean tracks with silicon.
Vacuum tracks.
Clean bearings/wheels using a lightweight steel wool.
Support Army personnel in full inspection of door.
Lubricate door as necessary.

PM4708-LDOOR0003 Preventive Maintenance - Lab Door, Rolling 90-Day: Lab Door, Rolling Check operation and controls.  If any problems are found issue work request

Clean tracks with silicon.
Vacuum tracks.
Clean bearings/wheels using a lightweight steel wool.

365-Day: Lab Door, Rolling Check operation and controls.  If any problems are found issue work request
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Clean tracks with silicon.
Vacuum tracks.
Clean bearings/wheels using a lightweight steel wool.
Support Army personnel in full inspection of door.
Lubricate door as necessary.

PM4708-LDOOR0004 Preventive Maintenance - Lab Door, Rolling 90-Day: Lab Door, Rolling Check operation and controls.  If any problems are found issue work request

Clean tracks with silicon.
Vacuum tracks.
Clean bearings/wheels using a lightweight steel wool.

365-Day: Lab Door, Rolling Check operation and controls.  If any problems are found issue work request

Clean tracks with silicon.
Vacuum tracks.
Clean bearings/wheels using a lightweight steel wool.
Support Army personnel in full inspection of door.
Lubricate door as necessary.

PM4708-LDOOR0005 Preventive Maintenance - Lab Door, Swinging 90-Day: Lab Door, Swinging Check operation and controls.  If any problems are found issue work request

Clean side plungers using a light oil and steel wool.
365-Day: Lab Door, Swinging Check operation and controls.

Clean side plungers using a light oil and steel wool.
Support Army personnel in full inspection of door.
Lubricate doors as necessary.

PM4708-LDOOR0006 Preventive Maintenance - Lab Door, Swinging 90-Day: Lab Door, Swinging Check operation and controls.  If any problems are found issue work request

Clean side plungers using a light oil and steel wool.
365-Day: Lab Door, Swinging Check operation and controls.

Clean side plungers using a light oil and steel wool.
Support Army personnel in full inspection of door.
Lubricate doors as necessary.

PM4708LIGHTS Preventive Maintenance - Exterior Lighting 90-Day Exterior Lighting Inspection Inspect all Exterior Building Lighting
Inspect all Parking Lot Lighting
Report Findings to Electrical Supervisor

PM4708-LTS0001 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4708-LTS0002 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
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Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4708-LTS0003 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4708-LTS0004 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4708MEZZ-AH0007 Preventive Maintenance - Air Handling Unit 30-Day: Air Handling Unit Inspection Vacuum condensate pans with a shop vac

Vacuum condensate drains with a shop vac
Inspect and reinsulate/retape all chilled water equipment
Insure condensate drain is free of blockage.

PM4708MEZZ-AH0018 Preventive Maintenance - Air Handling Unit 30-Day: Air Handling Unit Inspection Vacuum condensate pans with a shop vac

Vacuum condensate drains with a shop vac
Inspect and reinsulate/retape all chilled water equipment
Insure condensate drain is free of blockage.

PM4708MEZZ-AH0019 Preventive Maintenance - Air Handling Unit 30-Day: Air Handling Unit Inspection Vacuum condensate pans with a shop vac

Vacuum condensate drains with a shop vac
Inspect and reinsulate/retape all chilled water equipment
Insure condensate drain is free of blockage.

PM4708MEZZ-AH0020 Preventive Maintenance - Air Handling Unit 30-Day: Air Handling Unit Inspection Vacuum condensate pans with a shop vac

Vacuum condensate drains with a shop vac
Inspect and reinsulate/retape all chilled water equipment
Insure condensate drain is free of blockage.

PM4708MEZZ-AH0021 Preventive Maintenance - Air Handling Unit 30-Day: Air Handling Unit Inspection Vacuum condensate pans with a shop vac

Vacuum condensate drains with a shop vac
Inspect and reinsulate/retape all chilled water equipment
Insure condensate drain is free of blockage.

PM4708MEZZ-AH0022 Preventive Maintenance - Air Handling Unit 30-Day: Air Handling Unit Inspection Vacuum condensate pans with a shop vac

Vacuum condensate drains with a shop vac
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Inspect and reinsulate/retape all chilled water equipment
Insure condensate drain is free of blockage.

PM4708MEZZDRAIN Preventive Maintenance - Direct Expansion AC Unit 180-Day: Drain Plug PM Check drain plugs on condensate lines for mezzanine AHU's
PM4708MEZZ-
SAF0001

Preventive Maintenance - Mezzanine Inspection 30-Day: Air Handling Unit Inspection Vacuum condensate pans with a shop vac

Vacuum condensate drains with a shop vac
Inspect and reinsulate/retape all chilled water equipment
Insure condensate drain is free of blockage.

PM4708MEZZ-
SAF0002

Preventive Maintenance - Mezzanine Inspection 30-Day: Air Handling Unit Inspection Vacuum condensate pans with a shop vac

Vacuum condensate drains with a shop vac
Inspect and reinsulate/retape all chilled water equipment
Insure condensate drain is free of blockage.

PM4708MEZZ-
SAF0003

Preventive Maintenance - Mezzanine Inspection 30-Day: Air Handling Unit Inspection Vacuum condensate pans with a shop vac

Vacuum condensate drains with a shop vac
Inspect and reinsulate/retape all chilled water equipment
Insure condensate drain is free of blockage.

PM4708MEZZ-
SAF0005

Preventive Maintenance - Mezzanine Inspection 30-Day: Air Handling Unit Inspection Vacuum condensate pans with a shop vac

Vacuum condensate drains with a shop vac
Inspect and reinsulate/retape all chilled water equipment
Insure condensate drain is free of blockage.

PM4708-ODT0001 Preventive Maintenance - Oxygen Detection System 30-Day Oxygen Detection System, Wet Cell Type Inspect system and calibrate

Check water levels if applicable, add if necessary
Verify ODT is still required at this location.  If unit is no longer needed issue 
work request to remove unit

PM4708-ODT0002 Preventive Maintenance - Oxygen Detection System 30-Day Oxygen Detection System, Wet Cell Type Inspect system and calibrate

Check water levels if applicable, add if necessary
Verify ODT is still required at this location.  If unit is no longer needed issue 
work request to remove unit

PM4708-ODT0003 Preventive Maintenance - Oxygen Detection System 30-Day Oxygen Detection System, Wet Cell Type Inspect system and calibrate

Check water levels if applicable, add if necessary
Verify ODT is still required at this location.  If unit is no longer needed issue 
work request to remove unit

PM4708-ODT0004 Preventive Maintenance - Oxygen Detection System 30-Day Oxygen Detection System, Wet Cell Type Inspect system and calibrate

Check water levels if applicable, add if necessary
Verify ODT is still required at this location.  If unit is no longer needed issue 
work request to remove unit

PM4708-ODT0005 Preventive Maintenance - Oxygen Detection System 30-Day Oxygen Detection System, Wet Cell Type Inspect system and calibrate

Check water levels if applicable, add if necessary
Verify ODT is still required at this location.  If unit is no longer needed issue 
work request to remove unit
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PM4708-ODT0006 Preventive Maintenance - Oxygen Detection System 30-Day Oxygen Detection System, Wet Cell Type Inspect system and calibrate

Check water levels if applicable, add if necessary
Verify ODT is still required at this location.  If unit is no longer needed issue 
work request to remove unit

PM4708-ODT0007 Preventive Maintenance - Oxygen Detection System 30-Day Oxygen Detection System, Wet Cell Type Inspect system and calibrate

Check water levels if applicable, add if necessary
Verify ODT is still required at this location.  If unit is no longer needed issue 
work request to remove unit

PM4708-ODT0008 Preventive Maintenance - Oxygen Detection System 30-Day Oxygen Detection System, Wet Cell Type Inspect system and calibrate

Check water levels if applicable, add if necessary
Verify ODT is still required at this location.  If unit is no longer needed issue 
work request to remove unit

PM4708-ODT0009 Preventive Maintenance - Oxygen Detection System 30-Day Oxygen Detection System, Wet Cell Type Inspect system and calibrate

Check water levels if applicable, add if necessary
Verify ODT is still required at this location.  If unit is no longer needed issue 
work request to remove unit

PM4708-ODT0010 Preventive Maintenance - Oxygen Detection System 30-Day Oxygen Detection System, Wet Cell Type Inspect system and calibrate

Check water levels if applicable, add if necessary
Verify ODT is still required at this location.  If unit is no longer needed issue 
work request to remove unit

PM4708-ODT0011 Preventive Maintenance - Oxygen Detection System 30-Day: Oxygen Detection System, Dry Cell Type Perform visual inspection

Verify ODT is required at this location.  If unit is not needed issue work 
request to remove unit

180-Day: Oxygen Detection System, Dry Cell 
Type

Perform visual inspection

Calibrate system
Check all alarm points
Verify ODT is still required at this location.  If unit is not needed issue work 
request to remove unit

PM4708-ODT0012 Preventive Maintenance - Oxygen Detection System 30-Day Oxygen Detection System, Wet Cell Type Inspect system and calibrate

Check water levels if applicable, add if necessary
Verify ODT is still required at this location.  If unit is no longer needed issue 
work request to remove unit

PM4708-ODT0013 Preventive Maintenance - Oxygen Detection System 30-Day Oxygen Detection System, Wet Cell Type Inspect system and calibrate

Check water levels if applicable, add if necessary
Verify ODT is still required at this location.  If unit is no longer needed issue 
work request to remove unit

PM4708-ODT0014 Preventive Maintenance - Oxygen Detection System 30-Day Oxygen Detection System, Wet Cell Type Inspect system and calibrate

Check water levels if applicable, add if necessary
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Verify ODT is still required at this location.  If unit is no longer needed issue 
work request to remove unit

PM4708-ODT0015 Preventive Maintenance - Oxygen Detection System 30-Day Oxygen Detection System, Wet Cell Type Inspect system and calibrate

Check water levels if applicable, add if necessary
Verify ODT is still required at this location.  If unit is no longer needed issue 
work request to remove unit

PM4708-ODT0016 Preventive Maintenance - Oxygen Detection System 30-Day Oxygen Detection System, Wet Cell Type Inspect system and calibrate

Check water levels if applicable, add if necessary
Verify ODT is still required at this location.  If unit is no longer needed issue 
work request to remove unit

PM4708-ODT0017 Preventive Maintenance - Oxygen Detection System 30-Day Oxygen Detection System, Wet Cell Type Inspect system and calibrate

Check water levels if applicable, add if necessary
Verify ODT is still required at this location.  If unit is no longer needed issue 
work request to remove unit

PM4708-ODT0018 Preventive Maintenance - Oxygen Detection System 30-Day Oxygen Detection System, Wet Cell Type Inspect system and calibrate

Check water levels if applicable, add if necessary
Verify ODT is still required at this location.  If unit is no longer needed issue 
work request to remove unit

PM4708-ODT0019 Preventive Maintenance - Oxygen Detection System 30-Day Oxygen Detection System, Wet Cell Type Inspect system and calibrate

Check water levels if applicable, add if necessary
Verify ODT is still required at this location.  If unit is no longer needed issue 
work request to remove unit

PM4708-ODT0020 Preventive Maintenance - Oxygen Detection System 30-Day Oxygen Detection System, Wet Cell Type Inspect system and calibrate

Check water levels if applicable, add if necessary
Verify ODT is still required at this location.  If unit is no longer needed issue 
work request to remove unit

PM4708-ODT0021 Preventive Maintenance - Oxygen Detection System 30-Day Oxygen Detection System, Wet Cell Type Inspect system and calibrate

Check water levels if applicable, add if necessary
Verify ODT is still required at this location.  If unit is no longer needed issue 
work request to remove unit

PM4708-ODT0022 Preventive Maintenance - Oxygen Detection System 30-Day Oxygen Detection System, Wet Cell Type Inspect system and calibrate

Check water levels if applicable, add if necessary
Verify ODT is still required at this location.  If unit is no longer needed issue 
work request to remove unit

PM4708-ODT0023 Preventive Maintenance - Oxygen Detection System 30-Day Oxygen Detection System, Wet Cell Type Inspect system and calibrate

Check water levels if applicable, add if necessary
Verify ODT is still required at this location.  If unit is no longer needed issue 
work request to remove unit
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PM4708-ODT0024 Preventive Maintenance - Oxygen Detection System 30-Day Oxygen Detection System, Wet Cell Type Inspect system and calibrate

Check water levels if applicable, add if necessary
Verify ODT is still required at this location.  If unit is no longer needed issue 
work request to remove unit

PM4708-ODT0025 Preventive Maintenance - Oxygen Detection System 30-Day Oxygen Detection System, Wet Cell Type Inspect system and calibrate

Check water levels if applicable, add if necessary
Verify ODT is still required at this location.  If unit is no longer needed issue 
work request to remove unit

PM4708-ODT0026 Preventive Maintenance - Oxygen Detection System 30-Day Oxygen Detection System, Wet Cell Type Inspect system and calibrate

Check water levels if applicable, add if necessary
Verify ODT is still required at this location.  If unit is no longer needed issue 
work request to remove unit

PM4708-ODT0027 Preventive Maintenance - Oxygen Detection System 30-Day: Oxygen Detection System, Dry Cell Type Perform visual inspection

Verify ODT is required at this location.  If unit is not needed issue work 
request to remove unit

180-Day: Oxygen Detection System, Dry Cell 
Type

Perform visual inspection

Calibrate system
Check all alarm points
Verify ODT is still required at this location.  If unit is not needed issue work 
request to remove unit

PM4708-ODT0028 Preventive Maintenance - Oxygen Detection System 30-Day Oxygen Detection System, Wet Cell Type Inspect system and calibrate

Check water levels if applicable, add if necessary
Verify ODT is still required at this location.  If unit is no longer needed issue 
work request to remove unit

PM4708-ODT0029 Preventive Maintenance - Oxygen Detection System 30-Day Oxygen Detection System, Wet Cell Type Inspect system and calibrate

Check water levels if applicable, add if necessary
Verify ODT is still required at this location.  If unit is no longer needed issue 
work request to remove unit

PM4708-ODT0030 Preventive Maintenance - Oxygen Detection System 30-Day: Oxygen Detection System, Dry Cell Type Perform visual inspection

Verify ODT is required at this location.  If unit is not needed issue work 
request to remove unit

180-Day: Oxygen Detection System, Dry Cell 
Type

Perform visual inspection

Calibrate system
Check all alarm points
Verify ODT is still required at this location.  If unit is not needed issue work 
request to remove unit

PM4708-ODT0032 Preventive Maintenance - Oxygen Detection System 30-Day Oxygen Detection System, Wet Cell Type Inspect system and calibrate

Check water levels if applicable, add if necessary
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Verify ODT is still required at this location.  If unit is no longer needed issue 
work request to remove unit

PM4708-ODT0033 Preventive Maintenance - Oxygen Detection System 30-Day: Oxygen Detection System, Dry Cell Type Perform visual inspection

Verify ODT is required at this location.  If unit is not needed issue work 
request to remove unit

180-Day: Oxygen Detection System, Dry Cell 
Type

Perform visual inspection

Calibrate system
Check all alarm points
Verify ODT is still required at this location.  If unit is not needed issue work 
request to remove unit

PM4708-ODT0034 Preventive Maintenance - Oxygen Detection System 30-Day Oxygen Detection System, Wet Cell Type Inspect system and calibrate

Check water levels if applicable, add if necessary
Verify ODT is still required at this location.  If unit is no longer needed issue 
work request to remove unit

PM4708-ODT0035 Preventive Maintenance - Oxygen Detection System 30-Day Oxygen Detection System, Wet Cell Type Inspect system and calibrate

Check water levels if applicable, add if necessary
Verify ODT is still required at this location.  If unit is no longer needed issue 
work request to remove unit

PM4708-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.
Apply insecticides or poisons as required.
Complete chemical applications records.

PM4708-PNL0001 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 
(Bobby Collier)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0002 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0003 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0004 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0005 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0006 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0007 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0008 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times
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Install knockout hole plugs as necessary

PM4708-PNL0009 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 
(Bobby Collier)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0010 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0011 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0012 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0013 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0014 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0015 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0016 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0017 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0018 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0019 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0020 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0021 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0022 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0023 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0024 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times
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Install knockout hole plugs as necessary

PM4708-PNL0025 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 
(Bobby Collier)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0026 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0027 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0028 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0029 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0030 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0031 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0032 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0033 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0034 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0035 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0036 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0037 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0038 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0039 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0040 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times
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Install knockout hole plugs as necessary

PM4708-PNL0041 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 
(Bobby Collier)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0042 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0043 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0044 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0045 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0046 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0047 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0048 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0049 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0050 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0051 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0052 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0053 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0054 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0055 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0056 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times
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Install knockout hole plugs as necessary

PM4708-PNL0057 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 
(Bobby Collier)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0058 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0059 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0060 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0061 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0062 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0063 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0064 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0065 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0066 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0067 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0068 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0069 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0070 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0071 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0072 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times
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Install knockout hole plugs as necessary

PM4708-PNL0073 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 
(Bobby Collier)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0074 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0075 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0076 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0077 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0078 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0079 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0080 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0081 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0082 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0083 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0084 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0085 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0086 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0087 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0088 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times
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Install knockout hole plugs as necessary

PM4708-PNL0089 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 
(Bobby Collier)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0090 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0091 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0092 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0093 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0094 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0095 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0096 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0097 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0098 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0099 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0100 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0101 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0102 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0103 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0104 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times
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Install knockout hole plugs as necessary

PM4708-PNL0105 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 
(Bobby Collier)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0106 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0107 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0108 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0109 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0110 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0111 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0112 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0113 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0114 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0115 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0116 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0117 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0118 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0119 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0120 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times
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Install knockout hole plugs as necessary

PM4708-PNL0121 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 
(Bobby Collier)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0122 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0123 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0124 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0125 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0126 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0127 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0128 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0129 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0130 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0131 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0132 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0134 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0135 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0136 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0137 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times
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Install knockout hole plugs as necessary

PM4708-PNL0138 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 
(Bobby Collier)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0139 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0140 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0141 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0142 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0143 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0144 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0145 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0146 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0147 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0148 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0149 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0150 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0151 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0152 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0153 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times
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Install knockout hole plugs as necessary

PM4708-PNL0154 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 
(Bobby Collier)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0155 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0156 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0157 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0158 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0159 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0160 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0161 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0162 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0163 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0164 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0165 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0166 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0167 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0168 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0169 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times
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Install knockout hole plugs as necessary

PM4708-PNL0170 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 
(Bobby Collier)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0171 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0172 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0173 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0174 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0175 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0176 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0177 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0178 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0179 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0180 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0181 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0182 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0183 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0184 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0185 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times
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Install knockout hole plugs as necessary

PM4708-PNL0186 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 
(Bobby Collier)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0187 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0188 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0189 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0190 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0191 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0192 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0193 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0194 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0195 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0196 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0197 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0198 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0199 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0200 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0201 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times
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Install knockout hole plugs as necessary

PM4708-PNL0202 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 
(Bobby Collier)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0203 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0204 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0205 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0206 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0207 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0208 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0209 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0210 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0211 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0212 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0213 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0214 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0215 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0216 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0217 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times
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Install knockout hole plugs as necessary

PM4708-PNL0218 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 
(Bobby Collier)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0219 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0220 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0221 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0222 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0223 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0224 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0225 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0226 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0227 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0228 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0229 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0230 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0231 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0232 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0233 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times
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Install knockout hole plugs as necessary

PM4708-PNL0234 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 
(Bobby Collier)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0235 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0236 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0237 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0238 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0239 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0240 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0241 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0242 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0243 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0244 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0245 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0246 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0247 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0248 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0249 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times
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Install knockout hole plugs as necessary

PM4708-PNL0250 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 
(Bobby Collier)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0251 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0252 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0253 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0254 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0255 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0256 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0257 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0258 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0259 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-PNL0260 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4708-RAF0013 Preventive Maintenance - Return Air Fan 90-Day: Supply or Return Air Fan (Night-Shift) Check operation and controls

180-Day: Supply or Return Air Fan (Night-Shift) Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate as necessary

PM4708-RAF0020 Preventive Maintenance - Return Air Fan 90-Day: Supply or Return Air Fan (Downtime) Check operation and controls.  If any problems are found issue work request

180-Day: Supply or Return Air Fan (Downtime) Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate as necessary

PM4708-RAF0021 Preventive Maintenance - Return Air Fan 90-Day: Supply or Return Air Fan (Downtime) Check operation and controls.  If any problems are found issue work request



NNM08AA54C
ATTACHMENT J-24

PREVENTIVE MAINTENANCE

Page 1055 of 1447

PMNUM PM DESCRIPTION  TASK DESCRIPTION
180-Day: Supply or Return Air Fan (Downtime) Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate as necessary

PM4708-RAF00B2 Preventive Maintenance - Return Air Fan 90-Day: Supply or Return Air Fan (Night-Shift) Check operation and controls

180-Day: Supply or Return Air Fan (Night-Shift) Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate as necessary

PM4708-RAF0B12 Preventive Maintenance - Return Air Fan 90-Day: Supply or Return Air Fan (Night-Shift) Check operation and controls

180-Day: Supply or Return Air Fan (Night-Shift) Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate as necessary

PM4708-RAF0B13 Preventive Maintenance - Return Air Fan 90-Day: Supply or Return Air Fan (Night-Shift) Check operation and controls

180-Day: Supply or Return Air Fan (Night-Shift) Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate as necessary

PM4708-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4708-ROOF0002 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4708-ROOF0003 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4708-ROOF0004 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4708-ROOF0005 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4708-ROOF0006 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4708-ROOF0007 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4708-ROOF0008 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4708-ROOF0009 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4708-ROOF0010 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4708-ROOF0011 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4708-ROOF0012 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4708-ROOF0013 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4708-ROOF0014 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4708-ROOF0015 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4708-ROOF0016 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4708-RV0002 Preventive Maintenance - Relief Valves 365-Day: Relief Valve PM Service and Tag Relief Valve
PM4708-RV0003 Preventive Maintenance - Relief Valves 365-Day: Relief Valve PM Service and Tag Relief Valve
PM4708-RV0005 Preventive Maintenance - Relief Valves 365-Day: Relief Valve PM Service and Tag Relief Valve
PM4708-SAF0001 Preventive Maintenance - Supply Air Fan 90-Day: Supply or Return Air Fan (Night-Shift) Check operation and controls

180-Day: Supply or Return Air Fan (Night-Shift) Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate as necessary
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PM4708-SAF0013 Preventive Maintenance - Supply Air Fan 90-Day: Supply or Return Air Fan (Night-Shift) Check operation and controls

180-Day: Supply or Return Air Fan (Night-Shift) Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate as necessary

PM4708-SAF0014 Preventive Maintenance - Supply Air Fan 90-Day: Supply or Return Air Fan (Night-Shift) Check operation and controls

180-Day: Supply or Return Air Fan (Night-Shift) Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate as necessary

PM4708-SLPMP001A Preventive Maintenance - Sewage Pump 90-Day: Pump Check operation and controls.  If any problems are found issue work request

Check operation and controls.  If any problems are found issue work request

PM4708-SLPMP002A Preventive Maintenance - Sewage Pump 90-Day: Pump Check operation and controls.  If any problems are found issue work request

Check operation and controls.  If any problems are found issue work request

PM4708-SPMP001 Preventive Maintenance - Sump Pump 30-Day: Sump Pump Check operation and controls.  If any problems are found issue work request

180-Day: Sump Pump Check operation and controls.  If any problems are found issue work request

Lubricate as necessary
Check coupling and drives

PM4708-SPMP0013 Preventive Maintenance - Sump Pump 30-Day: Sump Pump Check operation and controls.  If any problems are found issue work request

180-Day: Sump Pump Check operation and controls.  If any problems are found issue work request

Lubricate as necessary
Check coupling and drives

PM4708-SPMP002 Preventive Maintenance - Sump Pump 30-Day: Sump Pump Check operation and controls.  If any problems are found issue work request

180-Day: Sump Pump Check operation and controls.  If any problems are found issue work request

Lubricate as necessary
Check coupling and drives

PM4708-SPMP003A Preventive Maintenance - Sump Pump 30-Day: Sump Pump Check operation and controls.  If any problems are found issue work request

180-Day: Sump Pump Check operation and controls.  If any problems are found issue work request

Lubricate as necessary
Check coupling and drives

PM4708-SPMP003B Preventive Maintenance - Sump Pump 30-Day: Sump Pump Check operation and controls.  If any problems are found issue work request

180-Day: Sump Pump Check operation and controls.  If any problems are found issue work request

Lubricate as necessary
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Check coupling and drives

PM4708-SPMP004A Preventive Maintenance - Sump Pump 30-Day: Sump Pump Check operation and controls.  If any problems are found issue work request

180-Day: Sump Pump Check operation and controls.  If any problems are found issue work request

Lubricate as necessary
Check coupling and drives

PM4708-SPMP004B Preventive Maintenance - Sump Pump 30-Day: Sump Pump Check operation and controls.  If any problems are found issue work request

180-Day: Sump Pump Check operation and controls.  If any problems are found issue work request

Lubricate as necessary
Check coupling and drives

PM4708-SPMP005A Preventive Maintenance - Sump Pump 30-Day: Sump Pump Check operation and controls.  If any problems are found issue work request

180-Day: Sump Pump Check operation and controls.  If any problems are found issue work request

Lubricate as necessary
Check coupling and drives

PM4708-SPMP005B Preventive Maintenance - Sump Pump 30-Day: Sump Pump Check operation and controls.  If any problems are found issue work request

180-Day: Sump Pump Check operation and controls.  If any problems are found issue work request

Lubricate as necessary
Check coupling and drives

PM4708-SPMP006A Preventive Maintenance - Sump Pump 30-Day: Sump Pump Check operation and controls.  If any problems are found issue work request

180-Day: Sump Pump Check operation and controls.  If any problems are found issue work request

Lubricate as necessary
Check coupling and drives

PM4708-SPMP006B Preventive Maintenance - Sump Pump 30-Day: Sump Pump Check operation and controls.  If any problems are found issue work request

180-Day: Sump Pump Check operation and controls.  If any problems are found issue work request

Lubricate as necessary
Check coupling and drives

PM4708-SPR0001 Preventive Maintenance - Sprinkler System 30-Day: Dry Sprinkler System PM Perform PM
90-Day: Dry Sprinkler System PM Perform PM
365-Day: Dry Sprinkler System PM Perform PM

PM4708-SPR0002 Preventive Maintenance - Sprinkler System 30-Day: Dry Sprinkler System PM Perform PM
90-Day: Dry Sprinkler System PM Perform PM
365-Day: Dry Sprinkler System PM Perform PM

PM4708-SPR0002A Preventive Maintenance - Sprinkler System 30-Day: Dry Sprinkler System PM Perform PM
90-Day: Dry Sprinkler System PM Perform PM
365-Day: Dry Sprinkler System PM Perform PM

PM4708-SPR0003 Preventive Maintenance - Sprinkler System 30-Day: Dry Sprinkler System PM Perform PM
90-Day: Dry Sprinkler System PM Perform PM
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365-Day: Dry Sprinkler System PM Perform PM

PM4708-SPR0004 Preventive Maintenance - Sprinkler System 30-Day: Wet Sprinkler System PM Perform PM
90-Day: Wet Sprinkler System PM Perform PM
365-Day: Wet Sprinkler System PM Perform PM

PM4708-SPR0006 Preventive Maintenance - Sprinkler System 30-Day: Dry Sprinkler System PM Perform PM
90-Day: Dry Sprinkler System PM Perform PM
365-Day: Dry Sprinkler System PM Perform PM

PM4708-UPS0002 Preventive Maintenance - UPS Power System 90-Day: UPS System Perform visual safety check
Check amperage and voltage

180-Day: UPS System Perform visual safety check
Check amperage and voltage
Check operation and controls

365-Day: UPS System Perform visual safety check
Check amperage and voltage
Check operation and controls
Check termination points
Inspect and clean all modules

PM4708-UPS0003 Preventive Maintenance - UPS Power System 90-Day: UPS System Perform visual safety check
Check amperage and voltage

180-Day: UPS System Perform visual safety check
Check amperage and voltage
Check operation and controls

365-Day: UPS System Perform visual safety check
Check amperage and voltage
Check operation and controls
Check termination points
Inspect and clean all modules

PM4708-WJET0001 Preventive Maintenance - Water Jet 30-Day: Water Jet PM Check operation and controls.  If any problems are found issue work request

PM4708-WJET0003 Preventive Maintenance - Water Jet 30-Day: Water Jet PM Check operation and controls.  If any problems are found issue work request

PM4708-WJET0005 Preventive Maintenance - Water Jet 30-Day: Water Jet PM Check operation and controls.  If any problems are found issue work request

PM4708-WJET0006 Preventive Maintenance - Water Jet 30-Day: Water Jet PM Check operation and controls.  If any problems are found issue work request

PM4708-WJET0007 Preventive Maintenance - Water Jet 30-Day: Water Jet PM Check operation and controls.  If any problems are found issue work request

PM4708-WJET0008 Preventive Maintenance - Water Jet 30-Day: Water Jet PM Check operation and controls.  If any problems are found issue work request

PM4711-ACFLT0001 Preventive Maintenance - Air Compressor Filter Change 365-Day: Air Compressor Filter Change Replace Filter(s) on air compressor unit.

PM4711-ACMP0001 Preventive Maintenance - Air Compressor Control 90-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check Belts.  Change if necessary.

180-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
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Check belts, change if necessary
Check filters, change if necessary

365-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change as necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

PM4711-ADRY0002 Preventive Maintenance - Air Dryer 60-Day: Air Dryer, Refrigerant Type (w/ sealed 
condenser motor)

Check operation and controls.  If any problems found then issue work 
request.
Drain and flush
Drain water separator

180-Day: Air Dryer, Refrigerant Type (w/ sealed 
condenser motor)

Check operation and controls.  If any problems are found then issue work 
request.
Drain and flush
Drain water separator
Clean condenser coils

PM4711-AH0002 Preventive Maintenance - Air Handling Unit 112-Day: Air Handling Unit, Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment, replace/adjust as 
necessary.

PM4711-AH0003 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4711-AH0004 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4711-AH0005 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4711-AH0006 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4711-AH0007 Preventive Maintenance - Air Handling Unit 112-Day: Air Handling Unit, Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment, replace/adjust as 
necessary.

PM4711-AH0008 Preventive Maintenance - Air Handling Unit 112-Day: Air Handling Unit, Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
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Check belts for wear, proper tension, and alignment, replace/adjust as 
necessary.

PM4711-AH0009 Preventive Maintenance - Air Handling Unit 112-Day: Air Handling Unit, Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment, replace/adjust as 
necessary.

PM4711-AH0010 Preventive Maintenance - Air Handling Unit 112-Day: Air Handling Unit, Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment, replace/adjust as 
necessary.

PM4711-AH0011 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4711-AH0012 Preventive Maintenance - Air Handling Unit 112-Day: Air Handling Unit, Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment, replace/adjust as 
necessary.

PM4711-AH0013 Preventive Maintenance - Air Handling Unit 112-Day: Air Handling Unit, Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment, replace/adjust as 
necessary.

PM4711-AH0014 Preventive Maintenance - Air Handling Unit 112-Day: Air Handling Unit, Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment, replace/adjust as 
necessary.

PM4711-AH0015 Preventive Maintenance - Air Handling Unit 112-Day: Air Handling Unit, Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment, replace/adjust as 
necessary.

PM4711-CHLR0001 Preventive Maintenance - Water Chiller 365-Day: Chiller, Air-Cooled Check unit's evaporator and condenser pressures.
Check fan motor if applicable for excessive noise and vibration.
Check oil temperature
Check compressor oil level.
Lubricate condenser fan motors as necessary
Run system control tests.
Perform refrigerant leak check.
Check refrigerant charge/level, add as necessary
Check compressor for excessive noise/vibration.
Check sensor and mechanical safety limits.
Replace oil and oil filters(s).
Inspect safety relief valve.
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Run an insulation test on the motor.
Check (IR Scan) and tighten motor terminals.
Service chiller starter and check all controls and terminations.
Clean condenser
Clean evaporator tubes if available

PM4711-CHWP0001 Preventive Maintenance - Chill Water Pump 365-Day Chilled Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands; make 
minor repairs as necessary.
Lubricate pump and motor as necessary.
Check drive coupling

PM4711-DOOR0001 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM (w/o lifting cables) Inspect drive mechanism
Inspect brake settings if applicable
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect Mounts to ensure that they are sufficiently sized
Inspect chain drive adjustments
If any problems are found issue work request

PM4711-DOOR0002 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM (w/o lifting cables) Inspect drive mechanism
Inspect brake settings if applicable
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect Mounts to ensure that they are sufficiently sized
Inspect chain drive adjustments
If any problems are found issue work request

PM4711-DXAC0001 Preventive Maintenance - Critical DXAC Unit 90-Day: Critical Direct Expansion Unit Package, 
Split-Type, Air-Cooled, Belt-Driven

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary
Check safety interlocks

180-Day: Critical Direct Expansion Unit Package, 
Split-Type, Air-Cooled, Belt-Driven

Check operation and controls

Check belts, change if necessary
Lubricate condenser fan
Lubricate blower motor
Check and lubricate bearings
Check suction and discharge pressure
Check safety interlocks
Clean condenser and evaporator coils

PM4711-DXAC0002 Preventive Maintenance - Critical DXAC Unit 90-Day: Critical Direct Expansion Unit Package, 
Split-Type, Air-Cooled, Belt-Driven

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary
Check safety interlocks
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180-Day: Critical Direct Expansion Unit Package, 
Split-Type, Air-Cooled, Belt-Driven

Check operation and controls

Check belts, change if necessary
Lubricate condenser fan
Lubricate blower motor
Check and lubricate bearings
Check suction and discharge pressure
Check safety interlocks
Clean condenser and evaporator coils

PM4711-EAF0003 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan (Day-Shift) Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate if necessary
Check belts for wear, tension, and alignment, if applicalbe; adjust as 
required.
If any problems are found issue work request

PM4711-EAF0005 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4711-EAF0006 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4711-EAF0007 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4711-EAF0008 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4711-EROOM0001 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4711-EROOM0002 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4711-EROOM0003 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
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Check area for water leaks.
Report all deficiencies.

PM4711-EROOM0018 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4711-EROOM0034 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4711-EW0001 Preventive Maintenance - EyeWash 30-Day: Portable Eyewash Station Check fluid levels.
Check spray heads for cleanliness.
Clean unit as necessary.
Date and initial inspection tag

180-Day: Portable Eyewash Station Change saline solution.
Check spray heads for cleanliness.
Clean unit as necessary.
Date and initial inspection tag

PM4711-EW0004 Preventive Maintenance - EyeWash 30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4711-FAS0001 Preventive Maintenance - Fire Alarm System 30-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions

180-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions
Verify operation of all pull stations and bells
Clean, test, and calibrate smoke detectors if applicable

PM4711-FILT0001 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4711-FILT0002 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4711-FILT0003 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4711-FILT0004 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4711-FILT0005 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4711-FILT0006 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4711-FILT0007 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4711-FILT0008 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4711-FILT0009 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4711-FILT0010 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4711-FILT0011 Preventive Maintenance - Filters 30-Day: Filter PM Check Filters, change if necessary
PM4711-FILT0012 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4711-FILT0013 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4711-FILT0014 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4711-FILT0015 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4711-FILT0020 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4711-FILT0021 Preventive Maintenance - Filters 30-Day: Filter PM Check Filters, change if necessary
PM4711-HST0001 Preventive Maintenance - Cranes and Hoists 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.
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Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4711-HST0002 Preventive Maintenance - Cranes and Hoists 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4711-HST0003 Preventive Maintenance - Cranes and Hoists 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4711-HST0004 Preventive Maintenance - Cranes and Hoists 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4711-HST0005 Preventive Maintenance - Cranes and Hoists 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4711-HST0006 Preventive Maintenance - Cranes and Hoists 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4711-HST0007 Preventive Maintenance - Cranes and Hoists 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.
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Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4711-HST0008 Preventive Maintenance - Cranes and Hoists 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4711-HST0009 Preventive Maintenance - Cranes and Hoists 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4711-HST0010 Preventive Maintenance - Cranes and Hoists 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4711-HUM0001 Preventive Maintenance - Humidifier 90-Day Humidifier, Electric Generator Type Check operation and controls.  If any problems are found issue work request

Check canister for mineral build-up
Check fill valve
Check dump valve
Inspect Vapor hoses

PM4711-HUM0002 Preventive Maintenance - Humidifier 90-Day Humidifier, Electric Generator Type Check operation and controls.  If any problems are found issue work request

Check canister for mineral build-up
Check fill valve
Check dump valve
Inspect Vapor hoses

PM4711-HUM0003 Preventive Maintenance - Humidifier 90-Day Humidifier, Electric Generator Type Check operation and controls.  If any problems are found issue work request

Check canister for mineral build-up
Check fill valve
Check dump valve
Inspect Vapor hoses
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PM4711-HUM0004 Preventive Maintenance - Humidifier 90-Day Humidifier, Electric Generator Type Check operation and controls.  If any problems are found issue work request

Check canister for mineral build-up
Check fill valve
Check dump valve
Inspect Vapor hoses

PM4711-HWP0001 Preventive Maintenance -Hot Water Pump 365-Day: Hot Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary
Check drive coupling

PM4711LIGHTS Preventive Maintenance - Exterior Lighting 90-Day Exterior Lighting Inspection Inspect all Exterior Building Lighting
Inspect all Parking Lot Lighting
Report Findings to Electrical Supervisor

PM4711-LTS0001 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4711-LTS0002 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4711-LTS0003 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4711-LTS0004 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4711-LTS0005 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4711-LTS0006 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test
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Check condition of lamps
Check condition of battery

PM4711-LTS0007 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4711-LTS0008 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4711-LTS0009 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4711-LTS0010 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4711-LTS0011 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4711-LTS0012 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4711-LTS0013 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4711-LTS0014 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
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Check condition of battery

PM4711-LTS0015 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4711-LTS0016 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4711-LTS0017 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4711-LTS0018 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4711-LTS0019 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4711-LTS0020 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4711-LTS0021 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4711-LTS0022 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
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Check condition of battery

PM4711-LTS0023 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4711-LTS0024 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4711-LTS0025 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4711-LTS0026 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4711-LTS0027 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4711-LTS0028 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4711-LTS0029 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4711-LTS0030 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
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Check condition of battery

PM4711-LTS0031 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4711-LTS0033 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4711-ODT0001 Preventive Maintenance - Oxygen Detection System 30-Day: Oxygen Detection System, Dry Cell Type Perform visual inspection

Verify ODT is required at this location.  If unit is not needed issue work 
request to remove unit

180-Day: Oxygen Detection System, Dry Cell 
Type

Perform visual inspection

Calibrate system
Check all alarm points
Verify ODT is still required at this location.  If unit is not needed issue work 
request to remove unit

PM4711-ODT0002 Preventive Maintenance - Oxygen Detection System 30-Day: Oxygen Detection System, Dry Cell Type Perform visual inspection

Verify ODT is required at this location.  If unit is not needed issue work 
request to remove unit

180-Day: Oxygen Detection System, Dry Cell 
Type

Perform visual inspection

Calibrate system
Check all alarm points
Verify ODT is still required at this location.  If unit is not needed issue work 
request to remove unit

PM4711-ODT0003 Preventive Maintenance - Oxygen Detection System 30-Day: Oxygen Detection System, Dry Cell Type Perform visual inspection

Verify ODT is required at this location.  If unit is not needed issue work 
request to remove unit

180-Day: Oxygen Detection System, Dry Cell 
Type

Perform visual inspection

Calibrate system
Check all alarm points
Verify ODT is still required at this location.  If unit is not needed issue work 
request to remove unit

PM4711-ODT0004 Preventive Maintenance - Oxygen Detection System 30-Day: Oxygen Detection System, Dry Cell Type Perform visual inspection

30-Day: Oxygen Detection System, Dry Cell Type Verify ODT is required at this location.  If unit is not needed issue work 
request to remove unit

180-Day: Oxygen Detection System, Dry Cell 
Type

Perform visual inspection
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Calibrate system
Check all alarm points
Verify ODT is still required at this location.  If unit is not needed issue work 
request to remove unit

PM4711-ODT0005 Preventive Maintenance - Oxygen Detection System 30-Day: Oxygen Detection System, Dry Cell Type Perform visual inspection

Verify ODT is required at this location.  If unit is not needed issue work 
request to remove unit

180-Day: Oxygen Detection System, Dry Cell 
Type

Perform visual inspection

Calibrate system
Check all alarm points
Verify ODT is still required at this location.  If unit is not needed issue work 
request to remove unit

PM4711-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.
Apply insecticides or poisons as required.
Complete chemical applications records.

PM4711-PMP0002 Preventive Maintenance -  Water Pump 90-Day: Pump Check operation and controls.  If any problems are found issue work request

180-Day: Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary

PM4711-PMP0003 Preventive Maintenance -  Water Pump 90-Day: Pump PM (Day-shift) Check operation and controls.  If any problems are found issue work request

180-Day Pump PM (Day-Shift) Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary

PM4711-PNL0001 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 
(Bobby Collier)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4711-PNL0002 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4711-PNL0003 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4711-PNL0004 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4711-PNL0005 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4711-PNL0006 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times
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Install knockout hole plugs as necessary

PM4711-PNL0007 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 
(Bobby Collier)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4711-PNL0008 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4711-PNL0009 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4711-PNL0010 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4711-PNL0011 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4711-PNL0012 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4711-PNL0013 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4711-PNL0014 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4711-PNL0015 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4711-PNL0016 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4711-PNL0017 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4711-PNL0018 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4711-PNL0019 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4711-PNL0020 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4711-PNL0021 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4711-PNL0022 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times
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Install knockout hole plugs as necessary

PM4711-PNL0023 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 
(Bobby Collier)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4711-PNL0024 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4711-PNL0025 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4711-PNL0026 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4711-PNL0027 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4711-PNL0028 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4711-PNL0029 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4711-PNL0030 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4711-PNL0031 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4711-PNL0032 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4711-PNL0033 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4711-PNL0034 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4711-PNL0035 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4711-PNL0036 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4711-PNL0037 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4711-PNL0038 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times
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Install knockout hole plugs as necessary

PM4711-PNL0039 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 
(Bobby Collier)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4711-PNL0040 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4711-PNL0041 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4711-PNL0042 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4711-PNL0043 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4711-PNL0044 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4711-PNL0045 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4711-PNL0046 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4711-PNL0047 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4711-PNL0048 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4711-PNL0049 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4711-PNL0050 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4711-PNL0051 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4711-PNL0052 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4711-PNL0055 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4711-PNL0056 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times
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Install knockout hole plugs as necessary

PM4711-PNL0057 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 
(Bobby Collier)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4711-PNL0058 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4711-PNL0059 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4711-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4711-ROOF0002 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4711-ROOF0003 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4711-ROOF0004 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4711-RV0001 Preventive Maintenance - Relief Valves 365-Day: Relief Valve PM Service and Tag Relief Valve
PM4711-SHEW0001 Preventive Maintenance - Safety Shower and Eyewash 

Station
30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4711-SHEW0002 Preventive Maintenance - Safety Shower and Eyewash 
Station

30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4711-SHEW0003 Preventive Maintenance - Safety Shower and Eyewash 
Station

30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4711-SPR0001 Preventive Maintenance - Sprinkler System 30-Day: Wet Sprinkler System PM Perform PM
90-Day: Wet Sprinkler System PM Perform PM
365-Day: Wet Sprinkler System PM Perform PM

PM4711-VSC0001 Preventive Maintenance - Variable Speed Controller 365-Day: Variable Speed Controller Check for excessive heat, odors, noise and vibration.
Clean and check the general condition of variable speed drive panel.

PM4711-VSC0002 Preventive Maintenance - Variable Speed Controller 365-Day: Variable Speed Controller Check for excessive heat, odors, noise and vibration.
Clean and check the general condition of variable speed drive panel.

PM4711-VSC0003 Preventive Maintenance - Variable Speed Controller 365-Day: Variable Speed Controller Check for excessive heat, odors, noise and vibration.
Clean and check the general condition of variable speed drive panel.

PM4711-VSC0004 Preventive Maintenance - Variable Speed Controller 365-Day: Variable Speed Controller Check for excessive heat, odors, noise and vibration.
Clean and check the general condition of variable speed drive panel.

PM4711-VSC0005 Preventive Maintenance - Variable Speed Controller 365-Day: Variable Speed Controller Check for excessive heat, odors, noise and vibration.
Clean and check the general condition of variable speed drive panel.

PM4711-VSC0006 Preventive Maintenance - Variable Speed Controller 365-Day: Variable Speed Controller Check for excessive heat, odors, noise and vibration.
Clean and check the general condition of variable speed drive panel.

PM4711-VSC0007 Preventive Maintenance - Variable Speed Controller 365-Day: Variable Speed Controller Check for excessive heat, odors, noise and vibration.
Clean and check the general condition of variable speed drive panel.

PM4711-VSC0008 Preventive Maintenance - Variable Speed Controller 365-Day: Variable Speed Controller Check for excessive heat, odors, noise and vibration.
Clean and check the general condition of variable speed drive panel.

PM4714-ACFLT0001 Preventive Maintenance - Air Compressor Filter Change 365-Day: Air Compressor Filter Change Replace Filter(s) on air compressor unit.
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PM4714-ACFLT0002 Preventive Maintenance - Air Compressor Filter Change 365-Day: Air Compressor Filter Change Replace Filter(s) on air compressor unit.

PM4714-ACMP0001 Preventive Maintenance - Air Compressor Control 90-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check Belts.  Change if necessary.

180-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

365-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change as necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

PM4714-ACMP0002 Preventive Maintenance - Air Compressor Control 90-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check Belts.  Change if necessary.

180-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

365-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change as necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

PM4714-ADRY0001 Preventive Maintenance - Air Dryer 60-Day: Air Dryer, Refrigerant Type (w/o 
Condenser Fan)

Check operation and controls.  If any problems found then issue work 
request.
Drain and flush
Drain water separator

180-Day: Air Dryer, Refrigerant Type (w/o 
Condenser Fan)

Check operation and controls.  If any problems found then issue work 
request.
Drain and flush
Drain water separator
Clean condenser coils

PM4714-BFP0001 Preventive Maintenance - Back Flow Preventer 90-Day: Back Flow Preventer Check Operations
PM4714-CHWP0001 Preventive Maintenance - Chill Water Pump 365-Day Chilled Water Pump Check for proper operation of pump.  If any problems are found issue work 

request
Check for leaks on suction and discharge piping, seals, packing glands; make 
minor repairs as necessary.
Lubricate pump and motor as necessary.
Check drive coupling

PM4714-CHWP0002 Preventive Maintenance - Chill Water Pump 365-Day Chilled Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
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Check for leaks on suction and discharge piping, seals, packing glands; make 
minor repairs as necessary.
Lubricate pump and motor as necessary.
Check drive coupling

PM4714-EROOM0001 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4714-HWP0001 Preventive Maintenance -Hot Water Pump 365-Day: Hot Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary
Check drive coupling

PM4714HWTR0001 Preventive Maintenance - Hot Water Treatment 7-day Hot Water Treatment PM Perform testing on hot water system
Add chemicals if needed

PM4714LIGHTS Preventive Maintenance - Exterior Lighting 90-Day Exterior Lighting Inspection Inspect all Exterior Building Lighting
Inspect all Parking Lot Lighting
Report Findings to Electrical Supervisor

PM4714-LTS0001 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4714-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.
Apply insecticides or poisons as required.
Complete chemical applications records.

PM4714-PNL0001 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 
(Bobby Collier)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4714-PNL0002 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4714-PNL0003 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4714-PNL0004 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4714-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4714-RV0001 Preventive Maintenance - Relief Valves 365-Day: Relief Valve PM Service and Tag Relief Valve
PM4714-RV0002 Preventive Maintenance - Relief Valves 365-Day: Relief Valve PM Service and Tag Relief Valve
PM4714-VSC0001 Preventive Maintenance - Variable Speed Controller 365-Day: Variable Speed Controller Check for excessive heat, odors, noise and vibration.

Clean and check the general condition of variable speed drive panel.
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PM4714-VSC0002 Preventive Maintenance - Variable Speed Controller 365-Day: Variable Speed Controller Check for excessive heat, odors, noise and vibration.

Clean and check the general condition of variable speed drive panel.
PM4715-DOOR0001 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM (w/o lifting cables) Inspect drive mechanism

Inspect brake settings if applicable
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect Mounts to ensure that they are sufficiently sized
Inspect chain drive adjustments
If any problems are found issue work request

PM4715-DXAC0001 Preventive Maintenance - Critical DXAC Unit 90-Day: Critical Direct Expansion Unit Package, 
Split-Type, Air-Cooled, Belt-Driven

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary
Check safety interlocks

180-Day: Critical Direct Expansion Unit Package, 
Split-Type, Air-Cooled, Belt-Driven

Check operation and controls

Check belts, change if necessary
Lubricate condenser fan
Lubricate blower motor
Check and lubricate bearings
Check suction and discharge pressure
Check safety interlocks
Clean condenser and evaporator coils

PM4715-DXAC0002 Preventive Maintenance - Critical DXAC Unit 90-Day: Critical Direct Expansion Unit Package, 
Split-Type, Air-Cooled, Belt-Driven

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary
Check safety interlocks

180-Day: Critical Direct Expansion Unit Package, 
Split-Type, Air-Cooled, Belt-Driven

Check operation and controls

Check belts, change if necessary
Lubricate condenser fan
Lubricate blower motor
Check and lubricate bearings
Check suction and discharge pressure
Check safety interlocks
Clean condenser and evaporator coils

PM4715-EAF0001 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan, Direct-Drive Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
If any problems are found issue work request

PM4715-FAS0001 Preventive Maintenance - Fire Alarm System 30-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions

180-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions
Verify operation of all pull stations and bells
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Clean, test, and calibrate smoke detectors if applicable

PM4715-FILT0001 Preventive Maintenance - Filters 30-Day: Filter PM Check Filters, change if necessary
PM4715-FILT0002 Preventive Maintenance - Filters 30-Day: Filter PM Check Filters, change if necessary
PM4715LIGHTS Preventive Maintenance - Exterior Lighting 90-Day Exterior Lighting Inspection Inspect all Exterior Building Lighting

Inspect all Parking Lot Lighting
Report Findings to Electrical Supervisor

PM4715-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.
Apply insecticides or poisons as required.
Complete chemical applications records.

PM4715-PNL0001 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 
(Bobby Collier)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4715-PNL0002 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4715-PNL0003 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4715-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4715-ROOF0002 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4715-ROOF0003 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4715-SH0001 Preventive Maintenance - Safety Shower 30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4715-SH0002 Preventive Maintenance - Safety Shower 30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4715-SPR0001 Preventive Maintenance - Sprinkler System 30-Day: Wet Sprinkler System PM Perform PM
90-Day: Wet Sprinkler System PM Perform PM
365-Day: Wet Sprinkler System PM Perform PM

PM4716-DXAC0001 Preventive Maintenance - Direct Expansion AC Unit 90-Day: DX Unit Package, Stand-Alone or Split-
Type, Air-Cooled, Direct-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

180-Day: DX Unit Package, Stand-Alone or Split-
Type, Air-Cooled, Thru The Wall Unit (W/ Sealed 
condenser fan and blower motor

Check operation and controls.  If any problems are found issue work request

365-Day: DX Unit Package, Stand-Alone or Split-
Type, Air-Cooled, Direct-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

Clean condenser and evaporator coils
Check safety interlocks

PM4716-FILT0001 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4716-HWP0001 Preventive Maintenance - Hot Water Pump 365-Day: Hot Water Pump Check for proper operation of pump.  If any problems are found issue work 

request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
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Lubricate pump and motor as necessary
Check drive coupling

PM4716-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.
Apply insecticides or poisons as required.
Complete chemical applications records.

PM4716-PNL0001 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 
(Bobby Collier)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4716-PNL0002 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4716-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4716-ROOF0002 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4716-ROOF0003 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4716-ROOF0004 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4716-ROOF0005 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4718-1-AH0006 Preventive Maintenance - Air Handling Unit 112-Day: Air Handling Unit, (Day-Shift) Check controls and unit for proper operation.  If any problems are found 

issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; replace/adjust as 
necessary.

PM4718-1-AH0007 Preventive Maintenance - Air Handling Unit 112-Day: Air Handling Unit, (Day-Shift) Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; replace/adjust as 
necessary.

PM4718-1-AH0013 Preventive Maintenance - Air Handling Unit 112-Day: Air Handling Unit, (Day-Shift) Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; replace/adjust as 
necessary.

PM4718-1-CHLR0001 Preventive Maintenance - Water Chiller 365-Day: Chiller, Air-Cooled Check unit's evaporator and condenser pressures.
Check fan motor if applicable for excessive noise and vibration.
Check oil temperature
Check compressor oil level.
Lubricate condenser fan motors as necessary
Run system control tests.
Perform refrigerant leak check.
Check refrigerant charge/level, add as necessary
Check compressor for excessive noise/vibration.
Check sensor and mechanical safety limits.
Replace oil and oil filters(s).
Inspect safety relief valve.
Run an insulation test on the motor.
Check (IR Scan) and tighten motor terminals.
Service chiller starter and check all controls and terminations.
Clean condenser
Clean evaporator tubes if available
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PM4718-1-CHWP0001 Preventive Maintenance - Chill Water Pump 365-Day Chilled Water Pump Check for proper operation of pump.  If any problems are found issue work 

request
Check for leaks on suction and discharge piping, seals, packing glands; make 
minor repairs as necessary.
Lubricate pump and motor as necessary.
Check drive coupling

PM4718-1-CHWP0002 Preventive Maintenance - Chill Water Pump 365-Day Chilled Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands; make 
minor repairs as necessary.
Lubricate pump and motor as necessary.
Check drive coupling

PM4718-1-DOOR0001 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM (w/o lifting cables) Inspect drive mechanism
Inspect brake settings if applicable
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect Mounts to ensure that they are sufficiently sized
Inspect chain drive adjustments
If any problems are found issue work request

PM4718-1-FILT0001 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4718-1-FILT0002 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4718-1-FILT0003 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4718-1-HST0001 Preventive Maintenance - Cranes and Hoists 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4718-1-HUM0001 Preventive Maintenance - Humidifier 90-Day Humidifier, Electric Generator Type Check operation and controls.  If any problems are found issue work request

Check canister for mineral build-up
Check fill valve
Check dump valve
Inspect Vapor hoses

PM4718-1-HUM0002 Preventive Maintenance - Humidifier 90-Day Humidifier, Electric Generator Type Check operation and controls.  If any problems are found issue work request

Check canister for mineral build-up
Check fill valve
Check dump valve
Inspect Vapor hoses

PM4718-1-ODT0001 Preventive Maintenance - Oxygen Detection System 180-Day: Oxygen Detection System, Dry Cell 
Type

Perform visual inspection

Calibrate system
Check all alarm points
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Verify ODT is still required at this location.  If unit is not needed issue work 
request to remove unit

30-Day Oxygen Detection System, Wet Cell Type Inspect system and calibrate

Check water levels if applicable, add if necessary
Verify ODT is still required at this location.  If unit is no longer needed issue 
work request to remove unit

PM4718-1-ODT0002 Preventive Maintenance - Oxygen Detection System 30-Day Oxygen Detection System, Wet Cell Type Inspect system and calibrate

Check water levels if applicable, add if necessary
Verify ODT is still required at this location.  If unit is no longer needed issue 
work request to remove unit

PM4718-1-PNL0001 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 
(Bobby Collier)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4718-1-PNL0002 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4718-1-PNL0003 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4718-1-PNL0004 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4718-1-PNL0005 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4718-1-PNL0006 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4718-1-PNL0007 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4718-1-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4718-1-SHEW0001 Preventive Maintenance - Safety Shower and Eyewash 

Station
30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4718-2-AH0002 Preventive Maintenance - Air Handling Unit 112-Day: Air Handling Unit, (Day-Shift) Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; replace/adjust as 
necessary.

PM4718-2-DOOR0001 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM Inspect lifting cables
Inspect drive mechanism
Inspect brake settings if applicable.
Check master link on chains
Visually inspect alignment of tracks
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Lubricate tracks as necessary
Inspect chain drive adjustments
If any problems are found issue work request

PM4718-2-FILT0001 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4718-2-HUM0001 Preventive Maintenance - Humidifier 90-Day Humidifier, Electric Generator Type Check operation and controls.  If any problems are found issue work request

Check canister for mineral build-up
Check fill valve
Check dump valve
Inspect Vapor hoses

PM4718-2-ODT0001 Preventive Maintenance - Oxygen Detection System 30-Day Oxygen Detection System, Wet Cell Type Inspect system and calibrate

Check water levels if applicable, add if necessary
Verify ODT is still required at this location.  If unit is no longer needed issue 
work request to remove unit

PM4718-2-ODT0002 Preventive Maintenance - Oxygen Detection System 30-Day Oxygen Detection System, Wet Cell Type Inspect system and calibrate

Check water levels if applicable, add if necessary
Verify ODT is still required at this location.  If unit is no longer needed issue 
work request to remove unit

PM4718-2-PNL0001 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 
(Bobby Collier)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4718-2-PNL0002 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4718-2-PNL0003 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4718-2-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4718-3-ATS0001 Preventive Maintenance - Auto Transfer Switch 180-Day: Auto Transfer Switch Check automatic operation and controls

365-Day: Auto Transfer Switch Check automatic operation and controls
Clean equipment
Perform Infrared Inspection to check all contacts and connections
If temperatures of over 121 degrees F noticed, connection must be 
repaired/tightened.

PM4718-3-DOOR0001 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM (w/o lifting cables) Inspect drive mechanism
Inspect brake settings if applicable
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect Mounts to ensure that they are sufficiently sized
Inspect chain drive adjustments
If any problems are found issue work request

PM4718-3-DXAC0001 Preventive Maintenance - Direct Expansion AC Unit 90-Day: Direct Expansion Unit Package, Stand-
Alone or Split-Type, Air-Cooled, Direct-Driven

Check operation and controls.  If any problems are found issue work request.

Lubricate condenser fan as necessary
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Lubricate blower motor as necessary

365-Day: Direct Expansion Unit Package, Stand-
Alone or Split-Type, Air-Cooled, Direct-Driven

Check operation and controls.  If any problems are found issue work request

Lubricate condenser fan as necessary
Lubricate blower motor as necessary
Check suction and discharge pressure
Clean condenser and evaporator coils
Check safety interlocks

PM4718-3-FILT0001 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4718-3-GEN0001 Preventive Maintenance - Emergency Generator 30-Day: Generator Notify building manager of intent to perform generator maintenance prior to 

operating generator.
Seal off all necessary components of building ventilation system in order to 
prevent entry of fumes into building.
Check operation and controls.  If any problems are found issue work request

Check filters if applicable, change if necessary
Check belts if applicable, change if necessary.
Check coolant if applicable, add or change if necessary.
Check stop switch and emergency alarm bell.
Lubricate as necessary
Tighten all bolts
Check oil, add or change if necessary
Check voltage.
Check battery
Check connections and battery charger
Verify day tank's fuel level is topped off between float ranges, if applicable.

90-Day: Generator Notify building manager of intent to perform generator maintenance prior to 
operating generator.
Seal off all necessary components of building ventilation system in order to 
prevent entry of fumes into building.
Check operation and controls.  If any problems are found issue work request

Check filters if applicable, change if necessary
Check belts if applicable, change if necessary.
Check coolant if applicable, add or change if necessary.
Check stop switch and emergency alarm bell.
Lubricate as necessary
Tighten all bolts
Check oil, add or change if necessary
Check voltage.
Check battery
Check connections and battery charger
Check generator output
Verify day tank's fuel level is topped off between float ranges, if applicable.

365-Day: Generator Notify building manager of intent to perform generator maintenance prior to 
operating generator.
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Seal off all necessary components of building ventilation system in order to 
prevent entry of fumes into building.
Check operation and controls.  If any problems are found issue work request

Check filters if applicable, change if necessary
Check belts if applicable, change if necessary.
Check coolant if applicable, add or change if necessary.
Check stop switch and emergency alarm bell.
Lubricate as necessary
Tighten all bolts
Check oil, add or change if necessary
Check voltage.
Check battery
Check connections and battery charger
Check generator output
Winterize system
Verify continuity of generator ground, including the fuel tank ground
Verify day tank's fuel level is topped off between float ranges, if applicable.

PM4718-3-ODT0001 Preventive Maintenance - Oxygen Detection System 30-Day: Oxygen Detection System, Dry Cell Type Perform visual inspection

Verify ODT is required at this location.  If unit is not needed issue work 
request to remove unit

180-Day: Oxygen Detection System, Dry Cell 
Type

Perform visual inspection

Calibrate system
Check all alarm points
Verify ODT is still required at this location.  If unit is not needed issue work 
request to remove unit

PM4718-3-PNL0001 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 
(Bobby Collier)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4718-3-PNL0002 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4718-3-PNL0003 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4718-3-PNL0004 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4718-3-PNL0005 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4718-3-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4718-3-SPR0001 Preventive Maintenance - Sprinkler System 30-Day: Wet Sprinkler System PM Perform PM

90-Day: Wet Sprinkler System PM Perform PM
365-Day: Wet Sprinkler System PM Perform PM
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PM4718-AH0001 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation

Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4718-AH0002 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4718-AH0003 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4718-AH0004 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4718-AH0005 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4718-AH0006 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4718-AH0009 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4718-AH0011 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4718-AH0012 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4718-ATS0001 Preventive Maintenance - Auto Transfer Switch 180-Day: Auto Transfer Switch Check automatic operation and controls
365-Day: Auto Transfer Switch Check automatic operation and controls

Clean equipment
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Perform Infrared Inspection to check all contacts and connections
If temperatures of over 121 degrees F noticed, connection must be 
repaired/tightened.

PM4718-ATS0002 Preventive Maintenance - Auto Transfer Switch 180-Day: Auto Transfer Switch Check automatic operation and controls
365-Day: Auto Transfer Switch Check automatic operation and controls

Clean equipment
Perform Infrared Inspection to check all contacts and connections
If temperatures of over 121 degrees F noticed, connection must be 
repaired/tightened.

PM4718-BATB0001 Preventive Maintenance - Battery Bank 30-Day: Battery Bank, Sealed Check connections
Clean and lubricate terminals
Clean battery if necessary

PM4718-BFP0001 Preventive Maintenance - Back Flow Preventer 90-Day: Back Flow Preventer Check Operations
PM4718-BLR0001 Preventive Maintenance - Steam Boiler 30-Day: Boiler, Steam, Building 4718 Clean control box

Check for leaks
Check thermocoupling
Check chemical controls and water analysis
Lift safety valves, check dampers and stack
Clean boiler area if necessary

90-Day: Boiler, Steam Building 4718 Clean control box
Check for leaks
Inspect thermocoupling
Check chemical controls and water analysis
Lift safety valves, check dampers and stack
Clean interior and exterior of boiler
Check turbine flues and clean furnace
Clean burner, filters and strainers
Check flow or limit switches
Clean out water leg on limit controls

PM4718-CC0001 Preventive Maintenance - Condenser Water 90-Day: Condenser Water Check for corrosion
PM4718-CC0002 Preventive Maintenance - Condenser Water 90-Day: Condenser Water Check for corrosion
PM4718-CCTWR0001 Preventive Maintenance - Cooling Tower 180-Day: Cooling Tower Cleaning Contact HVAC Crew for Support.

Clean and Inspect Hot Water Basin.
clean inside of water tower using water hose, if required; scrape, brush and 
wipe as required;

PM4718-CHLR0001 Preventive Maintenance - Water Chiller 365-Day: Chiller, Centrifugal, Water-Cooled Check unit's evaporator and condenser pressures, oil tank pressure, 
differential oil pressure, and discharge oil pressure.
Check oil level in chiller oil sump.
Check oil temperature
Check dehydrator or purge system; replace purge filter and inspect sight 
glass, replace if needed.
Run system control tests
Check refrigerant charge/level, add as necessary.
Check compressor for excessive noise/virbration.
Check sensor and mechanical safety limits.
Clean dehydrator float valve.
Perform spectrochemical analysis of compressor oil.
Replace oil and oil filter(s)
Inspect cooler and condenser tubes for leaks.
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Inspect utility vessel vent piping and safety relief valve.
Inspect/clean the economizer (vane), gas line damper valve, and actuator 
arm.
Run an insulation test on the motor.
Check (IR Scan) and tighten motor terminals.
Service chiller starter and check all controls and terminations.

PM4718-CHWP0001 Preventive Maintenance - Chill Water Pump 365-Day Chilled Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands; make 
minor repairs as necessary.
Lubricate pump and motor as necessary.
Check drive coupling

PM4718-CHWP0002 Preventive Maintenance - Chill Water Pump 365-Day Chilled Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands; make 
minor repairs as necessary.
Lubricate pump and motor as necessary.
Check drive coupling

PM4718-CRN0001 Preventive Maintenance - Crane 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4718CTTR0001 Preventive Maintenance - Cooling Tower Water Treatment 30-day Cooling Tower Water Treatment PM Perform testing on Cooling tower water system

Add chemicals if needed
PM4718-CTWR0001 Preventive Maintenance - Cooling Tower 90-Day: Cooling Tower Lubricate as necessary

Check oil, add or change if necessary
Check coupling and drives

180-Day: Cooling Tower Check operation of unit for water leaks, noise or vibration.  If any problems 
found issue work request.
Check electrical wiring and connections; make appropriate adjustments.

Drain and flush could water sump and clean strainers; if required.
Refill with water, check make-up water assembly for leakage, adjust 
electronic level controls if necessary.
Remove clean and reinstall conductivity and ph electrodes in chemical water 
treatment system.

PM4718-CTWRC0001 Preventive Maintenance - Cooling Tower Controls 90-Day: Cooling Tower Controls Inspect and calibrate controls
Clean controls if necessary

PM4718-CWP0001 Preventive Maintenance -Condenser Water Pump 365-Day Condenser Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands; make 
minor repairs as necessary.
Lubricate pump and motor as necessary.
Check drive coupling.
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PM4718-CWP0002 Preventive Maintenance -Condenser Water Pump 365-Day Condenser Water Pump Check for proper operation of pump.  If any problems are found issue work 

request
Check for leaks on suction and discharge piping, seals, packing glands; make 
minor repairs as necessary.
Lubricate pump and motor as necessary.
Check drive coupling.

PM4718CWTR0001 Preventive Maintenance - Chilled  Water Treatment 7-day Chilled Water Treatment PM Perform testing on chilled water system
Add chemicals if needed

PM4718CWTR0002 Preventive Maintenance - Chilled  Water Treatment 7-day Chilled Water Treatment PM Perform testing on chilled water system
Add chemicals if needed

PM4718-DOOR0001 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM (w/o lifting cables) Inspect drive mechanism
Inspect brake settings if applicable
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect Mounts to ensure that they are sufficiently sized
Inspect chain drive adjustments
If any problems are found issue work request

PM4718-DOOR0002 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM (w/o lifting cables) Inspect drive mechanism
Inspect brake settings if applicable
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect Mounts to ensure that they are sufficiently sized
Inspect chain drive adjustments
If any problems are found issue work request

PM4718-DOOR0003 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM (w/o lifting cables) Inspect drive mechanism
Inspect brake settings if applicable
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect Mounts to ensure that they are sufficiently sized
Inspect chain drive adjustments
If any problems are found issue work request

PM4718-EAF0001 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan (Day-Shift) Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate if necessary
Check belts for wear, tension, and alignment, if applicalbe; adjust as 
required.
If any problems are found issue work request

PM4718-EAF0002 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan (Day-Shift) Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate if necessary
Check belts for wear, tension, and alignment, if applicalbe; adjust as 
required.
If any problems are found issue work request

PM4718-ELEV0001 Preventive Maintenance - Hydraulic Elevator 30-Day: Hydraulic Elevator with Automatic Gate Check and clean all electrical panels

Verify operation of emergency telephone
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Inspect hoistways and car top
Check oil reservoir
Check sensitivity of door closure pressure

PM4718-EW0001 Preventive Maintenance - EyeWash 30-Day: Safety Shower & Eyewash Station (Air-
charged)

Check operation and controls.  If any problems are found issue work request

Check saline solution level, add as necessary
Verify proper air pressure
Date and initial inspection tag

180-Day: Safety Shower & Eyewash Station (Air-
charged)

Check operation and controls.  If any problems are found issue work request

Change saline solution
Repressurize tank
Date and initial inspection tag

PM4718-FAS0001 Preventive Maintenance - Fire Alarm System 30-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions

180-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions
Verify operation of all pull stations and bells
Clean, test, and calibrate smoke detectors if applicable

PM4718-FILT0001 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4718-FILT0002 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4718-FILT0003 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4718-FILT0004 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4718-FILT0005 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4718-FILT0006 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4718-FILT0007 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4718-FILT0008 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4718-FILT0009 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4718-FIRP0001 Preventive Maintenance -Fire Pump - Millwright 90-Day: Millwright PM for Fire Pump Change oil after 50 hours of operation

Change oil filter after 50 hours of operation
Verify that shaft seals are  dripping water properly ( 1 drop per second)

Verify that the system is free of vibration or unusual noise
Verify that the packing boxes, bearings, pump casing are free of overheating

PM4718-FWP0001 Preventive Maintenance -Feed Water Pump 30-Day: Feed Water Pump Check operation and controls.  If any problems are found issue work request

180-Day: Feed WaterPump Check operation and controls.  If any problems are found issue work request

Lubricate as necessary
Check coupling and drives

PM4718-FWP0002 Preventive Maintenance -Feed Water Pump 30-Day: Feed Water Pump Check operation and controls.  If any problems are found issue work request

180-Day: Feed WaterPump Check operation and controls.  If any problems are found issue work request

Lubricate as necessary
Check coupling and drives
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PM4718-GEN0002 Preventive Maintenance - Emergency Generator 30-Day: Generator Notify building manager of intent to perform generator maintenance prior to 

operating generator.
Seal off all necessary components of building ventilation system in order to 
prevent entry of fumes into building.
Check operation and controls.  If any problems are found issue work request

Check filters if applicable, change if necessary
Check belts if applicable, change if necessary.
Check coolant if applicable, add or change if necessary.
Check stop switch and emergency alarm bell.
Lubricate as necessary
Tighten all bolts
Check oil, add or change if necessary
Check voltage.
Check battery
Check connections and battery charger
Verify day tank's fuel level is topped off between float ranges, if applicable.

90-Day: Generator Notify building manager of intent to perform generator maintenance prior to 
operating generator.
Seal off all necessary components of building ventilation system in order to 
prevent entry of fumes into building.
Check operation and controls.  If any problems are found issue work request

Check filters if applicable, change if necessary
Check belts if applicable, change if necessary.
Check coolant if applicable, add or change if necessary.
Check stop switch and emergency alarm bell.
Lubricate as necessary
Tighten all bolts
Check oil, add or change if necessary
Check voltage.
Check battery
Check connections and battery charger
Check generator output
Verify day tank's fuel level is topped off between float ranges, if applicable.

365-Day: Generator Notify building manager of intent to perform generator maintenance prior to 
operating generator.
Seal off all necessary components of building ventilation system in order to 
prevent entry of fumes into building.
Check operation and controls.  If any problems are found issue work request

Check filters if applicable, change if necessary
Check belts if applicable, change if necessary.
Check coolant if applicable, add or change if necessary.
Check stop switch and emergency alarm bell.
Lubricate as necessary
Tighten all bolts
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Check oil, add or change if necessary
Check voltage.
Check battery
Check connections and battery charger
Check generator output
Winterize system
Verify continuity of generator ground, including the fuel tank ground
Verify day tank's fuel level is topped off between float ranges, if applicable.

PM4718-HST0001 Preventive Maintenance - Cranes and Hoists 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4718-HST0002 Preventive Maintenance - Cranes and Hoists 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4718-HST0003 Preventive Maintenance - Cranes and Hoists 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4718-HST0004 Preventive Maintenance - Cranes and Hoists 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4718-HWP0001 Preventive Maintenance - Hot Water Pump 365-Day: Hot Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary
Check drive coupling

PM4718-HWP0002 Preventive Maintenance - Hot Water Pump 365-Day: Hot Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
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Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary
Check drive coupling

PM4718-HWP0003 Preventive Maintenance -Hot Water Pump 365-Day: Hot Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary
Check drive coupling

PM4718HWTR0001 Preventive Maintenance - Hot Water Treatment 7-day Hot Water Treatment PM Perform testing on hot water system
Add chemicals if needed

PM4718-LIFT0001 Preventive Maintenance - Cranes and Hoists 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4718LIGHTS Preventive Maintenance - Exterior Lighting 90-Day Exterior Lighting Inspection Inspect all Exterior Building Lighting
Inspect all Parking Lot Lighting
Report Findings to Electrical Supervisor

PM4718-ODT0001 Preventive Maintenance - Oxygen Detection System 30-Day: Oxygen Detection System, Dry Cell Type Perform visual inspection

Verify ODT is required at this location.  If unit is not needed issue work 
request to remove unit

180-Day: Oxygen Detection System, Dry Cell 
Type

Perform visual inspection

Calibrate system
Check all alarm points
Verify ODT is still required at this location.  If unit is not needed issue work 
request to remove unit

PM4718-ODT0002 Preventive Maintenance - Oxygen Detection System 30-Day: Oxygen Detection System, Dry Cell Type Perform visual inspection

Verify ODT is required at this location.  If unit is not needed issue work 
request to remove unit

180-Day: Oxygen Detection System, Dry Cell 
Type

Perform visual inspection

Calibrate system
Check all alarm points
Verify ODT is still required at this location.  If unit is not needed issue work 
request to remove unit

PM4718-ODT0003 Preventive Maintenance - Oxygen Detection System 30-Day: Oxygen Detection System, Dry Cell Type Perform visual inspection

Verify ODT is required at this location.  If unit is not needed issue work 
request to remove unit

180-Day: Oxygen Detection System, Dry Cell 
Type

Perform visual inspection
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Calibrate system
Check all alarm points
Verify ODT is still required at this location.  If unit is not needed issue work 
request to remove unit

PM4718-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.
Apply insecticides or poisons as required.
Complete chemical applications records.

PM4718-PNL0001 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 
(Bobby Collier)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4718-PNL0002 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4718-PNL0003 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4718-PNL0004 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4718-PNL0005 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4718-PNL0006 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4718-PNL0007 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4718-PNL0008 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4718-PNL0009 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4718-PNL0010 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4718-PNL0011 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4718-PNL0012 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4718-PNL0013 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4718-PNL0014 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times
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Install knockout hole plugs as necessary

PM4718-PNL0015 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 
(Bobby Collier)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4718-PNL0016 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4718-PNL0017 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4718-PNL0018 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4718-PNL0019 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4718-PNL0020 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4718-PNL0021 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4718-PNL0022 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4718-PNL0023 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4718-PNL0024 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4718-PNL0025 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4718-PNL0026 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4718-PNL0027 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4718-PNL0028 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4718-PNL0029 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4718-PNL0030 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times
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Install knockout hole plugs as necessary

PM4718-PNL0031 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 
(Bobby Collier)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4718-PNL0032 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4718-PNL0033 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4718-RCHLR0001 Preventive Maintenance - Operate Water Chiller 30-Day: Chiller, Operational Test Transfer Chilled Water Load from Central Plant to Local Chiller and Operate 

for 24 Hour period.
Report any Noted Deficiencies.

PM4718-RMON0001 Preventive Maintenance - Refrigerant Monitoring System 90-Day: HCFC Refrigerant Monitoring System Notify UCS that system will be under test before performing maintenance on 
system
Check Calibration of each sensor, Recalibrate as necessary
Check/Verify operation of safety equipment (audio/visual warning 
equipment, exhaust ventilation equipment)
Note any sensors that required adjustment

PM4718-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4718-ROOF0002 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4718-ROOF0003 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4718-ROOF0004 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4718-ROOF0005 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4718-ROOF0006 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4718-ROOF0007 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4718-ROOF0008 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4718-SAF0001 Preventive Maintenance - Supply Air Fan 90-Day: Supply or Return Air Fan (Night-Shift) Check operation and controls

180-Day: Supply or Return Air Fan (Night-Shift) Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate as necessary

PM4718-SAF0002 Preventive Maintenance - Supply Air Fan 90-Day: Supply or Return Air Fan (Night-Shift) Check operation and controls

180-Day: Supply or Return Air Fan (Night-Shift) Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate as necessary

PM4718-SAF0003 Preventive Maintenance - Supply Air Fan 90-Day: Supply or Return Air Fan (Night-Shift) Check operation and controls

180-Day: Supply or Return Air Fan (Night-Shift) Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate as necessary

PM4718-SAF0004 Preventive Maintenance - Supply Air Fan 90-Day: Supply or Return Air Fan (Night-Shift) Check operation and controls
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180-Day: Supply or Return Air Fan (Night-Shift) Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate as necessary

PM4718-SAF0005 Preventive Maintenance - Supply Air Fan 90-Day: Supply or Return Air Fan (Night-Shift) Check operation and controls

180-Day: Supply or Return Air Fan (Night-Shift) Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate as necessary

PM4718-SAF0006 Preventive Maintenance - Supply Air Fan 90-Day: Supply or Return Air Fan (Night-Shift) Check operation and controls

180-Day: Supply or Return Air Fan (Night-Shift) Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate as necessary

PM4718-SAF0007 Preventive Maintenance - Supply Air Fan 90-Day: Supply or Return Air Fan (Night-Shift) Check operation and controls

180-Day: Supply or Return Air Fan (Night-Shift) Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate as necessary

PM4718-SAF0008 Preventive Maintenance - Supply Air Fan 90-Day: Supply or Return Air Fan (Night-Shift) Check operation and controls

180-Day: Supply or Return Air Fan (Night-Shift) Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate as necessary

PM4718-SAF0009 Preventive Maintenance - Supply Air Fan 90-Day: Supply or Return Air Fan (Night-Shift) Check operation and controls

180-Day: Supply or Return Air Fan (Night-Shift) Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate as necessary

PM4718-SAF0010 Preventive Maintenance - Supply Air Fan 90-Day: Supply or Return Air Fan (Night-Shift) Check operation and controls

180-Day: Supply or Return Air Fan (Night-Shift) Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate as necessary

PM4718-SAF0011 Preventive Maintenance - Supply Air Fan 90-Day: Supply or Return Air Fan (Night-Shift) Check operation and controls

180-Day: Supply or Return Air Fan (Night-Shift) Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate as necessary

PM4718-SAF0012 Preventive Maintenance - Supply Air Fan 90-Day: Supply or Return Air Fan (Night-Shift) Check operation and controls
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180-Day: Supply or Return Air Fan (Night-Shift) Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate as necessary

PM4718-SAF0013 Preventive Maintenance - Supply Air Fan 90-Day: Supply or Return Air Fan (Night-Shift) Check operation and controls

180-Day: Supply or Return Air Fan (Night-Shift) Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate as necessary

PM4718-SAF0014 Preventive Maintenance - Supply Air Fan 90-Day: Supply or Return Air Fan (Night-Shift) Check operation and controls

180-Day: Supply or Return Air Fan (Night-Shift) Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate as necessary

PM4718-SAF0015 Preventive Maintenance - Supply Air Fan 90-Day: Supply or Return Air Fan (Night-Shift) Check operation and controls

180-Day: Supply or Return Air Fan (Night-Shift) Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate as necessary

PM4718-SHEW0001 Preventive Maintenance - Safety Shower and Eyewash 
Station

30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4718-SPMP001A Preventive Maintenance - Sewage Pump 90-Day: Pump Check operation and controls.  If any problems are found issue work request

PM4718-SPMP001B Preventive Maintenance - Sewage Pump 90-Day: Pump Check operation and controls.  If any problems are found issue work request

PM4718-SPR0001 Preventive Maintenance - Sprinkler System 30-Day: Wet Sprinkler System PM Perform PM
90-Day: Wet Sprinkler System PM Perform PM
365-Day: Wet Sprinkler System PM Perform PM

PM4718-SPR0002 Preventive Maintenance - Sprinkler System 30-Day: Dry Sprinkler System PM Perform PM
90-Day: Dry Sprinkler System PM Perform PM
365-Day: Dry Sprinkler System PM Perform PM

PM4718-UPS0001 Preventive Maintenance - UPS Power System 90-Day: UPS System Perform visual safety check
Check amperage and voltage

180-Day: UPS System Perform visual safety check
Check amperage and voltage
Check operation and controls

365-Day: UPS System Perform visual safety check
Check amperage and voltage
Check operation and controls
Check termination points
Inspect and clean all modules

PM4718-VSC0001 Preventive Maintenance - Variable Speed Controller 365-Day: Variable Speed Controller Check for excessive heat, odors, noise and vibration.
Clean and check the general condition of variable speed drive panel.
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PM4720-DOOR0001 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM (w/o lifting cables) Inspect drive mechanism

Inspect brake settings if applicable
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect Mounts to ensure that they are sufficiently sized
Inspect chain drive adjustments
If any problems are found issue work request

PM4720-DOOR0002 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM (w/o lifting cables) Inspect drive mechanism
Inspect brake settings if applicable
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect Mounts to ensure that they are sufficiently sized
Inspect chain drive adjustments
If any problems are found issue work request

PM4720-DXAC0001 Preventive Maintenance - Direct Expansion AC Unit 60-Day: Walk-In Coolers and Freezers, Direct 
Expansion Units

Check operation and controls.  If any problems are found issue work request

Lubricate condenser fan motor as necessary
Clean condenser and evaporator coils

180-Day: Walk-In Coolers and Freezers, Direct 
Expansion Units

Check operation and controls.  If any problems are found issue work request.

Lubricate condenser fan motor as necessary
Clean condenser and evaporator coils

PM4720-DXAC0002 Preventive Maintenance - Direct Expansion AC Unit 60-Day: Walk-In Coolers and Freezers, Direct 
Expansion Units

Check operation and controls.  If any problems are found issue work request

Lubricate condenser fan motor as necessary
Clean condenser and evaporator coils

180-Day: Walk-In Coolers and Freezers, Direct 
Expansion Units

Check operation and controls.  If any problems are found issue work request.

Lubricate condenser fan motor as necessary
Clean condenser and evaporator coils

PM4720-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.
Apply insecticides or poisons as required.
Complete chemical applications records.

PM4720-PNL0001 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 
(Bobby Collier)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4720-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4723-ACFLT0001 Preventive Maintenance - Air Compressor Filter Change 365-Day: Air Compressor Filter Change Replace Filter(s) on air compressor unit.

PM4723-ACFLT0002 Preventive Maintenance - Air Compressor Filter Change 365-Day: Air Compressor Filter Change Replace Filter(s) on air compressor unit.

PM4723-ACFLT0003 Preventive Maintenance - Air Compressor Filter Change 365-Day: Air Compressor Filter Change Replace Filter(s) on air compressor unit.

PM4723-ACMP0001 Preventive Maintenance - Air Compressor Control 90-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
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Check Belts.  Change if necessary.

180-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

365-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change as necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

PM4723-ACMP0002 Preventive Maintenance - Air Compressor Control 90-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check Belts.  Change if necessary.

180-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

365-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change as necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

PM4723-ACMP0003 Preventive Maintenance - Air Compressor Sprinkler 90-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check Belts.  Change if necessary.

180-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

365-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change as necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

PM4723-AH0001 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4723-AH0002 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.
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PM4723-AH0003 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 

issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4723-AH0004 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4723-EAF0001 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4723-FAS0001 Preventive Maintenance - Fire Alarm System 30-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions

180-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions
Verify operation of all pull stations and bells
Clean, test, and calibrate smoke detectors if applicable

PM4723-FID0001 Preventive Maintenance - Field Interface Device 90-Day Field Interface Device Change filters if necessary
PM4723-FILT001A Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4723-FILT002A Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4723-FILT003A Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4723-FILT004A Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4723-HWP001A Preventive Maintenance -Hot Water Pump 365-Day: Hot Water Pump Check for proper operation of pump.  If any problems are found issue work 

request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary
Check drive coupling

PM4723-HWP001B Preventive Maintenance -Hot Water Pump 365-Day: Hot Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary
Check drive coupling

PM4723LIGHTS Preventive Maintenance - Exterior Lighting 90-Day Exterior Lighting Inspection Inspect all Exterior Building Lighting
Inspect all Parking Lot Lighting
Report Findings to Electrical Supervisor

PM4723-LTS0001 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
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Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4723-LTS0002 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4723-LTS0003 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4723-LTS0005 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4723-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.
Apply insecticides or poisons as required.
Complete chemical applications records.

PM4723-PNL0001 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 
(Bobby Collier)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4723-PNL0002 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4723-PNL0003 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4723-PNL0004 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4723-PNL0005 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary



NNM08AA54C
ATTACHMENT J-24

PREVENTIVE MAINTENANCE

Page 1103 of 1447

PMNUM PM DESCRIPTION  TASK DESCRIPTION
PM4723-PNL0006 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4723-PNL0007 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4723-PNL0008 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4723-PNL0009 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4723-PNL0010 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4723-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4723-ROOF0002 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4723-ROOF0003 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4723-ROOF0004 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4723-ROOF0005 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4723-ROOF0006 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4723-ROOF0007 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4723-RV0001 Preventive Maintenance - Relief Valves 365-Day: Relief Valve PM Service and Tag Relief Valve
PM4723-RV0002 Preventive Maintenance - Relief Valves 365-Day: Relief Valve PM Service and Tag Relief Valve
PM4723-RV0003 Preventive Maintenance - Relief Valves 365-Day: Relief Valve PM Service and Tag Relief Valve
PM4723-SPR0001 Preventive Maintenance - Sprinkler System 30-Day: Dry Sprinkler System PM Perform PM

90-Day: Dry Sprinkler System PM Perform PM
365-Day: Dry Sprinkler System PM Perform PM

PM4727-AH0001 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4727-AH0002 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4727-AH0003 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4727-AH0004 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable
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PM4727-EROOM0001 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.

Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4727-EROOM0002 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4727-FAS0001 Preventive Maintenance - Fire Alarm System 30-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions

180-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions
Verify operation of all pull stations and bells
Clean, test, and calibrate smoke detectors if applicable

PM4727-FILT0001 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4727-FILT0002 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4727-FILT0003 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4727-FILT0004 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4727LIGHTS Preventive Maintenance - Exterior Lighting 90-Day Exterior Lighting Inspection Inspect all Exterior Building Lighting

Inspect all Parking Lot Lighting
Report Findings to Electrical Supervisor

PM4727-LTS0001 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4727-LTS0002 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4727-LTS0003 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals
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PM4727-LTS0004 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head

Perform 30 second light operational test
180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head

Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4727-LTS0005 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4727-LTS0006 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4727-LTS0007 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4727-LTS0008 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4727-LTS0009 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test
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Check condition of lamps
Check condition of battery

PM4727-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.
Apply insecticides or poisons as required.
Complete chemical applications records.

PM4727-PNL0001 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 
(Bobby Collier)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4727-PNL0002 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4727-PNL0003 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4727-PNL0004 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4727-PNL0005 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4727-PNL0006 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4727-PNL0007 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4727-PNL0008 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4727-PNL0009 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4727-PNL0010 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4727-PNL0011 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4727-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4727-ROOF0002 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4727-ROOF0003 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4727-ROOF0004 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4727-ROOF0005 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4728-ACFLT0001 Preventive Maintenance - Air Compressor Filter Change 365-Day: Air Compressor Filter Change Replace Filter(s) on air compressor unit.

PM4728-ACFLT0002 Preventive Maintenance - Air Compressor Filter Change 365-Day: Air Compressor Filter Change Replace Filter(s) on air compressor unit.
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PM4728-ACFLT0003 Preventive Maintenance - Air Compressor Filter Change 365-Day: Air Compressor Filter Change Replace Filter(s) on air compressor unit.

PM4728-ACMP0001 Preventive Maintenance - Air Compressor Control 90-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check Belts.  Change if necessary.

180-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

365-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change as necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

PM4728-ACMP0002 Preventive Maintenance - Air Compressor Control 90-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check Belts.  Change if necessary.

180-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

365-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change as necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

PM4728-ACMP0003 Preventive Maintenance - Air Compressor Sprinkler 90-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check Belts.  Change if necessary.

180-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

365-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change as necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

PM4728-ADRY0001 Preventive Maintenance - Air Dryer 60-Day: Air Dryer, Refrigerant Type (w/o 
Condenser Fan)

Check operation and controls.  If any problems found then issue work 
request.
Drain and flush
Drain water separator
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180-Day: Air Dryer, Refrigerant Type (w/o 
Condenser Fan)

Check operation and controls.  If any problems found then issue work 
request.
Drain and flush
Drain water separator
Clean condenser coils

PM4728-AH0001 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4728-AH0004 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4728-AH0005 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4728-AH0006 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4728-DOOR0001 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM (w/o lifting cables) Inspect drive mechanism
Inspect brake settings if applicable
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect Mounts to ensure that they are sufficiently sized
Inspect chain drive adjustments
If any problems are found issue work request

PM4728-DOOR0002 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM (w/o lifting cables) Inspect drive mechanism
Inspect brake settings if applicable
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect Mounts to ensure that they are sufficiently sized
Inspect chain drive adjustments
If any problems are found issue work request

PM4728-EROOM0001 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4728-FAS0001 Preventive Maintenance - Fire Alarm System 30-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions

180-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions
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Verify operation of all pull stations and bells
Clean, test, and calibrate smoke detectors if applicable

PM4728-FID0001 Preventive Maintenance - Remote Multiplexing Unit 90-Day Field Interface Device Change filters if necessary
PM4728-FILT0001 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4728-FILT0002 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4728-FILT0003 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4728-FILT0004 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4728-ICE0001 Preventive Maintenance - Ice Machine 90-Day: Ice Machine (No filter, W/ Sealed 

condenser fan)
Check operation and controls.  If any problems are found issue work request

Check water pressure
180-Day: Ice Machine (No filter, W/ Sealed 
condenser fan)

Check operation and controls.  If any problems are found issue work request

Check water pressure
Clean condenser coils

PM4728LIGHTS Preventive Maintenance - Exterior Lighting 90-Day Exterior Lighting Inspection Inspect all Exterior Building Lighting
Inspect all Parking Lot Lighting
Report Findings to Electrical Supervisor

PM4728-LTS0001 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4728-LTS0002 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4728-LTS0003 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4728-LTS0004 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
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Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4728-LTS0005 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4728-LTS0006 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4728-LTS0007 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4728-LTS0008 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4728-LTS0009 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4728-LTS0010 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test
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365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head

Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4728-LTS0011 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4728-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.
Apply insecticides or poisons as required.
Complete chemical applications records.

PM4728-PNL0001 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 
(Bobby Collier)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4728-PNL0002 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4728-PNL0003 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4728-PNL0004 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4728-PNL0005 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4728-PNL0006 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4728-PNL0007 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4728-PNL0008 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4728-PNL0009 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4728-PNL0010 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4728-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4728-RV0001 Preventive Maintenance - Relief Valves 365-Day: Relief Valve PM Service and Tag Relief Valve
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PM4728-RV0002 Preventive Maintenance - Relief Valves 365-Day: Relief Valve PM Service and Tag Relief Valve
PM4728-RV0003 Preventive Maintenance - Relief Valves 365-Day: Relief Valve PM Service and Tag Relief Valve
PM4728-SPR0001 Preventive Maintenance - Sprinkler System 30-Day: Dry Sprinkler System PM Perform PM

90-Day: Dry Sprinkler System PM Perform PM
365-Day: Dry Sprinkler System PM Perform PM

PM4731-DOOR0001 Preventive Maintenance - Roll-Up Door 180-Day Sliding/Roll-up Door, Manual Lubricate tracks as necessary
Check stops and tethers
If any problems are found issue work request

PM4731-DOOR0002 Preventive Maintenance - Roll-Up Door 180-Day Sliding/Roll-up Door, Manual Lubricate tracks as necessary
Check stops and tethers
If any problems are found issue work request

PM4731-DOOR0007 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM Inspect lifting cables
Inspect drive mechanism
Inspect brake settings if applicable.
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect chain drive adjustments
If any problems are found issue work request

PM4731-DXAC0001 Preventive Maintenance - DXAC Unit 90-Day: Direct Expansion Unit Package, Stand-
Alone or Split-Type, Air-Cooled, Direct-Driven 
(W/ Sealed Blower Motor)

Check operation and controls.  If any problems are found issue work request

Lubricate condenser fan as necessary
180-Day: Direct Expansion Unit Package, Stand-
Alone or Split-Type, Air-Cooled, Thru The Wall 
Unit (W/ Sealed Blower Motor)

Check operation and controls.  If any problems are found issue work request

Lubricate condenser fan as necessary
365-Day: Direct Expansion Unit Package, Stand-
Alone or Split-Type, Air-Cooled, Direct-Driven 
(W/ Sealed Blower Motor)

Check operation and controls.  If any problems are found issue work request

Lubricate condenser fan as necessary
Clean condenser and evaporator coils
Check safety interlocks

PM4731-FAS0001 Preventive Maintenance - Fire Alarm System 30-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions

180-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions
Verify operation of all pull stations and bells
Clean, test, and calibrate smoke detectors if applicable

PM4731-FILT0001 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4731-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.

Apply insecticides or poisons as required.
Complete chemical applications records.

PM4731-PNL0001 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 
(Bobby Collier)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4731-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
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PM4731-SHEW0001 Preventive Maintenance - Safety Shower and Eyewash 

Station
30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4731-SHEW0002 Preventive Maintenance - Safety Shower and Eyewash 
Station

30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4731-SHEW0003 Preventive Maintenance - Safety Shower and Eyewash 
Station

30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4731-SPR0001 Preventive Maintenance - Sprinkler System 30-Day: Wet Sprinkler System PM Perform PM
90-Day: Wet Sprinkler System PM Perform PM
365-Day: Wet Sprinkler System PM Perform PM

PM4732-AH0001 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit, (Day-Shift) Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; replace/adjust as 
necessary.

PM4732-AH0002 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit, (Day-Shift) Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; replace/adjust as 
necessary.

PM4732-AH0003 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit, (Day-Shift) Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; replace/adjust as 
necessary.

PM4732-AH0004 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit (Day Shift) Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4732-AH0005 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit, (Day-Shift) Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; replace/adjust as 
necessary.

PM4732-AH0006 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit (Day Shift) Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4732-AH0007 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit (Day Shift) Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
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Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4732-AH0008 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit, (Day-Shift) Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; replace/adjust as 
necessary.

PM4732-CRN0001 Preventive Maintenance - Crane 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4732-CRU0001 Preventive Maintenance - Computer Room Unit 90-Day Computer Room Type Air Handling Unit, 
Chill Water

Check operation and controls.  If any problems found then issue work 
request.
Lubricate blower motor as necessary
Check belts, change if necessary
Check and lubricate bearings as necessary
Check safety interlocks

PM4732-CRU0002 Preventive Maintenance - Computer Room Unit 90-Day Computer Room Type Air Handling Unit, 
Chill Water

Check operation and controls.  If any problems found then issue work 
request.
Lubricate blower motor as necessary
Check belts, change if necessary
Check and lubricate bearings as necessary
Check safety interlocks

PM4732-DOOR0001 Preventive Maintenance - Roll-Up Door 180-Day Sliding/Roll-up Door, Manual Lubricate tracks as necessary
Check stops and tethers
If any problems are found issue work request

PM4732-DOOR0003 Preventive Maintenance - Electric Personnel Door 30-Day Personnel Doors, Electric Check operation and controls.  If any problems are found issue work request.

Clean photocells and check range
Check door closure pressure
Clean tracks and check for proper alignment
Check tolerances on locking mechanisms
Check emergency release mechanisms (where applicable)

PM4732-DOOR0004 Preventive Maintenance - Electric Personnel Door 30-Day Personnel Doors, Electric Check operation and controls.  If any problems are found issue work request.

Clean photocells and check range
Check door closure pressure
Clean tracks and check for proper alignment
Check tolerances on locking mechanisms
Check emergency release mechanisms (where applicable)

PM4732-DOOR0005 Preventive Maintenance - Electric Personnel Door 30-Day Personnel Doors, Electric Check operation and controls.  If any problems are found issue work request.

Clean photocells and check range
Check door closure pressure
Clean tracks and check for proper alignment
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Check tolerances on locking mechanisms
Check emergency release mechanisms (where applicable)

PM4732-ELEV0001 Preventive Maintenance - Hydraulic Elevator 30-Day: Hydraulic Elevator with Automatic Gate Check and clean all electrical panels

Verify operation of emergency telephone
Inspect hoistways and car top
Check oil reservoir
Check sensitivity of door closure pressure

PM4732-ELEV0002 Preventive Maintenance - Hydraulic Elevator 30-Day: Hydraulic Elevator with Automatic Gate Check and clean all electrical panels

Verify operation of emergency telephone
Inspect hoistways and car top
Check oil reservoir
Check sensitivity of door closure pressure

PM4732-FAS0001 Preventive Maintenance - Fire Alarm System 30-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions

180-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions
Verify operation of all pull stations and bells
Clean, test, and calibrate smoke detectors if applicable

PM4732-FILT0001 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4732-FILT0002 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4732-FILT0003 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4732-FILT0004 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4732-FILT0005 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4732-FILT0006 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4732-FILT0007 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4732-FILT0008 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4732-FILT0009 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4732-FILT0010 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4732-HST0001 Preventive Maintenance - Cranes and Hoists 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4732-HST0002 Preventive Maintenance - Cranes and Hoists 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4732-HST0003 Preventive Maintenance - Cranes and Hoists 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.
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Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4732-HUM0001 Preventive Maintenance - Humidifier 90-Day Humidifier, Electric Generator Type Check operation and controls.  If any problems are found issue work request

Check canister for mineral build-up
Check fill valve
Check dump valve
Inspect Vapor hoses

PM4732-HUM0002 Preventive Maintenance - Humidifier 90-Day Humidifier, Electric Generator Type Check operation and controls.  If any problems are found issue work request

Check canister for mineral build-up
Check fill valve
Check dump valve
Inspect Vapor hoses

PM4732-HUM0003 Preventive Maintenance - Humidifier 90-Day Humidifier, Electric Generator Type Check operation and controls.  If any problems are found issue work request

Check canister for mineral build-up
Check fill valve
Check dump valve
Inspect Vapor hoses

PM4732-HUM0004 Preventive Maintenance - Humidifier 90-Day Humidifier, Electric Generator Type Check operation and controls.  If any problems are found issue work request

Check canister for mineral build-up
Check fill valve
Check dump valve
Inspect Vapor hoses

PM4732-HUM0005 Preventive Maintenance - Humidifier 90-Day Humidifier, Electric Generator Type Check operation and controls.  If any problems are found issue work request

Check canister for mineral build-up
Check fill valve
Check dump valve
Inspect Vapor hoses

PM4732LIGHTS Preventive Maintenance - Exterior Lighting 90-Day Exterior Lighting Inspection Inspect all Exterior Building Lighting
Inspect all Parking Lot Lighting
Report Findings to Electrical Supervisor

PM4732-LTS0001 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4732-LTS0002 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test
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Check condition of lamps
Check condition of battery

PM4732-LTS0003 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4732-LTS0004 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4732-LTS0005 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4732-LTS0006 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4732-LTS0007 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4732-LTS0008 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4732-LTS0009 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4732-LTS0010 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
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Check condition of battery

PM4732-LTS0011 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4732-LTS0013 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4732-LTS0014 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4732-LTS0015 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4732-LTS0016 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4732-LTS0017 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4732-LTS0018 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4732-LTS0019 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
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Check condition of battery

PM4732-LTS0020 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4732-LTS0021 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4732-LTS0022 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4732-LTS0023 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4732-LTS0024 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4732-LTS0025 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4732-LTS0026 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4732-LTS0027 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
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Check condition of battery

PM4732-LTS0028 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4732-LTS0029 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4732-LTS0030 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4732-LTS0031 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4732-LTS0032 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4732-LTS0033 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4732-LTS0034 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4732-LTS0035 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
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Check condition of battery

PM4732-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.
Apply insecticides or poisons as required.
Complete chemical applications records.

PM4732-PNL0001 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 
(Bobby Collier)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4732-PNL0002 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4732-PNL0003 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4732-PNL0004 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4732-PNL0005 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4732-PNL0006 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4732-PNL0007 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4732-PNL0008 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4732-PNL0009 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4732-PNL0010 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4732-PNL0011 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4732-PNL0012 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4732-PNL0013 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4732-PNL0014 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4732-PNL0015 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times
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Install knockout hole plugs as necessary

PM4732-PNL0016 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 
(Bobby Collier)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4732-PNL0017 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4732-PNL0018 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4732-PNL0019 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4732-PNL0020 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4732-PNL0021 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4732-PNL0022 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4732-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4732-ROOF0002 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4732-ROOF0003 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4732-ROOF0004 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4732-ROOF0005 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4732-ROOF0006 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4732-SPR0001 Preventive Maintenance - Sprinkler System 30-Day: Wet Sprinkler System PM Perform PM

90-Day: Wet Sprinkler System PM Perform PM
365-Day: Wet Sprinkler System PM Perform PM

PM4732-VSC0001 Preventive Maintenance - Variable Speed Controller 365-Day: Variable Speed Controller Check for excessive heat, odors, noise and vibration.
Clean and check the general condition of variable speed drive panel.

PM4732-VSC0002 Preventive Maintenance - Variable Speed Controller 365-Day: Variable Speed Controller Check for excessive heat, odors, noise and vibration.
Clean and check the general condition of variable speed drive panel.

PM4732-VSC0003 Preventive Maintenance - Variable Speed Controller 365-Day: Variable Speed Controller Check for excessive heat, odors, noise and vibration.
Clean and check the general condition of variable speed drive panel.

PM4733-AH0001 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4733-DOOR0001 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM (w/o lifting cables) Inspect drive mechanism
Inspect brake settings if applicable
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect Mounts to ensure that they are sufficiently sized
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Inspect chain drive adjustments
If any problems are found issue work request

PM4733-FILT0001 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4733LIGHTS Preventive Maintenance - Exterior Lighting 90-Day Exterior Lighting Inspection Inspect all Exterior Building Lighting

Inspect all Parking Lot Lighting
Report Findings to Electrical Supervisor

PM4733-LTS0001 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4733-LTS0002 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4733-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.
Apply insecticides or poisons as required.
Complete chemical applications records.

PM4733-PNL0001 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 
(Bobby Collier)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4733-PNL0002 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4733-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4734-CRN0001 Preventive Maintenance - Crane 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4734-DOOR0001 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM (w/o lifting cables) Inspect drive mechanism
Inspect brake settings if applicable
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect Mounts to ensure that they are sufficiently sized
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Inspect chain drive adjustments
If any problems are found issue work request

PM4734-LTS0001 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4734-LTS0002 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4734-LTS0003 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4734-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.
Apply insecticides or poisons as required.
Complete chemical applications records.

PM4734-PNL0001 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 
(Bobby Collier)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4734-PNL0002 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4734-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4735-ACFLT0001 Preventive Maintenance - Air Compressor Filter Change 365-Day: Air Compressor Filter Change Replace Filter(s) on air compressor unit.

PM4735-ACMP0001 Preventive Maintenance - Air Compressor Control 90-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check Belts.  Change if necessary.

180-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
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Check belts, change if necessary
Check filters, change if necessary

365-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change as necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

PM4735-ADRY0001 Preventive Maintenance - Air Dryer 60-Day: Air Dryer, Refrigerant Type (w/ sealed 
condenser motor)

Check operation and controls.  If any problems found then issue work 
request.
Drain and flush
Drain water separator

180-Day: Air Dryer, Refrigerant Type (w/ sealed 
condenser motor)

Check operation and controls.  If any problems are found then issue work 
request.
Drain and flush
Drain water separator
Clean condenser coils

PM4735-BFP0001 Preventive Maintenance - Back Flow Preventer 90-Day: Back Flow Preventer Check Operations
PM4735-CHWP0001 Preventive Maintenance - Chill Water Pump 365-Day Chilled Water Pump Check for proper operation of pump.  If any problems are found issue work 

request
Check for leaks on suction and discharge piping, seals, packing glands; make 
minor repairs as necessary.
Lubricate pump and motor as necessary.
Check drive coupling

PM4735-CHWP0002 Preventive Maintenance - Chill Water Pump 365-Day Chilled Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands; make 
minor repairs as necessary.
Lubricate pump and motor as necessary.
Check drive coupling

PM4735-DOOR0001 Preventive Maintenance - Sliding Door 180-Day Sliding/Roll-up Door, Manual Lubricate tracks as necessary
Check stops and tethers
If any problems are found issue work request

PM4735-HWP0001 Preventive Maintenance -Hot Water Pump 365-Day: Hot Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary
Check drive coupling

PM4735-HWP0002 Preventive Maintenance -Hot Water Pump 365-Day: Hot Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary
Check drive coupling

PM4735HWTR0001 Preventive Maintenance - Hot Water Treatment 7-day Hot Water Treatment PM Perform testing on hot water system
Add chemicals if needed

PM4735LIGHTS Preventive Maintenance - Exterior Lighting 90-Day Exterior Lighting Inspection Inspect all Exterior Building Lighting
Inspect all Parking Lot Lighting
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Report Findings to Electrical Supervisor

PM4735-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.
Apply insecticides or poisons as required.
Complete chemical applications records.

PM4735-PNL0001 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 
(Bobby Collier)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4735-PNL0002 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4735-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4735-RV0001 Preventive Maintenance - Relief Valves 365-Day: Relief Valve PM Service and Tag Relief Valve
PM4735-VSC0001 Preventive Maintenance - Variable Speed Controller 365-Day: Variable Speed Controller Check for excessive heat, odors, noise and vibration.

Clean and check the general condition of variable speed drive panel.
PM4736-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.

Apply insecticides or poisons as required.
Complete chemical applications records.

PM4737-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.
Apply insecticides or poisons as required.
Complete chemical applications records.

PM4738-DOOR0001 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM (w/o lifting cables) Inspect drive mechanism
Inspect brake settings if applicable
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect Mounts to ensure that they are sufficiently sized
Inspect chain drive adjustments
If any problems are found issue work request

PM4738-DOOR0002 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM (w/o lifting cables) Inspect drive mechanism
Inspect brake settings if applicable
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect Mounts to ensure that they are sufficiently sized
Inspect chain drive adjustments
If any problems are found issue work request

PM4738-DOOR0003 Preventive Maintenance - Sliding Door 180-Day Sliding/Roll-up Door, Manual Lubricate tracks as necessary
Check stops and tethers
If any problems are found issue work request

PM4738-EAF0001 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4738-HST0001 Preventive Maintenance - Cranes and Hoists 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.
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Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4738LIGHTS Preventive Maintenance - Exterior Lighting 90-Day Exterior Lighting Inspection Inspect all Exterior Building Lighting
Inspect all Parking Lot Lighting
Report Findings to Electrical Supervisor

PM4738-LTS0001 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4738-LTS0002 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4738-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.
Apply insecticides or poisons as required.
Complete chemical applications records.

PM4738-PNL0001 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 
(Bobby Collier)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4738-PNL0002 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4738-PNL0003 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4738-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4738-ROOF0002 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4738-ROOF0003 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4739-ADRY0001 Preventive Maintenance - Air Dryer 60-Day: Air Dryer, Refrigerant Type (w/ sealed 

condenser motor)
Check operation and controls.  If any problems found then issue work 
request.
Drain and flush
Drain water separator

180-Day: Air Dryer, Refrigerant Type (w/ sealed 
condenser motor)

Check operation and controls.  If any problems are found then issue work 
request.
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Drain and flush
Drain water separator
Clean condenser coils

PM4739-ADRY0002 Preventive Maintenance - Air Dryer 60-Day: Air Dryer, Refrigerant Type (w/o 
Condenser Fan)

Check operation and controls.  If any problems found then issue work 
request.
Drain and flush
Drain water separator

180-Day: Air Dryer, Refrigerant Type (w/o 
Condenser Fan)

Check operation and controls.  If any problems found then issue work 
request.
Drain and flush
Drain water separator
Clean condenser coils

PM4739-AH0001 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4739-AH0002 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4739-CHWP0001 Preventive Maintenance - Chill Water Pump 365-Day Chilled Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands; make 
minor repairs as necessary.
Lubricate pump and motor as necessary.
Check drive coupling

PM4739-DHUM0001 Preventive Maintenance - Dehumidifier 90-Day Dehumidifier (Direct Drive) Check operation and controls.  If any problems found then issue work 
request.
Check drive motor

PM4739-DOOR0001 Preventive Maintenance - Rollup Door 180-Day Roll-Up Door PM (w/o lifting cables) Inspect drive mechanism
Inspect brake settings if applicable
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect Mounts to ensure that they are sufficiently sized
Inspect chain drive adjustments
If any problems are found issue work request

PM4739-DOOR0002 Preventive Maintenance - Sliding Door 180-Day Sliding/Roll-up Door, Manual Lubricate tracks as necessary
Check stops and tethers
If any problems are found issue work request

PM4739-EW0001 Preventive Maintenance - EyeWash 30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4739-FAS0001 Preventive Maintenance - Fire Alarm System 30-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions
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180-Day: Fire Alarm System Inspect panel

Inspect smoke detectors for damage and obstructions
Verify operation of all pull stations and bells
Clean, test, and calibrate smoke detectors if applicable

PM4739-FILT0001 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4739-FILT0002 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4739LIGHTS Preventive Maintenance - Exterior Lighting 90-Day Exterior Lighting Inspection Inspect all Exterior Building Lighting

Inspect all Parking Lot Lighting
Report Findings to Electrical Supervisor

PM4739-LTS0001 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4739-LTS0002 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4739-LTS0003 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4739-LTS0004 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4739-LTS0005 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
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Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4739-ODT0001 Preventive Maintenance - Oxygen Detection System 30-Day: Oxygen Detection System, Dry Cell Type Perform visual inspection

Verify ODT is required at this location.  If unit is not needed issue work 
request to remove unit

180-Day: Oxygen Detection System, Dry Cell 
Type

Perform visual inspection

Calibrate system
Check all alarm points
Verify ODT is still required at this location.  If unit is not needed issue work 
request to remove unit

PM4739-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.
Apply insecticides or poisons as required.
Complete chemical applications records.

PM4739-PNL0001 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 
(Bobby Collier)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4739-PNL0002 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4739-PNL0003 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4739-PNL0004 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4739-PNL0005 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4739-PNL0006 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4739-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4739-ROOF0002 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4739-ROOF0003 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4739-ROOF0004 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4739-ROOF0005 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4739-SHEW0001 Preventive Maintenance - Safety Shower and Eyewash 

Station
30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4743-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.
Apply insecticides or poisons as required.
Complete chemical applications records.
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PM4743-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4745LIGHTS Preventive Maintenance - Exterior Lighting 90-Day Exterior Lighting Inspection Inspect all Exterior Building Lighting

Inspect all Parking Lot Lighting
Report Findings to Electrical Supervisor

PM4745-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.
Apply insecticides or poisons as required.
Complete chemical applications records.

PM4745-PNL0001 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 
(Bobby Collier)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4745-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4747-AH0001 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation

Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4747-ATS0001 Preventive Maintenance - Auto Transfer Switch 180-Day: Manual Transfer Switch Exercise transfer switch
365-Day: Manual Transfer Switch Exercise transfer switch

Clean equipment
Check all contacts and connections

PM4747-CRN0001 Preventive Maintenance - Crane 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4747-DOOR0001 Preventive Maintenance - Manual Roll-Up Door 180-Day Sliding/Roll-up Door, Manual Lubricate tracks as necessary
Check stops and tethers
If any problems are found issue work request

PM4747-DOOR0002 Preventive Maintenance - Manual Roll-Up Door 180-Day Sliding/Roll-up Door, Manual Lubricate tracks as necessary
Check stops and tethers
If any problems are found issue work request

PM4747-DOOR0003 Preventive Maintenance - Manual Roll-Up Door 180-Day Sliding/Roll-up Door, Manual Lubricate tracks as necessary
Check stops and tethers
If any problems are found issue work request

PM4747-DOOR0004 Preventive Maintenance - Manual Roll-Up Door 180-Day Sliding/Roll-up Door, Manual Lubricate tracks as necessary
Check stops and tethers
If any problems are found issue work request

PM4747-DOOR0005 Preventive Maintenance - Manual Roll-Up Door 180-Day Sliding/Roll-up Door, Manual Lubricate tracks as necessary
Check stops and tethers
If any problems are found issue work request

PM4747-DXAC0001 Preventive Maintenance - DXAC Unit 90-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary
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180-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary

365-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary
Clean condenser and evaporator coils
Check safety interlocks

PM4747-EAF0001 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4747-EAF0002 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4747-EAF0003 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4747-EAF0004 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4747-EROOM0001 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4747-FAS0001 Preventive Maintenance - Fire Alarm System 30-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions

180-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions
Verify operation of all pull stations and bells
Clean, test, and calibrate smoke detectors if applicable

PM4747-FILT0001 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4747-HWP0001 Preventive Maintenance -Hot Water Pump 365-Day: Hot Water Pump Check for proper operation of pump.  If any problems are found issue work 

request
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Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary
Check drive coupling

PM4747-HWP0002 Preventive Maintenance -Hot Water Pump 365-Day: Hot Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary
Check drive coupling

PM4747LIGHTS Preventive Maintenance - Exterior Lighting 90-Day Exterior Lighting Inspection Inspect all Exterior Building Lighting
Inspect all Parking Lot Lighting
Report Findings to Electrical Supervisor

PM4747-LTS0001 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4747-LTS0002 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4747-LTS0003 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4747-LTS0004 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals
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PM4747-LTS0005 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head

Perform 30 second light operational test
180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head

Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4747-LTS0006 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4747-LTS0007 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4747-LTS0008 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4747-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.
Apply insecticides or poisons as required.
Complete chemical applications records.

PM4747-PNL0002 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 
(Bobby Collier)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4747-PNL0003 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4747-PNL0004 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
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PM4747-PNL0005 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4747-PNL0006 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4747-PNL0007 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4747-PNL0008 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4747-PNL0009 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4747-PNL0010 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4747-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4747-SHEW0001 Preventive Maintenance - Safety Shower and Eyewash 

Station
30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4747-SHEW0002 Preventive Maintenance - Safety Shower and Eyewash 
Station

30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4747-SHEW0003 Preventive Maintenance - Safety Shower and Eyewash 
Station

30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4748LIGHTS Preventive Maintenance - Exterior Lighting 90-Day Exterior Lighting Inspection Inspect all Exterior Building Lighting
Inspect all Parking Lot Lighting
Report Findings to Electrical Supervisor

PM4748-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.
Apply insecticides or poisons as required.
Complete chemical applications records.

PM4748-PNL0001 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 
(Bobby Collier)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4748-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4749LIGHTS Preventive Maintenance - Exterior Lighting 90-Day Exterior Lighting Inspection Inspect all Exterior Building Lighting

Inspect all Parking Lot Lighting
Report Findings to Electrical Supervisor

PM4749-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.
Apply insecticides or poisons as required.
Complete chemical applications records.
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PM4749-PNL0001 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4749-PNL0002 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4749-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4750-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.

Apply insecticides or poisons as required.
Complete chemical applications records.

PM4750-PNL0001 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 
(Bobby Collier)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4750-PNL0002 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4750-PNL0003 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4750-PNL0004 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4750-PNL0005 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4750-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4751LIGHTS Preventive Maintenance - Exterior Lighting 90-Day Exterior Lighting Inspection Inspect all Exterior Building Lighting

Inspect all Parking Lot Lighting
Report Findings to Electrical Supervisor

PM4751-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.
Apply insecticides or poisons as required.
Complete chemical applications records.

PM4751-PNL0001 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 
(Bobby Collier)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4751-SPMP001A Preventive Maintenance - Sump Pump 30-Day: Sump Pump Check operation and controls.  If any problems are found issue work request

180-Day: Sump Pump Check operation and controls.  If any problems are found issue work request

Lubricate as necessary
Check coupling and drives

PM4751-SPMP001B Preventive Maintenance - Sump Pump 30-Day: Sump Pump Check operation and controls.  If any problems are found issue work request

180-Day: Sump Pump Check operation and controls.  If any problems are found issue work request

Lubricate as necessary
Check coupling and drives

PM4754-AH0001 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit Check controls and unit for proper operation
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Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4754-DOOR0001 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM (w/o lifting cables) Inspect drive mechanism
Inspect brake settings if applicable
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect Mounts to ensure that they are sufficiently sized
Inspect chain drive adjustments
If any problems are found issue work request

PM4754-DOOR0002 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM Inspect lifting cables
Inspect drive mechanism
Inspect brake settings if applicable.
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect chain drive adjustments
If any problems are found issue work request

PM4754-FAS0001 Preventive Maintenance - Fire Alarm System 30-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions

180-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions
Verify operation of all pull stations and bells
Clean, test, and calibrate smoke detectors if applicable

PM4754-FILT0001 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4754LIGHTS Preventive Maintenance - Exterior Lighting 90-Day Exterior Lighting Inspection Inspect all Exterior Building Lighting

Inspect all Parking Lot Lighting
Report Findings to Electrical Supervisor

PM4754-LTS0001 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4754-LTS0002 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4754-LTS0003 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
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Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4754-LTS0004 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4754-LTS0005 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4754-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.
Apply insecticides or poisons as required.
Complete chemical applications records.

PM4754-PNL0001 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 
(Bobby Collier)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4754-PNL0002 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4754-PNL0003 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4754-PNL0004 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4754-PNL0005 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4754-PNL0006 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
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PM4754-PNL0007 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4754-PNL0008 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4754-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4755-ACFLT0001 Preventive Maintenance - Air Compressor Filter Change 365-Day: Air Compressor Filter Change Replace Filter(s) on air compressor unit.

PM4755-ACFLT0002 Preventive Maintenance - Air Compressor Filter Change 365-Day: Air Compressor Filter Change Replace Filter(s) on air compressor unit.

PM4755-ACFLT0003 Preventive Maintenance - Air Compressor Filter Change 365-Day: Air Compressor Filter Change Replace Filter(s) on air compressor unit.

PM4755-ACMP0001 Preventive Maintenance - Air Compressor Control 90-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check Belts.  Change if necessary.

180-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

365-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change as necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

PM4755-ACMP0002 Preventive Maintenance - Air Compressor Control 90-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check Belts.  Change if necessary.

180-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

365-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change as necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

PM4755-ACMP0003 Preventive Maintenance - Air Compressor Control 90-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check Belts.  Change if necessary.

180-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check belts, change if necessary
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Check filters, change if necessary

365-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change as necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

PM4755-ADRY0001 Preventive Maintenance - Air Dryer 60-Day: Air Dryer, Refrigerant Type (w/o 
Condenser Fan)

Check operation and controls.  If any problems found then issue work 
request.
Drain and flush
Drain water separator

180-Day: Air Dryer, Refrigerant Type (w/o 
Condenser Fan)

Check operation and controls.  If any problems found then issue work 
request.
Drain and flush
Drain water separator
Clean condenser coils

PM4755-AH0001 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit, (Day-Shift) Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; replace/adjust as 
necessary.

PM4755-AH0002 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit, (Day-Shift) Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; replace/adjust as 
necessary.

PM4755-AH0003 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit, (Day-Shift) Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; replace/adjust as 
necessary.

PM4755-AH0004 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit, (Day-Shift) Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; replace/adjust as 
necessary.

PM4755-AH0005 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit, (Day-Shift) Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; replace/adjust as 
necessary.

PM4755-AH0006 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit, (Day-Shift) Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; replace/adjust as 
necessary.

PM4755-AH0007 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit, (Day-Shift) Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
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Check belts for wear, proper tension, and alignment; replace/adjust as 
necessary.

PM4755-AH0008 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit, (Day-Shift) Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; replace/adjust as 
necessary.

PM4755-AH0009 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit, (Day-Shift) Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; replace/adjust as 
necessary.

PM4755-AH0010 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit, (Day-Shift) Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; replace/adjust as 
necessary.

PM4755-AH0011 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit, (Day-Shift) Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; replace/adjust as 
necessary.

PM4755-AH0012 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit, (Day-Shift) Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; replace/adjust as 
necessary.

PM4755-AH0013 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit, (Day-Shift) Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; replace/adjust as 
necessary.

PM4755-AH0014 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit, (Day-Shift) Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; replace/adjust as 
necessary.

PM4755-AH0015 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit (Day Shift) Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4755-AH0016 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit (Day Shift) Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable
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PM4755-AH0017 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit, (Day-Shift) Check controls and unit for proper operation.  If any problems are found 

issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; replace/adjust as 
necessary.

PM4755-AH0018 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit, (Day-Shift) Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; replace/adjust as 
necessary.

PM4755-AH0019 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit, (Day-Shift) Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; replace/adjust as 
necessary.

PM4755-AH0020 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit (Day Shift) Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4755-AH0021 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit (Day Shift) Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4755-AH0024 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit (Day Shift) Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4755-AH0025 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit (Day Shift) Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4755-AH0026 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit (Day Shift) Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4755-AH0028 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit, (Day-Shift) Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; replace/adjust as 
necessary.

PM4755-AH0029 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit,  (Direct Drive, Day-
shift)

Check with operating or area personnel for deficiencies.

Check controls and unit for proper operation.
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Check for unusual noise or vibration.
Lubricate shaft and motor bearings.
Insure condensate drain is free of blockage.
Inspect exterior piping and valves for leaks; tighten connections as required.

Clean area around equipment.
Fill out maintenance checklist and report deficiencies.

PM4755-AH0030 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit, (Day-Shift) Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; replace/adjust as 
necessary.

PM4755-AH0031 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit, (Day-Shift) Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; replace/adjust as 
necessary.

PM4755-AH0032 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit,  (Direct Drive, Day-
shift)

Check with operating or area personnel for deficiencies.

Check controls and unit for proper operation.
Check for unusual noise or vibration.
Lubricate shaft and motor bearings.
Insure condensate drain is free of blockage.
Inspect exterior piping and valves for leaks; tighten connections as required.

Clean area around equipment.
Fill out maintenance checklist and report deficiencies.

PM4755-AH0033 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit, (Day-Shift) Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; replace/adjust as 
necessary.

PM4755-AH0040 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit, (Day-Shift) Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; replace/adjust as 
necessary.

PM4755-AH0041 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit, (Day-Shift) Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; replace/adjust as 
necessary.

PM4755-AH0042 Preventive Maintenance - Air Handling Unit 365-Day: Air Handling Unit (Day Shift) Check controls and unit for proper operation
Inspect interior of unit for loose debris (pest, loose filters, etc.)
Vacuum out condensate drain/pan of unit as applicable
Check exterior coil connections for leaks
Check air bleed valves for proper operation where applicable

PM4755-ATS0001 Preventive Maintenance - Auto Transfer Switch 180-Day: Auto Transfer Switch Check automatic operation and controls
365-Day: Auto Transfer Switch Check automatic operation and controls
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Clean equipment
Perform Infrared Inspection to check all contacts and connections
If temperatures of over 121 degrees F noticed, connection must be 
repaired/tightened.

PM4755-ATS0002 Preventive Maintenance - Auto Transfer Switch 180-Day: Auto Transfer Switch Check automatic operation and controls
365-Day: Auto Transfer Switch Check automatic operation and controls

Clean equipment
Perform Infrared Inspection to check all contacts and connections
If temperatures of over 121 degrees F noticed, connection must be 
repaired/tightened.

PM4755-BATB0003 Preventive Maintenance - Battery Bank 30-Day: Battery Bank, Sealed Check connections
Clean and lubricate terminals
Clean battery if necessary

PM4755-BATB0004 Preventive Maintenance - Battery Bank 30-Day: Battery Bank, Sealed Check connections
Clean and lubricate terminals
Clean battery if necessary

PM4755-BFP0001 Preventive Maintenance - Back Flow Preventer 90-Day: Back Flow Preventer Check Operations
PM4755-BLR0001 Preventive Maintenance - Steam Boiler 30-Day: Boiler in dry lay-up Perform safety walk-through

Clean boiler area, if necessary
PM4755-CHWP0001 Preventive Maintenance - Chill Water Pump 365-Day Chilled Water Pump Check for proper operation of pump.  If any problems are found issue work 

request
Check for leaks on suction and discharge piping, seals, packing glands; make 
minor repairs as necessary.
Lubricate pump and motor as necessary.
Check drive coupling

PM4755-CHWP0002 Preventive Maintenance - Chill Water Pump 365-Day Chilled Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands; make 
minor repairs as necessary.
Lubricate pump and motor as necessary.
Check drive coupling

PM4755-CODT0001 Preventive Maintenance - Carbon Monoxide Detection 
System

90-Day Carbon Monoxide Detection System Inspect system and calibrate

Check water levels, add if necessary
PM4755-CRN0001 Preventive Maintenance - Crane 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4755-CRN0002 Preventive Maintenance - Crane 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
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Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4755-CRN0003 Preventive Maintenance - Crane 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4755-CRN0004 Preventive Maintenance - Crane 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4755-CRU0001 Preventive Maintenance - Computer Room Unit 90-Day Computer Room Type Air Handling Unit, 
Chill Water

Check operation and controls.  If any problems found then issue work 
request.
Lubricate blower motor as necessary
Check belts, change if necessary
Check and lubricate bearings as necessary
Check safety interlocks

PM4755-CRU0002 Preventive Maintenance - Computer Room Unit 90-Day: Mini-Mate Air Handling Unit, Chill 
Water

Check controls and unit for proper operation.  If any problems are found then 
issue work request.
Lubricate shaft and motor bearings as necessary.

PM4755-DFWT0001 Preventive Maintenance - De-aerating Feed-water Tank 90-Day: De-aerating Feed-water Tank Check operation and controls.  If any problems found issue work request.

Clean area around tank.
Perform safety walkthrough.

PM4755-DOOR0001 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM (w/o lifting cables) Inspect drive mechanism
Inspect brake settings if applicable
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect Mounts to ensure that they are sufficiently sized
Inspect chain drive adjustments
If any problems are found issue work request

PM4755-DOOR0002 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM (w/o lifting cables) Inspect drive mechanism
Inspect brake settings if applicable
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect Mounts to ensure that they are sufficiently sized
Inspect chain drive adjustments
If any problems are found issue work request

PM4755-DOOR0003 Preventive Maintenance - Sliding Door 180-Day Sliding Door, Automatic Lubricate tracks as necessary
Inspect drive mechanism
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Check stops and tethers
Inspect tracks for debris
If any problems are found issue work request

PM4755-DOOR0004 Preventive Maintenance - Sliding Door 180-Day Sliding Door, Automatic Lubricate tracks as necessary
Inspect drive mechanism
Check stops and tethers
Inspect tracks for debris
If any problems are found issue work request

PM4755-DOOR0005 Preventive Maintenance - Electric Personnel Door 30-Day Personnel Doors, Electric Check operation and controls.  If any problems are found issue work request.

Clean photocells and check range
Check door closure pressure
Clean tracks and check for proper alignment
Check tolerances on locking mechanisms
Check emergency release mechanisms (where applicable)

PM4755-DOOR0006 Preventive Maintenance - Electric Personnel Door 30-Day Personnel Doors, Electric Check operation and controls.  If any problems are found issue work request.

Clean photocells and check range
Check door closure pressure
Clean tracks and check for proper alignment
Check tolerances on locking mechanisms
Check emergency release mechanisms (where applicable)

PM4755-DXAC0002 Preventive Maintenance - DXAC Unit 90-Day: DX Unit Package, Stand-Alone or Split-
Type, Air-Cooled, Direct-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

180-Day: DX Unit Package, Stand-Alone or Split-
Type, Air-Cooled, Thru The Wall Unit (W/ Sealed 
condenser fan and blower motor

Check operation and controls.  If any problems are found issue work request

365-Day: DX Unit Package, Stand-Alone or Split-
Type, Air-Cooled, Direct-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

Clean condenser and evaporator coils
Check safety interlocks

PM4755-DXAC0003 Preventive Maintenance - DXAC Unit 90-Day: DX Unit Package, Stand-Alone or Split-
Type, Air-Cooled, Direct-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

180-Day: DX Unit Package, Stand-Alone or Split-
Type, Air-Cooled, Thru The Wall Unit (W/ Sealed 
condenser fan and blower motor

Check operation and controls.  If any problems are found issue work request

365-Day: DX Unit Package, Stand-Alone or Split-
Type, Air-Cooled, Direct-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

Clean condenser and evaporator coils
Check safety interlocks

PM4755-DXAC0004 Preventive Maintenance - DXAC Unit 90-Day: DX Unit Package, Stand-Alone or Split-
Type, Air-Cooled, Direct-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request
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180-Day: DX Unit Package, Stand-Alone or Split-
Type, Air-Cooled, Thru The Wall Unit (W/ Sealed 
condenser fan and blower motor

Check operation and controls.  If any problems are found issue work request

365-Day: DX Unit Package, Stand-Alone or Split-
Type, Air-Cooled, Direct-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

Clean condenser and evaporator coils
Check safety interlocks

PM4755-DXAC0006 Preventive Maintenance - DXAC Unit 90-Day: DX Unit Package, Stand-Alone or Split-
Type, Air-Cooled, Direct-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

180-Day: DX Unit Package, Stand-Alone or Split-
Type, Air-Cooled, Thru The Wall Unit (W/ Sealed 
condenser fan and blower motor

Check operation and controls.  If any problems are found issue work request

365-Day: DX Unit Package, Stand-Alone or Split-
Type, Air-Cooled, Direct-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

Clean condenser and evaporator coils
Check safety interlocks

PM4755-DXAC0007 Preventive Maintenance - DXAC Unit 90-Day: Direct Expansion Unit Package, Stand-
Alone or Split-Type, Air-Cooled, Direct-Driven

Check operation and controls.  If any problems are found issue work request.

Lubricate condenser fan as necessary
Lubricate blower motor as necessary

180-Day: Direct Expansion Unit Package, Stand-
Alone or Split-Type, Air-Cooled, Thru The Wall 
Unit

Check operation and controls.  If any problems are found issue work request

Lubricate condenser fan as necessary
Lubricate blower motor as necessary
Check suction and discharge pressure

365-Day: Direct Expansion Unit Package, Stand-
Alone or Split-Type, Air-Cooled, Direct-Driven

Check operation and controls.  If any problems are found issue work request

Lubricate condenser fan as necessary
Lubricate blower motor as necessary
Check suction and discharge pressure
Clean condenser and evaporator coils
Check safety interlocks

PM4755-DXAC0008 Preventive Maintenance - DXAC Unit 90-Day: DX Unit Package, Stand-Alone or Split-
Type, Air-Cooled, Direct-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

180-Day: DX Unit Package, Stand-Alone or Split-
Type, Air-Cooled, Thru The Wall Unit (W/ Sealed 
condenser fan and blower motor

Check operation and controls.  If any problems are found issue work request

365-Day: DX Unit Package, Stand-Alone or Split-
Type, Air-Cooled, Direct-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

Clean condenser and evaporator coils
Check safety interlocks
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PM4755-DXAC0010 Preventive Maintenance - DXAC Unit 90-Day: DX Unit Package, Stand-Alone or Split-

Type, Air-Cooled, Direct-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

180-Day: DX Unit Package, Stand-Alone or Split-
Type, Air-Cooled, Thru The Wall Unit (W/ Sealed 
condenser fan and blower motor

Check operation and controls.  If any problems are found issue work request

365-Day: DX Unit Package, Stand-Alone or Split-
Type, Air-Cooled, Direct-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

Clean condenser and evaporator coils
Check safety interlocks

PM4755-EAF0001 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan (Day-Shift) Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate if necessary
Check belts for wear, tension, and alignment, if applicalbe; adjust as 
required.
If any problems are found issue work request

PM4755-EAF0002 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan (Day-Shift) Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate if necessary
Check belts for wear, tension, and alignment, if applicalbe; adjust as 
required.
If any problems are found issue work request

PM4755-EAF0003 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan (Day-Shift) Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate if necessary
Check belts for wear, tension, and alignment, if applicalbe; adjust as 
required.
If any problems are found issue work request

PM4755-EAF0004 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan (Day-Shift) Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate if necessary
Check belts for wear, tension, and alignment, if applicalbe; adjust as 
required.
If any problems are found issue work request

PM4755-ELEV0001 Preventive Maintenance - Cable Elevator 30-Day: Cable Elevator with AC Drive Motor Verify operation of all safety edges
Verify operation of emergency telephone
Check and clean all electrical panels
Inspect and lubricate governors
Check hoistway terminal limits
Check sensitivity of door closure pressure
Inspect hoistways and car top

PM4755-ELEV0002 Preventive Maintenance - Hydraulic Elevator 30-Day: Hydraulic Elevator with Automatic Gate Check and clean all electrical panels

Verify operation of emergency telephone
Inspect hoistways and car top
Check oil reservoir
Check sensitivity of door closure pressure

PM4755-EROOM0001 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
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Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4755-EW0002 Preventive Maintenance - EyeWash 30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4755-FAS0001 Preventive Maintenance - Fire Alarm System 30-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions

180-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions
Verify operation of all pull stations and bells
Clean, test, and calibrate smoke detectors if applicable

PM4755-FID0001 Preventive Maintenance - Field Interface Device 90-Day Field Interface Device Change filters if necessary
PM4755-FILT0001 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4755-FILT0002 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4755-FILT0003 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4755-FILT0004 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4755-FILT0005 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4755-FILT0006 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4755-FILT0007 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4755-FILT0008 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4755-FILT0009 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4755-FILT0010 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4755-FILT0011 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4755-FILT0012 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4755-FILT0013 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4755-FILT0014 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4755-FILT0015 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4755-FILT0016 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4755-FILT0017 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4755-FILT0018 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4755-FILT0019 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4755-FILT0020 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4755-FILT0021 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4755-FILT0024 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4755-FILT0025 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4755-FILT0026 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4755-FILT0028 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4755-FILT0029 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4755-FILT0031 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4755-FILT0032 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4755-FILT0033 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4755-FILT0034 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4755-FILT0035 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4755-FILT0036 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4755-FILT0037 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
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PM4755-FILT0038 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4755-FILT0039 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4755-FILT0040 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4755-FILT0041 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4755-FILT0042 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4755-FILT0043 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4755-FILT0044 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4755-FILT0045 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4755-FILT0047 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4755-FILT0049 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4755-FILT0052 Preventive Maintenance - Filters 180-Day Filter PM Check filters, change if necessary
PM4755-FILT0059 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4755-FRE0001 Preventive Maintenance - 400 Cycle Frequency Converter 180-Day: 400 Cycle Converter PM Clean equipment

Check Terminations
PM4755-FRE0002 Preventive Maintenance - 400 Cycle Frequency Converter 180-Day: 400 Cycle Converter PM Clean equipment

Check Terminations
PM4755-FWP0001 Preventive Maintenance -Feed Water Pump 30-Day: Feed Water Pump Check operation and controls.  If any problems are found issue work request

180-Day: Feed WaterPump Check operation and controls.  If any problems are found issue work request

Lubricate as necessary
Check coupling and drives

PM4755-FWP0002 Preventive Maintenance -Feed Water Pump 30-Day: Feed Water Pump Check operation and controls.  If any problems are found issue work request

180-Day: Feed WaterPump Check operation and controls.  If any problems are found issue work request

Lubricate as necessary
Check coupling and drives

PM4755-GEN0001 Preventive Maintenance - Emergency Generator 30-Day: Generator Notify building manager of intent to perform generator maintenance prior to 
operating generator.
Seal off all necessary components of building ventilation system in order to 
prevent entry of fumes into building.
Check operation and controls.  If any problems are found issue work request

Check filters if applicable, change if necessary
Check belts if applicable, change if necessary.
Check coolant if applicable, add or change if necessary.
Check stop switch and emergency alarm bell.
Lubricate as necessary
Tighten all bolts
Check oil, add or change if necessary
Check voltage.
Check battery
Check connections and battery charger
Verify day tank's fuel level is topped off between float ranges, if applicable.
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90-Day: Generator Notify building manager of intent to perform generator maintenance prior to 

operating generator.
Seal off all necessary components of building ventilation system in order to 
prevent entry of fumes into building.
Check operation and controls.  If any problems are found issue work request

Check filters if applicable, change if necessary
Check belts if applicable, change if necessary.
Check coolant if applicable, add or change if necessary.
Check stop switch and emergency alarm bell.
Lubricate as necessary
Tighten all bolts
Check oil, add or change if necessary
Check voltage.
Check battery
Check connections and battery charger
Check generator output
Verify day tank's fuel level is topped off between float ranges, if applicable.

365-Day: Generator Notify building manager of intent to perform generator maintenance prior to 
operating generator.
Seal off all necessary components of building ventilation system in order to 
prevent entry of fumes into building.
Check operation and controls.  If any problems are found issue work request

Check filters if applicable, change if necessary
Check belts if applicable, change if necessary.
Check coolant if applicable, add or change if necessary.
Check stop switch and emergency alarm bell.
Lubricate as necessary
Tighten all bolts
Check oil, add or change if necessary
Check voltage.
Check battery
Check connections and battery charger
Check generator output
Winterize system
Verify continuity of generator ground, including the fuel tank ground
Verify day tank's fuel level is topped off between float ranges, if applicable.

PM4755-GEN0002 Preventive Maintenance - Emergency Generator 30-Day: Generator Notify building manager of intent to perform generator maintenance prior to 
operating generator.
Seal off all necessary components of building ventilation system in order to 
prevent entry of fumes into building.
Check operation and controls.  If any problems are found issue work request

Check filters if applicable, change if necessary
Check belts if applicable, change if necessary.
Check coolant if applicable, add or change if necessary.
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Check stop switch and emergency alarm bell.
Lubricate as necessary
Tighten all bolts
Check oil, add or change if necessary
Check voltage.
Check battery
Check connections and battery charger
Verify day tank's fuel level is topped off between float ranges, if applicable.

90-Day: Generator Notify building manager of intent to perform generator maintenance prior to 
operating generator.
Seal off all necessary components of building ventilation system in order to 
prevent entry of fumes into building.
Check operation and controls.  If any problems are found issue work request

Check filters if applicable, change if necessary
Check belts if applicable, change if necessary.
Check coolant if applicable, add or change if necessary.
Check stop switch and emergency alarm bell.
Lubricate as necessary
Tighten all bolts
Check oil, add or change if necessary
Check voltage.
Check battery
Check connections and battery charger
Check generator output
Verify day tank's fuel level is topped off between float ranges, if applicable.

365-Day: Generator Notify building manager of intent to perform generator maintenance prior to 
operating generator.
Seal off all necessary components of building ventilation system in order to 
prevent entry of fumes into building.
Check operation and controls.  If any problems are found issue work request

Check filters if applicable, change if necessary
Check belts if applicable, change if necessary.
Check coolant if applicable, add or change if necessary.
Check stop switch and emergency alarm bell.
Lubricate as necessary
Tighten all bolts
Check oil, add or change if necessary
Check voltage.
Check battery
Check connections and battery charger
Check generator output
Winterize system
Verify continuity of generator ground, including the fuel tank ground
Verify day tank's fuel level is topped off between float ranges, if applicable.
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PM4755-HV0001 Preventive Maintenance - Heating Vent Unit 180-Day Heating/Ventilating Unit (Day-Shift) Check controls and unit for proper operation.  If any problems are found 

issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust as necessary.

PM4755-HWP0001 Preventive Maintenance - Hot Water Pump 365-Day: Hot Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary
Check drive coupling

PM4755-HWP0002 Preventive Maintenance - Hot Water Pump 365-Day: Hot Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary
Check drive coupling

PM4755-HWP0003 Preventive Maintenance - Hot Water Pump 365-Day: Hot Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary
Check drive coupling

PM4755HWTR0001 Preventive Maintenance - Hot Water Treatment 7-day Hot Water Treatment PM Perform testing on hot water system
Add chemicals if needed

PM4755HWTR0002 Preventive Maintenance - Hot Water Treatment (Off-
season)

7-day Hot Water Treatment PM (Off-season) Perform testing on hot water system

Add chemicals if needed
PM4755HWTR0003 Preventive Maintenance - Hot Water Treatment (Off-

season)
30-day Hot Water PM (Off-season) Notify Water Treatment Tech when performing PM (4-1058, 4-6020)

Open all necessary valves (Supply/Control/Makeup)
Check to make sure makeup water is on
Check to make sure system is filled
Coordinate operation with UCS
Turn on circulation pumps and run for 48 hours
Shut down pumps and close all necessary valves

PM4755-ICE0001 Preventive Maintenance - Ice Machine 30-Day: Ice Machine Check water filter
90-Day: Ice Machine Check water filter

Check operation and controls.  If any problems are found issue work request

Check water pressure
Lubricate condenser fan motor as necessary

180-Day: Ice Machine Check water filter
Check operation and controls.  If any problems are found issue work request

Check water pressure
Lubricate condenser fan motor as necessary
Clean condenser coils

PM4755LIGHTS Preventive Maintenance - Exterior Lighting 90-Day Exterior Lighting Inspection Inspect all Exterior Building Lighting
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Inspect all Parking Lot Lighting
Report Findings to Electrical Supervisor

PM4755-LROD0001 Preventive Maintenance - Lightning Protection System 365 Day: Lightning Protection System Measure and record resistance readings

Inspect rods, cables, and fasteners
Attach and turn in ground readings with PM sheet

PM4755-LTS0001 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4755-LTS0002 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4755-LTS0003 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4755-LTS0004 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4755-LTS0005 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
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Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4755-LTS0006 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4755-LTS0007 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4755-LTS0008 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4755-LTS0009 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4755-LTS0010 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4755-LTS0011 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test
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180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head

Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4755-LTS0012 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4755-LTS0013 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4755-LTS0014 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4755-LTS0015 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4755-LTS0016 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
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Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4755-LTS0017 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4755-LTS0018 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4755-LTS0019 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4755-LTS0020 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4755-LTS0021 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4755-LTS0022 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
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Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4755-LTS0023 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4755-LTS0024 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4755-LTS0025 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4755-LTS0026 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4755-LTS0027 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test
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365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head

Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4755-LTS0028 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4755-LTS0029 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4755-LTS0030 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4755-LTS0031 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4755-LTS0032 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals
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PM4755-LTS0033 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head

Perform 30 second light operational test
180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head

Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4755-LTS0034 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4755-LTS0035 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4755-LTS0036 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4755-LTS0037 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4755-LTS0038 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
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Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4755-LTS0039 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4755-LTS0040 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4755-LTS0041 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4755-LTS0058 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4755-LTS0059 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
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Clean interior of light housing, check battery terminals

PM4755-LTS0060 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Fluorescent Type Perform 30 second light operational test
Check condition of lamps

365-Day: Emergency Lights - Fluorescent Type Perform 1.5 hour light operational test

Check condition of lamps
Check condition of battery

PM4755-MTS0001 Preventive Maintenance - Manual Transfer Switch 180-Day: Manual Transfer Switch Exercise transfer switch
365-Day: Manual Transfer Switch Exercise transfer switch

Clean equipment
Check all contacts and connections

PM4755-ODT0001 Preventive Maintenance - Oxygen Detection System 30-Day: Oxygen Detection System, Dry Cell Type Perform visual inspection

Verify ODT is required at this location.  If unit is not needed issue work 
request to remove unit

180-Day: Oxygen Detection System, Dry Cell 
Type

Perform visual inspection

Calibrate system
Check all alarm points
Verify ODT is still required at this location.  If unit is not needed issue work 
request to remove unit

PM4755-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.
Apply insecticides or poisons as required.
Complete chemical applications records.

PM4755-PNL0001 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 
(Bobby Collier)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4755-PNL0002 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4755-PNL0003 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4755-PNL0004 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4755-PNL0005 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4755-PNL0006 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4755-PNL0007 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4755-PNL0008 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
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PM4755-PNL0009 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4755-PNL0010 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4755-PNL0011 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4755-PNL0012 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4755-PNL0013 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4755-PNL0014 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4755-PNL0015 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4755-PNL0016 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4755-PNL0017 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4755-PNL0018 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4755-PNL0019 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4755-PNL0020 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4755-PNL0021 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4755-PNL0022 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4755-PNL0023 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4755-PNL0024 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
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PM4755-PNL0025 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4755-PNL0026 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4755-PNL0027 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4755-PNL0028 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4755-PNL0029 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4755-PNL0030 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4755-PNL0031 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4755-PNL0032 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4755-PNL0033 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4755-PNL0034 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4755-PNL0035 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4755-PNL0036 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4755-PNL0037 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4755-PNL0038 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4755-PNL0039 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4755-PNL0040 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
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PM4755-PNL0041 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4755-PNL0042 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4755-PNL0043 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4755-PNL0044 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4755-PNL0045 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4755-PNL0046 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4755-PNL0047 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4755-PNL0048 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4755-PNL0049 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4755-PNL0050 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4755-PNL0051 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4755-PNL0052 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4755-PNL0053 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4755-PNL0054 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4755-PNL0055 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4755-PNL0056 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
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PM4755-PNL0057 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4755-PNL0058 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4755-PNL0059 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4755-PNL0060 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4755-PNL0061 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4755-PNL0062 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4755-PNL0063 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4755-PNL0064 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4755-PNL0065 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4755-PNL0066 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4755-PNL0067 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4755-PNL0068 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4755-PNL0069 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4755-PNL0070 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4755-PNL0071 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4755-PNL0072 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
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PM4755-PNL0073 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4755-PNL0074 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4755-PNL0075 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4755-PNL0076 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4755-PNL0077 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4755-PNL0078 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4755-PNL0079 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4755-PNL0080 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4755-PNL0081 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4755-PNL0082 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4755-PNL0083 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4755-PNL0084 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4755-PNL0085 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4755-PNL0086 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4755-PNL0087 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4755-PNL0088 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
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PM4755-PNL0089 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4755-PNL0090 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4755-PNL0091 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4755-PNL0092 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4755-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4755-ROOF0002 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4755-ROOF0003 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4755-ROOF0004 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4755-ROOF0005 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4755-ROOF0006 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4755-RV0001 Preventive Maintenance - Relief Valves 365-Day: Relief Valve PM Service and Tag Relief Valve
PM4755-RV0002 Preventive Maintenance - Relief Valves 365-Day: Relief Valve PM Service and Tag Relief Valve
PM4755-RV0003 Preventive Maintenance - Relief Valves 365-Day: Relief Valve PM Service and Tag Relief Valve
PM4755-SAF0002 Preventive Maintenance - Return Air Fan 90-Day: Supply or Return Air Fan Check operation and controls.  If any problems are found issue work request

180-Day: Supply or Return Air Fan Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate as necessary

PM4755-SHEW0001 Preventive Maintenance - Safety Shower and Eyewash 
Station

30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4755-SHEW0002 Preventive Maintenance - Safety Shower and Eyewash 
Station

30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4755-SPMP001A Preventive Maintenance - Sump Pump 30-Day: Sump Pump (Day-Shift) Check operation and controls.  If any problems are found issue work request

180-Day: Sump Pump (Day-Shift) Check operation and controls.  If any problems are found issue work request

Lubricate as necessary
Check coupling and drives

PM4755-SPMP001B Preventive Maintenance - Sump Pump 30-Day: Sump Pump (Day-Shift) Check operation and controls.  If any problems are found issue work request

180-Day: Sump Pump (Day-Shift) Check operation and controls.  If any problems are found issue work request

Lubricate as necessary
Check coupling and drives

PM4755-UPS0002 Preventive Maintenance - UPS Power System 90-Day: UPS System Perform visual safety check
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Check amperage and voltage

180-Day: UPS System Perform visual safety check
Check amperage and voltage
Check operation and controls

365-Day: UPS System Perform visual safety check
Check amperage and voltage
Check operation and controls
Check termination points
Inspect and clean all modules

PM4755-UPS0003 Preventive Maintenance - UPS Power System 90-Day: UPS System Perform visual safety check
Check amperage and voltage

180-Day: UPS System Perform visual safety check
Check amperage and voltage
Check operation and controls

365-Day: UPS System Perform visual safety check
Check amperage and voltage
Check operation and controls
Check termination points
Inspect and clean all modules

PM4755-UPS0004 Preventive Maintenance - UPS Power System 90-Day: UPS System Perform visual safety check
Check amperage and voltage

180-Day: UPS System Perform visual safety check
Check amperage and voltage
Check operation and controls

365-Day: UPS System Perform visual safety check
Check amperage and voltage
Check operation and controls
Check termination points
Inspect and clean all modules

PM4755-UPSF0001 Preventive Maintenance - 400 Cycle Frequency Converter 180-Day UPS Frequency Inverter Clean Equipment

Check terminations
PM4755-VSC0001 Preventive Maintenance - Variable Speed Controller 365-Day: Variable Speed Controller Check for excessive heat, odors, noise and vibration.

Clean and check the general condition of variable speed drive panel.
PM4755-VSC0002 Preventive Maintenance - Variable Speed Controller 365-Day: Variable Speed Controller Check for excessive heat, odors, noise and vibration.

Clean and check the general condition of variable speed drive panel.
PM4756-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.

Apply insecticides or poisons as required.
Complete chemical applications records.

PM4756-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4757-DXAC0001 Preventive Maintenance - Direct Expansion AC Unit 90-Day: Direct Expansion Unit Package, Split-

Type, Air-Cooled, Belt-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
180-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
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365-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Clean condenser and evaporator coils
Check safety interlocks

PM4757-FILT0001 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4757LIGHTS Preventive Maintenance - Exterior Lighting 90-Day Exterior Lighting Inspection Inspect all Exterior Building Lighting

Inspect all Parking Lot Lighting
Report Findings to Electrical Supervisor

PM4757-LTS0001 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4757-LTS0002 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4757-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.
Apply insecticides or poisons as required.
Complete chemical applications records.

PM4757-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4758-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.

Apply insecticides or poisons as required.
Complete chemical applications records.

PM4758-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4759-CRU0001 Preventive Maintenance - Computer Room Unit 90-Day: Computer Room Type, Direct Expansion 

and Combination Unit
Check operation and controls.  If any problems found then issue work 
request.
Check belts, change if necessary
Check and lubricate bearings as necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary

180-Day: Computer Room Type, Direct Expansion 
and Combination Unit

Check operation and controls.  If any problems are found issue work request.

Check belts, change if necessary
Check and lubricate bearings as necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary
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Check suction and discharge pressure

365-Day: Computer Room Type, Direct Expansion 
and Combination Unit

Check operation and controls.  If any problems are found issue work request.

Check belts, change if necessary
Check and lubricate bearings as necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary
Check suction and discharge pressure
Check safety interlocks
Clean condenser and evaporator coils

PM4759-DXAC0001 Preventive Maintenance - Direct Expansion AC Unit 90-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
180-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
365-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Clean condenser and evaporator coils
Check safety interlocks

PM4759-DXAC0002 Preventive Maintenance - Direct Expansion AC Unit 90-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
180-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
365-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Clean condenser and evaporator coils
Check safety interlocks

PM4759-DXAC0003 Preventive Maintenance - Direct Expansion AC Unit 90-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven (W/ Sealed blower 
motor)

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate condenser fan as necessary

180-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven (W/ Sealed Blower 
motor)

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate condenser fan as necessary
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365-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven (W/ Sealed blower 
motor)

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate condenser fan as necessary
Clean condenser and evaporator coils
Check safety interlocks

PM4759-EW0002 Preventive Maintenance - EyeWash 30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4759-EW0003 Preventive Maintenance - EyeWash 30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4759-EW0004 Preventive Maintenance - EyeWash 30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4759-FAS0001 Preventive Maintenance - Fire Alarm System 30-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions

180-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions
Verify operation of all pull stations and bells
Clean, test, and calibrate smoke detectors if applicable

PM4759-FILT0001 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4759-FILT0002 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4759-FILT0003 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4759-FILT0004 Preventive Maintenance - Filters 180-Day Filter PM Check filters, change if necessary
PM4759-FILT0005 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4759-HST0001 Preventive Maintenance - Cranes and Hoists 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4759-HV0001 Preventive Maintenance - Heating Vent Unit 180-Day Heating/Ventilating Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust as necessary.

PM4759LIGHTS Preventive Maintenance - Exterior Lighting 90-Day Exterior Lighting Inspection Inspect all Exterior Building Lighting
Inspect all Parking Lot Lighting
Report Findings to Electrical Supervisor

PM4759-LTS0001 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test
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180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head

Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4759-LTS0002 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4759-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.
Apply insecticides or poisons as required.
Complete chemical applications records.

PM4759-PNL0001 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 
(Bobby Collier)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4759-PNL0002 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4759-PNL0003 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4759-PNL0004 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4759-PNL0005 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4759-PNL0006 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4759-PNL0007 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4759-PNL0008 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4759-PNL0009 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4759-PNL0010 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times
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Install knockout hole plugs as necessary

PM4759-PNL0011 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 
(Bobby Collier)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4759-PNL0012 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4759-PNL005A Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4759-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4759-ROOF0002 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4759-ROOF0003 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4759-ROOF0004 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4759-ROOF0005 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4759-SHEW0001 Preventive Maintenance - Safety Shower and Eyewash 

Station
30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4759-SPR0001 Preventive Maintenance - Sprinkler System 30-Day: Dry Sprinkler System PM Perform PM
90-Day: Dry Sprinkler System PM Perform PM
365-Day: Dry Sprinkler System PM Perform PM

PM4760-ACFLT0001 Preventive Maintenance - Air Compressor Filter Change 365-Day: Air Compressor Filter Change Replace Filter(s) on air compressor unit.

PM4760-ACMP0001 Preventive Maintenance - Air Compressor Control 90-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check Belts.  Change if necessary.

180-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

365-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change as necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

PM4760-ADRY0001 Preventive Maintenance - Air Dryer 60-Day: Air Dryer, Refrigerant Type (w/ sealed 
condenser motor)

Check operation and controls.  If any problems found then issue work 
request.
Drain and flush
Drain water separator

180-Day: Air Dryer, Refrigerant Type (w/ sealed 
condenser motor)

Check operation and controls.  If any problems are found then issue work 
request.
Drain and flush
Drain water separator
Clean condenser coils

PM4760-BFP0001 Preventive Maintenance - Back Flow Preventer 90-Day: Back Flow Preventer Check Operations
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PM4760-CHLR0001 Preventive Maintenance - Water Chiller 365-Day: DX Chiller Water Cooled Check unit's evaporator and condenser pressures.

Check oil temperature.
Check compressor oil level.
Run system control tests.
Perform refrigerant leak check.
Check refrigerant charge/level, add as necessary
Check compressor for excessive noise/vibration.
Check sensor and mechanical safety limits.
Replace oil.
Inspect cooler and condenser tubes for leaks.
Inspect safety relief valve.
Run an insulation test on the motor.
Clean condenser tubes.
Clean evaporator tubes if applicable.

PM4760-CHLR0002 Preventive Maintenance - Water Chiller 365-Day: DX Chiller Water Cooled Check unit's evaporator and condenser pressures.
Check oil temperature.
Check compressor oil level.
Run system control tests.
Perform refrigerant leak check.
Check refrigerant charge/level, add as necessary
Check compressor for excessive noise/vibration.
Check sensor and mechanical safety limits.
Replace oil.
Inspect cooler and condenser tubes for leaks.
Inspect safety relief valve.
Run an insulation test on the motor.
Clean condenser tubes.
Clean evaporator tubes if applicable.

PM4760-CHWP0001 Preventive Maintenance - Chill Water Pump 365-Day Chilled Water Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands; make 
minor repairs as necessary.
Lubricate pump and motor as necessary.
Check drive coupling

PM4760-DOOR0001 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM (w/o lifting cables) Inspect drive mechanism
Inspect brake settings if applicable
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect Mounts to ensure that they are sufficiently sized
Inspect chain drive adjustments
If any problems are found issue work request

PM4760-DOOR0002 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM (w/o lifting cables) Inspect drive mechanism
Inspect brake settings if applicable
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect Mounts to ensure that they are sufficiently sized
Inspect chain drive adjustments
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If any problems are found issue work request

PM4760-DOOR0003 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM (w/o lifting cables) Inspect drive mechanism
Inspect brake settings if applicable
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect Mounts to ensure that they are sufficiently sized
Inspect chain drive adjustments
If any problems are found issue work request

PM4760-DOOR0004 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM (w/o lifting cables) Inspect drive mechanism
Inspect brake settings if applicable
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect Mounts to ensure that they are sufficiently sized
Inspect chain drive adjustments
If any problems are found issue work request

PM4760-DOOR0005 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM (w/o lifting cables) Inspect drive mechanism
Inspect brake settings if applicable
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect Mounts to ensure that they are sufficiently sized
Inspect chain drive adjustments
If any problems are found issue work request

PM4760-DOOR0006 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM (w/o lifting cables) Inspect drive mechanism
Inspect brake settings if applicable
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect Mounts to ensure that they are sufficiently sized
Inspect chain drive adjustments
If any problems are found issue work request

PM4760-DXAC0001 Preventive Maintenance - Direct Expansion AC Unit 90-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
180-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
365-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Clean condenser and evaporator coils
Check safety interlocks

PM4760-DXAC0002 Preventive Maintenance - Direct Expansion AC Unit 90-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven

Check operation and controls.  If any problems are found issue work request
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Check belts, change if necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary

180-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary

365-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary
Clean condenser and evaporator coils
Check safety interlocks

PM4760-DXAC0003 Preventive Maintenance - Direct Expansion AC Unit 90-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
180-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
365-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Clean condenser and evaporator coils
Check safety interlocks

PM4760-DXAC0004 Preventive Maintenance - Direct Expansion AC Unit 90-Day: Direct Expansion Unit Package, Stand-
Alone or Split-Type, Air-Cooled, Direct-Driven 
(W/ Sealed Blower Motor)

Check operation and controls.  If any problems are found issue work request

Lubricate condenser fan as necessary
180-Day: Direct Expansion Unit Package, Stand-
Alone or Split-Type, Air-Cooled, Thru The Wall 
Unit (W/ Sealed Blower Motor)

Check operation and controls.  If any problems are found issue work request

Lubricate condenser fan as necessary
365-Day: Direct Expansion Unit Package, Stand-
Alone or Split-Type, Air-Cooled, Direct-Driven 
(W/ Sealed Blower Motor)

Check operation and controls.  If any problems are found issue work request

Lubricate condenser fan as necessary
Clean condenser and evaporator coils
Check safety interlocks

PM4760-EAF0002 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request
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PM4760-EAF0003 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.

Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4760-EAF0004 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4760-EAF0005 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4760-EAF0006 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4760-EAF0007 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan, Direct-Drive Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
If any problems are found issue work request

PM4760-EAF0008 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan, Direct-Drive Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
If any problems are found issue work request

PM4760-EAF0009 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan, Direct-Drive Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
If any problems are found issue work request

PM4760-EAF0010 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan, Direct-Drive Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
If any problems are found issue work request

PM4760-EAF0011 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan, Direct-Drive Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
If any problems are found issue work request

PM4760-EAF0012 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
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Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4760-EAF0013 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan, Direct-Drive Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
If any problems are found issue work request

PM4760-EAF0014 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4760-EAF0015 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4760-EAF0016 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4760-EAF0018 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan, Direct-Drive Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
If any problems are found issue work request

PM4760-EAF0019 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4760-EAF0020 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4760-EAF0021 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4760-EAF0022 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
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Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4760-EAF0023 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4760-EAF0024 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4760-EAF0025 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4760-EAF0026 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4760-EAF0027 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4760-EW0001 Preventive Maintenance - EyeWash 30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4760-FAS0001 Preventive Maintenance - Fire Alarm System 30-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions

180-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions
Verify operation of all pull stations and bells
Clean, test, and calibrate smoke detectors if applicable

PM4760-FILT0001 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4760-FILT0002 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4760-FILT0003 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
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PM4760-FILT0004 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4760-FILT0005 Preventive Maintenance - Filters 180-Day Filter PM Check filters, change if necessary
PM4760-FILT0006 Preventive Maintenance - Filters 180-Day Filter PM Check filters, change if necessary
PM4760-FILT0007 Preventive Maintenance - Filters 180-Day Filter PM Check filters, change if necessary
PM4760-FILT0009 Preventive Maintenance - Filters 180-Day Filter PM Check filters, change if necessary
PM4760-FILT0010 Preventive Maintenance - Filters 180-Day Filter PM Check filters, change if necessary
PM4760-FILT0011 Preventive Maintenance - Filters 180-Day Filter PM Check filters, change if necessary
PM4760-FILT0012 Preventive Maintenance - Filters 180-Day Filter PM Check filters, change if necessary
PM4760-FILT0014 Preventive Maintenance - Filters 180-Day Filter PM Check filters, change if necessary
PM4760-FILT0015 Preventive Maintenance - Filters 180-Day Filter PM Check filters, change if necessary
PM4760-HST0001 Preventive Maintenance - Cranes and Hoists 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4760-HST0002 Preventive Maintenance - Cranes and Hoists 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4760-HST0003 Preventive Maintenance - Cranes and Hoists 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4760-HST0004 Preventive Maintenance - Cranes and Hoists 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4760-HST0005 Preventive Maintenance - Cranes and Hoists 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
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Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4760-HST0006 Preventive Maintenance - Cranes and Hoists 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4760-HST0007 Preventive Maintenance - Cranes and Hoists 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4760-HST0008 Preventive Maintenance - Cranes and Hoists 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4760-HST0009 Preventive Maintenance - Cranes and Hoists 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4760-HST0010 Preventive Maintenance - Cranes and Hoists 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4760-HST0011 Preventive Maintenance - Cranes and Hoists 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
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Complete and sign mechanical inspection form

PM4760-HST0012 Preventive Maintenance - Cranes and Hoists 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4760-HST0013 Preventive Maintenance - Cranes and Hoists 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4760-HST0014 Preventive Maintenance - Cranes and Hoists 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4760-HST0015 Preventive Maintenance - Cranes and Hoists 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4760-HUM0001 Preventive Maintenance - Humidifier 90-Day Humidifier, Electric Generator Type Check operation and controls.  If any problems are found issue work request

Check canister for mineral build-up
Check fill valve
Check dump valve
Inspect Vapor hoses

PM4760-HV0001 Preventive Maintenance - Heating Vent Unit 180-Day Heating/Ventilating Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust as necessary.

PM4760-HV0002 Preventive Maintenance - Heating Vent Unit 180-Day Heating/Ventilating Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust as necessary.
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PM4760-HV0003 Preventive Maintenance - Heating Vent Unit 180-Day Heating/Ventilating Unit Check controls and unit for proper operation.  If any problems are found 

issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust as necessary.

PM4760-HV0005 Preventive Maintenance - Heating Vent Unit 180-Day Heating/Ventilating Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust as necessary.

PM4760-HV0006 Preventive Maintenance - Heating Vent Unit 180-Day Heating/Ventilating Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust as necessary.

PM4760-HV0007 Preventive Maintenance - Heating Vent Unit 180-Day Heating/Ventilating Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust as necessary.

PM4760-HV0008 Preventive Maintenance - Heating Vent Unit 180-Day Heating/Ventilating Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust as necessary.

PM4760-HV0009 Preventive Maintenance - Heating Vent Unit 180-Day Heating/Ventilating Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust as necessary.

PM4760-HV0010 Preventive Maintenance - Heating Vent Unit 180-Day Heating/Ventilating Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust as necessary.

PM4760LIGHTS Preventive Maintenance - Exterior Lighting 90-Day Exterior Lighting Inspection Inspect all Exterior Building Lighting
Inspect all Parking Lot Lighting
Report Findings to Electrical Supervisor

PM4760-ODT0001 Preventive Maintenance - Oxygen Detection System 30-Day: Oxygen Detection System, Dry Cell Type Perform visual inspection

Verify ODT is required at this location.  If unit is not needed issue work 
request to remove unit

180-Day: Oxygen Detection System, Dry Cell 
Type

Perform visual inspection

Calibrate system
Check all alarm points
Verify ODT is still required at this location.  If unit is not needed issue work 
request to remove unit
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PM4760-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.

Apply insecticides or poisons as required.
Complete chemical applications records.

PM4760-PNL0001 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 
(Bobby Collier)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4760-PNL0002 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4760-PNL0003 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4760-PNL0004 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4760-PNL0005 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4760-PNL0006 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4760-PNL0007 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4760-PNL0008 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4760-PNL0009 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4760-PNL0010 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4760-PNL0011 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4760-PNL0012 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4760-PNL0013 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4760-PNL0014 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4760-PNL0015 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
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PM4760-PNL0016 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4760-PNL0017 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4760-PNL0018 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4760-PNL0019 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4760-PNL0021 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4760-PNL0022 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4760-PNL0023 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4760-PNL0024 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4760-REC0001 Preventive Maintenance - Rectifier 90-Day: Rectifier Check operation and controls.  If any problems are found issue work request

Check connections and battery charger
Check voltage and amperage
Check and tighten all lugs

180-Day: Rectifier Check operation and controls.  If any problems are found issue work request

Check connections and battery charger
Check voltage and amperage
Check and tighten all lugs
Clean equipment

PM4760-REC0002 Preventive Maintenance - Rectifier 90-Day: Rectifier Check operation and controls.  If any problems are found issue work request

Check connections and battery charger
Check voltage and amperage
Check and tighten all lugs

180-Day: Rectifier Check operation and controls.  If any problems are found issue work request

Check connections and battery charger
Check voltage and amperage
Check and tighten all lugs
Clean equipment

PM4760-REC0003 Preventive Maintenance - Rectifier 90-Day: Rectifier Check operation and controls.  If any problems are found issue work request
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Check connections and battery charger
Check voltage and amperage
Check and tighten all lugs

180-Day: Rectifier Check operation and controls.  If any problems are found issue work request

Check connections and battery charger
Check voltage and amperage
Check and tighten all lugs
Clean equipment

PM4760-REC0004 Preventive Maintenance - Rectifier 90-Day: Rectifier Check operation and controls.  If any problems are found issue work request

Check connections and battery charger
Check voltage and amperage
Check and tighten all lugs

180-Day: Rectifier Check operation and controls.  If any problems are found issue work request

Check connections and battery charger
Check voltage and amperage
Check and tighten all lugs
Clean equipment

PM4760-REC0005 Preventive Maintenance - Rectifier 90-Day: Rectifier Check operation and controls.  If any problems are found issue work request

Check connections and battery charger
Check voltage and amperage
Check and tighten all lugs

180-Day: Rectifier Check operation and controls.  If any problems are found issue work request

Check connections and battery charger
Check voltage and amperage
Check and tighten all lugs
Clean equipment

PM4760-REC0006 Preventive Maintenance - Rectifier 90-Day: Rectifier Check operation and controls.  If any problems are found issue work request

Check connections and battery charger
Check voltage and amperage
Check and tighten all lugs

180-Day: Rectifier Check operation and controls.  If any problems are found issue work request

Check connections and battery charger
Check voltage and amperage
Check and tighten all lugs
Clean equipment

PM4760-REC0007 Preventive Maintenance - Rectifier 90-Day: Rectifier Check operation and controls.  If any problems are found issue work request

Check connections and battery charger
Check voltage and amperage
Check and tighten all lugs

180-Day: Rectifier Check operation and controls.  If any problems are found issue work request
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Check connections and battery charger
Check voltage and amperage
Check and tighten all lugs
Clean equipment

PM4760-REC0008 Preventive Maintenance - Rectifier 90-Day: Rectifier Check operation and controls.  If any problems are found issue work request

Check connections and battery charger
Check voltage and amperage
Check and tighten all lugs

180-Day: Rectifier Check operation and controls.  If any problems are found issue work request

Check connections and battery charger
Check voltage and amperage
Check and tighten all lugs
Clean equipment

PM4760-REC0009 Preventive Maintenance - Rectifier 90-Day: Rectifier Check operation and controls.  If any problems are found issue work request

Check connections and battery charger
Check voltage and amperage
Check and tighten all lugs

180-Day: Rectifier Check operation and controls.  If any problems are found issue work request

Check connections and battery charger
Check voltage and amperage
Check and tighten all lugs
Clean equipment

PM4760-REC0011 Preventive Maintenance - Rectifier 90-Day: Rectifier Check operation and controls.  If any problems are found issue work request

Check connections and battery charger
Check voltage and amperage
Check and tighten all lugs

180-Day: Rectifier Check operation and controls.  If any problems are found issue work request

Check connections and battery charger
Check voltage and amperage
Check and tighten all lugs
Clean equipment

PM4760-REC0012 Preventive Maintenance - Rectifier 90-Day: Rectifier Check operation and controls.  If any problems are found issue work request

Check connections and battery charger
Check voltage and amperage
Check and tighten all lugs

180-Day: Rectifier Check operation and controls.  If any problems are found issue work request

Check connections and battery charger
Check voltage and amperage
Check and tighten all lugs
Clean equipment
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PM4760-REC0013 Preventive Maintenance - Rectifier 90-Day: Rectifier Check operation and controls.  If any problems are found issue work request

Check connections and battery charger
Check voltage and amperage
Check and tighten all lugs

180-Day: Rectifier Check operation and controls.  If any problems are found issue work request

Check connections and battery charger
Check voltage and amperage
Check and tighten all lugs
Clean equipment

PM4760-REC0014 Preventive Maintenance - Rectifier 90-Day: Rectifier Check operation and controls.  If any problems are found issue work request

Check connections and battery charger
Check voltage and amperage
Check and tighten all lugs

180-Day: Rectifier Check operation and controls.  If any problems are found issue work request

Check connections and battery charger
Check voltage and amperage
Check and tighten all lugs
Clean equipment

PM4760-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4760-ROOF0002 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4760-ROOF0003 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4760-ROOF0004 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4760-ROOF0005 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4760-ROOF0006 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4760-ROOF0007 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4760-RV0001 Preventive Maintenance - Relief Valves 365-Day: Relief Valve PM Service and Tag Relief Valve
PM4760-SHEW0001 Preventive Maintenance - Safety Shower and Eyewash 

Station
30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4760-SHEW0002 Preventive Maintenance - Safety Shower and Eyewash 
Station

30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4760-SHEW0003 Preventive Maintenance - Safety Shower and Eyewash 
Station

30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4760-SHEW0004 Preventive Maintenance - Safety Shower and Eyewash 
Station

30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4760-SHEW0005 Preventive Maintenance - Safety Shower and Eyewash 
Station

30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request



NNM08AA54C
ATTACHMENT J-24

PREVENTIVE MAINTENANCE

Page 1190 of 1447

PMNUM PM DESCRIPTION  TASK DESCRIPTION
Flush system for 2 minute minimum
Date and initial inspection tag

PM4760-SHEW0006 Preventive Maintenance - Safety Shower and Eyewash 
Station

30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4760-SHEW0008 Preventive Maintenance - Safety Shower and Eyewash 
Station

30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4760-SPMP0005 Preventive Maintenance - Sump Pump 30-Day: Sump Pump Check operation and controls.  If any problems are found issue work request

180-Day: Sump Pump Check operation and controls.  If any problems are found issue work request

Lubricate as necessary
Check coupling and drives

PM4760-SPMP0006 Preventive Maintenance - Sump Pump 30-Day: Sump Pump Check operation and controls.  If any problems are found issue work request

180-Day: Sump Pump Check operation and controls.  If any problems are found issue work request

Lubricate as necessary
Check coupling and drives

PM4760-SPMP001 Preventive Maintenance - Sump Pump 30-Day: Sump Pump Check operation and controls.  If any problems are found issue work request

180-Day: Sump Pump Check operation and controls.  If any problems are found issue work request

Lubricate as necessary
Check coupling and drives

PM4760-SPMP002 Preventive Maintenance - Sump Pump 30-Day: Sump Pump Check operation and controls.  If any problems are found issue work request

180-Day: Sump Pump Check operation and controls.  If any problems are found issue work request

Lubricate as necessary
Check coupling and drives

PM4760-SPMP003 Preventive Maintenance - Sump Pump 30-Day: Sump Pump Check operation and controls.  If any problems are found issue work request

180-Day: Sump Pump Check operation and controls.  If any problems are found issue work request

Lubricate as necessary
Check coupling and drives

PM4760-SPMP004 Preventive Maintenance - Sump Pump 30-Day: Sump Pump Check operation and controls.  If any problems are found issue work request

180-Day: Sump Pump Check operation and controls.  If any problems are found issue work request

Lubricate as necessary
Check coupling and drives

PM4760-SPR0001 Preventive Maintenance - Sprinkler System 30-Day: Wet Sprinkler System PM Perform PM
90-Day: Wet Sprinkler System PM Perform PM
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365-Day: Wet Sprinkler System PM Perform PM

PM4760-SPR0002 Preventive Maintenance - Sprinkler System 30-Day: Dry Sprinkler System PM Perform PM
90-Day: Dry Sprinkler System PM Perform PM
365-Day: Dry Sprinkler System PM Perform PM

PM4760-SPR0003 Preventive Maintenance - Sprinkler System 30-Day: Wet Sprinkler System PM Perform PM
90-Day: Wet Sprinkler System PM Perform PM
365-Day: Wet Sprinkler System PM Perform PM

PM4760-WWTR0001 Preventive Maintenance - Condenser Water 30-Day: Paint Booth Waste Water Treatment Add biocide to paint booth sump(s)
PM4761-ACFLT0001 Preventive Maintenance - Air Compressor Filter Change 365-Day: Air Compressor Filter Change Replace Filter(s) on air compressor unit.

PM4761-ACFLT0002 Preventive Maintenance - Air Compressor Filter Change 365-Day: Air Compressor Filter Change Replace Filter(s) on air compressor unit.

PM4761-ACMP0001 Preventive Maintenance - Air Compressor Control 90-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check Belts.  Change if necessary.

180-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

365-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change as necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

PM4761-ACMP0002 Preventive Maintenance - Air Compressor Control 90-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check Belts.  Change if necessary.

180-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

365-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change as necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

PM4761-ADRY0001 Preventive Maintenance - Air Dryer 60-Day: Air Dryer, Refrigerant Type (w/o 
Condenser Fan)

Check operation and controls.  If any problems found then issue work 
request.
Drain and flush
Drain water separator

180-Day: Air Dryer, Refrigerant Type (w/o 
Condenser Fan)

Check operation and controls.  If any problems found then issue work 
request.
Drain and flush
Drain water separator
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Clean condenser coils

PM4761-ADRY0002 Preventive Maintenance - Air Dryer 60-Day: Air Dryer, Refrigerant Type (w/o 
Condenser Fan)

Check operation and controls.  If any problems found then issue work 
request.
Drain and flush
Drain water separator

180-Day: Air Dryer, Refrigerant Type (w/o 
Condenser Fan)

Check operation and controls.  If any problems found then issue work 
request.
Drain and flush
Drain water separator
Clean condenser coils

PM4761-AH0001 Preventive Maintenance - Air Handling Unit 180-Day: Air Handling Unit Check controls and unit for proper operation.  If any problems are found 
issue work request
Lubricate shaft and motor bearings as necessary
Check belts for wear, proper tension, and alignment; adjust/replace as 
necessary.

PM4761-ATS0001 Preventive Maintenance - Auto Transfer Switch 180-Day: Auto Transfer Switch Check automatic operation and controls
365-Day: Auto Transfer Switch Check automatic operation and controls

Clean equipment
Perform Infrared Inspection to check all contacts and connections
If temperatures of over 121 degrees F noticed, connection must be 
repaired/tightened.

PM4761-BFP0001 Preventive Maintenance - Back Flow Preventer 90-Day: Back Flow Preventer Check Operations
PM4761-BFP0002 Preventive Maintenance - Back Flow Preventer 90-Day: Back Flow Preventer Check Operations
PM4761-DOOR0001 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM Inspect lifting cables

Inspect drive mechanism
Inspect brake settings if applicable.
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect chain drive adjustments
If any problems are found issue work request

PM4761-DXAC0001 Preventive Maintenance - DXAC Unit 90-Day: DX Unit Package, Stand-Alone or Split-
Type, Air-Cooled, Direct-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

180-Day: DX Unit Package, Stand-Alone or Split-
Type, Air-Cooled, Thru The Wall Unit (W/ Sealed 
condenser fan and blower motor

Check operation and controls.  If any problems are found issue work request

365-Day: DX Unit Package, Stand-Alone or Split-
Type, Air-Cooled, Direct-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

Clean condenser and evaporator coils
Check safety interlocks

PM4761-EAF0001 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request
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PM4761-EAF0002 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.

Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4761-EAF0003 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4761-EAF0004 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4761-EAF0005 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4761-FAS0001 Preventive Maintenance - Fire Alarm System 30-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions

180-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions
Verify operation of all pull stations and bells
Clean, test, and calibrate smoke detectors if applicable

PM4761-FILT0001 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4761-FILT0002 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4761-FM0001 Preventive Maintenance - Meter Tanks 365-Day: Flow Meter Tank Calibrate meter

Perform visual inspection
PM4761-GEN0001 Preventive Maintenance - Emergency Generator 30-Day: Generator Notify building manager of intent to perform generator maintenance prior to 

operating generator.
Seal off all necessary components of building ventilation system in order to 
prevent entry of fumes into building.
Check operation and controls.  If any problems are found issue work request

Check filters if applicable, change if necessary
Check belts if applicable, change if necessary.
Check coolant if applicable, add or change if necessary.
Check stop switch and emergency alarm bell.
Lubricate as necessary
Tighten all bolts
Check oil, add or change if necessary
Check voltage.
Check battery
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Check connections and battery charger
Verify day tank's fuel level is topped off between float ranges, if applicable.

90-Day: Generator Notify building manager of intent to perform generator maintenance prior to 
operating generator.
Seal off all necessary components of building ventilation system in order to 
prevent entry of fumes into building.
Check operation and controls.  If any problems are found issue work request

Check filters if applicable, change if necessary
Check belts if applicable, change if necessary.
Check coolant if applicable, add or change if necessary.
Check stop switch and emergency alarm bell.
Lubricate as necessary
Tighten all bolts
Check oil, add or change if necessary
Check voltage.
Check battery
Check connections and battery charger
Check generator output
Verify day tank's fuel level is topped off between float ranges, if applicable.

365-Day: Generator Notify building manager of intent to perform generator maintenance prior to 
operating generator.
Seal off all necessary components of building ventilation system in order to 
prevent entry of fumes into building.
Check operation and controls.  If any problems are found issue work request

Check filters if applicable, change if necessary
Check belts if applicable, change if necessary.
Check coolant if applicable, add or change if necessary.
Check stop switch and emergency alarm bell.
Lubricate as necessary
Tighten all bolts
Check oil, add or change if necessary
Check voltage.
Check battery
Check connections and battery charger
Check generator output
Winterize system
Verify continuity of generator ground, including the fuel tank ground
Verify day tank's fuel level is topped off between float ranges, if applicable.

PM4761LIGHTS Preventive Maintenance - Exterior Lighting 90-Day Exterior Lighting Inspection Inspect all Exterior Building Lighting
Inspect all Parking Lot Lighting
Report Findings to Electrical Supervisor

PM4761-LTS0001 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
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Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4761-LTS0002 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4761-LTS0003 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4761-MON0001 Preventive Maintenance - Chlorine Monitoring System 30-Day: Gas Monitor Perform visual inspection

PM4761-MON0002 Preventive Maintenance - Sulfer Dioxide Monitoring 
System

30-Day: Gas Monitor Perform visual inspection

PM4761-ORP0001 Preventive Maintenance - Meter Tanks 90-Day: PH Meter Calibrate meter
Perform visual inspection

PM4761-ORP0002 Preventive Maintenance - Meter Tanks 90-Day: PH Meter Calibrate meter
Perform visual inspection

PM4761-ORP0003 Preventive Maintenance - Meter Tanks 90-Day: PH Meter Calibrate meter
Perform visual inspection

PM4761-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.
Apply insecticides or poisons as required.
Complete chemical applications records.

PM4761-PHM0001 Preventive Maintenance - Meter Tanks 90-Day: PH Meter Calibrate meter
Perform visual inspection

PM4761-PHM0002 Preventive Maintenance - Meter Tanks 90-Day: PH Meter Calibrate meter
Perform visual inspection

PM4761-PHM0003 Preventive Maintenance - Meter Tanks 90-Day: PH Meter Calibrate meter
Perform visual inspection

PM4761-PHM0004 Preventive Maintenance - Meter Tanks 90-Day: PH Meter Calibrate meter
Perform visual inspection

PM4761-PHM0005 Preventive Maintenance - Meter Tanks 90-Day: PH Meter Calibrate meter
Perform visual inspection

PM4761-PHM0006 Preventive Maintenance - Meter Tanks 90-Day: PH Meter Calibrate meter
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Perform visual inspection

PM4761-PHM0007 Preventive Maintenance - Meter Tanks 90-Day: PH Meter Calibrate meter
Perform visual inspection

PM4761-PHM0008 Preventive Maintenance - Meter Tanks 90-Day: PH Meter Calibrate meter
Perform visual inspection

PM4761-PMP0001 Preventive Maintenance -  Lime Pump 90-Day: Pump Check operation and controls.  If any problems are found issue work request

180-Day: Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary

PM4761-PMP0002 Preventive Maintenance -  Lime Pump 90-Day: Pump Check operation and controls.  If any problems are found issue work request

180-Day: Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary

PM4761-PMP0003 Preventive Maintenance -  Mixer Pump 90-Day: Pump Check operation and controls.  If any problems are found issue work request

180-Day: Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary

PM4761-PMP0004 Preventive Maintenance -  Mixer Pump 90-Day: Pump Check operation and controls.  If any problems are found issue work request

180-Day: Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary

PM4761-PMP0005 Preventive Maintenance -  Mixer Pump 90-Day: Pump Check operation and controls.  If any problems are found issue work request

180-Day: Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary

PM4761-PMP0006 Preventive Maintenance -  Mixer Pump 90-Day: Pump Check operation and controls.  If any problems are found issue work request

180-Day: Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary
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PM4761-PMP0007 Preventive Maintenance -  Mixer Pump 90-Day: Pump Check operation and controls.  If any problems are found issue work request

180-Day: Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary

PM4761-PMP0008 Preventive Maintenance -  Mixer Pump 90-Day: Pump Check operation and controls.  If any problems are found issue work request

180-Day: Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary

PM4761-PMP0009 Preventive Maintenance -  Mixer Pump 90-Day: Pump Check operation and controls.  If any problems are found issue work request

180-Day: Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary

PM4761-PMP0010 Preventive Maintenance -  Mixer Pump 90-Day: Pump Check operation and controls.  If any problems are found issue work request

180-Day: Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary

PM4761-PMP0011 Preventive Maintenance -  Mixer Pump 90-Day: Pump Check operation and controls.  If any problems are found issue work request

180-Day: Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary

PM4761-PMP0012 Preventive Maintenance -  Mixer Pump 90-Day: Pump Check operation and controls.  If any problems are found issue work request

180-Day: Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary

PM4761-PMP0013 Preventive Maintenance -  Mixer Pump 90-Day: Pump Check operation and controls.  If any problems are found issue work request

180-Day: Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary
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PM4761-PMP0014 Preventive Maintenance -  Mixer Pump 90-Day: Pump Check operation and controls.  If any problems are found issue work request

180-Day: Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary

PM4761-PMP0015 Preventive Maintenance -  Mixer Pump 90-Day: Pump Check operation and controls.  If any problems are found issue work request

180-Day: Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary

PM4761-PMP0016 Preventive Maintenance -  Mixer Pump 90-Day: Pump Check operation and controls.  If any problems are found issue work request

180-Day: Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary

PM4761-PMP0017 Preventive Maintenance -  Sludge Pump 90-Day: Pump Check operation and controls.  If any problems are found issue work request

180-Day: Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary

PM4761-PMP0018 Preventive Maintenance -  Sludge Pump 90-Day: Pump Check operation and controls.  If any problems are found issue work request

180-Day: Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary

PM4761-PMP0019 Preventive Maintenance -  Sludge Pump 90-Day: Pump Check operation and controls.  If any problems are found issue work request

180-Day: Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary

PM4761-PMP0020 Preventive Maintenance -  Sulfuric Acid Pump 90-Day: Pump Check operation and controls.  If any problems are found issue work request

180-Day: Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary
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PM4761-PMP0021 Preventive Maintenance -  Sulfuric Acid Pump 90-Day: Pump Check operation and controls.  If any problems are found issue work request

180-Day: Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary

PM4761-PMP0022 Preventive Maintenance -  Transfer Pump 90-Day: Pump Check operation and controls.  If any problems are found issue work request

180-Day: Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary

PM4761-PMP0023 Preventive Maintenance -  Transfer Pump 90-Day: Pump Check operation and controls.  If any problems are found issue work request

180-Day: Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary

PM4761-PMP0024 Preventive Maintenance -  Transfer Pump 90-Day: Pump Check operation and controls.  If any problems are found issue work request

180-Day: Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary

PM4761-PMP0025 Preventive Maintenance -  Transfer Pump 90-Day: Pump Check operation and controls.  If any problems are found issue work request

180-Day: Pump Check for proper operation of pump.  If any problems are found issue work 
request
Check for leaks on suction and discharge piping, seals, packing glands etc.; 
make minor repairs as necessary.
Lubricate pump and motor as necessary

PM4761-PNL0001 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 
(Bobby Collier)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4761-PNL0002 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4761-PNL0003 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4761-PORTS0001 Preventive Maintenance - Influent Wastewater Observation 

Port
90-Day: Port Inspection Perform visual inspection

PM4761-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4761-ROOF0002 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
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PM4761-RV0001 Preventive Maintenance - Relief Valves 365-Day: Relief Valve PM Service and Tag Relief Valve
PM4761-RV0002 Preventive Maintenance - Relief Valves 365-Day: Relief Valve PM Service and Tag Relief Valve
PM4761-SHEW0001 Preventive Maintenance - Safety Shower and Eyewash 

Station
30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4761-SHEW0002 Preventive Maintenance - Safety Shower and Eyewash 
Station

30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4761-SHEW0003 Preventive Maintenance - Safety Shower and Eyewash 
Station

30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4761-SHEW0004 Preventive Maintenance - Safety Shower and Eyewash 
Station

30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4761-SHEW0005 Preventive Maintenance - Safety Shower and Eyewash 
Station

30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4761-SHEW0006 Preventive Maintenance - Safety Shower and Eyewash 
Station

30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4761-SHEW0007 Preventive Maintenance - Safety Shower and Eyewash 
Station

30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4761-SHEW0009 Preventive Maintenance - Safety Shower and Eyewash 
Station

30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4765-DOOR0001 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM (w/o lifting cables) Inspect drive mechanism
Inspect brake settings if applicable
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect Mounts to ensure that they are sufficiently sized
Inspect chain drive adjustments
If any problems are found issue work request

PM4765-DXAC0001 Preventive Maintenance - Direct Expansion AC Unit 90-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven (W/ Sealed 
condenser fan)

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate blower motor as necessary
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180-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven (W/ Sealed 
condenser fan)

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate blower motor as necessary

365-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven (W/ Sealed 
condenser fan)

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate blower motor as necessary
Clean condenser and evaporator coils
Check safety interlocks

PM4765-DXAC0002 Preventive Maintenance - Direct Expansion AC Unit 90-Day: Direct Expansion Unit Package, Stand-
Alone or Split-Type, Air-Cooled, Direct-Driven 
(W/ Sealed Blower Motor)

Check operation and controls.  If any problems are found issue work request

Lubricate condenser fan as necessary
180-Day: Direct Expansion Unit Package, Stand-
Alone or Split-Type, Air-Cooled, Thru The Wall 
Unit (W/ Sealed Blower Motor)

Check operation and controls.  If any problems are found issue work request

Lubricate condenser fan as necessary
365-Day: Direct Expansion Unit Package, Stand-
Alone or Split-Type, Air-Cooled, Direct-Driven 
(W/ Sealed Blower Motor)

Check operation and controls.  If any problems are found issue work request

Lubricate condenser fan as necessary
Clean condenser and evaporator coils
Check safety interlocks

PM4765-EROOM0001 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4765-FAS0001 Preventive Maintenance - Fire Alarm System 30-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions

180-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions
Verify operation of all pull stations and bells
Clean, test, and calibrate smoke detectors if applicable

PM4765-FILT0001 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4765-FILT0002 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4765-HST0001 Preventive Maintenance - Cranes and Hoists 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4765-HST0002 Preventive Maintenance - Cranes and Hoists 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.
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Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4765-HST0003 Preventive Maintenance - Cranes and Hoists 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4765LIGHTS Preventive Maintenance - Exterior Lighting 90-Day Exterior Lighting Inspection Inspect all Exterior Building Lighting
Inspect all Parking Lot Lighting
Report Findings to Electrical Supervisor

PM4765-LTS0001 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4765-LTS0002 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4765-LTS0003 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4765-LTS0004 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test
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365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head

Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4765-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.
Apply insecticides or poisons as required.
Complete chemical applications records.

PM4765-PNL0001 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 
(Bobby Collier)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4765-PNL0002 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4765-PNL0003 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4765-PNL0004 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4765-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4765-ROOF0002 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4765-ROOF0003 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4765-SHEW0001 Preventive Maintenance - Safety Shower and Eyewash 

Station
30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4765-SPR0001 Preventive Maintenance - Sprinkler System 30-Day: Wet Sprinkler System PM Perform PM
90-Day: Wet Sprinkler System PM Perform PM
365-Day: Wet Sprinkler System PM Perform PM

PM4767-EROOM0001 Preventive Maintenance - Equipment Room Cleaning 180-Day: Equipment Room Cleaning Thoroughly clean room and area around equipment.
Check area for control air leaks.
Check area for water leaks.
Report all deficiencies.

PM4767-EW0001 Preventive Maintenance - EyeWash 30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4767-HST0001 Preventive Maintenance - Cranes and Hoists 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4767LIGHTS Preventive Maintenance - Exterior Lighting 90-Day Exterior Lighting Inspection Inspect all Exterior Building Lighting
Inspect all Parking Lot Lighting
Report Findings to Electrical Supervisor
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PM4767-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.

Apply insecticides or poisons as required.
Complete chemical applications records.

PM4767-PNL0001 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 
(Bobby Collier)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4767-PNL0002 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4767-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4767-ROOF0002 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4767-SHEW0001 Preventive Maintenance - Safety Shower and Eyewash 

Station
30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4771-ABLR0001 Preventive Maintenance - Air Blower 30-Day: Sutorbilt Air Blower CHECK GEARBOX OIL LEVEL AND ADD AEON PD IF NECESSARY 
DO NOT OVERFILL)
CHECK BELT TENSION
LUBRICATE DRIVE END BEARINGS WITH NLGI 2 EP GREASE
CHECK AIR FILTER AND CLEAN IF NECESSARY

180-Day: Sutorbilt Air Blower CHANGE GEARBOX OIL USING AEON PD SYNTHETIC ONLY
LUBRICATE MOTOR BEARINGS AS NECESSARY
REPLACE AIR FILTER
CHANGE BELTS

PM4771-MON0001 Preventive Maintenance - Sulfite Monitoring System 30-Day: Gas Monitor (Calibration, Electricians) Clean reactor - remove sensor then pour dilute solution of bleach through 
drain chamber (Ref. O&M manual).
Check acid solution (refill if necessary with 15-20% concentration of 
sulfuric acid.
Zero the system.
Connect 1 liter bottle of distilled water to the sample pickup tube and draw in 
sample for 30 minutes.
Store the offset value after determining that the zero current value has 
stabilized and is no longer declining.
If the offset is too high and the monitors display indicates "No Update", 
check condition of sensor membrane and replace.
Press the MODE key to return to the "PPM" display. The reading should be 
zero PPM.
Calibration
Pour 1.000 grams of sodium sulfite into a 1 liter flask. Fill to 1 liter with 
distilled water. (stable for 2 days).
Immediately before use in calibration procedure, place 500 cc. of distilled 
water in a container with
2cc. using a pipette of concentrated standard prepared earlier.
Mix and feed approximate 2.5 PPM standard, produced in step 110.
Press CAL Key followed by ENTER key. Use Up or Down keys to adjust the 
value displayed to 2.5 PPM and press ENTER.

PM4771-PMP0001 Preventive Maintenance - Sulfite Monitoring System 30-Day Electronic Metering Pump Check Operation and Controls.  If any problems are found issue work request
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PM4774-ACFLT0001 Preventive Maintenance - Air Compressor Filter Change 365-Day: Air Compressor Filter Change Replace Filter(s) on air compressor unit.

PM4774-ACMP0001 Preventive Maintenance - Air Compressor 90-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check Belts.  Change if necessary.

180-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

365-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change as necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

PM4774-ADRY0001 Preventive Maintenance - Air Dryer 60-Day: Air Dryer, Refrigerant Type (w/ sealed 
condenser motor)

Check operation and controls.  If any problems found then issue work 
request.
Drain and flush
Drain water separator

180-Day: Air Dryer, Refrigerant Type (w/ sealed 
condenser motor)

Check operation and controls.  If any problems are found then issue work 
request.
Drain and flush
Drain water separator
Clean condenser coils

PM4774-DOOR0001 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM (w/o lifting cables) Inspect drive mechanism
Inspect brake settings if applicable
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect Mounts to ensure that they are sufficiently sized
Inspect chain drive adjustments
If any problems are found issue work request

PM4774-DOOR0002 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM (w/o lifting cables) Inspect drive mechanism
Inspect brake settings if applicable
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect Mounts to ensure that they are sufficiently sized
Inspect chain drive adjustments
If any problems are found issue work request

PM4774-DXAC0001 Preventive Maintenance - Direct Expansion AC Unit 90-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
180-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
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365-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Clean condenser and evaporator coils
Check safety interlocks

PM4774-EW0001 Preventive Maintenance - EyeWash 30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4774-FILT0002 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4774LIGHTS Preventive Maintenance - Exterior Lighting 90-Day Exterior Lighting Inspection Inspect all Exterior Building Lighting

Inspect all Parking Lot Lighting
Report Findings to Electrical Supervisor

PM4774-LTS0001 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4774-LTS0002 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4774-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.
Apply insecticides or poisons as required.
Complete chemical applications records.

PM4774-PNL0001 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 
(Bobby Collier)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4774-PNL0002 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4774-PNL0003 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4774-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4774-RV0001 Preventive Maintenance - Relief Valves 365-Day: Relief Valve PM Service and Tag Relief Valve
PM4775-DOOR0001 Preventive Maintenance - Roll-Up Door 180-Day Sliding/Roll-up Door, Manual Lubricate tracks as necessary

Check stops and tethers
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If any problems are found issue work request

PM4775-DOOR0002 Preventive Maintenance - Roll-Up Door 180-Day Sliding/Roll-up Door, Manual Lubricate tracks as necessary
Check stops and tethers
If any problems are found issue work request

PM4775-DXAC0001 Preventive Maintenance - Direct Expansion AC Unit 90-Day: DX Unit Package, Stand-Alone or Split-
Type, Air-Cooled, Direct-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

180-Day: DX Unit Package, Stand-Alone or Split-
Type, Air-Cooled, Thru The Wall Unit (W/ Sealed 
condenser fan and blower motor

Check operation and controls.  If any problems are found issue work request

365-Day: DX Unit Package, Stand-Alone or Split-
Type, Air-Cooled, Direct-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

Clean condenser and evaporator coils
Check safety interlocks

PM4775-DXAC0002 Preventive Maintenance - Direct Expansion AC Unit 90-Day: DX Unit Package, Stand-Alone or Split-
Type, Air-Cooled, Direct-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

180-Day: DX Unit Package, Stand-Alone or Split-
Type, Air-Cooled, Thru The Wall Unit (W/ Sealed 
condenser fan and blower motor

Check operation and controls.  If any problems are found issue work request

365-Day: DX Unit Package, Stand-Alone or Split-
Type, Air-Cooled, Direct-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

Clean condenser and evaporator coils
Check safety interlocks

PM4775-EAF0001 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4775-EAF0002 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM4775-FAS0001 Preventive Maintenance - Fire Alarm System 30-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions

180-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions
Verify operation of all pull stations and bells
Clean, test, and calibrate smoke detectors if applicable

PM4775-FILT0001 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4775-FILT0002 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4775-HST0001 Preventive Maintenance - Cranes and Hoists 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.
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Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4775-HST0002 Preventive Maintenance - Cranes and Hoists 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4775LIGHTS Preventive Maintenance - Exterior Lighting 90-Day Exterior Lighting Inspection Inspect all Exterior Building Lighting
Inspect all Parking Lot Lighting
Report Findings to Electrical Supervisor

PM4775-LTS0001 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4775-LTS0002 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4775-PNL0001 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 
(Bobby Collier)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4775-PNL0002 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4775-PNL0003 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4775-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4775-ROOF0002 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4776-BLR0001 Preventive Maintenance - Steam Boiler 30-Day: Boiler in dry lay-up Perform safety walk-through

Clean boiler area, if necessary
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PM4776-DOOR0001 Preventive Maintenance - Roll-Up Door 180-Day Sliding/Roll-up Door, Manual Lubricate tracks as necessary

Check stops and tethers
If any problems are found issue work request

PM4776-DOOR0002 Preventive Maintenance - Roll-Up Door 180-Day Sliding/Roll-up Door, Manual Lubricate tracks as necessary
Check stops and tethers
If any problems are found issue work request

PM4776-DXAC0001 Preventive Maintenance - Direct Expansion AC Unit 90-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
180-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
365-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Clean condenser and evaporator coils
Check safety interlocks

PM4776-DXAC0002 Preventive Maintenance - Direct Expansion AC Unit 90-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary

180-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary

365-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate condenser fan as necessary
Lubricate blower motor as necessary
Clean condenser and evaporator coils
Check safety interlocks

PM4776-EW0001 Preventive Maintenance - EyeWash 30-Day: Portable Eyewash Station Check fluid levels.
Check spray heads for cleanliness.
Clean unit as necessary.
Date and initial inspection tag

180-Day: Portable Eyewash Station Change saline solution.
Check spray heads for cleanliness.
Clean unit as necessary.
Date and initial inspection tag

PM4776-FAS0001 Preventive Maintenance - Fire Alarm System 30-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions

180-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions
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Verify operation of all pull stations and bells
Clean, test, and calibrate smoke detectors if applicable

PM4776-FILT0001 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4776-FILT0002 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4776-FILT0003 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4776-FWP0001 Preventive Maintenance -Feed Water Pump 30-Day: Feed Water Pump Check operation and controls.  If any problems are found issue work request

180-Day: Feed WaterPump Check operation and controls.  If any problems are found issue work request

Lubricate as necessary
Check coupling and drives

PM4776-HP0001 Preventive Maintenance - Heat Pump 90-Day: Heat Pump Check operation and controls.  If any problems are found issue work request

Lubricate blower motor as necessary
180-Day: Heat Pump Check operation and controls.  If any problems are found issue work request

Lubricate blower motor as necessary
365-Day: Heat Pump Check operation and controls.  If any problems are found issue work request

Lubricate blower motor as necessary
Clean coils
Check safety interlocks

PM4776-HST0001 Preventive Maintenance - Cranes and Hoists 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4776-HST0002 Preventive Maintenance - Cranes and Hoists 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4776-ODT0001 Preventive Maintenance - Oxygen Detection System 30-Day: Oxygen Detection System, Dry Cell Type Perform visual inspection

Verify ODT is required at this location.  If unit is not needed issue work 
request to remove unit

180-Day: Oxygen Detection System, Dry Cell 
Type

Perform visual inspection

Calibrate system
Check all alarm points
Verify ODT is still required at this location.  If unit is not needed issue work 
request to remove unit
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PM4776-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.

Apply insecticides or poisons as required.
Complete chemical applications records.

PM4776-PNL0001 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 
(Bobby Collier)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4776-PNL0002 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4776-PNL0003 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4776-PNL0004 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4776-PNL0005 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4776-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4776-ROOF0002 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4776-ROOF0003 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4776-SHEW0001 Preventive Maintenance - Safety Shower and Eyewash 

Station
30-Day Safety Shower and/or Eyewash Station Check operation and controls.  If any problems are found issue work request

Flush system for 2 minute minimum
Date and initial inspection tag

PM4777-CRN0001 Preventive Maintenance - Crane 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4777-DOOR0001 Preventive Maintenance - Roll-Up Door 180-Day Sliding/Roll-up Door, Manual Lubricate tracks as necessary
Check stops and tethers
If any problems are found issue work request

PM4777-DOOR0002 Preventive Maintenance - Roll-Up Door 180-Day Sliding/Roll-up Door, Manual Lubricate tracks as necessary
Check stops and tethers
If any problems are found issue work request

PM4777-DOOR0003 Preventive Maintenance - Roll-Up Door 180-Day Roll-Up Door PM (w/o lifting cables) Inspect drive mechanism
Inspect brake settings if applicable
Check master link on chains
Visually inspect alignment of tracks
Lubricate tracks as necessary
Inspect Mounts to ensure that they are sufficiently sized
Inspect chain drive adjustments
If any problems are found issue work request
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PM4777-DXAC0001 Preventive Maintenance - Direct Expansion AC Unit 90-Day: Direct Expansion Unit Package, Split-

Type, Air-Cooled, Belt-Driven (W/ Sealed blower 
motor)

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate condenser fan as necessary

180-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven (W/ Sealed Blower 
motor)

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate condenser fan as necessary

365-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven (W/ Sealed blower 
motor)

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Lubricate condenser fan as necessary
Clean condenser and evaporator coils
Check safety interlocks

PM4777-DXAC0002 Preventive Maintenance - Direct Expansion AC Unit 90-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
180-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
365-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Clean condenser and evaporator coils
Check safety interlocks

PM4777-DXAC0003 Preventive Maintenance - Direct Expansion AC Unit 90-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
180-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
365-Day: Direct Expansion Unit Package, Split-
Type, Air-Cooled, Belt-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

Check belts, change if necessary
Clean condenser and evaporator coils
Check safety interlocks

PM4777-FAS0001 Preventive Maintenance - Fire Alarm System 30-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions

180-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions
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Verify operation of all pull stations and bells
Clean, test, and calibrate smoke detectors if applicable

PM4777-FILT0001 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4777-FILT0002 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4777-FILT0003 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PM4777-HST0001 Preventive Maintenance - Cranes and Hoists 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4777-HST0002 Preventive Maintenance - Cranes and Hoists 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4777-HST0003 Preventive Maintenance - Cranes and Hoists 30-Day: Cranes and Hoists (Mechanical Tasks) Inspect trolley lugs, rails and stops.

Check operation and controls.  If any problems found then issue work 
request.
Lubricate as necessary
Verify that hand signal and warning labels are attached properly
Perform hook and wire rope inspection
Complete and sign mechanical inspection form

PM4777LIGHTS Preventive Maintenance - Exterior Lighting 90-Day Exterior Lighting Inspection Inspect all Exterior Building Lighting
Inspect all Parking Lot Lighting
Report Findings to Electrical Supervisor

PM4777-LTS0001 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4777-LTS0002 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
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Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4777-LTS0003 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4777-LTS0004 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM4777-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.
Apply insecticides or poisons as required.
Complete chemical applications records.

PM4777-PNL0001 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 
(Bobby Collier)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4777-PNL0002 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4777-PNL0003 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4777-PNL0004 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4777-PNL0005 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4777-PNL0006 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4777-PNL0007 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4777-PNL0008 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
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PM4777-PNL0009 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4777-PNL0010 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4777-PNL0011 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM4777-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM4823-FUEL0001 Preventive Maintenance - Fuel Filter Reminder 365-Day: Fuel Filter Notice Initiate IDIQ Workorder to Replace Fuel Filters at Fuel Farm Facility.
PM4823-PMP0001 Preventive Maintenance -  Fuel Pump 90-Day:  Fuel Farm Transfer Pump PM Check operation and controls.  If any problems are found issue work request

Lubricate Pump as Necessary
PM4823-PMP0002 Preventive Maintenance -  Fuel Pump 90-Day:  Fuel Farm Transfer Pump PM Check operation and controls.  If any problems are found issue work request

Lubricate Pump as Necessary
PM4823-REEL0001 Preventive Maintenance - Fuel Hose Reel 90-Day: Fuel Hose Reel Check operation and controls.  If any problems are found issue work request

Lubricate Reel Units at Necessary Points
Exercise Units Using Deadman's Switch

PM4823-REEL0002 Preventive Maintenance - Fuel Hose Reel 90-Day: Fuel Hose Reel Check operation and controls.  If any problems are found issue work request

Lubricate Reel Units at Necessary Points
Exercise Units Using Deadman's Switch

PM7204-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.
Apply insecticides or poisons as required.
Complete chemical applications records.

PM7205-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.
Apply insecticides or poisons as required.
Complete chemical applications records.

PM7214-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.
Apply insecticides or poisons as required.
Complete chemical applications records.

PM7215-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.
Apply insecticides or poisons as required.
Complete chemical applications records.

PM7244A-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.
Apply insecticides or poisons as required.
Complete chemical applications records.

PM7261-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.
Apply insecticides or poisons as required.
Complete chemical applications records.

PM7325-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.
Apply insecticides or poisons as required.
Complete chemical applications records.

PM8010-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.
Apply insecticides or poisons as required.
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Complete chemical applications records.

PM8010-PNL0001 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 
(Bobby Collier)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM8010-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM8023-ACFLT0001 Preventive Maintenance - Air Compressor Filter Change 365-Day: Air Compressor Filter Change Replace Filter(s) on air compressor unit.

PM8023-ACFLT0002 Preventive Maintenance - Air Compressor Filter Change 365-Day: Air Compressor Filter Change Replace Filter(s) on air compressor unit.

PM8023-ACMP0001 Preventive Maintenance - Air Compressor 90-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check Belts.  Change if necessary.

180-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

365-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change as necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

PM8023-ACMP0002 Preventive Maintenance - Air Compressor Control 90-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check Belts.  Change if necessary.

180-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change if necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

365-Day: Air Compressor Drain Tank.  If unit has automatic drain then cycle drain.
Check oil, add or change as necessary
Lubricate as necessary
Check belts, change if necessary
Check filters, change if necessary

PM8023-EAF0001 Preventive Maintenance - Exhaust Blower Fan 180-Day Exhaust Fan Start and stop fan with local switch.
Check motor and fan shaft bearings for noise, vibration, overheating; 
lubricate as necessary.
Check belts for wear, tension, and alignment, if applicable; adjust as 
required.
If any problems are found issue work request

PM8023-FAS0001 Preventive Maintenance - Fire Alarm System 30-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions

180-Day: Fire Alarm System Inspect panel
Inspect smoke detectors for damage and obstructions
Verify operation of all pull stations and bells
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Clean, test, and calibrate smoke detectors if applicable

PM8023LIGHTS Preventive Maintenance - Exterior Lighting 90-Day Exterior Lighting Inspection Inspect all Exterior Building Lighting
Inspect all Parking Lot Lighting
Report Findings to Electrical Supervisor

PM8023-LTS0001 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM8023-LTS0002 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM8023-LTS0003 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM8023-LTS0004 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM8023-LTS0005 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals
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PM8023-LTS0006 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head

Perform 30 second light operational test
180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head

Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM8023-LTS0007 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM8023-LTS0008 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM8023-LTS0009 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM8023-LTS0010 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM8023-LTS0011 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
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Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM8023-LTS0012 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM8023-LTS0013 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM8023-LTS0014 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM8023-LTS0015 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
Clean interior of light housing, check battery terminals

PM8023-LTS0016 Preventive Maintenance - Emergency Lights 30-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Perform 30 second light operational test

180-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Clean interior of light housing, check battery terminals
Perform 30 second light operational test

365-Day: Emergency Lights - Dry Cell Clean exterior of emergency light and lamp head
Check condition of battery and replace if necessary
Perform 1.5 hour operational test
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Clean interior of light housing, check battery terminals

PM8023-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.
Apply insecticides or poisons as required.
Complete chemical applications records.

PM8023-PNL0001 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 
(Bobby Collier)

Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM8023-PNL0002 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM8023-PNL0003 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM8023-PNL0004 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM8023-PNL0005 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM8023-PNL0006 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM8023-PNL0007 Preventive Maintenance - Panel Board 1095-Day Breaker Exercising Maintenance 

(Bobby Collier)
Exercise all breakers in distribution panels 3-4 times

Install knockout hole plugs as necessary
PM8023-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM8023-ROOF0002 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM8023-ROOF0003 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM8023-ROOF0004 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM8023-ROOF0005 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM8023-ROOF0006 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PM8023-RV0001 Preventive Maintenance - Relief Valves 365-Day: Relief Valve PM Service and Tag Relief Valve
PM8034-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.

Apply insecticides or poisons as required.
Complete chemical applications records.

PM8037-LTS0001 Preventive Maintenance - Dock Lights 30-Day: Dock Lights Verify operation
PM8037-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.

Apply insecticides or poisons as required.
Complete chemical applications records.

PM8301-LROD0001 Preventive Maintenance - Lightning Protection System 365 Day: Lightning Protection System Measure and record resistance readings

Inspect rods, cables, and fasteners
Attach and turn in ground readings with PM sheet

PM8301-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.
Apply insecticides or poisons as required.
Complete chemical applications records.

PM8302-LROD0001 Preventive Maintenance - Lightning Protection System 365 Day: Lightning Protection System Measure and record resistance readings
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Inspect rods, cables, and fasteners
Attach and turn in ground readings with PM sheet

PM8302-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.
Apply insecticides or poisons as required.
Complete chemical applications records.

PM8303-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.
Apply insecticides or poisons as required.
Complete chemical applications records.

PM8306-LROD0001 Preventive Maintenance - Lightning Protection System 365 Day: Lightning Protection System Measure and record resistance readings

Inspect rods, cables, and fasteners
Attach and turn in ground readings with PM sheet

PM8306-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.
Apply insecticides or poisons as required.
Complete chemical applications records.

PM8307-LROD0001 Preventive Maintenance - Lightning Protection System 365 Day: Lightning Protection System Measure and record resistance readings

Inspect rods, cables, and fasteners
Attach and turn in ground readings with PM sheet

PM8307-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.
Apply insecticides or poisons as required.
Complete chemical applications records.

PM8310-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.
Apply insecticides or poisons as required.
Complete chemical applications records.

PM8312-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.
Apply insecticides or poisons as required.
Complete chemical applications records.

PM8319-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.
Apply insecticides or poisons as required.
Complete chemical applications records.

PM8321-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.
Apply insecticides or poisons as required.
Complete chemical applications records.

PM8936-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.
Apply insecticides or poisons as required.
Complete chemical applications records.

PME4200-FIRP0001 Preventive Maintenance - Fire Pump (Electrical) 90-Day: Electrical PM for Fire Pumps Excercise isolating switch and circuit breaker
Inspect, check, clean, and test circuit breakers, replace as needed
Check accuracy of pressure sensors
Calibrate pressure switch settings
Check fire pump and jockey pump controllers
Verify that the system is in service
Verify that reverse phase alarm pilot light is off
Verify that normal phase rotation pilot light is on
Verify that isolating switch is closed

PME4200-FIRP0002 Preventive Maintenance - Fire Pump (Electrical) 90-Day: Electrical PM for Fire Pumps Excercise isolating switch and circuit breaker
Inspect, check, clean, and test circuit breakers, replace as needed
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Check accuracy of pressure sensors
Calibrate pressure switch settings
Check fire pump and jockey pump controllers
Verify that the system is in service
Verify that reverse phase alarm pilot light is off
Verify that normal phase rotation pilot light is on
Verify that isolating switch is closed

PME4200-FIRP0003 Preventive Maintenance - Fire Pump (Electrical) 90-Day: Electrical PM for Fire Pumps Excercise isolating switch and circuit breaker
Inspect, check, clean, and test circuit breakers, replace as needed
Check accuracy of pressure sensors
Calibrate pressure switch settings
Check fire pump and jockey pump controllers
Verify that the system is in service
Verify that reverse phase alarm pilot light is off
Verify that normal phase rotation pilot light is on
Verify that isolating switch is closed

PME4200-HST0001 Preventive Maintenance - Cranes and Hoists (Electrical) 30-Day: Cranes and Hoists (Electrical) Check and clean panels and brushes

Check operation and controls.  If any problems found then issue work 
request.
Verify that hand signal and warning labels are attached properly
Complete and sign electrical inspection form

PME4201-FIRP0001 Preventive Maintenance - Fire Pump (Electrical) 90-Day: Electrical PM for Fire Pumps Excercise isolating switch and circuit breaker
Inspect, check, clean, and test circuit breakers, replace as needed
Check accuracy of pressure sensors
Calibrate pressure switch settings
Check fire pump and jockey pump controllers
Verify that the system is in service
Verify that reverse phase alarm pilot light is off
Verify that normal phase rotation pilot light is on
Verify that isolating switch is closed

PME4202-FIRP0001 Preventive Maintenance - Fire Pump (Electrical) 90-Day: Electrical PM for Fire Pumps Excercise isolating switch and circuit breaker
Inspect, check, clean, and test circuit breakers, replace as needed
Check accuracy of pressure sensors
Calibrate pressure switch settings
Check fire pump and jockey pump controllers
Verify that the system is in service
Verify that reverse phase alarm pilot light is off
Verify that normal phase rotation pilot light is on
Verify that isolating switch is closed

PME4203-FIRP0001 Preventive Maintenance - Fire Pump (Electrical) 90-Day: Electrical PM for Fire Pumps Excercise isolating switch and circuit breaker
Inspect, check, clean, and test circuit breakers, replace as needed
Check accuracy of pressure sensors
Calibrate pressure switch settings
Check fire pump and jockey pump controllers
Verify that the system is in service
Verify that reverse phase alarm pilot light is off
Verify that normal phase rotation pilot light is on
Verify that isolating switch is closed
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PME4203-FIRP0002 Preventive Maintenance - Fire Pump (Electrical) 90-Day: Electrical PM for Fire Pumps Excercise isolating switch and circuit breaker

Inspect, check, clean, and test circuit breakers, replace as needed
Check accuracy of pressure sensors
Calibrate pressure switch settings
Check fire pump and jockey pump controllers
Verify that the system is in service
Verify that reverse phase alarm pilot light is off
Verify that normal phase rotation pilot light is on
Verify that isolating switch is closed

PME4205-CRN0001 Preventive Maintenance - Cranes and Hoists (Electrical) 30-Day: Cranes and Hoists (Electrical) Check and clean panels and brushes

Check operation and controls.  If any problems found then issue work 
request.
Verify that hand signal and warning labels are attached properly
Complete and sign electrical inspection form

PME4205-CRN0002 Preventive Maintenance - Cranes and Hoists (Electrical) 30-Day: Cranes and Hoists (Electrical) Check and clean panels and brushes

Check operation and controls.  If any problems found then issue work 
request.
Verify that hand signal and warning labels are attached properly
Complete and sign electrical inspection form

PME4205-CRN0003 Preventive Maintenance - Cranes and Hoists (Electrical) 30-Day: Cranes and Hoists (Electrical) Check and clean panels and brushes

Check operation and controls.  If any problems found then issue work 
request.
Verify that hand signal and warning labels are attached properly
Complete and sign electrical inspection form

PME4205-CRN0004 Preventive Maintenance - Cranes and Hoists (Electrical) 30-Day: Cranes and Hoists (Electrical) Check and clean panels and brushes

Check operation and controls.  If any problems found then issue work 
request.
Verify that hand signal and warning labels are attached properly
Complete and sign electrical inspection form

PME4205-CRN0005 Preventive Maintenance - Cranes and Hoists (Electrical) 30-Day: Cranes and Hoists (Electrical) Check and clean panels and brushes

Check operation and controls.  If any problems found then issue work 
request.
Verify that hand signal and warning labels are attached properly
Complete and sign electrical inspection form

PME4205-CRN0006 Preventive Maintenance - Cranes and Hoists (Electrical) 30-Day: Cranes and Hoists (Electrical) Check and clean panels and brushes

Check operation and controls.  If any problems found then issue work 
request.
Verify that hand signal and warning labels are attached properly
Complete and sign electrical inspection form

PME4205-HST0001 Preventive Maintenance - Cranes and Hoists (Electrical) 30-Day: Cranes and Hoists (Electrical) Check and clean panels and brushes

Check operation and controls.  If any problems found then issue work 
request.
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Verify that hand signal and warning labels are attached properly
Complete and sign electrical inspection form

PME4209-FIRP0001 Preventive Maintenance - Fire Pump (Electrical) 90-Day: Electrical PM for Fire Pumps Excercise isolating switch and circuit breaker
Inspect, check, clean, and test circuit breakers, replace as needed
Check accuracy of pressure sensors
Calibrate pressure switch settings
Check fire pump and jockey pump controllers
Verify that the system is in service
Verify that reverse phase alarm pilot light is off
Verify that normal phase rotation pilot light is on
Verify that isolating switch is closed

PME4476-HST0002 Preventive Maintenance - Cranes and Hoists (Electrical) 30-Day: Cranes and Hoists (Electrical) Check and clean panels and brushes

Check operation and controls.  If any problems found then issue work 
request.
Verify that hand signal and warning labels are attached properly
Complete and sign electrical inspection form

PME4476-HST0003 Preventive Maintenance - Cranes and Hoists (Electrical) 30-Day: Cranes and Hoists (Electrical) Check and clean panels and brushes

Check operation and controls.  If any problems found then issue work 
request.
Verify that hand signal and warning labels are attached properly
Complete and sign electrical inspection form

PME4476-HST0004 Preventive Maintenance - Cranes and Hoists (Electrical) 30-Day: Cranes and Hoists (Electrical) Check and clean panels and brushes

Check operation and controls.  If any problems found then issue work 
request.
Verify that hand signal and warning labels are attached properly
Complete and sign electrical inspection form

PME4481-HST0002 Preventive Maintenance - Cranes and Hoists (Electrical) 30-Day: Cranes and Hoists (Electrical) Check and clean panels and brushes

Check operation and controls.  If any problems found then issue work 
request.
Verify that hand signal and warning labels are attached properly
Complete and sign electrical inspection form

PME4481-HST0004 Preventive Maintenance - Cranes and Hoists (Electrical) 30-Day: Cranes and Hoists (Electrical) Check and clean panels and brushes

Check operation and controls.  If any problems found then issue work 
request.
Verify that hand signal and warning labels are attached properly
Complete and sign electrical inspection form

PME4481-HST0005 Preventive Maintenance - Cranes and Hoists (Electrical) 30-Day: Cranes and Hoists (Electrical) Check and clean panels and brushes

Check operation and controls.  If any problems found then issue work 
request.
Verify that hand signal and warning labels are attached properly
Complete and sign electrical inspection form

PME4487A-HST0004 Preventive Maintenance - Cranes and Hoists (Electrical) 30-Day: Cranes and Hoists (Electrical) Check and clean panels and brushes
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Check operation and controls.  If any problems found then issue work 
request.
Verify that hand signal and warning labels are attached properly
Complete and sign electrical inspection form

PME4487BC-CRN0001 Preventive Maintenance - Crane 30-Day: Cranes and Hoists (Electrical) Check and clean panels and brushes
Check operation and controls.  If any problems found then issue work 
request.
Verify that hand signal and warning labels are attached properly
Complete and sign electrical inspection form

PME4487BC-CRN0002 Preventive Maintenance - Crane 30-Day: Cranes and Hoists (Electrical) Check and clean panels and brushes
Check operation and controls.  If any problems found then issue work 
request.
Verify that hand signal and warning labels are attached properly
Complete and sign electrical inspection form

PME4487BC-HST0001 Preventive Maintenance - Cranes and Hoists 30-Day: Cranes and Hoists (Electrical) Check and clean panels and brushes
Check operation and controls.  If any problems found then issue work 
request.
Verify that hand signal and warning labels are attached properly
Complete and sign electrical inspection form

PME4487BC-HST0002 Preventive Maintenance - Cranes and Hoists 30-Day: Cranes and Hoists (Electrical) Check and clean panels and brushes
Check operation and controls.  If any problems found then issue work 
request.
Verify that hand signal and warning labels are attached properly
Complete and sign electrical inspection form

PME4487B-CRN0001 Preventive Maintenance - Cranes and Hoists (Electrical) 30-Day: Cranes and Hoists (Electrical) Check and clean panels and brushes

Check operation and controls.  If any problems found then issue work 
request.
Verify that hand signal and warning labels are attached properly
Complete and sign electrical inspection form

PME4487B-CRN0002 Preventive Maintenance - Cranes and Hoists (Electrical) 30-Day: Cranes and Hoists (Electrical) Check and clean panels and brushes

Check operation and controls.  If any problems found then issue work 
request.
Verify that hand signal and warning labels are attached properly
Complete and sign electrical inspection form

PME4493-CRN0001 Preventive Maintenance - Cranes and Hoists (Electrical) 30-Day: Cranes and Hoists (Electrical) Check and clean panels and brushes

Check operation and controls.  If any problems found then issue work 
request.
Verify that hand signal and warning labels are attached properly
Complete and sign electrical inspection form

PME4493-HST0001 Preventive Maintenance - Cranes and Hoists (Electrical) 30-Day: Cranes and Hoists (Electrical) Check and clean panels and brushes

Check operation and controls.  If any problems found then issue work 
request.
Verify that hand signal and warning labels are attached properly
Complete and sign electrical inspection form
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PME4523-HST0001 Preventive Maintenance - Cranes and Hoists (Electrical) 30-Day: Cranes and Hoists (Electrical) Check and clean panels and brushes

Check operation and controls.  If any problems found then issue work 
request.
Verify that hand signal and warning labels are attached properly
Complete and sign electrical inspection form

PME4531-HST0001 Preventive Maintenance - Cranes and Hoists (Electrical) 30-Day: Cranes and Hoists (Electrical) Check and clean panels and brushes

Check operation and controls.  If any problems found then issue work 
request.
Verify that hand signal and warning labels are attached properly
Complete and sign electrical inspection form

PME4539-HST0001 Preventive Maintenance - Cranes and Hoists (Electrical) 30-Day: Cranes and Hoists (Electrical) Check and clean panels and brushes

Check operation and controls.  If any problems found then issue work 
request.
Verify that hand signal and warning labels are attached properly
Complete and sign electrical inspection form

PME4550-DERK0001 Preventive Maintenance - Cranes and Hoists (Electrical) 30-Day: Cranes and Hoists (Electrical) Check and clean panels and brushes

Check operation and controls.  If any problems found then issue work 
request.
Verify that hand signal and warning labels are attached properly
Complete and sign electrical inspection form

PME4550-DERK0002 Preventive Maintenance - Cranes and Hoists (Electrical) 30-Day: Cranes and Hoists (Electrical) Check and clean panels and brushes

Check operation and controls.  If any problems found then issue work 
request.
Verify that hand signal and warning labels are attached properly
Complete and sign electrical inspection form

PME4554-HST0001 Preventive Maintenance - Cranes and Hoists (Electrical) 30-Day: Cranes and Hoists (Electrical) Check and clean panels and brushes

Check operation and controls.  If any problems found then issue work 
request.
Verify that hand signal and warning labels are attached properly
Complete and sign electrical inspection form

PME4554-HST0002 Preventive Maintenance - Cranes and Hoists (Electrical) 30-Day: Cranes and Hoists (Electrical) Check and clean panels and brushes

Check operation and controls.  If any problems found then issue work 
request.
Verify that hand signal and warning labels are attached properly
Complete and sign electrical inspection form

PME4555-CRN0001 Preventive Maintenance - Cranes and Hoists (Electrical) 30-Day: Cranes and Hoists (Electrical) Check and clean panels and brushes

Check operation and controls.  If any problems found then issue work 
request.
Verify that hand signal and warning labels are attached properly
Complete and sign electrical inspection form
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PME4561-CRN0001 Preventive Maintenance - Cranes and Hoists (Electrical) 30-Day: Cranes and Hoists (Electrical) Check and clean panels and brushes

Check operation and controls.  If any problems found then issue work 
request.
Verify that hand signal and warning labels are attached properly
Complete and sign electrical inspection form

PME4561-HST0001 Preventive Maintenance - Cranes and Hoists (Electrical) 30-Day: Cranes and Hoists (Electrical) Check and clean panels and brushes

Check operation and controls.  If any problems found then issue work 
request.
Verify that hand signal and warning labels are attached properly
Complete and sign electrical inspection form

PME4561-HST0003 Preventive Maintenance - Cranes and Hoists (Electrical) 30-Day: Cranes and Hoists (Electrical) Check and clean panels and brushes

Check operation and controls.  If any problems found then issue work 
request.
Verify that hand signal and warning labels are attached properly
Complete and sign electrical inspection form

PME4561-HST0004 Preventive Maintenance - Cranes and Hoists (Electrical) 30-Day: Cranes and Hoists (Electrical) Check and clean panels and brushes

Check operation and controls.  If any problems found then issue work 
request.
Verify that hand signal and warning labels are attached properly
Complete and sign electrical inspection form

PME4570-HST0001 Preventive Maintenance - Cranes and Hoists (Electrical) 30-Day: Cranes and Hoists (Electrical) Check and clean panels and brushes

Check operation and controls.  If any problems found then issue work 
request.
Verify that hand signal and warning labels are attached properly
Complete and sign electrical inspection form

PME4583-HST0003 Preventive Maintenance - Cranes and Hoists (Electrical) 30-Day: Cranes and Hoists (Electrical) Check and clean panels and brushes

Check operation and controls.  If any problems found then issue work 
request.
Verify that hand signal and warning labels are attached properly
Complete and sign electrical inspection form

PME4583-HST0004 Preventive Maintenance - Cranes and Hoists (Electrical) 30-Day: Cranes and Hoists (Electrical) Check and clean panels and brushes

Check operation and controls.  If any problems found then issue work 
request.
Verify that hand signal and warning labels are attached properly
Complete and sign electrical inspection form

PME4600-FIRP0001 Preventive Maintenance - Fire Pump (Electrical) 90-Day: Electrical PM for Fire Pumps Excercise isolating switch and circuit breaker
Inspect, check, clean, and test circuit breakers, replace as needed
Check accuracy of pressure sensors
Calibrate pressure switch settings
Check fire pump and jockey pump controllers
Verify that the system is in service
Verify that reverse phase alarm pilot light is off
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Verify that normal phase rotation pilot light is on
Verify that isolating switch is closed

PME4605-HST0002 Preventive Maintenance - Cranes and Hoists (Electrical) 30-Day: Cranes and Hoists (Electrical) Check and clean panels and brushes

Check operation and controls.  If any problems found then issue work 
request.
Verify that hand signal and warning labels are attached properly
Complete and sign electrical inspection form

PME4607-CRN0001 Preventive Maintenance - Cranes and Hoists (Electrical) 30-Day: Cranes and Hoists (Electrical) Check and clean panels and brushes

Check operation and controls.  If any problems found then issue work 
request.
Verify that hand signal and warning labels are attached properly
Complete and sign electrical inspection form

PME4612-CRN0001 Preventive Maintenance - Cranes and Hoists (Electrical) 30-Day: Cranes and Hoists (Electrical) Check and clean panels and brushes

Check operation and controls.  If any problems found then issue work 
request.
Verify that hand signal and warning labels are attached properly
Complete and sign electrical inspection form

PME4612-HST0001 Preventive Maintenance - Cranes and Hoists (Electrical) 30-Day: Cranes and Hoists (Electrical) Check and clean panels and brushes

Check operation and controls.  If any problems found then issue work 
request.
Verify that hand signal and warning labels are attached properly
Complete and sign electrical inspection form

PME4612-HST0002 Preventive Maintenance - Cranes and Hoists (Electrical) 30-Day: Cranes and Hoists (Electrical) Check and clean panels and brushes

Check operation and controls.  If any problems found then issue work 
request.
Verify that hand signal and warning labels are attached properly
Complete and sign electrical inspection form

PME4612-HST0003 Preventive Maintenance - Cranes and Hoists (Electrical) 30-Day: Cranes and Hoists (Electrical) Check and clean panels and brushes

Check operation and controls.  If any problems found then issue work 
request.
Verify that hand signal and warning labels are attached properly
Complete and sign electrical inspection form

PME4612-HST0004 Preventive Maintenance - Cranes and Hoists (Electrical) 30-Day: Cranes and Hoists (Electrical) Check and clean panels and brushes

Check operation and controls.  If any problems found then issue work 
request.
Verify that hand signal and warning labels are attached properly
Complete and sign electrical inspection form

PME4618-HST0001 Preventive Maintenance - Cranes and Hoists (Electrical) 30-Day: Cranes and Hoists (Electrical) Check and clean panels and brushes

Check operation and controls.  If any problems found then issue work 
request.
Verify that hand signal and warning labels are attached properly
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Complete and sign electrical inspection form

PME4619-CRN0001 Preventive Maintenance - Cranes and Hoists (Electrical) 30-Day: Cranes and Hoists (Electrical) Check and clean panels and brushes

Check operation and controls.  If any problems found then issue work 
request.
Verify that hand signal and warning labels are attached properly
Complete and sign electrical inspection form

PME4619-CRN0002 Preventive Maintenance - Cranes and Hoists (Electrical) 30-Day: Cranes and Hoists (Electrical) Check and clean panels and brushes

Check operation and controls.  If any problems found then issue work 
request.
Verify that hand signal and warning labels are attached properly
Complete and sign electrical inspection form

PME4619-CRN0003 Preventive Maintenance - Cranes and Hoists (Electrical) 30-Day: Cranes and Hoists (Electrical) Check and clean panels and brushes

Check operation and controls.  If any problems found then issue work 
request.
Verify that hand signal and warning labels are attached properly
Complete and sign electrical inspection form

PME4619-CRN0004 Preventive Maintenance - Cranes and Hoists (Electrical) 30-Day: Cranes and Hoists (Electrical) Check and clean panels and brushes

Check operation and controls.  If any problems found then issue work 
request.
Verify that hand signal and warning labels are attached properly
Complete and sign electrical inspection form

PME4619-CRN0005 Preventive Maintenance - Cranes and Hoists (Electrical) 30-Day: Cranes and Hoists (Electrical) Check and clean panels and brushes

Check operation and controls.  If any problems found then issue work 
request.
Verify that hand signal and warning labels are attached properly
Complete and sign electrical inspection form

PME4619-CRN0006 Preventive Maintenance - Cranes and Hoists (Electrical) 30-Day: Cranes and Hoists (Electrical) Check and clean panels and brushes

Check operation and controls.  If any problems found then issue work 
request.
Verify that hand signal and warning labels are attached properly
Complete and sign electrical inspection form

PME4619-CRN0007 Preventive Maintenance - Cranes and Hoists (Electrical) 30-Day: Cranes and Hoists (Electrical) Check and clean panels and brushes

Check operation and controls.  If any problems found then issue work 
request.
Verify that hand signal and warning labels are attached properly
Complete and sign electrical inspection form

PME4619-CRN0008 Preventive Maintenance - Cranes and Hoists (Electrical) 30-Day: Cranes and Hoists (Electrical) Check and clean panels and brushes

Check operation and controls.  If any problems found then issue work 
request.
Verify that hand signal and warning labels are attached properly
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Complete and sign electrical inspection form

PME4619-HST0003 Preventive Maintenance - Cranes and Hoists (Electrical) 30-Day: Cranes and Hoists (Electrical) Check and clean panels and brushes

Check operation and controls.  If any problems found then issue work 
request.
Verify that hand signal and warning labels are attached properly
Complete and sign electrical inspection form

PME4619-HST0009 Preventive Maintenance - Cranes and Hoists (Electrical) 30-Day: Cranes and Hoists (Electrical) Check and clean panels and brushes

Check operation and controls.  If any problems found then issue work 
request.
Verify that hand signal and warning labels are attached properly
Complete and sign electrical inspection form

PME4619-HST0010 Preventive Maintenance - Cranes and Hoists (Electrical) 30-Day: Cranes and Hoists (Electrical) Check and clean panels and brushes

Check operation and controls.  If any problems found then issue work 
request.
Verify that hand signal and warning labels are attached properly
Complete and sign electrical inspection form

PME4619-HST0011 Preventive Maintenance - Cranes and Hoists (Electrical) 30-Day: Cranes and Hoists (Electrical) Check and clean panels and brushes

Check operation and controls.  If any problems found then issue work 
request.
Verify that hand signal and warning labels are attached properly
Complete and sign electrical inspection form

PME4619-HST0013 Preventive Maintenance - Cranes and Hoists (Electrical) 30-Day: Cranes and Hoists (Electrical) Check and clean panels and brushes

Check operation and controls.  If any problems found then issue work 
request.
Verify that hand signal and warning labels are attached properly
Complete and sign electrical inspection form

PME4619-HST0014 Preventive Maintenance - Cranes and Hoists (Electrical) 30-Day: Cranes and Hoists (Electrical) Check and clean panels and brushes

Check operation and controls.  If any problems found then issue work 
request.
Verify that hand signal and warning labels are attached properly
Complete and sign electrical inspection form

PME4619-HST0015 Preventive Maintenance - Cranes and Hoists (Electrical) 30-Day: Cranes and Hoists (Electrical) Check and clean panels and brushes

Check operation and controls.  If any problems found then issue work 
request.
Verify that hand signal and warning labels are attached properly
Complete and sign electrical inspection form

PME4619-HST0016 Preventive Maintenance - Cranes and Hoists (Electrical) 30-Day: Cranes and Hoists (Electrical) Check and clean panels and brushes

Check operation and controls.  If any problems found then issue work 
request.
Verify that hand signal and warning labels are attached properly
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Complete and sign electrical inspection form

PME4619-HST0017 Preventive Maintenance - Cranes and Hoists (Electrical) 30-Day: Cranes and Hoists (Electrical) Check and clean panels and brushes

Check operation and controls.  If any problems found then issue work 
request.
Verify that hand signal and warning labels are attached properly
Complete and sign electrical inspection form

PME4619-HST0019 Preventive Maintenance - Cranes and Hoists 30-Day: Cranes and Hoists (Electrical) Check and clean panels and brushes
Check operation and controls.  If any problems found then issue work 
request.
Verify that hand signal and warning labels are attached properly
Complete and sign electrical inspection form

PME4623-HST0001 Preventive Maintenance - Cranes and Hoists (Electrical) 30-Day: Cranes and Hoists (Electrical) Check and clean panels and brushes

Check operation and controls.  If any problems found then issue work 
request.
Verify that hand signal and warning labels are attached properly
Complete and sign electrical inspection form

PME4623-HST0003 Preventive Maintenance - Cranes and Hoists (Electrical) 30-Day: Cranes and Hoists (Electrical) Check and clean panels and brushes

Check operation and controls.  If any problems found then issue work 
request.
Verify that hand signal and warning labels are attached properly
Complete and sign electrical inspection form

PME4648-HST0003 Preventive Maintenance - Cranes and Hoists (Electrical) 30-Day: Cranes and Hoists (Electrical) Check and clean panels and brushes

Check operation and controls.  If any problems found then issue work 
request.
Verify that hand signal and warning labels are attached properly
Complete and sign electrical inspection form

PME4649-CRN0001 Preventive Maintenance - Cranes and Hoists (Electrical) 30-Day: Cranes and Hoists (Electrical) Check and clean panels and brushes

Check operation and controls.  If any problems found then issue work 
request.
Verify that hand signal and warning labels are attached properly
Complete and sign electrical inspection form

PME4649-CRN0002 Preventive Maintenance - Cranes and Hoists (Electrical) 30-Day: Cranes and Hoists (Electrical) Check and clean panels and brushes

Check operation and controls.  If any problems found then issue work 
request.
Verify that hand signal and warning labels are attached properly
Complete and sign electrical inspection form

PME4650-CRN0001 Preventive Maintenance - Cranes and Hoists (Electrical) 30-Day: Cranes and Hoists (Electrical) Check and clean panels and brushes

Check operation and controls.  If any problems found then issue work 
request.
Verify that hand signal and warning labels are attached properly
Complete and sign electrical inspection form
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PME4650-CRN0002 Preventive Maintenance - Cranes and Hoists (Electrical) 30-Day: Cranes and Hoists (Electrical) Check and clean panels and brushes

Check operation and controls.  If any problems found then issue work 
request.
Verify that hand signal and warning labels are attached properly
Complete and sign electrical inspection form

PME4650-CRN0003 Preventive Maintenance - Cranes and Hoists (Electrical) 30-Day: Cranes and Hoists (Electrical) Check and clean panels and brushes

Check operation and controls.  If any problems found then issue work 
request.
Verify that hand signal and warning labels are attached properly
Complete and sign electrical inspection form

PME4650-CRN0004 Preventive Maintenance - Cranes and Hoists (Electrical) 30-Day: Cranes and Hoists (Electrical) Check and clean panels and brushes

Check operation and controls.  If any problems found then issue work 
request.
Verify that hand signal and warning labels are attached properly
Complete and sign electrical inspection form

PME4650-CRN0005 Preventive Maintenance - Cranes and Hoists (Electrical) 30-Day: Cranes and Hoists (Electrical) Check and clean panels and brushes

Check operation and controls.  If any problems found then issue work 
request.
Verify that hand signal and warning labels are attached properly
Complete and sign electrical inspection form

PME4650-CRN0006 Preventive Maintenance - Cranes and Hoists (Electrical) 30-Day: Cranes and Hoists (Electrical) Check and clean panels and brushes

Check operation and controls.  If any problems found then issue work 
request.
Verify that hand signal and warning labels are attached properly
Complete and sign electrical inspection form

PME4650-CRN0007 Preventive Maintenance - Cranes and Hoists (Electrical) 30-Day: Cranes and Hoists (Electrical) Check and clean panels and brushes

Check operation and controls.  If any problems found then issue work 
request.
Verify that hand signal and warning labels are attached properly
Complete and sign electrical inspection form

PME4650-CRN0008 Preventive Maintenance - Cranes and Hoists (Electrical) 30-Day: Cranes and Hoists (Electrical) Check and clean panels and brushes

Check operation and controls.  If any problems found then issue work 
request.
Verify that hand signal and warning labels are attached properly
Complete and sign electrical inspection form

PME4653-HST0001 Preventive Maintenance - Cranes and Hoists (Electrical) 30-Day: Cranes and Hoists (Electrical) Check and clean panels and brushes

Check operation and controls.  If any problems found then issue work 
request.
Verify that hand signal and warning labels are attached properly
Complete and sign electrical inspection form
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PME4653-HST0002 Preventive Maintenance - Cranes and Hoists (Electrical) 30-Day: Cranes and Hoists (Electrical) Check and clean panels and brushes

Check operation and controls.  If any problems found then issue work 
request.
Verify that hand signal and warning labels are attached properly
Complete and sign electrical inspection form

PME4653-HST0003 Preventive Maintenance - Cranes and Hoists (Electrical) 30-Day: Cranes and Hoists (Electrical) Check and clean panels and brushes

Check operation and controls.  If any problems found then issue work 
request.
Verify that hand signal and warning labels are attached properly
Complete and sign electrical inspection form

PME4655-CRN0001 Preventive Maintenance - Cranes and Hoists (Electrical) 30-Day: Cranes and Hoists (Electrical) Check and clean panels and brushes

Check operation and controls.  If any problems found then issue work 
request.
Verify that hand signal and warning labels are attached properly
Complete and sign electrical inspection form

PME4655-CRN0002 Preventive Maintenance - Cranes and Hoists (Electrical) 30-Day: Cranes and Hoists (Electrical) Check and clean panels and brushes

Check operation and controls.  If any problems found then issue work 
request.
Verify that hand signal and warning labels are attached properly
Complete and sign electrical inspection form

PME4656-CRN0001 Preventive Maintenance - Cranes and Hoists (Electrical) 30-Day: Cranes and Hoists (Electrical) Check and clean panels and brushes

Check operation and controls.  If any problems found then issue work 
request.
Verify that hand signal and warning labels are attached properly
Complete and sign electrical inspection form

PME4656-CRN0002 Preventive Maintenance - Cranes and Hoists (Electrical) 30-Day: Cranes and Hoists (Electrical) Check and clean panels and brushes

Check operation and controls.  If any problems found then issue work 
request.
Verify that hand signal and warning labels are attached properly
Complete and sign electrical inspection form

PME4656-HST0001 Preventive Maintenance - Cranes and Hoists (Electrical) 30-Day: Cranes and Hoists (Electrical) Check and clean panels and brushes

Check operation and controls.  If any problems found then issue work 
request.
Verify that hand signal and warning labels are attached properly
Complete and sign electrical inspection form

PME4659-CRN0001 Preventive Maintenance - Cranes and Hoists (Electrical) 30-Day: Cranes and Hoists (Electrical) Check and clean panels and brushes

Check operation and controls.  If any problems found then issue work 
request.
Verify that hand signal and warning labels are attached properly
Complete and sign electrical inspection form
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PME4659-CRN0002 Preventive Maintenance - Cranes and Hoists (Electrical) 30-Day: Cranes and Hoists (Electrical) Check and clean panels and brushes

Check operation and controls.  If any problems found then issue work 
request.
Verify that hand signal and warning labels are attached properly
Complete and sign electrical inspection form

PME4663C-HST0001 Preventive Maintenance - Cranes and Hoists (Electrical) 30-Day: Cranes and Hoists (Electrical) Check and clean panels and brushes

Check operation and controls.  If any problems found then issue work 
request.
Verify that hand signal and warning labels are attached properly
Complete and sign electrical inspection form

PME4663C-HST0002 Preventive Maintenance - Cranes and Hoists (Electrical) 30-Day: Cranes and Hoists (Electrical) Check and clean panels and brushes

Check operation and controls.  If any problems found then issue work 
request.
Verify that hand signal and warning labels are attached properly
Complete and sign electrical inspection form

PME4667-CRN0001 Preventive Maintenance - Cranes and Hoists (Electrical) 30-Day: Cranes and Hoists (Electrical) Check and clean panels and brushes

Check operation and controls.  If any problems found then issue work 
request.
Verify that hand signal and warning labels are attached properly
Complete and sign electrical inspection form

PME4670-DERK0001 Preventive Maintenance - Cranes and Hoists (Electrical) 30-Day: Cranes and Hoists (Electrical) Check and clean panels and brushes

Check operation and controls.  If any problems found then issue work 
request.
Verify that hand signal and warning labels are attached properly
Complete and sign electrical inspection form

PME4671-CRN0001 Preventive Maintenance - Cranes and Hoists (Electrical) 30-Day: Cranes and Hoists (Electrical) Check and clean panels and brushes

Check operation and controls.  If any problems found then issue work 
request.
Verify that hand signal and warning labels are attached properly
Complete and sign electrical inspection form

PME4702-HST0002 Preventive Maintenance - Cranes and Hoists (Electrical) 30-Day: Cranes and Hoists (Electrical) Check and clean panels and brushes

Check operation and controls.  If any problems found then issue work 
request.
Verify that hand signal and warning labels are attached properly
Complete and sign electrical inspection form

PME4704-HST0001 Preventive Maintenance - Cranes and Hoists (Electrical) 30-Day: Cranes and Hoists (Electrical) Check and clean panels and brushes

Check operation and controls.  If any problems found then issue work 
request.
Verify that hand signal and warning labels are attached properly
Complete and sign electrical inspection form
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PME4705-CRN0001 Preventive Maintenance - Cranes and Hoists (Electrical) 30-Day: Cranes and Hoists (Electrical) Check and clean panels and brushes

Check operation and controls.  If any problems found then issue work 
request.
Verify that hand signal and warning labels are attached properly
Complete and sign electrical inspection form

PME4705-CRN0002 Preventive Maintenance - Cranes and Hoists (Electrical) 30-Day: Cranes and Hoists (Electrical) Check and clean panels and brushes

Check operation and controls.  If any problems found then issue work 
request.
Verify that hand signal and warning labels are attached properly
Complete and sign electrical inspection form

PME4705-CRN0003 Preventive Maintenance - Cranes and Hoists (Electrical) 30-Day: Cranes and Hoists (Electrical) Check and clean panels and brushes

Check operation and controls.  If any problems found then issue work 
request.
Verify that hand signal and warning labels are attached properly
Complete and sign electrical inspection form

PME4705-CRN0004 Preventive Maintenance - Cranes and Hoists (Electrical) 30-Day: Cranes and Hoists (Electrical) Check and clean panels and brushes

Check operation and controls.  If any problems found then issue work 
request.
Verify that hand signal and warning labels are attached properly
Complete and sign electrical inspection form

PME4705-CRN0005 Preventive Maintenance - Cranes and Hoists (Electrical) 30-Day: Cranes and Hoists (Electrical) Check and clean panels and brushes

Check operation and controls.  If any problems found then issue work 
request.
Verify that hand signal and warning labels are attached properly
Complete and sign electrical inspection form

PME4705-CRN0006 Preventive Maintenance - Cranes and Hoists (Electrical) 30-Day: Cranes and Hoists (Electrical) Check and clean panels and brushes

Check operation and controls.  If any problems found then issue work 
request.
Verify that hand signal and warning labels are attached properly
Complete and sign electrical inspection form

PME4705-CRN0007 Preventive Maintenance - Cranes and Hoists (Electrical) 30-Day: Cranes and Hoists (Electrical) Check and clean panels and brushes

Check operation and controls.  If any problems found then issue work 
request.
Verify that hand signal and warning labels are attached properly
Complete and sign electrical inspection form

PME4705-HST0011 Preventive Maintenance - Cranes and Hoists 30-Day: Cranes and Hoists (Electrical) Check and clean panels and brushes
Check operation and controls.  If any problems found then issue work 
request.
Verify that hand signal and warning labels are attached properly
Complete and sign electrical inspection form

PME4705-HST0012 Preventive Maintenance - Cranes and Hoists (Electrical) 30-Day: Cranes and Hoists (Electrical) Check and clean panels and brushes
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Check operation and controls.  If any problems found then issue work 
request.
Verify that hand signal and warning labels are attached properly
Complete and sign electrical inspection form

PME4705-HST0013 Preventive Maintenance - Cranes and Hoists (Electrical) 30-Day: Cranes and Hoists (Electrical) Check and clean panels and brushes

Check operation and controls.  If any problems found then issue work 
request.
Verify that hand signal and warning labels are attached properly
Complete and sign electrical inspection form

PME4707-CRN0001 Preventive Maintenance - Cranes and Hoists (Electrical) 30-Day: Cranes and Hoists (Electrical) Check and clean panels and brushes

Check operation and controls.  If any problems found then issue work 
request.
Verify that hand signal and warning labels are attached properly
Complete and sign electrical inspection form

PME4707-CRN0002 Preventive Maintenance - Cranes and Hoists (Electrical) 30-Day: Cranes and Hoists (Electrical) Check and clean panels and brushes

Check operation and controls.  If any problems found then issue work 
request.
Verify that hand signal and warning labels are attached properly
Complete and sign electrical inspection form

PME4707-CRN0003 Preventive Maintenance - Cranes and Hoists (Electrical) 30-Day: Cranes and Hoists (Electrical) Check and clean panels and brushes

Check operation and controls.  If any problems found then issue work 
request.
Verify that hand signal and warning labels are attached properly
Complete and sign electrical inspection form

PME4707-CRN0005 Preventive Maintenance - Cranes and Hoists (Electrical) 30-Day: Cranes and Hoists (Electrical) Check and clean panels and brushes

Check operation and controls.  If any problems found then issue work 
request.
Verify that hand signal and warning labels are attached properly
Complete and sign electrical inspection form

PME4707-CRN0006 Preventive Maintenance - Cranes and Hoists (Electrical) 30-Day: Cranes and Hoists (Electrical) Check and clean panels and brushes

Check operation and controls.  If any problems found then issue work 
request.
Verify that hand signal and warning labels are attached properly
Complete and sign electrical inspection form

PME4707-CRN0007 Preventive Maintenance - Cranes and Hoists (Electrical) 30-Day: Cranes and Hoists (Electrical) Check and clean panels and brushes

Check operation and controls.  If any problems found then issue work 
request.
Verify that hand signal and warning labels are attached properly
Complete and sign electrical inspection form

PME4707-CRN0008 Preventive Maintenance - Cranes and Hoists (Electrical) 30-Day: Cranes and Hoists (Electrical) Check and clean panels and brushes
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Check operation and controls.  If any problems found then issue work 
request.
Verify that hand signal and warning labels are attached properly
Complete and sign electrical inspection form

PME4707-HST0004 Preventive Maintenance - Cranes and Hoists (Electrical) 30-Day: Cranes and Hoists (Electrical) Check and clean panels and brushes

Check operation and controls.  If any problems found then issue work 
request.
Verify that hand signal and warning labels are attached properly
Complete and sign electrical inspection form

PME4707-HST0005 Preventive Maintenance - Cranes and Hoists (Electrical) 30-Day: Cranes and Hoists (Electrical) Check and clean panels and brushes

Check operation and controls.  If any problems found then issue work 
request.
Verify that hand signal and warning labels are attached properly
Complete and sign electrical inspection form

PME4707-HST0006 Preventive Maintenance - Cranes and Hoists (Electrical) 30-Day: Cranes and Hoists (Electrical) Check and clean panels and brushes

Check operation and controls.  If any problems found then issue work 
request.
Verify that hand signal and warning labels are attached properly
Complete and sign electrical inspection form

PME4707-HST0007 Preventive Maintenance - Cranes and Hoists (Electrical) 30-Day: Cranes and Hoists (Electrical) Check and clean panels and brushes

Check operation and controls.  If any problems found then issue work 
request.
Verify that hand signal and warning labels are attached properly
Complete and sign electrical inspection form

PME4707-HST0008 Preventive Maintenance - Cranes and Hoists (Electrical) 30-Day: Cranes and Hoists (Electrical) Check and clean panels and brushes

Check operation and controls.  If any problems found then issue work 
request.
Verify that hand signal and warning labels are attached properly
Complete and sign electrical inspection form

PME4707-HST0010 Preventive Maintenance - Cranes and Hoists (Electrical) 30-Day: Cranes and Hoists (Electrical) Check and clean panels and brushes

Check operation and controls.  If any problems found then issue work 
request.
Verify that hand signal and warning labels are attached properly
Complete and sign electrical inspection form

PME4707-HST0011 Preventive Maintenance - Cranes and Hoists (Electrical) 30-Day: Cranes and Hoists (Electrical) Check and clean panels and brushes

Check operation and controls.  If any problems found then issue work 
request.
Verify that hand signal and warning labels are attached properly
Complete and sign electrical inspection form

PME4707-HST0012 Preventive Maintenance - Cranes and Hoists (Electrical) 30-Day: Cranes and Hoists (Electrical) Check and clean panels and brushes
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Check operation and controls.  If any problems found then issue work 
request.
Verify that hand signal and warning labels are attached properly
Complete and sign electrical inspection form

PME4707-HST0014 Preventive Maintenance - Cranes and Hoists (Electrical) 30-Day: Cranes and Hoists (Electrical) Check and clean panels and brushes

Check operation and controls.  If any problems found then issue work 
request.
Verify that hand signal and warning labels are attached properly
Complete and sign electrical inspection form

PME4707-HST0015 Preventive Maintenance - Cranes and Hoists (Electrical) 30-Day: Cranes and Hoists (Electrical) Check and clean panels and brushes

Check operation and controls.  If any problems found then issue work 
request.
Verify that hand signal and warning labels are attached properly
Complete and sign electrical inspection form

PME4707-TFLR0001 Preventive Maintenance - Cranes and Hoists (Electrical) 30-Day: Cranes and Hoists (Electrical) Check and clean panels and brushes

Check operation and controls.  If any problems found then issue work 
request.
Verify that hand signal and warning labels are attached properly
Complete and sign electrical inspection form

PME4707-TFLR0002 Preventive Maintenance - Cranes and Hoists (Electrical) 30-Day: Cranes and Hoists (Electrical) Check and clean panels and brushes

Check operation and controls.  If any problems found then issue work 
request.
Verify that hand signal and warning labels are attached properly
Complete and sign electrical inspection form

PME4708-ASH0001 Preventive Maintenance - Air Shower 30-Day Air Shower (Electricians) Inspect lighting, replace bulbs and necessary
365-Day Air Shower (Electricians) Inspect lighting, replace bulbs and necessary

Inspect and clean motors and electrical control box over air shower
PME4708-CRN0001 Preventive Maintenance - Cranes and Hoists (Electrical) 30-Day: Cranes and Hoists (Electrical) Check and clean panels and brushes

Check operation and controls.  If any problems found then issue work 
request.
Verify that hand signal and warning labels are attached properly
Complete and sign electrical inspection form

PME4708-CRN0002 Preventive Maintenance - Cranes and Hoists (Electrical) 30-Day: Cranes and Hoists (Electrical) Check and clean panels and brushes

Check operation and controls.  If any problems found then issue work 
request.
Verify that hand signal and warning labels are attached properly
Complete and sign electrical inspection form

PME4708-CRN0003 Preventive Maintenance - Cranes and Hoists (Electrical) 30-Day: Cranes and Hoists (Electrical) Check and clean panels and brushes

Check operation and controls.  If any problems found then issue work 
request.
Verify that hand signal and warning labels are attached properly
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Complete and sign electrical inspection form

PME4708-CRN0004 Preventive Maintenance - Cranes and Hoists (Electrical) 30-Day: Cranes and Hoists (Electrical) Check and clean panels and brushes

Check operation and controls.  If any problems found then issue work 
request.
Verify that hand signal and warning labels are attached properly
Complete and sign electrical inspection form

PME4708-CRN0005 Preventive Maintenance - Cranes and Hoists (Electrical) 30-Day: Cranes and Hoists (Electrical) Check and clean panels and brushes

Check operation and controls.  If any problems found then issue work 
request.
Verify that hand signal and warning labels are attached properly
Complete and sign electrical inspection form

PME4708-HST0001 Preventive Maintenance - Cranes and Hoists (Electrical) 30-Day: Cranes and Hoists (Electrical) Check and clean panels and brushes

Check operation and controls.  If any problems found then issue work 
request.
Verify that hand signal and warning labels are attached properly
Complete and sign electrical inspection form

PME4708-HST0002 Preventive Maintenance - Cranes and Hoists (Electrical) 30-Day: Cranes and Hoists (Electrical) Check and clean panels and brushes

Check operation and controls.  If any problems found then issue work 
request.
Verify that hand signal and warning labels are attached properly
Complete and sign electrical inspection form

PME4708-HST0004 Preventive Maintenance - Cranes and Hoists (Electrical) 30-Day: Cranes and Hoists (Electrical) Check and clean panels and brushes

Check operation and controls.  If any problems found then issue work 
request.
Verify that hand signal and warning labels are attached properly
Complete and sign electrical inspection form

PME4711-HST0001 Preventive Maintenance - Cranes and Hoists (Electrical) 30-Day: Cranes and Hoists (Electrical) Check and clean panels and brushes

Check operation and controls.  If any problems found then issue work 
request.
Verify that hand signal and warning labels are attached properly
Complete and sign electrical inspection form

PME4711-HST0002 Preventive Maintenance - Cranes and Hoists (Electrical) 30-Day: Cranes and Hoists (Electrical) Check and clean panels and brushes

Check operation and controls.  If any problems found then issue work 
request.
Verify that hand signal and warning labels are attached properly
Complete and sign electrical inspection form

PME4711-HST0003 Preventive Maintenance - Cranes and Hoists (Electrical) 30-Day: Cranes and Hoists (Electrical) Check and clean panels and brushes

Check operation and controls.  If any problems found then issue work 
request.
Verify that hand signal and warning labels are attached properly



NNM08AA54C
ATTACHMENT J-24

PREVENTIVE MAINTENANCE

Page 1240 of 1447

PMNUM PM DESCRIPTION  TASK DESCRIPTION
Complete and sign electrical inspection form

PME4711-HST0006 Preventive Maintenance - Cranes and Hoists (Electrical) 30-Day: Cranes and Hoists (Electrical) Check and clean panels and brushes

Check operation and controls.  If any problems found then issue work 
request.
Verify that hand signal and warning labels are attached properly
Complete and sign electrical inspection form

PME4711-HST0007 Preventive Maintenance - Cranes and Hoists (Electrical) 30-Day: Cranes and Hoists (Electrical) Check and clean panels and brushes

Check operation and controls.  If any problems found then issue work 
request.
Verify that hand signal and warning labels are attached properly
Complete and sign electrical inspection form

PME4711-HST0008 Preventive Maintenance - Cranes and Hoists (Electrical) 30-Day: Cranes and Hoists (Electrical) Check and clean panels and brushes

Check operation and controls.  If any problems found then issue work 
request.
Verify that hand signal and warning labels are attached properly
Complete and sign electrical inspection form

PME4711-HST0009 Preventive Maintenance - Cranes and Hoists (Electrical) 30-Day: Cranes and Hoists (Electrical) Check and clean panels and brushes

Check operation and controls.  If any problems found then issue work 
request.
Verify that hand signal and warning labels are attached properly
Complete and sign electrical inspection form

PME4711-HST0010 Preventive Maintenance - Cranes and Hoists (Electrical) 30-Day: Cranes and Hoists (Electrical) Check and clean panels and brushes

Check operation and controls.  If any problems found then issue work 
request.
Verify that hand signal and warning labels are attached properly
Complete and sign electrical inspection form

PME4718-1-HST0001 Preventive Maintenance - Cranes and Hoists (Electrical) 30-Day: Cranes and Hoists (Electrical) Check and clean panels and brushes

Check operation and controls.  If any problems found then issue work 
request.
Verify that hand signal and warning labels are attached properly
Complete and sign electrical inspection form

PME4718-CRN0001 Preventive Maintenance - Cranes and Hoists (Electrical) 30-Day: Cranes and Hoists (Electrical) Check and clean panels and brushes

Check operation and controls.  If any problems found then issue work 
request.
Verify that hand signal and warning labels are attached properly
Complete and sign electrical inspection form

PME4718-FIRP0001 Preventive Maintenance - Fire Pump (Electrical) 90-Day: Electrical PM for Fire Pumps Excercise isolating switch and circuit breaker
Inspect, check, clean, and test circuit breakers, replace as needed
Check accuracy of pressure sensors
Calibrate pressure switch settings
Check fire pump and jockey pump controllers
Verify that the system is in service
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Verify that reverse phase alarm pilot light is off
Verify that normal phase rotation pilot light is on
Verify that isolating switch is closed

PME4718-HST0001 Preventive Maintenance - Cranes and Hoists (Electrical) 30-Day: Cranes and Hoists (Electrical) Check and clean panels and brushes

Check operation and controls.  If any problems found then issue work 
request.
Verify that hand signal and warning labels are attached properly
Complete and sign electrical inspection form

PME4718-HST0002 Preventive Maintenance - Cranes and Hoists (Electrical) 30-Day: Cranes and Hoists (Electrical) Check and clean panels and brushes

Check operation and controls.  If any problems found then issue work 
request.
Verify that hand signal and warning labels are attached properly
Complete and sign electrical inspection form

PME4718-HST0003 Preventive Maintenance - Cranes and Hoists (Electrical) 30-Day: Cranes and Hoists (Electrical) Check and clean panels and brushes

Check operation and controls.  If any problems found then issue work 
request.
Verify that hand signal and warning labels are attached properly
Complete and sign electrical inspection form

PME4718-LIFT0001 Preventive Maintenance - Cranes and Hoists 30-Day: Cranes and Hoists (Electrical) Check and clean panels and brushes
Check operation and controls.  If any problems found then issue work 
request.
Verify that hand signal and warning labels are attached properly
Complete and sign electrical inspection form

PME4732-CRN0001 Preventive Maintenance - Cranes and Hoists (Electrical) 30-Day: Cranes and Hoists (Electrical) Check and clean panels and brushes

Check operation and controls.  If any problems found then issue work 
request.
Verify that hand signal and warning labels are attached properly
Complete and sign electrical inspection form

PME4734-CRN0001 Preventive Maintenance - Cranes and Hoists (Electrical) 30-Day: Cranes and Hoists (Electrical) Check and clean panels and brushes

Check operation and controls.  If any problems found then issue work 
request.
Verify that hand signal and warning labels are attached properly
Complete and sign electrical inspection form

PME4738-HST0001 Preventive Maintenance - Cranes and Hoists (Electrical) 30-Day: Cranes and Hoists (Electrical) Check and clean panels and brushes

Check operation and controls.  If any problems found then issue work 
request.
Verify that hand signal and warning labels are attached properly
Complete and sign electrical inspection form

PME4747-CRN0001 Preventive Maintenance - Crane 30-Day: Cranes and Hoists (Electrical) Check and clean panels and brushes
Check operation and controls.  If any problems found then issue work 
request.
Verify that hand signal and warning labels are attached properly
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Complete and sign electrical inspection form

PME4755-CRN0001 Preventive Maintenance - Cranes and Hoists (Electrical) 30-Day: Cranes and Hoists (Electrical) Check and clean panels and brushes

Check operation and controls.  If any problems found then issue work 
request.
Verify that hand signal and warning labels are attached properly
Complete and sign electrical inspection form

PME4755-CRN0002 Preventive Maintenance - Cranes and Hoists (Electrical) 30-Day: Cranes and Hoists (Electrical) Check and clean panels and brushes

Check operation and controls.  If any problems found then issue work 
request.
Verify that hand signal and warning labels are attached properly
Complete and sign electrical inspection form

PME4755-CRN0003 Preventive Maintenance - Cranes and Hoists (Electrical) 30-Day: Cranes and Hoists (Electrical) Check and clean panels and brushes

Check operation and controls.  If any problems found then issue work 
request.
Verify that hand signal and warning labels are attached properly
Complete and sign electrical inspection form

PME4755-CRN0004 Preventive Maintenance - Cranes and Hoists (Electrical) 30-Day: Cranes and Hoists (Electrical) Check and clean panels and brushes

Check operation and controls.  If any problems found then issue work 
request.
Verify that hand signal and warning labels are attached properly
Complete and sign electrical inspection form

PME4759-HST0001 Preventive Maintenance - Cranes and Hoists (Electrical) 30-Day: Cranes and Hoists (Electrical) Check and clean panels and brushes

Check operation and controls.  If any problems found then issue work 
request.
Verify that hand signal and warning labels are attached properly
Complete and sign electrical inspection form

PME4760-HST0003 Preventive Maintenance - Cranes and Hoists (Electrical) 30-Day: Cranes and Hoists (Electrical) Check and clean panels and brushes

Check operation and controls.  If any problems found then issue work 
request.
Verify that hand signal and warning labels are attached properly
Complete and sign electrical inspection form

PME4760-HST0004 Preventive Maintenance - Cranes and Hoists (Electrical) 30-Day: Cranes and Hoists (Electrical) Check and clean panels and brushes

Check operation and controls.  If any problems found then issue work 
request.
Verify that hand signal and warning labels are attached properly
Complete and sign electrical inspection form

PME4760-HST0005 Preventive Maintenance - Cranes and Hoists (Electrical) 30-Day: Cranes and Hoists (Electrical) Check and clean panels and brushes

Check operation and controls.  If any problems found then issue work 
request.
Verify that hand signal and warning labels are attached properly
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Complete and sign electrical inspection form

PME4760-HST0006 Preventive Maintenance - Cranes and Hoists (Electrical) 30-Day: Cranes and Hoists (Electrical) Check and clean panels and brushes

Check operation and controls.  If any problems found then issue work 
request.
Verify that hand signal and warning labels are attached properly
Complete and sign electrical inspection form

PME4760-HST0007 Preventive Maintenance - Cranes and Hoists (Electrical) 30-Day: Cranes and Hoists (Electrical) Check and clean panels and brushes

Check operation and controls.  If any problems found then issue work 
request.
Verify that hand signal and warning labels are attached properly
Complete and sign electrical inspection form

PME4760-HST0008 Preventive Maintenance - Cranes and Hoists (Electrical) 30-Day: Cranes and Hoists (Electrical) Check and clean panels and brushes

Check operation and controls.  If any problems found then issue work 
request.
Verify that hand signal and warning labels are attached properly
Complete and sign electrical inspection form

PME4760-HST0009 Preventive Maintenance - Cranes and Hoists (Electrical) 30-Day: Cranes and Hoists (Electrical) Check and clean panels and brushes

Check operation and controls.  If any problems found then issue work 
request.
Verify that hand signal and warning labels are attached properly
Complete and sign electrical inspection form

PME4760-HST0010 Preventive Maintenance - Cranes and Hoists (Electrical) 30-Day: Cranes and Hoists (Electrical) Check and clean panels and brushes

Check operation and controls.  If any problems found then issue work 
request.
Verify that hand signal and warning labels are attached properly
Complete and sign electrical inspection form

PME4760-HST0011 Preventive Maintenance - Cranes and Hoists (Electrical) 30-Day: Cranes and Hoists (Electrical) Check and clean panels and brushes

Check operation and controls.  If any problems found then issue work 
request.
Verify that hand signal and warning labels are attached properly
Complete and sign electrical inspection form

PME4760-HST0012 Preventive Maintenance - Cranes and Hoists (Electrical) 30-Day: Cranes and Hoists (Electrical) Check and clean panels and brushes

Check operation and controls.  If any problems found then issue work 
request.
Verify that hand signal and warning labels are attached properly
Complete and sign electrical inspection form

PME4760-HST0013 Preventive Maintenance - Cranes and Hoists (Electrical) 30-Day: Cranes and Hoists (Electrical) Check and clean panels and brushes

Check operation and controls.  If any problems found then issue work 
request.
Verify that hand signal and warning labels are attached properly
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Complete and sign electrical inspection form

PME4760-HST0014 Preventive Maintenance - Cranes and Hoists (Electrical) 30-Day: Cranes and Hoists (Electrical) Check and clean panels and brushes

Check operation and controls.  If any problems found then issue work 
request.
Verify that hand signal and warning labels are attached properly
Complete and sign electrical inspection form

PME4765-HST0001 Preventive Maintenance - Cranes and Hoists (Electrical) 30-Day: Cranes and Hoists (Electrical) Check and clean panels and brushes

Check operation and controls.  If any problems found then issue work 
request.
Verify that hand signal and warning labels are attached properly
Complete and sign electrical inspection form

PME4765-HST0002 Preventive Maintenance - Cranes and Hoists (Electrical) 30-Day: Cranes and Hoists (Electrical) Check and clean panels and brushes

Check operation and controls.  If any problems found then issue work 
request.
Verify that hand signal and warning labels are attached properly
Complete and sign electrical inspection form

PME4765-HST0003 Preventive Maintenance - Cranes and Hoists (Electrical) 30-Day: Cranes and Hoists (Electrical) Check and clean panels and brushes

Check operation and controls.  If any problems found then issue work 
request.
Verify that hand signal and warning labels are attached properly
Complete and sign electrical inspection form

PME4777-CRN0001 Preventive Maintenance - Cranes and Hoists (Electrical) 30-Day: Cranes and Hoists (Electrical) Check and clean panels and brushes

Check operation and controls.  If any problems found then issue work 
request.
Verify that hand signal and warning labels are attached properly
Complete and sign electrical inspection form

PME4777-HST0001 Preventive Maintenance - Cranes and Hoists (Electrical) 30-Day: Cranes and Hoists (Electrical) Check and clean panels and brushes

Check operation and controls.  If any problems found then issue work 
request.
Verify that hand signal and warning labels are attached properly
Complete and sign electrical inspection form

PME4777-HST0003 Preventive Maintenance - Cranes and Hoists (Electrical) 30-Day: Cranes and Hoists (Electrical) Check and clean panels and brushes

Check operation and controls.  If any problems found then issue work 
request.
Verify that hand signal and warning labels are attached properly
Complete and sign electrical inspection form

PMH4200-AH0001 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required



NNM08AA54C
ATTACHMENT J-24

PREVENTIVE MAINTENANCE

Page 1245 of 1447

PMNUM PM DESCRIPTION  TASK DESCRIPTION
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4200-AH0002 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4200-AH0003 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4200-AH0004 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC (Night-
Shift)

Inspect coils. Is cleaning required?   Yes_____   No_____

Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4200-AH0005 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC (Night-
Shift)

Inspect coils. Is cleaning required?   Yes_____   No_____

Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4200-AH0007 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____
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Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4200-AH0008 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC (Night-
Shift)

Inspect coils. Is cleaning required?   Yes_____   No_____

Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4200-AH0009 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC (Night-
Shift)

Inspect coils. Is cleaning required?   Yes_____   No_____

Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4203-AH0002 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4203-AH0003 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4203-AH0004 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____
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PMH4203-AH0005 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____

Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4203-AH0006 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4203-AH0007 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4203-AH00B1 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4203-AH00B2 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4203-AH00B3 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
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Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4205-AH0001 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4205-AH0002 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4205-AH0003 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4205-AH0004 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4205-AH0005 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____
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Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4205-AH0006 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4205-AH0007 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4205-AH0008 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4205-AH0009 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4205-AH0010 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4205-AH0011 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
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Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4205-AH0012 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4205-AH0013 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4205-AH0014 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4205-AH0015 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4205-AH0016 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
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Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4205-AH0019 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4207-AH0001 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4207-AH0002 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4207-AH0003 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4207-AH0004 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____
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PMH4207-AH0005 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____

Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4207-AH0008 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4207-AH00B1 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4207-AH00B2 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4241-AH0001 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4241-AH0002 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
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Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4249-AH0001 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4249-AH0002 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4250-AH0001 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4250-AH0002 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC (Night-
Shift)

Inspect coils. Is cleaning required?   Yes_____   No_____

Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4250-AH0003 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC (Night-
Shift)

Inspect coils. Is cleaning required?   Yes_____   No_____

Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
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Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4250-AH0004 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC (Night-
Shift)

Inspect coils. Is cleaning required?   Yes_____   No_____

Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4250-AH0005 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC (Night-
Shift)

Inspect coils. Is cleaning required?   Yes_____   No_____

Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4250-AH0006 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC (Night-
Shift)

Inspect coils. Is cleaning required?   Yes_____   No_____

Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4250-AH0007 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC (Night-
Shift)

Inspect coils. Is cleaning required?   Yes_____   No_____

Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4312-AH0001 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
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Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4315-AH0001 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4315-AH0002 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4315-AH0003 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4315-AH0004 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4315-AH0005 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____
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PMH4316-AH0001 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____

Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4316-AH0002 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4353-AH0001 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4353-AH0002 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4353-AH0003 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4353-AH0004 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____



NNM08AA54C
ATTACHMENT J-24

PREVENTIVE MAINTENANCE

Page 1257 of 1447

PMNUM PM DESCRIPTION  TASK DESCRIPTION
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4353-AH0005 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4436-AH0001 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4436-AH0002 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4464-AH0001 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4464-AH0002 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____
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Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4464-AH0003 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4471-AH0001 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4471-AH0002 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4471-AH0003 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4471-AH0005 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4471-AH0006 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____



NNM08AA54C
ATTACHMENT J-24

PREVENTIVE MAINTENANCE

Page 1259 of 1447

PMNUM PM DESCRIPTION  TASK DESCRIPTION
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4471-AH0007 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4471-AH0008 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4471-AH0009 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4471-AH0010 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4471-AH0011 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
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Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4471-AH0012 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4471-AH0014 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4471-AH0015 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4471-AH0016 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4471-AH0017 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____
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PMH4471-AH0018 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____

Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4473-AH0001 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4473-AH0002 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4475-AH0001 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4475-AH0002 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4475-AH0004 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
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Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4475-AH0005 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4475-AH0006 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4475-AH0007 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4475-AH0008 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4475-AH0009 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____
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Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4475-AH0010 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4475-AH0011 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4475-AH0012 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4476-AH0001 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4476-AH0002 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4476-AH0003 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
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Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4476-AH0004 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4476-AH0008 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4476-AH0009 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4476-AH0011 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4477-AH0001 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
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Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4481-AH0001 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4481-AH0002 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4481-AH0003 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4481-AH0004 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4481-AH0005 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____



NNM08AA54C
ATTACHMENT J-24

PREVENTIVE MAINTENANCE

Page 1266 of 1447

PMNUM PM DESCRIPTION  TASK DESCRIPTION
PMH4481-AH0006 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____

Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4481-AH0007 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4481-AH0008 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4481-AH0009 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4481-AH0010 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4481-AH0011 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
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Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4481-AH0013 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4481-AH0014 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4481-AH0015 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4481-AH0016 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4481-AH0017 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____
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Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4481-AH0018 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4481-AH0019 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4481-AH0020 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4485-AH0001 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4485-AH0002 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4485-AH001A Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
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Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4485-AH002A Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4487A-AH0001 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4487A-AH0002 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4487A-AH0003 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4487A-AH0004 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
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Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4487A-AH0005 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4487A-AH0006 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4487A-AH0010 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4487A-AH0019A Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4487A-AH0019B Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____
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PMH4487A-AH0019C Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____

Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4487A-AH0022 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4487A-AH0027 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4487AB-AH0001 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4487AB-AH0002 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4487AB-AH0020 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____



NNM08AA54C
ATTACHMENT J-24

PREVENTIVE MAINTENANCE

Page 1272 of 1447

PMNUM PM DESCRIPTION  TASK DESCRIPTION
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4487AB-AH0021 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4487AB-AH0022 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4487B-AH0001 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4487B-AH0002 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4487B-AH0003 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____
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Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4487B-AH0004 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4487B-AH0005 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4487B-AH0006 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4487B-AH0007 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4487B-AH0008 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4487B-AH0009 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
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Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4487B-AH0010 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4487B-AH0014 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4487B-AH0015 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4487B-AH0016 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4487B-AH0020 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
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Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4487B-AH0021 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4487B-AH020A Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4487BC-AH0001 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4487BC-AH0002 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4487BC-AH0003 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____
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PMH4487BC-AH0004 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____

Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4487BC-AH0007 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4487C-AH0001 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4487C-AH0002 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4487C-AH0003 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4487C-AH0004 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
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Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4487C-AH0005 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4487C-AH0020 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4487C-AH0021 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4487C-AH0022 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4491-AH0001 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____
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Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4491-AH0003 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4491-AH0004 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4493-AH0001 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4493-AH0002 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4493-AH0003 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4493-AH0005 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
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Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4493-AH0006 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4493-AH0007 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4493-AH0008 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4493-AH0009 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4494-AH0001 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
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Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4522-AH0001 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4524-AH0001 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4530-AH0001 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4531-AH0001 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4553-AH0001 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____
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PMH4561-AH0001 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____

Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4561-AH0002 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4561-AH0003 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4561-AH0004 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4564-AH0001 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4564-AH0002 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
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Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4564-AH0003 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4564-AH0004 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4564-AH0005 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4564-AH0006 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4566-AH0005 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____
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Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4566-AH0006 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4566-AH0007 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4566-AH0008 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4570-AH0001 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4570-AH0002 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4570-AH0003 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
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Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4570-AH0004 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4583-AH0001 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4583-AH0003 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4583-AH0004 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4583-AH0005 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
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Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4583-AH0006 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4583-AH0008 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4600-AH0001 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4600-AH0002 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4600-AH0003 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____
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PMH4600-AH0004 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____

Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4600-AH0005 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4605-AH0001 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4605-AH0002 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4610-AH0001 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4610-AH0002 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
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Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4610-AH0003 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4610-AH0004 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4610-AH0005 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4610-AH0007 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4610-AH0008 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____
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Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4610-AH0009 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4610-AH0010 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4610-AH0011 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4610-AH0012 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4610-AH0013 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4610-AH0020 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
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Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4610-AH0021 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4610-AH0022 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4610-AH0023 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4610-AH0024 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4610-AH0025 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
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Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4610-AH0026 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4610-AH0030 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4610-AH0031 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4610-AH0040 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4610-AH0041 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____
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PMH4610-AH0042 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____

Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4610-AH0043 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4610-AH0044 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4610-AH00B1 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4610-AH00B2 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4610-AH00B3 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
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Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4612A-AH0001 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4612A-AH0002 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4612A-AH0003 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4612A-AH0004 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4612A-AH0005 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____
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Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4612A-AH0006 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4612A-AH0007 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4612A-AH0008 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4612A-AH0009 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4612A-AH0010 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4612A-AH0011 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
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Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4612A-AH0012 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4612B-AH0001 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4612B-AH0002 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4612B-AH0003 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4612B-AH0004 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
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Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4612B-AH0005 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4612B-AH0006 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4612B-AH0007 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4612B-AH0020 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4612C-AH0001 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____
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PMH4612D-AH0001 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____

Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4612D-AH0003 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4618-AH0001 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4618-AH0002 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4619-AH0004 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4619-AH0006 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
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Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4619-AH0007 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4619-AH0009 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4619-AH0010 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4619-AH0023 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4619-AH0024 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____
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Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4619-AH0030 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4619-AH0031 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4619-AH0032 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4619-AH0033 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4619-AH0034 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4619-AH0035 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
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Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4619-AH0036 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4619-AH0037 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4619-AH0038 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4619-AH0039 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4619-AH0040 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required



NNM08AA54C
ATTACHMENT J-24

PREVENTIVE MAINTENANCE

Page 1300 of 1447

PMNUM PM DESCRIPTION  TASK DESCRIPTION
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4619-AH0041 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4619-AH0042 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4619-AH005A Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4619-AH005B Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4619-AH006A Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____
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PMH4619-AH00B1 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____

Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4619-AH00B2 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4619-AH00B3 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4621-AH0001 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4623-AH0001 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4623-AH0002 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
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Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4623-AH0003 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4623-AH0004 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4623-AH0005 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4623-AH0006 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4623-AH0007 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____
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Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4623-AH0008 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4623-AH0009 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4623-AH0010 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4623-AH0011 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4623-AH0012 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4623-AH0013 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
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Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4623-AH0014 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4623-AH0015 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4628-AH0001 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4628-AH0002 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4629-AH0001 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
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Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4631-AH0001 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4631-AH0002 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4631-AH0003 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4631-AH0004 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4631-AH0005 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____
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PMH4646-AH0001 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____

Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4649-AH0001 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4649-AH0002 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4650-AH0001 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4650-AH0002 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4650-AH0003 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
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Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4650-AH0004 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4650-AH0005 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4650-AH0006 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4650-AH0007 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4650-AH004A Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____
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Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4653-AH0001 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4653-AH0002 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4653-AH0003 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4656-AH0001 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4663A-AH0001 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4663A-AH0002 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
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Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4663A-AH0004 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4663A-AH0005 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4663A-AH0007 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4663A-AH0012 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4663A-AH002A Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
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Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4663A-AH021A Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4663A-AH021B Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4663A-AH022A Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4663A-AH022B Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4663A-AH023A Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____
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PMH4663A-AH023B Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____

Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4663A-AH0B3B Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4663AB-AH0001 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4663B-AH0001 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4663B-AH0004 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4663B-AH0007 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
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Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4663B-AH0008 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4663B-AH0010 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4663B-AH0011 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4663B-AH0012 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4663B-AH0013 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____
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Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4663B-AH0014 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4663B-AH00B1 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4663B-AH00B3 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4663C-AH0001 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4663C-AH0003 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4663C-AH0004 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
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Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4663C-AH0006 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4663C-AH0007 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4663C-AH0008 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4663C-AH0020 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4663D-AH0001 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
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Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4663M-AH0001 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4663M-AH0015 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4666-AH0001 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4666-AH0002 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4666-AH0003 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____
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PMH4666-AH0004 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____

Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4666-AH0005 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4667-AH0001 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4670-AH0001 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4670-AH0002 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4670-AH0003 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
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Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4670-AH0005 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4674-AH0001 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4674-AH0002 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4674-AH0003 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4674-AH0007 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____
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Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4696-AH0002 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4696-AH0003 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4702-AH0001 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4705-AH0001 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4705-AH0002 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4705-AH0003 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
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Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4705-AH0005 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4705-AH0006 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4705-AH0007 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4705-AH0008 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4705-AH0009 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
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Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4705-AH0010 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4705-AH0011 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4705-AH0012 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4705-AH0013 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4705-AH0014 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____
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PMH4705-AH0015 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____

Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4705-AH0016 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4705-AH0017 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4705-AH0018 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4705-AH0019 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4705-AH001A Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
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Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4705-AH0020 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4705-AH0022 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4705-AH0023 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4705-AH0024 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4705-AH0025 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____
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Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4705-AH0026 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4705-AH0027 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4705-AH0028 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4705-AH0029 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4705-AH0030 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4705-AH0036 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
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Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4705-AH0037 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4705-AH0038 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4705-AH0047 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4705-AH0048 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4705-AH0049 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
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Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4705-AH004A Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4705-AH006A Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4705-AH007A Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4705-AH008A Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4705-AH010A Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____
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PMH4705-AH012A Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____

Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4705-AH013A Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4705-AH015A Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4705-AH017A Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4705-AH018A Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4705-AH019A Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
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Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4705-AH019B Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4705-AH020A Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4707-AH0001 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4707-AH0002 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4707-AH0003 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____
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Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4707-AH0004 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4707-AH0005 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4707-AH0006 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4707-AH0007 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4707-AH0008 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4707-AH0009 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
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Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4707-AH0010 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4707-AH0011 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4707-AH0012 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4707-AH0013 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4707-AH0014 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
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Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4707-AH0015 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4707-AH0016 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4707-AH0017 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4707-AH0018 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4707-AH0019 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____
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PMH4707-AH0020 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____

Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4707-AH0021 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4707-AH0023 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4707-AH0024 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4707-AH0025 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4707-AH0026 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
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Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4707-AH0028 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4707-AH0029 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4707-AH0031 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4707-AH0032 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4707-AH0033 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____
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Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4707-AH0035 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4707-AH0037 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4708A-AH0001 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4708A-AH0005 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4708A-AH0006 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4708A-AH0007 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
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Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4708A-AH0011 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4708A-AH0012 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4708A-AH0013 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4708A-AH0014 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4708A-AH0015 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
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Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4708A-AH0016 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4708A-AH0017 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4708A-AH0020 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4708A-AH0021 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4708A-AH0022 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____
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PMH4708A-AH0023 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____

Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4708A-AH0024 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4708A-AH0025 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4708A-AH0026 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4708A-AH0027 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4708A-AH0028 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
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Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4708A-AH0029 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4708-AH00B2 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4708-AH00B3 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4708-AH00B4 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4708-AH00B5 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____
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Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4708-AH011A Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4708-AH029A Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4708-AH0B11 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4708-AH0B12 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4708-AH0B13 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4708-AH0B4A Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
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Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4708-AH0B9A Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4708B-AH0001 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4708B-AH0003 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4708B-AH0004 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4708B-AH0005 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
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Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4708B-AH0006 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4708B-AH0007 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4708B-AH0009 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4708B-AH0010 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4708B-AH0011 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____
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PMH4708B-AH0012 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____

Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4708B-AH0014 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4708B-AH0018 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4708B-AH0019 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4708B-AH0020 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4708B-AH0021 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
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Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4708B-AH0022 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4708B-SAF0001 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4708B-SAF0003 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4708B-SAF0005 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4708C-AH0001 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____
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Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4708C-AH0002 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4708C-AH0003 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4708C-AH0004 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4708C-AH0005 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4708C-AH0006 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4708C-AH0020 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
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Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4708C-AH0021 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4708MEZZ-
AH0007

Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____

Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH-4711-AH0001 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4711-AH0002 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4711-AH0003 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
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Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4711-AH0004 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4711-AH0005 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4711-AH0006 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4711-AH0007 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4711-AH0008 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____
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Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4711-AH0009 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4711-AH0010 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4711-AH0011 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4711-AH0012 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4711-AH0013 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4711-AH0014 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
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Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4711-AH0015 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4718-1-AH0006 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4718-1-AH0007 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4718-1-AH0013 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4718-2-AH0002 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
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Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4718-AH0001 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4718-AH0002 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4718-AH0003 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4718-AH0004 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4718-AH0005 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____
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PMH4718-AH0006 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____

Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4718-AH0009 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4718-AH0011 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4718-AH0012 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4723-AH0001 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4723-AH0002 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
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Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4723-AH0003 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4723-AH0004 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4727-AH0001 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4727-AH0002 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4727-AH0003 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____
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Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4727-AH0004 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4728-AH0001 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4728-AH0004 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4728-AH0005 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4728-AH0006 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4732-AH0001 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
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Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4732-AH0002 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4732-AH0003 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4732-AH0004 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4732-AH0005 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4732-AH0006 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
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Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4732-AH0007 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4732-AH0008 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4733-AH0001 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4739-AH0001 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4739-AH0002 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____
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PMH4747-AH0001 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____

Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4754-AH0001 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4755-AH0001 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4755-AH0002 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4755-AH0003 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4755-AH0004 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
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Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4755-AH0005 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4755-AH0006 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4755-AH0007 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4755-AH0008 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4755-AH0009 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____
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Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4755-AH0010 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4755-AH0011 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4755-AH0012 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4755-AH0013 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4755-AH0014 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4755-AH0015 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
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Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4755-AH0016 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4755-AH0017 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4755-AH0018 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4755-AH0019 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4755-AH0020 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
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Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4755-AH0021 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4755-AH0024 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4755-AH0025 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4755-AH0026 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4755-AH0028 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____
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PMH4755-AH0029 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____

Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4755-AH0030 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4755-AH0031 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4755-AH0032 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4755-AH0033 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4755-AH0040 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
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Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4755-AH0041 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4755-AH0042 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PMH4761-AH0001 Preventive Maintenance - Air Handling Unit (HVAC) 365-Day: Air Handling Unit - HVAC Inspect coils. Is cleaning required?   Yes_____   No_____
Inspect evaporator drain pan and piping. Is cleaning required?  Y_____  
N_____
Check operation, clean dampers, and lubricate all pivot points and linkages 
as required
Record entering and leaving air temperature. Entering _____  Leaving _____

Record entering and leaving chilled water temperature. Entering _____  
Leaving _____

PML4650-FAC0001 Preventive Maintenance - Surface Grinder 30-Day: Machine Shop Equipment, Coolant Add coolant as necessary.
PML4650-FAC0002 Preventive Maintenance - Radial Arm Drill Press 30-Day: Machine Shop Equipment, Coolant Add coolant as necessary.
PML4650-FAC0003 Preventive Maintenance - Horizontal Milling Machine 30-Day: Machine Shop Equipment, Coolant Add coolant as necessary.
PML4650-FAC0004 Preventive Maintenance - Horizontal Milling Machine 30-Day: Machine Shop Equipment, Coolant Add coolant as necessary.
PML4650-FAC0005 Preventive Maintenance - Cold Saw 30-Day: Machine Shop Equipment, Coolant Add coolant as necessary.
PML4650-FAC0007 Preventive Maintenance - Lathe 30-Day: Machine Shop Equipment, Coolant Add coolant as necessary.
PMM1TRAILER-
FILT0001

Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary

PMM1TRAILER-HP001 Preventive Maintenance - Heat Pump 90-Day: Heat Pump Check operation and controls.  If any problems are found issue work request

Lubricate blower motor as necessary
180-Day: Heat Pump Check operation and controls.  If any problems are found issue work request

Lubricate blower motor as necessary
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365-Day: Heat Pump Check operation and controls.  If any problems are found issue work request

Lubricate blower motor as necessary
Clean coils
Check safety interlocks

PMMSFC-BLR0001 Annual Spring Boiler Inspections Reminder 365-Day: Annual Spring Boiler Inspections 
Reminder

Initiate IDIQ for Annual Spring Boiler Inspection.

PMMSFC-BLR0002 Annual Fall Boiler Inspections Reminder 365-Day: Annual Fall Boiler Inspections Reminder Initiate IDIQ for Annual Fall Boiler Inspection.

PMMSFC-CRN0001 Annual Crane Inspections Reminder 365-Day: Annual Crane Inspection Reminder Initiate IDIQ for Annual Subcontractor Crane Inspections.
PMMSFC-ELEV0001 Annual Elevator Inspections Reminder 365-Day: Annual Elevator Inspection Reminder Initiate IDIQ for annual elevator inspection for elevators at MSFC.

PMMSFC-ELEV0002 5-Year Elevator Inspections Reminder 5-Years: Five Year Elevator Inspection Reminder Initiate IDIQ for Five Year elevator inspection for elevators at MSFC.

PMMSFC-STEAM0001 Summer Steam Reminder 365-Day: Summer SteamReminder Initiate IDIQ for summer steam.

PMP4200-FIRP0001 Preventive Maintenance - Fire Pump (Pipefitter) 90-Day: Pipefitter Firepump PM Record suction pressure
Record discharge pressure
Record pump starting pressure
Are suction line control valves sealed open
Are discharge line control valves sealed open
Are by-pass line valves sealed open
Are all control valves accessible
Is suction reservoir full

PMP4200-FIRP0002 Preventive Maintenance - Fire Pump (Pipefitter) 90-Day: Pipefitter Firepump PM Record suction pressure
Record discharge pressure
Record pump starting pressure
Are suction line control valves sealed open
Are discharge line control valves sealed open
Are by-pass line valves sealed open
Are all control valves accessible
Is suction reservoir full

PMP4200-FIRP0003 Preventive Maintenance - Fire Pump (Pipefitter) 90-Day: Pipefitter Firepump PM Record suction pressure
Record discharge pressure
Record pump starting pressure
Are suction line control valves sealed open
Are discharge line control valves sealed open
Are by-pass line valves sealed open
Are all control valves accessible
Is suction reservoir full

PMP4201-FIRP0001 Preventive Maintenance - Fire Pump (Pipefitter) 90-Day: Pipefitter Firepump PM Record suction pressure
Record discharge pressure
Record pump starting pressure
Are suction line control valves sealed open
Are discharge line control valves sealed open
Are by-pass line valves sealed open
Are all control valves accessible
Is suction reservoir full
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PMP4202-FIRP0001 Preventive Maintenance - Fire Pump (Pipefitter) 90-Day: Pipefitter Firepump PM Record suction pressure

Record discharge pressure
Record pump starting pressure
Are suction line control valves sealed open
Are discharge line control valves sealed open
Are by-pass line valves sealed open
Are all control valves accessible
Is suction reservoir full

PMP4203-FIRP0001 Preventive Maintenance - Fire Pump (Pipefitter) 90-Day: Pipefitter Firepump PM Record suction pressure
Record discharge pressure
Record pump starting pressure
Are suction line control valves sealed open
Are discharge line control valves sealed open
Are by-pass line valves sealed open
Are all control valves accessible
Is suction reservoir full

PMP4203-FIRP0002 Preventive Maintenance - Fire Pump (Pipefitter) 90-Day: Pipefitter Firepump PM Record suction pressure
Record discharge pressure
Record pump starting pressure
Are suction line control valves sealed open
Are discharge line control valves sealed open
Are by-pass line valves sealed open
Are all control valves accessible
Is suction reservoir full

PMP4209-FIRP0001 Preventive Maintenance - Fire Pump (Pipefitter) 90-Day: Pipefitter Firepump PM Record suction pressure
Record discharge pressure
Record pump starting pressure
Are suction line control valves sealed open
Are discharge line control valves sealed open
Are by-pass line valves sealed open
Are all control valves accessible
Is suction reservoir full

PMP4600-FIRP0001 Preventive Maintenance - Fire Pump (Pipefitter) 90-Day: Pipefitter Firepump PM Record suction pressure
Record discharge pressure
Record pump starting pressure
Are suction line control valves sealed open
Are discharge line control valves sealed open
Are by-pass line valves sealed open
Are all control valves accessible
Is suction reservoir full

PMP4718-FIRP0001 Preventive Maintenance - Fire Pump (Pipefitter) 90-Day: Pipefitter Firepump PM Record suction pressure
Record discharge pressure
Record pump starting pressure
Are suction line control valves sealed open
Are discharge line control valves sealed open
Are by-pass line valves sealed open
Are all control valves accessible
Is suction reservoir full

PMP4771-MON0001 Preventive Maintenance - Sulfite Monitoring System 30-Day: Gas Monitor (Pipefitters) Clean tubing inside analyzer (replace if necessary).
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Verify operation of solenoid valve of back-up treatment tank.
Verify operation of float switch at back - up treatment tank.

180-Day: Gas Monitor (Pipefitters) Clean tubing inside analyzer (replace if necessary).
Verify operation of solenoid valve of back-up treatment tank.
Verify operation of float switch at back - up treatment tank.
Visual inspection of sensor and replace if necessary.
Replace peristaltic pump tubing. Reference O&M manual.
Remove sensor from analyzer and pour bleach near suction side of sample 
pump.

365-Day: Gas Monitor (Pipefitters) Clean tubing inside analyzer (replace if necessary).
Verify operation of solenoid valve of back-up treatment tank.
Verify operation of float switch at back - up treatment tank.
Visual inspection of sensor and replace if necessary.
Replace peristaltic pump tubing. Reference O&M manual.
Remove sensor from analyzer and pour bleach near suction side of sample 
pump.
Replace air filter to peristaltic pump.

PMT298-PEST0001 Preventive Maintenance - Pest Control 365-Day  Pest Control Inspect for rodents, pest, and insects.
Apply insecticides or poisons as required.
Complete chemical applications records.

PMT4554-ODT0002 Preventive Maintenance - Oxygen Detection System 30-Day: Oxygen Detection System, Dry Cell Type Perform visual inspection

Verify ODT is required at this location.  If unit is not needed issue work 
request to remove unit

180-Day: Oxygen Detection System, Dry Cell 
Type

Perform visual inspection

Calibrate system
Check all alarm points
Verify ODT is still required at this location.  If unit is not needed issue work 
request to remove unit

PMT4561A-FILT0001 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PMT4561A-FILT0002 Preventive Maintenance - Filters 90-Day: Filter PM Check filters, change if necessary
PMT4561A-HP0001 Preventive Maintenance - Heat Pump 90-Day: Heat Pump Check operation and controls.  If any problems are found issue work request

Lubricate blower motor as necessary
180-Day: Heat Pump Check operation and controls.  If any problems are found issue work request

Lubricate blower motor as necessary
365-Day: Heat Pump Check operation and controls.  If any problems are found issue work request

Lubricate blower motor as necessary
Clean coils
Check safety interlocks

PMT4561A-HP0002 Preventive Maintenance - Heat Pump 90-Day: Heat Pump Check operation and controls.  If any problems are found issue work request

Lubricate blower motor as necessary
180-Day: Heat Pump Check operation and controls.  If any problems are found issue work request

Lubricate blower motor as necessary
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365-Day: Heat Pump Check operation and controls.  If any problems are found issue work request

Lubricate blower motor as necessary
Clean coils
Check safety interlocks

PMT4561A-ROOF0001 Preventive Maintenance - Roof 180-Day: Roof Inspection Perform preventive and corrective maintenance to roof system
PMT4638 Preventive Maintenance - MSFC Rescue Team Trailer 30-day visual inspection Perform visual inspection

180-day PM Rescue Equipment perform visual inpsection
perform preventive maintenance to all equipment in rescue trailer

PMT4728-DXAC0001 Preventive Maintenance - DXAC Unit 90-Day: DX Unit Package, Stand-Alone or Split-
Type, Air-Cooled, Direct-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

180-Day: DX Unit Package, Stand-Alone or Split-
Type, Air-Cooled, Thru The Wall Unit (W/ Sealed 
condenser fan and blower motor

Check operation and controls.  If any problems are found issue work request

365-Day: DX Unit Package, Stand-Alone or Split-
Type, Air-Cooled, Direct-Driven (W/ Sealed 
condenser fan and blower motor)

Check operation and controls.  If any problems are found issue work request

Clean condenser and evaporator coils
Check safety interlocks

PMT4728-GEN0001 Preventive Maintenance - Emergency Generator 30-Day: Generator Notify building manager of intent to perform generator maintenance prior to 
operating generator.
Seal off all necessary components of building ventilation system in order to 
prevent entry of fumes into building.
Check operation and controls.  If any problems are found issue work request

Check filters if applicable, change if necessary
Check belts if applicable, change if necessary.
Check coolant if applicable, add or change if necessary.
Check stop switch and emergency alarm bell.
Lubricate as necessary
Tighten all bolts
Check oil, add or change if necessary
Check voltage.
Check battery
Check connections and battery charger
Verify day tank's fuel level is topped off between float ranges, if applicable.

90-Day: Generator Notify building manager of intent to perform generator maintenance prior to 
operating generator.
Seal off all necessary components of building ventilation system in order to 
prevent entry of fumes into building.
Check operation and controls.  If any problems are found issue work request

Check filters if applicable, change if necessary
Check belts if applicable, change if necessary.
Check coolant if applicable, add or change if necessary.
Check stop switch and emergency alarm bell.
Lubricate as necessary
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Tighten all bolts
Check oil, add or change if necessary
Check voltage.
Check battery
Check connections and battery charger
Check generator output
Verify day tank's fuel level is topped off between float ranges, if applicable.

365-Day: Generator Notify building manager of intent to perform generator maintenance prior to 
operating generator.
Seal off all necessary components of building ventilation system in order to 
prevent entry of fumes into building.
Check operation and controls.  If any problems are found issue work request

Check filters if applicable, change if necessary
Check belts if applicable, change if necessary.
Check coolant if applicable, add or change if necessary.
Check stop switch and emergency alarm bell.
Lubricate as necessary
Tighten all bolts
Check oil, add or change if necessary
Check voltage.
Check battery
Check connections and battery charger
Check generator output
Winterize system
Verify continuity of generator ground, including the fuel tank ground
Verify day tank's fuel level is topped off between float ranges, if applicable.

PML4200-HST0001 Preventive Maintenance - Crane Operational/Load Test 1460-Day: Cranes and Hoists Operational/Load Tes   Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4205-CRN0001 Preventive Maintenance - Crane Operational/Load Test 365-Day: Cranes and Hoists Operational/Load Test  Hoist and lower dummy rated loads at various speeds
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Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4205-CRN0002 Preventive Maintenance - Crane Operational/Load Test 365-Day: Cranes and Hoists Operational/Load Test  Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4205-CRN0003 Preventive Maintenance - Crane Operational/Load Test 365-Day: Cranes and Hoists Operational/Load Test  Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
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Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4205-CRN0004 Preventive Maintenance - Crane Operational/Load Test 365-Day: Cranes and Hoists Operational/Load Test  Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4205-CRN0005 Preventive Maintenance - Crane Operational/Load Test 365-Day: Cranes and Hoists Operational/Load Test  Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4205-CRN0006 Preventive Maintenance - Crane Operational/Load Test 365-Day: Cranes and Hoists Operational/Load Test  Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
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Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4205-HST0001 Preventive Maintenance - Crane Operational/Load Test 1460-Day: Cranes and Hoists Operational/Load Tes   Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4436-HST0001 Preventive Maintenance - Crane Operational/Load Test 1460-Day: Cranes and Hoists Operational/Load Tes   Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4436-HST0002 Preventive Maintenance - Crane Operational/Load Test 1460-Day: Cranes and Hoists Operational/Load Tes   Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load
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Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4436-HST0003 Preventive Maintenance - Crane Operational/Load Test 1460-Day: Cranes and Hoists Operational/Load Tes   Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4476-HST0002 Preventive Maintenance - Crane Operational/Load Test 1460-Day: Cranes and Hoists Operational/Load Tes   Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge



NNM08AA54C
ATTACHMENT J-24

PREVENTIVE MAINTENANCE

Page 1370 of 1447

PMNUM PM DESCRIPTION  TASK DESCRIPTION
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4476-HST0003 Preventive Maintenance - Crane Operational/Load Test 1460-Day: Cranes and Hoists Operational/Load Tes   Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4476-HST0004 Preventive Maintenance - Crane Operational/Load Test 1460-Day: Cranes and Hoists Operational/Load Tes   Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4487A-HST0001 Preventive Maintenance - Crane Operational/Load Test 1460-Day: Cranes and Hoists Operational/Load Tes   Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
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Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4487A-HST0002 Preventive Maintenance - Crane Operational/Load Test 1460-Day: Cranes and Hoists Operational/Load Tes   Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4487A-HST0003 Preventive Maintenance - Crane Operational/Load Test 1460-Day: Cranes and Hoists Operational/Load Tes   Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4487A-HST0004 Preventive Maintenance - Crane Operational/Load Test 1460-Day: Cranes and Hoists Operational/Load Tes   Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load
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Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4487BC-CRN0001 Preventive Maintenance - Crane Operational/Load Test 1460-Day: Cranes and Hoists Operational/Load Tes   Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4487BC-CRN0002 Preventive Maintenance - Crane Operational/Load Test 365-Day: Cranes and Hoists Operational/Load Test  Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
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Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4487BC-HST0001 Preventive Maintenance - Crane Operational/Load Test 1460-Day: Cranes and Hoists Operational/Load Tes   Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4487BC-HST0002 Preventive Maintenance - Crane Operational/Load Test 1460-Day: Cranes and Hoists Operational/Load Tes   Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4487B-CRN0001 Preventive Maintenance - Crane Operational/Load Test 365-Day: Cranes and Hoists Operational/Load Test  Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
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Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4487B-CRN0002 Preventive Maintenance - Crane Operational/Load Test 365-Day: Cranes and Hoists Operational/Load Test  Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4493-CRN0001 Preventive Maintenance - Crane Operational/Load Test 365-Day: Cranes and Hoists Operational/Load Test  Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4493-HST0001 Preventive Maintenance - Crane Operational/Load Test 1460-Day: Cranes and Hoists Operational/Load Tes   Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load
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Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4522-HST0002 Preventive Maintenance - Crane Operational/Load Test 1460-Day: Cranes and Hoists Operational/Load Tes   Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4523-HST0001 Preventive Maintenance - Crane Operational/Load Test 1460-Day: Cranes and Hoists Operational/Load Tes   Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
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Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4531-HST0001 Preventive Maintenance - Crane Operational/Load Test 1460-Day: Cranes and Hoists Operational/Load Tes   Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4539-HST0001 Preventive Maintenance - Crane Operational/Load Test 1460-Day: Cranes and Hoists Operational/Load Tes   Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4550-DERK0002 Preventive Maintenance - Crane Operational/Load Test 365-Day: Derrick Operational/Load Test (Critical u Total load test not to exceed 10% above rated capacity of derrick
Hoist and lower test load
Hoist and lower test load using boom
Swing test load
Check hoist clutch and brakes
Check boom hoist clutches and brakes
Check boom angle indicator
Check safety devices, limit switches

PML4554-HST0001 Preventive Maintenance - Crane Operational/Load Test 1460-Day: Cranes and Hoists Operational/Load Tes   Hoist and lower dummy rated loads at various speeds
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Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4554-HST0002 Preventive Maintenance - Crane Operational/Load Test 1460-Day: Cranes and Hoists Operational/Load Tes   Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4555-CRN0001 Preventive Maintenance - Crane Operational/Load Test 1460-Day: Cranes and Hoists Operational/Load Tes   Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
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Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4561-CRN0001 Preventive Maintenance - Crane Operational/Load Test 1460-Day: Cranes and Hoists Operational/Load Tes   Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4561-HST0001 Preventive Maintenance - Crane Operational/Load Test 1460-Day: Cranes and Hoists Operational/Load Tes   Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4561-HST0002 Preventive Maintenance - Crane Operational/Load Test 1460-Day: Cranes and Hoists Operational/Load Tes   Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
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Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4561-HST0003 Preventive Maintenance - Crane Operational/Load Test 1460-Day: Cranes and Hoists Operational/Load Tes   Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4561-HST0004 Preventive Maintenance - Crane Operational/Load Test 1460-Day: Cranes and Hoists Operational/Load Tes   Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4570-HST0001 Preventive Maintenance - Crane Operational/Load Test 1460-Day: Cranes and Hoists Operational/Load Tes   Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load
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Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4572-CRN0001 Preventive Maintenance - Crane Operational/Load Test 365-Day: Cranes and Hoists Operational/Load Test  Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4583-HST0001 Preventive Maintenance - Crane Operational/Load Test 1460-Day: Cranes and Hoists Operational/Load Tes   Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
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Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4583-HST0002 Preventive Maintenance - Crane Operational/Load Test 1460-Day: Cranes and Hoists Operational/Load Tes   Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4583-HST0003 Preventive Maintenance - Crane Operational/Load Test 1460-Day: Cranes and Hoists Operational/Load Tes   Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4583-HST0004 Preventive Maintenance - Crane Operational/Load Test 1460-Day: Cranes and Hoists Operational/Load Tes   Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
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Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4605-HST0001 Preventive Maintenance - Crane Operational/Load Test 1460-Day: Cranes and Hoists Operational/Load Tes   Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4605-HST0002 Preventive Maintenance - Crane Operational/Load Test 1460-Day: Cranes and Hoists Operational/Load Tes   Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4607-CRN0001 Preventive Maintenance - Crane Operational/Load Test 1460-Day: Cranes and Hoists Operational/Load Tes   Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load
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Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4612-CRN0001 Preventive Maintenance - Crane Operational/Load Test 1460-Day: Cranes and Hoists Operational/Load Tes   Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4612-HST0001 Preventive Maintenance - Crane Operational/Load Test 1460-Day: Cranes and Hoists Operational/Load Tes   Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
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Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4612-HST0002 Preventive Maintenance - Crane Operational/Load Test 1460-Day: Cranes and Hoists Operational/Load Tes   Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4612-HST0003 Preventive Maintenance - Crane Operational/Load Test 1460-Day: Cranes and Hoists Operational/Load Tes   Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4612-HST0004 Preventive Maintenance - Crane Operational/Load Test 1460-Day: Cranes and Hoists Operational/Load Tes   Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
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Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4612-HST0006 Preventive Maintenance - Crane Operational/Load Test 1460-Day: Cranes and Hoists Operational/Load Tes   Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4618-HST0001 Preventive Maintenance - Crane Operational/Load Test 1460-Day: Cranes and Hoists Operational/Load Tes   Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4619-CRN0001 Preventive Maintenance - Crane Operational/Load Test 365-Day: Cranes and Hoists Operational/Load Test  Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load
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Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4619-CRN0002 Preventive Maintenance - Crane Operational/Load Test 365-Day: Cranes and Hoists Operational/Load Test  Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4619-CRN0003 Preventive Maintenance - Crane Operational/Load Test 365-Day: Cranes and Hoists Operational/Load Test  Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
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Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4619-CRN0004 Preventive Maintenance - Crane Operational/Load Test 365-Day: Cranes and Hoists Operational/Load Test  Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4619-CRN0005 Preventive Maintenance - Crane Operational/Load Test 1460-Day: Cranes and Hoists Operational/Load Tes   Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4619-CRN0006 Preventive Maintenance - Crane Operational/Load Test 1460-Day: Cranes and Hoists Operational/Load Tes   Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
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Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4619-CRN0007 Preventive Maintenance - Crane Operational/Load Test 365-Day: Cranes and Hoists Operational/Load Test  Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4619-CRN0008 Preventive Maintenance - Crane Operational/Load Test 365-Day: Cranes and Hoists Operational/Load Test  Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4619-HST0001 Preventive Maintenance - Crane Operational/Load Test 1460-Day: Cranes and Hoists Operational/Load Tes   Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load
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Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4619-HST0002 Preventive Maintenance - Crane Operational/Load Test 1460-Day: Cranes and Hoists Operational/Load Tes   Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4619-HST0003 Preventive Maintenance - Crane Operational/Load Test 1460-Day: Cranes and Hoists Operational/Load Tes   Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
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Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4619-HST0004 Preventive Maintenance - Crane Operational/Load Test 1460-Day: Cranes and Hoists Operational/Load Tes   Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4619-HST0005 Preventive Maintenance - Crane Operational/Load Test 1460-Day: Cranes and Hoists Operational/Load Tes   Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4619-HST0006 Preventive Maintenance - Crane Operational/Load Test 1460-Day: Cranes and Hoists Operational/Load Tes   Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
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Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4619-HST0007 Preventive Maintenance - Crane Operational/Load Test 1460-Day: Cranes and Hoists Operational/Load Tes   Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4619-HST0008 Preventive Maintenance - Crane Operational/Load Test 1460-Day: Cranes and Hoists Operational/Load Tes   Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4619-HST0009 Preventive Maintenance - Crane Operational/Load Test 365-Day: Cranes and Hoists Operational/Load Test  Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load
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Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4619-HST0010 Preventive Maintenance - Crane Operational/Load Test 1460-Day: Cranes and Hoists Operational/Load Tes   Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4619-HST0011 Preventive Maintenance - Crane Operational/Load Test 1460-Day: Cranes and Hoists Operational/Load Tes   Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
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Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4619-HST0013 Preventive Maintenance - Crane Operational/Load Test 365-Day: Cranes and Hoists Operational/Load Test  Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4619-HST0014 Preventive Maintenance - Crane Operational/Load Test 365-Day: Cranes and Hoists Operational/Load Test  Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4619-HST0015 Preventive Maintenance - Crane Operational/Load Test 1460-Day: Cranes and Hoists Operational/Load Tes   Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
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Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4619-HST0016 Preventive Maintenance - Crane Operational/Load Test 1460-Day: Cranes and Hoists Operational/Load Tes   Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4619-HST0017 Preventive Maintenance - Crane Operational/Load Test 1460-Day: Cranes and Hoists Operational/Load Tes   Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4619-HST0019 Preventive Maintenance - Crane Operational/Load Test 1460-Day: Cranes and Hoists Operational/Load Tes   Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load
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Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4623-HST0001 Preventive Maintenance - Crane Operational/Load Test 1460-Day: Cranes and Hoists Operational/Load Tes   Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4623-HST0002 Preventive Maintenance - Crane Operational/Load Test 1460-Day: Cranes and Hoists Operational/Load Tes   Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
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Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4623-HST0003 Preventive Maintenance - Crane Operational/Load Test 365-Day: Cranes and Hoists Operational/Load Test  Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4628-HST0001 Preventive Maintenance - Crane Operational/Load Test 1460-Day: Cranes and Hoists Operational/Load Tes   Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4628-HST0002 Preventive Maintenance - Crane Operational/Load Test 1460-Day: Cranes and Hoists Operational/Load Tes   Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
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Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4628-HST0003 Preventive Maintenance - Crane Operational/Load Test 1460-Day: Cranes and Hoists Operational/Load Tes   Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4628-HST0004 Preventive Maintenance - Crane Operational/Load Test 1460-Day: Cranes and Hoists Operational/Load Tes   Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4628-HST0005 Preventive Maintenance - Crane Operational/Load Test 1460-Day: Cranes and Hoists Operational/Load Tes   Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load
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Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4648-HST0003 Preventive Maintenance - Crane Operational/Load Test 1460-Day: Cranes and Hoists Operational/Load Tes   Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4649-CRN0001 Preventive Maintenance - Crane Operational/Load Test 365-Day: Cranes and Hoists Operational/Load Test  Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
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Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4649-CRN0002 Preventive Maintenance - Crane Operational/Load Test 1460-Day: Cranes and Hoists Operational/Load Tes   Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4650-CRN0001 Preventive Maintenance - Crane Operational/Load Test 365-Day: Cranes and Hoists Operational/Load Test  Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4650-CRN0002 Preventive Maintenance - Crane Operational/Load Test 365-Day: Cranes and Hoists Operational/Load Test  Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
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Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4650-CRN0003 Preventive Maintenance - Crane Operational/Load Test 1460-Day: Cranes and Hoists Operational/Load Tes   Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4650-CRN0004 Preventive Maintenance - Crane Operational/Load Test 1460-Day: Cranes and Hoists Operational/Load Tes   Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4650-CRN0005 Preventive Maintenance - Crane Operational/Load Test 1460-Day: Cranes and Hoists Operational/Load Tes   Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load
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Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4650-CRN0006 Preventive Maintenance - Crane Operational/Load Test 1460-Day: Cranes and Hoists Operational/Load Tes   Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4650-CRN0007 Preventive Maintenance - Crane Operational/Load Test 1460-Day: Cranes and Hoists Operational/Load Tes   Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
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Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4650-CRN0008 Preventive Maintenance - Crane Operational/Load Test 365-Day: Cranes and Hoists Operational/Load Test  Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4650-HST0001 Preventive Maintenance - Crane Operational/Load Test 1460-Day: Cranes and Hoists Operational/Load Tes   Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4653-HST0001 Preventive Maintenance - Crane Operational/Load Test 1460-Day: Cranes and Hoists Operational/Load Tes   Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
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Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4653-HST0002 Preventive Maintenance - Crane Operational/Load Test 1460-Day: Cranes and Hoists Operational/Load Tes   Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4653-HST0003 Preventive Maintenance - Crane Operational/Load Test 1460-Day: Cranes and Hoists Operational/Load Tes   Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4655-CRN0001 Preventive Maintenance - Crane Operational/Load Test 1460-Day: Cranes and Hoists Operational/Load Tes   Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load
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Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4655-CRN0002 Preventive Maintenance - Crane Operational/Load Test 365-Day: Cranes and Hoists Operational/Load Test  Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4656-CRN0001 Preventive Maintenance - Crane Operational/Load Test 1460-Day: Cranes and Hoists Operational/Load Tes   Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
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Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4656-CRN0002 Preventive Maintenance - Crane Operational/Load Test 1460-Day: Cranes and Hoists Operational/Load Tes   Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4656-HST0001 Preventive Maintenance - Crane Operational/Load Test 1460-Day: Cranes and Hoists Operational/Load Tes   Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4659-CRN0001 Preventive Maintenance - Crane Operational/Load Test 1460-Day: Cranes and Hoists Operational/Load Tes   Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
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Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4659-CRN0002 Preventive Maintenance - Crane Operational/Load Test 1460-Day: Cranes and Hoists Operational/Load Tes   Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4663C-HST0001 Preventive Maintenance - Crane Operational/Load Test 1460-Day: Cranes and Hoists Operational/Load Tes   Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4663C-HST0002 Preventive Maintenance - Crane Operational/Load Test 1460-Day: Cranes and Hoists Operational/Load Tes   Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load
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Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4667-CRN0001 Preventive Maintenance - Crane Operational/Load Test 1460-Day: Cranes and Hoists Operational/Load Tes   Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4670-DERK0001 Preventive Maintenance - Crane Operational/Load Test 365-Day: Derrick Operational/Load Test (Critical u Total load test not to exceed 10% above rated capacity of derrick
Hoist and lower test load
Hoist and lower test load using boom
Swing test load
Check hoist clutch and brakes
Check boom hoist clutches and brakes
Check boom angle indicator
Check safety devices, limit switches

PML4671-CRN0001 Preventive Maintenance - Crane Operational/Load Test 1460-Day: Cranes and Hoists Operational/Load Tes   Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
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Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4676-HST0001 Preventive Maintenance - Crane Operational/Load Test 1460-Day: Cranes and Hoists Operational/Load Tes   Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4676-HST0002 Preventive Maintenance - Crane Operational/Load Test 1460-Day: Cranes and Hoists Operational/Load Tes   Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4702-HST0001 Preventive Maintenance - Crane Operational/Load Test 1460-Day: Cranes and Hoists Operational/Load Tes   Hoist and lower dummy rated loads at various speeds
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Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4702-HST0002 Preventive Maintenance - Crane Operational/Load Test 1460-Day: Cranes and Hoists Operational/Load Tes   Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4704-HST0001 Preventive Maintenance - Crane Operational/Load Test 1460-Day: Cranes and Hoists Operational/Load Tes   Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
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Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4705-CRN0001 Preventive Maintenance - Crane Operational/Load Test 365-Day: Cranes and Hoists Operational/Load Test  Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4705-CRN0002 Preventive Maintenance - Crane Operational/Load Test 365-Day: Cranes and Hoists Operational/Load Test  Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4705-CRN0003 Preventive Maintenance - Crane Operational/Load Test 1460-Day: Cranes and Hoists Operational/Load Tes   Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
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Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4705-CRN0004 Preventive Maintenance - Crane Operational/Load Test 1460-Day: Cranes and Hoists Operational/Load Tes   Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4705-CRN0005 Preventive Maintenance - Crane Operational/Load Test 1460-Day: Cranes and Hoists Operational/Load Tes   Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4705-CRN0006 Preventive Maintenance - Crane Operational/Load Test 1460-Day: Cranes and Hoists Operational/Load Tes   Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load



NNM08AA54C
ATTACHMENT J-24

PREVENTIVE MAINTENANCE

Page 1412 of 1447

PMNUM PM DESCRIPTION  TASK DESCRIPTION
Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4705-CRN0007 Preventive Maintenance - Crane Operational/Load Test 1460-Day: Cranes and Hoists Operational/Load Tes   Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4705-CRN0008 Preventive Maintenance - Crane Operational/Load Test 1460-Day: Cranes and Hoists Operational/Load Tes   Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
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Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4705-HST0002 Preventive Maintenance - Crane Operational/Load Test 1460-Day: Cranes and Hoists Operational/Load Tes   Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4705-HST0010 Preventive Maintenance - Crane Operational/Load Test 1460-Day: Cranes and Hoists Operational/Load Tes   Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4705-HST0011 Preventive Maintenance - Crane Operational/Load Test 1460-Day: Cranes and Hoists Operational/Load Tes   Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)



NNM08AA54C
ATTACHMENT J-24

PREVENTIVE MAINTENANCE

Page 1414 of 1447

PMNUM PM DESCRIPTION  TASK DESCRIPTION
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4705-HST0012 Preventive Maintenance - Crane Operational/Load Test 1460-Day: Cranes and Hoists Operational/Load Tes   Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4705-HST0013 Preventive Maintenance - Crane Operational/Load Test 1460-Day: Cranes and Hoists Operational/Load Tes   Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4707-CRN0001 Preventive Maintenance - Crane Operational/Load Test 365-Day: Cranes and Hoists Operational/Load Test  Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load
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Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4707-CRN0002 Preventive Maintenance - Crane Operational/Load Test 365-Day: Cranes and Hoists Operational/Load Test  Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4707-CRN0003 Preventive Maintenance - Crane Operational/Load Test 1460-Day: Cranes and Hoists Operational/Load Tes   Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
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Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4707-CRN0005 Preventive Maintenance - Crane Operational/Load Test 1460-Day: Cranes and Hoists Operational/Load Tes   Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4707-CRN0006 Preventive Maintenance - Crane Operational/Load Test 1460-Day: Cranes and Hoists Operational/Load Tes   Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4707-CRN0007 Preventive Maintenance - Crane Operational/Load Test 365-Day: Cranes and Hoists Operational/Load Test  Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
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Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4707-CRN0008 Preventive Maintenance - Crane Operational/Load Test 365-Day: Cranes and Hoists Operational/Load Test  Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4707-HST0001 Preventive Maintenance - Crane Operational/Load Test 1460-Day: Cranes and Hoists Operational/Load Tes   Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4707-HST0003 Preventive Maintenance - Crane Operational/Load Test 1460-Day: Cranes and Hoists Operational/Load Tes   Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load
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Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4707-HST0004 Preventive Maintenance - Crane Operational/Load Test 1460-Day: Cranes and Hoists Operational/Load Tes   Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4707-HST0005 Preventive Maintenance - Crane Operational/Load Test 1460-Day: Cranes and Hoists Operational/Load Tes   Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge



NNM08AA54C
ATTACHMENT J-24

PREVENTIVE MAINTENANCE

Page 1419 of 1447

PMNUM PM DESCRIPTION  TASK DESCRIPTION
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4707-HST0006 Preventive Maintenance - Crane Operational/Load Test 1460-Day: Cranes and Hoists Operational/Load Tes   Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4707-HST0007 Preventive Maintenance - Crane Operational/Load Test 1460-Day: Cranes and Hoists Operational/Load Tes   Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4707-HST0008 Preventive Maintenance - Crane Operational/Load Test 1460-Day: Cranes and Hoists Operational/Load Tes   Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
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Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4707-HST0010 Preventive Maintenance - Crane Operational/Load Test 1460-Day: Cranes and Hoists Operational/Load Tes   Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4707-HST0011 Preventive Maintenance - Crane Operational/Load Test 1460-Day: Cranes and Hoists Operational/Load Tes   Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4707-HST0012 Preventive Maintenance - Crane Operational/Load Test 1460-Day: Cranes and Hoists Operational/Load Tes   Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load
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Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4707-HST0014 Preventive Maintenance - Crane Operational/Load Test 1460-Day: Cranes and Hoists Operational/Load Tes   Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4707-HST0015 Preventive Maintenance - Crane Operational/Load Test 1460-Day: Cranes and Hoists Operational/Load Tes   Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
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Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4708-CRN0001 Preventive Maintenance - Crane Operational/Load Test 365-Day: Cranes and Hoists Operational/Load Test  Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4708-CRN0002 Preventive Maintenance - Crane Operational/Load Test 365-Day: Cranes and Hoists Operational/Load Test  Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4708-CRN0003 Preventive Maintenance - Crane Operational/Load Test 365-Day: Cranes and Hoists Operational/Load Test  Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
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Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4708-CRN0004 Preventive Maintenance - Crane Operational/Load Test 365-Day: Cranes and Hoists Operational/Load Test  Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4708-CRN0005 Preventive Maintenance - Crane Operational/Load Test 365-Day: Cranes and Hoists Operational/Load Test  Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4708-HST0001 Preventive Maintenance - Crane Operational/Load Test 1460-Day: Cranes and Hoists Operational/Load Tes   Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load
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Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4708-HST0002 Preventive Maintenance - Crane Operational/Load Test 365-Day: Cranes and Hoists Operational/Load Test  Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4708-HST0004 Preventive Maintenance - Crane Operational/Load Test 365-Day: Cranes and Hoists Operational/Load Test  Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
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Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4711-HST0001 Preventive Maintenance - Crane Operational/Load Test 1460-Day: Cranes and Hoists Operational/Load Tes   Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4711-HST0002 Preventive Maintenance - Crane Operational/Load Test 1460-Day: Cranes and Hoists Operational/Load Tes   Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4711-HST0003 Preventive Maintenance - Crane Operational/Load Test 1460-Day: Cranes and Hoists Operational/Load Tes   Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
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Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4711-HST0004 Preventive Maintenance - Crane Operational/Load Test 1460-Day: Cranes and Hoists Operational/Load Tes   Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4711-HST0005 Preventive Maintenance - Crane Operational/Load Test 1460-Day: Cranes and Hoists Operational/Load Tes   Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4711-HST0006 Preventive Maintenance - Crane Operational/Load Test 1460-Day: Cranes and Hoists Operational/Load Tes   Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load
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Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4711-HST0007 Preventive Maintenance - Crane Operational/Load Test 1460-Day: Cranes and Hoists Operational/Load Tes   Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4711-HST0008 Preventive Maintenance - Crane Operational/Load Test 1460-Day: Cranes and Hoists Operational/Load Tes   Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge



NNM08AA54C
ATTACHMENT J-24

PREVENTIVE MAINTENANCE

Page 1428 of 1447

PMNUM PM DESCRIPTION  TASK DESCRIPTION
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4711-HST0009 Preventive Maintenance - Crane Operational/Load Test 1460-Day: Cranes and Hoists Operational/Load Tes   Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4711-HST0010 Preventive Maintenance - Crane Operational/Load Test 1460-Day: Cranes and Hoists Operational/Load Tes   Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4718-1-HST0001 Preventive Maintenance - Crane Operational/Load Test 1460-Day: Cranes and Hoists Operational/Load Tes   Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
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Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4718-CRN0001 Preventive Maintenance - Crane Operational/Load Test 365-Day: Cranes and Hoists Operational/Load Test  Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4718-HST0001 Preventive Maintenance - Crane Operational/Load Test 365-Day: Cranes and Hoists Operational/Load Test  Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4718-HST0002 Preventive Maintenance - Crane Operational/Load Test 365-Day: Cranes and Hoists Operational/Load Test  Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load
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Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4718-HST0003 Preventive Maintenance - Crane Operational/Load Test 1460-Day: Cranes and Hoists Operational/Load Tes   Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4718-HST0004 Preventive Maintenance - Crane Operational/Load Test 1460-Day: Cranes and Hoists Operational/Load Tes   Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
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Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4718-LIFT0001 Preventive Maintenance - Crane Operational/Load Test 365-Day: Cranes and Hoists Operational/Load Test  Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4732-CRN0001 Preventive Maintenance - Crane Operational/Load Test 1460-Day: Cranes and Hoists Operational/Load Tes   Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4732-HST0001 Preventive Maintenance - Crane Operational/Load Test 1460-Day: Cranes and Hoists Operational/Load Tes   Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
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Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4732-HST0002 Preventive Maintenance - Crane Operational/Load Test 1460-Day: Cranes and Hoists Operational/Load Tes   Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4732-HST0003 Preventive Maintenance - Crane Operational/Load Test 1460-Day: Cranes and Hoists Operational/Load Tes   Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4734-CRN0001 Preventive Maintenance - Crane Operational/Load Test 1460-Day: Cranes and Hoists Operational/Load Tes   Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load
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Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4738-HST0001 Preventive Maintenance - Crane Operational/Load Test 1460-Day: Cranes and Hoists Operational/Load Tes   Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4747-CRN0001 Preventive Maintenance - Crane Operational/Load Test 1460-Day: Cranes and Hoists Operational/Load Tes   Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
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Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4754-CRN0001 Preventive Maintenance - Crane Operational/Load Test 365-Day: Cranes and Hoists Operational/Load Test  Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4755-CRN0001 Preventive Maintenance - Crane Operational/Load Test 365-Day: Cranes and Hoists Operational/Load Test  Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4755-CRN0002 Preventive Maintenance - Crane Operational/Load Test 365-Day: Cranes and Hoists Operational/Load Test  Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
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Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4755-CRN0003 Preventive Maintenance - Crane Operational/Load Test 365-Day: Cranes and Hoists Operational/Load Test  Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4755-CRN0004 Preventive Maintenance - Crane Operational/Load Test 365-Day: Cranes and Hoists Operational/Load Test  Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4759-HST0001 Preventive Maintenance - Crane Operational/Load Test 1460-Day: Cranes and Hoists Operational/Load Tes   Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load
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Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4760-HST0001 Preventive Maintenance - Crane Operational/Load Test 1460-Day: Cranes and Hoists Operational/Load Tes   Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4760-HST0002 Preventive Maintenance - Crane Operational/Load Test 1460-Day: Cranes and Hoists Operational/Load Tes   Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
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Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4760-HST0003 Preventive Maintenance - Crane Operational/Load Test 1460-Day: Cranes and Hoists Operational/Load Tes   Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4760-HST0004 Preventive Maintenance - Crane Operational/Load Test 1460-Day: Cranes and Hoists Operational/Load Tes   Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4760-HST0005 Preventive Maintenance - Crane Operational/Load Test 1460-Day: Cranes and Hoists Operational/Load Tes   Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
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Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4760-HST0006 Preventive Maintenance - Crane Operational/Load Test 1460-Day: Cranes and Hoists Operational/Load Tes   Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4760-HST0007 Preventive Maintenance - Crane Operational/Load Test 1460-Day: Cranes and Hoists Operational/Load Tes   Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4760-HST0008 Preventive Maintenance - Crane Operational/Load Test 1460-Day: Cranes and Hoists Operational/Load Tes   Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load
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Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4760-HST0009 Preventive Maintenance - Crane Operational/Load Test 1460-Day: Cranes and Hoists Operational/Load Tes   Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4760-HST0010 Preventive Maintenance - Crane Operational/Load Test 1460-Day: Cranes and Hoists Operational/Load Tes   Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
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Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4760-HST0011 Preventive Maintenance - Crane Operational/Load Test 1460-Day: Cranes and Hoists Operational/Load Tes   Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4760-HST0012 Preventive Maintenance - Crane Operational/Load Test 1460-Day: Cranes and Hoists Operational/Load Tes   Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4760-HST0013 Preventive Maintenance - Crane Operational/Load Test 1460-Day: Cranes and Hoists Operational/Load Tes   Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
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Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4760-HST0014 Preventive Maintenance - Crane Operational/Load Test 1460-Day: Cranes and Hoists Operational/Load Tes   Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4760-HST0015 Preventive Maintenance - Crane Operational/Load Test 1460-Day: Cranes and Hoists Operational/Load Tes   Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4765-HST0001 Preventive Maintenance - Crane Operational/Load Test 1460-Day: Cranes and Hoists Operational/Load Tes   Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load
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Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4765-HST0002 Preventive Maintenance - Crane Operational/Load Test 1460-Day: Cranes and Hoists Operational/Load Tes   Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4765-HST0003 Preventive Maintenance - Crane Operational/Load Test 1460-Day: Cranes and Hoists Operational/Load Tes   Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
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Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4767-HST0001 Preventive Maintenance - Crane Operational/Load Test 1460-Day: Cranes and Hoists Operational/Load Tes   Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4775-HST0001 Preventive Maintenance - Crane Operational/Load Test 1460-Day: Cranes and Hoists Operational/Load Tes   Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4775-HST0002 Preventive Maintenance - Crane Operational/Load Test 1460-Day: Cranes and Hoists Operational/Load Tes   Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
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Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4776-HST0001 Preventive Maintenance - Crane Operational/Load Test 1460-Day: Cranes and Hoists Operational/Load Tes   Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4776-HST0002 Preventive Maintenance - Crane Operational/Load Test 1460-Day: Cranes and Hoists Operational/Load Tes   Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4777-HST0001 Preventive Maintenance - Crane Operational/Load Test 1460-Day: Cranes and Hoists Operational/Load Tes   Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load
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Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4777-HST0002 Preventive Maintenance - Crane Operational/Load Test 1460-Day: Cranes and Hoists Operational/Load Tes   Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PML4777-HST0003 Preventive Maintenance - Crane Operational/Load Test 1460-Day: Cranes and Hoists Operational/Load Tes   Hoist and lower dummy rated loads at various speeds

Verify Holding brakes stopping capabilities and ability to hold a rated load

Verify trolley and bridge travel under rated load, with maximum safe 
movement in all directions at varying speeds
Verify function of limit switch, emergency stop, and locking device under no 
load at full speed
Verify function of final upper limit switch, such that all hoist motion is 
precluded (may be tripped manually)
Verify that both means of hoist braking are capable of bringing a rated load 
to zero speed and holding it
Verify function of indicating devices, if provided
Hoist load and verify that load is supported by crane and held by the hoist 
brake(s) (load not to exceed 25% above rated cap)
Use trolley to transport load for the full length of the bridge
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Use bridge to transport load for the full length of each runway, with the 
trolley positioned as close to the runway as possib
Lower test load, and stop and hold load with the brakes

PM4201-TANK0001 Preventive Maintenance - Tank 30-Day:  Tank and Monitor Inspection Check operation and controls of tank monitor
Check tank for leaks
If any deficiencies are found issue a work request
Attach proper signage to tank if problems are found with monitor

PM4207-TANK0002 Preventive Maintenance - Tank 30-Day:  Tank and Monitor Inspection Check operation and controls of tank monitor
Check tank for leaks
If any deficiencies are found issue a work request
Attach proper signage to tank if problems are found with monitor

PM4493-TANK0001 Preventive Maintenance - Tank 30-Day:  Tank and Monitor Inspection Check operation and controls of tank monitor
Check tank for leaks
If any deficiencies are found issue a work request
Attach proper signage to tank if problems are found with monitor

PM4567-TANK0001 Preventive Maintenance - Tank 30-Day:  Tank and Monitor Inspection Check operation and controls of tank monitor
Check tank for leaks
If any deficiencies are found issue a work request
Attach proper signage to tank if problems are found with monitor

PM4611-TANK0001 Preventive Maintenance - Tank 30-Day:  Tank and Monitor Inspection Check operation and controls of tank monitor
Check tank for leaks
If any deficiencies are found issue a work request
Attach proper signage to tank if problems are found with monitor

PM4611-TANK0002 Preventive Maintenance - Tank 30-Day:  Tank and Monitor Inspection Check operation and controls of tank monitor
Check tank for leaks
If any deficiencies are found issue a work request
Attach proper signage to tank if problems are found with monitor

PM4660-TANK0001 Preventive Maintenance - Tank 30-Day:  Tank and Monitor Inspection Check operation and controls of tank monitor
Check tank for leaks
If any deficiencies are found issue a work request
Attach proper signage to tank if problems are found with monitor

PM4663-TANK0001 Preventive Maintenance - Tank 30-Day:  Tank and Monitor Inspection Check operation and controls of tank monitor
Check tank for leaks
If any deficiencies are found issue a work request
Attach proper signage to tank if problems are found with monitor

PM4675-TANK0001 Preventive Maintenance - Tank 30-Day:  Tank and Monitor Inspection Check operation and controls of tank monitor
Check tank for leaks
If any deficiencies are found issue a work request
Attach proper signage to tank if problems are found with monitor

PM4697-TANK0001 Preventive Maintenance - Tank 30-Day:  Tank and Monitor Inspection Check operation and controls of tank monitor
Check tank for leaks
If any deficiencies are found issue a work request
Attach proper signage to tank if problems are found with monitor

PM4708-TANK0001 Preventive Maintenance - Tank 30-Day:  Tank and Monitor Inspection Check operation and controls of tank monitor
Check tank for leaks
If any deficiencies are found issue a work request
Attach proper signage to tank if problems are found with monitor

PM4718-TANK0001 Preventive Maintenance - Tank 30-Day:  Tank and Monitor Inspection Check operation and controls of tank monitor
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Check tank for leaks
If any deficiencies are found issue a work request
Attach proper signage to tank if problems are found with monitor
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