	MSFC Problem Reporting and Corrective Action (PRACA) System

	WHOLE RECORD REPORT( + ADDENDUM)




	MSFC Record #
A08859 
	In-Flight Anomaly Number
-- 
	Contractor Report Number
T-049 
	JSC#
-- 
	KSC#
-- 

	Problem Title
LUBE OIL SPILLS ONTO LO2 TANK DURING TRANSPORT TO PRIMER CELL 

	EICN#
-- 
	ELEMENT
ET 
	Contractor
MMMSS 
	FSCM#
-- 
	FCRIT
3 

	HCRIT
-- 
	Sys_Lvl
N 
	Misc Codes
A (2) B C D E F G H I J K L M N O 

	HARDWARE
EIM 
	NOMENCLATURE
N/A 
	PART#
N/A 
	SER/LOT#
N/A 
	MANUFACTURER
N/A 

	HARDWARE
LRU 
	NOMENCLATURE
N/A 
	PART#
N/A 
	SER/LOT#
N/A 
	MANUFACTURER
N/A 

	HARDWARE
NCA 
	NOMENCLATURE
LO2 CLEAN/PRIME 
	PART#
80912005000 
	SER/LOT#
N/A 
	MANUFACTURER
MMC 

	Test/Operation
M - MFG 
	Prevailing Condtion
N - INSPECTION 
	F / U
UC 
	Fail Mode
MSI - INSULATION 
	Cause
MAE - MFG-ASY-ENVR 

	System
TPS 
	Defect
DD - DETACH 
	Material
F - INSUL 
	Work Contact
J. GUZMAN 
	Fail Date
10/17/1984 

	Received at MSFC
12/05/1984 
	Date Isolated
-- 
	FMEA Reference
1.2.3 
	IFA: Mission Phase
-- 
	Mission Elapsed Time
-- 

	Location
MAF 
	Symptom
UC - UNSAT 
	Time Cycle
-- 

	Effectivity Text
UNK 

	Vehicle Effectivity Codes

	Vehicle 1
-- 
	Vehicle 2
-- 
	Vehicle 3
-- 
	Vehicle 4
-- 
	Vehicle 5
-- 

	Mission Effectivity Codes

	Mssn 1
-- 
	Mssn 2
-- 
	Mssn 3
-- 
	Mssn 4
-- 
	Mssn 5
-- 

	Estimated Completion Dates

	MSFC Approved Defer Until Date
-- 
	Contractor Req Defer Until Date
-- 
	LVL 3 Close
-- 
	Remark / Action
-- 

	Investigation / Resolution Summary


	Last MSFC Update
09/10/1992 
	CN RSLV SBMT
06/27/1985 
	Defer Date
-- 
	Add Date
-- 
	R/C Codes
3 - F/TE -- -- 

	Assignee

	Design
B. DAVIS 
	Chief Engineer
-- 
	S & MA
D. NEWMAN 
	Project
E. BRYAN 
	Project MGR
-- 

	Approval

	Design
B. DAVIS 
	Chief Engineer
-- 
	S & MA
D. NEWMAN 
	Project
E. BRYAN 
	Project MGR
-- 

	PAC Assignee
G. MILLER 
	PAC Review Complete
GM 
	MSFC Closure Date
07/25/1985 
	Status
C - CLOSED 
	F/A Completion
-- 

	Problem Type
-- 
	SEV
-- 
	Program Name
-- 
	REVL
-- 
	OPRINC
-- 

	FUNC MOD
-- 
	Software Effectivity
-- -- -- -- -- 
	Software Fail CD
-- 
	SUBTYPE
-- 
	Software Closure CD
-- 

	RES PERSON L2
-- 
	Approval Signature L3
-- 

	Related Document Type
-- 
	Related Document ID
-- 

	Related Document Title
-- 

	Related Document Type
-- 
	Related Document ID
-- 

	Related Document Title
-- 

	Related Document Type
-- 
	Related Document ID
-- 

	Related Document Title
-- 

	Contractor Status Summary


	Reliability/Quality Assurance Concerns, Recommendations:


	Problem Description
REF: SPILLS OF LUBRICATING OIL FROM OVERHEAD EQUIPMENT ONTO LO2 TANK

DURING TRANSPORT FROM CELL "E" CLEANING CELL TO PRIMER APPLICATIONS

CELLS HAS BEEN A RECURRING PROBLEM. IN ADDITION THERE HAVE BEEN

REPEATED CASES OF DRIPS OF MINERAL OIL & LUBRICATING OIL FROM EQUIPMENT

IN THE PRIMER CELLS

	Contractor Investigation/Resolution
12/5/84 BACKGROUND - C/A TAKEN IN THE PAST HAVE SHOWN LIMITED SUCCESS

IN DECREASING THE NUMBER OF SEVERITY OF OIL SPILLS ONTO TANKS DURING

TRANSPORTATION BETWEEN CELLS. THE PROBLEM HAS NOT BEEN COMPLETELY

ELIMINATED, & MARS CONTINUE TO BE GENERATED. THIS CAPS WILL DETERMINE

WHETHER ADDITIONAL STEPS MAY BE TAKEN TO PREVENT OIL SPILLS IN THE VAB

& HIGH BAY AREAS. 3/14/85 ET CLEARANCES - ALL VEHICLES: TANK SURFACES

CONTAMINATED BY OIL DRIPS HAVE BEEN MASKED PRIOR TO APPLICATION OF

EPOXY PRIMER. AFTER PRIMING OF UNCONTAMINATED AREAS, THE AFFECTED AREAS

ARE CLEANED & TOUCHED-UP MANUALLY. 6/6/85 PRB STATUS 5-16-85 MTG - NOT

DISCUSSED IN DETAIL. CAPS CLOSURE IS IN MMC REVIEW CYCLE. MMC WILL

EXPEDITE REVIEW & SEND TO MSFC. 7/1/85 UPDATED FROM PRB MTG OF 6-11-85

- NOT DISCUSSED IN DETAIL AS CLOSED CAPS ALREADY ENROUTE TO MSFC/PAS

C/A INVOLVES ESTABLISHING A FACILITY MAINTENANCE SCHEDULE TO PREVENT

RECURRENCE. OIL SPILLS OR STAINS WERE CAUSED BY LUBE OIL DRIPPING FROM

SEALS OF THE OVERHEAD CRANE IN THE VAB. 7/1/85 RESOLUTION - OIL SPILLS

ARE SPORADICALLY SEEN ON THE LO2 TANK DUE TO LUBRICATING OIL LEAKS FROM

THE OVERHEAD CRANE. MORE RECENTLY, OIL WAS NOTICED ON LWT-23 & 24 (REF

MARS T-67870 & T-74436).PER MARS ACTION, FACILITIES HAS FIXED THE LEAKY

OIL SEALS & NO ADDITIONAL MARS HAVE BEEN GENERATED FOR OIL LEAKS FOR

LWTS 26,27,28,29 & 30. FACILITIES HAS ALSO INITIATED A PREVENTATIVE

MAINTENANCE SCHEDULE FOR INSPECTION OF SEALS. AN INSPECTION POINT IN

THE MOVING LOG WILL VISUALLY CHECK CRANE PRIOR TO EACH MOVE TO ASSURE

THAT NO LEAKS ARE PRESENT. RECOMMEND THIS PROBLEM REPORT BE CLOSED

	MSFC Response/Concurrence





	MSFC Problem Reporting and Corrective Action (PRACA) System

	ASSESSMENT ADDENDUM REPORT




	MSFC Report#
A08859 
	IFA#
-- 
	Contractor RPT#
T-049 
	JSC#
-- 
	KSC#
-- 
	EICN#
-- 

	Asmnt Part#
80971118409 
	Asmnt Part Name
LO2 TANK FOAM INST 
	Asmnt Serial/Lot#
N/A 

	HCRIT CD
-- 
	FCRIT CD
1 
	CAUSE CD
MAE - MFG-ASY-ENVR 
	FAIL MODE
MI - INSULATION 

	Asmnt FMEA
5.5.2.2 
	Asmnt FM
2 
	FMEA CSE
B 
	FMEA SCSE
4 

	Asmnt FMEA
-- 
	Asmnt FM
-- 
	FMEA CSE
-- 
	FMEA SCSE
-- 

	Asmnt FMEA
-- 
	Asmnt FM
-- 
	FMEA CSE
-- 
	FMEA SCSE
-- 

	Correlated Part#
-- 
	Correlated Part#
-- 
	Correlated Part#
-- 

	Associated LRU#
-- 
	Associated LRU#
-- 
	Associated LRU#
-- 

	MAJOR DESIGN CHANGES

	APRV DATE
-- 
	DESCRIPTION OF CHANGES
-- 

	ASSESSMENT TEXT





